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integration to electrical design and control of wind turbines. 
The first NWPC was held in Trondheim (2000), Norway, the 
second in Gothenburg (2004), Sweden and the third in Espoo 
(2006), Finland. 
Invited speakers, oral presentation of papers and poster sessions 
ensured this to be a valuable event for professionals and high-level 
students wanting to strengthen their knowledge on wind power 
integration and electrical systems. 
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Abstract — The unpredictability and variability of wind power 
increasingly challenges real-time balancing of supply and demand 
in electric power systems. In liberalised markets, balancing is a 
responsibility jointly held by the TSO (real-time power balancing) 
and PRPs (energy programs).  
In this paper, a procedure is developed for the simulation of power 
system balancing and the assessment of AGC performance in the 
presence of large-scale wind power, using the Dutch control zone as 
a case study.  The simulation results show that the performance of 
existing AGC-mechanisms is adequate for keeping ACE within 
acceptable bounds. At higher wind power penetrations, however, 
the capabilities of the generation mix are increasingly challenged 
and additional reserves are required for keeping ACE at the same 
level. 
Index Terms — Wind Power, System Integration, Secondary 
Control, Automatic Generation Control, Dynamic Simulation 
1. INTRODUCTION 
In the past decade wind power has become a generation 
technology of significance in a number of European 
countries. With further development of wind power on the 
horizon, the impacts of wind power on power system 
operation will increase as well. In particular the 
unpredictability and variability of wind power challenge real-
time balancing of supply and demand in electric power 
systems. This is because significant amounts of wind power 
not only introduce additional power variations and 
uncertainty but may also decrease generation capacity 
available for secondary control. For balancing the 
fluctuations of wind power, additional power reserves may 
be required on top of power reserves already held for 
managing existing power variations in the system, which are 
caused by load variations and unscheduled generation 
outages.  
In liberalized markets throughout Europe, participants 
have been made free to make arrangements for trading power 
in a number of forward markets. In order to guarantee a 
balanced power system, generation, load and energy trades 
are scheduled on beforehand and laid down in energy 
programs, which are sent to the system operator (TSO). In 
the Netherlands, the responsibility for maintaining the power 
balance in the system lies not only with the TSO but also 
with market participants responsible for delivering according 
to their energy programs. Based on the energy exchange 
programs received from these program responsible parties 
(PRPs) day-ahead, the TSO takes care of all real-time power 
imbalances using reserve power. PRPs are penalized for 
energy exchanges with the system different from specified in 
their energy program. Interestingly, in the Netherlands, wind 
power is subject to program responsibility as well, compared 
to the more common priority dispatch. Failure of a Dutch 
PRP to balance the partial predictability and variability of 
wind power with other generation/load in its portfolio 
therefore results in the payment of an imbalance price to the 
TSO [1]. Wind power will therefore impact the secondary 
control actions performed by PRPs. 
Little research has been performed on the impacts of wind 
power on secondary control performance in general, and the 
integration of wind power into liberalized electricity markets 
in particular. Dynamic interactions between wind power and 
system frequency have been investigated in [2]. It is shown 
that the displacement of conventional generation with wind 
results in increased rates of change of system frequency for 
that particular system. However, for larger systems, system 
inertia may be considerably larger and impacts of wind 
power on this can be delineated as being less severe or absent 
[3]. Impacts of wind power on secondary control and the 
need for spinning reserves [3], [4] may however be more 
significant, also at low wind power penetration levels. 
Quantifying these using classical models for power-
frequency control (Automatic Generation Control, AGC) 
does not consider energy program responsibility since these 
approaches implicitly assume a direct physical link between 
a secondary control signal by the TSO and a generator set-
point change. Furthermore, any strategic behaviour by 
market participants is assumed to be absent. It is the 
objective of this paper to demonstrate a possible extension of 
existing models with such aspects and to illustrate the 
impacts wind power may have when fully integrated into 
program responsibility. 
This research is focused on modelling load-frequency 
control dynamics in the presence of large-scale wind power 
subject to program responsibility. Simulation results are 
presented for different variants with wind power balancing 
by separate conventional generation portfolios subject to 
program responsibility, such as the case in the current market 
design in the Netherlands. A two-area power system model, 
representing a control area as part of a large interconnection, 
is set-up based on realistic data for generation units, loads, 
wind power production and forecasts. The novel contribution 
of this work consists in modelling the imbalance control by 
PRPs via minimization of their energy program deviations. 
The impact is assessed of different market designs on the 
total amount of reserve and regulation applied for balancing 
wind power and on Area Control Error performance. 
This paper is organised as follows. First, the Dutch market 
design and its impact on wind power are briefly re-
introduced in Section 2. Section 3 describes the development 
of a dynamic power system model for frequency stability and 
secondary control adequacy assessment, from both the 
perspective of the TSO and PRPs. In Sections 4 and 5, the 
set-up and the results obtained from the simulations are 
covered. Conclusions and an outlook on further work a 
presented in Section 6. 
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2. MARKET INTEGRATION OF WIND POWER 
The responsibility for balancing large interconnected 
systems such as UCTE is typically divided between different 
transmission system operators (TSOs), each responsible for 
balancing its respective area (control zone). The whole 
process of power system balancing comprises many stages, 
starting with energy trade en ending with real-time balancing 
of unscheduled power exchanges of market participants with 
the system. In order to organise trade and guarantee a 
balanced system on beforehand, the concept of program 
responsibility is applied. This is illustrated and discussed in 
more detail below for the Netherlands. 
2.1. Program Responsibility 
With program responsibility, PRPs or program responsible 
parties (PRPs) have been made responsible for keeping their 
own energy balance. Each customer (generator or load) 
connected to the system is associated to a PRP. A PRP must 
maintain its energy balance (MWh) for each market 
settlement period or program time-unit (PTU). Program 
responsibility requires program responsible parties to provide 
energy programs (e-programs) to the TSO, describing the 
energy exchange with the system for each PTU, and to act 
accordingly. The e-programs in fact contain the sums of all 
scheduled generation, load and trade of one PRP with other 
PRPs: generation is delivered to the power system only if 
there is a load to match it. The sum of all e-programs of all 
PRPs should add up to zero.  
PRPs have different markets to their disposal for trade, 
comprising bilateral contracts (blocks for long terms for 
physical position settlement), spot markets (up to one day 
preceding operation) and adjustment markets (up to one or a 
few hours before the hour of operation). At gate closure, all 
trading for the physical delivery of electrical energy ceases: 
PRPs submit their final schedules to the TSO. The schedules 
contain their intended energy exchanges with the system for 
each trading period. It is then the TSO who manages power 
reserves for maintaining the system balance. On top of the 
automated primary actions for system security, the TSO 
continuously manages secondary (available within 15 
minutes) and tertiary reserves (available after 15 minutes) in 
order to maintain the balance in the system in real-time. 
Secondary and tertiary reserves are in general made available 
by PRPs submitting bids for operating reserves to the TSO. 
Since the capacity for system balancing is made available by 
PRPs who themselves must keep their energy balance as 
well, it should be noted that secondary control actions by the 
TSO and PRPs will coincide or, occasionally, interfere 
during operation. Furthermore, it is important to realise that 
program responsibility is based on economic incentives: the 
balancing costs encountered by the TSO are passed on to 
PRPs deviating from their submitted energy programs. Thus, 
PRPs will behave strategically in order to minimize their 
imbalance costs.  
2.2. Program Responsibility for Wind Power 
In the Netherlands, wind power is subject to program 
responsibility, just like conventional generation, which is 
unlike most market designs for wind power. PRPs are 
thereby financially encouraged to limit possible imbalances 
resulting from wind power variability and partial 
unpredictability: a power imbalance as a result of wind 
power implies an energy program deviation. In order to 
prevent imbalance costs, Dutch PRPs therefore monitor and 
manage their unit portfolio taking into account wind power 
predictions and real-time measurements.  
Balancing wind power output deviations can be done by 
adjusting generation or load within the PRPs' portfolio or by 
taking precautionary measures on the market [1]. In order to 
be able to do so, wind power unpredictability and variability 
must be taken into account during unit commitment and 
dispatch calculations of an individual PRP with wind power 
in its portfolio. Wind power thereby is part of the overall 
operating decisions continuously made by PRPs.  
As the amount of wind power increases, individual PRPs 
will be inclined to reserve more of the generation capacity 
within their portfolio for minimization of energy program 
deviations, while the TSO may not need significant extra 
reserves for balancing wind power. At the same time, any 
imbalances remaining after secondary control actions by 
PRPs must still be matched by the TSO, using the capacity 
made available by the PRPs. Wind power therefore 
challenges existing AGC-mechanisms applied both by PRPs 
and by the TSO for imbalance minimization. 
3. POWER SYSTEM MODEL DEVELOPMENT 
In order to assess the impacts of wind power on the 
performance of secondary control or automatic generation 
control (AGC) mechanisms, a power system simulation 
model for the UCTE-area is developed. This dynamic model 
can be used for the simulation of long-term frequency 
stability, i.e. the ability of a power system to maintain steady 
frequency following a severe system upset, resulting in a 
significant imbalance between generation and load [5]. As an 
immediate consequence of such power imbalances, the 
system frequency changes and an area control error (ACE) is 
introduced. The TSO will then send out signals to selected 
PRPs for secondary response in order to re-install the system 
frequency at the set value. Below, the development of the 
model is described. 
3.1. System Inertia and Primary Control 
From a system point of view, frequency stability is 
determined by two system parameters comprising the 
response of the system as a whole: power system inertia and 
the system power frequency characteristic.  
The model developed here effectively describes the power 
system as a mass rotating at a speed of 50 Hz. The actual 
rotational speed is dependent on the amounts of mechanical 
power added to or taken from this mass. A uniform 
frequency is assumed using an aggregated inertia constant of 
an equivalent one-machine infinite bus system, such as 
applied in [6]. The power frequency characteristic (the 
overall dynamic response of generation and load to a power 
balance) consists of a load self-regulation factor of 1 and an 
aggregated primary response of generators in the UCTE as a 
whole. Detailed primary responses of 70 units in the Dutch 
system have been modelled explicitly using historical unit 
models available to the authors. The resulting aggregated 
primary response of the model has been compared to 
frequency data supplied by Dutch TSO TenneT, using an 
approach as presented in [7]. 
For the estimation of system inertia and primary response 
of the UCTE-interconnection, 4s. frequency deviation 
measurements were obtained for 88 significant instantaneous 
NORDIC WIND POWER CONFERENCE, NWPC’2007, 1-2 NOVEMBER 2007, ROSKILDE, DENMARK 3 
 
power imbalances in the UCTE-interconnection from 
10/2004 to 12/2006. The power frequency characteristic was 
found to lie between 19·10e3 MW/Hz and 47·10e3 MW/Hz, 
with a mean of 26·10e3 MW/Hz and a standard deviation of 
9·10e3 MW/Hz. With an allowable measurement inaccuracy 
of 10 mHz in place for generators on primary control, a 
primary response of the model is obtained as shown in Fig. 1, 
illustrated with a small number of recordings representative 
of the full data set. 
3.2. Secondary Control 
The area control error (ACE) represents the total power 
deviation of a system (MW) and comprises unscheduled 
power exchanges of the area with neighbouring areas and the 
frequency deviation of the system. For secondary control 
purposes, ACE is typically processed using a PI-controller 
(processed ACE, PACE) before it is sent to units on 
secondary control. The PACE-logic has the objective of 
minimizing ACE while neglecting fast dynamics in system 
frequency, which would result in unnecessary, fast changes 
in demands for secondary control. In this model, it is 
assumed that ACE occur in the Dutch area only and that 
Dutch secondary control alone returns ACE to zero. The rest 
of the UCTE-system is balanced but will contribute to 
primary reaction in case of significant frequency deviations. 
Dutch ACE and PACE have been modelled using the 
mechanisms developed and currently applied by Dutch TSO 
TenneT. A power frequency characteristic of 900 MW 
obtained from operational experiences of the TSO is applied, 
which is then compared to a two-stage threshold for fast 
response to significant events. Also, PACE is set such that its 
integral term does not increase (decrease) further in case 
ACE is positive (negative) but decreasing (increasing).  
For real-time power system balancing, the TSO applies 
secondary reserves made available by PRPs through a 
bidding ladder (selection of cheapest bids). Bids are orderly 
arranged based on price in a power reserve bidding ladder, a 
separate ladder for upward and downward reserves. During 
real-time operation, the TSO continuously determines the 
amount of reserve power that is needed, based on the actual 
PACE. Using the bidding ladder, the amount of required 
reserves is mirrored onto the available bids which are then 
called off by the TSO. This is done by sending a delta-signal 
(MW-set point) to the PRP associated with each bid called, 
using a separate delta for both upward and downward 
reserves. The rate-of-change of delta does not exceed a ramp-
rate value pre-specified by the associated PRP. Every four 
seconds, the PACE is re-calculated to determine whether the 
sum of all bids called (MW) is sufficient for balancing the 
control zone and which bid should be used up to which 
extent. In case PACE drops below an active bid’s threshold 
and the bid is no longer necessary, the bid is reduced with a 
ramp rate no more than the maximum specified in the bid. 
Because of this ramp rate limitation, positive and negative 
bids may be active simultaneously. It is the responsibility of 
the market party associated with the bid called off to adjust 
its generation operating points and/or load schedules 
accordingly. 
3.3. Energy Program Responsibility 
When a power imbalance is picked up by the TSO (i.e. ACE) 
and secondary control is activated, the generation/load 
deviations from scheduled values causing it will also be 
picked up by the PRP responsible for it. Simultaneously with 
secondary control at the system level, the PRP will take 
measures in order to minimize its energy program deviation 
(not necessarily its power imbalance) in order to avoid 
imbalance costs. The PRP will not only monitor its power 
imbalance (MW), but also physical position within the PTU 
(MWh). The actual power imbalance of each PRP is 
constantly assessed by monitoring generation and load 
deviations from scheduled values while settling the 
secondary control signal received from the TSO. For 
imbalance minimization, a fraction of the actual power 
imbalance is integrated and subtracted from the set-point of 
generation units selected by the PRP for imbalance 
management. Because participation in secondary control is 
taken into account in calculating its imbalance, both the 
PRPs' imbalance and the system imbalance are eventually 
returned to zero. 
Since imbalance costs are settled not on a MW but on an 
MWh/PTU basis, the energy imbalance for each PTU is the 
most relevant parameter for a PRP. The MWh-value 
specified in the PRPs' energy program is the operational 
objective: during each PTU, the overall energy deficit or 
surplus compared to the energy program must be minimized. 
For the counter-balancing of power deviations, different 
operating strategies for imbalance minimization may be 
applied in order to reach the energy value objective, as 
shown in Fig. 2 (area under all three modi is equal). 
Interviews by the authors with Dutch PRPs have revealed 
that the preferable operation modus is the most gradual one 
(B), even though this involves a continuous adjustment of 
operation set-points of units under secondary control, which 
could partially be prevented by opting for strategies A and C, 
or other. In the model, the energy program deviation is 
constantly calculated and fed back into the secondary control 
signal. At the start of each PTU, the energy-program 
deviation is reset to zero. 
 
Fig. 1. Validation of system inertia and power frequency characteristic 
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3.4. Generation Units 
A number of existing dynamic generation unit models for 
Dutch plant have been compared to literature models [8]. It is 
found that, for long-term frequency control simulations, a 
differentiation must be made between initial responses and 
more persistent ones. The former are determined mainly by 
the governing system (valve positions) while in the longer 
term, the physical processes in the boiler become more 
important. For unit start-up or shut-down, these physical 
processes may require hours up to days, which must be taken 
into account when calculating the unit commitment and 
economic dispatch (UC-ED) of these units.  
In this work, dynamic response (seconds) and primary 
reaction of 70 Dutch units part of PRPs’ portfolios have been 
modelled explicitly. The models incorporate typical aspects 
as primary reaction and speed, power-frequency, turbine and 
fuel control. Longer-term physical aspects (minutes) have 
been delineated; instead, fixed ramp-rates not governed by 
physical limitations but by controls have been assumed, as is 
current practice for all units part of the PRPs’ dispatch.    
UC-ED (weeks to hours) of the main Dutch generation units 
is calculated using a commercial optimization tool previously 
applied in [9].  
As an example of the dynamic models of the generation 
units, Fig. 3 shows the simulated responses of some unit 
models developed for this research: a coal unit, a combined 
cycle gas turbine (CCGT) and a cokes gas unit in the Dutch 
system. All units are at a 0.6 p.u. operating set-point. At t = 0 
s., a frequency drop of 0.004 p.u.  is introduced, leading to a 
primary response of all units (a dead zone of 0.002 p.u. is 
assumed), resulting in a full primary response within 10-20 
seconds. As can clearly be seen, the units all show a fast 
initial and a slower, more persistent response. At t = 30 s., 
the operating set-point is stepped up from 0.6 to 0.65 p.u. In 
this case, the dynamic response of the unit is governed by the 
unit ramp-rate controls. More detailed modelling of the unit 
dynamics therefore does not translate into added value for 
the simulations and have therefore not been incorporated. 
Notably, several Dutch PRPs have indicated to the authors 
that detailed physical models of their units are in fact not 
available to them. 
 
3.5. Wind Power 
With the modelling of wind power, it has been borne in mind 
that it is the objective this work to investigate the impacts of 
wind power on automatic generation control performance. 
Since the overall power fluctuations of wind power clusters 
are of importance here, detailed models for wind turbines fall 
outside of the scope of this paper. Wind speeds at 
representative locations of Dutch wind parks onshore and 
offshore have been developed using wind speed data 
obtained from the Royal Dutch Meteorological Institute 
(KNMI). The data concerns 10-minute wind speed averages 
with a resolution of 0.1 m/s for 18 locations in the 
Netherlands (9 onshore, 3 coastal and 6 offshore) measured 
between June 1, 2004 and May 31, 2005. Wind speed time 
series for the study period are created for 15-minute time 
intervals in such a way that the spatial correlation between 
the sites is taken into account. The development of wind 
speed data is described in more detail in [9]. For 
simplification, it has been assumed that the effects of 
turbulence on the aggregated output of each wind farm 
within each 15 min. interval are small because of smoothing 
of fluctuations [10]. 
4. SIMULATION SET-UP 
4.1. Simulation Method 
The operation schedules of conventional generation units are 
governed by a number of longer-term aspects which fall 
outside the scope of the dynamic simulation model 
developed here. These aspects include scheduling of 
maintenance, market trading and settlement procedures of 
markets, which lead to the calculation of UC-ED schedules 
for each unit in the system. In order to arrive at a realistic 
starting point for the dynamic simulations, the following 
simulation set-up is applied: 
 
• Calculation of UC-ED: A chronological UC-ED model 
with the same make-up as the dynamic model 
(generation units, wind power etc.) is run for a week or 
any longer period of time using a 15-min. time step. 
Steady-state operating set-points for each generation unit 
are obtained and saved. 
• Select cases: The output of the UC-ED model is 
analysed and interesting cases for dynamic simulation 
(simultaneous wind power drop and load increase, 
generation outages etc.) are selected. A small number of 
 
Fig. 2. Different operating strategies between energy-programme set-points 
 
Fig. 3. Simulated responses of three generation unit responses to frequency 
and a operating set-point steps 
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consecutive states including the selected state are 
isolated. 
• Import of unit set-points: The operating set-points for all 
units are imported into the dynamic model. Interpolation 
is applied to obtain continuous operating signals serving 
as an input for the dynamic model of each unit. 
• Initialization and dynamic simulation: The dynamic 
model is initialised around the operating points of the 
first state and then run. Power deviations occurring in 
real-time may be simulated by adding these deviations 
(i.e. wind gusts or random noise) to the set-points 
imported from the UC-ED-results. Valid parameters 
such as system frequency, ACE and PACE and power 
imbalances and energy program deviations of PRPs are 
reported. 
 
For each PRP, one or more units are selected for AGC by the 
PRP, based on daily operating routines of Dutch PRPs. 
Furthermore, PRPs make bids available to the TSO for 
secondary reserves, which are then taken into account with 
the scheduling of UC-ED. Notably, PRPs prefer to use base-
load coal units – if available within the portfolio of the PRP 
– for managing e-program deviations. 
4.2. Simulated Variants 
The following simulations are run: 
 
a) System operation without wind power 
b) Large variation of 2 GW wind power 
c) Forecast error and large variation of 2 GW wind power 
d) Large variation of 4 GW wind power  
e) Forecast error and large variation of 4 GW wind power 
 
Simulation a) is used to provide a base-case for comparison 
with the simulations with wind power. Since for this 
simulation, no data are added compared to the set-points 
imported from the UC-ED-model and no wind power is 
present, the power imbalance at any moment in time should 
be small, resulting in a small ACE and PACE. Also, the 
results imported from UC-ED will be different since wind 
power will impact the scheduling of conventional units. 
In simulations b) and c), wind power increases between 
t = 450s. and t = 1350s from 553 MW to 1207 MW (+654 
MW) and then decreases between t = 1350s. and t = 3150s. 
to 707 MW. In simulation b) it is assumed that wind power is 
perfectly predicted and no real-time deviations occur. 
Therefore, the UC-ED will incorporate wind power and ACE 
and e-program deviations resulting from wind power 
imbalances can be expected to be small, although a more 
dynamic operation of conventional units is expected. In 
simulation c), a ‘real-time deviation’ signal of wind power is 
added to the wind power set-points imported from the      
UC-ED-results in order to simulate unscheduled wind power 
output. Thus, PRPs and the TSO will apply secondary 
reserves to balance forecast errors and ACE as a result of it. 
PRPs experiencing wind power deviations in real-time apply 
secondary control in order to avoid energy program 
deviations.  
Fig. 6. ACE  for the Dutch control zone with 4 GW wind power with perfect 
forecast d)(line) and with forecast errors e) (dotted line). 
 
Fig. 4. Area Control Error (ACE, black line) and Processed Area Control 
Error (PACE, grey line) of the Dutch control zone with 0 GW wind power. 
 
Fig. 5. ACE  for the Dutch control zone with 2 GW wind power with perfect 
forecast  b)(line) and with forecast error c)(dotted line). 
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In simulations d) and e), wind power increases between 
t = 450s. and t = 1350s from 983 MW to 1736 MW (+753 
MW) and then decreases between t = 1350s. and t = 3150s. 
back to 743 MW. In simulation d) it is assumed that wind 
power is perfectly predicted, in simulation e) wind power 
deviates in real-time from scheduled values. 
5. SIMULATION RESULTS 
5.1. System Perspective: ACE 
In Fig. 4, the simulation results for a selected one-hour 
simulation period of the model is shown. Since for this 
simulation model, the generation and load set-point results 
from the UC-ED calculations are directly imported into the 
dynamic program and no sudden changes in unit output are 
present, ACE is very close to zero. As a result, PACE is also 
small.  
Fig. 5 shows the simulation results of the same one-hour 
period, but now with 2 GW wind power. The UC-ED of 
other units in the system is scheduled to respond to this. As a 
result of the significant wind power variations, the UC-ED is 
changed compared to the situation without wind power: two 
units are now taken out of operation (t = 2250s. and 
t = 3150s.) and one unit starts operation (t = 1350s). Since 
these conventional generation units have a minimum power 
output level, committing or de-committing these units results 
in a sudden steps in ACE. ACE is also influenced by wind 
power forecast errors: apparently, PRPs are unable to take 
these into account fast enough as to prevent power 
imbalances, which directly result in an increase of ACE, as 
can be seen in the figure. 
 In simulation variants d) and e), the variations of wind 
power are even higher than in simulation variants b) and c) 
and therefore a different UC-ED schedule has been chosen. 
At t = 1350s, one large unit is taken out of operation while at 
t = 2250s. a smaller unit is committed. Because of the large 
wind power variations, ACE significantly increases between  
t = 450s. and t = 1350s. Apparently, the reserves committed 
for balancing the wind power variations (Fig. 6) are not 
sufficient to keep ACE within a range comparable to Fig. 5.  
It can be noted that for simulation e), the forecast errors 
actually improve ACE performance. For some PRPs, forecast 
wind power variations were actually larger than actual wind 
power variations. Because of this, more capacity was 
available for secondary control actions requested by the 
TSO. It can also be noted that UC-ED calculates the de-
commitment of a large unit at t = 1350s. Apart from the high 
possible risk for a PRP actually doing so, ACE performance 
would suggest the commitment of more power reserves. 
5.2. Market Perspective: E-Program Deviation 
In Fig. 7, above, scheduled generation and total generation 
level delivered during real-time operation are shown for one 
program responsible party, PRP1, for simulation b) (2 GW 
wind power, perfect wind power prediction). The scheduled 
total generation of this PRP is rather constant. Because PRP1 
does have wind power in its portfolio, its other generation 
units have apparently been scheduled in such a way that wind 
power variations are balanced. Initially, PRP1 stays very 
close to its scheduled generation output, but at t = 450s. it 
increases its generation. This can be explained by 
considering the demand for secondary control by the TSO, to 
which PRP1 then responds by increasing generation units 
selected for this and by any secondary control actions of 
PRP1 itself in order to minimize energy program deviations. 
In the lower graph of Fig. 7, the real-time power imbalance 
and energy program deviation of PRP1 are shown for the 
same simulation. Clearly, PRP1 is initially very successful in 
minimizing its real-time power imbalance and energy 
program deviations. After t = 2250s., however, the real-time 
 
Fig. 7. Above: Scheduled (MW, grey line) and actual generation (MW, 
black line). Below: power imbalance (MW, grey line) and energy program 
deviation (MWh, black line). All for  PRP 1 for simulation b). 
 
Fig. 8. Power imbalance (MW, grey line) and energy program deviation 
(MWh, black line) .for PRP 1 for simulation b) 
 
Fig. 9. Power imbalance (MW, grey line) and energy program deviation 
(MWh, black line) .for PRP 2 for simulation d). 
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imbalance increases considerably, although strategic 
imbalancing between t = 2700s. and t = 3600s. still keeps the 
energy program deviation small. It should be noted that the 
energy program deviation at the end of each PTU (900s., 
1800s., 2700s., 3600s.) is the value which the final 
imbalance costs are based upon. At the beginning of each 
PTU, the e-program deviation is reset.  
Fig. 8 shows PRP2 who intends to minimize its energy 
deviation by strategically timing its power imbalance. Since 
this PRP has chosen to take two large units out of operation 
during this period in order to balance the foreseen wind 
power decrease between t = 1350s. and t = 3150s. In order to 
minimize its energy program deviation, PRP2 first 
overshoots, then takes its first unit out of operation, after 
which it reduces its imbalance again. The overall result of 
these actions is that the energy program deviation at the end 
of PTU 3 is very close to zero. However, PRP2’s control 
actions have an impact on ACE as can be seen in Fig. 5. 
In case PRP2 has more wind power in its portfolio, a 
different UC-ED is chosen. Apparently, it is now more 
optimal to de-commit one unit at t = 1350s., compared to the 
two units in simulation b) / Fig. 8. However, PRP2 is not 
able to balance its own portfolio including wind power while 
responding to secondary control signals from the TSO at the 
same time. Since its ramping capabilities for balancing wind 
power balances are already heavily used, PRP2 runs into a 
large power imbalance since it is unable to respond to the 
TSO signal. The secondary control actions upwards and 
downwards are not enough to prevent significant energy 
program deviations. PRP2 needs larger amounts of  
secondary reserves and/or reserves with higher ramp rates in 
order to prevent this. 
6. CONCLUSIONS 
A model has been developed for the simulation of power 
system balancing and the assessment of AGC performance in 
the presence of wind power. The Dutch control zone is used 
as a case study for the integration of wind power under 
program responsibility.  The simulation results show that the 
performance of existing AGC-mechanisms of both TSO and 
program responsible parties are adequate for returning ACE 
to small values within one PTU (15 min.) and energy 
program deviations within bounds. It is shown that the 
variability of wind power may lead to higher ACE, especially 
if insufficient amounts of reserves are taken into account 
during the unit commitment and economic dispatch 
calculations. 
A notable simulation result is that the variability of wind 
power not only has a direct impact on ACE and power 
imbalances of program responsible parties, but also an 
indirect one. Significant wind power variations are shown to 
have an impact on commit and de-commit decisions of 
conventional units in the system, which in turn trigger 
strategic imbalancing by PRPs. The ACE as a result of this 
then requires the TSO to apply additional secondary reserves. 
Thus, even though the steady-steady UC-ED schedule is in 
balance for each state, variations in real-time as well as 
demands for secondary control by the TSO may require 
additional ramping capabilities of the units. These must be 
taken into account in the UC-ED in order to minimize power 
imbalances during operation.  
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Abstract — Deep sea offshore wind farms may be developed to 
constitute a significant part of the total power system generation. 
This paper describes a simulation study of integrating 5500 MW 
offshore wind power in the Norwegian power system, using a 
power market model of North-Western Europe. The results 
illustrates that wind energy has the potential to effectively relieve 
constrained energy situations in Norway. When also considering the 
possible increase in onshore wind generation and hydro generation, 
the simulations indicate a need for increasing the cross-border 
transfer capacities in order to avoid hydro spillage and thus 
enhancing the possibilities of exporting large amounts of renewable 
energy to the continent. 
Index Terms — hydro power, offshore wind power, power 
exchange, power market. 
1. INTRODUCTION 
There are vast wind energy resources outside the 
Norwegian coastline. In contrast to offshore wind farms that 
today are built at shallow waters with relatively short 
transmission distances to the mainland, the most promising 
prospects outside Norway are at water depths from 30 to 150 
meters, located more than 50 km from shore. This is manly 
because of public opposition against wind farms close to 
shore and onshore, and because the majority of areas outside 
the Norwegian coastline are at deep sea. There are several 
ongoing research and development projects on the design of 
different bottom-supported and floating wind turbines, giving 
hopes for future exploitation of the enormous offshore wind 
potential at deeper waters.  
 
Deep sea offshore wind farms may be developed to 
constitute a significant part of the total power system 
generation. This implies that there are system wide impacts 
related to transmission planning and system operation that 
need to be addressed. Since the existing power supply 
consists almost entirely of hydro power plants, a high wind 
penetration will raise new challenges in how to optimally 
utilize the hydro reservoirs with respect to balancing short-
term and seasonal wind variations. In contrast to dispersed 
regional onshore wind farm development, the offshore wind 
scenario implies large blocks of wind farms connected to 
relatively few central grid nodes. Thus, handling of 
transmission bottlenecks in the central grid becomes 
especially important, including utilization of 
interconnections to other countries.  
 
This work addresses system implications of large-scale 
offshore wind power integrated in the Norwegian power 
system. A scenario with 5500 MW offshore wind power in 
Norway has been studied regarding the impact on electricity 
price, transmission bottlenecks and hydro power utilization. 
With an estimated capacity factor as high as 50%, the 
scenario gives an annual generation of 25 TWh, which 
corresponds to about 17% of today’s inland consumption.  
2. PROSPECTS FOR OFFSHORE WIND POWER IN NORWAY 
2.1. Offshore wind turbine concepts for deeper waters 
Offshore wind farms have so far been installed at shallow 
waters (-30 m) using gravity base structures or mono-piles. 
However, the potential at deeper water is huge provided that 
costs can be reduced to a competitive level. The relevant 
technologies for foundation appear to be tripod or jacket 
support structures (-70 m) and floating concepts for greater 
depths. 
 
The use of tripod and jacket foundations are well known 
from the offshore oil and gas industry, but these must be 
scaled in size and costs to fit offshore wind turbines. OWEC 
Tower AS has designed a jacket substructure which was 
selected for the Beatrice Demonstrator Project [1], while 
Aker Kværner is to deliver substructures for wind turbines 
off the coast of Germany and France [2]. Hydro has recently 
released ambitious plans for their floating concept HyWind 
[3]. The concept is simple in the sense that it may use any 
state-of-the-art wind turbine which will be fixed to a floating 
concrete substructure and then only requires some additions 
to the wind turbine control system. An alternative floating 
concept is promoted by SWAY [4]. Here a downwind 
turbine is assumed, and the upper part of the tower is 
streamlined to minimize the disturbance of the wind acting 
on the rotor. The tower is stiffened by a taut cable 
arrangement on the upwind side of the tower. 
2.2. Grid integration 
Development of deep sea offshore wind farms in sizes of 
some tens of MWs is interesting for supply to offshore 
oilrigs. But in the long run deep sea offshore wind farms 
connected to the main grid may be developed to constitute a 
significant part of the total power system generation. A very 
large offshore wind farm, say 1000 MW, is likely not built in 
one block, but rather as five blocks a 200 MW (or in that 
order). The reason for this is partly that a large block would 
appear as a roughness element in the sea and by that reducing 
the wind resource over the site. At a block size smaller than 
200 MW this effect is less pronounced. Other reasons are 
limitations of electrical equipment to handle such high power 
and for improving the technical availability. 
 
The most important factor for choosing grid structure is the 
size of the wind farm and the distance to the connection 
point. Until a recently it has been a well established “fact” 
that the use of conventional AC cable transmission is limited 
to relatively short distances. The reasoning was mainly 
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because of the cable capacitance (F/km) that causes reactive 
current and hence reduction of the cable capacity to transport 
active power. Using reactors or similar to counteract on this 
makes it however viable to transmit power on AC over 
longer distances. HVDC is still an alternative, either based 
on Line Commutated Converters (LCC) or Voltage Source 
Converters (VSC).  
2.3. Wind conditions 
There are enormous areas at deeper waters outside the 
Norwegian coastline which could be available for developing 
offshore wind farms. Knowing that the wind conditions at 
the Norwegian coastline are among the most favorable in 
Europe and that the average wind speeds generally increases 
with the distance from the shore, it is expected that offshore 
wind farms located 50 km or more off the coast will achieve 
very high average production pr MW installed. 
 
To estimate the production potential, hourly wind series for 
year 2005 from five representative measurement stations has 
been combined with a normalized wind power curve based 
on a state-of-the-art wind turbine suitable for high wind 
speed sites. Figure 1 and Figure 2 compare the normalized 
sum of production with a similar onshore wind power series 
and the actual wind generation in Denmark-West. The 
estimated utilization factor for offshore wind power is about 
50%. This is indeed much higher than what could be 
expected for onshore wind power in Norway, with typical 
utilization factors ranging from 30% to 40%. Taking all 
uncertainties into account, it is emphasized that the estimated 
utilization factor for offshore wind power is indicative only, 
but it is nevertheless reasonable to expect that that the 
production potential pr MW installed is much higher than 
onshore. 
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Figure 1. Duration curves for estimated offshore and onshore wind power in 
Norway, and for actual production in Denmark-West, 2005. 
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Figure 2. Weekly average power output for estimated offshore and onshore 
wind power in Norway, and for actual production in Denmark-West, 2005. 
3. POWER MARKET MODEL 
The analysis uses a new power market model of North-
Western Europe [5]. The model was originally developed for 
studying the impact of wind power on the power prices in 
Western Denmark, but expanded and adapted for the 
purposes of this paper. A throughout description of the 
model, and the basic model parameters used, such as 
installed generation, power exchange limits and marginal 
generating costs, are given in [5]. The model consists of six 
price areas, shown in Figure 3, connected by transmission 
lines constrained by active power limits. To calculate the 
optimal dispatch of generators, a quadratic programming 
model is used where each generator is defined by its 
quadratic cost function and upper bounds on generation 
capacity. 
 
 
Figure 3. Price areas and their interconnections, as defined in the power 
market model. Copy from [5].  
Wind power is modelled as having zero marginal cost and 
wind power in Norway is represented by the time series 
described in Chapter 2. Historical production data is used for 
the wind generation in Denmark-West and Denmark-East. 
Due to lack of specific data, German wind power is simply 
modelled by up-scaling and shifting the time-series for 
Denmark-West a certain number of hours [5]. 
 
Reference [6] shows how hourly variations in wind power 
output from turbines are correlated depending on spatial 
distribution. For the Nordic countries, with distance d 
between the wind farms, the correlation coefficient cf is 
found to approximate: 
 /500e dfc
−
=  (1) 
To prepare wind power data for Germany, up-scaled wind 
data for Denmark-West is used, only shifted by a number of 
hours such that the correlation coefficient becomes 0.55, 
corresponding to an approximate average distance of 300 km 
between main wind sites in Germany and Denmark-West. 
 
Hydro power, which dominates in Norway and Sweden, is 
modelled based on actual observed operation of hydro power 
in Scandinavia, also taking into account variations in inflow 
and utilization of hydro reservoirs. The marginal cost is set 
equal to the water value, calculated from a regression model 
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described in [5] which captures well the scheduling of hydro 
power on an aggregate level without performing a full 
stochastic dynamic optimization of all hydro reservoirs. See 
Figure 4 for a comparison of historical prices and simulated 
water values, and Figure 5 for a comparison of historical and 
simulated hydro reservoir levels.  
 
Hour by hour, the model goes through four steps; First, 
normalised wind power output is set according to synthetic 
or historical data-series and multiplied with the installed 
capacity. Next, water values are calculated based on current 
reservoir levels. Then, the optimal generator dispatch that 
satisfies the loads in all areas is found, and the solution is 
stored for the particular hour. Finally, the level in all hydro 
reservoirs for the next hour is updated based on inflow, 
production, and spillage during the current hour. Simulation 
results are area prices, power flow on tie-lines and generator 
outputs for each hour of a whole year or several years. 
 
For the simulations described in this paper, 21 years of 
chronological hydro inflow data has been used for capturing 
the year-to-year hydro power variations and long-term 
development of the hydro reservoir levels. The time series 
for wind and load are held constant from year to year, using 
2005 data as a reference case. For Norway, the total 
consumption in 2005 was about 120 TWh, which equals to 
the average yearly hydro inflow. Assuming the same wind 
for all years is a rough approximation, since the annual wind 
generation may in reality vary ± 20% [7]. Results obtained 
here are still considered reasonable for the purposes of this 
study, but future work will include analyses of the impact of 
year-to-year variations in wind generation. 
 
 
Figure 4. Observed and simulated water values. The 364 week model  fit 
(soild line) is used in the simulations. Copy from [5]. 
 
Figure 5. Simulated reservoir level for Norway for three different inflow 
series plotted together with the real historical median. Copy from [5].  
4. SIMULATION CASES 
The aim of using the power market model in this work is to 
study some possible system impacts of integrating 5500 MW 
offshore wind power in Norway, based on wind speed 
measurements representative for offshore wind conditions. 
As described in Chapter 2, the estimated capacity factor is as 
high as 50%, resulting in an annual generation of 
approximately 25 TWh. The timeline for developing and 
building offshore wind farms at deep waters are of course 
very uncertain, but nevertheless we believe that large-scale 
offshore wind development within year 2025 could be 
plausible. Therefore, year 2025 has been chosen as a 
reference year for the simulations. 
 
Five possible cases for the situation in 2025 have been 
defined. Construction of detailed scenarios have not been the 
focus here, it has rather been chosen to highlight some 
important factors that will impact on the way offshore wind 
power is integrated in the system. The simulation cases (in 
addition to the reference case for year 2005 described in the 
previous chapter) are listed below: 
• Case A 
o As the reference case for year 2005 but 
with 15 TWh annual load increase in 
Norway. 
• Case B 
o As Case A but added 5500 MW (25 TWh) 
offshore wind and 3100 (10 TWh) onshore 
wind in Norway. 
• Case C 
o As Case B but added 10 TWh small hydro 
and 10 TWh conventional hydro in 
Norway. 
• Case D 
o As Case C but including a 3-fold increase 
in wind power production in Germany and 
Denmark 
• Case E 
o As Case D but added three new sub-sea 
interconnections: 1200 MW to UK, 1400 
MW to DE and 600 MW to DK-W (UK is 
a part of price area ‘U’ in Figure 3). 
 
A load increase of 15 TWh, added to the 120 TWh actually 
consumed in 2005, is assumed in all cases. In a ‘ideal’ future 
situation with a much higher share of renewable power, it 
could be argued that the electricity consumption should 
decrease due to higher environmental consciousness and 
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more efficiency energy end-use, exemplified by more use of 
heat pumps instead of direct electrical heating in houses. On 
the other hand, more renewable power generation could also 
trigger shifts from fossil fuels to electricity especially for 
covering the energy demands in the offshore sector (oil and 
gas rigs) and in the transport sector (more use of electric 
vehicles).  
 
The cases are structured for being illustrative and only 
weakly based on plausible future developments. Case A 
represents a tight power balance situation with no new 
generating units in Norway. Case B adds a total of 35 TWh 
wind generation, whereof 10 TWh is onshore wind. 
Although the main focus of this work is offshore wind, it is 
important also to take into account that Norway has a very 
high onshore wind power potential. There are plans for large 
onshore wind farms along the coastline from south to north, 
and it is plausible that a many of these projects will be 
realised the next 5-15 years. Similarly, there are a good 
potential for small-scale hydro and for upgrading existing 
conventional hydro. By also accounting for the predicted 
increase in inflow due to climate change, it is reasonable to 
expect at least 20 TWh new hydro generation, as suggested 
in Case C.  
 
Since the ambitions for building wind farms in Germany 
and Denmark have been much higher than in Norway, a 
future with large-scale development of offshore and onshore 
wind power in Norway would most probably also imply 
further expansion of wind power in those countries. Based on 
scenarios presented in [8]-[9], Case D assumes a 3-fold 
increase in wind generation in Germany and Denmark. 
Although this part of the analysis is strongly simplified due 
to the chosen system boundaries for the simulations, is it 
nevertheless interesting to investigate how new wind power 
in Denmark and Germany will affect the simulation results. 
 
Case E includes new interconnections which add up to 
3200 MW exchange capacity to and from Norway. This is 
based on a scenario described by the Norwegian TSO in [10], 
where the role of Norwegian hydro power as flexible 
generation in the European power system is enhanced. 
Equally important, new interconnections will increase the 
possibilities for exporting Norwegian offshore wind power to 
countries with a high share of fossil power plants, and thus 
reduce CO2-emmisions and electricity prices.   
5. RESULTS 
5.1. Wind impact on hydro reservoir 
With no load increase, i.e. the reference case, there is a 
balance between production and consumption in an ‘average’ 
hydro inflow year. On the other hand, the yearly inflow may 
vary up to ± 30% of the average value, causing a risk for low 
reservoir levels in late winter before the snow melting 
season. A load increase of 15 TWh will worsen the situation, 
and may give rise to undesirable price levels, especially 
consecutive dry years are critical. Figure 6 shows the 
simulated reservoir levels for Case A with 15 TWh load 
increase. For comparison, the median level from simulating 
the system with no load increase (reference case) is also 
shown. 
 
The seasonal production pattern for Norwegian wind 
power roughly follows the load pattern, as opposed to hydro 
inflow. Moreover, earlier studies of the long-term variations 
in wind generation and hydro inflow shows a low correlation 
between dry years and years with low average wind speeds 
[7]. The results from Case B with 35 TWh added wind 
energy, shown in Figure 7, clearly illustrates the benefits of 
integrating wind farms in the Norwegian power system. The 
median reservoir level is significantly higher than for the 
reference case and Case A. Compared to Case A (Figure 6), 
the minimum simulated level is raised from 6% to 16% of 
the reservoir capacity, illustrating that wind power has the 
potential to effectively relieve constrained energy situations 
in Norway. 
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Figure 6. Simulated hydro reservoir level in Case A (15 TWh load increase), 
using 21 consecutive years of inflow data. The solid thick line is the median 
level. The dotted thick line is the median level for the reference case. 
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Figure 7. Simulated hydro reservoir level in Case B (15 TWh load increase 
and 35 TWh wind generation), using 21 consecutive years of inflow data. 
The solid thick line is the median level. The dotted thick line is the median 
level for the reference case. 
 
5.2. Wind impact on electricity price 
Since the Norwegian power system is almost entirely based 
on hydro power, electricity prices are especially sensitive to 
low reservoir levels, which cause risks for energy shortages 
in the winter. Historically, high prices are therefore observed 
in autumns and winters with lower reservoir levels than 
normal, since most of the precipitation in the winter season 
cannot be utilized for power production until the snow 
melting begins in the spring. 
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Since wind power reduces the needs for using the stored 
hydro energy in the winter, it will most likely have a very 
positive effect on the winter prices. This effect is indicated 
by Figure 8, which shows that the winter peak prices are 
significantly lower when introducing a high share of wind 
power in the system. In the summer season of wet years, 
wind power will contribute to very low price levels. Figure 8 
shows some occurrences of zeros price, caused by 
completely filled reservoirs. 
 
As a comment to the parameters used in the simulation 
model, it is observed from Figure 8 that the summer prices 
very seldom are between zero and 200 NOK/MWh, although 
expected in situations with high degree of reservoir filling. 
The discrepancy can be explained by how the water value 
function is tuned based on historical prices and reservoir 
data, see [5] for further details. Future modelling work will 
therefore include a further refining and tuning of the water 
value equations.   
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Figure 8. Simulated price in Norway for Case A and Case B. 
Figure 7 shows that Case B with 35 TWh wind generation 
causes some occurrences of full reservoirs and this explains 
the periods with zero price. With 20 TWh new hydro, as 
simulated in Case C, there will be a higher tendency of hydro 
spillage, as can be read from the price duration curve in 
Figure 9. Furthermore, a 3-fold increase in wind generation 
in the neighbouring countries Germany and Denmark (Case 
D) gives less possibility for exporting excess power in wet 
years, but the small difference between Case C and D in 
Figure 9 indicates that this have a relatively low effect on the 
simulated prices in for Norway. One explanation is the high 
value used for cross-border capacity between Germany and 
the rest of the UCTE (14650 MW), calculated as the sum of 
the Net Transfer Capacities found in [11]. Hence, new wind 
power in Germany will mostly displace fossil plants. 
 
Adding a total of 55 TWh of new generation in Norway 
was seen to cause zero prices during parts of the summer as a 
result of hydro spillage, meaning that potential hydro energy 
will be wasted. By strengthening the cross-border capacity 
between Norway and the neighbouring countries, it is 
possible to utilize more renewable energy. Figure 9 shows 
that the total share of zero price hours over the 21 simulated 
years is reduced from 14% to 6% by adding a total of 3200 
MW exchange capacity (going from Case D to E). A further 
reduction of hydro spillage should be possible by including 
long-term wind power forecasting in the water value 
calculations.  The results presented here are conservative in 
this sense, as the water values are updated each time step as a 
function of the reservoir level only.  
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Figure 9. Duration curve for price in Norway for simulation cases A-E. 
5.3. Wind impact on power exchange 
In the reference case, there is balance between consumption 
and generation in Norway when considering the 21 simulated 
years as a whole. In Case A, the energy balance is shifted 
negatively by 15 TWh. Due to the variations in hydro inflow, 
the net power exchange is not constant from year to year. 
Figure 10 (Case A) shows a negative balance of 30 TWh in 
the worst year, and only two years with a slightly positive 
balance. By adding 35 TWh of wind (Case B), the shape of 
the curve is almost unchanged, shifted 35 TWh in a positive 
direction. This further strengthens the observation that the 
Norwegian power system is capable of handling large 
amounts of wind energy, although it is emphasized that this 
study assumes no year-to-year wind variations and no 
internal bottlenecks in the Norwegian grid. Knowing that the 
integration of wind farms in e.g. the Northern parts of the 
country is limited due to low power transfer capacities, a 
scenario with 35 TWh wind may imply extensive grid 
reinforcements at transmission level.  
 
An interesting effect is observed when further adding 20 
TWh hydro (Case C). The yearly export pattern is altered 
since the new hydro power include run-of-river plants fully 
correlated to the existing hydro power regarding the inflow, 
thus giving higher yearly exchange variations. Furthermore 
the average yearly export is not increased fully by 20 TWh 
due to hydro spillage. This is especially evident for wet years 
(year 11 and 21 in the figure). Increasing the cross-border 
capacity thus has a very positive effect in the wet years, as 
seen when comparing cases C/D with E. 
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Figure 10. Net yearly energy exported from Norway to the neighboring 
countries for simulation cases A-E.  
Comparing Case C and D in Figure 10, new wind power in 
Germany and Denmark has little effect on the net export 
from Norway. It is also seen from Figure 11 that yearly 
export to Sweden is not remarkable affected. However, an 
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interesting observation is that the export to Sweden is 
reduced when simulating the system with new 
interconnections between Norway and the neighbouring 
countries. Since the generating capacity in Sweden is 
dominated by cheap hydro and nuclear power, it is more cost 
effective to export renewable power to the other countries, 
and thus release capacity on the power lines between Norway 
and Sweden.   
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Figure 11. Net yearly power export from Norway to Sweden for simulation 
cases A-E.  
6. CONCLUSIONS 
Deep sea offshore wind farms may be developed to 
constitute a significant part of the total power system 
generation. There are several ongoing research and 
development projects on the design of different bottom-
supported and floating wind turbines, giving hopes for future 
exploitation of the enormous offshore wind potential at 
deeper waters. This paper has presented a simulation study of 
integrating 5500 MW of offshore wind power in the 
Norwegian power system, and also taking into account 
further development of onshore wind farms and increased 
utilization of the inland hydro power potential. 
 
The analysis uses a power market model of North-Western 
Europe, adapted for the purposes of this work. The model 
consists of six price areas, connected by transmission lines 
constrained by exchange limits. The system has been 
simulated hour-hour using 21 years of hydro inflow data. 
The time series for wind is held constant from year to year, 
which is a rough estimation. However, based on experience 
from previous studies, the results here obtained by using one-
year wind data is considered fair for the purposes of this 
paper. Future work will include analyses of the year-to-year 
variations in wind generation, further refining and tuning of 
the water-value calculations, and increasing the number of 
price areas in the model to analyse the impact of limited 
power transfer capability within each country. 
 
The results illustrates that wind power has the potential to 
effectively relieve the constrained energy situations in 
Norway, exemplified here with 35 TWh offshore and 10 
TWh onshore wind generation. When also taking into 
account a plausible scenario with 20 TWh increase in hydro 
generation, the results indicate a need for increasing the 
cross-border transfer capacities. This is in order to reduce 
occurrences of hydro spillage due to inland energy surplus, 
thus enhancing the possibilities of exporting large amounts 
of renewable energy to the continent. 
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Abstract – On 19 January 2007 the Danish Government published 
“A visionary Danish energy policy” outlining energy policy 
objectives towards 2025. One  long term goal is to make Denmark 
independent on fossil fuels and the proposal includes an aim for 
2025 of doubling the share of renewable energy in the energy 
supply to 30 pct. In the proposal it is mentioned that an important 
contribution could come from doubling the wind power capacity 
from 3000 MW to 6.000 MW in 2025 thus covering 50 pct. of the 
Danish power demand. 
 
SEAS-NVE and Ea Energy Analyses has conducted a study on 
how to physically incorporate the increased wind capacity in the 
Danish electricity system without constructing new high voltage 
overhead lines. It has been assumed that there is an upper limit of 
3500 MW regarding possible land based capacity in Denmark. 
This means that a major part of the increase in wind capacity will 
be off shore. To reach the goal of 50 % wind power in 2025 the 
study assumes that another 2.250 MW off shore windpower shall 
be established around Denmark. 
 
This paper concludes that it is possible to establish more than 
2000 MW off shore wind farms in Denmark without construction 
of new overhead lines and at an integration cost of  DKK 3,5 mill. 
per MW wind. It is proposed in this study to make extensive use 
of HVDC-VSC technology for the reason of economy and to 
increase active power control in a system with an extensive wind 
penetration.  
 
 
Index Terms— 50% wind power, power system 
development, grid re-inforcement, Environment, FACTS, VSC 
HVDC. 
I.  SYSTEM DESCRIPTION 
A well functioning and sufficient grid is an assumption to 
secure supply and serve the need of the market to 
accommodate renewable energy and to handle the electric 
supply readiness [3]. 
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II.  GRID DEVELOPMENT 
The principles of grid control contain two parameters: the 
active and reactive power.  Main focus is on active power 
control and the reactive power is assumed to be controlled by 
the central power units connected at the 400 kV grid as well as 
smaller mechanical switched devices. 
 
When the share of wind power grows the production from 
the large thermal units (centralised units) decreases. These 
units will more and more often be shut down due to low prices 
in the market or due to the system balance. Thereby the 
controllability of the system decreases. The use of grid 
enforcement can result in loss of huge areas of smaller 
production units with a total power well above the N-1 criteria 
for the area. When building more connections and make grid 
more meshed a fault in the grid will result in a voltage drop in 
a larger area, thereby more production units will be affected of 
the fault  The central power units have traditionally been used 
for control of the voltage, but with more frequent  
disconnection of these traditional power units this service is 
required from elsewhere. The offshore wind farms can to some 
extent and costs supply the steady state demand but poorly the 
dynamic requirement. 
FACTS are a collection of electronic controlled devices 
which are able to both support the grid and solve some of the 
above discussed disadvantages. 
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50 % WIND POWER IN DENMARK 
A PLAN FOR ESTABLISHING THE NECESSARY ELECTRICAL INFRASTRUCTUREC 
 Taking the above mentioned problems and possibilities into 
account, the map on page 1 shows the main solutions chosen in 
the grid development plan proposed in this project. 
It is proposed to establish a total of nine offshore wind 
farms, of which five are located in Western Denmark and four 
in East. Seven of the farms are 250 MW in size and the 
remaining two 350 MW and 150 MW respectively. Three of 
the four farms in the East will be connected to strong points in 
the grid by use of HVDC-VSC. All five farms in western 
Denmark will be connected with 150 KV AC technology. 
 
Wind farm Size, MW Total cable, 
Km 
Technology 
Denmark West 
Horns Rev 3 250 60 AC 150 kV 
Horns Rev 4 250 60 AC 150 kV 
Vestkyst 1 250 50–55 AC 150 kV 
Vestkyst 2 250 50–55 AC 150 kV 
Jammerbugt 250 70 AC 150 kV 
Denmark East 
Rødsand 3 250 135 HVDC-VSC 
Rødsand 4 250 135 HVDC-VSC 
Kriegers flak 350 80 HVDC-VSC 
St. Middelgr. 150 70-75 AC 132 kV 
 
 
Apart from establishing and connecting the wind farms the 
most important feature in the plan is to move a planned DC 
link to Norway further south than planned and establish the 
connection as a DC Multi-terminal. In the following the 
different elements of the plan are presented and discussed. 
 
400 kV connection Endrup and Galtho 
The connection 
contains two major 
differences from today. 
The establishment of a 
400 kV cable (1) and a 
new 400 kV station in 
Galto. The Galtho station 
shall serve as a collection 
station from three of the 
planned off-shore 
windfarms. 
By establishing the 400 kV cable two main objectives are 
achieved. Firstly to avoid building overhead (OH) lines and 
secondly to avoid laying several 170 kV cables systems. The 
400 kV cable is intended to be operated at 150 kV with Horns 
Rev 2 until Horns Rev 3 and 4 will be build and the cable is 
upgraded to 400 kV as the station in Galtho established. 
 
DC connection Galtho – Landerupgård 
The DC 
connection from 
Galtho to 
Landerupgård serves two purposes to export the wind power to 
a strong connection point and to stabilise the general 400 kV 
grid. The HVDC connection will not be with the traditional 
HVDC, but with the VSC HVDC which also can be used as a 
multi terminal (i.e. a DC link with more than two stations). 
 
DC connection from Galtho to Idomlund/Norge 
The connection Galtho to Norway is 
suggested instead of the planned Skagerrak 4 
connection from Tjele. Thereby the transmission 
to Norway is established from another point than 
Tjele. Idomlund could become a fourth terminal 
in the DC backbone grid, if further detailed 
studies show the necessity. 
The purpose of moving the DC link to Galtho 
also serves the aim to avoid a planned 400 kV 
OH line from Endrup to Idomlund. This solution 
makes it possible to utilise the North (Norway) – 
South (Germany) transmission as if the 
Skagerrak 4 was terminated in Tjele together 
with the Endrup – Idomlund OH line. 
 
 
 
 
According to evaluations made in the study it will not be 
necessary to extend the grid on Zealand due to the new  
offshore wind farms. The HVDC VSC transmission  top 
connected to the farms will serve the purpose to keep the grid 
in control with only a few central power plants in operation 
(Today six central power plants is needed in operation in 
Denmark as a whole and five will be needed when the Great 
Belt HVDC is in operation) 
 
III.  CONNECTION OF OFFSHORE WIND FARMS 
The wind farms can be connected by either HVDC or 
HVAC. The connection method will depend on size and 
distance. As a rule of thumb the AC solution is preferred at 
distances below 50 km and DC is preferred at distances above 
80 km. While the AC cable can transmit some 250-300 MW 
(largest cable transmission today is Nysted with 166 MW), the 
DC cable solution able to transmit up to 700 MW in one 
system (largest transmission planned today is Borkum 2 at 400 
MW and 203 km). 
 
Horns Rev 
At Horns rev, two 
more wind farms with 
a total of 500 MW 
are planned in 
addition to Horns 
Rev 1 (in operation) 
and Horns Rev 2 
(decided)  
These will be connected in Galtho with a distance off app. 
 60-80 km. Further studies may show that a HVDC solution 
could be a feasible alternative. The AC cables are expected to 
be connected at 170 kV with a transformer both in the 
receiving end and at the wind farm. By using transformers in 
both ends of the cable transmission to shore, the voltage 
variation on the cable can be limited and the voltage can be 
kept close to the rated voltage during all operation conditions. 
This will ensure an increased transmission capacity of 
approximately 10%. 
 
Kriegers Flak 
Kriegers Flak is situated in the 
Baltic Sea some distance from the 
400 kV transmission grid, which is 
quite strong and short in the eastern 
part of Denmark. The 132 kV grid is 
closer to Kriegers Flak, but with the 
construction of the Rødsand 2 the 
132 kV grid is at its limit and can 
therefore not transmit substantially more power. Therefore 
new farms at Kriegers Flak or at Rødsand require either 
additional grid extensions or that the new wind farms are 
connected directly at the 400 kV 
grid. 
 
Kriegers Flak is situated at 
the border between Denmark, 
Sweden and Germany: The 
Swedish part has a potential 
500-660 MW and the German part app. 330 MW. The cable 
distance to the Danish 400 kV grid will be some 80km, with 
55 km sea cable and 25 km land cable.  
It is estimated  that connection of 600-800 MW wind power 
in Bjæverskov can be done without additional extension of the 
400 kV grid. 
 
When connecting the Kriegers Flak wind farm it is obvious 
at the same to connect the Swedish, German and Danish parts 
(red lines) and thereby establish an interconnection between 
the three countries. This interconnection does not require VSC 
HVDC technology for all three connections, but it might be the 
economically most feasible solution. 
IV.  DISCUSSIONS 
The HVDC and HVDC-VSC 
The conventional HVDC is a well proven technology based 
on Mercury arc valves since the mid 50s and thyristors since 
mid 70s. The technology is also termed line commutated 
HVDC. The technology is mainly suited for large point to 
point power transmissions above 300 MW with large distances 
800-1000 km. The technology is also suited for asynchronous 
connections as well as cable transmissions above 50 km. Even 
though some articles claim that the conventional technology 
can be used for offshore wind farms connection, it is expected 
to involve great technical difficulties. Three companies supply 
the technique.  
The HVDC-VSC is a relatively new technology based on 
IGBT converters with the first demonstration project in 1997. 
The technology is also called voltage source converter. The 
power level for HVDC-VSC range from 10 MW to 700 MW. 
The technology is suited for the same projects as conventional 
HVDC, but has additional advantages in offshore connection 
of windfarms, multiterminal DC grids and in weak grids. The 
additional mentioned advantages are expected to be used when 
the central power plants are not in operation. 
 
The traditional HVDC will probably need additional 
investments in order to be able to function with an off-shore 
transmission. The table below shows the range where projects 
with the different technologies are most likely to be carried 
out. 
 
 AC 
offshore 
HVDC HVDC-
VSC 
Voltage | kV 132-220 150-600 60-300 
Transmission* | 
MW 
200-300 200-2000 10-700 
Length | km 10 - 100 30 – 580 30-580 
Losses | 100 km,  medium Low 
 
medium 
Technology Known Known New 
Delivery time Long Long Medium 
Cables 3 1 or 2 2 
Multi terminal Yes Max 3 Yes 
Design Simple Complex Simple 
Circulating currents 
in grid enforcement 
Yes No No 
Cable overload Yes No No 
Dyn. Reactive pwr 
support 
No No Yes 
Isolate disturbances No Yes Yes 
Black-start 
capability 
Yes No Yes 
 
Some other advantages which are important to mention in 
DC transmission compared to AC are: 
 
Emergency power support and mutual assistance. Both AC and 
DC can support a grid, but with DC the support can predefined 
to match the actual capability of the connecting grid. This 
implies that it is possible to isolate the disturbances and have a 
‘Fire-wall’ against cascading outages as well as give maximum 
support without jeopardize the supporting grid. 
 
The HVDC-VSC generates/absorbs in addition to the power 
transmission VARs, which are needed to maintain system 
voltage and stability. This is supported in the AC grid through 
the centralised power plants. 
  
The DC has no distance limitation. At full power the DC will 
have no additional reactive power. On the HV grid AC cables 
 will compensated using reactors which are likely to create 
resonances in the grid, which is expected to cause problems 
due to the very low losses. 
 
Complementary to the DC connections the existing and new 
AC transmission combined with FACTS technology will to 
some extent be able to achieve the same capability as the DC 
except for the cables transfer capability. 
 
 
Multiterminal 
The HVDC-VSC technology is suited for so called multi-
terminal technology. A multi-terminal HVDC Transmission 
System consist of three or more HVDC substations that are 
geographically separated with interconnecting transmission 
lines or cables.   
 
The converters can be connected to different points in the 
AC grid or even to different AC grids. The choice of DC grids 
can be radial, meshed or a combination of both. In the future 
multi-terminal configurations and grid alterations might be 
done in a "plug and operate" fashion, with continued robust 
performance. However the extension of the backbone DC grid 
is restricted to the problem with selectivity on the DC side.  
The main advantages of a multi-terminal configuration is 
that you can feed in or out several different places in the grid 
in a controlled manner. 
 
With HVDC VSC technology it should be less challenging 
to develop a multi-terminal HVDC grid than with 
conventionally HVDC. In a “conventional” multi-terminal 
HVDC currents need to be balanced, but with HVDC VSC 
converters, which are voltage controlled, there is no need to 
balance the currents.  
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The shown example could be a layout on the Kriegers Flak. 
The converter size could range from 300-700 MW. The 
suggested voltage could be some ±300 kV. With 1600 ¤CU 
cables the transmitted power in each cable par could be 1000 
MW. With the technology it is possible to connect converters 
in parallel. 
 
Losses 
The losses of transmission are not fixed but will be 
optimised together with the capitalisation. When HVDC-VSC 
converters are brought into questions the focus is often on the 
losses. However one has to keep in mind that both AC and DC 
transmission causes losses. The losses are not only connected 
to the transmission to shore but also to the existing 
transmission grid, the step up transformers, the interturbine 
grid.  
As an example a wind farm 120 km offshore of 
approximately 300 MW is used as an example for the losses  
 
Losses in MW AC DC 
Cables 2x132 kV three 
phase 
2x150 kV single 
phase 
WT transformers 2.1 
Inter turb cables 3.0 
Offshore  
Main Transformer 
1.4 
Transmission cable 15 
Grid transformer 1.4 
14 
Total losses 23.1 19 
 7.7 % 6.3% 
By increasing the voltage to 220 kV the losses will decrease on 
the AC transmission cables and the cable might be reduced to 
one three phase cable but will still be comparable with the DC 
solution. The two largest three phase cables in operation are 
still the Nysted 132 kV and 165 MW cable and the Horns Rev 
170 kV 160 MW cable. 
By using the DC solution one might deliver reactive support 
and thereby increases the voltage in the on-shore grid, this will 
decrease the overall losses or with DC continue to a more 
suitable connection point and thereby avoid increased grid 
losses. 
 
 Economy 
The table below shows the total costs to connect the offshore 
parks and reinforce the grid as described in the present paper.  
Regarding the investment for the connection to Norway 
(Skagerrak 4) it is the difference between the proposed (VSC) 
and the planned (Traditional) HVDC connection that is 
included. The investment allows for the integration of 
additionally 2,250 MW of off-shore in the Danish electricity 
system at a total of 7,940 mill. DKK. This corresponds to a 
cost of DKK 3.5 mill. per MW wind. 
 
Total investment – mill. DKK 
Wind farm Cable Other Total 
Denmark West 
Horns Rev 3 470 165 635 
Horns Rev 4 470 165 635 
Vestkyst 1 370 165 535 
Vestkyst 2 370 165 535 
Jammerbugt 455 165 620 
Grid 
enforcement 
 1060 
Denmark East 
Rødsand 3+4 285 1350 1635 
Kriegers flak 190 1350 1540 
St. Middelgr. 595 150 745 
 
Total   7940 
 
 
V.  CONCLUSION 
This paper concludes that it is possible to establish more 
than 2000 MW off shore wind farms in Denmark without 
construction of new overhead lines and at an integration cost 
of  DKK 3,5 mill. per MW wind. It is proposed in this study to 
make extensive use of HVDC-VSC technology for the reason 
of economy and to increase active power control in a system 
with an extensive wind penetration.  
It is also proposed to establish a three terminal multi-
terminal DC network as a joint Danish – Norwegian 
demonstration project. Full size multi-terminals have not yet 
been demonstrated anywhere in the world but are expected to 
have several advantages in future network designs both as 
dedicated DC nets and in DC/AC combinations.  
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Abstract— Validity of wind turbine model for power system
stability studies has been important as the penetration of wind
power generation in the power system increases significantly.
Variable speed wind turbines with doubly fed induction generator
(DFIG) are the most common technologies used in today’s wind
power generation. So far, there is no agreement on generic model
of this type of wind turbine. Different control schemes of wind
turbine with DFIG have been presented in many publications.
However, comparisons of the different control schemes and their
influences on the stability study are rarely found in the papers.
This paper investigates different control schemes implemented
in wind turbine with DFIG for power stability studies, which
include the speed/power controls and the pitch controls.
Index Terms— Doubly fed induction generator, dynamic sim-
ulation, induction generator, voltage stability, wind turbine.
I. INTRODUCTION
VALIDITY of wind turbine model for power systemstability studies has been important as the penetration
of wind power generation in the power system increases
significantly. Variable speed wind turbines with doubly fed
induction generator (DFIG) are the most common technologies
used in today’s wind power generation. Up to now, there
has been no agreement on common models for this type of
wind turbine. Different control schemes of wind turbine with
DFIG have been presented in many publications [1] to [13].
Nevertheless, comparisons of the different control schemes and
their influences on stability studies are rarely discussed.
This paper is aimed at investigating different control
schemes implemented in wind turbine with DFIG for power
stability studies. These control schemes include the speed and
active power control, the pitch compensation controller and the
torque controller. The significance of these different schemes
on wind turbine response during disturbance is discussed.
Based on the controller comparisons, some recommendations
for developing generic or common models of wind turbines
with DFIG are presented.
In this study, voltage and reactive power controllers are
not discussed since the controllers presented in papers are
relatively similar.
II. OVERALL MODEL STRUCTURE
General structure of a wind turbine model with DFIG is
shown in Fig. 1. The main parts of the model include a
Generator 
& drive 
train 
Pitch 
controller
Turbine 
rotor
Rotor side 
converter
DC link & 
grid side 
converter
Network 
model
V & Q
controller
Power/
speed 
controller
Wind 
model
Wind turbine model
Fig. 1. General structure of model of wind turbine with DFIG
generator and drive train, a rotor converter, a turbine rotor
model, power/speed controller, a voltage and reactive power
controller, a pitch controller and grid-side converter.
The generator and drive train models for wind turbines
are relatively well established. The generator can be modeled
either as a first-, second- or fifth-order induction generator
model, depending on the nature of studies. The commonly
used drive-train model for system stability studies is the two-
mass model. Although one-mass model is also acceptable for
long-term voltage stability studies. For stability studies, the
turbine rotor is sufficiently modeled using a Cp(λ, β) lookup
table. The rotor and grid-side converter is modeled as a voltage
source converter. The grid-side converter regulates the dc-link
voltage according to a scheme shown in Fig. 2.
Regarding pitch controller and power-speed controller, so
far, there is no agreement among authors. For that reason, in
this study, different control schemes presented in literature are
compared and evaluated.
III. DISTURBANCE MODEL
In order to compare response of the different control
schemes, two types of disturbances are applied in simulations
e.g. a wind gusts and grid faults. These disturbances are
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Fig. 2. Typical dc-link controller. Variable u and i denote the voltage and
current, respectively. Subscript dc, c and s refer to the dc-link, grid-side
converter and stator quantities, respectively. Superscript ref indicates the
reference value
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Fig. 3. Voltage profile
relevant for short-term stability studies related to wind tur-
bines. The wind gust represents a moderate disturbance caused
by an abrupt change of wind speed, which causes relatively
slow dynamic responses. Wind gust profiles are appropriately
chosen according to needs of controller investigations.
The fault represents a more severe disturbance, which
involves relatively fast dynamics. The fault is simulated by
applying a voltage dip on the wind turbine terminal. The
voltage dip profile is shown in Fig. 3
An aggregated model of a wind farm consisting of 5x2MW
wind turbines with DFIG is used in the simulation. The wind
turbine and controller parameters are given in Appendix I.
IV. ACTIVE POWER AND SPEED CONTROL
As presented in Fig. 4, active power and speed control of
wind turbines with DFIG can be realized in different schemes.
In this study, the different control schemes are denoted by type
A to E, respectively. Each control scheme employs a speed
control characteristic curve. The speed control characteristic is
aimed at maximizing output of the turbine at low wind speed
and limiting the electrical power or torque at wind speed above
a certain level. The optimum power output corresponds to a tip
speed ratio (λ) that produces maximum power. As shown in
Fig. 5, the speed control characteristic curve can be presented
as a power versus generator speed relationship, an electrical
torque versus generator speed relationship or a wind speed
versus generator speed relationship.
Type A was proposed in [1]–[3]. In this scheme, the
measured generator speed ωr is transformed into reference
electrical torque Teref by means of a speed control character-
istic curve in the form of electrical torque versus generator
speed lookup table. The reference electrical torque is then
transformed into reference current irdref by means of the
following expression
ird
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Fig. 4. Control schemes
(a) (b) (c)
Fig. 5. Speed control characteristic curve: (a) generator power vs generator
speed curve (b) electrical torque versus generator speed curve (c) generator
speed versus wind speed curve
where T refe is the reference electrical torque; us is the stator
voltage; Lm is the magnetizing inductance and Lls is the stator
leakage inductance.
Type B control scheme is similar to type A control scheme,
except the electrical torque Te is regulated by means of a PI
controller. This control scheme can be found in [4].
In type C control scheme, the speed control characteristic
curve is implemented in the form of generator power versus
generator speed lookup table. The reference electrical power
Pe
ref is then realized by means of a PI controller to produce
corresponding rotor current. The scheme was proposed in [5].
Type D control scheme uses measured generator electrical
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Fig. 6. Response of wind turbine with different controller schemes to wind
gust: type A (solid), type C (dashed), type D (dotted) and type E (dash-dotted)
power Pe as an input for the controller. By using speed
control characteristic curve, the measured electrical power is
transformed into reference generator speed ωrref . A scheme
similar to type D control scheme was presented in [6] and to
some extent was also presented in [7]–[9].
Unlike the other control schemes mentioned earlier, type E
control scheme uses a different strategy. This controller uses
wind speed vwind as an input for the controller instead of
using measured generator speed ωr or generator power Pe.
This scheme can be found in [11] and [10]
The responses of the control schemes to wind gust are
shown in Fig. 6. The wind gust is simulated by ramping
wind speed up from 8.9 ms−1 to 11.1 ms−1 within 1 second.
The maximum wind speed is kept below the rated value in
order to avoid interference with pitch controller operating re-
gion. In general, the different controller schemes have similar
responses except for type E control scheme. A noticeable
different response of type E control scheme is mainly due
to difference in the speed control characteristic curve used.
The different control schemes are also compared by ap-
plying a grid fault. The PI controller gains are set to be
relatively high to obtain fast response of the wind turbine. The
pitch controller is locked during the simulations in order avoid
actions of the pitch controller that may influence the turbine
response. Simulation results are shown in Fig. 7. Note that
since response of type A and B are quite similar, therefore only
type A is presented in the results. Active power, rotor current
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Fig. 7. Response of wind turbine with different controller schemes to grid
fault: type A (solid), type C (dashed), type D (dotted) and type E (dash-dotted)
and generator speed need to be observed in this investigation
because these quantities determine the actions of protection
systems. The active power is an important parameter in a
grid interaction, the rotor current level determines action of
the rotor side over-current protection and the generator speed
influences the over-speed protection.
The response of the wind turbine is characterized by os-
cillations due to a non-stiff drive train. The results suggest
that with relatively high controller gains, the responses of
these controllers to a grid fault are similar. However, in some
cases, the controller may not be too fast in order to consider
sampling and time lag in the measurements as well as to
maintain stability of the controllers. In such a case the turbine
response is determined by the control parameters. A slower
control response results in higher oscillations in the active
power and rotor current and less oscillation on the generator
speed (see Fig. 8). For type A control scheme, however, there
is no possibility to adjust the controller parameters. Therefore
this control scheme is not able to simulate a slower controller
response unless additional time constant is introduced in the
model.
V. PITCH COMPENSATION
A basic pitch controller is depicted in Fig. 9. Some wind
turbines with DFIG use pitch compensation to improve per-
formance of the pitch controller during transient time, i.e. to
reduce power overshoot due to wind gust.
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Fig. 8. Response of wind turbine with type D control scheme to grid fault:
fast controller (solid), slow controller (dashed)
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Fig. 9. Pitch controller
The difference of wind turbine response with and without
pitch compensation to wind gust is shown in Fig. 10. In the
simulation, the wind speed increases from 11.15 ms−1 (rated
wind speed) to 15 ms−1 within 1 second. As shown in the
figure, wind turbine with pitch compensation is able to recover
the output power quickly. In contrast, active power output
response of the wind turbine without pitch compensation ex-
ceeds rated value for a longer time. However, with gain adjust-
ment, the pitch controller without pitch compensation is able
to perform closely with the one with pitch compensation. The
adjustment is normally done by increasing controller gains.
This simulation suggests that the pitch controller without pitch
compensation can be implemented for stability studies with
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Fig. 10. Response of wind turbine to wind gust: with pitch compensation
(solid), no pitch compensation (dashed) and no pitch compensation with
adjusted controller gain (dotted)
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Fig. 11. Response of wind turbine to grid fault: with pitch compensation
(solid), no pitch compensation (dashed) and no pitch compensation with
adjusted controller gain (dotted)
some gain adjustments. It must be kept in mind, however,
excessively high gains may lead to an instability.
The response of the two models to grid fault is shown
in Fig. 11. The figure shows that the pitch compensation
model is less influential in active power fault response despite
significant difference in pitch response. This is because wind
speed is assumed to be constant throughout the simulations.
VI. CONCLUSION
By assuming a relatively fast controller response, the
simulation results indicate the different power-speed control
schemes in wind turbine with DFIG are not influential for
short-term voltage stability studies. However, with slower
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responses of power-speed controllers the response of the wind
turbine model depends very much on the controller parameters.
That is to say, for such studies, an appropriate selection of
control parameters is highly important regardless of control
schemes used in the model. Type C and type D control
schemes are more likely to be beneficial for short-term stability
studies due to their simplicity in real implementation and
parameter adjustability.
Inclusion of pitch compensation in wind turbine model is
recommended although absence of the pitch compensation can
be compensated by high pitch controller gains.
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APPENDIX I
SIMULATION PARAMETERS
A. Generator parameters
Base power = 2 MW, Rs = 0.0082 pu, Lls = 0.077 pu, Lm
= 4.5 pu, Rr = 0.0062 pu, Llr = 0.077 pu, Hg = 0.5 seconds
B. Turbine parameters
Rotor diameter = 80 m, Gearbox ratio = 90, rotor inertia
constant = 2.5 seconds, shaft stiffness = 0.35 pu,
C. Rotor controller parameters
kpw = 3, kiw = 0.6, kpp = 3, kip = 0.6, kpt = 0.1, kit = 50
D. Pitch controller parameters
Tpt = 0.02 = seconds, Kpp = 10, Kip = 50, Kpw = 150,
Kiw = 25, minimum pitch angle = 0 degree, maximum pitch
angle = 45 degrees, minimum pitch rate = -10 degree/seconds,
maximum pitch rate = 10 degree/seconds
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Abstract — This paper presents long-term voltage stability studies 
of a power system at different scenarios. The model of the system 
studied includes a production area, transmission lines and a load 
area. In the load area, the generated power is either based on 
thermal power, fixed speed wind turbines or a combination of 
thermal and wind power. The model of the system also includes a 
transformer tap-changer, a dynamic load and generator field and 
armature current limiters. The generators are dimensioned 
according to grid codes. Simulations have been performed with a 
variation in the active power generation of the production plants. 
For the wind parks, investigations have also been performed on 
different control strategies of the reactive power production. It has 
been demonstrated that these control strategies play an important 
role for the long-term voltage stability of the power system.  
 
Index Terms — Fixed speed wind turbines, grid code, long-term 
voltage stability, voltage collapse. 
1. INTRODUCTION 
The introduction of large-scale wind power in power systems 
brings up a number of questions regarding various stability 
aspects. One of these is the long-term voltage instability that 
has been the reason for many voltages collapses during the 
years [5]. Historically many power systems have been based 
on hydro units and thermal units. Both of these production 
sources use synchronous generator that has the possibility 
either to produce or absorb reactive power and thereby 
continuously contribute to the voltage control of the power 
system. However, the generators used for large scale wind 
power applications are mostly based on fixed speed 
induction generators, double fed induction generators or 
generators equipped with full converters. These types of 
generators can produce and consume reactive power in 
various ways. The fixed speed induction generator can only 
consume reactive power and therefore it has to be combined 
with shunt capacitors or an SVC in order to fulfil the grid 
codes given by the independent system operator. In this 
paper the fixed speed induction generator will be studied in 
more detail and compared with conventional thermal power 
plants from a long-term voltage stability point of view. 
However, most of the principles analysed may also be valid 
for other types of wind turbine technologies.  
Except the type of generation the long-term voltage stability 
will also be affected by parameter settings of the dynamic 
load, tap changers etc. However, it has not been the scope of 
this paper to analyse all these aspects and therefore typical 
settings have been used for the dynamic load and tap 
changers. The way of operation will also affect losses in the 
wind park and the power system. These losses and costs have 
not been analysed in this paper.  
2. LONG-TERM VOLTAGE STABILITY 
According to [4]-[5]-[6], long-term voltage stability involves 
slower acting equipment such as tap-changing transformers, 
thermostatically controlled loads and generator current 
limiters. The study period of interest is up to minutes, and 
long-term simulations are required for an analysis of the 
system dynamic performance. Stability is usually determined 
by the resulting outage of equipment, rather than the severity 
of the initial disturbance. Instability is due to the loss of 
long-term equilibrium (e.g., when loads try to restore their 
power beyond the capability of the transmission network and 
connected generation), the post-disturbance steady state 
operating point being small-disturbance unstable or a lack of 
attraction towards the stable post-disturbance equilibrium 
(e.g., when a remedial action is applied too late). The 
disturbance can also be a sustained load build up (e.g., 
morning load increase). In many cases static analysis can be 
used to estimate stability margins, covering a wide range of 
system conditions and scenarios. Where the timing of control 
actions is important, the analysis shall be complemented with 
quasi-steady-state time domain simulations. 
3. STUDIED SYSTEM 
A power system comprises three parts: the transmission 
system, the generation system and the distribution system 
where the load demand is included. Using this approach a 
simplified network can be built to represent any power 
system, for instance the Swedish system with a significant 
amount of power supply coming from the north of the 
country combined with the thermal power plants in the south 
where also a possible integration of wind power into the grid 
is analysed. A system as in Figure1 has been modelled by 
using the Digsilent Power Factory power system analysis 
package. The transmission corridor consists of two 400 kV 
transmission lines of 300 km length. Area 1 has been 
modelled as an infinite source. The load is situated at the 24 
kV level and has been varied to find the operational limits of 
the system. During voltage instability the impact of the load 
voltage dependency is essential to consider. Therefore, a 
dynamic load model is used to model the load recovery [3]. 
A 400/24 kV transformer with 15% reactance has been 
included to model the reactive power losses between the 
transmission system and the 24 kV load. It is important to 
represent the transformer tap-changers since they can be the 
cause of long-term voltage instability in their attempt to 
restore the voltage and thereby the power on the load level. 
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Voltage collapse is rarely a concern when all lines are in 
operation. The transmission system security is typically 
guaranteed such that the loss of any single component will 
not lead to any violation of the operational limits. Thus, even 
after loss of one of the two lines the system should be stable 
for a certain load level. Therefore the system after a loss of 
one of the two transmission lines will be analysed in this 
paper. 
3.1. Thermal Unit 
A 283 MVA, 255 MW synchronous generator represents the 
thermal unit. Since voltage problems can be due to 
generators performance, it is important to consider the 
reactive capability limit of synchronous generators in long-
term voltage stability studies. 
From the stability point of view the performance of 
synchronous generators have certain limitations related to 
their construction. Such limitations are related to the limits in 
the reactive power generation capabilities like the field 
current limit and the armature current limit. Therefore these 
limiters are included in the voltage regulator of the 
synchronous generator.  
A capability diagram displays possible operating areas 
where the generator thermal limits are not violated. 
In Figure 2 the capability diagram including the field and 
armature current limiters are presented. 
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Figure 2. Synchronous generator reactive capability curve. 
 
3.1.1. Field Current Limiter: 
The purpose of having a field current limiter is to protect the 
field winding from overheating due to prolonged field 
overcurrent. The data used to model the field current limiter 
is shown in Appendix. 
The interaction between the current limited and the load 
characteristic occurs if for some reason a system has a 
deficiency of transmission capacity leading to a voltage 
stability problem and the current limiter is activated after 
further load increase. The generator may then be seen as a 
fixed voltage source behind a reactance. From the system 
point of view it will be like an increase of the reactance in 
the system which will weaken the system leading to a risk for 
a voltage collapse. A description is given in [1]. 
3.1.2. Armature Current Limiter 
The armature current results in an RI2 power loss and the 
energy associated with this loss must be removed in order to 
limit the increase in temperature of the generator. If the 
armature current limiter is exceeded the voltage regulator 
will reduce the excitation of the generator and thereby the 
reactive power production. The output signal from the 
armature current limiter is going to a “Min limiter” together 
with the output signal from the field current limiter and the 
output signal from the voltage regulator. The data used to 
model the armature current limiter is shown in Appendix. 
3.2. Dynamic Load 
During voltage instability the impact of the load is 
essential to consider. Therefore, a dynamic load model is 
used to model the load recovery.  
The load model used in this paper is based on field 
measurements performed in the south of Sweden [3]-[10]. 
The investigations performed in this paper mainly focus on 
the features of the wind power generation. Further 
investigations on variations of load model parameters can be 
seen in [3]. 
The recovery time, pT , or qT  of the model is in the time 
frame of minutes. The load model includes a static part of the 
active )(VPs  and reactive power )(VQs  and a transient 
part of the active )(VPt  and reactive power )(VQt . In [2] a 
load state is introduced as: 
( ))(VPPTx tdpp −=  
( ))(VQQTx tdqq −=  
Here dP  is the active power demand and dQ  the reactive 
power demand. The exponential load recovery is then given 
by: 
)()()(
1
VPPVPVPx
T
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The static load voltage dependent characteristics give the 
stationary and transient behaviour as: 
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Here: 00 ,QP  are the active and reactive power 
consumption at pre-fault voltage, V is the supplying voltage 
[kV], 0V is the pre-fault value of the supplying voltage [kV], 
ss βα ,  are the steady state active and reactive load voltage 
dependence respectively and tt βα ,  are the transient active 
and reactive load voltage dependence respectively. 
Examples of dynamic loads in the distribution networks 
that are included in the model are: electrical heating, air 
conditioning, refrigerators and freezers.  
 
3.3. Transformer on-load tap changer 
Tap-changers provide voltage control by restoring the load 
voltage level. They can be the cause of long-term voltage 
instability in their attempt to restore the load voltage. During 
this process the transmission level voltage is deteriorated 
with a possible voltage collapse. The time delay of the tap-
changer model for the studies in this paper has been set to 30 
seconds per step.  
Based on simulations performed it can be observed that if no 
tap-changer is included in the transformer model, the voltage 
collapse will take longer time to occur even for critical levels 
of load demand. The time it takes for the system to collapse 
can be prolonged with 30 to 50 minutes. The simulations also 
show that the voltage collapse can happen gradually, i.e. the 
voltage will keep declining for longer time reaching 
unacceptable levels. It means that the presence of the tap-
changer not only contributes but can also speed up the 
voltage collapse in critical situations. 
3.4. The fixed speed wind turbine 
The investigations in this paper have used a fixed speed 
wind turbine as a model for all studies. A fixed speed wind 
turbine consists of an induction generator connected directly 
to the grid. For simulation purposes the mechanical model is 
represented as a one-mass model wind turbine. A one-mass 
model comprehends a lumped model where the masses of 
wind turbine, gear box and generator rotor are lumped into a 
single rotating mass. Since long-term voltage stability is 
studied the period of interest may be several or many minutes 
and therefore a lumped model is adequate to be used for this 
purpose. However, for short-term voltage stability purposes a 
two-mass model would be required to accurately represent 
the electro mechanical oscillations [7]. 
When using induction generators the reactive power 
demand increases with the loading of the machine (Figure 3). 
In order to compensate this reactive power, shunt capacitors 
or a SVC can be used. In this paper shunt capacitors are 
installed in order to be able to fully compensate at 100% 
loading and 90% voltage. This is in accordance with the grid 
codes [9], see section IV. 
During the simulations two alternatives of using the shunt 
capacitors have been applied: reactive power control and 
voltage control of the wind park. 
Reactive power control is used for compensating the 
reactive losses in the wind park and transformer. In the point 
of connection to the grid the reactive power is 0 MVAr 
irrespectively of the voltage. 
Voltage control is used for controlling the voltage in the 
point of connection to the grid. In case of an active power 
production less than maximum available shunt capacitors are 
connected and disconnected at various voltage levels. For 
severe voltage instability situations all shunt capacitors will 
be connected after the voltage decrease. This behaviour will 
also correspond to the behaviour of a SVC which acts very 
fast. 
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Figure 3. Reactive power consumed by an induction generator as a function 
of the generated active power for different voltage levels (Vnom = nominal 
voltage). 
4. GRID CODES 
Due to the deregulation of the electricity market and the 
large-scale introduction of wind power based on various 
technologies there has been a focus on introducing grid codes 
for production plants. The grid codes cover a variety of 
requirements during normal and disturbed conditions. When 
studying long-term voltage stability the requirements related 
to supplying and absorbing reactive power is important to 
consider. In this paper the Swedish grid code will be treated 
as an example. However, the method is general and can also 
be applied for other grid codes [9].  
The Swedish grid code states that for thermal and hydro 
plants it shall be possible to produce and consume reactive 
power according to: 
• Produce reactive power corresponding to a 1/3 of 
maximum active power when the voltage is 
within 90-100% of rated voltage. Both reactive 
power and voltage are referred to the high voltage 
side of the step-up transformer, i.e. the losses in 
the transformer must be taken into account. 
• Produce reactive power corresponding to a 1/3 of 
maximum active power production when the 
voltage is above 100%. This shall be possible 
until the generator terminal voltage exceeds 
105%. 
• Thermal units shall be able to reduce the reactive 
power production to 0 MVAr seen from the upper 
side of the transformer. 
For wind power the only requirement is that it shall be able 
to control the reactive power production and consumption to 
0 MVAr at the connection point to the grid. No voltage 
levels are given in the grid codes but an assumption is that it 
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shall be possible to fulfil the requirement down to 90% 
voltage. 
5. SIMULATION RESULTS 
The simulations were performed using the system 
presented in Figure 1. Digsilent Power Factory simulator 
software was used to carry out all investigations. In order to 
analyse the long-term voltage stability, three different 
scenarios of the system in Figure 1 were used: 
5.1 . Area 2 supplied by only thermal power; 
5.2. Area 2 supplied by only wind power; 
5.3. Area 2 supplied by thermal plus wind power. 
5.1. Area 2 supplied only by thermal power  
The disturbance applied to the system (Figure 1) is 
initiated by the trip of one of the two transmission lines. As 
described in Section 3 the system will be exposed to a tap-
changer action and load recovery until the current limiters 
are activated. 
The voltage will instantaneously go down both on the load 
level and on the transmission level when the line is 
disconnected. As a result the active power demand will 
decrease. However, the load will recover and when also the 
tap changer starts to act the load will recover even more. As 
a result the voltage on the transmission level will drop, see 
Figure 5. Figure 4 shows the maximum load in Area 2 as a 
function of the active power production in the thermal unit. If 
for each production level the load is increased an additional 
MW, the voltage collapse will be a fact. 
Normally thermal power plants are operated close to their 
maximum power production since the efficiency of the plant 
usually is designed for this point of operation. In Figure 4, 
however, it can be seen that if the active power production is 
reduced some, the total load in the load area can be higher as 
compared to if full active power production is achieved. This 
can be explained by the fact that when the active power 
production is reduced there will be access to more reactive 
power from the generator. This reactive power results in an 
increased voltage in the transmission system in the load area 
[1]. As the voltage increases it will be possible to transfer 
more power from Area 1 to Area 2. 
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Figure 4. Relation between load limit level and synchronous generator active 
power production. 
5.1.1. Interaction between dynamic load, tap changer and 
generator current limiters:  
Using the models described for dynamic load, tap changer 
and generator current limiters a simulation was carried out to 
illustrate the phenomenon of voltage instability verifying the 
combined effects of these components. The disturbance on 
the system in Figure 1 is initiated by a trip of one of the two 
transmission lines (wind power is not included) at 100 
seconds. At the instant when the line is disconnected, the 
voltage and power demand drop at the load side (Figure 5, 
6). In [1] this phenomenon is analysed in detail. 
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Figure 5. Voltage collapse seen on both sides of the transformer located at 
the load end. 
 
Thirty seconds after the disturbance, the tap changer starts 
to restore the voltage level at the load side (Figure 7). For 
every tap step, the voltage at the load side increases and 
therefore the load power increases. This also leads to a 
current increase at the load side of the transformer. This 
increased current is amplified on the primary side by the 
transformer and as a result gives an increased voltage drop 
on the primary side. The field current limiter is activated at 
140 seconds whereas the armature current limiter is activated 
at 280 seconds followed by the voltage collapse in the next 
20 seconds (Figure 9). The generator reactive power 
production will be reduced when the current limiters are 
activated. When the generator reaches its field current limit, 
its terminal voltage drops. In addition to that the tap changer 
continues to restore the load voltage resulting in a current 
increase and an additional voltage drop on the primary side. 
At 310 seconds the voltage collapse is a fact. 
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Figure 6. Synchronous generator active and reactive power. 
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Figure 7. Tap changer activation. 
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Figure 8. Field current limiter activation (current is limited to 3 p.u.). 
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Figure 9. Armature current limiter activation (current is limited to 1.05 p.u.) 
5.2. Area 2 supplied only by wind power 
The simulations as performed when only having thermal 
power have been repeated when only having a large wind 
farm connected to Area 2 as shown in Figure 1. The wind 
farm is modelled as three aggregated induction generators 
and one 400/0.96 kV transformer. The wind farm has 250 
wind turbines, of  2MW each, i.e. in total 500 MW. 
The presence of the wind power installation leads to the 
injection of active power in the system and an increase of 
reactive power consumption. The solution chosen in this 
paper is to equip the wind farm with capacitor banks 
providing reactive power compensation. The studies were 
made considering the two situations mentioned in Section 
3.4. 
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Figure 10. Relation between load and power generation of a system with 
only wind power input. 
 
The curve with reactive power control demonstrates a 
considerable reduction on the load level supply when 
decreasing the active generated power. In this case the 
reactive power consumption by the induction generators is 
determining the voltage stability limit for the system. The 
reactive power consumption is well indicated by the non 
linear proportion between the load and the generated power 
presented in Figure 10. 
The curve with voltage control shows a significant 
improvement. Higher amounts of loads can be supplied when 
the wind farm is producing from 25% to 75% of the total 
generated power. Even when no wind incidence will appear, 
i.e. if the wind farm would go down to around 0 MW power 
generation, still a considerable level of load could survive 
after loss of a line. It demonstrates that the wind farm can 
always provide reactive power to the grid regardless of the 
amount of wind. From the power system point of view wind 
power offers the benefit of operating as a voltage control for 
the system when not producing active power, i.e. during 
most of the time. 
Figure 11 shows the behaviour of the voltage on primary 
and secondary sides when the wind farm is producing 150 
MW, with a load demand of 900 MW. A simulation was 
done in order to compare the behaviour after a disturbance 
when having reactive power control and when having voltage 
control. 
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Figure 11. Secondary and primary voltages when the wind farm is having 
voltage and reactive power control.  
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5.3. Area 2 supplied by both wind and thermal power 
In Figure 12 it is evident that the combination of both types 
of power suppliers raises the amount of load that the system 
can sustain after the disconnection of a transmission line. For 
the curve with voltage control, once again, it can be observed 
that even when the wind farm has very low incidence of 
wind the system can keep the voltage stable for high load 
levels after the loss of a transmission line. When comparing 
with a system with only thermal power the load levels are 
lower. 
Once more it is shown that the wind farm will provide 
reactive power to the system even though the amount of 
wind is not sufficient to produce active power. 
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Figure 12. Relation between load and power generation of a system supplied 
by both thermal and wind power. 
6. CONCLUSION 
From the long-term voltage stability point of view wind 
farms do not have the same influence on the power system as 
a conventional power plant. Conventional power plants 
normally produce maximum or close to maximum active 
power whereas wind power normally produces much less 
than maximum active power. As the grid codes are related to 
maximum active power production, normally there will be a 
substantial amount of reactive power available from the wind 
farm. In this paper fixed speed wind turbines combined with 
shunt capacitors has been studied but other technologies with 
doubly fed induction generator or generators equipped with 
full converters can be applicable. Also a combination of 
these techniques with a SVC or connection via HVDC light 
can be possible.  
However, the essential idea from the investigations done in 
this paper is to illustrate that the impact of the integration of 
a large wind farm acting as a voltage control is entirely 
helpful on the power system performance when referring to 
long-term voltage stability. 
From the studies it can be noticed that wind power is able 
to supply highest amount of load demand when producing 
from 25% to 75% of the total wind power capacity. 
Considering wind variation, statistically the average of wind 
power production is around 30% of the rated capacity. Thus 
a wind farm at this level is capable to maintain voltage 
stability for its highest power demand. 
Another relevant aspect is that, irrespective of the amount 
of the incidence of wind blowing, i.e. even if the active 
power production would be close to 0 MW the wind farm 
still can provide reactive power to the system. This means 
that the power system performance will be able to keep the 
voltage stable for a reasonable amount of load power 
demand. 
All these considerations are made based on wind farms 
located in close proximity to the power system, i.e. the power 
system can take advantage of the reactive power.  
Based on the analysis performed it is recommendable that 
the grid code includes a requirement stating that wind farms 
have to be equipped with voltage control and not only 
controlling reactive power. 
APPENDIX 
Dynamic load model: 
αs = 0.38, αt = 2.26, βs = 2.68, βt = 5.22, P0 = 0.10 p.u., Tpr = 
127.6 s, Tqr = 75.3 s. 
 
Transformer tap-changer model: 
Controller time constant = 0.01 p.u., tap step = 0.01 p.u., 
time delay = 30 s. 
 
Current Limiters model: 
Field current limiter: If limit = 2.987 p.u., T = 10s, Tc = 4 s, 
VCMIN = -100 p.u., VCMAX = 100 p.u., KC = 10 p.u. 
 
Armature current limiter: Ia limit = 1.05 p.u., T = 10s, Tc = 4 
s, VCMIN = -100 p.u., VCMAX = 100 p.u., KC = 10 p.u.. 
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Abstract — The objective of this work is to illustrate the impact of 
the grid faults on the wind turbine structural loads.  
Grid faults are typically simulated in detailed power system 
simulation tools, which by applying simplified mechanical models, 
are not able to provide a throughout insight on the structural loads 
caused by sudden disturbances on the grid. On the other hand, 
structural loads of the wind turbine are typically assessed in 
advanced aerolastic computer codes, which by applying simplified 
electrical models do not provide detailed electrical insight.  
This paper presents a simulation strategy, where the focus is on how 
to access a proper combination of two complimentary simulations 
tools, such as the advanced aeroelastic computer code HAWC2 and 
the detailed power system simulation tool DIgSILENT, in order to 
provide a whole overview of both the structural and the electrical 
behaviour of the wind turbine during grid faults.  
The effect of a grid fault on the wind turbine flexible structure is 
assessed for a typical fixed speed wind turbine, equipped with an 
induction generator. 
Index Terms — grid faults, mechanical loads, grid connection 
requirements, aeroelastic computer code.  
1. INTRODUCTION 
As a result of the fast development of the wind energy 
industry in the last few years, the attention is directed toward 
the wind power impact on the power system. This aspect is 
also reflected in the wind turbine grid connection 
requirements [1], which are continuously subjected to 
periodic revisions.  
The fulfillment of these requirements poses challenges for 
the design of both the electrical system and the mechanical 
structure of wind turbines.  
From an electrical point of view, these challenges imply 
development of advanced controllers of wind turbines 
adapted to fulfil the grid requirements. However, the design 
of such controllers, suitable to ensure the fulfillment of the 
grid requirements, requires also a better understanding of 
their influence on the wind turbines structural loads. 
This issue has not been sufficiently investigated in the 
relevant literature. Up to now, no clarified knowledge and 
investigations, on how the fulfillment of the new grid 
requirements affects the wind turbine structural loads, exist. 
Such investigations are very important in order to evaluate 
and define possible new directions in the certification process 
of future power plant wind turbines, namely wind turbines 
which participate actively in the stabilization of power 
systems. 
This paper describes an ongoing research work [2] whose 
long term objective is to investigate into the consequences of 
the grid connection requirements on the fatigue and extreme 
loads of wind turbines. As a result of the fast development in 
wind turbine design, there is a lack in a long-term experience 
concerning the quantification of the grid faults’ impact on the 
structural loads and thus on the lifetime of the wind turbine. 
The final goal of this research issue is therefore to identify 
new possible guidelines for design basis and certification 
which also take into account the fulfilment aspects of the 
new grid requirements. A procedure for the evaluation of the 
consequences of grid faults on the wind turbines’ loads is to 
be developed and intended to be used directly in the 
certification of future wind turbines. 
The paper presents the prior steps toward understanding 
how the fulfilment of the fault-ride through requirement 
affects the structure of the wind turbine itself. A set of 
simulations reflecting both the electrical and the structural 
dynamic response of a fixed speed wind turbine to a grid 
fault are presented and analysed in this paper.   
2. GRID FAULTS AND GRID REQUIREMENTS  
The first natural step in the evaluation of the grid faults 
impact on wind turbine loads is to assess an overview of the 
grid faults types and their frequency, in different countries. 
Such a mapping of the grid faults and grid requirements in 
different countries is provided in the report [3], which is one 
result of the ongoing research project.  In this report, 
statistics regarding, for example, the grid faults in the 
transmission system of the Nordic countries (Denmark, 
Finland, Norway and Sweden), are presented and analysed.  
Figure 1 illustrates for example that, in the Nordic 
countries excepting Norway, the most faults per year are 
located on overhead lines in the period 2000-2005. 
According to [3], in this period of time, the number of faults 
located in cables is less than 2.5% of the total number of 
faults. 
Furthermore, in these Nordic countries, most of the faults 
on overhead lines in the period 1996-2005 are located on 
132kV lines, while 400kV lines are less susceptible to faults 
– as illustrated in Figure 2. 
 
Figure 1. Types of faults in the Nordic countries transmission system – 
source [3]. 
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The analysis in [3] reveals also that, in Nordic countries, 
the single phase fault type has the highest probability to 
occur compared with other fault types, as illustrated in Figure 
3. 
An overview of the national grid codes in countries as 
Denmark, Ireland, Germany, Great Britain, Spain, Italy, USA 
and Canada is also provided in [3]. All these codes require 
fault ride-through capabilities for wind turbines.  
The fault ride-through capability addresses primarily the 
design of the wind turbine controller in such a way that the 
wind turbine is able to remain grid-connected during voltage 
dips caused by grid faults. The fault ride-through 
requirement has been imposed in order to avoid significant 
loss of wind turbine production in the event of grid faults. 
Nowadays, with the increased wind power penetration in the 
power system, a large loss of power production would 
worsen an already critical grid situation by making the power 
system unstable and violating certain grid codes and security 
standards. 
A summary of the fault ride-through in different national 
grid codes is given in Table 1. Notice that some national grid 
codes e.g. Denmark and Ireland have specific fault ride-
through requirements for distribution networks as well as for 
transmission ones, while other national grid codes have focus 
only on the transmission level. The voltage profiles in these 
national requirements are given specifying the depth of the 
voltage drop and the clearance time as well. In some of the 
grid requirements, as in Denmark, Íreland and Germany, the 
definition of the voltage profile is clearly specified regarding 
the type of the fault, i.e. symmetric or asymmetric. 
Notice that Ireland’s code is very demanding regarding the 
fault duration, while Denmark has the lowest fault duration 
with only 100msec. However, Denmark’s code requires the 
wind turbine to remain connected to the grid during 
successive faults. The German grid code requires the wind 
turbines to remain connected to the grid during voltage sags 
down to 0% from the rated voltage in the PCC for a duration 
of 150msec. Moreover, a reactive current injection up to 
100% during fault is required, this requirement being also 
present in the Spanish grid code. 
3. GRID FAULTS AND CERTIFICATION  
Wind turbines connected to the grid are frequently subjected 
to grid faults. Grid faults are basically experienced by the 
wind turbine as changes in the voltage at the generator 
terminal. This causes typically transients in the generator 
electromagnetic torque, which result in significant stress of 
the wind turbine components, i.e. the drive train component. 
Nowadays, analysis of wind turbine loads caused by grid 
faults is even more important especially in terms of lifetime 
of the wind turbines with regard to the fulfilment of the fault 
ride-through requirements.  A typical design basis analysis of 
the loads and lifetime includes today the distribution of 
fatigue loads and extreme loads only for normal, start and 
shut-down operations. Besides these aspects, it is also 
relevant to know   how different the wind turbine loads 
caused by grid faults are, compared to the wind turbines 
loads during shut-down and restart operations. A focus 
directed to loads caused during grid fault operation can thus 
provide a more complete understanding of the loads 
distribution during the whole wind turbine lifetime.  
The fast development of the wind energy industry implies 
a continuous revision not only of the grid connection 
requirements, but also of the certification standards. These 
standards have to specify the essential wind turbine design 
requirements to ensure the engineering integrity of wind 
turbines. They have therefore to be adapted continuously 
 
Figure 2. Number of faults per 100km in Nordic countries’ overhead lines in 
the period 1996-2005 – source [3].  
 
Figure 3. Frequency of different fault types on 132kV overheads lines – 
source [3].  
Table 1.Summary of national fault ride-through requirements – source [3]. 
Fault 
duration
Voltage 
drop level
Recovery 
time
Voltage 
profile
Reactive 
current 
injection
DS 100 msec 25%Ur 1 sec 2, 3-ph no
TS 100 msec 25%Ur 1 sec 1, 2, 3-ph no
Ireland DS/TS 625 msec 15%Ur 3 sec 1, 2, 3- ph no
Germany TS 150 msec 0%Ur 1.5 sec generic
Up to 
100%
Spain TS 500 msec 20%Ur 1 sec generic Up to 100%
Italy > 35 kV 500 msec 20%Ur 0.3 sec generic no
USA TS 625 msec 15%Ur 2.3 sec generic no
Ontario TS 625 msec 15%Ur - - no
Quebec TS 150 msec 0%Ur 0.18 sec
Positive-
sequence no
no15%Ur 1.2sec genericGreat Britain TS 140msec
Country Voltage Level
Fault ride-through capability
Denmark
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according to the progress of technology, knowledge and new 
requirements, such as the grid connection requirements.  
At the moment, IEC 61400-1 certification standard, 
(paragraph 7.4) [4], presents a list with different design 
situations and load cases (i.e. faults during normal or parking 
operation). Loss of the electrical power network, 
voltage/frequency ranges, voltage unbalance are specified, 
but not really dealt with in certification. IEC 61400-1 
certification standard stipulates the wind turbines to be 
designed to withstand electrical faults and any other type of 
abnormal operating conditions that may occur in the grid, but 
it does not state requirements in terms of specific faults to be 
considered, leaving this task to the designer and the certifier 
of the wind turbine. 
4. COMPLIMENTARY SIMULATION TOOLS 
At the moment, the design and the research of wind turbines 
take place in specific dedicated simulation tools, which are 
specialised either in the mechanical design area or in the 
electrical design area regarding grid integration issues of 
wind turbines. The expertise in these wind turbine design 
areas is thus built-up independently, with very specific focus 
and without any influence from one design area to another. 
In spite of this fact, practical experience shows that there is a 
considerable interplay between these design areas, which is 
necessary to take into account. It seems likely that the 
increased requirements regarding wind turbines response 
during grid faults may have significant influence on the 
structural loads of the wind turbine.  
 The attention in this paper is therefore directed to the 
design of a simulation approach able to assess the effect of 
grid fault on wind turbine structure, namely the real 
interaction between the electrical and the mechanical aspects 
of the wind turbine response during grid faults.  
In this respect, in this work, two complimentary simulation 
tools, namely Power Factory from DIgSILENT and HAWC2 
(Horizontal Axis Wind turbine Code) are considered. These 
and other similar simulation tools are used intensively by the 
wind energy industry at the moment to verify grid code 
compliance and structural loads respectively. 
DIgSILENT is a dedicated electrical power system 
simulation tool used to model the dynamic behaviour of 
power systems and for assessment of power quality and 
analysis of wind turbines grid integration. DIgSILENT 
simulations are performed based on very detailed models for 
the electrical components of the wind turbine and the grid, 
but on simplified aerodynamic and mechanical models for 
the wind turbine. The simulations in DIgSILENT reflect thus 
the electrical interaction between wind turbines and grid, but 
they do not provide a detailed insight on the wind turbine 
structural loads.  
HAWC2 is an aeroelastic simulation code, developed at 
Risø National Laboratory. The core of this code is an 
advanced model for the flexible structure of the wind 
turbines, taking the flexibility of the tower, blades and other 
components of the wind turbines into account. It contains 
thus detailed models for the aeroelastic and mechanical 
aspects in a wind turbine, while the models for the electrical 
components and control of the wind turbine are typically 
very simplified. 
By using these two simulation tools with complimentary 
abilities in the attempt to put them to work together to the 
extent that is possible, it is achieved a complete combination 
of structural dynamics and generator dynamics. As illustrated 
in Figure 4, DIgSILENT is used to simulate the grid faults 
and the electrical interaction between the wind turbine and 
the grid, while HAWC2 is used to simulate and analyse the 
structural loads of the wind turbine.  
The combination of DIGSILENT and HAWC2 provides 
new insight into the structural as well as the electrical design 
and this is very important in order to quantify the loads’ 
impact on the wind turbines’ lifetime, during and after grid 
faults. Once the whole complex model in DIgSILENT and 
HAWC2 is established, it is possible to investigate 
sequentially the whole integrated wind turbine design. 
The key to access a successful combination of these two 
complimentary simulation tools is strongly dependent on a 
proper definition of the interface signal in between them. In a 
previous stage of the work [5], it has been experienced that 
for wind turbines with directly connected squirrel-cage 
induction generators, it is not sufficient to use the 
electromagnetic generator torque, as interface signal between 
DIgSILENT and HAWC2, as there does not exist any close 
loop between the generator toque and the generator speed. It 
was concluded that in order to asses properly the wind 
turbine loads caused by grid faults it is necessary to consider 
the generator damping inside the aeroelastic code. 
The attention in this paper is therefore drawn mainly to the 
approach where the generator dynamic model is directly 
considered inside HAWC2 environment. The reduced order 
generator model, implemented in HAWC2, is obtained by 
neglecting the electric transients of the stator and  is written 
in the state space form only in terms of the rotor fluxes in dq 
synchronous reference frame [6], [7]. 
In the simulation scenario presented in this paper, the 
generator voltage signal simulated in DIgSILENT is used as 
interface signal, namely as input in the generator model of 
HAWC2. Such an approach opens the loop between grid 
voltage and grid current in the connection point. This 
approach is of course justified only on the condition that the 
generator currents, simulated in both simulation tools, are 
identically. This paper presents a set of simulations in order 
to check this assumption out. 
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Figure 4. Complimentary simulation tools. 
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5. SIMULATION SETUP 
As a case study, a 2MW active stall wind turbine has been 
selected. It is equipped with a squirrel-cage induction 
generator.  In order to analyse the wind turbine response 
during grid faults, the wind turbine benchmark model 
presented in [8], is used in DIgSILENT as a simplified 
simulation scenario of a short circuit in a reduced wind 
power installation. In the first stage of this research is 
assumed that the wind turbine is not equipped with any 
advanced fault ride-through controller. Such advanced 
controller, similar to that described in [9], will be included in 
the next step of the research.  
The selected simulation scenario is illustrated in Figure 5. 
The wind turbine is connected to a typical-medium voltage 
(MV) distribution network. 
The mechanical system is represented in DIgSILENT as a 
simplified 2 mass-model [8], driven by a constant 
aerodynamic torque (Ta=ct). The aerodynamic torque is 
adjusted to give 2MW electrical power from the wind turbine 
generator and kept thus constant through and after the short 
circuit. As no advanced fault ride-through is used in this 
stage of the work, the pitch angle can be assumed constant 
during the grid fault.  
The electric network is represented in Figure 5 by a 
Thevenin equivalent, consisting of a constant 
magnitude/frequency voltage source and a serial impedance. 
The 3 phase short circuit on 10kV busbar, with duration 
100ms, is simulated in DIgSILENT using the RMS 
(electromechanical transient models) simulation feature for 
longer-term dynamics. Sørensen et. al. [8] confirms that the 
wind turbine mechanical torque shaft during grid faults is 
predicted in DIgSILENT in the same way no matter whether 
a detailed electromagnetic transients models (EMT) or a 
reduced RMS generator model is used.   
In order to assess the maximum wind turbine structural 
stresses developed during grid faults, the worst scenario is 
simulated, i.e. wind turbines operates at rated power, 
minimum fault impedance and fault closest to the wind 
turbine. It is also assumed that in the case study the wind 
turbine protections are not taken into account, but they can 
be of course considered if their settings are well known. 
6. SIMULATION RESULTS 
Figure 6 shows the generator stator voltage during the grid 
fault, simulated in DIgSILENT.  
This signal is used as input in HAWC2. As expected, the 
generator voltage drops right after the grid fault and recovers 
to its initial value when the fault is cleared after 100msec. 
The components d- and q- of the generator stator current in 
the synchronous reference frame are illustrated Figure 7. 
Notice that the currents components simulated in 
DIgSILENT are almost identically with those simulated in 
HAWC2. This justifies the fact that the generator voltage can 
be used as interface signal between DIgSILENT and 
HAWC2 in order to asses a simultaneous insight in both 
structural and electrical design aspects of the wind turbine 
during grid faults. 
 
Figure 8 illustrates the speed and the torque of the 
generator simulated in DIgSILENT and HAWC2, 
respectively.  
Both simulation tools predict almost similarly the 
behaviour of these signals. During grid fault, the speed 
accelerates as the aerodynamic torque is no longer balanced 
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Figure 5. Single line diagram of active stall wind turbine used in 
DIgSILENT.  
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Figure 6. Generator stator voltage simulated DIgSILENT and used as input 
in HAWC2. 
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Figure 7. Components of the stator current on the d- and q- axis – simulated 
DIgSILENT and HAWC2.  
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Figure 8.  Generator speed and torque in DIgSILENT and HAWC2. 
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by the electromagnetic torque of the generator. Notice that as 
expected the grid fault causes also transients in the generator 
electromagnetic torque.  
The behavior of the wind turbine shaft (drive train) torque 
is illustrated in Figure 9. It is predicted almost similarly by 
DIgSILENT and HAWC2, during and after the grid fault. 
Notice however that, there is a small delay between the 
signals simulated in DIgSILENT and HAWC2. It seems 
likely that there is a slight difference in the free-free 
frequency used in DIgSILENT and HAWC2. This frequency 
depends strongly on the inertias and shaft stiffness used 
inside wind turbine model.  
The tower top torque is also presented in Figure 9. Notice 
that the grid faults do also affect the tower loads.   
Apparently, the tower frequency is slightly visible in the 
tower top moment. It is clearly that the tower top torque (i.e. 
2nd lateral tower bending mode) is affected by the grid fault. 
Moreover, as it resembles the electromagnetic torque of the 
generator simulated in HAWC2 – see Figure 8, the coupling 
from the generator down to the tower is also underlined.  
The blade edgewise loads have also been investigated. 
They are however not illustrated in this paper, as no 
significant effect of the grid fault on the blade edgewise 
loads has been noticed. 
7. CONCLUSIONS 
Emphasis in this paper is on how to access a throughout 
insight on the grid faults impact on the wind turbine 
structural loads. The paper suggests a simulation approach 
between two dedicated simulation tools, which are 
complimentary, being specialised in two different wind 
turbine design areas. The goal with such approach is to be 
able to investigate the whole integrated wind turbine design 
with focus sequentially on both structural and electrical 
design aspects.  
The strengths of two complimentary simulation tools, i.e. 
DIgSILENT and HAWC2 are thus combined. DIgSILENT 
has skills on detailed electrical modelling of the interaction 
between wind turbine and the electrical grid during grid fault, 
while HAWC2 has skills on detailed aeroelastic and 
mechanical loads modelling of wind turbines, respectively. 
The success of such combination is strongly dependent on 
the definition of the interface signal in between them. 
This paper presents an investigation where the generator 
voltage signal is used as interface signal between 
DIgSILENT and HAWC2. The generator voltage is thus 
simulated first in DIgSILENT and then used as input in 
HAWC2.  In this first stage investigation, it is assumed that 
the wind turbine is not equipped with any advanced fault 
ride-through controller, because the idea is to provide a quick 
insight on the wind turbine loads during grid faults, when the 
wind turbine has no fault ride-through capability. 
As a case study, a 2MW active-stall wind turbine equipped 
with a squirrel-cage induction generator is considered. The 
quantitive results of this investigation are not necessarily 
representative for other wind turbines of the same type, since 
they depend critically on the drive train torsional 
characteristics, as well as on the generator parameters. 
However, as general reflection, it is illustrated that grid faults 
do affect the wind turbine shaft and tower loads, but not the 
blade edgewise loads. 
The presented approach of using the generator voltage as 
the interface signal is justified by means of a set of 
simulations.  As the generator current is simulated almost 
identically in both simulation tools, it means that the 
interaction between the electrical and the mechanical aspects 
of the wind turbine can be correctly assessed by using the 
presented simulation approach. As a preliminary result of 
this approach, it is illustrated that the grid faults do affect the 
shaft and the tower loads. In the next step of the work, is will 
be investigated whether the presence of advanced fault ride-
through controller necessary to fulfil the increased grid 
codes, do have an even stronger impact the wind turbines 
structural loads. 
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Abstract —The paper will present introduction of distribution 
network topology options and their benefits and disadvantages. 
These options are then evaluated based on reliability and stochastic 
load-flow calculations of real-life example. The strengthening of 
network by network topology options (investments on primary 
network) is compared to active network management options 
(investments on secondary devices) like local voltage control and 
production curtailment. The benefits of active network management 
are calculated with a software prototype developed by research 
group. The paper will also include short descriptions of calculation 
tools used.      
Index Terms — Active network management, distribution network 
reliability, network topology, wind farm 
1. INTRODUCTION 
The paper will consider distribution network (20 kV) 
topology options and issues influencing on those in case of 
connecting a wind farm (< 10 MW) into distribution 
network. This paper will not consider network topology 
options inside the wind farm. The term network topology 
contains both the network configuration and the switching 
arrangements of distribution network.  
The wind farm will very probably be the most important 
customer for the rural distribution network company in the 
service area. The connection of wind farm is typically 
arranged based on so called worst case planning principle. 
This principle ensures full network capability all the time. 
Although the normal connection to wind farm is strong 
enough to handle all possible load and production situations, 
there exists situations when wind farm must be shut down 
due to network related reasons. The backup connections for 
outage situations at rural distribution network are typically 
weak. 
Distribution network reliability improvement has become a 
very important topic due to customer’s dependency on 
reliable power supply. The improvement of distribution 
networks have almost without exception handled by 
investing on primary equipments. However the management 
of distribution network could also be improved by 
controlling loads and production units. The control of 
reactive power and power production is profitable for a wind 
farm when alternative solution is a long interruption. The 
controllability of production unit is needed for active 
network management. The active network management 
assures that network technical constraints are not exceeded in 
changing network conditions. It is believed that active 
network management might provide overall cost advantages 
compared to traditional network development options [1]. 
The aim of this paper is to study relations between 
distribution network reliability and active network 
management when the network includes a wind farm. The 
issues of wind farm connection into distribution network are 
considered in general level in chapter two. The discussion 
focuses on network dimensioning, reliability and network 
operation. The aim of this chapter is to clarify how network 
topology and wind farm connection are related. The third 
chapter describes the options of distribution network 
topology. The chapter four introduces the evaluation tools 
used at example calculations at chapter five. 
2. ISSUES OF WIND FARM CONNECTION INTO DISTRIBUTION 
NETWORK 
2.1. Network dimensioning 
The technical limitations of existing network when a wind 
farm is connected into distribution network are typically the 
thermal capacity of cables, the over-voltage problem at 
lightly loaded networks and the exceeding of fault current 
capacity of components. Typically the overhead medium 
voltage (MV) lines of rural distribution network require 
strengthening due to over-voltage problem when a wind farm 
is connected far from primary substation. Rotating machines 
will increase the fault current level at distribution network 
and this might cause exceeding of fault current capacity of 
components. This is more typical for urban networks than for 
rural networks, thereby not so important issues in case of a 
wind farm connection. 
The connection of wind farm into existing distribution 
network does not necessarily exceed the technical limitations 
of network, but when it does, the costs of network 
strengthening might be very high due to replacement of 
existing components. Therefore it is very important to look 
for alternative options for network planning and operation 
principles, network topology and so. It should however keep 
in mind that every process (planning, operation, billing, etc.) 
and sub-processes (e.g. wind farm connection) of distribution 
network business must be standardized in order to work 
efficiently. In the end this means that tailored wind farm 
connections are more costly for a network company, and in 
the end for the customers of network company, than 
standardized connections.  
The distribution network dimensioning is based on so 
called “fit and forget”, “worst case planning principle” or 
“passive network” planning principle. These terms describe 
the same network planning principle which designs the 
capability of network for all statistically relevant loading 
conditions. The worst planning case for a wind farm is 
typically “minimum loading – maximum production” 
loading situation. The distribution network will be then fully 
capable to supply all loads and to absorb all power produced 
during normal network conditions. The traditional network 
planning will bring investments on hardware like wires, 
substations, etc. in order to support its duty.  
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The investments of electrical networks are always done 
beforehand. The network should also include some margin 
between current maximum loading condition and the 
technical capability of network due to safety reasons, but also 
due to stepwise investments in network development. The 
development of network (re-enforcement of existing network 
and construction of new network) is based on forecasted 
scenarios of the growth of load demand and power 
production. When the size of a new customer compared to 
other customers increases, the location of that customer will 
have a great influence on the development of network and 
the long-term forecasting of location of a large customer 
becomes very difficult. These issues must be kept in mind 
when the connection of wind farm is discussed.  
The capability of network is dependent on feeder and 
customer (consumption and production) characteristics. The 
network capability may be characterised by the amount of 
maximum power flow to each customer. If the network 
includes only consumption customers, the capability of 
network is limited by voltage drop or thermal capacity. When 
the network includes also remarkable amount of production, 
the over-voltage may become a limiting factor at the 
production unit interconnection point. In weak distribution 
networks over-voltage problems are likely to occur during 
low demand periods when there is a large amount of 
distributed generation (DG) interconnected on a MV network 
[2]. 
There are some technical solutions like reinforcement of 
MV network to solve the voltage rise problem. However the 
utilisation of network may be poor especially in case of wind 
power due to low capacity factor of wind power production.  
In order to improve the utilisation of network, the planning 
and the operation of network should be developed to be able 
to consider the stochastic nature of power production. The 
structure and operating principle of the distribution network 
will move towards an active distribution network with 
several active components along the network. The active 
management of distribution network requires control of DG 
unit power factor or voltage, production curtailment or 
combination of these to avoid occasional network constraints 
[3-5]. Another form of controllability is load control which 
has traditionally applied in demand side management for 
example at peak shifting. 
The active network management may benefit both the 
network and the production companies by allowing higher 
penetration of DG with less network investments. The 
control of DG unit is beneficial, if voltage rise problem 
appears occasionally, e.g. during light loading and high 
production. The probability of this kind of network condition 
is rare and may be evaluated based on e.g. load curves and 
wind statistics or measurements. 
2.2. Reliability 
The reliability of radial distribution network consists of the 
number, the duration and the spread of outages. The 
reliability of certain connection point is dependent on relative 
location of connection point and outage locations. Network 
topology has also a big influence on the reliability of 
connection point by alternative connection routes to 
customers. The network reliability is determined in the 
network planning phase and typical choices / selections are 
e.g.: [6] 
1. choice of line type (bare overhead conductor, coved 
overhead conductor or cable) and line route (field, beside a 
road, forest) which will affect on the number of faults 
2. use of protection devices like surge arresters and animal 
shields or earth fault compensation to reduce the need of 
automatic reclosing actions 
3. network automation (substation automation, medium 
voltage feeder automation, fault location, fault restoration) 
and parallel network connections (double line, backup 
connections from neighbouring feeder or substation, ring 
network structure which is operated in radial way, or 
meshed network) are used to reduce the outage duration 
4. choice of substation siting, number of feeders and other 
protection zone reduction methods like satellite switching 
stations and reclosers are used to reduce the spread of 
outages 
The risk of unreliability of power supply is a product of 
unreliability and consequences of unreliability. In order to 
evaluate necessary investments there are needed a clear and 
transparent way of assess consequences of unreliability and 
proper analysis of all aspects of network reliability. The 
consequence of unreliability of network for a wind power 
producer is the loss of power production which is dependent 
on wind conditions and profit of power otherwise produced 
during network outages. The availability of wind power units 
is not very high compared to base load units and that is why 
the availability of wind power units should be taken into 
account in network reliability analysis. However there might 
be strong correlation (but unknown at least for authors) 
between wind power production and network outages.  
2.3. Network operation 
The topology of distribution network affects on possible 
choices of network operation especially during disturbances. 
The protection and automation of wind farm should be such 
that normal fault location and power supply restoration 
procedures like trial switching and utilisation of backup 
connections should be possible.  
Trial switching is used to locate a permanent fault by 
opening a disconnector along the feeder and closing feeder 
breaker again in order to see if fault is located behind the 
opened disconnector. In such procedure there may appear 
many fault situations which may be harmful for wind 
turbines. Wind turbines will also produce fault current which 
will mislead computational fault location algorithms. It is 
better to disconnect the wind farm from the network for the 
period of trial switching. The best way to do this is to lock 
wind farm connection switch to open position by remote 
control of a network company. This means that the network 
company should have a right to shut down the wind farm and 
keep it disconnected during the disturbance clearance.  
When the location of permanent fault has been found will 
the process of power supply restoration start. The area of 
non-supply will be minimised by opening disconnectors 
closest to fault. The restoration of power supply to customers 
“behind” the fault requires utilisation of backup connection 
(closing of normally open disconnector). This would be fine 
if the backup connection is at least equally strong 
(electrically) as the normal connection. Unfortunately this is 
seldom the case in rural distribution networks. When the 
wind farm locates “behind” the fault, there is typically 
limited capability to adopt wind power production to the 
network due to voltage rise or thermal capability problems. 
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Otherwise the normal and the backup connections should be 
dimensioned to the same ratings, which is not economically 
feasible. The wind farm disconnection and locking of 
disconnector to open position via remote control of network 
company is also a possible solution for this challenge.  
Network capability problems may however be handled by 
much more sophisticated method. The controller of wind 
farm or alternatively the voltage relays of wind farm 
connection point may react to voltage rise problem by 
reducing the power production of wind farm in order to keep 
voltage below the acceptable limit [5]. The thermal 
capability problem is more complex because that cannot be 
detected directly from wind farm connection point 
measurements. A straightforward solution for this challenge 
is to determine the worst case network transfer capability 
limit in all possible or probable backup connection situations. 
This limit is then set to wind farm controller and it is applied 
when backup connection is in use. The remote control of 
distribution network must send a message to wind farm when 
backup connection is utilised. The wind power curtailment is 
acceptable because the network is in abnormal state at these 
situations and the curtailed power allows continuation of 
power production at least partly.  
3. DISTRIBUTION NETWORK TOPOLOGY OPTIONS 
The network topology of distribution network is typically a 
ring which is operated in radial way. In that case the design 
of network topology is basically the design of backup 
connections from neighbouring feeders or substations and the 
selection of open disconnectors. The probe design would also 
include consideration of network disturbances i.e. fault 
management and reliability issues. Other less used 
possibilities of network topology are ring operation of 
feeders and intended island operation. 
3.1. Radial network topology options 
The connection of wind farm into radial distribution network 
has several options which are  
a) connection to existing network with short line (if network 
is strong enough),  
b) connection to existing network and replacement of open 
disconnector, 
c) connection with parallel circuit on existing poles or on 
extended corridor to strong and reliable enough network 
node,  
d) splitting of production units into two existing feeders 
(open disconnector at wind farm busbar) and 
e) connection directly to substation with dedicated 
connection feeder. 
3.2. Topology options of existing network 
The most obvious way of connecting wind farm into 
distribution network is a direct connection of wind farm with 
transformer and short line into existing medium voltage line. 
Feeder 3 in Figure 1 is an example of this kind of 
arrangement. At the same time other feeders are not 
connected into wind farm. This is a typical arrangement 
when the size of wind farm is small and there are not 
network strengthening requirements. This arrangement does 
not affect remarkably into reliability of distribution network 
(only slight worsening due to additional serial components in 
the network).  
Reliability of distribution network at wind farm connection 
point is dependent on the location of connection point in the 
existing network. In principle the reliability of distribution 
network becomes worsen when the location of connection 
point gets further away from the substation in the radial 
network. The reliability of distribution network at wind farm 
connection point may be improved with network related 
arrangements discussed in chapter two.  
The next topology option is a similar kind than previous 
one, but the location of open disconnector is reconsidered 
due to wind farm connection. From the network 
dimensioning point of view, the feeder including wind farm 
should have as much load as possible. This arrangement 
gives higher transfer capability for the feeder because the 
over voltage problem is not that severe. From the reliability, 
power quality and feeder protection point of views, the 
situation is opposite i.e. the feeder including wind farm 
should be as short as possible. In that case the reliability of 
wind farm connection point is not disturbed by long tail of 
feeder, the disturbances (fast changes in voltage level, 
harmonics, flicker, etc.) of wind farm will not affect on rest 
of the customers and feeder protection settings are easier to 
handle. 
Figure 1. Possible network topologies. 
Sectionalising switch Remotely controlled switching station 
  
Strong and reliable enough node of 
existing network 
1                2                                3 
2a        2b 
1a        2c       2d        3a 
2e        2f         3b 
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3.3. Network re-enforcement options 
The topology of distribution network influences on network 
strengthening requirements when a wind farm is connected 
into network. In rural distribution networks the voltage rise is 
typically the limiting factor for the size of wind farm at 
existing network. Parallel circuits and splitting of production 
units into two existing feeders are examples of network 
strengthening options to increase the capacity of network and 
the reliability of network at wind farm connection point 
when appropriate switching arrangement is provided.  
Feeder 2 is an example of parallel circuits in Figure 1. 
Remotely controlled switches 2a and 2b along the feeder and 
2c-2f and 3b at the wind farm connection point are utilised to 
remove permanent faults between circuits 2a-2c or 2b-2d and 
to disconnect some of wind turbines in order to reduce power 
production below the network capability limit. Switch 3a 
must be open in this case and it may provide a backup 
connection to wind farm. 
The splitting of wind turbines into two feeders requires a 
sectionalising switch at wind farm connection point busbar. 
The sectionalising switch is normally open in order to 
distribute power production to the feeders according to their 
capabilities. This arrangement utilise the backup connection 
of previous example continuously. A dedicated cable 
connection directly to substation from wind farm connection 
point may be a reliable solution but also very expensive 
when distance to substation is remarkable. 
4. CALCULATION TOOLS 
4.1. Reliability based network analysis 
The used calculation tool for reliability analysis was 
DIgSILENT PowerFactory (DSPF). DSPF is a computer 
aided engineering tool for the analysis of electrical power 
systems.  In this study, DSPF is used to explore effects of 
different network topology options in a case of connection a 
new wind farm into distribution network. These options are 
discussed in chapter three. Reliability analysis is based on 
connectivity analysis. So, the power flow issues are not 
considered with DSPF. 
The network of the example is modelled to a DSPF 
database (see chapter five). Used conductor types and 
constructions are fed to the database with their own 
reliability parameters. Parameters are presented in Table 1. 
This makes possible to calculate reliability indices at the 
wind farm connection point and also to the whole system.  
In reliability analysis the wind turbines are modelled with 
two constant load units. The units have different capacities in 
simulations. The capacities are 2 MW and 4 MW with 
lagging power factor 0.92 or apparent power 0 VA to the 
turbines. This makes possible to calculate manually the 
amount of annual energy not supplied (ENS). Setting the 
turbines apparent power to zero does not have influence to 
reliability indices. 
 
Table 1. Reliability calculation parameters for lines. 
Line type Permanent faults 
[per 100 km,a] 
Repair time 
[h / fault] 
Overhead line 6.0 3.0 
Covered conductor line 2.3 3.0 
Sea cable 0.2 100.0 
Cable 0.5 4.0 
4.2. Active network management 
The statistical network planning method proposed in [5] 
takes into account the stochastic nature of load demand, 
power production and correlation between these. The 
planning of MV network and DG unit interconnection are not 
based on a single worst case but series of possible network 
conditions. When the output power of DG unit is dependent 
on weather conditions of a site and the probability of 
maximum output power of DG unit is low enough during a 
minimum loading condition of network, there is an 
opportunity to enhance network operation by controllability 
of DG unit. The idea is based on facts that the minimum 
loading of network occurs at summer nights (at least in 
Finland) and the mean value of wind turbine output is less at 
summertime than at wintertime. The “minimum loading – 
maximum production” planning condition is very 
conservative in that sense and some advantage may be 
achieved when the active network management is applied. 
The calculation method behind this method is described in 
[3-5] in detail. 
The proposed method is based on stochastic load-flow 
computation. The hourly load-flows are calculated for a 
study period i.e. for 8760 hours. The stochastic part of 
calculations is based on statistical load and production curves 
which are time series for each customer type. Load and 
production curves have mean value and standard deviation. 
The Association of Finnish Electricity Utilities has published 
load curve models for 46 different customer groups. The 
expansion of hourly energy meters together with automatic 
meter reading will provide huge amount of data for load 
modelling purposes. Due to a lack of actual measurements 
and heavy dependence between power production and the 
location of wind turbine, the production curve is based on 
long-term statistics of wind speed.  
The application of both the load and the production curves 
at load flow calculation makes it possible to simulate the 
hourly functioning of the distribution system including wind 
turbines. The planning of the distribution network is not 
restricted to certain fictive planning conditions, but a series 
of hourly conditions is considered. The load-flow 
simulations are used to analyse what kind of network 
conditions might exist. The correlation of power production 
and load demand is a very critical issue in network planning. 
The active network management based on local voltage 
control of wind turbines is applied in the calculation tool. 
The voltage of wind turbine connection point may vary 
between 95-105 % of rated voltage. Between these limits 
wind turbines are operated at unity power factor. When a 
voltage limit is reached the control mode of wind turbine will 
be changed to constant voltage mode. The voltage setting is 
the value of voltage limit. The operation of constant voltage 
control mode may be continued until the reactive power limit 
of wind turbine is reached. If the voltage of connection point 
exceeds the voltage limit and the wind turbine operates at 
reactive power limit, the active power of wind turbine must 
be reduced i.e. wind power production must be curtailed.  
A backup system for the local voltage control is realised by 
relay protection at wind turbine connection point. A voltage 
relay is typically installed to connection point in order to 
avoid intentional islanding of wind turbines. The settings of 
voltage relay must be co-ordinated with voltage control 
settings in order to avoid unnecessary interruptions. 
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The instantaneous over-voltage pickup limit (e.g. 110 %) 
must be above the over-voltage limit of local controller but 
less than damage limit of electrical devices. The delay of 
instantaneous operation must be very short or without delay 
due to safety reasons. The delayed over-voltage pickup limit 
(e.g. 106 %) must be between the over-voltage limit of local 
controller and the instantaneous over-voltage pickup limit. 
However the delay may be long (e.g. 60 s) without 
sacrificing the safety of network and there will also be time 
for operation of local voltage controller and slowly reacting 
voltage control equipments like on-load tap changers at 
primary substation. The instantaneous under-voltage setting 
is avoided because this will worsen the effect of voltage dips. 
The delayed under-voltage pickup limit (e.g. 90 %) is set 
below the under-voltage limit of local controller and the 
delay is determined by wind turbine’s continuous under-
voltage loading capability and characteristics of voltage 
control devices. 
5. EXAMPLE 
Example calculations are presented with a real-life 
distribution network from south-west Finland. The MV 
network examined consists of primary substation feeding two 
MV feeders. The wind turbines are connected 22 km away 
from the substation. The MV network has already over-
voltage problems during low load demand periods due to 
about 70 km long sea cable. Examples include three 2 MW 
full converter variable-speed wind turbines. The power factor 
of wind turbines may be controlled between 0.92 and 1 
leading or lagging at rated power. 
The topology of MV network has been studied at 10 
different cases. The topology options of example calculations 
are described in Table 2. Table 3 describes switching 
arrangements in normal and in backup connections. Figure 2 
presents the outline of example network, topology options 
and switching arrangements. 
 
Figure 2. Example network. 
Table 2. Topology options. 
Cases Description Use of 
backup 
Case 0.1 No 
Case 0.2 
Existing network 
Yes 
Case 1.1 No 
Case 1.2 
Reinforcement of feeder 1 by 
duplicating feeder 1 from wind 
turbine connection point to primary 
substation 
Yes 
Case 2.1 No 
Case 2.2 
Constructing a new connection of 
feeder 2 to wind turbine connection 
point. Two wind turbines are 
connected to feeder 1 and one wind 
turbine is connected to feeder 2. 
Yes 
Case 3.1 No 
Case 3.2 
Reinforcement of feeder 1 by 
shortcut cable connection. Long sea 
cable at feeder 2. 
Yes 
Case 4.1 No 
Case 4.2 
Dedicated cable feeder for wind 
turbines. Voltage limit of connection 
point is 107,5 %. 
Yes 
 
Table 3. Switching arrangements at normal operation and at backup 
connection when it is allowed. 
Cases Normal 
operation 
Backup connection 
Case 0 Switch 2 is 
opened to 
separate 
feeder 1 and 2. 
Switch 1 is opened to separate 
fault at the beginning of feeder 
1. Swich 2 is closed to connect 
wind turbines to feeder 2. 
Case 1 Line 1 is 
parallel with 
feeder 1. 
If fault is at line 1, line 1 will 
be separated and wind turbines 
will be connected to feeder 1.  
Case 2 Switch 4 is 
opened. Line 
2 is used to 
connect wind 
turbine 3 to 
feeder 2. 
If fault is at feeder 1 between 
substation and wind farm, 
fault will be separated and 
switch 4 is closed to connect 
wind turbines to feeder 2. 
If fault is at feeder 2 or at line 
2, fault will be separated and 
switch 4 is closed to connect 
wind turbine to feeder 1. 
Case 3 Switch 2 is 
closed and 
switches 1 and 
3 opened. 
Line 3 is used 
to connect 
wind turbines 
to feeder 1. 
If fault is at feeder 1 between 
substation and line 3 terminal 
or at line 3, fault will be 
separated and switch 3 is 
closed to connect wind 
turbines to feeder 2.  
If fault is at feeder 1 between 
switch 1 and line 3 terminal, 
fault will be separated and 
power supply continues via 
line 3 and feeder 1. 
Case 4 Wind turbines 
are connected 
directly to 
primary 
substation via 
line 4. 
If fault is at line 4, line 4 will 
be separated and switch 3 is 
closed to connect wind 
turbines to feeder 1.  
 
 
 
WT3 
WT2 
Line 2 
Line 1 
Line 3 
Line 4 
Switch 1 
Switch 2 
Switch 3 
Feeder 1 Feeder 2 
Switch 4 
WT1 
Sea cable 
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5.1. Reliability analysis 
Reliability analysis consists of five different cases. In the 
each case, the possibility of using backup connection to 
alternative power supply route is considered. The results are 
presented at Table 4. The results of reliability analysis are 
strongly dependent on the used reliability parameters. One of 
hardest parameter to estimate is the repair time of the sea 
cable. This will vary a lot depending on the time and the 
season when outage occurs. For example, in spring or in 
autumn, the repair time of a sea cable can be one to two 
months. Freezing or de-freezing of the sea and the movement 
of ice makes the sea cable repairing difficult or even 
impossible.  
Variation of reliability indices SAIFI (system average 
interruption frequency index) and SAIDI (system average 
interruption duration index) are not very significant in the 
different cases. Naturally, system failure frequency will be 
increased if the length of the network grows. Because of 
constructing a new connection in the cases 2 and 3, SAIFI of 
the examined system increased slightly, when compared to 
SAIFI in the case 0. SAIDI grows in the cases 2.1 and in the 
case 3. This is consequence of the increased cabling: the 
repair time of a cable is more than the repair time of an 
overhead line or a covered conductor line. Decrease of 
SAIDI relates to possibilities of supplying power via a new 
backup connection. In that case, reliability indices of the 
system do not reveal a strong signal about the best solution to 
connect the wind farm. Variations of reliability indices are 
presented in Table 4. 
From the wind farm point of view, indices at the 
connection point have more importance than indices of the 
system. In this study, average interruption time (AIT), 
average interruption frequency (AIF) and average 
interruption duration (AID) have been calculated to the wind 
turbine connection points. Energy not supplied (ENS) from 
wind turbines has been calculated too. The volumes of 
annual ENS are presented in Figure 3. 
0.00
5.00
10.00
15.00
20.00
Case 0 Case 1 Case 2 Case 3 Case 4
EN
S 
[M
W
h/
a]
 
Figure 3. Energy not supplied. Gray bars are without backup and black bars 
are with backup connection. 
 
In the case 0.1, ENS is 14.4 MWh/a without possibility of 
use of a backup connection. The backup connection 
diminishes the volume of ENS by about 25 %. In the case 1.1 
without the backup, ENS is a little bit less than in the case 
0.1. The difference can be explained by reinforcement of the 
feeder 1 which reduces AIT and AIF at the wind farm 
connection point. At the same time AID increases at the 
connection point. The average fault repair time at the 
reinforcement of the feeder 1 is 3.68 hours so the value of 
AID at the connection point has to be true. In the case 0.1, 
AID at the connection point depends on the construction of 
the whole feeder 1. 
The role of the backup connection in the case 1.2 is now 
remarkable, compared to the case 0.2. ENS decreases by 
97 %. It is important to note that the reinforcement has the 
same line route than the existing feeder 1. So, there can be 
correlation between outages at the feeder 1 and outages at the 
reinforcement. Besides, we do not consider independent 
second failures in this study. This means that the feeder 1 is 
always available when an outage occurs at the reinforcement 
and vice versa. These factors could distort the simulation 
results, but should be taken into account in practice. 
In the case 2.1, ENS attained the highest value. The turbine 
3 is now separated from turbines 1 and 2 and it is connected 
to the feeder 2 via a new connection. The length of the feeder 
2 is more than the feeder 1. The turbines 1 and 2 do not 
suffer more outages than in the case 0.1 but the turbine 3 
does. This increases AIF and AIT at the connection point of 
the turbine 3. The backup connection decreases AIT and AID 
so the volume of ENS diminishes greatly. Anyway, ENS in 
  
Case 
0.1 
Case 
0.2 
Case 
1.1 
Case 
1.2 
Case 
2.1 
Case 
2.2 
Case 
3.1 
Case 
3.2 
Case 
4.1 
Case 
4.2 
System                     
SAIFI [1/a] 1.40 1.40 1.40 1.40 1.60 1.60 1.80 1.80 1.40 1.40 
SAIDI [min/a] 3.68 3.68 3.68 3.52 3.88 3.61 3.70 3.70 3.66 3.50 
ENS [MWh/a] 14.43 10.86 12.94 0.35 19.88 4.79 6.22 2.50 17.97 0.10 
Turbine 1,2                   
AIT [min/a] 2.41 1.81 2.16 0.06 2.41 0.58 1.04 0.42 3.00 0.00 
AIF [1/a] 1.03 1.03 0.59 0.59 1.03 1.03 0.48 0.48 0.03 0.03 
AID [h] 2.34 1.76 3.67 0.10 2.34 0.57 2.15 0.86 99.84 0.02 
Turbine 3                    
AIT [min/a] 2.41 1.81 2.16 0.06 5.13 1.23 1.04 0.42 3.00 0.00 
AIF [1/a] 1.03 1.03 0.59 0.59 2.05 2.05 0.48 0.48 0.03 0.03 
AID [h] 2.34 1.76 3.67 0.10 2.51 0.6 2.15 0.86 99.84 0.02 
 
Table 4. The results of reliability analysis. 
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the case 2.2 is more than ENS in the case 1.2. 
A shortcut sea cable in the case 3 reduces the distance 
between the supply system and the turbines. The shortcut 
cable shortens the connection of the turbines by 4.9 km, 
which is about 24 % of the length of the connection in the 
case 0. Besides, 4.7 km of this line, which is phased out, is 
overhead line. Therefore, the shortcut cable has very 
advantageous influence to the reliability at the wind farm 
connection point. The results show that ENS without or with 
the possibility of backup connections reached the lowest 
level compared to previous cases.  
In the case 4.1 the calculated volume of ENS is quite same 
than in the case 2.1. At the turbines connection point, AIF 
reduced strongly but AIT and AID grown largely. ENS and 
also AID in that case are very speculative. That is because 
they are very sensitive to the used repair time for an outage at 
the sea cable. For roughly example, the magnitude of this 
repair time can vary between 10 hours and 1000 hours. So, 
based on these repair times ENS can vary between 
1.8 MWh/a to 180.0 MWh/a. In this study, the used time was 
100 h. If the backup connection is available to use in the case 
4.2, ENS and reliability indices at the wind turbine 
connection point are the smallest.  
The simulation results show that the backup connection is 
significant from the wind farm point of view. The 
significance of backup connection grows when the solution 
to connect the wind farm to the network is executed by a sea 
cable. Long repair time for the sea cable adds the risk of 
ENS. Along with ENS, AIF is important to notice in the 
comparison of the wind farm connection chances too. The 
great number of outages could harm the equipments of the 
wind farm. According to the results, the least values of ENS 
and AIF are in the cases 3 and 4. From the reliability point of 
view, the case 3 or 4 could be the best solution to connect the 
wind farm in this example. 
5.2. Network capability calculations 
The capability of network has been evaluated by stochastic 
load-flow method. The acceptability of network conditions 
has been decided based on voltage level of network. The 
maximum voltage has been 105 % i.e. 21 kV at MV network. 
If the voltage of wind turbine connection point (the highest 
voltage when wind turbines are in operation) exceeds the 
maximum voltage limit then controllability of wind turbines 
has been utilized. In the first case only the production 
curtailment is utilized in order to see the benefit of reactive 
power control utilized in second case. Finally the network 
conditions are always acceptable and the amount of 
production curtailment describes feasibility of network 
topology cases from technical constraints point of view. 
The results of the first case are at Table 5. The amount of 
production curtailment is high in all cases. The differences 
between cases are due to differences in electrical distance 
from wind farm connection point to primary substation. 
Cases 1 to 4 are basically alternative ways to shorten the 
electrical distance between wind farm and primary substation 
when considered from load-flow point of view. The duration 
of production curtailment presents also how often 
over-voltages would appear due to wind power production if 
nothing is done. 
The results of network capability calculations based on 
active network management have been presented at Table 6. 
Cases 1, 3 and 4 are the most interesting ones because the 
amount of production curtailment is zero. The existing 
network (case 0) is obviously the worst case. The network 
capability of case 0 with the worst case planning principle is 
only 2,25 MW. Similarly case 2 gets poor results because the 
network capability of feeder 2 is only 1,2 MW. Although the 
worst case network capability of cases 0 and 2 are higher 
than the average wind power production of wind turbines 
connected to these cases and the network capability increases 
when feeder loading increases, there still exists some hours 
when production curtailment is necessary. 
The active network management has been realized as a 
local voltage control in this case. The reactive power control 
reacts to over-voltage and that is why it has a major role in 
this case. The benefit of reactive power control is clear when 
Tables 5 and 6 are compared. The controllability of reactive 
power avoids production curtailment in all situations at cases 
1, 3 and 4 and reduces it remarkably in cases 0 and 2.  
 
Table 5. Network capability without active network management. 
 Case0 Case1 Case2 Case3 Case4 
Production 
curtailment [%] 
38,7 17,9 23,4 16,1 8,0 
Duration of 
curtailment [h] 
2780 1417 1872 1295 811 
 
Table 6. Network capability based on active network management. 
 Case0 Case1 Case2 Case3 Case4 
Production 
curtailment [%] 
2,4 0 0,0035 0 0 
Duration of 
curtailment [h] 
567 0 6 0 0 
Control of 
reactive power 
[MVArh] 
-3848 -1419 -2227 -1125 -1015 
Duration of 
reactive power 
control [h] 
2780 1417 1872 1295 811 
5.3. Discussion of calculation results 
Case 0 is not feasible network topology due to low network 
capability. The active network management does not reduce 
the amount of production curtailment enough in order to 
improve the situation. Either the reliability of this network 
topology is not good enough compared to other alternatives. 
This option would have been the cheapest one for everyone, 
if the output power of constructed wind farm would be 
smaller. 
Case 1 is an expensive option although the network 
capability and the reliability characteristics are excellent 
when active network management and backup connection are 
utilized. This option provides a natural backup connection 
which is also very strong one from network capability point 
of view. One of the advantages of case 1 is also utilization of 
existing line route at network re-enforcement which would 
shorten the construction time by avoiding environmental 
impact assessment and by avoiding complaints hearing due 
to new line route. 
Case 2 has a small risk of production curtailment with 
active network management. The amount of production 
curtailment would be higher when yearly wind conditions are 
higher than the average. Investment costs would however be 
about half of the costs of case 1. The reliability of case 2 is 
however worse than that of case 1. 
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Case 3 has many advantageous characteristics. The active 
network management together with line 3 investment would 
provide enough network capability to avoid production 
curtailment. Investment cost would be less than that of case 1 
or case 4. The reliability of case 3 is good enough i.e. ENS is 
low even without backup connection. The drawback of this 
option is a remarkable increment of network losses due to 
increased transfer of reactive power. Case 3.1 have been 
decided to implement. This means that wind turbines must be 
disconnected during a backup connection via feeder 2.  
Case 4 is not possible to consider at all due to very high 
cost. In this example high investment cost did not bring 
benefits which could not achieved by other less expensive 
options. Case 4 would be the best option if reactive power 
controllability of wind turbines would not be available. Other 
advantages of dedicated feeder for wind turbines would be 
straightforward operation of network and limitation of 
propagation of possible power quality problems.  
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Abstract — In Denmark, a large part of the electricity is 
produced by wind turbines and combined heat and power 
plants (CHPs). Most of them are connected to the network 
through distribution systems. This paper presents a new 
algorithm for allocation of the losses in a distribution system 
with distributed generation. The algorithm is based on a 
reduced impedance matrix of the network and current 
injections from loads and production units. With the algorithm, 
the effect of the covariance between production and 
consumption can be evaluated. To verify the theoretical results, 
a model of the distribution system in Brønderslev in Northern 
Jutland, including measurement data, has been studied.  
Index Terms — Distributed generation, wind power, loss allocation 
1. INTRODUCTION 
ince the mid eighties, a large number of wind turbines 
and distributed combined heat and power plants have 
been connected to the Danish power system. Especially in 
the Western part, comprising Jutland and Funen, the 
penetration is high compared to the load demand. In some 
periods the wind power alone can even cover the entire load 
demand.  
Traditionally, the distributed generation (DG) units have to 
some extend been regarded as passive negative loads with 
the main purpose of producing energy and not disturbing the 
operation of the distribution systems.  
Since the mid nineties, the Danish electrical power system, 
like most European power systems, has been going through a 
liberalization process, where services such as production, 
transmission, distribution, power balancing, ancillary 
services etc. are being unbundled. When evaluating the 
economy of DG, more aspects than the annual energy 
production must be taken into account. Dependent on the 
coincidence with the load demand and the location, the DG 
units can for example help reducing the power system losses 
in cases where they supply local consumers and work as peak 
shaving in high load periods.  
The installation of DG in a distribution system affects the 
total system losses. In systems where the penetration of DG 
is low, the DG units are located close to load centers and 
there is a large coincidence between load and production, the 
DG units can contribute to reduction of the total system 
losses.  On the other hand, if the power from the DG units 
connected to the MV or LV network has to be exported to the 
transmission system, because the local production exceeds 
the local demand, the total system losses will be higher than 
if the power were produced at a large power plant connected 
directly to the transmission system. 
2. LOSS ALLOCATION 
Different loss allocation methods have been developed to 
quantify the influence of different participants on the total 
system losses. In a liberalized market, this knowledge can be 
used to avoid cross subsidizing in the transmission and 
distribution fees of consumers and producers [1], to generate 
incentives of the participants to change the consumption or 
production in periods with congestion [2;3] or to estimate the 
value of distributed generation in an area [4]. In systems 
where the investments and operation are partially or fully 
centrally controlled, the allocation of losses can be used to 
optimize the operation and investments and to minimize the 
losses. One of the problems about separating the cause of 
losses is their non linear nature.  
In literature, the following main approaches of loss 
allocation based on deterministic methods are found [1;5-7]: 
Pro Rata procedures where the losses are allocated to 
producers and consumers proportionally to the delivered or 
consumed energy, Marginal Loss Allocation procedures 
where the losses are allocated according to the change in 
losses corresponding to a small change in production or 
consumption and  Proportional Sharing procedures, also 
referred to as Tracing [6],  where the losses are allocated 
according to the total power flows in the system generated by 
the participants. Further, the Z-Bus allocation method has 
been proposed in [8] where the losses are allocated based on 
the current flows in the system rather than the power flows.  
2.1. Allocation based on current injections 
A new method for loss allocation based on current injections 
rather than bus voltages or power flows is proposed here. 
The difference between this method and the method 
presented in [8] is that here, a single slack bus is assumed. 
This is considered reasonable in distribution systems which 
typically only has one infeed from the transmission system.  
2.1.1. Mathematical formulation 
The theory is based on the standard system impedance matrix 
as described for example in [9]. For the investigations, the 
network busses have been divided into three types: Fixed 
voltage busses, fixed current busses, and busses without 
sources. The relation between the voltage and the current in 
the fixed voltage and fixed current busses can be expressed 
with the full impedance matrix in (1). The rows and columns 
corresponding to busses without sources have been removed 
from the matrix.  




⋅



=



I
V
I
V
I
I
ZZ
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V
V
2221
1211   (1) 
The voltage at the busses with fixed current injections can be 
expressed as (2) where ZI, defined in  (3), is a reduced 
impedance matrix for the busses with fixed current injection 
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when the busses with fixed voltage have been short circuited. 
K21, defined in (4), represents the relation between the 
voltage at the busses with fixed current infeed and the busses 
with fixed voltage. Analogously, the current injections at the 
constant voltage busses can be calculated using (5). 
V21III VKIZV +⋅=   (2) 
12
1
11 ZZZZZ 2122I
−⋅−=   (3) 
1−⋅= 112121 ZZK   (4) 
I12VV IKVZI ⋅−= −111   (5) 
12111 ZZK
1
2
−=   (6) 
For the loss allocation, all production units and loads are 
considered as fixed current injections, and a single slack bus 
with a fixed voltage magnitude and angle is assumed. The 
total system losses can be expressed as the sum of all power 
injections in the system (7).  
IISLSLloss VIVIS ⋅+= H*   (7) 
The current of the slack bus and the voltage of the load and 
generation busses can be eliminated using (2) and (5). After 
some manipulation and assuming that the reduced impedance 
matrix is symmetric, i.e. no phase shifting transformers are 
present, the losses in (7) can be reformulated as (8). 
( ) ( ) 4444 3444 214342144 344 21
effect  Crosslosses dependent   Loadlosses load-No
**1  2 SL21IIIISL11SL
loss
VKIIZIVZV
S
⋅ℑ⋅⋅++
=
− HH j
 (8) 
The expression consists of three terms. The first term 
describes the no-load losses which are dependent only on the 
voltage at the slack bus. This includes shunt losses in 
transformers and series losses related to reactive power flows 
in the shunt elements. The second term represents the losses 
which are related to the square of the current infeeds. The 
last term represents a cross coupling between the two first 
terms. The last term describes the change in losses related to 
supplying the shunt elements from different busses. For 
example, one can think of a transformer with a large 
magnetizing current, located far away from the slack point. If 
a part of the magnetizing current is supplied at a connection 
point close to the transformer, it will contribute to reduction 
of the overall losses. This effect is not covered by the load 
dependent quadratic term. If the shunt impedances in the 
system are large compared to the series impedances, it can be 
seen that K21 will be close to unity and the last term in (8) 
will be relatively small.  
The most interesting term is the term describing the load 
dependent losses, because this term describes the effect of 
the power flows in the system. The second term in (8) only 
gives a scalar value. To separate the contributions from the 
individual participants and the cross couplings between 
them, the load dependent term can be reformulated as in (9). 
The factor in the square brackets is an N by N matrix where 
N is the number of current injections.  
The real part of the diagonal elements will always be 
positive. This means that any traffic of active and reactive 
current in the system will cause active power losses. The real 
part of the off-diagonal elements can either be positive or 
negative, dependent on the loading of the network. 
( ) [ ] 1.1 * ⋅ •⋅⋅==− IIIIIIseriesloss ZIIIZIS HTH  (9) 
2.1.2. Allocation based on covariance and mean flows 
The reduced impedance matrix, IZ , shows how the different 
cross products of the currents affect the losses. The 
contribution of the cross products to the mean losses is 
dependent on the simultaneity between activity of the 
different producers and consumers. A measure of the 
simultaneity is given by the covariance matrix. The 
covariance matrix of a random vector, F , is defined as (10), 
where E denotes the expected values [10]. The generalization 
of the theory to include complex random vectors is discussed 
in [11]. 
[ ] [ ]( ) [ ]( )[ ]HFFFFF EEEcov −⋅−=  (10) 
Rearranging (10), the expected value of the outer product of 
the vector with it self can be expressed as (11). [ ] [ ] [ ] [ ]HH FFFFF EEcovE ⋅+=⋅   (11) 
If the current vector is treated as a vector of complex 
stochastic variables with a mean value and a variance, the 
expected value or the mean value of the losses can be 
formulated as (12) by combining (9) and (11). 
[ ] [ ] [ ] [ ] [ ] 1.EEcov1E *
flowsmean  from Contr. variancefrom Contr.
⋅



•


 ⋅+⋅=− IIIIseriesloss ZIIIS 443421321
HT  (12) 
Equation (12) shows that the effect of the mean values of the 
current infeeds on the losses can be separated from the effect 
of the covariance between the current infeeds. The cross term 
of (8) could be considered a part of the losses related to the 
mean power flows, because if the voltage at the slack point is 
relatively constant, this term depends on the mean currents. 
The real part of the term containing the mean values is 
difficult to change. The mean value of the production or 
consumption over longer period is given by the actual energy 
demand. The mean value of the reactive power can be 
changed, e.g. by installing or removing a capacitor or 
changing the power factor of a synchronous machine. The 
diagonal elements of the covariance matrix describe the 
variation of the consumption or production of each 
connection point. The off-diagonal elements describe the 
simultaneity of the variations of different current sources. 
Traditionally the information contained in the covariance 
matrix has been represented with a coincidence factor or 
Velander’s coefficients [12]. The simultaneity between 
different loads and productions is caused by several effects 
with different time periods including hourly, daily, weekly 
and seasonal variations. An estimate of the mean values and 
covariances therefore only describes the behavior within the 
period where the measurements were taken.  
The element wise product of the covariance matrix and the 
reduced impedance matrix can give an indication of where 
there is potential for power savings, e.g. by changing the 
production pattern of a CHP to better match the load pattern 
of a group of consumers in the vicinity. The impedance 
matrix may not be constant during the entire period under 
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consideration. For example, the position of the under load tap 
changers of the transformers changes from time to time. If 
the changes are relatively small, a mean value of the 
impedance matrix can be used. Alternatively, analyses can be 
performed separately for time periods with different network 
configurations.  
2.1.3. Allocation based on linear regression 
In cases where large sets of measurement data are available, 
but the network parameters are not exactly modeled, 
regression methods can be used to separate the causes of the 
active and reactive power losses from each other and to 
anticipate future losses based on prognoses. In [13] the 
causes of the Reactive power exchange between a 
distribution system and a transmission system have been 
allocated to the wind turbines, CHPs and consumers using a 
linear regression analysis. This approach has also been used 
in [14] to determine the impact of wind turbines on the 
reactive power losses in the distribution transformers of a 
system. [15;16] propose a cluster wise linear regression 
method based on fuzzy logic to anticipate and allocate active 
power losses in a distribution system. 
The idea of the linear regression analysis is to represent the 
losses as a linear combination of a number of input variables. 
Generally, the linear regression problem can be specified as 
(13) [17]. yˆ  is a column vector with one sample of the 
estimated quantity per entry, X  is a matrix with a row for 
each observation and a column for each input parameter, B  
is a column vector with one coefficient per input parameter, 
and1 is an identity column vector with the same size as yˆ . 
BXxbxbxbby k22110 ⋅=++++= k...1ˆ   (13) 
There are standard algorithms for determining the coefficient 
vector which leads to the smallest quadratic deviation 
between the measured and the estimated output. However, it 
is important to know the basic structure of the problem to 
select a set of input parameters which provide sufficient but 
not redundant information.  
Reformulating (8) leads to the expression in (14). If there 
are no tap changing transformers and switchable capacitor 
batteries in the system, the model in (14) gives a complete 
description of the system. This means that if lossS  and X  are 
exactly known, for a large number of samples, and the input 
variables are not linearly dependent or constant, a regression 
analysis will give the B -vector in (14).  
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If the current infeeds are not known, they can be estimated 
using a load flow algorithm, or by assuming that the voltage 
has a magnitude of 1 p.u. and an angle of 0 in the entire 
system which is equivalent to inserting the conjugate of the 
complex power contributions.  
One problem with the regression analysis is that many of 
the current injections are highly correlated with each other. 
For example wind farms, located close to each other. This 
problem is denoted multicollinearity and can lead to a large 
variance in the estimated coefficients when analyzing 
different sets of samples. The problem of multicollinearity 
can partly be overcome by applying a Ridge Regression or a 
Principal Component Regression, which can reduce the 
variance of the estimated coefficients at the cost of  a bias in 
the estimated output vector [10;18;19]. 
2.1.4. Aggregation of current sources 
In a real distribution system, there is usually a very large 
number of customers and production units. In the BOE case 
in Chapter 3, there are for example 721 aggregated loads, 65 
induction machines and 29 synchronous machines in the 
model. With 815 current sources, (14) would require 333336 
elements in the input vector, which would not be realistic. 
Further, there are not measurements of each of the 400 V 
loads in the system. Therefore, it is advantageous to group 
some of the sources together and assume that they behave as 
one lumped source, connected to one virtual node. The 
grouping of similar components also reduces the problem of 
multicollinearity. 
Assuming that the current injections can be expressed as a 
linear combination of a reduced number of aggregated 
currents like in (15), the load dependent losses can be 
calculated exactly using (16) and (17). 
redII IKI ⋅=   (15) 
redIIIredseriesloss IKZKIS ⋅⋅⋅⋅=− HH  (16) 
( ) SL21Iredcrossloss VKKIS ⋅ℑ⋅⋅⋅=− HHj 2  (17) 
When the reduced current vector is inserted in (14), the 
estimated B -vector will contain elements from 
III KZK ⋅⋅H and ( )21I KK  ℑH .  
IK is a transformation matrix with a number of rows 
corresponding to the number of busses in the system and a 
number of columns corresponding to the number of 
aggregated currents. 
One approach is to define an aggregated current for each 
feeder based on the sum of all loads of the feeder and another 
aggregated current based on the sum of all production of the 
feeder. Often, only the total power of the loads of a feeder is 
known. To estimate an aggregated current for the feeder, an 
aggregated voltage must be assumed. As a first approach, the 
voltages at the connection points of the feeders can be used 
as basis for calculating the current at the virtual nodes.  
The method of loss allocation based on aggregated loads 
and consumers has been used in the investigation of the 
losses in the BOE network, presented in [20]. 
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2.1.5.The influence from reactive power flows 
The current dependent losses can be split into contributions 
from the active power transfer, the reactive power transfer 
and a cross effect between the two. Equation (18) shows the 
separation of the current injections into a part corresponding 
to the real power injections and a part corresponding to the 
reactive power injections. The changes in voltage caused by 
the current injections have not been considered. 
[ ]( ) [ ]( ) [ ]( )*** /././. VQVPVSIII QPI j+==+=  (18) 
[ ]( ) [ ]( )** /.  and   /. VQIVPI QP j==  (19) 
Inserting (18) in (9) yields (20)   
( ) [ ] 1.1 *
effect CrossQ from Contr,P from Contr.
⋅



•


 ⋅+⋅+⋅+⋅⋅
=−
IQPPQQQPP
seriesloss
ZIIIIIIII
S
444 3444 214342143421
HHHHT
 (20) 
The three terms in (20) represent the contribution from the 
active power injections, the reactive power injections and the 
cross effect. Since the transfer of active power is usually 
regarded as the main objective, the cross effect could be 
considered a part of the losses, allocated to the reactive 
power. 
3. CASE STUDY: BRØNDERSLEV OG OPLANDS ELFORSYNING 
As case study, the distribution network in Brønderslev in 
Western Denmark has been investigated. A model of the 60 
kV and 10 kV networks, including 65 wind turbines (total 40 
MW), 29 synchronous generators (total 50 MW) and totally 
1792 nodes has been implemented in PowerFactory®. The 
load demand is between 15 and 45 MW, which means that 
power is often exported to the transmission system. Fig. 1 
shows an overview of the 60 and 10 kV network.  
Ten months of 15 min measurement data have been 
obtained with the SCADA system. The data, containing for 
example active and reactive power flows through the 60 / 10 
kV transformers, voltage measurement on the 150 kV infeed 
and production data from the wind turbines and CHPs, has 
been inserted as time scales in the model. The active and 
reactive loads and losses have been estimated by performing 
a series of load flows. The time dependent consumption and 
the losses have been estimated based on the power balance of 
each feeder. The procedure has been described in [14]. 
3.1. Loss allocation 
The losses of the system have been analyzed according to the 
methods described in Chapter 2. The aim of the analyses is 
twofold. Firstly, they are supposed to provide an overview of 
the losses in the distribution system. The following questions 
should be considered: 
1. How large are the total losses compared to the load 
and production? 
2. Where in the system are the losses dissipated? 
3. What are the losses caused by the integration of 
DG? 
4. What are the losses caused by the transfer of 
reactive power? 
5. What are the potential savings in losses if the 
simultaneity between load and production is 
increased? 
Secondly, the analyses will serve as a validation of the loss 
allocation methods presented in Chapter 2.  
The analyses are based on measurements obtained in the 
period April 6th 2006 to February 6th 2007. During the 
period, a few days of data are missing due to communication 
problems in the SCADA system. The estimated mean values 
of losses etc. have not been corrected for the difference in 
load and production pattern between the missing two months 
and the rest of the year. 
Fig. 2 shows an overview of the mean active power losses, 
divided into the components causing the losses. The total 
mean-losses make approximately 1.27 MW, from which 72 
% is dissipated at 10 kV level and below. It should be noted 
that the real system also comprises a large number of 0.4 kV 
lines which have not been modeled. The shunt losses of the 
transformers which are practically independent of the 
loading, make 49 % of the total active power losses. The 
mean load dependent losses of the 150/60 kV transformers 
only amount to 5 kW. 
The network comprises ten 60 / 10 kV stations. Three of the 
stations comprise two transformers which are not operated in 
parallel. Table 1 shows the mean load and production from 
CHPs and wind turbines of the feeders under each of the 
transformers. 
 
Fig. 1 The 60 and 10 kV network 
 
Fig. 2 Mean active power losses 
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To study the impact of the distributed generation, an 
allocation of the system losses is performed as described in 
Chapter 2. The following combination of the methods has 
been used: 
Firstly, the losses of the 60 kV network, the 150 / 60 kV 
transformers and the 60 / 10 kV transformers are allocated to 
the individual feeders, based on the impedance matrix of that 
part of the network. For comparison, the allocation is made 
both using the marginal loss allocation method and the 
statistical method based on current injections. 
Secondly, the losses at 10 kV level and below for each 
feeder are allocated to the four categories; loads, wind 
turbines, CHPs and shunt losses. The allocation is performed 
using the regression method using the apparent power as 
input and neglecting the cross effects.   
Finally, the losses at 60 kV and above are allocated to the 
loads, wind turbines, CHPs and shunt losses of the individual 
feeders. The approach is that the load or generation of each 
category minus the low voltage losses allocated to the 
specific category are converted to an equivalent current 
injection on the 10 kV side of the 60 / 10 kV transformers, 
and the same approach as in step one is used.  
Table 2 shows the allocation of the losses at 60 kV level 
and above, including the 60/10 kV transformers to the 
individual feeders. Column A contains the contribution from 
the mean power flows of the feeders. Column B shows the 
influence from the covariance. Column C shows the diagonal 
elements of the loss matrices. These losses correspond to the 
load dependent losses if only one of the feeders were 
connected. Column D is the sum of column A and B, 
representing the total losses allocated to each of the feeders. 
Column E represents the losses allocated to the different 
feeders using the sensitivity coefficients. The sum of the 
rows in column D is approximately equal to the sum of the 
rows in column E. The allocation to the individual feeders, 
however, deviates up to 5 %. The fundamental difference 
between the two methods is that the current injection method 
assumes a constant current where as the sensitivity method 
assumes a constant power infeed. This means that the 
sensitivity analysis takes the change in bus voltages and 
thereby changes in current injections caused by the change of 
a single power injection into account. The advantage of the 
current injection method is that it makes it possible to 
separate the influence from the mean values and the 
covariances. A comparison of column A and column B in 
Table 2 shows that the feeders with a high wind penetration 
like BDS 1, BØR, ING and PAN 1 have higher losses related 
to the covariance than those related to the mean value.  The 
same applies for feeders with high penetration of CHP 
production like BDS 2 and JMK. For feeders with a 
relatively low penetration of distributed generation like AGD 
2, NSP and VRÅ, the highest contribution comes from the 
mean value. For AGD 2, the contribution from the variance 
is even negative, because it is located close to the large CHP 
in Brønderslev.   
Table 3 shows the division of the losses at 60 kV and 
above in a part caused by the active power flows and a part 
caused by the reactive power flows. Column A and C have 
been calculated using the current injection algorithm, and 
column B and D have been calculated using the sensitivity 
algorithm. The total sum of losses allocated to the reactive 
power flows is similar for the two methods, but for the 
individual busses, the two methods give diverging results for 
the reactive power contribution in column C and D.  
The problem with the current injection method here is that 
it assumes that the part of the current which is perpendicular 
to the bus voltage is related to the reactive power flow. The 
current injections, however, change the bus voltages.  
With both methods, it is found that the reactive power 
injections only cause approximately 5 % of the load 
dependent losses at the 60 kV level and above.  
 A 
Load 
B 
Wind 
C 
CHP 
D 
Sum 
AGD 2 -2.17 0 0.1 -2.07 
AGD 1 -1.62 0.13 0.4 -1.09 
BDS 2 0.00 0.00 7.72 7.72 
BDS 1 -2.96 3.10 1.97 2.11 
BØR -3.09 3.26 0.62 0.79 
ING -2.28 1.37 0.60 -0.31 
JMK -2.69 0.03 2.51 -0.16 
KLO -1.34 0.03 0.68 -0.63 
NSP -3.10 0.05 0.00 -3.05 
PAN 1 -2.00 1.66 0.00 -0.34 
PAN 2 -2.29 0.22 0.52 -1.55 
SVE -1.39 0.05 0.81 -0.53 
VRÅ -3.73 0.04 0.56 -3.13 
Sum -28.66 9.93 16.48 -2.25 
Table 1: Mean values of active power contributions of each 
feeder [MW]  
 A 
Contribu-
tion from 
mean 
currents 
B 
Contribu-
tion from 
the 
covari-
ance 
C 
Contribu-
tion from 
self-
impedan-
ces 
D 
Total 
allocated 
losses 
E 
Marginal 
loss  
allo-
cation 
AGD 2 1.54 -0.04 2.29 1.50 1.44 
AGD 1 1.07 0.32 1.29 1.38 1.45 
BDS 2 11.92 23.56 37.98 35.47 35.00 
BDS 1 1.90 5.93 6.80 7.83 7.76 
BØR -0.73 18.12 11.74 17.39 17.24 
ING 1.08 10.53 5.10 11.61 11.90 
JMK 0.52 7.28 5.69 7.80 8.02 
KLO 1.11 0.80 1.47 1.90 1.96 
NSP 3.85 0.44 4.39 4.29 4.34 
PAN 1 1.17 10.36 5.70 11.53 11.41 
PAN 2 5.34 4.35 5.46 9.69 9.93 
SVE 0.58 0.98 1.12 1.56 1.58 
VRÅ 11.21 1.44 11.52 12.65 12.54 
Sum 40.56 84.06 100.55 124.61 124.56 
Table 2: The load dependent losses of the 60 kV network, and the 
150/60 kV and 60/10 kV transformers. The numbers represent the 
losses in kW 
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Table 4 shows the allocation of all the losses in the model to 
load, wind, CHP and constant shunt losses. The losses at 10 
kV and below have been allocated using the linear regression 
method and the rest of the losses have been allocated using 
the current injection method. It can be seen that the no-load 
losses make approximately half the losses. In AGD 2 which 
has very little production from CHP units, the losses 
allocated to that category is negative and for JMK which has 
very little wind production, the losses allocated to wind 
power are negative. This means that these units actually 
contribute to reduction of the losses. Although the mean 
production from the CHPs is 65 % larger than from the wind 
turbines, the total losses allocated to the wind turbines are 
larger than the losses allocated to the CHPs. There are three 
main reasons for that. Firstly, all the wind turbines comprise 
a step up transformer, where as most of the larger CHPs are 
connected directly to the 10 kV network (or the transformer 
is not modeled). Secondly, nearly half the CHP production 
comes from the Brønderslev KVV which is located only half 
a kilometer from the substation, BDS 1. Thirdly, the ratio 
between the mean value and the standard deviation of the 
production is higher for the CHPs than for the wind turbines. 
The high correlation between the CHP production and the 
load demand is not assumed to have a large impact on the 
losses at 10 kV level and below, since most of the large 
CHPs have their own radials.  
To put the losses that have been allocated to the different 
categories into context, they have been presented in Table 5 
as percentages of the total power flows and of the total 
system losses. Only the load dependent losses are allocated 
to participants with the loss allocation methods used above. 
Therefore, the no-load losses of the transformers related to 
the loads, wind turbines and CHPs are added to the losses 
allocated to the respective categories.  
4. CONCLUSION 
The paper has described, how the losses in a distribution 
system can be allocated to load and distributed generation 
units. The marginal loss allocation method and the current 
injection method have been used in the case study to allocate 
the losses. For the 60 kV system, the results from current 
injection method have been compared to results from the 
sensitivity analysis, and the two algorithms show identical 
results. The advantages of the sensitivity analysis are firstly 
that the algorithm is a part of most power system simulation 
tools. In PowerFactory® the calculation of loss sensitivities, 
however, requires an invocation of the sensitivity tool for 
each bus under consideration. This can be automated, but it 
extends the total simulation time. Secondly, the interpretation 
is well suited for e.g. incentive generating price signals, since 
it directly gives the price of a small change in production / 
consumption. The advantages of the current injection method 
are firstly that it is based on the reduced impedance matrix, 
which contains the short circuit impedances. It is possible to 
make a rough estimate of the cost of transferring power from 
one place to another just by looking at the reduced 
impedance matrix. Like the sensitivity analysis, the 
algorithm requires a load flow calculation per measurement 
sample to determine the current infeeds. PowerFactory® 
does not directly support the export of the impedance matrix. 
It is, however, possible that it could get implemented in a 
future version of the tool.  
The linear regression method is a simple way of getting an 
overview of the losses at 10 kV and below. It is, however, 
not possible to separate the losses related to components in 
the same feeder with similar load or production time profiles 
due to the multicollinearity problem. 
For the 60 kV system and above, there is a clear synergy 
effect between production and load. These losses, however, 
only account for 10 % of the total system losses. For the 10 
 A 
Active 
power – 
current 
injection 
B 
Active 
power – 
marginal 
allocation 
C 
Reactive 
power – 
current 
injection 
D 
Active 
power – 
marginal 
allocation 
AGD 2 1.38 1.36 0.13 0.08 
AGD 1 1.28 1.27 0.10 0.18 
BDS 2 33.95 33.91 1.52 1.08 
BDS 1 7.73 7.67 0.10 0.09 
BØR 16.69 16.61 0.70 0.63 
ING 10.85 10.87 0.76 1.03 
JMK 7.55 7.53 0.25 0.50 
KLO 1.61 1.61 0.29 0.35 
NSP 3.78 3.77 0.51 0.57 
PAN 1 11.01 10.94 0.52 0.47 
PAN 2 9.33 9.43 0.36 0.50 
SVE 1.50 1.50 0.07 0.08 
VRÅ 11.84 11.94 0.81 0.60 
Sum 118.48 118.41 6.13 6.15 
Table 3: Separation of the losses on 60 kV level and above in 
contributions from active and reactive power flows kW 
 A 
Shunt 
losses 
B 
Load 
C 
Wind 
D 
CHP 
E 
Sum 
AGD 2 19.30 14.49 0 -0.11 33.69 
AGD 1 32.67 16.48 0.89 5.74 55.78 
BDS 2 0.05 0.00 0 47.48 47.53 
BDS 1 53.53 11.62 68.62 13.78 147.54 
BØR 33.63 35.07 49.90 1.11 119.70 
ING 57.71 28.92 41.70 1.57 129.89 
JMK 25.27 27.82 -0.12 16.05 69.02 
KLO 27.44 9.17 0.21 5.79 42.62 
NSP 48.96 29.85 0.10 0 78.91 
PAN 1 29.98 36.51 29.92 0 96.41 
PAN 2 31.52 52.82 3.46 2.94 90.74 
SVE 28.61 8.41 0.31 10.31 47.64 
VRÅ 35.84 48.32 0.19 3.29 87.64 
60 kV 221.25 0 0 0 221.25 
Sum 645.76 319.5 195.18 107.94 1268.3 
Table 4:  Allocation of all the losses in kW 
 
A 
Allocated 
losses [kW] 
B 
Mean  
Volume 
[MW] 
C 
% of 
Volume 
D 
% of all 
losses 
Load 319.5 28.7 1.1 25.2 
10/0.4 trafo 
no load 333.7 28.7 1.2 26.3 
Load total 653.2 28.7 2.3 51.5 
Wind 195.2 9.9 2.0 15.4 
Wind trafo 
no load 60.9 9.9 0.6 4.8 
Wind total 256.1 9.9 2.6 20.2 
CHP 107.9 16.5 0.7 8.5 
CHP trafo nl 11.7 16.5 0.1 0.9 
CHP total 119.7 16.5 0.7 9.4 
Rest 239.4   18.9 
Total 1268.4 55.1 2.3 100.0 
Table 5:  The allocated losses relative to the total flows 
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kV system, it is concluded that the cross effects between load 
and production make a relatively small part of the total 
system losses, because the larger wind farms and CHPs are 
connected to the 60 / 10 kV stations through their own 
radials. Based on the regression analysis of feeders with only 
a few smaller wind turbines and CHPs, it is, however, 
concluded that some of the smaller units do contribute to 
lowering the losses. The reactive power transfer through the 
60/10 kV transformers and above only generates 5 % of the 
load dependent losses. 
APPENDIX 
Nomenclature 
Symbol Definition 
  ⋅  Matrix product 
[ ]/.  Element wise vector or matrix division –  
equivalent to ./ in Matlab® 
[ ]•.  Element wise vector or matrix product  
equivalent to .* in Matlab® 
F  Complex quantity 
*F  Complex conjugate 
( )Fℜ  Real part of a complex quantity 
( )Fℑ  Imaginary part of a complex quantity 
F  Column Vector  
F  Matrix 
TF  Transposed vector or matrix 
*TH FF =  Conjugate transposed vector or matrix 
[ ] jiF ,  Row i, column j of the matrix 
[ ]iF  Element i of the vector 
( )FE  Estimate of mean value of a stochastic 
variable 
( )Fcov  Covariance matrix 
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Abstract— The main objective of this paper is the discussion
of the grid disturbance occurred in Europe on the November
4, 2006, focusing the study on the consequences in Spain. So,
countermeasures for avoiding similar events are being studied in
Spain, being presented in the final paper. On the other hand, a
discussion of the influence of this grid disturbance in a Spanish
wind farm is done using the voltages and currents measured with
a power quality analyzer placed in a wind turbine located in that
wind farm.
I. INTRODUCTION
The leader countries in wind power (Germany, Spain, Den-
mark) built up their wind power installations updating their
objectives from year to year. Table I shows the Wind Power
installed in Europe by end of 2006. Recently, and due to
the installed wind power capacity figures, different studies
on potential integration impacts have been performed, such
is the case of Spain, [1], [2]. Therefore, utility managers and
operators in those countries are studying the integration of
more wind power, since it becomes more important at these
levels.
National power systems are interconnected through trans-
mission infrastructure with the main aim of assuring the
security of supply by means of the mutual assistance be-
tween national subsystems. However, grid disturbances can
be transmitted from one national subsystem to another. So,
requirements imposed by Transmission System Operators
(TSOs) years ago did not take into account the Power System
Operation with Large Amounts of Wind Power, where faults
and grid disturbances can be transmitted from one country
to another. On the other hand, these grid disturbance effects
could be even bigger in the future since wind power installed
capacity is increasing year to year.
A grid disturbance occurred on 4 November 2006, when
there were significant East-West power flows as a result of
international power trade and the obligatory exchange of wind
feed-in inside Germany. These flows were interrupted during
the event. The tripping of several high-voltage lines, which
started in Northern Germany, split the UCTE (union for the
co-ordination of transmission of electricity) grid into three
separate areas (West, North-East and South-East) with sig-
TABLE I
EUROPE WIND ENERGY GENERATING CAPACITY BY END OF 2006
Country Capacity(MW)
Germany 20.622
Spain 11.615
Denmark 3.136
Italy 2.123
UK 1.983
Netherlands 1.560
Portugal 1.716
Austria 965
France 1.567
Greece 746
Sweden 572
Ireland 745
Belgium 193
Finland 86
Poland 152.5
Luxembourg 35
Estonia 32
Czech Republic 50
Latvia 27
Hungary 61
Lithuania 55.5
Slovakia 5
EU-25 total 48.027
Accesion Countries 68
EFTA Countries 325.6
Source: European Wind Energy Association (EWEA)
nificant power imbalances in each area, figure 1. The Western
Area was composed of Spain, Portugal, France, Italy, Belgium,
Luxemburg, The Netherlands, a part of Germany, Switzerland,
a part of Austria, Slovenia and a part of Croatia)
II. GRID DISTURBANCE EFFECTS IN EUROPE
The power imbalance in the Western area induced a severe
frequency drop that caused an interruption of supply for more
than 15 million European households, [3].
In under-frequency areas (West and South-East), the imbal-
ance between supply and demand as a result of the splitting
was further increased in the first moment due to a significant
Fig. 1. Schematic map of UCTE area split into three areas
amount of tripped generation connected to the distribution
grid. Full resynchronization of the UCTE system was com-
pleted 38 minutes after the splitting. The TSOs were able to
re-establish a normal situation in all European countries in less
than 2 hours. Due to the adequate performance of automatic
countermeasures in each individual TSO control area and
additional manual actions by TSOs a few minutes after the
splitting, a further deterioration of the system conditions and
a Europe-wide black-out could be avoided. In [3], a detailed
study of the events, and solutions is presented.
The total generation of the Western area when it was
disconnected from the other areas was 182.700 MW with a
negative power imbalance of 8.940 MW caused by the lost
from the power import from the East. This power imbalance
and the trip of some groups of generation provoked a great
fall of the frequency that required a great discharge to try
maintaining the frequency in correct levels, this discharge was
distributed in the next way: 6.460 MW in France, 2.912 MW
in Italy, 2.107 MW in Spain, 800 MW in Belgium and 1.101
MW in Portugal. In the South-Eastern also occurred a fall of
the frequency but was less important than in Western area
due the power imbalance was only of 770 MW from the
total generation of 29.100 MW. In the other hand, the North-
East area suffered a high over-frequency due an excess of
generation of more than 10.000 MW with an approximate
total power generation of 58.900 MW (around 6.000 MW
corresponded wind generation).
III. GRID DISTURBANCE EFFECTS IN SPAIN
Spain was affected by the grid disturbance as it is shown in
figure 1, being inside the under-frequency area. In Spain, this
disturbance provoked:
• The interconnection lines between Morocco and Spain
were tripped.
• Tripping of power installation CCGT de Arcos de la
Frontera (728 MW)
• Tripping of 2.800 MW in wind power, figure 2(b). This
figure shows the generated active power in tele-measured
wind farms coloured in blue, whereas the total estimated
(a) Load demand
(b) Wind power
Fig. 2. Load demand and wind power in Spain on November 4, 2006. Source:
REE
wind generated active power is coloured in pink. Around
10:12 p.m., wind generated active power diminished from
around 4.000 MW to 1.164 MW.
• 2.107 MW of load shedding, figure 2(a). This figure
shows the real demand coloured in dark blue, whereas
programmed demand is coloured in light blue and esti-
mated actual demand is coloured in pink.
The rates of load shedding depends on the TSO, being in
the case of Red Ele´ctrica de Espan˜a (REE), [4]:
• 49.0 Hz: 15% of load shedding with no delay.
• 48.7 Hz: 15% of load shedding with no delay.
• 48.4 Hz: 10% of load shedding with no delay.
• 48.0 Hz: 10% of load shedding with no delay.
On the other hand, frequency relays are installed in wind
turbines —maximum frequency (81M) at 51 Hz and minimum
frequency (81m) at 49 Hz, complying, in that time the Spanish
requirements, [5].
IV. GRID DISTURBANCE EFFECTS IN A SPANISH WIND
FARM
A power quality analyzer installed in a wind turbine, (model
Topas 2000 from LEM, recently adquired by Fluke) located
in a Spanish wind farm, measured voltages, currents and
frequency during the disturbance, figures 3(a), 3(b) and 3(c).
Also, the power quality analyzer registers every 10 minutes
V RMS and frequency, this gives the posibility to see when
the system recovered its normal operation, 4(a) and 4(b)
The evolution of the voltages is seen in figure 5(a), by
using a polar representation of the voltage space vector, [6].
From voltage space vector, the evolution of its amplitude is
represented in figure 5(b).
As it can be seen in figure 3(c), the frequency is falling
steadily until the 49 Hz level is reached, then the result of the
load shedding scheme of REE, 15% of the load with no delay,
is enough to restore the power balance between generation and
load in the system. This relay of minimum frequency could be
placed in the 132 kV line or in the substation transformer. As a
comment, the small frequency oscillation just before the time
0.5s could be explained as a probably disconnection of a not
very far protection adjusted to 49.5 Hz. Due to the conexion
configuration of the power quality analyzer, when the voltage
level reaches zero the frequency is fixed in 50 Hz. This effect
can be observed comparing figures 3(a) and 3(c), the vertical
dash-dot line place in both figures serves as time reference.
It can be observed while voltage fall to zero the frequency
increases from 49 Hz to the 50 Hz level.
The Topas 2000 determines the frequency in the next
manner, [7]: for 10 s frequency values the sample data are
filtered by 2nd order infinite impulse response, the 3dB cut-
off frequency is 50 Hz for 50 Hz nominal frequency. Based on
the filtered signal whole periods within 10 s intervals (taken
from the internal real time clock) are counted by detecting
zero crossings. The frequency is calculated by dividing the
number of whole periods by the duration of this number of
whole periods. The time interval is derived from timestamps
generated by the hardware of the first and the last sample
within the block of whole periods.
Figures 3(a) and 3(b) shows the currents and voltages of
the wind turbine. It can be seen that currents reduce to zero
where there is an overvoltage of around a 1.3 pu as the result
of the transients provoked by its disconnection. This process
takes less than 0.1s.
In terms of protective relaying criteria, the recently approved
regulation, [8], establishes that the minimum relaying protec-
tive devices in wind turbines must be coordinated with the
load shedding system of the spanish peninsula power system,
acting when frequency is going down of 48 Hz, at least during
3 seconds. On the other hand, maximum relaying protective
devices can act if frequency rises 51 Hz, [8], with the timing
established on the grid codes, being the proposal submitted to
the regulars the following:
• 50.5 Hz: 5% installed capacity
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Fig. 3. Measured voltages, currents and frequency in a wind turbine
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Fig. 4. Measured voltages RMS and frequency in a wind turbine
• 50.6 Hz: 10% installed capacity
• 50.7 Hz: 15% installed capacity
• 50.8 Hz: 20% installed capacity
• 50.9 Hz: 25% installed capacity
• 51.0 Hz: 25% installed capacity
In this way, the three second delay introduced in the
minimum frequency relay could help minimise the effect of a
premature disconnection of wind generation in case of a grid
disturbance as the one discussed here.
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Abstract — Wind power and other distributed generation cause new 
possibilities and challenges in power system restoration. The 
increased number of units will increase the complexity and the need 
of tools for off-line studies, training, automation and decision 
support. As a first step, an algorithm has been developed that can 
take a system from total blackout to normal operation. The 
algotrithm uses static power flows to assess the sequence of actions. 
The algorithm has been successfully tested on a model of a 
transmission system, the modified version of the CIGRE 
NORDIC32 test network with 32 switch yards and 35 power units.  
Index Terms — Automation, A*-search, Power system restoration. 
1. INTRODUCTION 
Worldwide, much effort has been taken to avoid blackouts by 
checking that power systems fulfil the (N–1)–criterion and 
by using automatic equipment that takes corrective action. 
Despite this, events, such as the blackouts in New York[1], 
Italy and Scandinavia[2] during autumn 2003, show that it is 
very important to be able to do a fast and reliable restoration 
after a blackout.  
The increased use of distributed generation and remote 
control makes it possible to do faster power system 
restoration at a lower voltage level. On the other hand, 
distributed power generation creates more uncertainty and 
complexity during the restoration process.  
Three cases where an automatic algorithm for power 
system restoration can be useful have been identified: 
1) On-line automatic power system restoration. 
2) On-line tool for supporting the operators in a restoration 
situation. 
3) Off-line comparative studies of the difficulties and 
possibilities with power system restoration in different 
situations in the net, summer or winter, different 
amount of wind power etc. 
This work mainly focuses on item three, but the algorithm 
can be applicable to other cases as well. The algorithm is 
computer-based so that it can be applied to systems with high 
numbers of generators such as wind turbine generators and 
other distributed generating units. Such a system is however 
not used in this paper. 
2. WIND POWER IN RESTORATION 
The power production from wind power will decrease the 
number of running thermal production units before a 
blackout and therefore the number of units available for hot 
restart after the blackout. This will increase the restoration 
time unless the wind power plants are used in the restoration.  
To make use of wind power, the restoration process must 
be able to handle different wind patterns as well as different 
load patterns and other variations of the restoration situation. 
This makes written static restoration plans harder to 
construct and use and is a strong motivation for more 
automated solutions that form the sequence of actions in real-
time. 
Depending on the controllability and size of the wind 
turbines or wind farms, wind power can take different roles, 
from being regarded as uncontrollable “negative loads” to 
highly controllable power plants with fast response in both 
active and reactive power. 
For small scale wind power the increased number of 
production units in it self increases the complexity of the 
restoration task. Altogether these factors increase the need 
for computer-based or even automatic restoration tools. This 
is the motivation for the algorithm presented here. 
3. CONTRIBUTION 
The main contribution of this article is to adopt a new and 
simple algorithmic approach to the over all restoration 
 
Figure 1. The CIGRE NORDIC32 is a model of a fictitious power system 
with certain similarities with the Nordel power system. The diagram 
shows the stations with their designations and all lines and transformers 
with approximate fictive geographic positions. 
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problem and show that it can solve fairly complex restoration 
problems in reasonable time.  
 
 
4. MODELLING 
A power flow model of the system is used for the 
calculations. Only the positive sequence is modelled and 
unsymmetries are thus disregarded. The algorithm can 
suggest a number of actions, see Table 1.The power system 
is simulated with a power flow calculation after every action 
in the search algorithm. The power flow calculation includes 
frequency calculation and limits on active and reactive power 
at power plants. The frequency calculation is developed from 
the concept of distributed slack bus. The frequency 
calculation assumes that all power units can be assigned 
frequency response characteristics in MW/Hz is applied over 
the entire control range. 
The program also contains a complete topology calculation 
and handles several electrical islands running at the same 
time by performing a separate power flow calculation for 
each of them.  
All connections and disconnections are made with 
explicitly modelled circuit-breakers. This includes the 
reconnection of load. Large loads have been sub-divided in 
smaller parts, typically 50 MW, that each is individually 
reconnected through the closing of a circuit-breaker. All 
automatics for on load tap changers, shunt reactors and shunt 
capacitors are assumed to be replaced with this algorithm 
during the restoration process.  
A feasible state is a state in which the voltage and 
frequency at all energized nodes are within set limits and the 
current in all lines and transformers is below their thermal 
limits.  
Circuit-breakers in non-energized parts of the power 
system are assumed to be open in the initial state, which is a 
fact when automatic zero-voltage tripping is employed. For a 
sequence of actions to be a valid solution to the problem, all 
intermediate states must be feasible. A state is described by: 
• Circuit-breaker positions 
• Tap changer settings 
• Voltage set points of generating units 
• Active power set points of generating units 
Since the load in this model is determined only by the 
circuit breaker positions, no extra state variables are needed 
for the load. The initial state is not predetermined but a result 
of the power system incident. 
5. ALGORITHM 
In general, the starting point is a power system with an 
arbitrary operating state. From this state, the algorithm must 
find a sequence of actions that lead, in the final state, to all 
loads being connected.  
The main difference between this problem and the 
planning problems normally studied in the artificial 
intelligence [3, part IV] domain is that the conditions that 
govern which actions are permitted cannot be expressed as 
explicit logical expressions. Instead they require a power 
flow calculation, after which it is possible to check whether 
variables such as voltages and frequency are within permitted 
limits.  
Consequently, traditional planning algorithms such as 
partial order planning [3, section 11.3] cannot be used. 
Among other things, it is difficult to use the technology [3, 
page 384] to search backwards from the target state towards 
the initial state, since there is no fixed target state. For these 
reasons, a more direct method is used, namely to search for a 
sequence of actions from the initial state towards a goal state. 
The algorithm is based on the A*-algorithm [3, chapter 4] 
and has been adapted to the power system restoration 
problem. The algorithm maintains a list of all known actions 
and states. At the beginning this list only contains the initial 
state. During each iteration of the algorithm a state is chosen 
from the list based on the value of an evaluation function. 
This evaluation function is calculated from a number of 
variables, e.g.: 
•  Frequency 
•  Voltages 
•  The amount of connected loads and generators 
•  The number of actions in the sequences 
A second evaluation function that contains a pseudo 
random term is used to select a suitable action to be applied 
on the chosen state; the resulting state is then calculated. The 
new action sequence with its resulting state is added to the 
list. The process continues until it finds a state where all 
loads are connected. 
6. RESULT 
The algorithm was tested using a modified version of 
NORDIC32 [4] with black start in north (CT72) and south 
(FT63) after a complete blackout. The model is shown in 
figure 1. The algorithm is able to find a sequence of actions 
that restores the power to all customers after about 800 
actions. The algorithm tests about 1600 actions before it 
finds the final sequence. 
On a PC with a 2 GHz CPU the search takes about 120 s 
for this model. 
The algorithm is randomized and about 30% of the 
initiations of the pseudo random number generator succeed 
in connecting all loads in the power system in the first try, 
when it does not succeed in reconnecting all loads the 
algorithm can be rerun with an different initiation of the 
pseudo random number generator. 
Table 1. Actions available to the algorithm.  
Open a circuit-breaker 
Close a circuit-breaker 
Operate the tap changer on a transformer one step up 
Operate the tap changer on a transformer one step down 
Increase the set point for active power at a generating unit 
by 10 % of the control range 
Decrease the set point for active power at a generating unit 
by 10 % of the control range 
Increase the voltage set point at a generating unit by 1 % 
Decrease the voltage set point at a generating unit by 1 % 
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Figure 2 shows the connection of load and generating 
capacity as the restoration progress.  
Figure 3 shows the frequencies in the system during the 
restoration. As can be seen the two islands are synchronized 
after about 380 actions. 
Figure 4 shows the search progress in the beginning of the 
search. 
The algorithm tests a number of actions until a better state 
is found and then it tests to apply actions on that state. It is 
rather uncommon that the algorithm regrets a chosen state 
and tries to apply actions on an earlier state, but it is possible 
by this algorithm. 
 
7. FUTURE WORK 
The following future enhancements of the algorithm would 
be interesting to investigate: 
1. Improve the algorithm so it will be able to succeed in 
shorter time and in more difficult cases. This can be 
done by a number of ways for example: 
a. Tune the parameters of the evaluation 
functions. 
b. Include the current number of actions tried on 
a state in the state evaluation function in 
order to promote the investigation of less 
closely related states. 
c. Improve the action evaluation function. 
2. Use “energy not delivered” for optimization instead of 
“number of steps to all loads connected”. 
3. Make models of loads and power plants that include 
time dependencies such as, start time, ramping of 
power plants and cold load pick-up. 
4. Improve the algorithm so it will be able to handle 
uncertainties in model data such as the size of loads 
and generation. This may also include handling of 
equipment malfunctions. 
5. Verify restoration sequences in a dynamic power 
system simulator. 
6. Interface this algorithm with a real time operator 
training simulator such as ARISTO[5]. 
Future studies on the impact of variations in different 
search parameters and model parameters are also needed.  
One of the goals of the project is to study how distributed 
generation, not remotely controlled, affects the restoration 
process.  
The algorithm is designed so that, given an arbitrary state, 
it attempts to find a sequence of actions that leads to a better 
state. For this to work satisfactorily, the evaluation function 
(prioritization function) must give clear guidance on which 
state appears best. Therefore, if modelling and evaluation 
 
Figure 2. Result from restoration from north and south after a complete 
blackout in the NORDIC32 system. The upper line represents the amount 
of connected active generating capacity. Lower line represents the amount 
of connected active load. Both lines are plotted as a function of the number 
of actions taken in the final sequence. The total amount of load in the 
system is 10 900 MW. 
 
Figure 3. Frequencies as functions of number of actions applied in the final 
sequence. 
 
Figure 4. Length of sequence as function of number of investigated states 
zoomed in at the beginning of the sequence. Grey lines represent actions that 
are not used in the final sequence. 
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functions are adapted, situations other than restoration can be 
managed. This makes it possible to manage minor 
disturbances, adjust the voltage profile and so on.  
The developed software with its source code will also be 
made available for other researchers. 
8. CONCLUSION 
The investigated algorithm gives promising results on this 
simplified restoration problem. Since no direct assumption of 
the over all restoration plan is done the algorithm should be 
able to adapt to very different restoration situations. As 
restoration processes are known to contain many unexpected 
events such as equipment malfunction, it is not realistic to 
rely on one pre-computed sequence of actions. In practice, 
the algorithm is instead re-run as soon as the result of a taken 
action differs significantly from the expected. 
An algorithm like this could be used all the time to give the 
operators suggestions of actions, total restoration are just one 
of the more challenging situations to test such algorithm at. 
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Abstract —This paper presents a measuring system build for 
documentation of voltage conditions in medium voltage (MV) 
systems and for verification of a high frequency simulation of 
transients in wind farm collection grids. The system consists of 
three units of measurement synchronized using GPS. Phase-earth 
voltages are measured using capacitive voltage sensors and phase 
currents using Rogowski-coils. The measurements are performed 
synchronously with 2.5 MHz sampling frequency in the three 
different measurement points in the grid. The measurement system 
runs on a Windows XP PC using National Instruments hardware 
and software developed in LabView for streaming data to an 
external FireWire harddisk.  
Index terms — Transient measurements, wind farms, switching 
transients, synchronization, data sampling, and medium voltage 
(MV) systems. 
1. INTRODUCTION 
Although the wind power development is still mainly based 
on land sites, a number of large offshore wind farms have 
been developed, and there are significant plans for further 
offshore wind power development, e.g. in Denmark, 
Germany, the Netherlands and United Kingdom.  
This development yields a need for accurate models of all 
main components in a wind farm (WF) as simulations are 
widely used to predict what happens in case of faults and 
switching operations in the grid and to verify design choices. 
The need for accurate simulations is major for offshore WFs  
as consequences of faults are more severe in terms of repair 
costs and lost revenue than for a land based WF. Transients 
from switching of circuit breakers (CB’s) and fault situations 
in the MV collection grid can result in break down of 
components and therefore need to be addressed.  
The result of simulations can always be questioned 
depending on the accuracy of the component models used in 
the simulation program, and validation of models and 
simulations with reliable measurements performed in a real 
large WF, makes it possible to verify and improve the 
simulations to give more reliable results.  
Furthermore documentation of actual voltage conditions and 
current flow in a real WF gives useful information 
concerning the design parameters for the components and 
which level of stress they are going to have to withstand.  
2. DEFINING THE SPECIFICATION OF THE MEASURING SYSTEM 
The purpose of the measuring system is to document high 
frequency transients in large off-shore wind farms. The 
amplitude, the time derivative and the propagation time of 
the voltage and current transients are important and this 
reflects in the specifications for the measurement system. 
The number of measurement channels is given: Three 
voltages and three currents - totally six channels. The highest 
frequency simulated in [1] is 625 kHz, therefore the sampling 
frequency is selected to 2.5 MHz giving a Nyquist frequency 
of 1.25 MHz. The maximum amplitude of the transients in 
[1] is calculated to be below a maximum of 80 kV, this peak 
value sets the upper limit for measurement of the voltage. To 
be able to record propagation time of a transient in the MV 
collection grid, it is crucial that the measurement in the three 
different locations in the WF are synchronized within one 
sample e.g. 400 ns. To be able to record a switching transient 
in the WF, the measuring system then must record data 
continuously for up to 5 minutes, as the switching sequence 
has to be coordinated with the grid operator manually by 
phone and exact timing is not possible. To use the data, they 
must be stored on a harddisk and in a format that can be read 
and browsed at a reasonable speed.  
3. BUILDING THE SYSTEM 
The measuring system consists of a recording system and 
transducers for measurement of voltage and current. 
3.1. Data recording system 
To meet the specification several solutions where discussed, 
from oscilloscopes to PXI-system, but the selected solution 
show in Figure 1 is based on PCI-cards and a stationary 
Windows PC, as this solution was the most cost efficient 
powerLAB
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Figure 1 Principle diagram of measurement system 
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The system is an extension of DELTA’s exciting measuring 
system for power quality measurements according to IEC 
61400-21 [3]: powerLAB. 
The data acquisition card is a PCI-card from National 
Instruments, it features simultaneous sampling of 8 channels 
at a maximum sampling rate of 2.5 MHz with a resolution of 
14 bit. Saving data in LabView’s TDMS-format gives 30 Mb 
data pr second from 6 channels. The operative system must 
be able to stream this amount of data to an external Firewire 
harddisk or an internal SATA harddisk.  
The synchronization is based on a GPS timing device where 
one pulse per second and a 10 MHz clock signal are 
available together with a time stamp via serial interface. The 
precision of the GPS time is 100 nanoseconds. The time 
stamp is used for starting the measurement simultaneously in 
the three measuring points. The 10 MHz is divided by four to 
get a 2.5 MHz signal used for driving the AD-converters.  
As break-out box NI suggest BNC-2110 Noise-Rejecting 
BNC I/O Connector Block, but test showed that the 
synchronization 10 MHz signal was easy disturbed in the 
connector block. The 10 MHz signal was disturbed by the 
measurement signals when switching with wind turbine and a 
new break out box was therefore designed, where all 
measuring signals and timing signals has a good ground 
reference. The new break-out box is also grounded together 
with the rest of the system.  
3.2. Transducers 
Measurement of high voltage at the transformer of a wind 
turbine involves some safety issues that have to be addressed, 
and furthermore connecting laboratory test equipment on a 
WT is generally not possible, therefore a capacitive voltage 
sensor system has been developed which utilizes standard 
high voltage equipement, thereby resolving the safety issues.  
A standard high voltage T-connector is connected to the 
transformer as a “dead-end” and the phase to earth voltage is 
measured using a capacitive end-plug. The capacitive end-
plug is normally used for control measurement only and not 
for precision measurement. The T-connector with capacitive 
end plug is shown in Figure 2. DELTA has developed and 
builds an amplifier for precision measuring with high 
frequency response on the end-plug.  As the capacitance is 
very small, the measuring system is very sensitive to 
electrical fields and an efficient shielding is necessary to get 
a useful measurement.  As the capacitive end-plug is not 
produced for precision measurements each end-plug / T-
connector /amplifier combination has been calibrated with a 
known voltage signal before use.   
The voltage measurement system consists of a standard T-
connector with a capacitive end plug and an amplifier.  
The specification of the system are: 20 nF input capacitance, 
giving a voltage ratio of 8500 : 1 depending on the end-plug, 
maximum input voltage of 85 kVpeak, output voltage ± 10 
V, LF (3 dB) fL = 1 Hz and HF (3 dB) fH= 10 MHz.  
 
Currents are measured with a Rogowski-coil sensor from 
Powertek. The flexible Rogowski-coils were chosen because 
the installation is very easy and it is always possible to get 
the coil around the cables. The specification is: 10 mV/A, 
peak current 600A, LF (3 dB) fL = 0.55 Hz and HF (3 dB) 
fH= 3.0 MHz. 
 
Switchgear
MV Grid
T-connector
End-plug with 
capacitor
Measuring point
1-2 pF
Shielded cable 
to amplifier
Shielded 
end-cap
PE-shield in cable 
Conducting 
rubber
  
Figure 2 Capacitive measuring end-plug in standard T-connector. 
3.3. Test of the system 
Test of the system showed, that saving with 30 Mb/s is close 
to the limit of what can be possible on a Windows PC. To 
make the system continuously running, it was necessary to 
completely reinstall the PC and only have the must critical 
processes running. After this the data-recording runs 
continuously until the hard disk is full.  
Synchronization was tested by setting up the three systems 
together and measuring the same signal. The three GPS 
receivers were placed on each side of the building, so the 
GPS receivers did not find the same satellites. After 5 
minutes of recording the synchronization was still within one 
sample (400 ns) between the three systems. 
 
The voltage sensor system is calibrated in the laboratory, and 
frequency response, temperature dependency and voltage 
linearity is documented. 
Frequency response is tested using a network analyzer and 
the result shows that the system is linear up to 10 MHz (1 
dB). In the high voltage laboratory the voltage linearity of 
the system is tested. The voltage ratio (input divided by 
output voltage) is linear up to 20 kV within 1 %. To 
determine the relation between temperature and the voltage 
ratio the system was cooled down to – 25°C and heated to 
+55°C. This showed the voltage ratio of the system is within 
1 % in a temperature range from +10°C to +40°C and has a 
temperature coefficient on the voltage ratio -650 ppm with 
20°C as reference temperature. 
 
The data stored on the hard disk is easy to read and display 
using a standard LabView TDMS reader.  
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4. MEASUREMENT RESULTS 
Measurements where made on Nysted Offshore Wind Farm, 
Denmark. The 72 off-shore wind turbines are placed in a 
parallelogram consisting of eight rows of nine wind turbines 
each. The wind turbines are delivered by the Danish wind 
turbine manufacturer Siemens Wind Power (BONUS). The 
tower is 69 m and the rotor has a diameter of 82 m. Each 
wind turbine has a max. production of 2.3 MW. The total 
output of the off-shore wind farm is 165.6 MW. 
Measuring points were chosen to be (see Figure 3): 
• At the transformer platform after the circuit breaker 
for radial A (the radial on the west side of the farm). 
• At wind turbine A01, the first turbine in the radial 
A. 
• At wind turbine A09, the last turbine in the radial A.   
 
Sea cable
33 kV
Sae cable
132 kV to shore
GPS
satelite
System 3
GPS
Reciever
Transformer
33/33/132 kV
GPS
Reciever
System 1
System 2
GPS
Reciever
 
Figure 3 Measuring points at Nysted Offshore Wind Farm  
Several switching transients where generated and recorded 
by switching the line breaker for the radial A and the load 
breaking switch in turbine A09. 
Switchgear
powerLAB
Submarine cable 
Transformer
33/0.4 kV
Generator
 
 Figure 4 Measuring points in the wind turbine  
 
4.1. Closing of line breaker radial A 
The line breaker for the first row of wind turbines (radial A) 
was switched off and on to record the energisation of the 
radial cable and the magnetisation of the transformers in the 
nine wind turbines connected to the radial. 
The opening of the breaker is not shown here. For the closing 
of the line breaker the voltages are shown Figure 5 and the 
currents in Figure 6. Time /div is 20 ms. 
 The voltages measured at the three locations are very similar 
at the ms time scale, and except for the first few milliseconds 
immediately following the energization the voltages appear 
not to be distorted (i.e. the short circuit power level is high 
enough to sustain the voltage during energization of a radial 
without significant distortion). 
 
 
 
 
Figure 5 Voltage measurements at three locations during closing of the line 
breaker. Top: Transform platform, Middle: Turbine A01,  Bottom: Turbine 
A09. Time: 20ms/div  
 
 
 
Figure 6 Current measurements at three locations during closing of the line 
breaker. Top: Transform platform, Middle: Turbine A01, Bottom: Turbine 
A09. Time: 20ms/div. 
The currents measurements clearly show the effects of the 
saturation of the wind turbine transformers which results in 
very asymmetrical currents. In the wind turbines peak 
currents reach 125 A (i.e 2.2 p.u.) in the first period and 
decrease to under 1 p.u. after 10 periods. Although the wind 
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turbines are identical is the current more distorted in turbine 
A01 than in turbine A09.  
On the transformer platform the measured current peaks at 
1190 A (i.e. 2.3 p.u.) 
With a 50µs/div resolution is it possible to see the voltage 
wave traveling from the transformer platform to turbine A01 
and to A09 during the period after closing of the breaker. The 
closing of the breaker does not happen simultaneously for the 
three phases: there is a delay from phase 2 (green) is closed 
to phase 1 (red) of 227 µs and from phase 2 (red) to phase 3 
(blue) another 140 µs. It can be noted that the energization of 
an individual phase doesn’t affect the voltage of the other 
phases. This is because the phase cables are shielded and 
grounded individually, and therefore there is no appreciable 
capacitive coupling of the phases. 
The amplitude of the voltage at the transformer platform is 
18.3 kV and the front of the wave is very sharp.  
It takes the wave 21 µs to travel from the platform to A01, 
where the front of the wave is rounded due to damping in the 
cable. The amplitude is of the front is 15.5 kV. It takes the 
wave 25 µs to travel from A01 to A09.  
At A09 the wave meets an open end and the voltage is 
doubled to 27 kV and the front is rounded.  
The wave travels back to A01 in 25 µs and from A01 to the 
transformer in 21 µs. 
The corresponding current measurements, shown in Figure 8 
show the primarily capacitive current charging the submarine 
cable of radial A measured at the platform reaching 600 A 
peak, and narrow 15 A to 30 A current peaks less than one 
microsecond wide measured at wind turbine A01 and A09 
due to the charging the capacitances of the MV transformers 
in the wind turbines. 
 
 
 
 
 
Figure 7 Voltage measurements at three locations during closing of the line breaker. Top: Transform platform, Middle: Turbine A01, Bottom: Turbine A09. 
Time: 50µs/div. 
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Figure 8 Current measurements at three locations during closing of the line breaker. Top: Transform platform, Middle: Turbine A01, Bottom: Turbine A09.  
Time: 50µs/div. 
 
4.2. Closing of the load breaking switch in wind turbine A09 
Opening and closing of the high voltage switch in a wind 
turbine is a normal operation that can happen many times 
during the life time of the offshore wind farm. It is therefore 
important to investigate if this practice produces any 
transients that can affect the wind turbine transformer or 
even the other turbines in the wind farm. 
Figure 9 shows the voltage and Figure 10 shows the current 
in the three measuring points during closing of the switch in 
wind turbine A09. The other wind turbines of radial A 
including A01 were stopped during this test. There is no sign 
of any voltage transients from the switching on neither A01 
nor at the transformer platform, as the short circuit power in 
the wind farm is high enough to hold the voltage during 
magnetization of the transformer of A09.  The measurement 
in A09 show the current drawn for magnetization of the wind 
turbine transformer, which peaks above 125 A (the current 
probes saturates at 125 A) which is significantly higher than 
what was measured when switching with the line breaker for 
radial A. At wind turbine A09 the saturation of the 
transformers result in a very asymmetrical currents and peak 
currents above 125 A (i.e. 2.2 p.u.) in the first six periods. 
After 18 periods the peak current has fallen to below 1 p.u. 
The measurements performed in wind turbine A01, which 
was connected but not operating, show some distortion of the 
no load currents. 
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Figure 9 Voltage measurements at three locations during closing of switch in 
the wind turbine A09. Top: Transform platform, Middle: Turbine A01,  
Bottom: Turbine A09. Time: 20ms/div. 
 
 
 
Figure 10 Current measurements at three locations during closing of switch 
in the wind turbine A09. Top: Transform platform, Middle: Turbine A01, 
Bottom: Turbine A09. Time: 20ms/div. 
 
5. CONCLUSION 
Three GPS synchronized measuring systems have been built 
and used for simultaneous measurement at three different 
locations in a large off-shore wind farm. The precision of the 
synchronisation is better than or equal to one sample (i.e. 400 
ns). The sampling frequency has been set to 2.5 MHz and 
simultaneous recording of six channels at 14 bit resolution 
totally producing 32 Mb of data per second is recorded onto 
a harddisk. A voltage measuring system for medium voltage 
based on standard T-connectors with a capacitive end-plug 
and an amplifier has been developed for the measurements. 
The voltage measuring system has a linear frequency 
response up to 10 MHz, the voltage ratio is also linear up to 
20 kV.  
Measurements have been made with the three systems at 
Nysted Offshore Wind Farm, Denmark and measuring results 
has been presented.  
The measurement results will be used for verification of 
simulation models of the wind farm thereby making it 
possible to have a more accurate determination of transient 
voltage conditions in a wind farm during faults and switching 
events. 
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Abstract — Computer models of wind turbine generators for power 
system studies have recently been developed and supplied to power 
system operators worldwide.  There appears however to be no 
consensus on the level of modelling detail required.  Also, the 
models developed vary widely in complexity and performance. A 
number of TSOs, who operate in all four European networks, 
therefore decided to collaborate in comparing the response of wind 
turbine models in their respective power system simulation software 
packages. 
This paper describes the process by which the TSOs were able to 
agree to collaborate in this effort without breaching their licence 
obligations in regard to confidentiality, and summarises the 
progress made to date in comparing and validating the performance 
of wind turbine models in multiple software packages. 
Index Terms – Power System Planning Studies, Transmission 
System Operator, Wind Turbine Modelling. 
1. INTRODUCTION 
The rapid pace of development of wind turbine (WT) 
generation technology – particularly of the doubly-fed 
induction generator (DFIG) and full converter (FC) types – 
coupled with the growing level of applications to connect 
such new technology to the power network, increases the 
need of the host transmission system operator (TSO) to 
adequately represent these generators in its localised and 
system-wide simulation studies. Much valuable work has 
been done by manufacturers and research establishments to 
simulate the dynamic response of DFIG and FC machines to 
various types of disturbances, both from the mechanical 
(wind energy conversion) and electrical (network) sides of 
the machine.  These have resulted in a broad measure of 
agreement on the modelling practices used to represent these 
technologies.  However, in the authors’ experience, these 
models tend to be very detailed, focusing on the 
manufacturers’ own R&D objectives, and many are not well-
suited to the requirements of utilities’ multi-machine stability 
studies. Furthermore, manufacturers’ legitimate desire to 
protect commercially sensitive information can inhibit the 
open disclosure of testing and verification of the models, 
which further limits the TSOs’ confidence in the suitability 
of the models for utility applications. 
Computer models of conventional synchronous machine 
have been developed to the stage where there is an industry-
wide consensus as to what constitutes a valid and useable 
model. Also, the response of these models to network 
disturbances is well understood and familiar to users.  The 
structure of many synchronous machine models including 
associated control systems are publicly available (e.g. in 
IEEE block diagram format), as are ‘typical’ machine and 
control system parameters (whilst remaining confidential in 
specific projects). This, together with the mature status of 
conventional machine modeling in commonly-available 
power system simulation packages, gives TSO users good 
reason to be confident in their system studies. This is not 
presently the case with wind turbine models. 
Another difficulty faced by TSOs when including wind 
turbine models in their system studies is that they frequently 
receive these models as ‘black box’ elements to be 
incorporated into their power system simulation packages. 
Where problems develop with a particular model, or an 
inexplicable interaction occurs between several models, it is 
impossible to remedy or even investigate the cause. Even if a 
mathematical description of the model is available, the 
challenge for the TSO is to be sure that the encrypted code 
credibly reproduces the machine’s actual response to 
network disturbances.  
In addition, TSOs need such models to be compatible with 
other models used in multi-machine system studies. This 
implies not only comparable simplifying assumptions 
(especially as regards the model/network interface, and the 
neglect of very small time constants), but also that the 
maximum integration step should conform to their common 
practice in synchronous machine studies.  In the authors’ 
view, this is not the case with many current WT models.  
All of these factors combine to reduce the confidence that 
TSOs have in the validity and reliability of their connection 
and system stability studies involving WTs.  
2. SOLUTION ADOPTED 
To address this challenge constructively and methodically, 
the TSO members of the European Wind Turbine Model 
Validation Technical Panel (the EWTMVTP) agreed to 
collaborate on a programme of simulation studies to compare 
the response of wind turbine models in their respective 
power system simulation platforms, using commonly-agreed 
single- and multi-machine test networks. The members of the 
EWTMVTP – National Grid Electricity Transmission, 
Scottish Power Transmission, Scottish Hydro Electricity 
Transmission, Eirgrid, Northern Ireland Electricity/SONI and 
Energinet.dk – operate in all the four synchronous networks 
of Western Europe.  The Panel also secured support from an 
independent Consultant with considerable experience and 
expertise in power systems modelling and simulation. 
2.1. Preliminary Issues and Working Agreements 
Before the Panel could begin their work, a number of issues 
had to be addressed.  These included:- 
• Drafting a multi-party collaboration agreement and Non-
Disclosure Agreement (NDA) which allows the TSOs to 
co-operate to a defined and limited extent whilst 
respecting their licence obligations and preserving the 
confidentiality of the manufacturer’s technical 
information. Key to this agreement is the Panel’s 
undertaking to study a particular WT model only with the 
prior consent of the manufacturer concerned, and not to 
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publish their study results without the manufacturer’s 
agreement. 
• Securing the agreement of the relevant manufacturer for 
their WT model to be included in the study and for the 
participating TSOs to exchange such information on their 
respective versions of the model as was necessary to 
ensure like- for-like comparison. 
• One of the factors the TSOs must take into account is that 
their interest in a particular WT usually begins with a 
connection application, which their licence conditions 
oblige them to keep confidential.  The Panel therefore 
decided that each TSO should carry out their simulations 
for this exercise independently of each other using their 
own power system software, and designed the test 
network and conditions to be unrelated to any specific 
connection application. 
• Agreeing Panel governance, including the financing of the 
work and each party’s role. This included defining the test 
networks and test conditions, the studies to be performed, 
and procedures for the unbiased comparison and 
interpretation of study results and of investigating and 
resolving differences without breaching confidentiality. 
2.2. Panel Membership and Organisation of Work 
Initially, the Panel decided to limit its membership to TSOs 
with a direct interest in the WT models under consideration: 
principally in order to keep the management of its work 
simple. Thus windfarm developers and power system 
simulation software developers were not asked to participate 
in the work of the Panel, although we do welcome their 
support and cooperation.  
Each Panel member covers its own costs and is expected to 
take on a reasonable share of the workload – which mainly 
comprises the working up and snagging of the models and 
data, and the execution of the simulations. Face-to-face 
meetings of the Panel are kept to a minimum: typically only 
to review results and reports, or to meet with the 
manufacturer concerned. The Panel’s remaining workload 
mainly involves liaison with WT manufacturers to obtain 
their consent and cooperation, and the collation and reporting 
of multiple study results, which is carried out by the 
independent Consultant. 
3. TEST NETWORKS AND TEST CONDITIONS 
The Panel settled on two test networks:- 
BN1 (figure 1). This is a simple single-machine/infinite bus 
network, similar to that used in calibrating excitation 
controllers of synchronous generator models and to the 
networks used in manufacturers’ WT simulations. 
Figure 1. Test  network BN1 
Whilst not specifically representative of actual system 
conditions, it does permit the fault response of the WT model 
and the influence of its control systems to be simulated 
without introducing too many external complications.  Also, 
by suitable choice of network parameters, it can represent 
conditions at the point of connection of a WT to the TSO’s 
network.  Thus the response of the model in this network can 
be made indicative of that observed in commissioning tests, 
although this is beyond the scope of work of the Panel. 
BN2 (figure 2). This network captures some of the 
characteristics of a multi-machine system without requiring 
an excessive amount of data or introducing too many 
uncertainties as to its response to faults and/or circuit 
switching.  The network allows the representation of up to 
three test models (windfarms) connected to the 
corresponding system HV busbar, and allows the Panel to 
examine their interaction with six groups of conventional 
synchronous machines (S2, S3, S5, S6.1, S6.3 and S7). 
Figure 2: Test network BN2 
With the parameters chosen, this system is known to exhibit 
a very lightly damped oscillatory response to faults such as 
those indicated. Thus it is expected to expose the test WT 
models to sustained transients and machine interactions of a 
kind that actually occur on large power systems.  Also, as its 
complexity lies midway between that of BN1 and a full 
multi-machine system, it gives TSOs some indication of 
what to expect in a full system simulation with many 
windfarms represented. 
3.1. Test Conditions 
Both networks offer considerable scope to apply a variety of 
disturbances in systems of different strength.  
For its initial studies, the Panel decided on the programme of 
tests listed in Table 1. These are designed to explore the WT 
model response to system conditions of particular interest to 
the TSOs. Transformer tap steps test the operation of WT 
MVAr/voltage controllers, whilst network faults allow 
comparison of its fault ride-through and transient stability 
performance. 
Some of the tests defined for each network are designed to be 
similar in effect: this redundancy is intended to ease 
comparison and verify study continuity.  Other tests will be 
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added to the list as and when they are deemed necessary and 
appropriate to the particular WT model under examination. 
Note that network BN2 offers the possibility of simulating 
unit tripping or load switching to investigate frequency 
response capability, or to explore interaction (if any) between 
different WT models.  But again this is outwith the scope of 
the Panel’s workplan.  
In each test, the simulations are performed for a duration of 
30s, using a 5ms integration timestep (fixed or maximum 
according to the simulation package), with the test 
disturbance applied at t=5s. 
4. PRELIMINARY STUDIES 
Before carrying out comparative simulations on WT models, 
the Panel’s initial efforts were directed to rehearsing and 
fine-tuning the test procedures.  
The aim of this step was to verify the equivalence of the test 
network data and conditions in each TSO’s simulation 
software, before progressing to examine WT models. It was 
considered advisable for each TSO to satisfy themselves as 
to the viability of the planned test procedure on their own 
power system analysis software for a selected test case using 
conventional synchronous models. 
 In this initial phase, three simulation platforms were used – 
Siemens/PTI’s PSS/E, DIgSILENT’s PowerFactory and 
Tractebel’s Eurostag.  There is no significance to this choice: 
they are simply the software packages currently used by the 
participating TSOs. 
In the event, this proved a very necessary step, as it allowed 
the Panel to verify the consistency of the network and model 
data, the initial conditions and the simulation parameters 
across each of the simulation platforms used with known 
models.  Inevitably, even with ‘identical’ models and data, 
the different software packages gave slightly different 
answers when simulating the same test condition, due to 
many factors outside the TSOs’ control – even when using 
conventional and well-understood models. Such factors as: 
the integration algorithms used; the treatment of the 
machine-network interface; the treatment of infinite busbars 
and reference frames; and the different modelling of loads 
and controllers, all cause the simulation results to diverge 
slightly. 
Notwithstanding all of the above, the Panel were able by 
means of these preliminary studies to obtain a very good 
sense of the agreement that might reasonably be expected 
across the different simulation platforms. Figure 3 and 4, for 
example, show the response of test (synchronous) machine 
#1 generated real and reactive power in test #13 for each of 
the three simulation packages – identified here only as (1), 
(2) and (3).  There is a small but noticeable difference in 
each case, but we consider the agreement is good enough for 
the Panel’s purposes. 
Figure 3: Real power of Test machine 1 in Test #13 
 
Figure 4: Reactive power of Test machine 1 in Test #13 
5. WT MODEL STUDIES 
The Panel is currently working on WT models from several 
manufacturers covering a variety of types of WT technology. 
In compliance with the Panel’s agreement to respect their 
confidentiality, the authors do not propose to name these 
Table 1. Test conditions applied.  
Test 
# 
Net 
work 
Test 
Model Test Condition 
1 BN1 100MW WT 
Single tap increment to the windfarm 
transformer, TESTC-TESTB 
2 BN1 100MW WT 
3-phase fault at TESTA, cleared by 
opening one of the circuits TESTA-INFB2 
5 BN2 
100MW 
WT at   
BUS001 
Single tap increment to the windfarm #1 
transformer, TESTC-TESTB  
6 BN2 
100MW 
WT at   
BUS001 
3-phase fault at BUS001, cleared by 
opening BUS001-BUS003 circuit  
7 BN2 
100MW 
WT at 
BUS001 
3-phase fault at BUS001, cleared by 
opening BUS001-BUS004 circuit #1 
11 BN2 
100MW 
WTs at  
busses  
1,4 & 5 
Single tap increment to the windfarm 
transformer, TESTC-TESTB 
12 BN2 
100MW 
WTs at  
busses 
1,4 & 5 
3-phase fault at BUS001, cleared by 
opening BUS001-BUS003 circuit  
13 BN2 
100MW 
WTs at  
busses 
1,4 & 5 
3-phase fault at BUS001, cleared by 
opening  BUS001-BUS004 circuit#1 
 
Test 13: 140ms fault @ BUS001
cleared by opening BUS001-BUS004 cct1
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manufacturers, or to present results of our work on their 
models.  Suffice it to say that they are among the major 
providers of new technology WTs in the European market, 
and that the results obtained so far give the Panel confidence 
that it is progressing in the right direction. 
In reaching this stage of our work, the Panel has benefited 
greatly from the manufacturers’ advice and cooperation. 
Other manufacturers are welcome to support our effort 
provided they have, or plan to have, wind turbines installed 
in at least one of the areas covered by the TSOs in the Panel, 
and they consent to the Panel’s aims . This welcome is also 
extended to manufacturers of HVDC converters, including 
the VSC converter technology which is expected to play an 
increasing role in the connection of large scale offshore 
wind. 
Manufacturers who do support the Panel’s work are 
encouraged to take an active role in progressing their model 
through our tests.  They will receive, in confidence, full 
details of the test networks and results relating to their own 
WT.  We encourage them to compare our results to their own 
simulations and laboratory or site tests on actual WTs: we 
believe this is the ultimate validation of any model.  They 
will also receive, if they wish, copies of models of their WTs 
that have been developed by the Panel in the course of this 
work, which they may release to third parties without any 
form of liability or service offered by the Panel. 
The authors wish, however, to stress that the Panel’s aim is 
not to compare WTs of different manufacture or technology, 
but to compare representations of a particular WT model in 
several power system simulation packages in order to satisfy 
themselves that these produce essentially the same, correct, 
response to network disturbances, preferably validated by 
comparison with tests on a real machine. 
It is hoped that our cooperative efforts will lead to benefits 
for all concerned, TSOs and manufacturers, through a 
common understanding of the scope of application of the 
models, a shared confidence in their veracity, and – 
ultimately – to better and more reliable WT models. 
6. PRELIMINARY CONCLUSIONS 
The work of this project is not yet complete.  Indeed it will 
not be for some time, given the rapid pace of technology 
developments in this field. However, some of our initial 
conclusions are summarised below:– 
 We need clarity on the p.u. basis of the model data.  
Many models base the mechanical side data (turbine 
limits, pitch controllers, etc) on the rated power of the 
machine, and the electrical data on its rated MVA.  Since 
the rated MVArs of a WT depend on its connection and 
application, the former might be the better choice, but 
consistency and clarity are needed. 
 Controller limiters need to be better defined and 
implemented.  In some cases these are non-windup limits, 
in other cases not. Several apparent differences in 
controller response (especially on the MVAr/ voltage 
controller side) were ultimately tracked down to 
differences in the representation of limits. 
 It remains an open question how detailed the WT model 
needs to be.  Many models include the highly non-linear 
wind-power characteristic, and with that the blade pitch 
controller dynamics. Yet in some cases, the authors have 
noted that the assumption of constant shaft mechanical 
power (which ignores all the above) gives practically the 
same dynamic response to network disturbances. Blade 
pitch dynamics may need to be represented if that is 
pertinent to the WT’s fault ride-through response: this 
will be considered further. Nevertheless this simplifying 
assumption does lead to a simpler WT model, and is at 
least consistent with the assumption commonly made in 
simulating e.g. synchronous machine fault response. 
 Very detailed or highly complex models cause difficulty 
in reliably and consistently initialising the WT model 
(especially from the loadflow terminal conditions: many 
assume a pre-knowledge of wind speed), rendering them 
impractical in multi-machine system studies.  
 Great care has to be taken to ensure that the system load 
flows and model initial conditions are the same for the 
different software platforms, especially in regard to off-
nominal transformer taps, voltage profiles and machine 
MVArs. Slight differences in these can give very 
misleading divergence in the WT’s dynamic response. 
 As discussed above, unavoidable differences between 
simulation packages means that perfect agreement 
between simulations will not be achieved.  A reasonable 
degree of divergence in response has to be accepted.  
However, this should not be significantly more than can 
be ascribed to the differences in simulation software and 
efforts should be made to minimize these differences. 
This paper has outlined a collaborative utility-led process 
that has been (and continues to be) successfully followed by 
a group of TSOs to test dynamic WT models on a variety of 
power system simulation platforms.  Such models are 
essential for the accurate simulation of the transmission 
system as increasing volumes of new-technology wind 
generation are connected to the system. They will help to 
ensure that TSOs’ simulations and planning studies reliably 
and credibly represent the effect of WTs on system stability 
and security, and fairly reflect their projected compliance 
with Grid Code requirements. 
The legitimate desire of WT manufacturers to protect the 
confidentiality of their technology has sometimes acted to 
hinder utilities’ efforts to assess and verify WT models 
suitable for use in transient stability studies or other dynamic 
network simulations.  The Panel is very aware of the 
commercial sensitivity of much of the information provided 
by manufacturers and operates under the terms of an NDA 
that is strictly observed. 
Comparative testing of a selected WT model proceeds only 
with the explicit consent of the relevant manufacturer.   Each 
TSO with access to the model independently performs 
simulations according to the agreed test programme using 
their own power system software. The results are collated 
and compared, then reported only to the Panel and the 
relevant manufacturer. 
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Abstract — The realistic modelling of wind turbines and wind 
farms is crucial in any form of power system analysis, and 
consequently, knowledge about their electrical characteristics and 
performance is also vital. One of the operating conditions producing 
major transient interaction between a wind turbine generator (WTG) 
and the local grid is the grid connection sequence itself, which is 
particularly significant in fixed-speed turbines. This paper presents 
experimental measurements of the grid connection sequence of both 
types of fixed speed wind turbines, i.e. stall- and pitch-controlled, 
via a soft-start device performed at two existing wind farms. Some 
of the results evidenced significant discrepancies between the actual 
soft-start operating intervals and those stated/suggested by open 
literature. The discussion of the paper focuses on highlighting the 
importance of accurate modelling of the grid connection sequence 
in order to avoid erroneous estimations of the interaction between 
the turbine and the grid during this operating state, or inappropriate 
design of the grid connection. 
Index Terms — Wind power generation, power system analysis, 
wind farm design. 
1. INTRODUCTION 
The increasing penetration of wind power in existing power 
systems presents challenges on assessing the potential grid 
impacts such as stability and quality of supply. However, to 
assess the impact, knowledge about the electrical 
characteristics of the wind turbines is needed as otherwise 
the result could easily be an erroneous estimation of the 
interaction between the turbine and the grid, or an 
inappropriate design of the grid connection. 
As a consequence, the realistic modelling of wind turbines 
and wind farms is crucial in any form of power system 
analysis. Constructing a suitable and reliable model requires 
model validation by comparing the model results against 
measurements of the actual wind turbine behaviour. 
Although modelling of wind turbines have been the subject 
of numerous research works and a range of models are found 
in the open literature, experimental data is not easily 
available. In consequence, model validation becomes a 
complicated task. 
A number of International efforts have been carried out, 
such as the IEA Annex XXI [1], in order to collect detailed 
wind turbine data, internal grid specifications and grid 
connection characteristics for accurate modelling. The data 
include experimental measurements of electrical 
characteristics (i.e. active and reactive power, voltage and 
currents) at the point of common coupling of the wind farm 
and at a number of the individual wind turbines.  
According to the IEA Annex XXI documentation, 
experimental measurements have been focused on operating 
conditions during normal operation and response to voltage 
dips (i.e. grid faults). 
One of the operating conditions producing major transient 
interaction between a wind turbine generator (WTG) and the 
local grid is the grid connection sequence itself. This 
condition is particularly significant in fixed-speed turbines. 
Although the increasing presence of doubly-fed induction 
generators, a large number of fixed speed machines are 
currently in operation in power systems worldwide. For 
instance, in the UK, 75% of the total installed wind turbines 
(approximately 1067 machines) are fixed speed machines, 
accounting for a total of 756 MW [2]. In addition, a 
significant number of fixed speed wind turbines are available 
in the market from a number of manufacturers in a range of 
power capacity from 30 to 2300 kW [3]. 
This paper presents experimental measurements of the grid 
connection sequence of both types of fixed speed wind 
turbines, i.e. stall- and pitch-controlled, which were 
performed at two existing wind farm sites in Scotland. The 
presented experimental case studies have a high archival 
value since it provides utility engineers and researchers a 
better understanding of the transient interaction between 
fixed-speed wind turbines and the local grid during the grid 
connection sequence. 
2. FIXED SPEED WIND TURBINE GENERATORS 
In general, a fixed-speed wind turbine is equipped with a 
squirrel cage induction generator (SCIG) whose stator 
winding is directly connected to the local grid. Despite the 
term ‘fixed-speed’, the SCIG operates within a narrow range 
of rotational speed, which varies according to the generated 
output power (e.g. slips of about 1-2%) [4]. 
Figure 1 illustrates a schematic diagram of a typical fixed 
speed WTG equipped with a conventional SCIG, a thyristor-
based soft-start module and its grid connection components. 
 
SCIG Soft-starter
Capacitor 
bank
Network
Figure 1. Schematic representation of a fixed-speed wind turbine  
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Due to its nature, a SCIG wind turbine requires a 
continuous source of reactive power, to feed its magnetic 
circuit, which is drawn from the local grid. A common 
solution to alleviate this condition is the utilisation of power 
factor compensation capacitors which supply the whole, or 
part, of this reactive power demand. 
A soft-start module is normally utilised to minimise the 
inrush current required to magnetise the SCIG. Inrush current 
can result in overcurrents of between 4 to 6 times the 
magnitude of the rated current, and may be responsible for 
large starting torques in the drive train. 
2.1. Stall-regulated Wind Turbines 
Stall-controlled wind turbines have the rotor blades bolted 
onto the hub at a fixed angle. The rotor blade profile has 
been aerodynamically designed to ensure that the moment 
the wind speed becomes too high it creates turbulence on the 
side of the rotor blade which is not facing the wind. This stall 
prevents the lifting force of the rotor blade from acting on the 
rotor. 
The literature [5],[6] refers that stall-regulated wind 
turbines must be rapidly connected to the power network 
since the turbine torque may exceed the maximum generator 
torque. This results in a turbine overspeed. 
2.2. Pitch-regulated Wind Turbines 
Pitch regulation means controlling the rotor blades angle via 
an electronic controller which checks the power output of the 
turbine constantly. When the power output becomes too 
high, the blade pitch mechanism immediately pitches (turns) 
the rotor blades slightly out of the wind. The rotor blades 
have to be able to turn around their longitudinal axis. This 
type of control does not only prevent damage to the turbines 
during strong winds but also maximises the turbine power 
output during these strong winds. 
As pitch regulation provides a way of controlling the wind 
turbine torque, in [5],[6] it is stated that the connection of 
these type of turbines to the power network can be achieved 
in a smoother, more controlled fashion. Hence, a longer 
period of soft-starting is mentioned. 
2.3. Soft-Starting 
The soft-start module features a pair of thyristors connected 
in anti-parallel (back-to-back configuration) on each phase. 
To operate in a current limiting feature, delayed firing pulses 
are generated, with a trend of increasing the conduction angle 
of each thyristor. In this fashion, the phase current is 
increased from zero to rated current. Each thyristor in the 
anti-parallel array conducts on the appropriate positive half 
cycle of the supplied voltage, enabling full-wave control. 
Figure 2 illustrates the effect of modifying the thyristor 
conduction angle, which is related to the firing angle  by 
the relationship  = 180°- .
The soft-starter operates over a time interval and thereafter 
it is by-passed via a contactor in order to eliminate losses 
generated in the thyristors. 
Generally, three types of soft-starter configurations are 
applicable in induction machines namely star, delta and 
branch delta [7]. In wind turbine applications, mainly the 
delta and star are utilised, having basically the same layout 
for the thyristor circuit but differentiated by the connection 
of the generator winding. 
 
Figure 2. Evolution of the phase current with the variation of the 
conduction/firing angle of the thyristor. 
3. HAGSHAW HILL (STALL-REGULATED TURBINES)
Hagshaw Hill wind farm is located on grass uplands South 
Lanarkshire, Scotland. The site has twenty-six Bonus 
600MkI wind turbines (stall-regulated) rated at 600 kW, 
giving a total generation capacity of 15.6 MW. The turbines 
are standing 35m high, with a rotor diameter of 40m [8]. The 
site was commissioned in 1995 and was Scotland’s first wind 
farm. It is owned by ScottishPower plc and is operated by 
Sinclair Knight Merz (SKM). 
Figure 3 illustrates the wind farm layout at Hagshaw Hill 
and shows the monitored wind turbine. 
 
Figure 3. Monitored wind turbine within at Hagshaw Hill wind farm. 
 
3.1. Test Equipment and Procedure 
The measurements at Hagshaw Hill wind farm were carried 
out using an advanced power analyser, namely Dranetz BMI 
Power Platform PP-4300, with the capability to function as a 
DAQ [9]. The utilised ‘Multi-DAQ Task Card’ permitted 
logging short- and long-term waveform data at 128 
samples/data per cycle (i.e. data logging at 6.4 kHz based on 
a 50 Hz signal). 
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This instrument comprises 4 differential voltage channels 
capable of directly measuring up to 600 Vrms (1000 Vpk), 
and 4 independent current channels to directly measure phase 
currents via non-intrusive clamp-type CT. A CT rated at 3 
kA was utilised for this monitoring set-up, considering the 
in-rush current was above 1 kA. 
The monitoring procedure comprised recording the 
instantaneous voltage and current waveforms during the 
turbine start and connection to the network. During the start 
up the rotor slowly accelerated from rest to cut-in wind speed 
and was then connected to the grid. This procedure was 
repeated a number of times. 
3.2. Experimental Results 
Once the wind speed is sufficient to self-start the turbine, the 
rotor is accelerated up to synchronous speed (i.e. at cut-in 
wind speed, which is 4 m/s in the case of the Bonus 
600MkI), and the grid connection process is initiated by 
closure of the generator circuit breaker (by-passing the soft-
starter). 
Figure 4 illustrates a record of the instantaneous current in 
one of the phases during the initial cycles of the connection 
procedure. The action of the soft-start module in limiting the 
magnitude of the current during the initial cycles is clearly 
demonstrated in Figure 4. The thyristors operate over a 
period of 10 cycles (50 Hz system) before being by-passed 
by the main contactor. 
 
Figure 4. Instantaneous current waveform (phase A) during the soft-start 
stage, recorded at Hagshaw Hill. 
 
The voltage across the thyristors was also experimentally 
measured and is illustrated in Figure 5. It clearly shows that 
the soft-starter thyristors are fired late in the voltage cycle 
and then the firing angle advanced (over the period of 10 
cycles) until the entire AC voltage waveform is applied to the 
generator. After the by-pass, the voltage across the thyristor 
becomes zero. 
The operation of the soft-start module produces varying 
harmonics as the firing angle of the thyristors is modified. 
Figure 5 evidently shows the harmonic distortion of the AC 
current waveform during the 10 cycles of soft-starter 
operation. The distortions are higher at the beginning and 
gradually lessen as the firing angle reduces and the thyristors 
move towards to full conduction. However, the soft-start 
module is only used for a very short period of time for which 
the effect of the harmonics is considered to be harmless and 
may be ignored, according to the International Standards. 
 
Figure 5. Instantaneous voltage across the thyristors (phase A) during the 
soft-start stage, recorded at Hagshaw Hill. 
4. HARE HILL (PITCH-REGULATED TURBINES)
The wind farm at Hare Hill is situated on high level 
moorland close to New Cumnock in East Ayrshire, Scotland. 
The site has twenty Vestas V47 wind turbines (pitch-
regulated) rated at 660 kW, giving a total generation capacity 
of 13.2 MW. The turbines are standing 40m high, with a 
rotor diameter of 47m [10]. Hare Hill was the first wind farm 
in the UK to be built without any renewable energy subsidy. 
The wind farm is owned by ScottishPower plc and is 
operated by B9 Energy O&M. 
Figure 6 illustrates the wind farm layout at Hagshaw Hill 
and shows the monitored wind turbine. 
 
Figure 6. Monitored wind turbine within at Hare Hill wind farm. 
 
4.1. Test Equipment and Procedure 
For this experimental measurement, a THS730A handheld 
oscilloscope with 2 independently floating isolated channels 
was utilized for recording instantaneous voltages and 
currents waveforms [11]. The floating voltage channel is 
capable of directly measuring up to 600 Vrms (1000 Vpk). 
The current was measured in the second channel via a non-
intrusive clamp-type CT. A CT rated at 1 kA each were 
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utilised for this monitoring set-up, considering the in-rush 
current was above 1 kA. 
Similarly to the previous case, the monitoring procedure 
comprised repeatedly recording the voltage and current 
waveforms during the turbine start (from standstill) and its 
grid connection. 
4.2. Experimental Results 
The cut-in wind speed of the Vestas V47 is 4 m/s at which 
the turbine is accelerated up to synchronous speed and the 
grid connection process is initiated by closure of the 
generator circuit breaker (by-passing the soft-starter). 
Figure 7 illustrates a record of the instantaneous current in 
one of the phases during the initial cycles of the connection 
procedure. In the case of the Vestas V47 the soft-starter 
thyristors are operated over a period of 34 cycles (50 Hz 
system) before being by-passed by the main contactor.  
Despite the lower resolution of the oscilloscope unit in 
comparison to the power analyser used in Hagshaw Hill, the 
measurement provides a satisfactory illustration of the soft-
starter operating interval. 
The voltage across the thyristors is illustrated in Figure 8. 
It clearly shows that the progression of the thyristors firing 
angle until the full AC voltage waveform is applied to the 
generator. After this, the soft-starter is by-passed and the 
voltage across the thyristor becomes zero (after the 
determined period of 34 cycles). 
 
Figure 7. Instantaneous current waveform (phase A) during the soft-start 
stage, recorded at Hare Hill. 
5. IMPACT OF SOFT-STARTER MODELLING 
Some work published in the open literature suggest that 
soft-starters in fixed-speed wind turbines, disregarding 
wheter stall- or pitch-controlled turbine, normally operate for 
a period of 1-3 seconds [12]. Also, basic bibliography states 
that soft-start units operate for a period of “some seconds” 
[13] or “a few seconds” [14], also disregarding the type of 
fixed-speed turbine. For the specific case of pitch-regulated 
wind turbines, in [6] it is suggested that soft-starters in these 
type of turbine normally operates for a period between 2 to 3 
seconds. 
 
Figure 8. Instantaneous voltage across the thyristots (phase A) during the 
soft-start stage, recorded at Hare Hill. 
 
The results presented in this paper demonstrate that the 
stall-regulated wind turbine under analysis (Bonus 600MkI) 
has a very short operating interval of soft-starting, 
determined to be 10-cycles. This agrees with the notion of 
fast connection in order to avoid overspeed [6]. However, 
this shows that the generalised suggestion in existing 
literature, as in [13] and [14] for instance, of “a few seconds” 
operation of soft-starters is ambiguous. 
For the case of pitch-regulated, the results demonstrate that 
longer soft-starting, in comparison to stall-regulated turbines, 
might not be always the case. The determined soft-starting of 
the wind turbine under analysis (Vestas V47) was 34-cycles, 
which is approximately 3 times higher than that of the Bonus 
600MkI. However, compared to the operating intervals 
suggested in literature for pitch-regulated turbines (up to a 
maximum of 3 seconds, suggested in [6]), the 
experimentally-determined interval is 4 times smaller. 
As demonstrated in the above results, the erroneous or 
mistreated operation of wind turbine soft-starting will lead to 
inaccurate assumptions of the transient conditions of voltage 
drop and voltage recovery at the point of common coupling 
during the connection to the power network. This situation 
can potentially compromise the action of protection 
equipment by causing ‘mystifying’ nuisances such as 
misreading and miscoordination of protective devices.  
6. CONCLUSION 
One of the operating conditions producing major transient 
interaction between a wind turbine generator (WTG) and the 
local grid is the grid connection sequence itself, which is 
particularly significant in fixed-speed turbines. Therefore, to 
realistically model these types of wind turbines, a 
comprehensive knowledge about their electrical 
characteristics and performance is crucial. 
This paper focused on an experimental analysis of the 
starting sequence of stall- and pitch-regulated fixed-speed 
wind turbines via thyristor-based soft-start devices. The 
turbines under consideration were a 600-kW Bonus 600MkI 
which is part of the 26- turbine Hagshaw Hill wind farm, and 
a 660-kW Vestas V47 which is part of a 20-turbines Hare 
Hill wind farm, both located in Scotland. Some of the results 
evidenced significant discrepancies between the actual soft-
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start operating intervals and those stated/suggested by open 
literature, particularly in the case of pitch-regulated wind 
turbines The discussion of the paper focuses on highlighting 
the importance of accurate modelling of the grid connection 
sequence in order to avoid erroneous estimations of the 
interaction between the turbine and the grid during this 
operating state, or inappropriate design of the grid 
connection. 
These experimental results are very useful to give 
engineers, operators and developers a good indication of the 
performance of these two wind turbine types during the 
connection to the power network. In addition, the results can 
be used in the validation of dynamic models of fixed-speed 
wind turbines to be used in power system studies. 
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Abstract — This paper presents a control strategy of direct driven 
multipole PMSG wind turbines, which enhances the fault ride-
through and voltage support capability of such wind turbines during 
grid faults. A dynamic simulation model of the turbine is 
implemented in the simulation software DIgSILENT. Simulation 
results approve the effectiveness of the developed control strategy. 
It is shown that PMSG wind turbines equipped with such control 
even enable nearby connected conventional wind turbine to ride-
through grid faults. 
 
Index Terms — Permanent magnet synchronous generator wind 
turbine, fault ride-though, grid codes, grid fault, voltage support, 
DIgSILENT. 
1. INTRODUCTION 
The multipole permanent magnet synchronous generator 
concept (PMSG) with full-scale frequency converter is an 
appropriate solution for offshore wind turbines, as it requires 
low maintenance and at the same time it offers high 
efficiency and good controllability. PMSG wind turbines are 
thus anticipated to achieve an increased market penetration 
on the wind turbine market in the following years [1]. 
Due to the increasing penetration of wind power, the 
power system operators request newly installed wind 
turbines to ride-through and support the power system 
stability during grid faults. Fault ride-through capability is 
required in order to avoid significant loss of electrical power 
supply during grid faults. The goal of this paper is therefore 
to design a control strategy, which enhances the capability of 
wind farms based on multipole permanent magnet 
synchronous generator wind turbines to satisfy these new 
requirements. 
The multipole PMSG wind turbine is connected via a full-
scale frequency converter to the grid. As the converter 
decouples the generator from the grid, the generator and 
turbine system are not directly subjected to grid faults in 
contrast to direct grid connected wind turbine generators. It 
can thus be presumed that such full-scale converter 
connected wind turbine can easier accomplish fault ride-
through and can support the grid during faults.  
This paper presents an analysis of the PMSG wind 
turbine’s dynamic behaviour during grid faults. Based on 
this, a control strategy for grid fault operation is developed. 
The paper is organized as follows. First, the control 
strategy of the PMSG wind turbine for normal operation is 
briefly described. Then, an advanced control strategy 
developed for fault ride-through and voltage grid support is 
presented. The control strategy for a PMSG wind turbine 
during grid faults addresses both the control and protection 
of the frequency converter and the control of the wind 
turbine itself. An aggregated model for a large PMSG wind 
farm is presented and used to analyse the interaction of such 
wind farm and a generic power system. The investigations 
are carried out by means of a comprehensive dynamic 
simulation model in the software DIgSILENT Power 
Factory.  
2. THE PMSG WIND TURBINE CONCEPT 
The present paper deals with the direct driven multipole 
permanent magnet synchronous generator (PMSG) wind 
turbine concept with full-scale frequency converter. Direct 
drive wind turbines, characterized as high efficient and low 
maintenance solutions, offer high potentials for future 
applications [2], especially offshore. A direct driven 
multipole permanent magnet synchronous generator mounted 
in a wind turbine is shown in Figure 1 [2]. 
 
A comprehensive dynamic simulation model of the PMSG 
wind turbine is implemented in the simulation software 
DIgSILENT Power Factory. The PMSG wind turbine model 
is sketched in Figure 2. It contains models for both the 
aerodynamic and mechanical part of the turbine as well as 
for the electrical system and its control structure. A detailed 
description of the turbine modelling and the control structure 
for normal operation of the PMSG wind turbine is presented 
in [3] and is therefore only briefly presented in the following. 
2.1. Control Strategy of the PMSG wind turbine 
The control of the PMSG wind turbine is realized by a 
coordinated control of the converter control and the wind 
turbine control. The frequency converter control is divided 
into two controllers: a control for the generator side 
converter and a control for the grid side converter, while the 
wind turbine control contains the blade angle control. The 
control task of the generator side converter is to maintain 
both a constant DC-link voltage as well as a constant stator 
voltage for the generator. At the same time the grid side 
 
Figure 1: Wind turbine with multipole PMSG, supplied by Vensys [2] 
Supplied by Vensys 
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converter controls independently the active and reactive 
power production of the turbine in the wind turbine’s point 
of common coupling. In wind turbines connected via a full 
converter the reactive power production of the grid side 
converter is independent of the reactive power set point of 
the generator. The active power reference value is provided 
by a maximum power point tracking look-up table, which 
assures operation at maximum aerodynamic efficiency of the 
wind turbine. A constant DC-link voltage guarantees that the 
generator power is transferred to the grid. Nevertheless, 
small variations of the DC-link voltage are allowed in order 
to damp torsional oscillations in the drive train whenever the 
system gets excited. Based on the generator speed signal a 
damping controller adds an oscillating offset to the DC-link 
voltage, which provokes in turn a torque component 
counteracting possible drive train oscillations. The blade 
angle control controls the speed of the system. For wind 
speeds below rated power, the blade angle control is not 
active, while the pitch angle is kept constant to its optimal 
value. As soon as rated wind speed is reached, the blade 
angle control controls the speed to its rated value and limits 
thus indirectly the power to its rated value, too. As indicated 
in Figure 2 the control for normal operation is extended by a 
control stage for grid faults. 
 
3. DYNAMIC BEHAVIOUR OF THE PMSG UNDER GRID FAULTS 
As the multipole PMSG wind turbine is grid connected via 
a full-scale frequency converter it can be presumed, that this 
wind turbine concept has very good grid support capability 
compared to any other wind turbine concept. Furthermore, 
the converter system decouples generator and turbine from 
the grid so that both are less subjected to the grid fault 
impact compared to turbines with direct grid connected 
generator. In order to confirm the above made assumptions 
the dynamic behaviour of PMSG wind turbines under grid 
faults and their fault ride-through and grid support capability 
is described and analysed in the following. 
As a consequence of a grid fault the voltage at the PMSG 
terminal drops causing a drop of active power, too. The 
active power delivered to the grid by the grid side converter 
is thus reduced, while the wind turbine continues its power 
production. This leads to a power imbalance in the wind 
turbine system. 
As long as the generator side converter continues to deliver 
the generated power from the generator to the DC-link, while 
the active power of the grid side converter is reduced, the 
power imbalance causes a charging of the DC-link capacitor. 
This can be represented by the following equation [5]: 
 
 ( )∫ −+=
t
GridSCGenSCDCDC d)(P)(PC)(U)t(U
0
2 20 τττ  (1) 
 
PGenSC Power transferred by the generator side converter 
PGridSC Power transferred by the grid side converter 
UDC DC-link voltage 
C DC-link capacitor 
 
This power imbalance of the turbine must then be 
dissipated in the system. Different possible manners for that 
are itemized in the following [4]: 
(i) In order to avoid the charging of the DC-link capacitor, 
which could cause overvoltages in the DC-link, a chopper 
can be applied to the DC-link. A chopper represents a 
parallel resistance, which is added parallel to the capacitor in 
the DC-link. The chopper is switched on if the DC-link 
voltage exceeds a critical level and the surplus power is 
burned in the chopper resistance.  
(ii) In the present control strategy the control task of the 
generator side converter is to keep the DC-link voltage 
constant. During a fault the grid side converter transfers less 
power to the grid. As a consequence the generator side 
converter control will decrease its active current component 
in order to reduce the power flow into the DC-link. This 
causes a decrease of the stator current, so that the generator 
power decreases as well. The power imbalance is so 
transferred to the generator instead of the DC-link. When the 
generator power is decreased, while the turbine power stays 
constant, the power imbalance leads to an acceleration of 
generator and turbine. The power surplus is then buffered in 
rotational energy of the rotating masses.  
(iii) If a power imbalance between turbine and generator 
power arises, as explained under (ii), the turbine starts to 
accelerate. If the speed increases above its rated value the 
pitch control increases the pitch angle, which reduces the 
aerodynamic power and counteracts the acceleration. 
However, the response time of the pitch system is very slow 
compared to the time frame of the fault. The action of the 
pitch system and the reduction of aerodynamic power 
becomes therefore relevant in case of long faults. 
It has been mentioned before, that grid codes generally 
require voltage support and reactive power supply of the 
wind turbine during grid faults [6], [7]. This means, that the 
reactive current component in the control of the grid side 
converter has to be prioritized, while the active current 
component is limited. In the worst case, the active current 
component (d-current) is forced to zero and no active power 
can be fed to the grid during the fault. In this case the power 
imbalance between the turbine continuing its power 
production and the grid side converter transferring no power 
into the grid becomes maximum.  
In order to enhance the fault ride-through capability of 
PMSG wind turbine in case of severe grid faults, several 
measures are proposed and described in the following 
section. 
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Figure 2: PMSG wind turbine dynamic simulation model and control 
strategy for normal operation and grid fault operation 
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4. FAULT RIDE-THROUGH CAPABILTY 
Fault ride-through enhanced by control 
Two different control strategies for the converter system 
are illustrated in Figure 3 and compared in the following. 
Figure 3a) shows the converter control, which is generally 
applied to full converter wind turbines [8], [9], [10] [11] with 
IGBT converter. DC-link voltage and reactive power are 
controlled by the grid side converter, while active power and 
stator voltage are controlled by the generator side converter. 
In contrast to this Figure 3b) shows the here applied control 
strategy. The DC-link voltage is instead controlled by the 
generator side converter while the power is controlled by the 
grid side converter. If the control strategy of Figure 3a) is 
applied, a grid fault causes the following conflict. First, a 
voltage drop limits the control capability of the grid side 
converter in general, as the voltage level is low during the 
fault and the converter limitations are therefore reached 
faster. Second, grid codes often require reactive power 
supply during a voltage drop to support the voltage level. 
This means, that reactive power control has first priority, 
which again limits the control capability for DC-voltage 
control. Moreover, the generator side converter continues to 
deliver power to the DC-link. Due to this reason, an 
additional coupling between generator side converter control 
and grid side converter control must be implemented to 
reduce the power flow from the generator side converter [8]. 
If however, the here developed control strategy of Figure 3b) 
is applied, no additional control for fault ride-through is 
necessary. The DC-link voltage can be kept constant by 
means of the generator side converter control, which has no 
limited control capability during the fault. This means that 
fault ride-through capability is already integrated in the 
implemented control strategy. Notice that such control is 
only possible if an active rectifier e.g. IGBT converter is 
used. 
 
 
Overspeed protection 
When the DC-voltage is kept constant by the developed 
control system, the power imbalance is automatically 
transferred to the generator side and the generator starts to 
accelerate. In case of longer grid faults the acceleration can 
be counteracted by means of blade pitching. The pitch 
controller implemented in the presented model controls the 
generator speed and therefore it can directly be used as an 
overspeed protection. Note that the pitch angle control, 
illustrated in Figure 1, prevents over-speeding both in normal 
operation and during long grid faults. In case of over-
speeding, the aerodynamic power is automatically reduced 
while the speed is controlled to its rated value. This means 
that there is no need to design an additional pitch control 
solution for grid faults. 
 
Limitation of UDC 
In normal undisturbed operation the control tasks of the 
DC-voltage controller is to control the DC-voltage to a 
reference value, which is provided by a superiour damping 
controller. This damping controller operates similar to a 
power system stabilizer in a DC excited synchronous 
generator of large conventional power plants [12]. The 
damping controller, as shown in Figure 2 and Figure 7, 
interacts with the DC-voltage controller and causes DC-
voltage variations around the constant DC-voltage reference 
value. However, when speed oscillations become too strong 
under grid faults, large DC-voltage variations are provoked 
and the DC-voltage must be limited. Overvoltages causing a 
damaging risk for the converter or undervoltages causing 
instability of the whole generator and converter system can 
then be avoided.  
 
Chopper 
The implementation of a chopper will enhance the 
turbine’s fault ride-through capability even further. This is 
due to the following two aspects: (i) When the grid side 
converter prioritizes reactive power supply during a fault and 
the active power is forced to zero, the power imbalance in the 
turbine system becomes maximum. (ii) As the power 
imbalance is transferred to the generator side by the control 
the acceleration and speed oscillations followed by DC-
voltage variations will be maximum, too. 
In order to avoid, that the power imbalance is transferred 
to the generator and to prohibit an acceleration of the 
generator a chopper is implemented. As illustrated in 
Figure 4 the chopper is a resistance added parallel to the 
capacitor in the DC-link. The chopper resistance is switched 
on and off by means of the power electronic switch e.g. a 
single transistor with a switching frequency of 500 Hz [13]. 
When a fault happens and a power surplus in the wind 
turbine system occurs the DC-capacitor is charged and the 
DC-voltage rises. The chopper is switched on, if the DC-
voltage exceeds a certain level [14], [15]. During the time, 
when the chopper is switched on, it burns the surplus power 
so that the capacitor discharges again and the DC-link 
voltage decreases below the threshold. This cycle is repeated 
with the switching frequency of the chopper. Since the 
surplus power is burned in the chopper both DC overvoltages 
and generator acceleration are avoided. 
 
In order to verify the effectiveness of the chopper a 3-
phase short circuit at the point of common coupling of the 
PMSG wind turbine is simulated. The short circuit happens 
at 0 s and has a duration of 400 ms. The PMSG wind turbine 
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Figure 3: Two different control strategies for the power converter of the 
PMSG wind turbine.  
a) The DC-voltage is controlled by the grid side converter.  
b) The DC-voltage is controlled by the generator side converter. 
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Figure 4: Chopper 
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is connected to a grid, which is modelled as a Thevenin 
equivalent and the wind speed is kept constant during the 
simulation. Before the fault incident the turbine operates at 
rated power. 
Figure 5 and Figure 6 depict the performance of the 
chopper action. In Figure 5a) the DC-voltage is plotted for 
10 s after the fault incident. In addition to that, Figure 5b) 
shows a zoom of the DC-voltage signal for 600 ms after the 
fault. Due to the high frequent switching cycle of the chopper 
the DC-capacitor charges and discharges with the same 
frequency, which is visible in the DC-voltage signal (Figure 
5b). When the speed oscillations are damped, the DC-voltage 
reaches its constant reference value. 
 
The simulation results of generator power and speed are 
illustrated in Figure 6. The signals are plotted for two cases: 
with and without the action of the chopper. Without chopper 
the converter control assures constant DC-voltage but 
transfers the power imbalance to the generator. This is visible 
in Figure 6, as the generator power drops. In this case the 
generator speed starts to oscillate. When however the 
chopper is applied to the system, the generator can continue 
the power production, as indicated by the power signal (red-
solid line). This prevents in turn an acceleration of the 
generator and speed oscillation can be avoided. The chopper 
reduces thus effectively the grid fault impact on the generator 
and turbine system and enhances the PMSG wind turbine’s 
fault ride-through capability. 
 
5. VOLTAGE CONTROL CAPABILTY 
Besides fault ride-through capability grid codes also 
require reactive power supply. Due to the presence of the  
full-scale frequency converter in the considered PMSG wind 
turbine structure, reactive power supply can be realized by 
the grid side converter independently of the operational point 
of the generator. 
The amount of reactive power supply is then only limited 
by the grid side converter rating:  
 
 
22
ConvConvConv PSQ −=  (2) 
 
In order to accomplish voltage support, a voltage controller 
is added to the grid side converter control, as illustrated in 
Figure 7. The voltage controller is implemented in cascade to 
the inner reactive power control loop and the converter 
current control loop. Depending on the difference between 
the measured grid voltage and the reference voltage, the 
voltage controller demands thus the grid side converter 
controller to provide or to consume reactive power in order 
re-establish the grid voltage level. 
 
The action of the voltage controller can be exemplified by 
connecting e.g. an inductive load for 1 s to the point of 
common coupling (PCC) of the wind turbine system. 
Simulation results are illustrated in Figure 8. Two simulation 
cases can be compared: with and without voltage controller, 
respectively. 
The inductive load coupling causes a reactive power 
imbalance so that the voltage drops down to a level of 
approximately 85 %. When the voltage controller is disabled 
no additional reactive power is supplied to the grid and the 
voltage stays at the lower level as long as the inductive load 
is connected. The active power can still be controlled to its 
reference value. After the inductive load is disconnected the 
voltage level recovers. 
When the grid side converter voltage controller is active 
the converter starts to supply reactive power as soon as the 
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Figure 5: DC-voltage for a 400 ms three-phase fault at PMSG wind turbine’s 
point of common coupling. 
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Figure 6: Generator active power and speed for a 400 ms three-phase fault at 
the PMSG wind turbine’s point of common coupling for two cases: with and 
without chopper. 
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Figure 7: Control stages of the PMSG wind turbine for normal operation and 
grid faults 
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inductive load is connected. The converter can provide up to 
1.5 MVar reactive power without active power reduction. 
The voltage level is immediately re-established to its 
reference value. When the inductive load is disconnected 
after 1 s the voltage controller reduces the reactive power 
supply to its original value. 
 
6. POWER SYSTEM MODEL 
In order to emphasize the fault ride-through and grid support 
capability of PMSG wind turbines the dynamic interaction 
between permanent magnet synchronous generator based 
wind turbines and the power system in case of grid faults is 
analysed in the following.  
A generic simplified transmission system model is 
implemented in the software DIgSILENT Power Factory 
(Figure 9). The transmission system model is based on a 
model, developed and provided by the Danish transmission 
system operator Energinet.dk [16]. The model embodies a 
generic representative transmission network and serves to 
simulate a realistic interaction between wind farm and 
transmission grid during grid faults. 
The transmission system contains models for four central 
power plants and their control, several load centres and an 
aggregated model for local wind turbines with conventional 
technology based on asynchronous generators (Danish 
Concept). The transmission system model described in [16] 
is slightly modified in this paper. An aggregated 160 MW 
offshore wind farm composed of exclusively PMSG wind 
turbines is used instead of the active stall wind farm of the 
original transmission system model described in [16]. 
Aggregation methods reduce typically the complexity and 
simulation time without compromising the accuracy of the 
simulation results [17]. They can be used especially in power 
system studies concerning the impact of large wind farms on 
the power system.  
In this paper 80 equal 2 MW PMSG wind turbines are 
aggregated to one equivalent lumped wind turbine with 
rescaled power capacity according to the entire wind farm 
power. DIgSILENT Power Factory provides a direct built-in 
aggregation technique for the electrical system. The 
generator and the transformer can be directly modelled by a 
certain number of parallel machines, while the other 
components, as e.g. the power converter or the mechanical 
power of the turbine rotor have to be up-scaled according to 
the wind farm power. 
 
7. SIMULATION RESULTS 
In this section the developed control strategy of the PMSG 
wind turbine is assessed and analysed by means of 
simulations. A worst-case scenario is simulated in order to 
demonstrate the ability of the presented control strategy of 
the PMSG wind farm in terms of grid support during faults. 
A 3-phase short circuit at the PCC (see Figure 9) with a 
duration of 300 ms is performed. In the moment of the fault, 
the wind farm is assumed to work at its rated conditions. Due 
to its location close to the wind farm and its long duration, 
the fault scenario denotes a severe fault and critical situation 
for the grid and for the connected wind turbines. The 
following simulation results are shown in Figure 10: 
 
• The voltage at the point of common coupling (PCC) 
• The voltage at the wind farm terminal (WFT)  
• The active and reactive power produced by one PMSG 
turbine in the wind farm 
• The generator speed of a local wind turbine  
 
Two simulations are compared in Figure 10: 
• Case I (dashed line) shows the results without reactive 
power supply of the PMSG wind farm 
• Case II (solid line) shows the results with reactive power 
supply of the PMSG wind farm 
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Figure 8: Voltage at the wind turbine’s point of common coupling (PCC), 
grid side converter active and reactive power production for the simulation 
case, when an inductive load is coupled to the PCC for 1 s. PMSG Offshore Wind Farm
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Figure 9: Generic power transmission system model 
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The short circuit causes a significant voltage drop at the 
PCC and at the wind farm terminal. This implies a drop in 
the grid side converter’s active power production of the 
PMSG wind turbine. Because of the active power drop in the 
local wind turbines, which causes a reduction of the 
electromagnetic torque, the induction generators of the local 
wind turbines start to accelerate. As illustrated in Figure 10 
the generator speed of the conventional (local) wind turbines 
is prone to heavy fluctuations in case I. These fluctuations 
are transferred to the voltage at the PCC. After the fault is 
cleared, the reactive power demand of the asynchronous 
generators of the local wind turbines has generally increased 
due to their acceleration. Moreover, the conventional wind 
turbines are subjected to high mechanical stresses in case of a 
grid fault. A tripping of the local wind turbines during grid 
faults, as it is common practice for conventional wind 
turbines today, is justifiable in this case. However, the 
tripping causes a significant loss of active power production, 
as the conventional wind turbines cannot immediately be 
reconnected after the fault is cleared.  
In contrast to case I, case II shows the results when the 
wind farm is equipped with voltage control in the simulated 
fault case. As soon as the voltage has dropped, the grid side 
converter voltage controller provokes an increase of reactive 
power supply, which improves the voltage level at the wind 
farm terminal significantly during the fault. The improved 
voltage level causes an improvement of the active power, 
too. After the fault is cleared the grid side converter provides 
a much higher amount of reactive power due to the increased 
voltage level. As soon as the voltage at the PCC reaches its 
rated value the reactive power supply of the grid side 
converter is reduced. In contrast to case I the voltage and 
system stability can much faster be regained. The grid 
support of the PMSG wind turbines has furthermore a 
noticeable positive impact on the behaviour of the local wind 
turbines with conventional technique. The speed fluctuations 
are significantly reduced due to the control system of the 
PMSG wind farm.  
The simulation results of case II show, that a tripping of 
the local wind turbines is no longer necessary if a nearby 
connected wind farm with PMSG wind turbines supports the 
power system stability by reactive power supply. The control 
system of the PMSG wind farm even facilitates a fault ride-
through of the conventional wind turbines. This effect was 
also proven in the investigations presented in [18] and [19]. 
A significant loss of active power production can so be 
avoided.  
The fault ride-through and grid support capability of 
PMSG wind turbines has thus been proven in the presented 
paper. 
8. CONCLUSION 
The paper presents a control strategy of permanent magnet 
generator wind turbines, which enables the turbines to 
accomplish fault ride-through and to provide grid support 
during grid faults.  
The presented control strategy of the power converter is 
assessed to be very beneficial for fault ride-through. The DC-
voltage is controlled by the generator side converter instead 
of the grid side converter. As the generator side converter is 
not coupled to the grid its control capability is not 
compromised during grid faults. With such control strategy 
the wind turbine is therefore able to ride-through faults even 
without any additional measures.  
Nevertheless, a chopper is applied to the system, in order 
to enhance the fault ride-through capability further. A 
voltage controller is also added to the grid side converter 
control of the PMSG wind turbine to provide reactive power 
supply in case of grid faults.  
Simulation results in DIgSILENT Power Factory 
exemplify how PMSG wind farms with such control strategy 
participate to re-establish the voltage during grid faults. 
Under grid faults the control can even improve the behaviour 
of local wind turbines with conventional technology, which 
are connected in vicinity to the PMSG offshore wind farm. A 
disconnection of the conventional wind turbines in case of 
grid faults is therefore not necessary anymore. This means, 
that significant power losses due to disconnection of 
conventional wind turbines during grid faults can be avoided. 
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 Abstract — This paper deals with grid code validation for wind 
power plants. An overview of some European grid code validation 
methods is given and the early progress of a possible Swedish 
validation plan is presented.  
 
Index Terms — Wind power, grid codes, validation plan, VSC grid 
emulator 
I. INTRODUCTION 
Due to the large-scale integration of wind power in Europe in 
recent years, system operators and grid owner companies 
have renewed their grid codes for production plants. A 
common European grid code has not yet emerged, instead 
most countries have developed their own variants in order to 
suit their needs [1]. 
In addition to the codes being different within Europe, the 
validation requirements appear to vary as well. Only a few 
countries─the best examples are probably Germany [6], 
Spain [2] and Ireland [4]─appear to include or complement 
their grid codes with some kind of validation plan. With a 
validation plan, it is here implied a detailed description, 
leaving little or no room for free interpretations regarding 
how each requirement in a grid code should be validated, 
such as selection of test equipment and test algorithms, site 
conditions such as wind conditions and grid short-circuit 
power, variables that are to be monitored, etc. 
This paper describes ongoing work in the project 
Development of a method for evaluation of wind turbines 
ability to fulfill Swedish grid codes, which objective is to 
develop a validation plan for the Swedish grid codes 
[11]−[13]. The work is funded by Vindforsk and the first 
phase of the project was recently completed. During the first 
phase, existing and validation methods under development 
were investigated and a suitable test equipment was selected. 
II. OVERVIEW OF GRID CODE VALIDATION METHODS 
This section provides an overview of the validation 
requirements in four European countries as stated in their 
applicable grid codes. A brief overview of an early working 
draft of the IEC-61400-21 standard, which currently is under 
revision, is also included. 
A. Denmark 
The Danish grid codes do not contain a detailed validation 
plan and simulation studies appears to be sufficient 
validation method for most of the grid-code requirements [8], 
[9]. Practical experiments should be conducted, though, for 
verification of that the wind turbine (WT) under test has 
sufficient battery backup to withstand six voltage dips within 
five minutes and the transient overvoltage should be recorded 
during a disconnection test. 
B. Germany 
In Germany, validation of system reliability requirements 
may be conducted by way of either simulation studies or full-
scale tests on actual WTs [5]. For ride-through tests, though, 
full-scale testing appears to be mandatory.  
A testing guideline is available for the German grid codes 
[6], [7]. It has not been possible to analyze this guideline in 
detail, but it appears that only single WTs, i.e., not farms, are 
covered and the main content of [6] appears to be: 
• Instructions on how to conduct, analyze and document 
the validation tests. 
• Test methods to validate voltage and frequency relays. 
• Test methods for the setpoint control of active and 
reactive power. 
• A methodology for measuring the active power 
capability as function of reactive power capability, i.e., 
the PQ diagram of a WT. 
• Testing of low-voltage ride-through capability.  
The latter ride-through test is conducted with a short-
circuit emulator similar to that shown in Fig. 1, which 
consists of a number of reactors and breakers that can short-
circuit one or several phases to ground. This equipment 
cannot increase the voltage nor vary the frequency. As the 
initiation of frequent short-circuits are not permitted in a 
public distribution system, the impedance closest to the grid 
in Fig. 1 must be designed to limit the grid inrush current 
during the short-circuit test. 
 
 
 
Fig. 1. German short-circuit emulator for ride-through tests. 
C. Spain 
In Spain, full-scale testing on actual WTs appears to be 
required for grid code validation. The testing itself is only 
one part of the validation, though, the entire WT validation 
process is in brief [2]: 
• A single WT is subjected to various grid disturbances. 
• A simulation model is developed for the WT and the 
model is tuned and validated against the previously 
conducted full scale test. 
• The single WT simulation model is then further 
developed into an entire wind farm (WF) model, which 
is analyzed for various grid disturbances and operating 
conditions. 
Development of a method for evaluation of wind turbines 
ability to fulfill Swedish grid codes 
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The Spanish ride-through test equipment appears to be 
similar to the German one in Fig. 1. For the test equipment 
described in [3], the voltage can be reduced in ten steps from 
90 % to 0 % of nominal voltage, the rated voltage of the 
equipment is 30 kV and WTs rated up to 5 MW can be 
tested. 
D. Ireland 
The Irish validation requirements have a strong focus on 
simulation models. In order to connect to the grid, WT 
manufacturers must deliver a PSS/E simulation model of 
their WT, which is then to be reviewed by the system 
operator [4]. It is clearly specified which WT subsystems that 
must be included in the simulation models, full model 
documentation is required and it must be possible to easily 
aggregate a single WT model into a larger WF. 
The simulation models must be validated against full-scale 
tests on actual WTs. It is not specified in detail how these 
tests are to be conducted, but both the test equipment and the 
test algorithms must be accepted by the system operator. In 
addition, the model must be validated for several different 
operating conditions, such as different short-circuit power at 
the point of common connection, short-circuits of various 
severity, various voltage and frequency deviations and 
different wind speeds. 
E. IEC 61400-21 
IEC 61400-21 is currently under revision and the new 
version, when released, may include the below new 
validation requirements [10]. 
The response of WTs, operating at 20 % and 100 % of 
nominal power, shall be tested during three- and two-phase 
short circuits to ground with duration of 400 ms. The 
remaining voltage during the short circuits should be 50 % 
and 90 %. The tests may be conducted using a short-circuit 
emulator similar to that in Fig. 1. 
The WT reconnection time shall be measured, i.e., the time 
from that the voltage recovers until the WT starts to produce 
active power. 
The ramp rate limitation mode for active power shall be 
measured and various tests for the set-point control of active 
and reactive power shall be conducted. 
The reactive power capability, given as 10 min average 
values, shall be determined as a function of the active power 
output from 0 to 100 %. 
The set operate values and the delay times shall be 
determined for voltage and frequency relays, zero active 
power output is permitted during these tests. 
III. DEVELOPMENT OF VALIDATION METHOD  
The current Swedish grid codes do not contain a detailed 
validation plan. Full-scale testing on actual WTs is referred 
to as the most reliable validation method but, when such 
testing is inappropriate, technical calculations and 
simulations may be allowed as well [11]. In order to allow 
for full-scale testing to the largest possible extent for the 
Swedish grid codes, the test equipment shown in Fig. 2 has 
been found suitable. The equipment front end consists of a 
self-commutated voltage source converter (VSC) that is 
connected to the WT via an EMC filter, for PWM filtering, at 
the medium voltage level. 
A. VSC Grid Emulator 
The VSC is intended to operate as a grid emulator in the 
suggested test equipment. As such, the VSC is capable of 
generating any voltage waveforms, which can be either 
symmetrical or non-symmetrical. This allows testing not 
only the low-voltage ride-through capability but also how the 
WT behaves during slow (over)voltage and frequency 
variations. For certain WTs with direct coupling between the 
electric generator and the grid, an application of overvoltage 
and/or underfrequency in the VSC voltage waveforms 
enables, for instance, the possibility to verify the behaviour 
when the generator saturates magnetically.  
For low-voltage ride-through testing, the VSC cannot only 
emulate a short-circuit fault but also the fault impedance. In 
consequence, the phase-angle jump during a short circuit can 
be controlled. A large phase-angle jump may be troublesome 
for a WT control system, since the new phase angle must be 
tracked as quickly as possible in order to achieve the 
intended production of active and reactive power. The VSC 
can also emulate grids with different short-circuit and X/R 
ratios. 
Some European grid codes impose restrictions regarding 
when a disconnected WT is allowed to automatically 
reconnect to the grid. The Irish grid codes, for instance, 
specify that disconnected WTs are not permitted to connect 
to the grid if the frequency exceeds 50.2 Hz [4]. Such a 
requirement should preferably be validated on a full-scale 
actual WT and the VSC grid emulator can easily achieve 
this. 
Requirements for setpoint and rate limitation control for 
active and reactive power are present in many grid codes 
and, in addition, requirements for voltage and frequency 
control are neither uncommon [4], [9]. The VSC grid 
emulator is capable of verifying such voltage and frequency 
control requirements─by emulating the grid response to 
active and reactive power─for a single WT only, but 
validation on an entire WF is prohibited due to VSC power 
limitations. In practice, though, these kinds of requirements 
should probably be validated on a WF. Given a voltage 
setpoint, for instance, the WF control system receives a 
voltage setpoint via remote control, measures the voltage at 
the point of common connection, calculates the voltage 
setpoint for each WT, sends the voltage setpoints to each WT 
and then the WTs should track these setpoints. This may take 
some time to accomplish and a proper droop control for each 
WT is probably required. Thus, validation of voltage and 
frequency control on single WTs possibly has limited value 
but it may identify major problems at an early phase. 
Furthermore, planned future work aims to investigate if the 
VSC can emulate not only the grid but also an entire WF or 
parts of a WF. 
 
Fig. 2. Suitable test equipment: VSC grid emulator for code validation. 
G 
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VSC Grid Emulator 
EMC Filter 
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B. Validation Plan 
A validation plan for the grid codes may be as important as 
the codes themselves, since a good validation plan leaves 
little or no room for free interpretations regarding how each 
requirement in a grid code should be validated, which insures 
that the code requirements are indeed satisfied. A small part 
of a very early possible Swedish validation plan is shown in 
Table I, which may provide an idea of the project scope. As 
shown, the validation plan is also intended to provide 
requirements for validation of WT/WF simulation models 
and for power system analysis, where the intention is to learn 
from the Irish and Spanish experiences. 
C. Future Work 
A follow-up project is planned, but has not yet been granted 
by Vindforsk, which is intended to contain at least the 
following work: 
• The validation plan for the Swedish grid codes is to be 
further developed.  
• Identify the Swedish grid code requirements that cannot 
be sufficiently validated with the VSC grid emulator. If 
possible, develop the VSC grid emulator such that more 
requirements can be validated. 
• Derive requirements for hardware and software design 
of the VSC grid emulator. 
IV. CONCLUSION 
This paper has provided an overview of some European grid 
code validation methods and the early progress of a possible 
Swedish validation plan. A VSC grid emulator has been 
found suitable as test equipment and some of the advantages 
of this equipment were described. Parts of a very early 
validation plan were shown, which is intended to be 
significantly developed in a future project. 
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TABLE I 
EXAMPLE OF SMALL PARTS OF EARLY VALIDATION PLAN. 
Requirement Specification 
Validation method requirement 
Comment 
Protection relays AMP[12], ASP [13] 
Parts of IEC 61400-21 [10], none 
An analysis of the WT protective systems should be done 
before test is carried out 
Selectivity To be identified 
None 
 
Slow voltage and frequency variations SvKFS 2005:2 [11] 
None 
Test duration of 30−60 minutes. 
Voltage dips SvKFS 2005:2 
None 
Three-, two, and single phase faults. 
Voltage control SvKFS 2005:2 
None 
 
Reactive power setpoint control SvKFS 2005:2 
IEC 61400-21 
 
Real time communication (Voltage, active 
and reactive power production, operation 
status, power reserves) 
SvKFS 2005:2 
None 
Delay time should be measured 
Validation of WT/WF simulation models None  
Power system analysis, PSS/E simulations None Transient stability, load flow, short-circuits… 
 
 
1Stochastic Assessment of Opportunities for Wind
Power Curtailment
George Koustas, George Papaefthymiou, Member IEEE, Bart C.Ummels, Member IEEE
and Lou van der Sluis, Senior Member IEEE
Electrical Power System Laboratory (EPS), Faculty of Electrical Engineering, Mathematics & Computer Science,
Delft University of Technology (TU Delft), P.O. Box 5031, 2600 GA Delft, the Netherlands
e-mail:g.papaefthymiou@tudelft.nl.
Abstract— An important characteristic of wind power is its sto-
chastic and non-dispatchable nature. Because of the development
of wind power in recent years, stochasticity is becoming a driving
parameter in the power system. Unpredicted and excessive power
flows in the power system may be a result of this, especially since the
pace of wind power developments is faster than transmission system
re-inforcements. These developments, in combination with the limited
operational flexibility of the conventional generation units within
short time-spans, makes the future integration of large-scale wind
power in the power system a challenging task. Temporary curtailment
of wind power might provide a favourable solution for this, especially
if this lifts barriers for further growth of wind power capacity.
This paper presents a stochastic methodology for the assessment of
the advantages and disadvantages of wind power curtailment as a
solution for system congestion in relation to increasing wind power
penetration. The method is applied in a number of case studies and
is shown to reduce line overloading risks and power flow distribution
variability, thereby increasing the feasibility for further wind power
development.
Index Terms— Monte Carlo simulation, wind curtailment, power
flow, wind power.
I. INTRODUCTION
IN the past decade, wind power has become the fastest-growing generation technology for renewable energy. At
the beginning of 2006, the worldwide installed capacity of
wind power was about 60GW , corresponding to an energy
production of about 120TWh per year [1]. In Europe, wind
power is becoming a generation technology of significance.
In particular, as presented in the 2006 annual report of the
European Wind Energy Association (EWEA), the total wind
power capacity installed in 2006 reached 7.6GW , correspond-
ing to an increase of 23% compared to the previous year
[2]. Such a large-scale integration of wind generation causes
several challenges in the management of a power system due
to the non-dispatchable nature of the wind. One of the main
challenges for the future is to see how systems with significant
wind power penetration can be operated and designed for
efficient integration without violating system security.
In power systems there must be a continuous power balance
between generation and load. Owing to the variability and
unpredictability of wind power production, significant amounts
of wind power complicate power system balancing [3]. In
particular, when the share of wind energy in the system
increases, there will be cases when wind power will cover or
threaten to exceed system load. In such cases, the surplus of
wind energy may be curtailed, i.e. some wind power plants
have to be shut down, or several wind power plants have
to decrease their production. In order to prevent wind power
curtailment, large-scale energy storage solutions may be used
to store excess wind energy, but these are often not available.
Another solution is to use international interconnections to
other regions to export this excess of power. In this case,
the limiting factor is the transmission capacity between the
neighboring regions and the ability of this region to absorb
this excess of wind power [1].
Certainly, wind power curtailment has economic conse-
quences due to opportunity losses. The wind power producer
loses part of its revenue, which will have an impact on the
investment payback time. Often, such possibilities are not
taken into account in investment plannings for wind farm
projects. As discussed in [4], as the total wind capacity in the
system increases, the output of the conventional generation
running at the same time will be reduced. Eventually, a limit
is reached below which the conventional generation cannot be
further reduced due to technical reasons (minimum output lim-
itations) and wind curtailment is required [5]. The installation
of additional wind parks in the system, even though leading to
an increasing participation of wind energy in the total energy
mix, will lead to more frequent occurences for curtailment
in case flexibility measures in conventional generation plant
are not applied. As presented in [4], for the case of Ireland at
approximately 4000MW of wind generation, ”the curtailment
of the last wind turbine will be such that it can only operate
for a few hours per year, near the times of system maximum
demand”.
For its assessment of the need for wind power curtailment
in a specific system, a detailed analysis of the system load
patterns in parallel to the allocation of the wind power re-
sources is required. The matching between the system load
and wind power is a central issue in this analysis, since it
will define the frequency of cases when wind power exceeds
the system load. In order to perform such an analysis, data
records of a sufficiently long period should be used for the
modeling of the stochasticity of the system load and wind
power. One of the main problems here is the size of this
dataset. Since the system load presents a high time-dependence
(for a specific point in time the system load falls in the region
of a time-conditional mean), its stochasticity may be captured
without using large datasets [6]. Wind activity however is a
2non time-dependent stochastic phenomenon, necessitating the
use of large datasets for the deduction of statistically coherent
results [7]. In order to tackle this problem, instead of the
chronological approach of directly using recorded datasets for
the analysis, the stochastic approach should be followed, i.e.
simulation techniques should be used for the modeling of the
system inputs stochasticity.
In this paper, the Monte-Carlo Simulation (MCS) method-
ology developed in [8] is applied for the system stochastic
modeling. In section II, the sampling of the system stochastic
inputs (loads and wind power) is performed based on the
respective marginal distributions and the underlying stochastic
dependencies. In section III the implementation of wind power
curtailment to the system operation is presented, while in
section IV the impact of wind power penetration and wind
curtailment on a specific power system is elaborated.
II. MONTE-CARLO SIMULATION METHODOLOGY
According to the probabilistic formulation of the problem,
the stochastic system inputs (loads-wind generation) are mod-
eled as random variables (r.v.’s) that follow specific probability
distributions obtained by statistical analysis of related data [9].
These r.v.’s contain all necessary information for the stochastic
assessment of wind curtailment to the power system. The
proposed methodology for modelling the uncertainty of the
stochastic inputs involves two basic steps [8]:
1) Marginal distributions: The system inputs are sampled
based on the underlying distributions obtained by wind
speed data. As is the general practice in MCS, for
the sampling of a r.v. X with continuous invertible
cumulative distribution function FX , first a uniform
random number U in [0, 1] is generated and then the
transformation x = F−1X (u) is applied, where u is a
realization of U [10]. In this case the samples x follow
the distribution FX .
2) Stochastic dependence structure: The configuration of
the dependence structure between the r.v.’s is derived.
The point is to capture the prevailing dependence struc-
ture that holds between the stochastic inputs. For ex-
ample, in case of the wind, the wind speed patterns
in different sites are correlated. In order to capture the
mutual dependencies, the rank correlation ρr is used and
[11].
The sampling of the r.v.’s is performed based on the theory
of Joint Normal Transform methodology (JNT), in which the
two main steps of MCS are combined. For the generation of
n r.v.’s X = [X1, ..., Xn] correlated according to the n × n
correlation matrix R, the following steps are followed [12]:
1) Generate a set of n normals N = [N1, ..., Nn], corre-
lated based on correlation matrix R.
2) Transform the normals to uniforms. This is performed
by the transformation U = FN (N) where FN is the
cumulative distribution function (cdf) of the correspond-
ing normal and U is the resulted n-dimensional uniform
distribution.
3) Transform the correlated uniforms U into the desired
marginals X , by applying the inverse transformation
Xi = F−1Xi (U).
Specifically for the 2 stochastic inputs of this paper, the JNT
has the following configuration:
• Concerning the wind power sampling, the wind speed
marginal distributions at the generation sites are consid-
ered Weibull distributions and the wind speed patterns are
highly correlated following a product moment correlation
of 0.8. Hence, this will be the configuration of MCS
for the sampled wind speed patterns concerning the
marginals and the dependence structure. The wind speed
distributions are transformed to wind power output using
the static wind speed/power output characteristic of the
wind turbine generators used [8].
• The MCS for the sampling of the stochastic load pattern
shall take into account the fact that the load is highly
time-dependent, following a periodical pattern with a
period of one day. Hence, the stochastic behaviour of
the loads is studied with the method of Time Frames
Analysis (TFA) [6], according to which the period of the
pattern is sliced in Time Frames (TF) where the load
has similar statistical characteristics. The load in each
TF is modelled by superimposing a random variable to
the time-conditional mean. The practice in this study will
be to slice the time period in 4 TFs; the load in each
TF will follow a normal distribution with specific mean
value and standard deviation, while within the TF the
loads are almost independent following a product moment
correlation of 0.3.
These distributions are propagated through the system
model, which is in this case the steady-state system model
[13], and the respective system state (node voltage) and output
(line power flows) distributions are obtained.
III. WIND CURTAILMENT IMPLEMENTATION
As discussed in the introduction, the first and most impor-
tant task of the transmission system operator is to maintain the
power balance in the system. As the output of wind generation
is increased or the load demand is decreased, the output of CG
units running at the time is reduced in order to keep the system
in balance. Eventually, each CG unit will reach a limit below
which its output cannot be reduced further. De-commitment of
these units is often difficult from an operational point of view,
and involves lengthy minimum down-times. In order to prevent
excess power flows to neighboring systems, it may therefore
be more preferable to temporarilty curtail wind generation.
The total amount of CG regulating power required at any
time depends on the sum of the system load and the wind
power. In order to determine the total amount of regulating
power on the system scale, the wind power is regarded as
negative load and the netload at each system bus can be defined
as the load demand minus the wind power at this bus:
PNL(i) = PL(i)− PW (i),∀i ∈ [1, nbus = 39] (1)
where PL is the load and PW is the injected wind power.
In this context, PNL(i) actually corresponds to the power
injection at the respective system bus i.
Since the wind power is considered as negative load, the
curtailed wind power can be considered as positive load. With
3the introduction of wind curtailment, the power balance for
the whole system is performed according to the following
equation:
nbus∑
i=1
PCG(i) + Pslack =
nbus∑
i=1
PNL(i) + Plosses +DPw (2)
where DPw is the curtailed wind power for the whole system.
The minimum operational setpoint of the CG units is set
to 30% of their nominal power output. Due to this restriction,
wind curtailment is necessary when the netload is so low that it
pushes the CG setpoint to 30%. In these cases, there is excess
of generated power (from the co-generation of CG and wind).
With the application of wind curtailment, there power balance
is restored in the system, so for each sample it holds:
nbus∑
i=1
Pin(i) =
nbus∑
i=1
Pout(i)⇒
nbus∑
i=1
PCG(i) =
nbus∑
i=1
PNL(i) +DPw ⇒
DPw = 0.3 ·
nbus∑
i=1
PCG,N (i)−
nbus∑
i=1
PNL(i) (3)
Algorithm 1 gives the regulation of setpoint x for the CG
units and the wind power curtailed for each sample.
Algorithm 1 Regulation of the setpoint x of the CG units
for i = 1 : allsamples do
if 30% ≤
nbus∑
j=1
PNL(i)
nbus∑
j=1
PCG,N (i)
= x(i) ≤ 100% then
regulate CG, so that PCG(i, j) = x(i) · PCG,N (i, j),
∀j ∈ [1, nCG = 10]
else
if x(i) < 30% then
regulate CG, so that PCG(i, j) = 30% ·PCG,N (i, j)
and curtail wind: DPw = 0.3·
nbus∑
i=1
PCG,N−
nbus∑
i=1
PNL
else
regulate CG, so that x(i) = 1
end if
end if
end for
IV. APPLICATION TO A POWER SYSTEM WITH A HIGH
WIND POWER PENETRATION
A. System Data
As a case study for the estimation of the impact of wind
curtailment, the 39 bus - 46 branch IEEE New England test
network of Fig. 1 is used [8]. The system is considered to
be equipped with thermal CG units. Hydro-power, which is
commonly regarded as an ideal solution for balancing wind
power variations, is totally absent. Bus 31 is the slack bus
and corresponds to the interconnections with the neighbouring
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W7
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W11
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Fig. 1: IEEE New England Test System
systems. In this study, a distributed wind penetration scenario
is investigated with the connection of 15 wind parks dispersed
all over the power system. Each park is considered to be a
uniform generation unit and all parks are of equal nominal
power1. The wind penetration level is defined as the ratio of
the total installed nominal wind power to the total installed
CG:
x =
nbus∑
i=1
Pw,N (i)
nbus∑
j=1
PCG,N (j)
(4)
B. Stochastic wind generation
The total installed CG power is PCG,tot = 6000MW , hence
a x% wind penetration level means that the installed power of
each wind park will be:
Pw,N = x% · PCG,tot15 = x% · 400MW (5)
The sampling of the system inputs is performed based on the
MCS methodology described in section II.
C. Results
The Load Flow analysis was programmed in PSS/E. The
output set is the 46 transmission lines power flow distributions,
the slack bus power flow and the system losses. Nine study
cases are considered, comprising of the no-wind-penetration
case and 4 wind penetration scenarios with and without wind
curtailment, in which the penetration level is ranging from 0%
to 100% with a step of 25%.
1
’Uniform generation unit’ means that the wind speed pattern is considered
even all over the area of the wind park. Hence, the wind park is modelled as
a single wind turbine with nominal power equal to the nominal power of the
park. Wn is the n-th wind park
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Fig. 2: Slack bus power flow distributions without curtailment.
1) Slack bus: The slack bus is responsible for restoring the
power balance in the system; hence, its power flow distribution
gives important information concerning the system behaviour.
In Fig. 2, the slack bus power flow distributions for the
study cases without wind curtailment are given. The study
stops at 50% wind penetration level, because PSS/E faces
a convergence error for higher penetration levels. This error
comes from the excessive transmission lines power flows.
The increase in wind penetration leads to an increase in the
variability of the power flows at the slack bus due to the
induced stochasticity of wind generation. The increase in wind
penetration pushes the occurrences towards lower and negative
power flow values. This means that the probability of import
of power through the slack bus decreases. The thermal units
are pushed towards their minimum setpoint and the excessive
power is driven to the slack bus (negative power flows as seen
from the slack bus) and the neighbouring systems.
Besides, there are about 2500 out of the 10.000 samples
concentrated at the zero power flow at the slack bus for all the
penetration levels, but it cannot be observed to Fig. 2 due to the
limited y-axis range. This means that there is 25% probability
that there is a power balance to the system, corresponding to
25% of the operational time.
The study cases of wind curtailment implementation, is
depicted in Fig. 3. PSS/E converges even for 100% wind pen-
etration due the relieved transmission lines power flows. Also,
the slack bus power flows don’t take negative values even for
high levels of wind penetrations because the excess generated
wind power is curtailed. A concentration of probability mass
is observed in small values (0− 100MW ), corresponding to
the cases of the slack bus providing for the system losses.
This occurs due to the increased system generation (CG+wind)
which is sufficient to cover the load.
2) System power flows: The increasing wind penetration
leads to an increase in the variability of the power flows
for all the system lines. Fig. 4 gives the distributions of
the power flows in line 15 for all wind penetration levels.
The presence of stochastic generation in the system results
to highly bi-directional power flows. The vertical system
structure is changed to a horizontal one, where the distri-
bution systems become active, exchanging power with the
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Fig. 3: Slack bus power flow distributions with curtailment.
−100 −50 0 50 100 150 200
0
500
1000
1500
2000
2500
3000
power (MW)
n
u
m
be
r o
f s
am
pl
es
 
 
0%
25%
50%
75%
100%
Fig. 4: Power flows in line 15 for all wind penetration levels.
transmission system bidirectionally. This is justified by the
bi-directional power flow distributions for line 15.
The impact of wind curtailment can be seen in Fig. 5 which
gives the power flow distributions at line 13 for 50% wind
penetration with and without curtailment. It can be seen that
curtailment has the following result:
1) Decreases the power flow range (variability).
2) Shifts the power flow distributions towards lower ab-
solute values.
Especially for the case of line 13 it seems that the whole
distribution is shifted towards lower power flow values and the
heavy tail of the distribution is cleared. The loadings of the
lines are decreasing to values which are closer to the values
obtained without wind. This is an important advantage since
the overall generated power has been increased whereas the
power flows have been kept to such low values that the lines
are not overloaded.
The effects mentioned can be also depicted at Fig. 6, which
gives the boxplot of power flows for specific lines for 50%
wind penetration, without and with curtailment. For each
transmission line 2 boxplots are given, the first one (from
the left) is without wind curtailment and the second with
curtailment.
The impact of wind curtailment to the overloading of the
transmission lines is visualised in Fig. 7, which gives the bar
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Fig. 6: Boxplot of transmission lines power flows, without and with curtailment.
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Fig. 5: Power flows in line 13 for 50% wind penetration.
plot of the overloading probability for all lines for a wind
penetration of 50% for 2 cases: without and with curtailment2.
We can see that the heavily loaded lines are relieved due
to curtailment, whereas for lines with low probability of
overloading, the curtailment is less effective, leaving the over-
loading probability almost unchanged; hence, if we consider
the response of the heavily loaded lines more critical for the
evaluation of curtailment, we can accept wind curtailment as
an adequate solution for limiting the excessive power flows in
transmission lines.
3) Economic assessment of wind curtailment: When im-
plementing a solution such as wind power curtailment, it
is important to know the amount of energy loss and how
much economically viable is this solution. When we deal with
2For the derivation of the transmission lines overloading limits, the follow-
ing acknowledgement is taken into account: When the system is operating
without wind penetration, the transmission lines are overloaded only for 5%
of the samples.
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Fig. 8: Energy for several wind penetration levels
discrete time instances (samples of MCS), then the energy
yield from the sum of the instances is given by:
E =
1
n
n∑
i=1
(6)
where n is the number of instances.
Eq. (6) corresponds actually the mean value of power P
for a period of time. Hence, the mean value of a power
distribution gives the energy yield for a specific period of time.
Applying this procedure, we take the wind energy potential,
the wind energy yield with curtailment and the energy loss
due to curtailment for all wind penetration levels(Fig.8).
We can see that the wind energy yield and also the energy
loss due to wind curtailment increases with wind penetration.
As seen at Fig. 8, a 75% wind penetration gives 1230MW
yield after curtailment, while for 50% we get 1120MW yield
without curtailment. This is because during periods of low
wind speed the higher wind power penetration gives a higher
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Fig. 7: Overloading probabilities of the transmission lines
power output even though wind power is curtailed in lower
wind speeds compared with the lower wind power penetration.
Also, the slopes are different for the 3 plots, for each interval
between the wind penetration levels, which means that the
share of energy loss due to curtailment changes with increasing
wind penetration.
V. CONCLUSION
In this paper, a stochastic methodology assessment of wind
curtailment in a power system is presented. The probabilistic
system analysis shows that the injection of stochastic gener-
ation in a distributed scheme (fifteen wind parks connected
all over the system) results to highly bi-directional power
flows. The vertical system structure is changed to a horizontal
one, where the distribution systems become active, exchanging
power with the transmission system bi-directionally.
The method of wind curtailment is applied in the sense
of maintaining the power balance in the system and prevent
the excessive power generation which is driven towards the
neighbouring systems through the slack bus. The solution of
the wind curtailment can be applied to achieve:
1) Limitation of excessive power flows in the transmission
system, reducing the risk of overloading
2) Reduction of the variability of the power flow distribu-
tions caused by wind power
3) Increase of the potential for further wind energy devel-
opment
Hence, wind curtailment could be a solution for the im-
provement of power system operation with large-scale wind
power.
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Abstract— As wind power penetration grows on a system,
the unit commitment problem changes, due to the increased
uncertainty of wind power forecasts. Unit commitment aims to
schedule generation to meet demand at the lowest cost to the
system. Reserve is also carried to cater for outage of units, and
system demand forecast errors. However, with large amounts of
wind power, there is greater uncertainty on the system. This
causes the amount of reserve carried on the system to increase.
The method of calculating the required level of this extra reserve
is normally based on a multiple of the standard deviation of wind
power forecast errors. By using a higher multiple of standard
deviations, the reliability of the system increases. However, the
costs incurred by the system also increase, causing a trade-off
between system reliability and costs. This paper examines the
relationship between cost of operating the system and the amount
of reserve being carried on the system.
Index Terms— Wind power generation, Costs, Power system
economics, Power generation dispatch, Unit Commitment, Wind
Forecasting, Reliability.
I. INTRODUCTION
Unit commitment aims to schedule generation to meet
system demand at the lowest cost. This is usually carried out
every 24 hours. Reserve is carried on the system, to cater
for the loss of generation and demand forecast errors. The
reserve is scheduled while carrying out unit commitment. The
methods used for unit commitment without significant wind
power capacity installed on the system are well established
[1], [2]. However, wind power adds a stochastic element
to a previously deterministic problem [3]. This means that
extra reserve needs to be carried on the system, to cater
for the increased uncertainty that wind power brings. Much
improvement has been made in wind forecasting, but there
still remains an error, which has to be catered for using
reserve. The amount of extra reserve needed obviously relies
somewhat on the error of the wind power forecasts. Reserve
is also needed to cater for unit outages and demand error, and
this can still be calculated using methods used previously.
However, measuring reliability of a system with high
amounts of wind power is not a simple task. It is normally
assumed that increasing the extra reserve carried for wind
increases reliability. One method to calculate the amount
of extra reserve needed is to multiply the forecasted wind
power by the standard deviation of forecast error. As increased
reliability on a system is desirable, usually two or three
times the standard deviation of wind forecast error is used
to calculate additional reserve for wind power [4]. In addition
to this, reserve is also carried to cater for the loss of the largest
unit on the system.
This paper examines the costs incurred by increasing the
wind reserve being carried. The number of standard deviations
of wind forecast error is varied, between zero and 5 deviations,
and the total costs of system operation are examined. It is
shown that, even though the number of standard deviations
increases linearly, the costs of operating the system do not
increase linearly.
II. METHODOLOGY
A. Wind forecast error
The standard deviation of wind forecast error versus fore-
cast horizon is shown in Figure 1. This was obtained from
historical data on the Irish system. It can be seen that,
as forecast horizon increases, the error increases, which is
as expected. When operating the system in this study, the
forecasted wind power is multiplied by the standard deviation
in forecast error. This means that for those hours nearest the
start of the day, the reserve is smaller than for those hours
nearer the end of the day, if the same amount of wind is
forecast. The standard deviation of error when persistence
forecasting is used is shown as a comparison. Persistence
forecasting assumes that the wind power over the forecast
horizon will be the same as the current wind power. This can
be seen as a worst case scenario, and current methods can be
seen to be an improvement on this.
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Fig. 1. Standard deviation of forecast error versus time
B. Model used for study
To study the effect of increased reserve on the system,
a model based on for previous work, [5], was used to
simulate the scheduling of the power system. This code was
a simplified version of unit commitment which aims to find
the least cost for each hour of operation, ensuring that plant
is kept within its operating limits. However, it does not take
into account startup costs or ramp rates and does not try to
reduce costs over the whole 24 hour period, rather it treats
each hour separately.
This model first schedules units to be on or off so that the
system can meet the load minus the forecasted wind. If the
forecasted wind is different than the actual wind power output,
this is then put into the model, and the operational levels
of the units scheduled to be on are optimized with respect
to the updated wind profile. This corresponds to real time
operation of the system, so units are not allowed to turn on
or off during this second run -only those units scheduled, plus
some open cycle gas units, are allowed to meet the demand.
As the demand less wind has changed from that expected, this
means units operating levels will need to be changed, and
those which were supplying reserve may need to be called
upon. In extreme cases, where, the wind is far greater than
forecasted, wind may need to be curtailed. However, this is
not examined in this study. A flow chart showing the operation
of the model is shown in Figure 2. Here, pumped storage and
hydro schedule are taken from a unit commitment solution
obtained from previous work [6], as this model is not able to
schedule these types of plant.
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Fig. 2. Flowchart showing operation of model
The model was compared to rolling unit commitment in
previous work and found to give dispatch schedules very close
to the results obtained when rolling commitment was used on
the Irish power system [6]. Here, rolling unit commitment was
carried out using the Plexos unit commitment and dispatch
software [7]. Rolling unit commitment involved doing 24-
hour unit commitment more frequently, i.e. every 3 hours.
The system is committed, then time rolled forward 3 hours,
and the initial data is changed to reflect the system in the third
hour of operation. The system is then re committed for the
next 24 hours. By committing more frequently, the system has
to carry less reserve to cater for wind uncertainty. This is due
to the fact that the forecast error increases as forecast horizon
lengthens, as shown in Figure 1. This would be expected to
lead to a reduction in system costs. This method of rolling
commitment using unit commitment software was compare to
the code described above, and the results showed that the code
can be taken as a good approximation of unit commitment.
C. All Island electricity system
The all Ireland electricity system consists of two systems,
the Northern Ireland and Republic of Ireland. These are
interconnected using a 400MW ac link. At present, plans
are being finalised for the Single Electricity Market (SEM),
which will operate what was until now two separate systems
as one system, which is what this paper examines. The SEM
will be a gross pool market with centralized commitment [8].
This centrally committed market is something many electricity
markets are moving away from, but it has been shown in [9]
and [10] that centralized unit commitment is almost identical
to a model which allows generators to bid incrementally
and self-commit. Centralized unit commitment can be used
for predicting operating decisions in decentralised markets
[9]. This model could therefore represent alternative market
designs as well as the centralised gross pool market used in
this model [5].
The installed capacity for the single Irish system is ap-
proximately 7500MW. There is currently approximately 800-
900MW of wind power installed, with plans to increase this
in the next decade. There is currently just one 500MW HVDC
interconnector to Scotland. Historical data is used in this paper
for interconnector exchanges. Most of the other units on the
system are conventional units - coal, OCGTs, CCGTs, oil
and peat. There is also a small amount of hydro power, and a
pumped storage plant. As mentioned in II-B, these cannot be
optimised in the model, as they involve optimising over the
whole day. Therefore, the schedules for these are taken from
previous work.
For this study, one week’s load and wind data was used, cor-
responding to a week in March, which would be expected to
be somewhere between the peak load in winter and minimum
load in summer. Fuel costs and wind profiles were obtained
from [11]. The wind profile was then scaled so that it reflects
a wind series for 1500MW of installed capacity, which is a
reasonable estimate of the amount of wind power that would
be expected on the system within then next 5 years. The rest
of the power system is based on the current (2007) power
system. Data for the other units was taken from [11]. For this
study 75MW of error was assumed in the load forecast for the
Irish electricity system, with a largest unit size of 400MW.
III. RESULTS AND DISCUSSION
The test system described in II-C was examined using the
model described in II-B. The total system costs, including
costs for startup of units, were then calculated for different
values of standard deviation between zero (i.e. no extra
reserve) and six times the standard deviation. The total amount
of reserve scheduled over the week is shown Figure 3.
0 1 2 3 4 5 6
0.6
0.8
1
1.2
1.4
1.6
1.8 x 10
5
No of standard deviations
R
es
er
ve
(M
W
h)
Fig. 3. Standard deviations of forecast error in reserve versus total reserve
It can be seen that the reserve increases linearly, and that
the amount of reserve scheduled when 6 times the standard
deviation of error is used to calculate reserve is approximately
double the reserve scheduled for the week when one standard
deviation is used. This is as expected, as increasing the amount
of standard deviations in a linear fashion has the effect of
increasing reserve in a linear fashion.
The total cost for the week examined is shown in Figure
4, versus the number of standard deviations of wind forecast
error used in calculating reserve. Unlike the amount of re-
serve scheduled, this relationship is not linear. This result is
significant, as it shows that, for what would be expected to
be a linear increase in reliability, the increase in operating the
costs is nonlinear, with the rate of increase in costs increasing
as number of standard deviations increases. This means that,
for example, if the amount of reserve on the system doubles,
the extra cost due to this reserve is not doubled, but more than
doubled. The likely reason for this is that more units are being
switched on, to cater for reserve and this increases both startup
and fuel costs, as units are being operated less efficiently. It
can be seen that, by doubling the amount of extra reserve
carried to cater for wind from twice the standard deviation of
forecast error to four times the standard deviation, the total
system operating cost for the week increases by an average
of approximately e400000, or approx 2.5%. While this is not
a very large increase, it should taken into account that this is
an increase in total system operating costs, of which the cost
of providing reserve is only a small part. This shows that an
increase in reserve can cause a significant increase in cost for
the system.
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Fig. 4. Number of standard deviations of forecast error in reserve versus
total system costs
It is assumed that the reason for the extra cost when
providing extra reserve is due to the additional number of
units being turned on. To examine this, the startup costs of
the system were found for the week examined, and are shown
in Figure 5.
It can be seen that there is a different shape here, with
the rate of increase getting smaller at around four standard
deviations of error. This is most likely due to the fact that at
this point, many extra units have been turned on to provide
reserve, and therefore less units need to be turned on as
reserve demand increases. However, by this stage, the units
being turned on would be more expensive units, and so the
cost of providing the reserve would continue to increase. It
can also be seen that, out of the extra e400000 cost when
using four standard deviations instead of two, approximately
e250000 of this can be attributed to additional startup costs.
It is expected that the rest of the additional cost would be due
to using more expensive units to meet load so that enough
spare capacity is available to meet the reserve target. As the
amount of reserve grows, the share of additional cost due
to using expensive units to meet load, as opposed to due to
startups, will also grow, as shown by the shape of Figure5.
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Fig. 5. Number of standard deviations of forecast error in reserve versus
startup costs
IV. CONCLUSIONS AND FURTHER WORK
This was an initial study in the area of reliability of a
power system with significant installed wind. Rather than look
immediately at defining reliability, it was decided to examine
a method currently used, that is basing reserve on wind power
uncertainty, specifically, the standard deviation of forecast
error. The costs associated with this were examined,and it
was found that there is a non-linear relationship between
increasing the amount of reserve and the extra cost incurred
by doing this. it was shown that much of this increase was
due to larger startup costs
This work will be extended by quantifying the system
reliability associated with the different levels of reserve, in
a familiar format, e.g. Loss of load probability. This will then
show how many standard deviations of forecast error should
be used in order to meet desired reliability, keeping in mind
the additional cost. A stochastic model, Wilmar, [12], will be
used to examine the unit commitment problem when wind
is on the system, and the method of setting reserve targets
based on standard deviation of forecast error compared to
other methods. By running the system with a full years data,
the results would be more conclusive, as they would take into
account winter peak, summer valley, as well as extreme wind
scenarios.
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Abstract —  An international forum for exchange of knowledge of
power system impacts of wind power has been formed under the
IEA Implementing Agreement on Wind Energy. The task “Design
and Operation of Power Systems with Large Amounts of Wind
Power” is analysing existing case studies from different power
systems.There are a multitude of studies made and ongoing related
to cost of wind integration. However, the results are not easy to
compare. This paper summarises the results from 15 case studies
with discussion on the differences in the methodology as well as
issues that have been identified to help wind integration.
Index Terms —  grid integration, wind power, power system
operation.
1. INTRODUCTION
The existing targets for wind power anticipate a quite high
penetration of wind power in many countries. It is technically
possible to integrate very large amounts of wind capacity in
power systems, the limits arising from how much can be
integrated at socially and economically acceptable costs. So
far the integration of wind power into regional power
systems has mainly been studied on a theoretical basis, as
wind power penetration is still rather limited in most
countries and power systems. However, already some
regions (e.g. West Denmark, North of Germany and Galicia
in Spain) show a high penetration and have first practical
experience from wind integration.
Wind power production introduces more uncertainty in
operating a power system: it is continuously variable and
difficult to predict. To enable a proper management of the
uncertainty, there will be need for more flexibility in the
power system: either in generation, demand or transmission
between areas. How much extra flexibility is needed depends
on the one hand on how much wind power there is and on the
other hand on how much flexibility already exists in the
power system.
In recent years, several reports have been published in
many countries investigating the power system impacts of
wind generation. However, the results on the costs of
integration differ and comparisons are difficult to make due
to different methodology, data and tools used, as well as
terminology and metrics in representing the results. An R&D
Task titled “Design and Operation of Power Systems with
Large Amounts of Wind Power Production” has been formed
within the “IEA Implementing Agreement on the Co-
operation in the Research, Development and Deployment of
Wind Turbine Systems” [1] in 2006 and will continue for
three years. The objective is to analyse and further develop
the methodology to assess the impact of wind power on
power systems. This R&D task will collect and share
information on the experience gained and the studies made,
with analyses and guidelines on methodologies. The Task
has started by producing a state-of-the-art report on the
knowledge and results obtained so far and will end with
developing guidelines on the recommended methodologies
when estimating the system impacts and the costs of wind
power integration. When possible, best practice
recommendations will be formulated on system operation
practices and planning methodologies for high wind
penetration.
2. POWER SYSTEM IMPACTS OF WIND POWER
Wind power has impacts on power system reliability and
efficiency. The studies address different impacts and the
different time scales involved usually mean different models
(and data) used in impact studies. The case studies for the
system wide impacts have been divided to three focus areas:
Balancing, Adequacy of power and Grid (Fig 1). In this
international collaboration (IEA WIND Task 25), more
system related issues are addressed, as opposed to local
issues of grid connection like power quality. Primary reserve
is here denoted for reserves activated in seconds (frequency
activated reserve; regulation) and Secondary reserve for
reserves activated in 10...15 minutes (minute reserve; load
following reserve).
Power quality
Reduced
emissions
Area relevant for impact studies
Time scale relevant for impact studies
ms… s s… min min… h years
Voltage
management
Local
10-50 km
Regional
100-1000 km
System wide
1000-5000 km Secondary
reserve
Distribution
efficiency
Adequacy
of power
1… 24 h
Hydro/thermal
efficiency
Adequacy
of grid
Grid
stability
Primary
reserve
Task 25
Transmission
efficiency
Congestion
management Grid
Balancing Adequacy
Figure 1 Impacts of wind power on power systems, divided in different time
scales and width of area relevant for the studies.
Balancing: increases needed in allocation and use of short
term reserves (time-scale minute… half an hour) and the
impact of wind variability and prediction errors on efficiency
and unit commitment of existing power capacity (time scale:
hours… days). Unpredicted part of the variations of large area
wind power should be combined with any other unpredicted
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variations the power system sees, like unpredicted variations
in load. General conclusions on increase in balancing
requirement will depend on region size relevant for
balancing, initial load variations and how
concentrated/distributed wind power is sited. The added
costs of balancing due to wind power will depend on the
marginal costs for providing regulation or mitigation
methods used in the power system for dealing with increased
variability, generation mix and the transmission system
spatial structure (e.g. radial vs meshed). Market rules will
also have an impact, so technical costs can be different from
market costs. Variability of wind power impacts also on how
the conventional capacity is run and how the variations and
prediction errors of wind power change the unit commitment.
Analysing and developing methods of incorporating wind
power into existing planning tools is important in order to
take into account wind power uncertainties and existing
flexibilities in the system correctly. The simulation results
give insight into the technical impacts of wind power, and
also the (technical) costs involved.
Adequacy of power: This is about total supply available
during peak load situations (time scale: several years).
System adequacy is associated with static conditions of the
system. The estimation of the required generation capacity
needs includes the system load demand and the maintenance
needs of production units (reliability data). The criteria that
are used for the adequacy evaluation include the loss of load
expectation (LOLE), the loss of load probability (LOLP) and
the loss of energy expectation (LOEE), for instance. The
issue is the proper assessment of wind power’s aggregate
capacity credit in the relevant peak load situations – taking
into account the effect of geographical dispersion and
interconnection.
Grid: Transmission adequacy, efficiency and system
stability: The impacts of wind power on transmission depend
on the location of wind power plants relative to the load, and
the correlation between wind power production and load
consumption. Wind power affects the power flow in the
network. It may change the power flow direction, reduce or
increase power losses and bottleneck situations. There are a
variety of means to maximise the use of existing
transmission lines like use of online information
(temperature, loads), FACTS and wind power plant output
control. However, grid reinforcement may be necessary to
maintain transmission adequacy and security. When
determining adequacy of the grid, both steady-state load flow
and dynamic system stability analysis are needed. Different
wind turbine types have different control characteristics and
consequently also different possibilities to support the system
in normal and system fault situations. For system stability
reasons operation and control properties similar to central
power plants are required for wind plants at some stage
depending on penetration and power system robustness.
3. SUMMARY OF CASE STUDIES REVIEWED
For the case studies reviewed in this paper, the emphasis is
on more recent studies and especially on those that have tried
to quantify the power system impacts of wind power. Further
case studies will also be made during the 3 years of the IEA
collaboration. A short list of on-going research is given in
[2]. A summary table for the power systems and largest wind
penetration studied is presented in Table 1. A short
description of the studies is given here, a more detailed
description is provided in [3] and [4].
Greennet-EU27 [5] estimated increases in system
operation costs as a result of increased shares of wind power
for a 2010 power system case covering Denmark, Finland,
Germany, Norway and Sweden combined with three wind
cases. The integration costs of wind is calculated as the
difference between the system operation costs in a model run
(WILMAR) with stochastic wind power forecasts and the
system operation costs in a model run where the wind power
production is converted into an equivalent predictable,
Table 1. Data for power systems and wind power in case studies. The use of interconnection capacity is not taken into account in studies marked with *. In
Nordic 2004 study the interconnection capacity between the Nordic countries is taken into account, not the interconnection to outside Nordic area.
Wind powerLoad Inter-
connect.
capacity 2006 Highest studied  Highest penetration level
Region / case study Peak
MW
Min
MW
TWh/a
MW MW MW
TWh
/a
% of
peak
load
% of
gross
demand
% of (min
load +
interconn)
Nordic 2004 67000 24000 385 3000* 4108 18000 46 27 % 12 % 67 %
Nordic+Germany/Greennet 155500 65600 977 6600 24730 57500 115 37 % 12 % 80 %
Finland 2004 14000 3600 90 1850* 86 4000 8 29 % 9 % 73 %
Germany 2015 / dena 77955 41000 552.3 10000* 20622 36000 77.2 46 % 14 % 71 %
Ireland / ESBNG 5000 1800 29 0 754 2000 4.6 40 % 16 % 111 %
Ireland / ESBNG 6500 2500 38.5 0 754 3500 10.5 54 % 27 % 140 %
Ireland / SEI 6127 2192 35.5 500 754 1950 5.1 32 % 14 % 72 %
Ireland / SEI 6900 2455 39.7 900 754 1950 5.1 28 % 13 % 58 %
Netherlands 15500 100 12930* 1560 6000 20 39 % 20 % 46 %
Mid Norway /Sintef 3780 21 1062 3.2 28 % 15 %
Portugal 8800 4560 49.2 1000 1697 5100 12.8 58 % 26 % 92 %
Spain 2011 53400 21500 246.2 2400* 11615 17500 33 % 19 % 73 %
Sweden 26000 13000 140 9730* 572 8000 20 31 % 14 % 35 %
UK 76000 24 427 2000* 1963 38000 115 50 % 27 % 146 %
US Minnesota 2004 9933 3400 48.1 1500* 895 1500 5.8 15 % 12 % 31 %
US Minnesota 2006 20000 8800 85 5000 895 5700 21 30 % 25 % 41 %
US New York 33000 12000 170 7000 430 3300 9.9 10 % 6 % 17 %
US Colorado 7000 36.3 1400 3.6 20 % 10 %
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constant wind power production during the week. The
following conclusions could be drawn from the study: a)
Wind power integration costs are lower in hydro dominated
countries (especially Norway) compared to thermal
production dominated countries (Germany, Denmark). The
reason is that hydropower production has very low costs
connected to part-load operation and start-up and that hydro-
dominated systems are generally not constrained in
regulating capacity. b) Wind power integration costs increase
when a neighbouring country gets more wind power. c)
Germany has the highest integration costs because the wind
power capacity in Germany is very unevenly distributed with
North-western Germany having a high share of wind power
relatively to the electricity demand and the export
possibilities out of the region.
In Finland the operating reserve requirement due to wind
power in the Nordic countries has been estimated in 2004
[6]. The estimate is made from hourly time series for load
and wind power, 4 times standard deviation of the variations
time series is used as confidence level when looking at the
increase in hourly variations from load to net load. The effect
of prediction errors day-ahead has not been taken into
account; this is only for the real-time hour to hour variations.
Existing reserves for disturbances have not been considered;
the impact is only estimated on operating reserves used for
load following. The increase in reserve requirements for
Finland was twice as much as for the Nordic region, due to
lower smoothing of wind power variations in one country
compared to larger area and the relatively small load
variations in Finland. The cost was estimated assuming new
natural gas capacity was built for this purpose, and the
investment costs was allocated to wind power production.
The increase in use of reserves was also estimated and a cost
estimate was made at existing regulating market prices of 5-
15 €/MWh for imbalances.
A study of 4000 MW wind power in Sweden was
published in 2005 [7].The Swedish additional reserve
requirements were estimated based on probability and
forecast approach, using several years of wind data and load
forecast error data. It has been concluded that decisive
parameters for the additional requirements are the wind
power penetration level and the consumption variations. In
power systems with large consumption variations, like the
Swedish, lower additional reserves are required compared
with power systems with lower consumption variations, like
the Finnish. The study indicates that the requirement of
additional regulating/reserve capacity is comparatively small,
at least for the time horizon 1 hour and with an approach
including probability and forecasts. In many cases these extra
requirements may also already be available which means that
no extra investments are needed.
The main existing study covering wind integration in
Germany is German Energy Agency’s (dena) study
“Planning of the integration of wind energy into the German
grids ashore and offshore regarding the economy of energy
supply”, 2005 [8]. The study ascertained that based on the
assessed regional distribution and identified grid
reinforcement and extension, the integration of a total of 36
GW of wind power capacity into the German transmission
system in 2015 will be possible. Up to the time horizon 2015
approximately 850 km of 380-kV-transmission routes as well
as reinforcement of 390 km of existing power lines will be
needed. In addition, numerous 380-kV-installations will need
to be fitted with new components for active power flow
control (e. g. Quadrature Regulators) and reactive power
compensation (approximately 7,350 Mvar till 2015).
According to this study, a modification of the existing
German Grid Code for connection and operation of wind
power plants in the high voltage grid will be necessary, for
instance in view of fault-ride-through and grid voltage
control. Capacity credit of wind power was estimated as well
as the additional requirement for reserves. The regulating and
reserve power capacity required for the following day was
determined in relation to the forecasted wind infeed level.
The additionally required regulating energy could be
provided by the existing conventional power stations.
Irish TSO ESBNG report 2004 [9]: the wind input
assessment methodology used was direct scaling of output
data from existing wind power production combined with
some planned site wind data to create a power time series.
The system assessment methodology was generating system
simulation using a unit commitment and dispatch simulator.
The study found that a high wind energy penetration greatly
increased the number of start ups and ramping for gas turbine
generation in the system and that the cost of using wind
power for CO2 abatement in the Irish electricity system is
€120/Tonne. Capacity credit of wind power was estimated by
assessing the amount of conventional plant that is displaced,
while keeping generation adequacy at the desired level.
Ireland SEI report from 2004: “Operating Reserve
Requirements as Wind Power Penetration Increases in the
Irish Electricity System” [10] the wind input assessment
methodology was to use a time series generated from
statistical manipulation of historic wind power plant data.
The system assessment methodology was generating system
simulation using a proprietary system dynamic model. The
study findings were that fuel cost and CO2 savings up to a
1500MW wind power penetration in the Republic of Ireland
(ROI) system were directly proportional to the wind energy
penetration. It found that while wind did reduce overall
system operation costs it could lead to a small increase in
operating reserve costs: 0.2 €/MWh for 1300 MW wind and
0.5 €/MWh for 1950 MW of wind.
Two case studies from UK were taken in review: the
ILEX/Strbac report from 2004 [11] and Strbac et al 2007
[12]. Regarding reserve requirements, extra plant may be
needed if the existing capacity is insufficient, but the
amounts involved are very modest – around 5% of the wind
plant capacity, at the 20% penetration level (% of gross
demand). Estimates of extra reserve costs from [13] used
market costs, which may be expected implicitly to include a
capital recovery element. A value of £2.38 per MWh of wind
produced for 10% wind penetration is used, rising to
£2.65/MWh at 15% and £2.85/MWh at 20% penetration.
Historically, transmission costs have been driven by a north-
south flow from thermal generators located predominantly in
the north, to demand in the south. With significant wind
resources in Scotland and off the North West and North East
of England and North Wales coasts, it is possible to envisage
scenarios where this pattern of flows endures, increasing the
requirement for transmission reinforcement and the level of
transmission losses. Alternatively, if onshore wind
generation were developed across Great Britain and included
the offshore wind resources around the England and Wales
coast, then transmission reinforcement costs could be
significantly smaller. In [13] costs of between £275m and
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£615m to accommodate 8 GW of wind, i.e. between £35/kW
and £77/kW, were found. In [11] the effects of connecting
wind power plants at various locations across the country on
the transmission reinforcement cost were considered. This
included the impact of the locations of new conventional
plant and decommissioning of existing generation. The range
of cost was found to be between £1.7b and £3.3b for 26 GW
wind (£65/kW to £125/kW of wind capacity). Lower values
correspond to scenarios with dispersed wind generation
connections, with significant proportions of offshore wind
around the England and Wales coast, while the higher values
correspond to the scenarios with considerable amount of
wind being installed in Scotland and North of England. For a
small level of wind penetration the capacity value of wind is
roughly equal to its load factor, approximately 35%. But as
the capacity of wind generation increases, the marginal
contribution declines. For the level of wind penetration of 26
GW, about 5GW of conventional capacity could be
displaced, giving a capacity credit of about 20% (for a future
UK system 70GW peak load and a 400TWh energy demand,
and a 35% load factor of wind).
Consequences of 6000 MW offshore wind power for the
150/380 kV grid of the Netherlands were determined by a
load flow study. This showed that additional voltage control
equipment is required and that a limited number of lines have
to be upgraded. Investment costs to the grid were estimated
at 344-660 ME, depending on location/scenario (about 4% of
est. total investment for 6 GW wind) [14].
For Portugal, in the overall period 2005 – 2010, the
investment directly attributable to renewables, mostly for
wind parks, will total 200 Million €. These numbers do not
consider the investment of the wind park main substation nor
the direct line to the transmission network connection point,
which are built by the promoter. A study carried out in 2004
by the Portuguese TSO (REN) showed a danger of instability
in Portugal + Spain following a short circuit in certain
locations of the transmission network. At this moment, REN
and its Spanish counterpart REE are completing a second and
more detailed joint study with higher wind targets (5100 MW
in Portugal and 20000 MW in Spain) that shows also that
possibility. The new grid codes with fault ride through were
proved to be required, at least at certain parts of the grid.
Different studies, [15-16], were carried out by Spanish and
Portuguese TSOs REE and REN to determine the maximum
wind power capacity that the Iberian grid could handle.
Specifically, the integration of existing wind turbine
technologies and future modifications were studied under
different scenarios (demand, wind energy production and
different degrees of adaptations of new wind turbine and
wind power plant technologies). Two scenarios were studied
with 17500 MW of installed wind power. Its major
conclusions were that with 75% of wind power technically
adapted, transient stability was supported for 14000 MW
wind power production in a peak demand scenario and 10000
MW wind power production in a valley one. The importance
of future 400 KV D/C interconnection line with France was
highlighted. In the Spanish case, wind power development
has imposed new connecting and operating rules, being the
connection and reinforcement costs paid by wind power
plants (from the wind power plant to the electrical
substation). On the other hand, this has provoked an updating
in connecting requirements, protection equipment, remote
metering and control, resolution of constraints or wind power
plant clustering. Obviously, transmission network must be
updated as well; the investment 2200 Million €, not only
attributable to renewable, has been estimated by REE for the
overall period 2006 – 2010. In terms of investments due to
wind energy, it is difficult to obtain the figures for the
Spanish case, since grid reinforcements and new lines are
needed for wind power plants and other clients (electrical
demand growing rates have been high in the last years).
The impact of wind power on system adequacy for one
region in Norway was reported in [17]. The impact is
assessed using data from a real life regional hydro-based
power system with a predicted need for new generation
and/or reinforcement of interconnections to meet future
demand. Wind power will have a positive effect on system
adequacy. Wind power contributes to reducing the LOLP and
to improving the energy balance. Adding 3 TWh of wind or
3 TWh of gas generation are found to contribute equally to
the energy balance, both on a weekly and annual basis. Both
wind and gas improve the power balance. The capacity value
of gas is found to be about 95 % of rated, and the capacity
value of wind about 30 % at low wind energy penetration
and about 14 % at 15 % penetration. The smoothing effect
due to geographical distribution of wind power has a
significant impact on the wind capacity value at high
penetration.
The first Minnesota Dept. of Commerce/Enernex Study
(2004) [18], estimated the impact of wind in a 2010 scenario
of 1500 MW of wind in a 10 GW peak load system. Three
year data sets of 10-minute power profiles from atmospheric
modeling were used to capture geographic diversity. Wind
plant output forecasting was incorporated into the next day
schedule for unit commitment. Extensive time-synchronized
historic utility load and generator data was available. A
monopoly market structure, with no operating practice
modification or change in conventional generation expansion
plan, was assumed. Incremental regulation due to wind was
found to be 8 MW (at 3? confidence level). Incremental
intra-hour load following burden increased 1-2 MW/min.
(negligible cost). Hourly to daily wind variation and
forecasting error impacts are the largest cost items. A total
integration cost of $4.60/MWh was found, with $0.23/MWh
representing increased regulation costs, and $4.37 due to
increased costs in the unit commitment time frame. A
capacity credit of 26%-34% was found with a range of
assumptions using the ELCC method.
The second Minnesota Dept. of Commerce/EnerNerx study
(2006) [19] took as a subject power system a consolidation
of four main balancing areas into a single balancing area for
control performance purposes. Simulations investigating
15%, 20%, and 25% wind energy penetration of the
Minnesota balancing area retail load in 2020 were conducted.
The 2020 system peak load is estimated at 20,000 MW, and
the installed wind capacity is 5700 MW for the 25% wind
energy case.  Three years of high resolution wind and load
data were used in the study. The cost of wind integration
ranged from a low of $2.11/MWh of wind generation for
15% wind penetration in one year to a high of $4.41/MWh of
wind generation for 25% wind penetration in another year,
compared to the same energy delivered in firm, flat blocks on
a daily basis. These are total costs and include both the cost
of additional reserves, and cost of variability and day-ahead
forecast error associated with the wind generation. The cost
of the additional reserves attributable to wind generation is
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included in the wind integration cost. Special hourly runs
were made to isolate this cost, which was found to be about
$.11/MWh of wind energy at the 20% penetration level. The
remainder of the cost is related to how the variability and
uncertainty of the wind generation affects the unit
commitment and market operation. In the study, the
Minnesota balancing authority was assigned responsibility
for all the reserves and intra-hour resources for balancing. At
the hourly level, the day-ahead markets and in-the-day re-
dispatch at the hourly level were administered by MISO for
the entire footprint, with an assumed 2020 peak load in
excess of 120 GW. Since the real-time market actually
operates on five-minute increments, further efficiencies
could be obtained if it were assumed that out-of-state
resources were available to balance within the hour. Capacity
values were investigated and ranged between 5% and 20%
for the scenarios studied.
The NYSERDA/GE Energy Study for the New York ISO
was completed in 2005 [20]. It estimated the impact of wind
in a 2008 scenario of 3300 MW of wind in a 33-GW peak
load system. Wind power profiles from atmospheric
modeling were used to capture statewide diversity. The study
used the competitive market structure of the NYISO for
ancillary services, which allows determination of generator
and consumer payment impacts. For transmission, only
limited delivery issues were found. Post-fault grid stability
improved with modern turbines using doubly-fed induction
generators with vector controls. Incremental regulation due
to wind was found to be 36 MW. No additional spinning
reserve was needed. Incremental intra-hour load following
burden increased 1-2 MW/ 5 min. Hourly ramp increased
from 858 MW to 910 MW. All increased needs can be met
by existing NY resources and market processes. Capacity
credit was 10% average onshore and 36% offshore.
Significant system cost savings of $335- $455 million for
assumed 2008 natural gas prices of $6.50-$6.80/MMBTU
were found.
The Xcel Colorado/Enernex Study (2006) [21] examined
10% and 15% penetration cases (wind nameplate to peak
load) in detail for ~7 GW peak load system. Regulation
impact was $0.20/MWh and hourly analysis gave a cost
range of $2.20-$3.30/MWh. This study also examined the
impact of variability and uncertainty on the dispatch of the
gas system, which supplies fuel to more than 50% of the
system capacity. Additional costs of $1.25-$1.45/MWh were
found for the 10% and 15% cases, bring the total integration
costs to the $3.70-$5.00/MWh range for the 10% and 15%
penetration cases.
The CA RPS Integration Cost Project examined impacts of
existing installed renewables (wind 4% on a capacity basis).
Regulation cost for wind was $0.46/MWh. Load following
had minimal impact. A wind capacity credit of 23%-25% of
a benchmark gas unit was found.
4. SUMMARY OF RESULTS ON INCREASED BALANCING
REQUIREMENTS
Summaries for the results for balancing requirements
presented in section 3 are presented in Fig 2 and 3.
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Figure 2. Results for the increase in reserve requirement due to wind power.
German dena estimates are taking into account the day-ahead uncertainty
(for up and down reserves separately). In Minnesota, day ahead uncertainty
has been included in the forecast. For the others the effect of variations
during the operating hour is considered. For UK, Ireland and Sweden the 4
hour-ahead uncertainty has been evaluated separately.
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Figure 3. Results from estimates for the increase in balancing and operating
costs due to wind power. The currency conversion used here is 1 € = 0.7 £
and 1 € = 1.3 US$.
The increase in reserve requirement is mostly estimated by
statistical methods combining the variability of wind power
to that of load. In some studies also the sudden outages of
production is combined to reserve requirements (disturbance
or contingency reserve). For the impact on operation of
power systems, model runs are made and most results are
based on comparing costs of system operation without wind
and adding different amounts of wind. The costs of
variability are also addressed by comparing simulations with
flat wind energy to varying wind energy (for example in US
Minnesota and Greennet Nordic+Germany).
At wind penetrations of up to 30% of system peak demand,
system operating cost increases arising from wind variability
and uncertainty amounted to about 1-4 €/MWh. This is 10%
or less of the wholesale value of the wind energy. It can be
seen that there is considerable scatter in results for different
countries and regions. The following differences have been
remarked:
· Different time scales used for estimating – For UK,
the increased variability to 4 hours ahead has been
taken into account. For US studies also the unit
commitment impact for day-ahead scheduling is
incorporated. For the Nordic countries and Ireland
only the increased variability during the operating
hour has been estimated. For the Greennet study, the
unit commitment and reserve allocation are done
according to wind forecasts but the system makes
use of updated forecasts 3 hours before delivery for
adjusting the production levels.
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· Costs for new reserve capacity investment – For the
Greennet and SEI Ireland studies only incremental
increase in operating costs has been estimated
whereas also investments for new reserves are
included in some results (Nordic 2004)
· Larger balancing areas – The Greennet, Minnesota
2006 and Nordic 2004 studies incorporate the
possibilities for reducing operation costs through
power exchange to neighbouring countries, whereas
Colorado, California, German dena study, Sweden,
UK and Ireland studies analyse the country in
question without taking transmission possibilities
into account. The two studies for Minnesota, US
show the benefit of larger markets in providing
balancing. The same can be seen from the Nordic
2004 results compared with results calculated for
Finland alone. Dealing with large wind output
variations and steep ramps over a short period of
time could be challenging for smaller balancing
areas. Larger power systems make it possible for
smoothing of the wind variability.
As shown in table 1 the interconnection capacity to
neighbouring system is often significant. For the balancing
costs it is then essential in the study setup whether the
interconnection capacity can be used for balancing purposes
or not. A general conclusion is that if interconnection
capacity is allowed to be used also for balancing purposes,
then the balancing costs are lower compared to if they are not
allowed to be used. From first review of methodology the
other important factors identified as reducing integration
costs were aggregating wind plant output over large
geographical regions, and operating the power system closer
to the delivery hour.
5. SUMMARY OF GRID RESULTS
With current technology, wind power plants can be designed
to meet industry expectations such as riding through voltage
dips, supplying reactive power to the system, controlling
terminal voltage, and participating in SCADA system
operation with output and ramp rate control. In areas with
limited penetration, system stability studies have shown that
modern wind plants equipped with power electronic controls
and dynamic voltage support capability can improve system
performance by damping power swings and supporting post-
fault voltage recovery. The results of the studies performed
in Spain and Portugal suggest that at higher penetration
levels, requiring sufficient fault ride through capability for
large wind power plants would be economically efficient.
Grid reinforcements may be needed for handling larger
power flows and maintaining a stable voltage, and is
commonly needed if new generation is installed in weak
grids far from load centers. The issue is generally the same
be it modern wind power plants or any other power plants.
The cost of grid reinforcements due to wind power is
therefore very depending on where the wind power plants are
located relatively to load and grid infrastructure, and one
must expect numbers to vary from country to country. It is
also important to note that grid reinforcements in general
should be held up against the option of curtailing wind or
altering operation of other generation, and these latter
options may in some cases prove to be very cost efficient.
For the grid reinforcement, the reported results in the
national case studies are:
· UK: £65-125 / kW (85-162 €/kW) for 26 GW wind
(20 % energy penetration) and £35/kW- £77/kW for 8
GW of wind
· Netherlands: 60-110 €/kW for 6000 MW offshore
wind
· Portugal: from 53 €/kW (only summing the proportion
related to the wind program of total cost of each grid
development or reinforcement) to around 100 €/kW
(adding total costs of all grid development items) for
5100 MW of wind.
· German dena study results are about 100 €/kW for
36 000 MW wind.
The costs of grid reinforcement needs due to wind power
cannot be directly compared, they will vary from country to
country much depending on location of the wind power
plants relative to load centers. The grid reinforcement costs
are not continuous; there can be single very high cost
reinforcements. Also there can be differences in how the
costs are allocated to wind power – for example, in Portugal
it has been evaluated how much of the new lines are due to
wind power, and only that part of the costs have been
allocated to wind.
6. SUMMARY OF ADEQUACY/CAPACITY CREDIT RESULTS
The capacity credit of wind power answers questions like:
Can wind substitute other generation in the system and to
which extent? Is the system capable of meeting a higher
(peak) demand if wind power is added to the system?
Wind generation will provide some additional load
carrying capability to meet expected, projected increases in
system demand. This contribution can be up to 40% of
installed wind power capacity (in situations with low
penetration and high capacity factor at times of peak load),
and down to 5 % in higher penetrations or if regional wind
power output profiles correlate negatively with the system
load profile.
Results for the capacity credit of wind power are
summarised in Fig 4. Results of capacity credit calculations
show a considerable spread. One reason for different
resulting levels arises from the wind regime at the wind
power plant sites and the dimensioning of wind turbines. For
zero penetration level, all capacity credit values are in the
range of the capacity factor of the evaluated wind power
plant installations. This is one explanation for low German
capacity credit results shown in Fig. 4. The correlation of
wind and load is very beneficial, as can be seen in Fig. 4 in
the case of US New York offshore capacity credit being 40
%.
The wind capacity credit in percent of installed wind
capacity is reduced at higher wind penetration, but depends
also much on the geographical smoothing. This is
demonstrated comparing the cases of Mid Norway with 1
and 3 wind power plants. In essence, it means that the wind
capacity credit of all installed wind in Europe or the US is
likely to be higher than those of the individual countries or
regions, even if the total penetration level is as in the
individual countries or regions. Indeed, this is true only when
assuming that the grid is not limiting the use of the wind
capacity, i.e. just as available grid capacity is a precondition
for allocating capacity credit to other generation.
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Capacity credit of wind power
0 %
5 %
10 %
15 %
20 %
25 %
30 %
35 %
40 %
45 %
0 % 10 % 20 % 30 % 40 % 50 % 60 %
Wind power penetration as % of peak load
C
ap
ac
ity
 c
re
di
t
Germany
Mid Norway 3 wind farms
Mid Norway 1 wind farm
Ireland ESBNG 5GW
Ireland ESBNG 6.5GW
UK 2007
US Minnesota 2004
US Minnesota 2006
US New York on-off-shore
US California
Figure 4. Capacity credit of wind power, results from national studies.
7. CONCLUSIONS AND DISCUSSION
Integration cost can be divided into different components
arising from the increase in the operational balancing cost
and grid expansion cost. The value of the capacity credit of
wind power can also be stated. The case studies summarized
in this paper are not easy to compare due to different
methodology and data used, as well as different assumptions
on the availability of interconnection capacity.
Wind generation may require system operators to carry
additional operating reserves. Wind’s variability cannot be
treated in isolation from the load variability inherent in the
system. From the investigated studies it follows that at wind
penetrations of up to 20% of gross demand (energy), system
operating cost increases arising from wind variability and
uncertainty amounted to about 1-4 €/MWh. This is 10% or
less of the wholesale value of the wind energy. The actual
impact of adding wind generation in different balancing areas
can vary depending on local factors. From first review of
methodology some important factors were identified to
reduce integration costs, such as aggregating wind plant
output over large geographical regions, larger balancing
areas, and operating the power system closer to the delivery
hour.
With current technology, wind power plants can be
designed to meet industry expectations such as riding
through voltage dips, supplying reactive power to the system,
controlling terminal voltage, and participating in SCADA
system operation with output and ramp rate control. Grid
reinforcements may be needed for handling larger power
flows and maintaining a stable voltage, and is commonly
needed if new generation is installed in weak grids far from
load centers. The cost of grid reinforcements due to wind
power is therefore very depending on where the wind power
plants are located relatively to load and grid infrastructure,
and one must expect numbers to vary from country to
country. It is also important to note that grid reinforcements
in general should be held up against the option of curtailing
wind or altering operation of other generation, and these
latter options may in some cases prove to be very cost
efficient. The results from studies in this paper vary from 50
€/kW to 160 €/kW. The grid reinforcement costs are not
continuous; there can be single very high cost
reinforcements. Also there can be differences in how the
costs are allocated to wind power.
Wind generation will also provide some additional load
carrying capability to meet forecasted increases in system
demand. This contribution can be up to 40% of installed
capacity, and down to 5 % in higher penetrations or if local
wind characteristics correlate negatively with the system load
profile. Aggregating larger areas benefits the capacity credit
of wind power.
Wind resources have impacts that have to be managed
through proper plant interconnection, integration,
transmission planning, and system and market operations.
The issues that impact on the amount of wind power that can
be integrated are: aggregation benefits of large areas which
mean using transmission possibilities between countries and
regions as well as large balancing areas; working electricity
markets at less than day-ahead time scales; using and
improving wind forecasting. Transmission is the key to
aggregation benefits, electricity markets and consolidating
balancing areas.
Integration costs of wind power need to be compared to
something, like the production costs or market value of wind
power, or integration cost of other production forms. It is
important to note whether a market cost has been estimated
or whether the results refer to technical cost for the power
system. There is also benefit when adding wind power to
power systems: it reduces the total operating costs and
emissions as wind replaces fossil fuels. In this summary only
the cost component has been analysed. For high penetration
levels of wind power, the optimisation of the integrated
system should be explored. Modifications to system
configuration and operation practices to accommodate high
wind penetration may be required. Not all current system
operation techniques are designed to correctly incorporate
the characteristics of wind generation and surely were not
developed with that objective in mind. For high penetrations
also the surplus wind power needs to be dealt with, e.g. by
increased system flexibility, transmission to neighbouring
areas, storage (e.g. pumping hydro or thermal) or demand
side management. There is a need to assess wind power
integration at the international level, for example to identify
the needs and benefits of interconnection of national power
systems.
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Summary 
This paper presents current and future challenges for the integration of wind power into the grid using short-
term predictions. This includes the currently running virtual laboratories of the EU project POW’WOW as well 
as the research methodology of the soon-to-start EU projects ANEMOS.PLUS and SafeWind, which aim to 
develop advanced tools for the management of electricity grids with large-scale wind generation and to get a 
better handle on extreme events. Focus in ANEMOS.PLUS is given to functions such as optimal scheduling, 
reserves estimation, bottleneck management, storage management and also optimal trading in electricity 
markets. For all of them, short-term forecasting as well as uncertainty estimation plays a major role. 
However, this information is not yet fully integrated in daily practices. The aim is thus to propose advanced 
tools for the above functions that integrate the full information on the expected wind generation. In order to 
demonstrate the value of these tools for end-users, demonstration projects in eight European countries 
including Denmark are defined. SafeWind on the other hand is a project more focussed on research, 
especially research in extreme events. Those can be extreme winds, but also extreme forecast errors, 
requiring an extraordinary amount of reserve capacity. In order to help forecasters to estimate their models 
against the state-of-the-art models, a Virtual Laboratory for short-term prediction has been instantiated under 
the POW’WOW project.  
 
 
Introduction 
Wind energy high penetration grids 
Nowadays, wind power has an increasing share in the 
electricity generation mix in several European countries 
with Germany, Denmark and Spain witnessing already a 
high wind-energy penetration. Due to the fluctuating 
nature of the wind resource, the large-scale integration of 
wind power causes several difficulties in the operation 
and management of a power system. This paper focuses 
on larger time scales ranging from few minutes to hours 
or days. When it comes to large-scale wind integration 
one has to consider as given the different wind turbine 
technologies already connected to the grid. Wind 
integration can then be enhanced by bringing 
Information and Communication Technologies and 
Intelligence in the decision processes related to the 
power system management.  
 
Often, a high level of reserves is allocated to account for 
the variability in wind production, thus reducing the 
benefits from the use of wind energy. Today it is widely 
recognized by end-users such as Transmission System 
Operators (TSOs), independent power producers, 
utilities a.o. that forecasts of the power output of wind 
farms a few hours up to few days ahead contribute to a 
secure and economic power system operation. Increasing 
the value of wind generation through the improvement of 
prediction systems’ performance is one of the priorities 
in wind energy research needs in the last years and is 
expected also to be one in the future1,2,3. This is 
especially true for the reduction of extreme errors, which 
can bring down the entire system. In March 2005, the 
UTCE1 published recommendations for "Seven Actions 
for a Successful Integration of Wind Power into 
European Electricity Systems". Among them, the 
necessity is stressed for further research in the area of 
improved forecasting tools for wind generation.  
 
From weather prediction to end-use at client 
Producing and using wind power forecasts operationally 
is a complex issue. The whole chain contains 
• the data acquisition and transmission process, 
• the production of numerical weather predictions 
by meteorological models, 
• the production of forecasts and uncertainty 
estimates for the power output of wind farms, 
• the use of these forecasts in the decision making 
process of the operators, 
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The ANEMOS.plus Project Team contains members  
• from research institutes: ARMINES/Ecole des Mines 
de Paris, Danish Technical University, CENER, 
ICCS/NTUA, INESC Porto, RISOE, University Carlos 
III of Madrid, University College of Dublin, University 
of Antilles,  
• and industrial partners: Overspeed, Energy & Meteo 
Systems, Enfor, ACCIONA, EDF, EIRGRID, DONG 
EWE, PPC, REE, REN, SONI, Vattenfall.  
• the application of these decisions in practice 
and the evaluation of their impact on the power 
system economics and security.   
1 The "Union for the Co-ordination of Transmission of Electricity" 
(UCTE) is the association of transmission system operators in 
continental Europe, providing a reliable market base by efficient 
and secure electric "power highways". 
 
It is not obvious how to apply and integrate the 
forecasting information into the day-to-day operation of 
power systems. The integration of wind generation itself 
in a power system is highly dependent on how system 
operators will be able to adapt their management 
practices to account for the intermittent nature of wind. 
Traditionally, system operators manage the power 
system based on forecasts of the electricity demand. 
Demand is highly predictable due to periodicities related 
to the human activity and to high smoothing effects from 
individual consumptions (typical errors in predicting 
demand in interconnected systems are less than 5%). For 
this reason, power system management tools (i.e. unit 
commitment, economic dispatch etc) are in general 
based on deterministic approaches and thus not 
appropriate when high amount of intermittent resources 
are considered in the process. Applying wind power 
prediction results in the daily work of TSOs, energy 
suppliers and traders is far from straightforward. It 
requires the development of a stochastic optimization 
paradigm, which is technically challenging and will 
require a change of operators’ attitudes and practices.  
 
By integrating advanced wind power forecasts and 
information on their uncertainty in the power system key 
management functions, the ANEMOS.PLUS project aims 
to provide new intelligent management tools for 
addressing the variability of wind power. The objective 
is to demonstrate the applicability of such management 
tools at an operational level for managing wind 
generation in power systems and for participating in the 
electricity markets.   
 
State of the Art 
The “Anemos” Wind Power Prediction System 
A number of leading institutes in the area of wind power 
forecasting have launched in 2002 the 4-year EU 
Research and Development (R &D) project ANEMOS, 
which aimed at improving the available technology. 
Forecasting solutions were developed to meet a variety 
of end-user requirements (i.e. different time and 
geographical scales, reliability and robustness of 
operational tools, uncertainty estimation etc) and types 
of applications (management of the power system, 
bidding in an electricity market).  
 
The project has produced an advanced pilot wind power 
forecasting system, called ANEMOS, able to run 
operationally for predicting wind power at single wind 
farm scale as well as on a regional/national scale. A 
major contribution of the ANEMOS project in the area 
of wind forecasting was the development of the first 
operational approaches for on-line uncertainty estimation 
of wind predictions and also the so-called risk indices 
explained below. The prediction models together with 
the uncertainty tools provide the necessary information 
(but not yet the tools) needed for advanced decision 
making procedures for the optimal integration of wind 
power.  
 
The ANEMOS wind forecasting technology makes 
extensive use of Information and Communication 
Technology since the various wind power prediction 
models, the meteorological forecasting models, the data 
acquisition systems data bases, the user interfaces can be 
distributed. Communication capabilities are enabled 
through internet. 
 
Wind Power Forecasting and Uncertainty 
The state of the art in wind power forecasting has been 
pushed forward during the EU funded ANEMOS project 
(see www.anemos-project.eu). Usually, the forecast 
starts with Numerical Weather Prediction (NWP) from a 
meteorological institute and online data from the 
targeted wind farm. Then, either using physical 
considerations or statistical adaptive tools, a horizon-
dependent connection is made between the NWP wind 
speed and direction input on the one hand, and the 
measured power output on the other hand. The estimated 
power curve is used to forecast up to the horizon of the 
NWP model output. ANEMOS contributed to the state 
of the art with improved statistical estimation methods, 
improved physical parameterisations and downscaling, 
dedicated models for offshore use, and better upscaling 
algorithms for regional forecasts.  
 
The ANEMOS project has also provided appropriate 
approaches to estimate on-line the uncertainty of wind 
forecasts. The adapted resampling approach based on 
statistics and fuzzy logic provides an estimation of the 
whole distribution of wind generation in the next hours 
as shown in Figure 1. Moreover, the project proposed 
new tools, such as risk indices based on ensemble 
weather predictions, able to predict the level of error for 
the next hours. The wind power uncertainty is also 
assessed using an optimal combination of various short-
term prediction models or models fed by different NWP 
models. Direct quantile forecasts were developed4 that 
directly (based on either a simple NWP input or an 
ensemble of NWP inputs) estimate the quantiles of the 
likely wind power distribution. The use of ensemble 
predictions has also been used to yield direct estimation 
of the quantiles of the predicted wind power5. Although 
the probabilistic approaches open up for an alternative to 
wind power forecasts, they have not been fully utilised 
by end-users yet. 
 
ANEMOS has also developed an industrial strength 
plug-in architecture and platform allowing the 
integration with existing Energy Management Systems 
installed at utilities. 
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Figure 1: Example of forecasts for the next 48 hours 
compared to measured values. Prediction intervals for 
various levels of confidence are displayed. Intervals are 
estimated with the adapted resampling approach. 
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Management of Power Systems 
Power systems are traditionally operated on a 
deterministic way.  For instance, Economic Dispatch and 
Unit Commitment are based on accurate load forecasts 
considered to be perfect.  Reserves are carried in case of 
a loss of generation. In spite of great advances in wind 
forecasting there are relatively large forecast errors that 
need to be managed. As wind penetration levels rise, 
these errors would dominate other error sources (i.e. load 
forecasting errors). Therefore it will be necessary to 
account for them inside the unit commitment and 
economic dispatch algorithms. Wind penetration levels 
at this time are only starting to have a major impact and 
the state of the art is to simply carry additional reserves. 
Quantifying these additional reserves is not trivial and 
considerable research work has been recently done in 
this field6. The challenge now is to integrate wind farm 
output forecasts and information on their uncertainty into 
the unit commitment and economic dispatch algorithms.   
 
The use of storage capabilities provides an interesting 
approach to increase the profits of wind generation 
plants in electricity markets. The definition of the 
combined wind-hydro-pumping strategy leading to the 
maximization of trading profits needs wind power 
forecasts and market prices for the next hours as well as 
grid restriction information. Research work has already 
been developed in this field by using optimised 
approaches and techniques able to identify the 
operational pumping, wind-hydro generation strategy for 
each hour in a daily time horizon9, 7. This approach has 
been initially designed for a single cluster of wind parks 
together with a hydro pumping station and has latter 
been extended to several clusters of wind parks and 
several hydro pumping power stations in a network area. 
 
The combined wind energy storage techniques can also 
be used to solve operational restriction related with 
congestion management in some network areas or to 
allow the integration of large amounts of wind 
generation in isolated grids, by storing wind energy 
during the valley hours and delivering it back to the grid 
during peak hours. Such a management always requires 
a wind forecast to deal properly with the available 
storage limits. 
 
The assessment of the uncertainty in these forecasts 
plays here also an important role. Research works have 
also been developed to identify robust operational 
strategies regarding this issue. Namely Monte Carlo 
techniques have been used so far to deal with this 
problem. Results from the ANEMOS project have shown 
that uncertainties in wind predictions depend on several 
factors such as the terrain complexity, the meteorological 
conditions, the time of the year, the spatial and temporal 
resolution of the NWP system considered, the level of 
predicted power, the spatial smoothing effect of wind 
farms etc. By developing a synergy with the area of wind 
power forecasting in the frame of the ANEMOS.PLUS 
and SafeWind projects it will be possible to consider 
realistic information in these functions. This is a 
necessary condition to evolve towards operational tools.  
 
A Virtual Laboratory to establish the 
state of the art 
As development and operational use of forecasting 
solutions take more and more importance in the wind 
energy sector, the consortium of the European 
Coordination Action ‘Prediction of Wakes, Waves and 
Offshore Wind’ (POW’WOW) has taken the initiative of 
setting up a Virtual Laboratory (ViLab)8. The related 
objectives are to stimulate research efforts in this field, 
to tighten the collaboration between forecasters and 
forecast users, as well as to follow and communicate the 
state of the art in short term prediction of wind 
generation.  
 
More and more research organizations and companies 
invest efforts in the development of operational tools for 
the short-term prediction of wind power production. The 
relevant and common forecast length of these tools is up 
to 48- or 72-hour ahead, corresponding to the needs of 
forecast users for management or trading purposes. A 
state of the art on wind power forecasting has been 
published by Giebel et al9. Such forecasting systems are 
fully recognized as a cost effective solution for an 
optimal integration of wind generation into power 
systems. TSOs, wind farm operators, and traders among 
others, usually rely on a unique or on several forecasting 
systems for making optimal decisions. 
 
In the frame of the European Coordination Action 
‘Prediction of Waves, Wakes and Offshore Wind’ 
(POW’WOW, see powwow.risoe.dk) an initiative is 
undertaken  consisting of setting up a Virtual Laboratory 
(ViLab) for the evaluation of state-of-the-art prediction 
methods and systems, in addition to stimulating 
collaborative research in the field of wind power 
forecasting. It can be seen as a follow-up of the 
benchmarking exercise carried out in the frame of the 
European project ANEMOS, in which more than 10 
prediction systems have been evaluated on a variety of 
test cases with different terrain characteristics and wind 
climatologies, see eg. 10.  
 
By setting up the ViLab, the main scientific and 
technological objective is to promote the evaluation of 
operational methods and systems for the short-term 
prediction of wind generation in order to follow and 
stimulate the advances in this area. Since wind 
predictions provided by meteorological offices are the 
principal input used by the various prediction methods, it 
is also crucial to evaluate the quality of the wind 
forecasts used as input. A second objective is to 
disseminate results that can help the wind energy sector 
to have a better appraisal of the state of the art in short 
term forecasting. Through the ViLab, forecasters will 
have the opportunity to test their models on wind farms 
representing a set of representative environments and 
forecasting conditions, for which a large quantity of high 
quality data would be made available. They can also 
compare the performance of their prediction models 
against other participants. This will permit to identify 
advantages and drawbacks of rival methodologies and to 
point towards the necessary scientific and technological 
developments in the field. Another advantage for these 
participants is to be included in the dissemination actions 
of the POW’WOW project eg. web page, presentations, 
workshops, etc. 
 
The essential dates for the ViLab benchmarking exercise 
are the 1st June 2007 for its starting data, and the 30th 
April 2008 as the deadline for the forecasters 
participating in the ViLab to provide their final results. A 
commitment of the POW’WOW consortium will finally 
be to compile, analyse and communicate these results, in 
parallel to defining directions for further research in 
wind power forecasting. 
 
Scientific and technical objectives of 
ANEMOS.PLUS 
The ANEMOS.PLUS project aims to bring to the day-to-
day practice of key end-users (such as TSOs, Utilities, 
Independent Power Producers, Energy traders) advanced 
tools in order to help them managing wind power in an 
optimal way. Demonstration cases with already high 
wind penetration are selected in order to have a realistic 
environment to prove the viability of the proposed new 
technology. The scientific and technical objectives of the 
project are described hereafter: 
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Figure 2: The ANEMOS.PLUS project aims to enhance 
the synergy between wind power forecasting and power 
system management functions. 
 
 
1. Reliability, Ergonomy and Monitoring in Wind 
Power Forecasting. Embedding into the energy 
data management and the planning procedures 
used by grid operators, power plant operators 
and energy traders. 
 
Experience with the operation of hybrid wind power 
prediction systems shows that end-users require:  
 Highly accurate forecasts 
 100% reliable delivery of forecasts 
 full compatibility with energy management 
systems 
 smooth embedding into decision 
procedures 
 
The first item has been thoroughly addressed by the FP5 
ANEMOS project where a considerable research effort 
has been put into the improvement of wind power 
predictions. The remaining items are of equal importance 
to meet the high standards of operational availability 
commonly used in the energy industry. Especially 
reliability is compromised by various factors such as the 
availability of communication with SCADA systems 
providing input measurements, the availability of NWP 
provided by weather services, the reliability of the 
computing infrastructure etc. The ANEMOS.PLUS 
project will focus on the development of techniques 
permitting to detect such situations and restore missing 
information using rule-based intelligent approaches. The 
ergonomy and the transferability of the prediction 
systems in general, and of the ANEMOS pilot system in 
particular, will be studied in collaboration with end-users 
and the graphical user interfaces will be adapted 
accordingly. 
 
2. Operational probabilistic wind power forecasts 
and prediction risk for use in decisional 
processes. 
 
In the frame of the FP5 ANEMOS project various wind 
power prediction models were developed covering a 
wide range of end-user requirements. In the 
ANEMOS.PLUS project, the Anemos platform will be 
extended to integrate probabilistic models like models 
based on Numerical Weather Predictions ensembles. A 
priority is to extend uncertainty estimation tools for the 
case of regional forecasting for which no models exist 
today (uncertainty estimation focus on single wind farm 
predictions). This is a major requirement by end-users 
such as TSOs that manage regional/national grids.  
 
The ANEMOS.PLUS project aims to provide operational 
modules for the "prediction risk indices" developed and 
evaluated in the frame of Anemos. These indices permit, 
together with power predictions and their intervals, to 
develop decision support tools to manage or trade wind 
power.    
 
3. Demonstration of new operational tools for 
intelligent power system management 
 
As mentioned above, the available deterministic 
software tools for the optimal scheduling of conventional 
power plants are not appropriate when considering an 
energy mix with high share of intermittent sources. 
Current Unit Commitment or Economic Dispatch 
algorithms consider wind as a "negative load" and 
foresee usually a fixed margin to account for wind 
variability. In cases of high penetration, operators often 
consider high reserve margins leading to a less economic 
operation of the power system. This reduces the benefits 
from wind energy. 
 
The ANEMOS.PLUS project aims to develop and 
demonstrate new operational tools appropriate for the 
case of large-scale wind penetration for key power 
system management functions like unit commitment and 
economic dispatch. As mentioned above, the challenge 
now is to integrate wind forecasts and their uncertainty 
into these functions; to switch from wind "variability" 
towards wind "predictability". This will require a 
reframing of the objective. The state of the art is to 
maximise social welfare subject to the constraints, where 
a deterministic approach is taken. With large levels of 
wind power a more pertinent question will be to 
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maximise the expected social welfare subject to the 
constraints both deterministic and stochastic. It is this 
last question that will require careful consideration in 
ANEMOS.PLUS. 
 
In the demonstration case studies considered in the 
project, the developed tools will run operationally at the 
control centres and in parallel to the existing Energy 
Management Systems (EMS). The management tools of 
ANEMOS.PLUS will provide their output in a 
"consultative" way to the operators. It would be 
unrealistic to propose to replace the existing 
management functions in the existing EMSs. This can be 
potentially an objective after the demonstration phase of 
the ANEMOS.PLUS project. The monitoring of the 
ANEMOS.PLUS tools during the demonstration phase 
will permit to quantify the advantages of the new 
methods compared to the existing ones on a set of 
predefined criteria (robustness, cost of system operation, 
CO2 savings etc). The aim of the project is to improve 
the operational costs, fuel savings and CO2 savings by at 
least 10% compared to the actual EMS technology.  
 
In this project emphasis is given in autonomous systems 
or systems with weak interconnection. In the first case 
belong the systems of islands where wind generation 
contributes to fuel displacement. In several European 
islands like in Greek ones (Crete, Cyclades etc), French 
(Guadeloupe, Corsica etc), Portuguese (e.g. Azores) and 
others, wind energy appears to be an attractive 
alternative to conventional generation. However, when it 
comes to large shares of wind penetration, which can be 
quickly attained in a small grid, it is necessary to assist 
operators in their management task through advanced 
prediction and scheduling tools. The case of the grids of 
Republic of Ireland and Northern Ireland-UK is also 
examined here. Both systems face increasing wind 
integration and the need for operational solutions to 
manage the combined system. 
 
4. Advanced tools for managing secondary and 
tertiary reserves   
 
In large interconnected grids with high wind penetration 
it is of primary importance to use wind power forecasts 
to estimate the necessary reserves required to operate 
safely the system and to meet demand. In practice 
operators apply the UCTE criteria for defining reserves. 
However, these are deterministic ones and do not take 
necessarily into account situations with large penetration 
from intermittent sources.  
 
The work on the estimation of reserves and on wind 
predictability in the frame of this project is expected to 
provide useful input in the development of efficient 
balancing mechanisms by TSOs. The integration of large 
shares of wind generation requires an increase in the 
amount of reserves that are needed to balance generation 
and consumption according to the different time frames 
defined by the UCTE criteria. 
 
Developing new techniques for the on-line definition of 
the reserve needs within each control area, taking into 
account the risk indices of the forecasts for each time 
horizon of interest, will be one the tasks of the project. A 
minimization of the reserve amounts needs to be 
developed taking into account the mentioned forecast 
risk indices. This will allow a decrease in the balancing 
costs that result from the integration of wind generation. 
Fuzzy techniques can be applied to deal with this 
problem.  
 
A decision making tool able to deal with different risk 
strategies and risk aversion levels that the system 
operators may adopt, will be developed for the 
management of secondary and tertiary reserves. Hydro 
storage capabilities will be exploited for this purpose. It 
will be tested and demonstrated during the project in 
control areas characterized by large amounts of wind 
energy penetration (cases of Portugal / Spain).  
 
5.  Congestion management in large power systems 
as well as local grids 
 
Areas with high wind potential are often areas with very 
low energy consumption. The medium voltage grids are 
not built for the transport of these enormous wind 
capacities. In high wind situations the limit of the grid 
capacity can be reached so that at certain grid points 
congestions can occur.  Today wind power predictions 
are not used in load flow calculations or daily congestion 
forecasts. The standard practice is to enforce the grid by 
building new power lines and connectors based on the 
worst-case scenarios of maximum wind power 
production combined with low power consumption.  
 
Often the erection of new grid lines is not realized due to 
high costs and, primarily, time-consuming building 
permits with planning periods of up to 10 years. This 
leads to curtailment of wind power production by 
shutting down wind farms on demand to ensure grid 
stability restricted connection of new wind farms to the 
grid in areas with frequent congestions 
 
Connecting the wind power forecast to the load flow 
calculations will be the major task for an improved 
integration of wind power at this grid level. This will 
allow more realistic load flow predictions and increase 
the capacity of the grid.  
 
The grid can be used more efficiently with a higher 
penetration of wind energy while at the same time the 
high security standard of the grid is kept. Consequently, 
grid enforcements and extensions can be minimised or 
even avoided. In addition, the assumption of a maximum 
wind power production together with a minimum load is 
unrealistic, e.g. storms occur mainly in winter where the 
load is typically higher than average.  
 
Hence, the integration of intermittent wind power into 
grid management leads to: 
o reduced curtailments of wind power  
o allows for new wind farm installations (or 
repowering) in areas with high penetration 
 
 
6. Decision making tools for optimal trading of 
wind power in electricity markets with advanced 
strategies based on forecasts and prediction risk.    
 
A major application of wind power forecasts concerns 
the electricity trading by wind power producers 
participating in a liberalised market. Together with 
information on the uncertainty of the forecasts, strategies 
can be developed to reduce financial risks from 
imbalances induced by forecast errors. Imbalance costs 
reduce the revenues of wind farm owners, having a 
direct impact on the economic efficiency of their 
investment. Understanding the behaviour of wind energy 
actors in liberalised markets is also a key point important 
for TSOs. In fact, TSOs may conceive wind farms bids 
as forecasts for the next hours. However, such forecasts 
might be biased whether motivated by economic criteria 
and do not necessarily represent the best objective guess 
such as provided by weather forecasts. 
 
The use of storage capability provides an interesting tool 
for trading wind energy in electricity markets, allowing 
the displacement of wind energy from low-load hours to 
peak hours where energy is more expensive. The 
definition of the optimum combined wind-hydro-
pumping strategy needs forecasts about wind power 
generation and market prices for the next hours. 
 
This project proposes to use an operational tool input by 
wind power forecasts and the electricity costs. It will 
provide to the power producers trading scenarios for the 
energy market (daily and intra-daily markets) based on 
alternative bidding strategies. These strategies will 
account for the uncertainty, prediction risk and storage 
options. The efficiency of each alternative strategy will 
be monitored as a function of the effective wind 
production, prediction errors, electricity prices and 
imbalance penalties.    
 
7. Implement tools for optimal management 
coordination of storage and wind power 
forecasting technology in managing wind 
intermittency. 
 
In grids with storage potential, wind power forecasts 
could be used for optimizing the assignment of different 
storage devices like hydro dams or pump-storages. In 
conventional systems, utilities perform storage 
coordination and planning (e.g. for dams) taking into 
account forecasts of the demand and of water inflows. 
Nowadays it is necessary to demonstrate how wind 
energy can be integrated in the process.   
 
8. An efficient methodology and advanced 
monitoring tools to quantify the benefits from 
large-scale wind integration.   
 
Wind energy is criticised at various levels. As an 
example it is mentioned that additional reserves, required 
to compensate intermittency, may result to higher CO2 
emissions. When it comes to large-scale wind integration 
and one has to modify well-established operation 
practices, there are impacts at different levels that are 
difficult to evaluate. The project aims to develop a 
detailed evaluation methodology to quantify the impact 
of wind integration in the various demonstration cases, 
i.e. in terms of CO2 emissions, power system security, 
monetary benefits from fuel saving etc.   
 
9. Standardization of wind power output 
forecasting technology.  
 
Further standardization of the emerging wind power 
forecasting technology has to be carried out. Benefits for 
TSOs from using a standardized forecasting system 
output in view of exchanging information about wind 
production at a European level have to be evaluated (for 
example in the frame of UCTE).  
 
 
Figure 3: Added value of the ANEMOS.PLUS project.  
 
The added value of the project compared to the current 
state of the art is shown pictorially in Figure 3. The 
project will contribute in maximizing the benefits of 
modern power systems from the use of wind power 
forecasts and appropriate management tools accounting 
for the wind intermittency. An advanced forecasting 
system will be fully integrated into the energy data 
management process of different utilities and optimized 
for practical use under the specific requirements of grid 
operation, power plant scheduling, and energy trading.   
 
Two types of tools are designed: the wind power 
forecasting system and the management tools on a highly 
integrated approach welding together the worlds of 
fluctuating wind power and traditional energy systems. 
For reaching this goal, technical demonstrations are not 
sufficient. The use and integration of the needs and 
knowledge of daily users like operators and traders are 
key parts of this project.  
 
SafeWind 
 While ANEMOS.PLUS is a project with a large 
demonstration and development part, SafeWind will go 
further into new fields of research. As already mentioned 
above, the integration of wind generation into power 
systems is affected by uncertainties in the forecasting of 
expected power output. Misestimating of meteorological 
conditions or large forecasting errors (phase errors, near 
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cut-off speeds etc), is very costly for infrastructures 
(both the turbines themselves and the electricity grid as a 
whole) and reduce the value of wind energy for end-
users. The state of the art in wind power forecasting 
focused so far on the "usual" operating conditions rather 
than on extreme events. Thus, the current wind 
forecasting technology presents several strong 
bottlenecks. End-users urge for dedicated approaches to 
reduce large prediction errors or predict extremes at local 
scale (gusts, shears) up to a European scale as extremes 
and forecast errors may propagate in space and time. 
Similar concerns arise from the areas of external 
conditions and resource assessment where the aim is to 
minimize project failure. The aim of SafeWind project is 
to substantially improve wind power predictability in 
challenging or extreme situations and at different 
temporal and spatial scales.  
The project concentrates on: using new measuring 
devices for a more detailed knowledge of the wind speed 
and energy available at local level; develop strong 
synergy with research in meteorology; develop new 
operational methods for warning/alerting that use 
coherently collected meteorological and wind power data 
distributed over Europe to early detect and forecast 
extreme events; develop models to improve medium 
term wind predictability; develop a European vision of 
wind forecasting taking advantage of existing 
operational forecasting installations at various European 
end-users. Finally, the new models will be implemented 
into pilot operational tools for evaluation by the end-
users in the project.  
 
Conclusions 
Wind energy industry is a success story in Europe. This 
is to a large extent thanks to ambitious research 
programs undertaken in the last decades aiming to 
provide a reliable wind turbines technology and 
solutions for optimising wind integration in power 
systems. As wind penetration increases, new problems 
arise and require new solutions. This is highly 
recognised by the European Commission that supports 
actively projects such as ANEMOS, POW'WOW, 
ANEMOS.plus and SafeWind mentioned here. These 
projects deal with integration of wind energy in power 
systems and focus on improving wind predictability and 
increasing the value of wind energy. They try to put 
together researchers from various disciplines and 
countries in order to exploit synergies and move ahead 
the state of the art. Tightly integrated with the research is 
the exchange of knowledge with the industry through 
demonstration projects that aim to quantify the benefits 
of the innovations proposed.  
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 50 pct. Wind Power in Denmark and Power Market Integration 
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Abstract — This paper presents the results of an extensive 
analysis of how to incorporate 50 pct. wind power in the 
Danish electricity system and what the welfare economic 
costs and benefits will be for Denmark as well as for the 
North European Region. 
 
To estimate the consequences for the development of the 
power system and the costs and benefits of the increased 
wind power, model analysis has been carried out using the 
electricity market model, Balmorel. For this analysis the 
model covers the Nordic countries and Germany. Two 
scenarios have been analysed. In the first scenario, the 
reference scenario, all investments in production capacity 
including wind power is based on market mechanisms. In the 
second scenario, the 50 pct. wind scenario, the investments 
in wind power in Denmark are governed by a target of 
establishing 50 pct. wind power in Denmark in 2025. In the 
second scenario 3500 MW wind power is established on land 
and by 2025 Denmark will have 2900 MW wind power off 
shore. 
 
The calculations result in a welfare economic benefit for 
Denmark of approximately 20 million DKK pr. year on 
average. For the Nordic countries and Germany as a whole, 
the benefit is 660 million DKK pr. year on average. This 
benefit is dependent on a welfare economic discount rate of 
3%. The welfare gain takes into account costs of additional 
infrastructure, trade effects, savings on fuel consumption, 
investment and operating costs on plants as well as reduced 
consumption of CO2 quotas, and the damaging effects of 
NOx and SO2 emissions.  
 
Index Terms — Mathematical market modelling, System 
analysis, Wind power integration. 
1. INTRODUCTION 
In January 2007 the Danish Government published its 
proposal for an energy policy for Denmark “A visionary 
Danish energy policy”. The long term goal is to make 
Denmark independent on fossil fuels and the proposal 
includes an aim for 2025 of doubling the share of renewable 
energy in the energy supply to 30 pct. In the proposal it is 
mentioned that an important contribution could come from 
doubling the wind power capacity to 6.000 MW in 2025 thus 
covering 50 pct. of the Danish power demand. 
 
According to the Danish policy proposal essential 
contributions could come from: 
 
• A doubling of wind power capacity from approx. 
3,000 MW to 6,000 MW. 
• Approx. 50% of electricity demand in Denmark 
supplied by wind turbines in 2025. 
• 500 – 1,000 offshore wind turbines producing 
electricity equivalent to consumption in 
Denmark’s residential sector. 
 
A number of questions arise on the future increase in wind 
power capacity in Denmark: 
 
• How is it possible to technically integrate a 
greater amount of wind power into the Danish 
electricity system? 
• What are the consequences for the North 
European electricity market and for security of 
supply? 
• Which drivers and barriers do investors in 
Denmark encounter compared to the investment 
climate in other countries? 
• What are the costs and benefits of a target of 50% 
wind power in 2025? 
 
In this paper, emphasis is given to the final question, i.e. 
determining the costs and benefits of 50 pct. wind power in 
Denmark in 2025. Additionally, scenarios with 30% and 
40% have been analyzed for comparison.  
The model assumptions and simulations are also used to 
discus the value of wind power capacity in the Nordic 
electricity system, and the cost of wind power integration.  
The results presented in this paper should be viewed in 
conjunction with results presented in the conference paper 
“50 pct. Wind Power in Denmark – Establishing the 
Necessary Infrastructure” at the Nordic Wind Power 
Conference 2007. This second conference paper details 
suggested steps towards securing adequate infrastructure to 
realize the 50 pct. vision for Danish wind power.  
2. DEFINITIONS AND CLARIFICATIONS 
To be precise, by “50 pct. wind power in Denmark” it should 
be understood that wind power generation in Denmark, 
should annually equate to 50 pct. of the Danish gross 
consumption (prior to network losses). Denmark is a part of 
an international power market with connections to the Nordel 
power region and to the UTCE system. Power flows across 
Danish are different in each individual hour. The quantity of 
imports and exports are extensively influenced by the amount 
of precipitation to which falls in the Norway and Sweden as 
well as by fuel prices, and temperature variations.  
By costs and benefits it is understood to be costs and 
benefits for society as a whole. This implies costs and 
benefits for consumers, generators, system operators and to a 
lesser extent public finances. This includes environmental 
costs which are not priced in the market (externalities).  
3. GENERAL METHODOLOGY 
In order to quantify the costs and benefits of a 50 pct. wind 
power vision for Denmark a number of model simulations 
were performed using the Balmorel model.  
3.1. Socio-economic quantification 
In the analyses, the socio-economic costs and benefits of the 
50 pct. wind power target, as well as the distributional 
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effects, are quantified by comparing a model simulation with 
and without the wind power target.  
The socio-economic effects considered are the total costs 
in the electricity and district heating systems from 
procurement of fuels, operation and maintenance, 
investments etc. Other implications for society are not 
considered and as such this is a partial analysis of the 
electricity and district heating sectors, where the relevant 
agents are producers, consumers, system operators and 
public finances.    
For each year in the calculations, the total costs of the 
system are accounted. Specifically, calculations were made 
on the years 2010, 2015, 2020 and 2025. The yearly costs 
and revenues in the years in-between are interpolated. An 
annual socio-economic discount rate of 3 pct. is employed, 
and the average yearly costs are determined. 
It is important to note, that although in general, perfect 
markets are assumed, with respect to risk premiums and 
required investment returns, a perceived value the market 
demands is used namely 11.75 pct, rather than a socio-
economic interest rate. With respect to risk, a balanced 
investment climate is assumed, which does not favour one 
technology over another. This assumption favours 
investments in risk prone technologies such as technologies 
with a relatively high cost burden from capital costs over 
variable costs.  
In spite of the required annual return on investment being 
just below 12 pct, investment costs are quantified using the 
social discount rate of 3 pct. Investments in generation 
technologies are annualised over an assumed lifetime of 20 
years and then, each annuity value is discounted with the 3 
pct. This implies that if the entire lifetime of the technology 
was represented, the impact on the social accounting issue 
would be the investment cost discounted to the year 2006. 
However, since investments are made which have a positive 
economic benefit beyond the model horizon, the annuity 
values of these years are not included in the social 
accounting.   
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Figure 1: Method of accounting investment costs with short-term costs. If 1 
Euro is invested in 2015 (red), an annuity equivalent is made over 20 years. 
The “annuity payments” which fall within the model horizon are included in 
the overall value calculation (purple), whereas payments after the horizon 
are assumed to be matched by revenues after the horizon (grey). The full 
net-present value (NPV) of the investment (blue) is therefore not included, 
but the perceived NPV within the model horizon is (green).   
Figure 1 illustrates how investments are accounted for in 
the socio-economic problem. The virtue of this method is 
that scrap-values issues are resolved implicitly.  
Investments are made on the basis of profitability in an 
average year of precipitation and electricity consumption. 
Therefore investments in peak load capacity may have been 
overlooked in the optimisation, as the effect of precipitation 
levels in the Nordic region is defining for the level of the 
electricity price.  
4. THE BALMOREL MODEL 
The Balmorel model is a partial equilibrium model covering 
the electricity and combined heat and power (CHP) sectors. 
The model is a linear programming model which by 
interpretation assumes perfect competition. The objective 
function maximizes the social-surplus, subject to technology 
constraints and policy (i.e. taxation) distortions. This 
corresponds to the social-planner minimizing total costs of 
satisfying demand when end-user demands are assumed to be 
unresponsive to prices. Costs for generation units in the 
model are fuel costs, fixed and variable O&M costs, capital 
costs, emissions and energy taxes, CO2-quota prices and 
balancing costs of wind power.   
The model is multi-regional consisting of a number of 
electricity regions with limited transmission capacity 
between regions. Balance of supply, demand and net exports 
are maintained in each region and in each subordinate district 
heating system. Balances from heat storages and hydropower 
with reservoirs ensure chronology and a temporal 
equilibrium between marginal costs, which are interpreted as 
market prices under perfect competition.  
The model has the capacity to generate optimal investment 
decisions, on the basis of a given investment climate (i.e. 
required return on investments). Investment decisions are 
myopic beyond one year of full foresight. In addition the 
model simulates optimal operation in a climate of perfect 
competition and full foresight. This generates outputs such as 
generation on specific or aggregated plants, consumption of 
fuels, emissions from generation, losses, international 
transmission, etc. Relevant taxes are included and the CO2 
emissions trading system is represent through a price on CO2 
emissions.  
The model is fitted with data for nominal annual 
projections and temporal variations for electricity and district 
heating demand, technical parameters for generating units 
(efficiencies, capacities, emission factors etc.), variations in 
water inflow for hydropower and wind power variations as 
well. Central assumptions are presented in section 5.  
In the calculations performed for this project, a time 
resolution with 8 representative time steps in 52 weeks has 
been used. The precise time aggregation is optimized to 
represent variations in Danish electricity demand and 
variations in wind power generation. 
For further information on the Balmorel model, please 
refer to [1] or the website www.balmorel.com.        
4.1. Implementing a political target for wind power 
In order to analyse a target for wind power share of 
consumption, such a target was incorporated in the Balmorel 
model as a new constraint. When this constraint is active, the 
model finds the best solution which satisfies this constraint. 
Since electricity demand is exogenously given in the model, 
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the amount of wind power which must be generated each 
year is known to the model a priori.  
The use of electricity in the production of district heating is 
however endogenous, but assumed negligible in Denmark, 
and as such is not included in the target. However, this could 
easily be modified. 
The Balmorel model uses a generic optimization algorithm 
to find the best solution for the system as a whole, subject to 
specified assumptions. This makes it possible to interpret the 
impact on and incentives for different agent groups in the 
market by evaluating dual variables to the different 
constraints. Each agent group demonstrates price-taking and 
profit maximising behaviour.  
A target for wind power generation, implemented as a 
model constraint, thus has a dual variable which can be 
interpreted as the marginal subsidy required for achieving the 
wind power target. However, it says nothing about how such 
a subsidy package is composed, only that on the margin, the 
subsidy is equal to the dual price from the model. 
The simplest form of interpretation is the price a wind 
power generation certificate would attain in a market. 
However, a fixed predefined production subsidy per energy 
unit would give the same result. An efficient tendering 
process would give the same result on the margin, but with 
different wealth distributional consequences.    
Historic Development and the Target for Wind Power in Denmark
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Figure 2: The wind power penetration targets assume 32 pct. in 2015, 41 pct. 
in 2020 and 50 pct. in 2025. The figure also shows the historic development 
of wind power generation as ratio of total capacity.  
5. CENTRAL ASSUMPTIONS 
5.1. Geography and transmission constraints 
The model used for this study covers the Nordic and the 
German electricity and district heating systems. In Balmorel 
the system is divided in regions to represent capacity 
constraints in the power system. The Nordic system is 
divided in 10 regions and the German system in 3 regions. 
The figure below illustrates the modelled capacity constraints 
between the different regions. 
 
 
Figure 3: Transmission capacities between regions in the model. It is 
assumed that the 5 Nordic prioritized cross-sections are established. Also, a 
4000 MW expansion of capacity over the German “Elben snit” is assumed to 
go along with the German windpower expansion. In Norway, Capacities 
between Northern and Central Norway, as well as Central and Southern 
Norway are assumed expand by 500 MW. 90% availability of transmission 
capacity is assumed at all times. 
5.2. Electricity demand 
The assumptions on electricity consumption are based on 
the most recent projections from the Danish Energy 
Authority [7]. 
Table 1: Projections of electricity consumption in the analysis (TWh/year). 
TWh Denmark Finland Norway Sweden Germany 
2005 35,7 85,0 125,9 147,3 533,8 
2015 37,2 98,1 134,9 156,1  585,8 
2025 39,4 104,3 138,7 159,7 646,6 
 
5.3. Fuel prices and CO2 costs 
The fuel price projections are also based on the latest 
projections from the Danish Energy Authority. These are 
again based on IEA’s World Energy Outlook 2006. The 
prices used are shown in the table below. 
Table 2: Fuel prices used in the analysis. 
DKK06/GJ Light 
oil 
Fuel 
oil 
Coal Natural 
gas 
Straw Wood 
2005 67,0 37,5 15,4 36,6 33,8 33,1 
2015 67,2 37,6 13,7 37,8 33,8 33,1 
2025 69,4 38,9 14,3 39,7 33,8 33,1 
 
The price for CO2 is assumed to be 150 DKK/ton 
throughout the analyzed period of time. 
To represent balancing costs for wind power an extra cost 
of 20 DKK/MWh is added in the beginning of the period 
rising to 40 DKK/MWh in 2025. This is discussed further in 
section 7.  
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5.4. New investments in production capacity 
Only known investments in new production capacity are 
included as exogenous investments in the model. This 
includes the new 1.600 MW nuclear plant in Finland. An 
exception is the expansion of wind power in Norway, 
Sweden, Finland and Germany. It is expected that this 
expansion is partly politically driven and therefore the 
current plans for wind power expansion have been included 
based on the EWIS study and the DENA Grid Study [9], 
[11], [12].  
Table 3: Projections of wind capacity in the countries around Denmark 
(MW). 
Capacity 
(MW) 
Finland 
total 
Norway 
total 
Sweden 
total 
Germany 
onshore 
Germany 
offshore 
2010 410 1275 2000 22.248 5.400 
2015 610 3250 4000 26.200 9.800 
2020 860 6000 6000 27.900 20.400 
2025 860 6000 6000 27.900 20.400 
 
All other new investments are determined by the model 
calculations. The investment data for new technologies are 
based on the Danish Technology Catalogue [4] except the 
data for new wind power investments. During the project it 
was estimated that the investment cost for wind power in the 
Catalogue were too optimistic. Therefore, for wind power the 
investment data has been adjusted according to data from 
IEA and BTM-Consult ([7] and [8]). The figure below shows 
the assumed development investment costs for wind power, 
on shore and off shore. 
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Figure 4: Investment data for wind power. A linear decrease from the price 
level to a estimated price level in 2025 has been assumed. The 2025 estimate 
is based on Danish Technology Catalogue [4] and IEA [7]. The figure also 
shows the increase in prices that has been experienced from 2005 to 2007. 
An upper limit for the number of wind turbines installed in 
Denmark was set for on shore and off shore wind power in 
Eastern and Western Denmark respectively. Furthermore a 
maximum number of new wind power investments was set at 
500 MW/year. 
5.5. Environmental externalities 
In this project, the approach was to include environmental 
externalities in the socio-economic accounting.  
Results from European research project ExternE show that 
climate change and air pollution are the most important 
environmental externalities linked to energy production. 
Because of the significant uncertainties related to climate 
models ExternE recommends using an ”avoidance cost”-
principle to set the cost of CO2. In this study a price of 150 
DKK/ton is used and the cost of CO2 is internalised in the 
power market through the market for CO2. 
Except for CO2 the externalities are not included in the 
model optimisation. In the optimisation any existing tax rates 
on emissions are included, so in principle, if these tax rates 
were the same as the social values of the externalities, the 
optimal market incentives with respect to externalities would 
be included. 
Considering air pollution the ExternE analyses 
demonstrate that the emission of classic pollutants such as 
SO2, NOx and particles are much more serious than other 
pollutants such as CO, dioxins and furans. Therefore only 
SO2, NOx and particles were considered in these analyses.  
Air pollutants have a number of negative impacts on the 
environment such as increased corrosion of buildings, 
reduces crop yields, damage to ecosystems and human health 
effects. Of these health effects have the largest economic 
impact.  
Making an accurate assessment of the socio-economic 
consequences of air pollutants from specific plants is 
rendered complex by a number of scientific and 
methodological issues. Most pressing and controversial is the 
value set on lost human lives or life years. Two competing 
approaches are found relevant. The VSL approach (Value of 
Statistical Life attributes the same value to any human life. 
The VLYL approach (Value of Life Years Lost) attributes a 
lower value on older people’s lives, as they loose less life 
years upon premature death. There is no consensus among 
environmental economists as to which approach is correct. 
For this reason, results from both methods have been 
employed and weighted equally in these calculations.  
Table 4: External cost of emissions according to the CAFE (Clean Air For 
Europe program under the EU. 
External cost 
(DKK/kg) 
CAFE 2005 
Low est. 
(VLYL) 
CAFE 2005 
High est. 
(VSL) 
Particles 120 360 
NOx/nitrate 33 91 
SO2/sulphate 39 113 
 
In this study the environmental benefits of wind power are 
estimated with the Balmorel model. The installation of 
additional wind power can be seen to push out more 
polluting existing capacity. In reality, the net-effects are 
difficult to quantify in general terms, however, with a solid 
representation of existing power generation options, 
alternative investment options, the net effects can be 
quantified by use of a sector model such as the Balmorel 
model.  
6. MODEL RESULTS 
As part of the study modelling and cost analysis have been 
carried out in detail for a reference scenario and a 50 pct. 
Wind power scenario for Denmark in 2025. Furthermore 
sensitivity analyses for lower penetration of wind power as 
well as for different fuel prices and CO2 allowance prices 
have been undertaken. 
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6.1. Investments in the reference and the 50 pct. Wind 
scenarios 
Two scenarios have been analysed. In the first scenario, the 
reference scenario, all endogenous investments in production 
capacity including wind power is based on the market 
mechanism. In the second scenario, the 50 pct. wind 
scenario, the investments in wind power in Denmark is 
governed by a target of establishing 50 pct. wind power in 
Denmark in 2025. In the second scenario 3500 MW wind 
power is established on land and by 2025 Denmark will have 
2900 MW wind power off shore. The investments in 
electricity generation capacity in Denmark determined by the 
model are shown in the figure below. 
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Figure 5: Increase of power plant capacity in Denmark in the two scenarios. 
In the reference scenario, biomass-fired power plants are established, 
especially at the beginning of the period. In the 50 pct. wind power scenario, 
wind power is increased steadily as a consequence of the 50 pct. objective. 
In addition to this, new thermal plants are established. 
The figure below shows endogenous investments in 
electricity production capacity in the countries around 
Denmark in the reference and in the 50 pct. wind scenarios. 
It has been assumed in the model calculations that there is no 
allocation of free CO2 allowances to new plants. 
 
 
Figure 6: Investments in power production capacities in the two scenarios in 
other countries than Denmark. Note that the Y-axes are of different scale. 
No new investments are undertaken in Sweden according to the model 
results. 
 
According to the model all new investments in electricity 
production capacity are coal or gas fired plants. The main 
part of the investments is situated in Germany. As a 
consequence of the Danish target for expansion with wind 
power the investments in thermal capacity is reduced in the 
wind power scenario compared with the reference scenario. 
In Norway a new gas fired condensing plant is not 
established in the wind power scenario and in Finland the 
number of investments in gas fired capacity is also somewhat 
reduced. In total the investments in new thermal capacity are 
reduced by 1.460 MW because of the accelerated Danish 
wind power expansion. Of this reduction 420 MW is reduced 
in Denmark and the remaining 1.040 MW are in the other 
countries. This is later used to asses the capacity value in 
section 7.1.  
Note that both scenarios have extensive wind power 
expansions in the other countries.  
6.2. International Trade 
In the 50 pct. scenario there is a larger export of electricity 
from Denmark than in the reference scenario.  
 
  
Figure 7: Yearly electricity transmission between countries in the two 
scenarios in 2025. 
 The transit flows on Figure 7 demonstrate how electricity 
is transmitted between countries on an annual basis. In both 
scenarios Denmark is a transit country for German wind 
power and Nordic hydropower, but the transit is reduced in 
the 50 pct. wind power scenario. The fact that additional 
wind power in Denmark results in increased net annual 
exports is not surprising. In the wind power scenario, more 
capacity was established in Denmark and less elsewhere. 
Again, recall that progressive wind power expansions in 
neighboring countries are assumed in both scenarios.    
International electricity trade ensures that the expansion of 
generation capacity (e.g. wind power capacity) pushes the 
most inefficient capacity out of the market irrespective of 
geography, as long as transmissions capacity is sufficient. 
Progressive wind power scenarios can thus be motivator to 
expand international electricity transmission capacity. Also, 
in scenarios with plentiful wind power, the advantage of 
Reference 50 pct. wind power 
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electricity transmission capacity is extensive, since wind 
generates power at different times with respect to geography.   
6.3. Impact on electricity prices 
The development of electricity prices in the two scenarios 
can be seen in the figure below. 
 
 
Figure 8: Electricity price development in the two scenarios 2010 - 2025. 
The consequence of the increased wind power capacity in 
Denmark is that the price of electricity in Denmark in 2025 
decreases from 361 DKK/MWh to 330 DKK/MWh. 
 
A more detailed illustration of the electricity prices is 
shown in the figure below. The figure shows the electricity 
price duration curve for 2010, for 2025 in the reference 
scenario and in the wind power scenario.  
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Figure 9: Duration curve for the electricity price in 2010 and 2025. 
 
The increasing wind capacity gives a larger quantity of low 
electricity prices in 2025. The number of low electricity 
prices increases compared to the reference scenario where 
the wind power expansion is lower. An interesting 
observation is, that the peak electricity prices, i.e. when the 
electricity capacity balance is most strained, is not higher in 
the 50 pct. wind power scenario. This implies that although 
the prices are under pressure from wind power investments, 
there is still sufficient incentive to ensure available capacity, 
without having extreme peaks form in the market.  
The necessary investments to achieve the 50 pct. wind 
target will not be realized under free market conditions. With 
the assumed fuel prices and technology data a subsidy is 
needed to make investors invest in wind power instead of 
conventional capacity. This can be seen from the figure 
below that shows the necessary marginal subsidy needed in 
2015, 2020 and 2025 to make the model invest in the 
necessary wind capacity to realize the targets. 
 
 
Figure 10: Necessary marginal subsidy to achieve the wind power targets in 
2015, 2020 and 2025. 
 
From the figure it can be seen that the necessary subsidy is 
80-90 DKK/MWh i 2015. This target can be achieved by on 
shore wind alone and therefore the subsidy is equivalent to 
the necessary subsidy to on shore wind power with the 
expected technology development to 2015. In 2020 the 
marginal subsidy is 130 DKK/MWh and in 2025 it increases 
to 180 DKK/MWh. The reason for the increasing subsidy is 
that different types of wind turbines and locations are 
marginal in the different years. In 2015 only on shore wind is 
established and the marginal location is Eastern Denmark. In 
2020 more on shore wind power is established in Eastern 
Denmark and some off shore wind power in Western 
Denmark where the wind conditions are better than in 
Eastern Denmark. The off shore wind sets the level of the 
marginal subsidy. In 2025 the maximum level of off shore 
wind power in Western Denmark is reached and the wind 
power expansion continues in Eastern Denmark. In this case 
the offshore wind power in Eastern Denmark determines the 
level of the marginal subsidy. 
This can be compared with the current subsidy levels 
where power from turbines established after January 1st 2005 
is remunerated according to the market price plus a 100 
DKK/MWh production subsidy during the first 20 life years 
of the turbine.1 
6.4. Socio economic consequences 
By comparing the two scenarios, the economic consequences 
of the Danish 50 pct. objective can be assessed. In the 
analyses, these costs have been assessed both for Denmark 
alone and for the entire area (Denmark, Norway, Sweden, 
Finland and Germany). An important result of the model 
calculations are the overall annual energy costs of meeting 
the needs for electricity and heat in the five countries 
included in the model area. The costs comprise capital costs 
for new plants, fuel costs, operation and maintenance as well 
as balancing costs for wind power. 
                                                          
1 Additionally a 120 DKK/MWh subsidy is awarded for the first 12.000 full 
load hours, if decommissioning certificates were used in the establishment. 
Turbines connected between January 1
st
 2005 and December 31
st
 2009 are 
thus entitled. (DEA 2007: www.ens.dk) 
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The emission of CO2 is not the same in the two scenarios, 
and one economic advantage of the 50 pct. scenario is lower 
costs for purchase of CO2 quotas. 
The additional expenses for grid infrastructure are due to 
investments in installations to connect the offshore wind 
farms to the main grid and the necessary grid reinforcements. 
The overall costs of the infrastructure elements are estimated 
at well over DKK 8.0bn over 16 years, equivalent to well 
over DKK 3.6m per MW offshore wind farm. This 
investment makes it possible to set up 2,250 MW new 
offshore wind turbines and ensures a cable solution without 
constructing any new overhead lines for achieving this. 
The reduction in the cost of environmental impact is a 
result of reduced emissions of SO2 and NOx as production 
from thermal plants is replaced by emission-free wind power. 
In the basic calculation, a socio-economic discount rate of 
3% is used. The table shows that calculated as an average 
over the years 2010 – 2025, the 50% objective would 
produce a socioeconomic profit compared to the reference. 
Our analysis shows that the profit will be around 20 million 
DKK per year for Denmark and approx. DKK 660m per year 
for the area as a whole. Alternatively, at a discount rate of 
6%, Denmark would get a deficit of DKK 215m while there 
would be a profit of approx. DKK 240m per year for the 
entire model area. 
Table 5: Socio-economy of 50% wind power in Denmark expressed as the 
average cost in the period 2010 – 2025, at a 3% discount rate. 
Million DKK per year Denmark The whole area 
Fall in energy costs 27  - 287 
Less consumption of CO2 quotas 97  406 
Grid infrastructure - 236  - 236 
Reduction in cost of 
environmental impact (SO2 and 
NOx) 
132  777 
Total gain 20  660 
6.5. Sensitivity analyses 
A number a sensitivity analyses have been carried out in 
order to test the robustness of the economic conclusions. The 
sensitivity analyses are carried out after two different 
principles. In the first type of sensitivity analysis the total 
investment pattern in the electricity system is recalculated 
with the new assumptions in the reference and in the wind 
power scenarios. This principle has been used in an analysis 
of the consequences of a development where the expected 
price decrease on the investment price of new wind power is 
not realised. In the other sensitivity analyses a new 
investment pattern is not calculated with the model. The 
reference and the wind power scenario have just been 
recalculated with other assumptions on fuel prices and CO2 
prices. In this way the robustness of the economy of the 50 
pct. wind power scenario is tested. 
 
Table 6: Socio-economy of 50% wind power in Denmark expressed as the 
average cost in the period 2010 – 2025, at a 3% discount rate. 
Million DKK per year Denmark The whole area 
50 pct. wind power – base 
calculation 
20 660 
   
No price decrease for wind 
power 
-161 479 
Higher fuel prices (75 $/barrel) 246 806 
Lower CO2 price (75 DKK/ton) -158 161 
Higher CO2 price (300 DKK/ton) 590 1,259 
 
The sensitivity analyses show that the socio economic 
consequences for Denmark are dependent on the 
development of fuel prices, CO2 prices and investment prices 
for wind power. Rising fuel prices and CO2 prices will make 
the economy better whereas lower CO2 prices and higher 
investment costs will worsen the economy for Denmark and 
for the total model area. In some case the wind power 
investments have a negative impact on the socio-economic 
results for Denmark whereas the wind power investments in 
all cases have a positive socio-economic impact for the total 
model area. 
7. MARKET INTEGRATION OF WIND POWER 
Three main issues with regard to wind power integration are:  
 
- Generation intermittency 
- Production gradient 
- Uncertainty 
 
Intermittency is covered in the model as historic profiles 
for wind power generations are represented with a reasonable 
level of detail. The time resolution is optimized with respect 
to intermittency and variations in demand in the Danish 
market. The supply and demand balance is enforced strictly 
during each time step, ensuring that intermittent capacity is 
complemented by dispatchable capacity. Thus in a free 
market, capacity balances become an economic issue rather 
than a technical issue.  
Production gradient refers to the notion that wind power 
can change the level of production from one hour to the next 
on a large scale. This would instil the need for quickly 
regulating power plants to complement wind power. We do 
not explicitly consider constraints on production gradients of 
the power system in the model. The frequency of large 
changes in wind power generation from one hour to the next 
is low historically (see Figure 11). The presence of large 
numbers of decentralized generation units, international 
transmission capacity, and Nordic hydropower, makes 
changes on this scale appear insignificant.  
Relat iv ændring i vindkraftproduktion i Østdanmark i forhold t il observeret  max produktion
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Figure 11: Relative hourly change in wind power generation in relation to 
observed maximum generation. Data from Eastern Denmark (1.12.2004- 
30.11.2004).  
The Balmorel model is a deterministic model and therefore 
does not shed light on the cost of wind power uncertainty. 
The methodology is therefore to define balancing costs a 
priori.  
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Currently in the Danish system, there are two options to 
ensure balancing with respect to this uncertainty. The 
balancing task can be left to the system operator, 
Energinet.dk, or it can be handled privately. Energinet.dk 
charge a balancing tariff, currently 23 DKK/MWh fed into 
the system. This is used to finance the purchase of balancing 
power from other generators in the system. This price is 
driven by the average price on balancing power and the 
average prediction error of wind power between submitting 
bids to the spot market and the hour of operation. The level 
of the balancing costs in 2005-2006 was 30 DKK/MWh for 
Eastern Denmark [2] and the average prediction error has 
been estimated to be 35% when the bid is given 13-36 hours 
before the hour of operation as it is today in the Nordpool 
market [2]. 
Since wind power is increased from now until 2025 in the 
simulation it has been chosen to use an increasing cost of 
balancing from 20 DKK/MWh to 40 DKK/MWh in 2025. 
This is founded on a number of assumptions. 
 
- Market development, especially the active use of the 
Nordic intraday market Elbas, will increase until 
2025, hence put pressure on the price of regulating 
power.  
- Balancing power trade will expand internationally. 
Balancing Danish wind power with Nordic hydro 
power for instance. 
- Improvements in wind power forecasting methods 
and or changes in market design to better 
accommodate wind power (i.e. by moving spot bids 
closer to the hour of operation). It is assumed that 
the average error in prediction will decrease to 25%. 
(This assumption means that the cost of balancing in 
general is assumed to increase to 160 DKK/MWh in 
2025, thus giving a cost for balancing wind power 
of 40 DKK/MWh). 
    
With respect to wind power generation forecasts it is also 
important to note that with increased wind power 
competition between forecasting methods is intensified. This 
adds robustness to the forecasts as different wind power 
generators will use different forecasting methods, thus 
diversifying the effects of unavoidable systemic errors in 
forecast methods. 
7.1. Evaluating the capacity value of wind power 
As mentioned above the intermittent nature of wind power 
is implicitly included in the model calculations. The capacity 
value of wind power can be evaluated from the model 
results. 
The term capacity value is used to express the value of 
generation to the electricity system. Basically this is a 
question of timing: plants which are able to adjust their 
production according to the system demand have a high 
value whereas intermittent technologies such as wind power 
would usually have a lower value. 
There are several ways to assess the capacity value of an 
electricity production technology. In a well developed 
electricity market, the value of the electricity production can 
be assessed as the price a technology may obtain in the 
electricity market. In the Nordic market there is no separate 
capacity value payment and it can thus be assumed that the 
spot price in the mature electricity market reflects the real 
value of electricity production (energy and capacity value) 
hour by hour. In other studies, the capacity value has been 
assessed in different ways – for instance for wind power, it 
has been estimated what the extra investment will be for 
sufficient backup capacity for periods without wind. 
Based on an evaluation of the value of wind power 
electricity in the market Ea Energy Analyses have previously  
estimated the capacity value of wind power to be 20 
DKK/MWh [16]. 
A UKERC [17] report estimates the costs to maintain 
system reliability to be 37 – 60 DKK/MWh under British 
conditions. IEA [6] refers to the ILEX [18] study and the 
Green-net study [19] and estimates the capacity costs of wind 
power to be between 22 and 50 DKK/MWh. 
The capacity value is not a constant technology parameter. 
The value of wind power for the system is very dependent on 
the incumbent capacity of the system. In a system with high 
penetration of hydropower with reservoirs or with many fast 
regulating gas turbines, the capacity value for wind power 
will be high, compared to a system with an abundance of 
slowly regulating nuclear or coal power. 
As explained earlier the Balmorel model was used to 
calculate a reference scenario based on market driven 
investments and a scenario where a target of 50 pct. wind 
power was implemented. Furthermore, two scenarios with a 
target of 30 pct. and 40 pct. wind power have been 
calculated. In order to analyze the capacity value of wind 
power the table below shows the installed new wind power 
capacity in the 3 scenarios as well as the quantity of thermal 
capacity replaced by the new wind power capacity. 
Table 7: Investments in thermal and wind power capacity in the 30 pct., 40 
pct. and 50 pct wind power scenarios compared to the reference scenario. 
 30 pct. 
wind 
40 pct. 
wind 
50 pct. 
wind 
New investments in wind 
power capacity (MW)  
3,589 4,539 5,670 
Reduced investment in 
thermal capacity compared 
to the reference scenario 
(MW) 
943 1,132 1,459 
Replaced thermal capacity / 
new wind power 
0.263 0.249 0.257 
 
The model results show that for each MW of wind power 
the investments in thermal plants are reduced by 0.25-0.26 
MW. In other terms for each MW of wind power 0.75 MW 
of thermal capacity is required according to the model. In the 
case that all this extra capacity is built only to handle the 
intermittent nature of wind power and ensure that power can 
be supplied in every hour also when the wind does not 
produce the extra costs can be calculated by calculating the 
extra capacity costs of the needed thermal capacity. 
Assuming that the 0.75 MW pr. MW wind is established as 
single cycle gas turbines at 3.5 million DKK/MW the yearly 
capacity cost of 1 MW off shore wind power will be 73 
DKK/MWh. However, this will be an upper limit of the 
capacity cost related to the wind power since the extra gas 
turbine capacity can also be used for other purposes in the 
electricity market. 
Another indicator of capacity value is the average MWh-
price awarded to wind power in the market, in comparison 
with the average electricity price and other technologies. 
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This is a more relevant indicator in the Nordic market since 
the capacity value is included in the market price (there is no 
separate capacity market). The figure below shows the 
results of the model calculations. The figure shows the 
difference between the yearly average electricity price and 
the average price in the market for an efficient existing coal 
fired plant, an efficient existing biomass fired plant, and land 
and sea based wind power where the years represent the level 
of technological development. Model results for 2025 are 
shown for the 30%, 40% and 50% wind scenarios. 
 
 
Figure 12: Model results for 2025. Capacity value of an efficient existing 
coal fired plant, an efficient existing biomass fired plant which is similar to 
the technology in which is invested, and land and sea based wind power 
where the years represent the level of technological development (see Figure 
4).  
It can be seen that the coal plant gets a price in the market 
that is higher than the average yearly electricity price and 
thus has a positive capacity value. The average price for the 
wind power units is lower than the average yearly electricity 
price and they therefore have a negative capacity value. The 
capacity value for wind decreases with increasing quantity of 
wind in the system. 
With the coal fired plant as reference the capacity value of 
wind power is 10 DKK/MWh in the 30% scenario, 25 
DKK/MWh in the 40% scenario and 40 DKK/MWh in the 
50% scenario. 
8. CONCLUSION 
It is technically feasible to incorporate 50 pct. wind power in 
the Danish electricity without reducing the security of supply 
in the electricity system. The prerequisite for reaching the 
target with good economy for society is establishment of the 
necessary infrastructure, development of a more dynamic 
electricity system and an efficient, international market 
where also the regulation and operational reserves can be 
handled internationally. 
Three aspects of wind power integration have been 
discussed. Although many values can be presented, even 
from the same simulation results, for the capacity value of 
wind power, we propose that capacity value of wind power 
must be seen in context with the flexibility of the electricity 
system. Methods which relying on calculating “necessary” 
quantities of back-up capacity, tend to grossly overestimate 
the cost of integrating wind power. So called backup capacity 
can have multiple sources of revenue. Also, the presence of 
well functioning international power markets, sufficient 
quantities of international transmission capacities, ensure that 
the cost of integrating wind power is lowered. Geographical 
spacing of wind power diminishes intermittency issues in 
well connected systems.     
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Abstract - The Great Britain (GB) Grid Code has many challenging 
requirements which are applied to all forms of generation, including 
wind. These have been developed to meet the needs of the relatively 
small islanded GB system. This paper discusses compliance against 
the 6 main Grid Code requirements. These include Fault Ride 
Through (FRT), Reactive Range, Voltage Control, Frequency 
Range, Frequency Response and Modelling with details of what 
they are, where they have come from and how they are applied in 
GB.  
Index Terms - Grid Code, Great Britain, Wind, Frequency Response 
1. INTRODUCTION 
National Grid is one of the world’s largest utilities, aiming to 
be a global leader in energy networks. It is focused on Gas & 
Electricity, in Great Britain (GB) (where it is the largest 
utility), and the United States (where it is the 2nd largest). 
National Grid Electricity Transmission (NGET) is the 
Transmission Owner (TO) in England & Wales. and the 
System Operator (SO) for the whole of GB (England, Wales 
and Scotland).  
NGET through its transmission license has responsibilities 
relating to safety, security and quality of supply and to 
facilitate competition in the generation and supply of 
electricity. A major part of NGET’s activity is dealing with a 
large number of participants in the electricity markets, both 
for wholesale energy as well as for the balancing services 
that are required in operational timescales. A variety of these 
services are provided by all generation plant on the system 
(beyond a certain size) to maintain a secure and stable system 
over a range of timescales. These are traded services with 
multiple GB wide market mechanisms optimised for the 
individual type of service they provide. The GB electricity 
market ethos is based on unconstrained access for all 
generation (assuming it has a connection that meets the 
planning standards). 
The focus of this paper is to show the early experience of 
evaluating the technical capabilities of wind farms to 
maintain security of supply and to provide balancing services 
for trading. This includes the new developments of fast 
acting voltage and frequency controllers. Wind farms are 
covered by the terminology of “Power Parks”. This term is in 
GB given to a collection of any generating units powered by 
any intermittent power source [6] including wind, wave and 
solar. In this paper however the focus is on wind, hence the 
term “wind farms” will be used. While the requirements 
discussed apply to all Power Parks the content of this paper 
references only wind powered generation as this is the 
dominant technology at present. The main technical 
requirements are defined in the Grid Code.  In addition, these 
requirements are supplemented for each project by a set of 
site specific requirements which are defined in a Bilateral 
Connection Agreement (BCA). 
2. GB SYSTEM, WIND RESOURCES & DEVELOPMENTS 
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Figure 1 Overview of the GB Transmission System 
Peak demand = 60GW; Minimum demand = 23GW 
 
The bulk of the GB transmission system is operated at 
400kV, with smaller parts at 275kV and in Scotland 
substantial parts at 132kV (Figure 1). The GB system is a 
stand alone ac system, although it is connected via France to 
the UCTE ac system by a 2GW HVDC link and to the Irish 
ac system via a 0.5GW HVDC link. These links currently 
2GW of wind and rising fast – Grid Code compliance of 
large wind farms in the Great Britain transmission system  
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represent less than 5% of the peak GB demand which is 
approximately 60GW, although further links are currently 
under consideration.  
In terms of wind resource, GB is well placed both onshore 
and offshore. The largest onshore wind resource is 
concentrated in Scotland, while offshore the majority of 
developments have been around the English & Welsh coasts, 
in the Irish and North Sea. A typical load factor for wind in 
GB is about 30%, compared to typically 20% elsewhere in 
Europe [1]. Considering the volume and quality of this wind 
resource, the level of installed capacity of 2.2 GW (as of 
August 2007 [2]) is moderate when compared with countries 
such as Germany, Spain and Denmark. Figure 2 shows 
current and future transmission contracted wind capacity in 
GB up to 2012.  
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Figure 2 GB wind farms totals for existing and future sites up 
to 2012. SHETL is the TO in North Scotland and SPTL is the 
TO in South Scotland 
3. PERFORMANCE REQUIREMENTS 
The GB Grid Code requirements for Power Parks, including 
wind farms, were issued in the summer of 2005.  This three 
year development process and the need for such requirements 
from a Transmission perspective have previously been 
reported by NGET in [3]. By contrast, the focus of this paper 
is on the practical implementation of the technical 
requirements in a process called generator compliance or 
sometimes referred to as Grid Code compliance.  
The Transmission Licence requires NGET to apply the 
Grid Code, without undue discrimination, to all types of 
generation. This has resulted in similar requirements for 
wind farms as for conventional synchronous generation with 
the exception of moving the technical compliance evaluation 
from the generator terminals to the wind farm point of 
connection. The reason for this difference is to provide the 
freedom for the wind farm developer to optimise the internal 
design. The Grid Code requirements endeavour to avoid any 
future limitations on the level of penetration of renewable 
generation [3].  
A review of the early experience of applying the Grid 
Code to wind farms is in progress. This work is close to 
completion with consultation already having taken place for 
the proposed fine tuning, [4]. The requirements described in 
this paper are based on these latest G06 Grid Code proposals.  
The Grid Code requirements apply to large and medium 
but not small power stations. The MW boundaries of these 3 
classes vary depending upon geography to reflect the 
strength of the system. In England & Wales (E&W) large is 
defined as greater than 100MW and small is less than 
50MW, with medium in between. In Scotland there is no 
medium class. The boundary between large and small is 
30MW in South Scotland and only 10MW in North of 
Scotland where the transmission system is weaker. 
3.1. Fault Ride Through (FRT) 
The FRT requirement in GB is similar to that of many 
utilities around the world. The principle is to ensure that 
large amounts of generation do not disconnect for ‘credible’ 
network faults. A distribution system fault will only tend to 
affect the generation connected at this voltage level and 
below. Conversely, a transmission system fault can disturb 
larger areas with the risk of affecting greater amounts of 
generation and hence risk of generation losses exceeding 
1320MW, the largest planned for loss. Figure 4 demonstrates 
the extent of the voltage depression for a three phase fault at 
400kV in GB [3]. 
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Fault Location 0 - 15% Volts
15 - 30% Volts 30 - 40% Volts
40 - 50% Volts 50 - 60% Volts
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80 - 90% Volts
 
Figure 4 Diagram demonstrating effect of a 3 phase 400kV 
fault on transmission system voltage in England & Wales 
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The majority of the country can therefore be affected by a 
significant decrease in voltage for a single transmission 
system fault. The FRT requirement in GB is for a fault at the 
nearest transmission system location and not at the generator 
terminals. 
The majority of transmission system faults are cleared 
within 140ms. Occasionally voltage depressions in excess of 
140ms can occur and there is a corresponding voltage 
duration curve illustrating the minimum FRT requirement. 
More details can be found in [3], [5] & [6]. 
3.2. Reactive Capability Requirement 
Wind farms in GB should be capable of 0.95 power factor 
lead and lag at the point of connection. The developer and 
manufacturer are free to choose their preferred method of 
delivery. NGET has had experience of many different 
methods of reactive power provision including turbines,  
central compensation, or a combination of both. Additional 
Mvar sources have included STATCOMs, Thyristor 
Switched Capacitors (TSCs), switched capacitors and 
inductors and combinations of these.  
To make better use of wind farm assets during periods of 
low power resource, National Grid is encouraging reactive 
support even when the turbines are not operating. In many 
cases this is already available where central compensation is 
installed (STATCOM etc), while in others it may require 
some minor modification to the turbines to allow grid side 
converters (for example with DFIGs or Full Converter (FC) 
machines) to function independently like a STATCOM.  
3.3. Voltage Control Requirement 
The voltage control requirements for Power Parks differ 
slightly from those for synchronous plant. Where 
conventional stations must control terminal voltage to a 
target value, the wind farm must control to a voltage slope 
with a predefined ‘droop’ value – similar to frequency 
control. The slope can be considered equivalent to the 
reactance of the generator transformer. 
Two types of voltage control methodology have developed 
by the wind turbine manufacturers and developers to meet 
the requirements in GB. Some choose to measure the voltage 
at the point of connection and control the turbines and/or 
central reactive sources from a central controller. Others 
prefer to use a fast local target based control on the turbines 
and then a slower central controller to provide a reference to 
the required voltage slope. Both methodologies are 
acceptable. As a consequence the G06 Grid Code 
consultation [4] has modified the voltage control requirement 
to take account of this by defining a 1 second (dynamic) and 
5 second (steady state) requirement. Provided that the system 
can get a reasonable dynamic injection of reactive power 
within 1 second (G/06 states 90% of the full reactive power 
to be delivered in 1 second, with an initial delay of no more 
than 200ms) then voltage collapse can be avoided. The 
importance of a minimal initial delay can be demonstrated by 
computer simulation. The following example (Figure 4) 
includes typical large wind farm layout where reactive 
support is provided by Thyristor Switched Capacitors (TSC). 
In each of the three cases a 100ms fault is applied at 
transmission system voltage relatively close to the point of 
connection. In Case 1 the TSC controller has ultra fast 
response times of 20ms, Case 2 has a response time of 
200ms (the maximum permitted in the Grid Code) and Case 
3 has a response time of 300ms. 
These plots demonstrate that as the delay in response 
increases, more control effort is required to stabilise the 
voltage. See reactive power in Case 2 compared with Case 1. 
Once the delay has increased to 300ms (Case 3) the voltage 
collapses. This is an undesirable situation for both the wind 
farm owner and the utility.  
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Figure 4 Plots of reactive output for TSC controllers with 
different delays (20ms, 200ms and 300ms) for a 100ms fault, 
and the consequence on transmission system voltage. 
 
Following the 1 second transient response there are a 
further 4 seconds for the control system to reach the required 
steady state point on the slope which is normally set at 
around 4% (a 4% decrease in voltage from nominal at the 
point of connection will cause the wind farm increase 
reactive injection from zero to maximum (0.95 power 
factor)).   
3.4. Frequency Range Requirement 
In GB plant must be capable of continual and stable 
operation within the system frequency range of 47.5 – 52Hz 
and 47 – 47.5Hz for 20 seconds. Due to the relatively small 
size of the GB system, the movement of system frequency 
with changes in load and generation is much greater than the 
European UCTE system.  
The GB System is designed and operated against a loss of 
up to 1320MW of generation. Following such a loss, the 
frequency is expected to drop no further than to 49.2Hz from 
50Hz. For this reason it is essential that all generating plant 
can withstand large deviations in frequency to avoid 
cascading generation loss and frequency instability. 
Figure 5 is a typical example of how the GB system 
frequency varies over the period of 1 hour. Although 
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relatively active the frequency remains within operational 
limits (50Hz ± 0.2).  
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Figure 5 Typical system frequency trace 
3.5. Frequency Control Requirement 
Fast and accurate frequency control is essential for 
maintaining a stable system. Every new power station 
including wind farms greater than 50MW in GB must be 
capable of providing at least 10% (of MW capacity) 
frequency response for a 0.5Hz deviation and must always be 
in one of two frequency control ‘modes’. The first of these is 
Frequency Sensitive Mode (FSM) where the plant should 
respond to deviations in system frequency from 50Hz 
(±0.015Hz) at a predefined droop in the range of 3 – 5%. It is 
not economical to keep all generators in this particular mode 
as this is a paid for service. The amount of plant selected to 
be frequency sensitive is calculated at the NGET control 
centre for securing the system against the largest credible 
losses of generation and demand. The individual selection of 
plant depends on the prices submitted into the market. All 
plant expected to contribute upward regulation for frequency 
falls has to be de-loaded. In GB this de-load value is a 
constant MW target, even for generation with a variable 
power source. The plant should then provide regulation in 
both directions when system frequency changes occur.  
If the plant is not selected to be in Frequency Sensitive 
Mode, then it should always be in Limited Frequency 
Sensitive Mode (LFSM) where it will only provide 
downward regulation if the frequency exceeds 50.4Hz. 
Should an extreme excess of generation cause this to happen, 
then all plant, not just those in FSM, will reduce output. 
In order for deloaded plant in FSM to be able to halt any 
frequency deviation it is essential that the response is 
available quickly. The impact of a two second delay can 
extend the frequency deviation for a 1320MW loss from 0.8 
to 1.0Hz. This can be demonstrated by considering the 
simulation results shown in Figure 6 where a 1320MW load 
is switched in (identical to tripping a unit without the loss in 
system inertia, voltage support etc) on a simplified GB 
system model.  
A 2 second delay would erode the frequency margin 
allowed before general consumer load shedding. Going 
beyond this is unacceptable. 
These requirements for frequency response are applied 
equally to all forms of generating plant. It is essential for 
system frequency stability that the response is accurate, 
predictable and fast. These factors are as important as the 
actual volume of response provided.  
Wind farms are likely to have a high cost of deloading. It is 
therefore possible that operation in FSM without deloading 
becomes the most competitive response service from wind. 
In this arrangement clearly only high frequency regulation 
(above 50.0Hz) is available, but the loss of renewable energy 
is drastically reduced. 
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Figure 6 – Plots showing the possible effect of governor 
delay in excess of 2 seconds. 
3.6. Models & Model Validation Requirement 
NGET requires full & open descriptions of mathematical 
models in block diagram format (using the Laplace Operator) 
for all plant on the system. So called ‘black box’ models are 
not accepted as the model users need to have a full 
understanding of its limitations, and be able to diagnose 
numerical problems, particularly when used in full system 
studies. This is not possible when dealing with encrypted 
models. NGET will generally code the models in-house in 
the chosen software platform, currently DIgSILENT Power 
Factory. For more information on modelling by NGET and 
other TSO partners please see [7]. 
3.7. Quality of Supply Requirement 
In GB the responsibility for Quality of Supply rests with the 
network owner. Where wind farms are small scale with small 
numbers of turbines connected at each point, usually at low 
voltages close to consumers, Quality of Supply is a 
substantial issue. In Denmark and Germany this has been the 
case. Wind developments in GB have benefited from the 
hard work already done in Denmark and Germany where 
these markets have delivered wind turbines with good 
Quality of Supply performance. Typical transmission 
connected wind farms in GB, particularly at 132kV and 
above, have more modest Quality of Supply challenges, 
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often linked to the effects of the cable capacitance rather than 
the power electronics. 
4. GRID CODE COMPLIANCE – WHY AND HOW 
While the User is responsible for complying, the industry 
rules allocate the responsibility for overseeing compliance to 
the GB SO (NGET) for all large Power Stations. This applies 
even if the Power Station is embedded in a DNO network.  
Most medium embedded wind farms in England & Wales, 
fall into a category know as ‘LEEMPS’ (Licence Exempt 
Embedded Medium Power Station). This form of Licence 
exemption makes the DNO responsible for overseeing the 
Grid Code compliance.  
NGET as the GB SO issues two guidance notes for the 
purpose of explaining the main Grid Code compliance 
requirements. In context of wind, the relevant document is 
called “Guidance Notes for Power Park Developers”[5]. The 
main purpose of the guidance notes is to explain how to 
demonstrate compliance. Additionally, for convenience of 
the developers and their contractors they also collate the 
information about the performance requirements. The 
guidance notes describe the practical steps in the process 
towards compliance of a new wind farm. The compliance 
activity helps to ensure that the wind farms are prepared for 
dealing with abnormal as well as routine system conditions 
and hence make the required contribution to security and 
quality of supply. The practical content of the guidance notes 
contain a lot of experience, but as guidance it remains 
optional, unlike the Grid Code itself. 
The GB experience with compliance has been built up over 
the last 15 years in which the dominant type of new 
generation has been large Combined Cycle Gas Turbines 
(CCGTs) with typical installations of 400 to 1200MW. For 
these large projects, operating individual project based 
compliance processes has been appropriate. Initially the same 
approach was applied to Power Parks with installed 
capacities as low as 10MW. The main stages of the 
compliance process are: 
• NGET review of the design via the data submission 
• Interim Operational Notification (ION) to allow the site to 
be energised and followed by commissioning in stages. 
• Performance testing, witnessed by NGET in some cases 
• Review of results, determination of Grid Code compliance 
and mathematical model verification 
• Final Operational Notification (FON) to allow normal 
operation  
The project based compliance process illustrated on the right 
of Figure 7 has been successful. However, for large numbers 
of projects utilising a small number of wind turbine generator 
types, this process is not necessarily fully optimised for the 
TO/SO, the Developer and the 
Consultants/Contractors/Manufacturers. Following a review 
of the objectives, a proposal was presented by NGET in the 
autumn of 2005 to the main manufacturers for a more 
streamlined approach. This generic process (on the left of 
Figure 7) involves type registration of performance issues of 
individual WTGs including model data & verification, 
control systems performance and Fault Ride Through type 
test data. The main aims are to minimise the costly on-site 
activity, to provide timely management of risks for all 
concerned including uncertainty for owners / investors and to 
reduce the overall resource needed for the process. Once, a 
wind turbine type has gone through the type registration 
process, the project focus is limited to farm level issues and 
simple confirmation that the plant is delivered as designed. 
After a slow start, this process is now gathering momentum 
for the most popular WTG types. 
For both of these compliance methods, 3 key deliverables 
have to be achieved: 
• Confirmation of compliance with requirements 
• Explicit data defining the capability to deliver Balancing 
Services 
• Verified models including control systems for use in 
transmission system security assessment studies including 
dynamic studies. 
Model verification is achieved by comparing the model 
simulation results with test results from either single turbines 
or whole power parks, either at sites in GB or at a 
manufacturer test site [7].  
 
 
Figure 7 Grid Code compliance process – generic vs. 
project specific. 
5. HOW NGET DETERMINE IF A SITE IS COMPLIANT WITH THE 
GRID CODE 
5.1. The Stages of the Process 
On each project there are several stages that NGET and the 
developer / manufacturer must work through to achieve a 
successful and compliant wind farm. This begins with a 
NGET explaining the process to all parties involved, 
followed by the developer designing the installation and then 
providing documentary evidence of compliance. NGET then 
performs the design review to ensure that the plant will meet 
the requirements on paper before construction begins. Once a 
single turbine has been installed the developer can proceed 
with the first of the site tests known as the 20% test. This 
involves verifying that the voltage control system is 
functioning correctly with anywhere between 1 turbine and 
20% of the turbines installed. This keeps the risk to the 
system of something going wrong to a minimum, while 
providing the flexibility to retain the momentum of the 
project. There is a similar test between 50% and 70%, again 
for the voltage control system, but also for the frequency 
control system (if the total registered capacity of the power 
park will be above 50MW). Finally once all turbines are 
installed NGET will witness a full set of tests covering 
reactive range, voltage control and frequency control. These 
tests will be used both for judging compliance, determining 
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contract values and for model validation. The details of these 
tests are covered in the sections below. 
For each of the witnessed tests on site NGET provide a 
range of recording and analysis equipment. This equipment 
is specially designed for the purpose and leads to rapid 
interpretation of results in real time on site. Major problems 
can usually be rectified immediately, provided the proper 
personnel are available at the wind farm, avoiding the need 
for expensive repeat testing at a later date. The signals 
available should be direct from a transducer and normally in 
the range ±10V dc. Sample rates should be at least 10Hz for 
frequency response recording and at least 100Hz for all other 
tests. 
5.2. Fault Ride Through (FRT) Verification 
Demonstrating FRT by testing is not practical on a project 
basis. NGET has stated that it can accept the risk of up to 
200MW of one particular type of turbine to be connected to 
the system without it being fully type tested and registered 
against FRT. Until this point NGET is content with 
simulation studies to demonstrate compliance. Most 
manufacturers are using either specific test sites with back-
to-back HVDC, or portable FRT test equipment to complete 
the FRT type tests that the majority of utilities are now 
asking for. In all cases the equipment can control the 
terminal voltage of the test turbine to a preset level. The 
effect of the ‘fault’ on the rest of the system is usually 
buffered by either the back-to-back HVDC, or a large 
inductor. 
5.3. Reactive Capability Verification 
This is a relatively simple test where the voltage set-point is 
increased or decreased to a point where either 0.95 power 
factor lead / lag is achieved, or the voltage limit at the point 
of connection is reached. In each case the limits must be 
maintained for at least 60 minutes at full (or near full) MW 
output. The tests are repeated at lower MW output to ensure 
that the full range as specified in the Grid Code [6] can be 
met.  
5.4. Voltage Control System Testing & Verification 
The best method for determining voltage control 
performance varies depending on the type of control used in 
the wind farm. For sites with one voltage sensing point, 
signal injection, similar to that performed during 
synchronous machine AVR and governor testing, is the best 
method. In this case a series of 1% and 2% positive and 
negative steps are superimposed onto the actual measured 
voltage signal. This allows verification of both the 1 second 
dynamic and 5 second slope performance characteristics. If 
the wind farm has inner local turbine control coupled with 
central outer control then this type of verification is difficult 
as simultaneous injection on all turbines and the central 
controller is logistically impossible. Instead a combination of 
injections in the local control system of one turbine and 
again in the central controller can be judged individually, 
combined with results from upstream transformer tapping 
where available.  
An example of the type of result from transformer tapping on 
a site in GB is shown in Figure 8. The pass criteria is that 
90% of the steady state requirement is achieved within 1 
second (for a large enough step), and the correct slope 
(droop) value of MVAr is achieved within 5 seconds (steady 
state component) [4] and [5]. 
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Figure 8 – Example of an upstream transformer tap test for 
determining voltage control performance 
5.5. Frequency Range Verification 
This is another parameter that is impossible to test on site. 
Generally a manufacturer, via the developer will state that 
the equipment can meet the 47.5 – 52Hz frequency range 
requirement. Operational monitoring during normal 
frequency excursions will determine if the plant meets a 
proportion of this requirement, however the overall 
responsibility for the turbines and all critical subsystems lies 
with the developer. 
5.6. Frequency Response System Testing & Verification 
The frequency response tests that are conducted have a 
number of purposes. The first is to populate the contractual 
frequency response matrix. This contains the values that the 
electricity control room uses to calculate the amount of 
frequency response available. The procedure involves 
injecting numerous 10 second ramps into the control system 
that are either superimposed onto real system frequency, or 
pure injections isolated from real system speed. There are a 
number of different sizes of injection to cover the majority of 
frequency deviations experienced during normal system 
operation (±0.1Hz, ±0.2Hz, ±0.5Hz). Primary, secondary 
(both for low frequency) and high frequency response values 
are taken as the minimum value of response achieved 
between 10 and 30 seconds, the minimum value of response 
achieved between 30 seconds and 30 minutes, and the 
minimum value of response achieved after 10 seconds 
respectively. In practice the tests are not conducted for 30 
minutes or more and a degree of engineering judgement 
determines the end of the test. All tests are repeated at a 
number of different load levels to highlight any differences 
in response across the operating range.  
In addition to the ramps, a number of frequency profiles are 
injected to determine the response of the plant to a typical 
system frequency event comprising a frequency decrease 
followed by a partial recovery. The most onerous of these is 
a 0.8Hz fall in frequency over 10 seconds, followed by a 
0.5Hz rise from this value at 30 seconds. An example of this 
test on a wind farm in GB is shown in Figure 9. The first plot 
shows the injected frequency and the change in power from 
the turbine. The second plot has a repeat of the MW trace but 
also includes the available power during the test. Note how 
the MW output holds a constant value even though the 
available power is changing. 
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The next purpose of the tests is to determine control system 
robustness. This is achieved by injecting a range of 
frequency steps (±0.2Hz and ±0.5Hz) to ensure a stable 
response, in particular to islanding or system split scenarios.  
If a repeatable, fast acting, stable and robust performance is 
achieved, with at least 10% (of rating) primary, secondary 
and high frequency response, then the test will have met the 
main pass criteria.  
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Figure 9 A frequency response test example. 
6. EXPERIENCE OF WIND FARMS IN THE GB SYSTEM TO DATE 
The introduction of large amounts of wind powered 
generation is a relatively new challenge for most utilities. 
Previously they have only had to manage well understood, 
predictable conventional synchronous generation. The result 
is a steep learning curve for utilities, developers and wind 
turbine manufacturers as the various teething problems are 
discovered and resolved. From NGET’s perspective this had 
to be achieved in a manner that does not adversely affect the 
system, is sympathetic to developers and the capabilities of 
the new technology without creating undue discrimination 
for existing forms of generation. Some of the main 
experiences / problems / solutions encountered by National 
Grid to date are outlined below. 
• Compliance with the GB Grid Code is a complex task 
particularly for a relatively new technology and for 
participants not familiar with the problems of operating an 
island system, in particular requiring fast acting voltage & 
frequency control. Understanding and coping with the 
multiple requirements is further complicated by the 
numerous individuals and companies involved, often from 
countries with a different focus. 
• Synchronous and asynchronous plant have to be treated 
equally as far is as possible to avoid unfair market 
advantages, or adverse effects on the system. 
• The learning curve for all parties, including NGET, is 
steep. Inevitably all processes and actions have not been 
perfect from day one and misunderstandings have 
inevitably occurred. Generally these challenges have been 
overcome resulting in better, more robust equipment for the 
manufacturer, an enhanced product for the developer and a 
desired response for the system. This can particularly be 
seen with the development of manufacturers’ new products. 
• Good communication, usually face to face with all relevant 
parties, is the key to delivering a successful project that is 
compliant with the Grid Code. 
• The “Guidance Notes for Power Park Developers” [5] is 
the main NGET point of reference for understanding the 
methods of demonstrating compliance with the Grid Code. 
• The GB system has benefited from the international work 
on Fault Ride Through (FRT) requirements. NGET believe 
that while still an exceptionally important part of Grid 
Code compliance, FRT is yesterdays problem with the 
major technologies / manufacturers largely now able to 
cope with the demanding requirements. 
• NGET is leading the way by encouraging manufacturers to 
develop methods of providing frequency response from 
wind turbines. Frequency response must be provided in a 
similar way to conventional synchronous generation. 
• The system need and market based self dispatch of 
generation on the GB system generates the requirement for 
all new plant to have similar voltage control response times 
as the synchronous plant it is replacing. Delivering fast 
acting voltage control, although this again appears to be a 
first, has not proven to be quite as technically demanding 
as the frequency response issues encountered. 
• NGET are making preparations to incorporate as much 
‘type’ testing and registration as possible to reduce 
workload for all parties. 
• Problems with wind turbine modelling are beginning to get 
resolved. NGET wants to gain a deep understanding of the 
modelling techniques and operation of the turbines rather 
than including ‘black boxes’ in the system simulations. 
More information can be found in [7] 
• The variation in the resource (wind) with time is a well 
known challenge, but one unforeseen issue was the 
variation of wind within a wind farm. The wind speed at 
one part of the wind farm can be significantly different to 
that at another. This can cause problems for providing 
repeatable predictable frequency response as the turbines 
operate with different loading and hence different 
capability for de-loading. 
• Delays in the communications between central controllers 
and individual turbines can have significant detrimental 
effects in the fast response required for voltage and 
frequency control. Rather than using traditional slow 
SCADA systems high speed dedicated communication 
links are essential. This had not previously been a problem 
on conventional synchronous plant as all systems are 
relatively close together. 
• Due to the geographic spread of the equipment with 
multiple voltage / frequency sensing points, National Grid 
has had to develop new methods of site testing. New 
conventional synchronous plant is now well prepared for 
easy injection of test signals and monitoring of the effects. 
This is not currently the case with the majority of wind 
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turbine plants. However, National Grid is encouraging 
improvements for the future. 
7. FUTURE COMPLIANCE DEVELOPMENTS 
Currently, work is in progress to define responsibilities and 
ownership for the offshore transmission networks, covering 
all 132kV & above. It is proposed that all offshore 
transmission connected installations above 10MW will be 
defined as large Power Stations. This low MW value will 
make the Grid Code apply in most cases. 
After 2009 the offshore transmission network will be 
owned by Offshore TOs. The voltage related Grid Code 
requirements including reactive capability will be imposed 
on the Offshore Transmission Owners (OTO) at the onshore 
connection point. The OTOs may choose to deliver this from 
reactive compensation on the boundary or from the wind 
turbines or from a combination. The frequency control will 
be implemented offshore, at the boundary between the OTO 
and the wind farm.  Hence, this part of compliance has to be 
delivered by the wind farm itself. This is also the case for 
fault ride through, where Offshore Generators will have the 
option to meet the requirements based on the existing 
requirements with faults at the Onshore / Offshore TO 
interface point or with faults at the offshore Grid Entry Point 
The latter simplifying evaluation of compliance.  
It is expected that NGET will be appointed as the SO for 
the offshore transmission systems. NGET is also likely to be 
the responsible party to evaluate compliance at the new 
ownership boundaries. The draft proposals include provision 
for the option of HVDC offshore transmission of both 
conventional type (current commutated) as well as voltage 
source type HVDC connections. These may be introduced 
for large wind farms situated far from the coast. System 
design of the offshore network is expected to be allocated to 
the GBSO (NGET). 
The massive wind resource in GB combined with the EU 
June 2007 decision to implement a binding renewable 
requirement for 20% of all energy by 2020, has lead to 
increased interest in scenarios of very high levels of wind 
penetration.  20% of renewable energy across all energy 
sectors may result in legally binding electricity sector 
requirement for 30 or even 40% renewable energy. If this is 
going to be delivered in the main by wind, it would require 
installations of 30 to 50GW, probably extensively from 
offshore. Such capacity would substantially exceed the GB 
minimum demand of 23GW. This in turn would increase the 
prospects for interconnections and or access to high volume 
energy storage, if this can be made economical. These 
possible future developments reinforce NGET’s view that all 
the generation components connected to the electricity 
system, notably the wind farms, must be designed with full 
flexibility in mind. Technical capability including dynamic 
performance across the range of generation technologies is 
an important feature for the deregulated whole sale and 
balancing market, with its absence of central generation 
dispatch.,  
The possible vast wind developments reinforce the drivers 
for greater use of open markets for electricity and associated 
balancing services throughout the EU. A single weather 
system is geographically greater than each nation, making 
the logical case for greater sharing of use of the resource and 
for delivering the solutions to the associated balancing 
challenges, notably delivery of reserve capacity. Greater EU 
wide connectivity may also lead to increased activity to 
harmonise Grid Codes as well as market mechanisms. Some 
exploratory work is in progress in these respects in the EU 
backed TSO R&D programme called European Wind 
Integration Study (EWIS). 16 TSOs, including NGET are 
engaged on transmission and market R&D focused on 
requirements in 2015. This work is expected to conclude in 
summer 2009. 
8. CONCLUSIONS 
Successful implementation of compliance against 
challenging technical requirements defined in the GB Grid 
Code has been described for a range of the most common 
wind turbine technologies. This process has involved new 
requirements for fast acting voltage and frequency control 
systems, which are at the leading edge worldwide. This 
success story has demonstrated the practicality of broadly 
equal treatment of wind farms compared with other 
traditional generation technologies. Wind turbine 
technologies have now been proven as mature. 
NGET believes that wind turbine technologies are more 
than capable of meeting, and in some cases exceeding, the 
demanding requirements in the GB Grid Code, provided that 
they are fully understood and the control systems are well 
designed to take account of them. 
The route to success has been challenging for all involved 
and has been critically dependent upon good 
communications. Refinements of the compliance process 
have been defined and initiated to provide a better fit process 
for all stakeholders. Wind is now ready to be considered for 
scaling up from the existing low GW level in GB to 10s of 
GW, to implement the UK and EU ambitions for renewable 
energy and as such deliver a substantial contribution towards 
the move from a high carbon economy towards a low carbon 
economy. 
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Abstract — Currently, more wind power is expected to enter into 
the electrical network all over the world. Therefore the power 
system becomes more vulnerable and dependent on the wind energy 
production. The European countries with already grid connection 
requirements for wind power have revised them in the last two 
years while other countries have started to address these 
requirements. In all cases the grid codes reflect the penetration of 
the wind power into the electrical network both at distribution and 
transmission levels or a future development is prepared with these 
demands. Issues as power controllability, power quality, fault ride-
through and grid support capability during network disturbances are 
addressed through these demands. The present paper provides a 
world wide overview of the existing grid codes for wind power. 
Index Terms — Wind power, Interconnection requirements. 
1. INTRODUCTION 
The World Energy Council predicts that by 2050, the global 
energy mix will be made up of different energy sources in 
which renewables will have an important share. On the same 
time the European Union has a target of 22% electricity 
generation from renewables by 2010 and recognizes that 
wind power will be the main contributor for meeting this 
goal [1]. A study from European Wind Energy Association 
[3] estimates that wind is capable of delivering 12% by 2020 
and in excess of 20% by 2030. According with International 
Energy Agency in the last decade wind power had one of the 
highest average annual growth rates among renewable 
sources [2]. On the same time in the last decade the wind 
turbines become bigger and bigger and currently single units 
up to 5 MW are commercially available. Europe seems to 
lead at this moment the penetration of the wind power into 
the electrical network, Denmark and the northern Germany 
having the highest level of penetration. In 2006 more than 
20% from the total electricity consumption in Denmark was 
provided by the wind power. Spain and Ireland as well as 
Great Britain will install more wind power in the near future. 
The future development of wind power is also expected in 
Canada, Australia and Japan. 
Modern MW wind turbines currently replace a large 
number of small wind turbines and there is a significant 
attention to offshore wind parks/farms, mainly because of 
higher average wind speed and no space limitations. Large 
wind farms like Horns Rev (160 MW) or Nysted (170 MW) 
in Denmark are in operation and more large wind farms are 
in construction or in the planning stage all over Europe. 
However, in order to achieve objectives as continuity and 
security of the supply a high level of wind power into 
electrical network posses new challenges as well as new 
approaches in operation of the power system. Therefore 
some countries have issued dedicated grid codes for 
connecting the wind turbines/farms to the electrical network 
addressed to transmission and/or distributed system. In most 
of the cases, e.g. in Denmark, Germany, Ireland, these 
requirements have focus on power controllability, power 
quality, and fault ride-through capability. Moreover, some 
grid codes require grid support during network disturbances 
e.g. Germany and Spain. Denmark has the most demanding 
requirements regarding the controllability of the produced 
power. Wind farms connected at the transmission level shall 
act as a conventional power plant providing a wide range of 
controlling the output power based on Transmission Network 
Operators demands and also participation in primary and 
secondary control. The power quality requirements are very 
demanding in respect with flicker emission as well as the 
harmonic compatibility levels for voltages especially at 
Distribution System level comparing with relevant standards. 
All existing grid codes require fault ride-through capabilities 
for wind turbines. Voltage profiles are given specifying the 
depth of the voltage dip and the clearance time as well. 
However, in some of the grid codes the calculation of the 
voltage during all types of unsymmetrical faults is very well 
defined e.g. Ireland, while others do not define clearly this 
procedure. 
Many references e.g. [3], [5] and [7] consider that the 
present grid codes often contain costly and demanding 
requirements e.g. fault ride-through capability and primary 
control which are not reflecting the real penetration of the 
wind power in a given area. 
Moreover, according to [3] “grid codes and other technical 
requirements should reflect the true technical needs for 
system operation and should be developed in cooperation 
between Transmission System Operators, the wind energy 
sector and government bodies”. 
The present paper presents a survey of the existing grid 
codes for wind power both at distribution and transmission 
system levels in different countries. Comparisons between 
the main points of concern are made as well as remarks about 
the sensitive issues within these requirements. 
2. OVERVIEW OF WIND TURBINE CONCEPTS 
The most commonly applied wind turbine designs can be 
categorized into four wind turbine concepts [4] and [7]. 
The main differences between these concepts are the 
generating system and the way in which the aerodynamic 
efficiency of the rotor is limited during above the rated value 
in order to prevent overloading. These concepts are presented 
in detail in the following paragraphs. 
2.1. Fixed Speed Wind Turbines (Type A) 
This configuration corresponds to the so called Danish 
concept that was very popular in 80’s. This wind turbine is 
fixed speed controlled machine, with asynchronous squirrel 
cage induction generator (SCIG) directly connected to the 
grid via a transformer as shown in Figure 1. 
This concept needs a reactive power compensator to 
reduce (almost eliminate) the reactive power demand from 
the turbine generators to the grid. 
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Figure 1. Fixed speed wind turbine with directly grid connected squirrel-
cage induction generator. 
It is usually done by continuously switching capacitor 
banks following the production variation (5-25 steps) 
Smoother grid connection occurs by incorporating a soft-
starter. Regardless the power control principle in a fixed 
speed wind turbine, the wind fluctuations are converted into 
mechanical fluctuations and further into electrical power 
fluctuations. These can yield to voltage fluctuations at the 
point of connection in the case of a weak grid. Because of 
these voltage fluctuations, the fixed speed wind turbine 
draws varying amounts of reactive power from the utility 
grid (in the case of no capacitor bank), which increases both 
the voltage fluctuations and the line losses. 
Thus, the main drawbacks of this concept are: does not 
support any speed control, requires a stiff grid and its 
mechanical construction must be able to support high 
mechanical stress caused by wind gusts. 
2.2. Partial Variable Speed Wind Turbine with Variable 
Rotor Resistance (Type B) 
This configuration corresponds to the limited variable speed 
controlled wind turbine with variable rotor resistance, known 
as OptiSlip (VestasTM) as shown in Figure 2. 
 
Figure 2. Partial variable speed wind turbine with variable rotor resistance. 
It uses a wound rotor induction generator (WRIG) and it 
has been used by the Danish manufacturer Vestas Wind 
Systems since the mid 1990’s. 
The generator is directly connected to the grid. The rotor 
winding of the generator is connected in series with a 
controlled resistance, whose size defines the range of the 
variable speed (typically 0-10% above synchronous speed). 
A capacitor bank performs the reactive power compensation 
and smooth grid connection occurs by means of a soft-starter. 
An extra resistance is added in the rotor circuit, which can be 
controlled by power electronics. Thus, the total rotor 
resistance is controllable; the slip and thus the power output 
in the system are controlled. The dynamic speed control 
range depends on the size of the variable rotor resistance. 
Typically the speed range is 0-10% above synchronous 
speed. The energy coming from the external power 
conversion unit is dumped as heat loss. In [9] an alternative 
concept using passive component instead of a power 
electronic converter is described. This concept achieves 10% 
slip, but it does not support controllable slip. 
The stator is directly connected to the grid, while a partial-
scale power converter controls the rotor frequency and thus 
the rotor speed. 
2.3. Variable Speed WT with partial-scale frequency 
converter (Type C) 
This configuration, known as the Doubly-Fed Induction 
Generator (DFIG) concept, corresponds to the variable speed 
controlled wind turbine with a wound rotor induction 
generator (WRIG) and partial-scale frequency converter 
(rated to approx. 30% of nominal generator power) on the 
rotor circuit as shown in Figure 3. 
 
Figure 3. Variable speed wind turbine with partial scale power converter. 
The power rating of this partial-scale frequency converter 
defines the speed range (typically  ±30% around synchronous 
speed). Moreover, this converter performs the reactive power 
compensation and a smooth grid connection. The control 
range of the rotor speed is wide compared to that of OptiSlip. 
Moreover, it captures the energy, which in the OptiSlip 
concept is burned off in the controllable rotor resistance. The 
smaller frequency converter makes this concept attractive 
from an economical point of view. Moreover, the power 
electronics is enabling the wind turbine to act as a more 
dynamic power source to the grid. However, its main 
drawbacks are the use of slip-rings and the protection 
schemes in the case of grid faults. 
2.4. Variable Speed Wind Turbine with Full-scale Power 
Converter (Type D) 
This configuration corresponds to the full variable speed 
controlled wind turbine, with the generator connected to the 
grid through a full-scale frequency converter as shown in 
Figure 4. 
 
Figure 4. Variable speed wind turbine with full-scale power converter. 
The frequency converter performs the reactive power 
compensation and a smooth grid connection for the entire 
speed range [4], [6] - [16]. The generator can be electrically 
excited (wound rotor synchronous generator WRSG) or 
permanent magnet excited type (permanent magnet 
synchronous generator PMSG). The stator windings are 
connected to the grid through a full-scale power converter. 
Some full variable speed wind turbines systems are 
gearless – see dotted gearbox in Figure 4. In these cases, a 
bulky direct driven multi-pole generator is used. 
A two stage conversion is usually used for the power 
converter; a AC to DC stage on the generator side and a DC 
to AC one on the grid side. An extra DC to DC conversion 
stage may be used e.g. permanent magnet synchronous 
generator based wind turbines as shown in Figure 5. 
Most of these power converters are based on the two-level 
voltage source inverter topology [4]. However, there is an 
increasing interest in multilevel power converters especially 
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for medium to high-power, high-voltage wind turbine 
applications [17]-[19]. 
 
Figure 5. Permanent magnet synchronous generator based wind turbine with 
bidirectional power converter [4]. 
2.5. System comparison of wind turbines 
Comparing the different wind turbine topologies in respect 
to their performances will reveal a contradiction between 
cost and the performance to the grid [4], [17]. A technical 
comparison of the main wind turbine concepts, where issues 
on grid control, cost, maintenance, internal turbine 
performance is given in Table 1. 
Table 1. System comparison of wind turbine configurations [4]. 
 
3. GRID CONNECTION REQUIREMENTS FOR WIND POWER 
Few countries worldwide have at this moment dedicated grid 
codes addressed to interconnection requirements of 
Renewable Energy Sources (RES). However, Europe is 
leading in this area. In most of the cases, these requirements 
reflect the penetration of renewable sources into the electrical 
network or that a future development is prepared with these 
demands. Among all kinds of renewable sources the wind 
power has specific requirements. 
The requirements for wind power cover a wide range of 
voltage levels from medium voltage to very high voltage. 
The grid codes for wind power address issues that make the 
wind farms to act as a conventional power plant into the 
electrical network. These requirements have focus on power 
controllability, power quality, fault ride-through capability 
and grid support during network disturbances. According to 
several references [5], [7], [20] and [21] in some of the cases 
these requirements are very difficult to fulfil. 
3.1. Design voltages and frequencies 
Some grid codes specify the voltage and frequency design 
charts in the Point of Common Coupling (PCC). Typical 
charts for the design voltages and frequencies in the Danish 
grid codes for Distribution and Transmission networks are 
given in Figure 6 and Figure 7 respectively. 
 
Figure 6. Voltages and frequencies used for design of a wind turbine 
connected to Medium Voltage networks [22]. 
 
Figure 7. Operational range of wind farms connected to the Danish 
transmission networks [23]. 
Other transmission grid codes e.g. the German one are 
more restrictive than the Danish one for the entire range of 
voltages and frequencies, as shown in Figure 8. 
 
Figure 8. Operational range of wind farms connected to the transmission 
networks in the German grid [26], [27]. 
3.2. Active power control 
The wind turbines must be able to control the active 
power in the Point-of-Common-Coupling (PCC) in a given 
range. The active power is typically controlled based on the 
system frequency. In Denmark, Ireland, Germany [22]-[28] 
the power delivered to the grid is decreased when the grid 
frequency rises above 50 Hz. 
A typical characteristic for the frequency control in the 
Danish grid code is shown in Figure 9. 
Other grid codes, e.g. Great Britain [29] specifies that the 
active power output must be kept constant for the frequency 
range 49.5 to 50.5 Hz, and a drop of maximum 5% in the 
delivered power is allowed when the frequency drops to 47 
Hz as shown in Figure 10. 
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Figure 9. Frequency control characteristic for the wind turbines connected to 
the Danish grid [22], [23]. 
 
Figure 10. Frequency control characteristic in the Great Britain’s grid code. 
In the Italian grid code for wind turbines [34], it is 
specified that the produced active power shall be controlled 
with a maximum positive ramp rate of 20% from the rated 
power per minute for wind farms with a rated power over 25 
MW. Wind turbines can not operate if the grid frequency is 
greater than 50.3 Hz. 
In the Canadian grid codes the “requirements to control 
power output are generally absent, implied or very loosely 
defined” [37]. 
Curtailment of produced power based on system operator 
demands is mandatory in Denmark, Ireland, Germany and 
Great Britain [22]-[29]. 
Currently, Denmark has the most demanding requirements 
regarding the controllability of the produced power. Wind 
farms connected at the transmission level shall act as a 
conventional power plant providing a wide range of 
controlling the output power based on Transmission System 
Operator’s (TSO) demands and also participation in primary 
and secondary control [23]. Seven regulation functions are 
required in the wind farm control. Among these control 
functions the following must be mentioned: delta control, 
balance control, absolute production and system protection as 
shown in Figure 11. 
     
a)                                                    b) 
     
c)                                                    d) 
Figure 11. Regulation function for active power implemented in the wind 
farm controller required by the Danish grid code: a) delta control, b) balance 
control, c) absolute production constraint and d) system protection [23]. 
3.3. Reactive power control and voltage stability 
Reactive power is typically controlled in a given range. The 
grid codes specify in different ways this control capability. 
The Denmark’s grid code for both Distribution and 
Transmission networks gives a band for controlling the 
reactive power based on the active power output as shown in 
Figure 12. 
 
Figure 12. Danish grid code demands for the reactive power exchange in the 
PCC. 
The Irish grid code specifies e.g. the reactive power 
capability in terms of power factor as shown in Figure 13. 
 
Figure 13. Requirements for reactive power control in the Irish grid code for 
wind turbines 
The German transmission grid code for wind power 
specifies that these units must provide reactive power 
provision in the connection point without limiting the active 
power output the range as shown in Figure 14. 
 
Figure 14. Requirements for reactive power provision of generating units 
without limiting the active power output in the German transmission grid 
code [26], [27]. 
3.4. Power quality 
Power quality issues are addressed especially for wind 
turbines connected to the medium voltage networks. 
However, some grid codes, e.g. in Denmark and Ireland have 
also requirements at the transmission level. 
Mainly two standards are used for defining the power 
quality parameters namely: IEC 61000 and EN 50160. 
Specific values are given for fast variations in voltage, short 
term flicker severity, long term flicker severity and the total 
harmonic distortion. An example of these requirements is 
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given in Table 2 for the wind turbines connected to the High 
Voltage networks in Denmark [23]. 
Table 2. Power quality parameters for wind turbines connected to 
transmission networks in Denmark [23]. 
Parameter Value Based on 
Fast variations < 3% 
Short term flicker severity (10 
min) < 0.3 
Long term flicker severity (2 h) < 0.2 
IEC 61000-3-7 
Total Harmonic Distortion  < 1.5 % - 
 
A schedule of individual harmonics distortion limits for 
voltage are also given based on standards or in some cases 
e.g. Denmark custom harmonic compatibility levels are 
defined [22]. Interharmonics may also be considered as in the 
Danish grid codes [22]. 
3.5. Low voltage ride-through capability 
All considered grid codes for wind power require Low-
Voltage Ride-Through (LVRT) capabilities for wind turbines 
[22]-[33]. Voltage profiles are given specifying the depth of 
the voltage dip and the clearance time as well (see Appendix 
1).  
A voltage profile for ride-through capabilities of wind 
turbines as specified in the Danish grid code for wind 
turbines connected to Distribution networks is shown in 
Figure 15. 
 
Figure 15. Danish requirements for disconnection of wind turbines in the 
event of deviations in voltage [22]. 
One of the problems is that the calculation of the voltage 
during all types of unsymmetrical faults is not very well 
defined in some grid codes. The Danish requirements 
specifies the voltage profiles for symmetrical and 
asymmetrical faults [22], [23], while the German 
requirements for Transmission networks [26] define very 
clear the voltage limits for disconnection only for three-phase 
symmetrical faults as shown in Figure 16. 
 
Figure 16. Voltage limits for disconnection of wind turbines in the case of 
faults in the German transmission networks [26]. 
According to [26] special requirements are applied in Area 
1 in Figure 16. 
In United States the interconnection requirements for wind 
energy connected to the transmission networks are defined 
by Federal Energy Regulatory Commission (FERC) [38]. 
According to this document the wind power plants “shall be 
able to remain online during voltage disturbances up to the 
time periods and associated voltage levels” as shown in 
Figure 17. 
 
Figure 17. Minimum required wind plant response to emergency low 
voltages in United States [38]. 
This voltage profile is similar to that issued by the 
transmission operator in the Canadian province Alberta 
(AESO). 
In Canada Hydro-Quebec’s requirement is defined for “the 
positive sequence voltage on the high-voltage side of the 
switchyard” [35] as given in Figure 18. According to [35] the 
wind generators must remain to the transmission system 
without tripping during symmetrical and asymmetrical faults. 
 
Figure 18. LVRT requirement from Hydro-Quebec for wind generators 
during faults. 
In a study made by Garrad Hassan for Canadian Wind 
Energy Association [37] is stated that “the Quebec LVRT 
requirement is likely to become standard across many 
Canadian provinces and that Alberta and other grid codes 
will cede to this”. 
Ireland’s grid code[24], [25] is very demanding in respect 
with the fault duration – up to 1 sec - while Denmark has the 
lowest short circuit time duration with only 100 msec. 
However, Denmark’s grid code requires that the wind turbine 
shall remain connected to the electrical network during 
successive unsymmetrical faults [22] as shown in Figure 19. 
 
Figure 19. Fault ride-through capabilities of WTs connected to the Danish 
Distribution networks [22]. 
On the other hand Germany and Spain requires grid 
support during faults by reactive current injection up to 
100% from the rated current [26], [30] as shown in Figure 
20. and Figure 21. 
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Figure 20. Grid support during faults by reactive current injection as 
specified in the German grid code for wind power [26], [27]. 
 
Figure 21. Grid support during faults by reactive current injection as 
specified in the Spanish grid code for wind power [30]. 
This demand is relative difficult to meet by some of the 
wind turbine concepts e.g. active stall wind turbine with 
directly grid connected squirrel cage induction generator 
(Type A). 
Based on the existing grid codes for wind power the 
voltage profile for ride-through capability can be 
summarized as shown in Appendix 2. 
A summary regarding the main parameters for the 
interconnection requirements for wind power in Europe is 
given in detail in Appendix 3. 
4. GRID COMPLIANCE OF WIND POWER 
It is obviously that today, there are very hard grid connection 
requirements [20]-[39] which require MW-size wind turbines 
concentrated in large wind farms connected to the 
transmission networks to support the grid actively and to 
remain connected during grid events (i.e. voltage sags), 
otherwise it could cause a grid blackout. The main role for 
such technical demands of the grid operators is played today 
by the power electronics within the wind turbines and wind 
farms. 
Analyzing the wind turbine concepts presented in §2 as 
well as the grid connection requirements given in §3 some 
general conclusions and also trends for future can be drawn. 
One off-shore wind farm equipped with power electronic 
converters can perform both active and reactive power 
control and also operate the wind turbines in variable speed 
to maximize the energy captured as well as reduce the 
mechanical stress and noise. This solution is shown in Figure 
22 and it is in operation in Denmark as a 160 MW off-shore 
wind power station. 
 
Figure 22. Doubly Fed Induction Generator based wind farm with an AC 
grid connection. 
Still, the doubly-fed concept is sensitive to grid faults and 
requires special protection schemes inserted in the rotor side. 
Moreover, since the power converter is rated to 30% from 
the wind turbine power, it is not capable to deliver too much 
reactive current in case of a grid fault. 
The wind turbine concept based on directly grid connected 
squirrel-cage induction generator (Type A) itself cannot 
fulfill most of the interconnection requirements. However, 
concentrating these wind turbines in off-shore wind farms 
and providing reactive power compensation in the PCC e.g. 
using a Static VAR Compensator as shown in Figure 23 may 
be a solution for most of these requirements. 
 
Figure 23. Active stall wind farm with an AC grid connection. 
One of the remaining problems in this case is the reactive 
current injection in case of faults. This solution depends also 
strongly on the ratings of the compensation unit. 
For long distance power transmission from off-shore wind 
farm, HVDC may be an interesting option. In an HVDC 
transmission system, the low or medium AC voltage at the 
wind farm is converted into a high dc voltage on the 
transmission side and the dc power is transferred to the on-
shore system where the DC voltage is converted back into 
AC voltage as shown in Figure 24. 
 
Figure 24. Active stall wind farm with a HVDC-link grid connection. 
In this way a complete decoupling of active and reactive 
power between wind farm and grid is achieved. Also, the 
grid side converter can inject up to 100% reactive current 
into the power system. This configuration may even be able 
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to vary the speed on the wind turbines inside the wind farm 
[40], [41]. 
Another possible DC transmission system configuration is 
shown in Figure 25, where each wind turbine has its own 
power electronic converter, so it is possible to operate each 
wind turbine at an individual optimum speed. A common DC 
grid is present on the wind farm while a full scale power 
converter is used for the on-shore grid connection. 
 
Figure 25. Wind farm with common DC grid based on variable speed wind 
turbines with full scale power converter. 
The wind farm topologies based on a full scale power 
converter on the grid side (see Figure 24 and Figure 25) can 
fulfill all the interconnection requirements for normal 
operation as well as during the grid faults. Extra features can 
also be provided e.g. harmonic compensation, black start 
capability, etc. Moreover, using multilevel power converter 
topologies the transformer can be eliminated. 
A comparison of these possible wind farm topologies in 
terms of control abilities, response to grid faults as well as 
economical aspects is shown in Table 3 [4]. 
Table 3. Comparison of wind farm topologies 
 
5. CONCLUSIONS 
Since more wind power is expected to enter into the grid, 
more changes are also expected in the existing grid codes. 
The variety of requirements within these codes makes 
difficult a benchmarking and a fair comparison. Thus, more 
challenges are posed for researchers as well as for the wind 
turbine industry regarding the grid integration of wind 
power. 
The response of the present wind turbine concepts to the 
interconnection requirements is different. Some of these 
concepts can fulfil partially the requirements e.g. power 
controllability and reactive power control, while other 
concepts can comply with the worst case scenario e.g. grid 
support by reactive current injection and black-start 
capability. Thus, full-scale power converter based solutions 
are very promising especially in terms of ride-through and 
grid support capabilities. Currently, most of the 
interconnection requirements address ride-through 
capabilities only for the transmission level. However, this 
may be changed in the near future because one of the targets 
for Distributed Generation is to make these relatively small 
units to act as conventional power plants. An example in this 
sense is the Danish grid code for wind turbines connected to 
distribution networks [22]. 
Moving to large wind farms connected at the transmission 
level there is an increasing trend in all grid codes over the 
world to require wind farms to behave more and more as 
conventional power plants in the power system. This means 
that, sooner or later, they will have to share some of the 
duties carried out today by the conventional power plants. 
Thus, power converter based solutions for grid interfacing 
seems to be to only promising technology that can cope with 
all interconnection requirements. 
Consequently, it is obvious that power electronics is the 
key-enabling technology in the grid integration of wind 
power. Using power converters for grid interfacing not only 
the current requirements can be fulfilled but also some extra 
features as harmonic cancellation capabilities, black-start and 
complete grid support during grid events can be provided. 
These solutions are already available e.g. the HVDC concept 
and new topologies are in the research stage such as the 
UNIFLEX-PM system [42]. The only remaining question is 
how fast these solutions will be adopted on large scale. 
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Appendix 1. Summary regarding fault ride through capability of wind turbines/farms in National Grid Codes [39]. 
Fault ride-through capability 
Country Voltage Level Fault duration Voltage drop level 
Recovery 
time Voltage profile Reactive current injection 
DS 100 msec 25%Ur 1 sec 2, 3-ph no Denmark TS 100 msec 25%Ur 1 sec 1, 2, 3-ph no 
Ireland DS/TS 625 msec 15%Ur 3 sec 1, 2, 3- ph no 
Germany DS/TS 150 msec 0%Ur 1.5 sec generic Up to 100% 
Great Britain DS/TS 140 msec 15%Ur 1.2 sec generic no 
Spain TS 500 msec 20%Ur 1 sec generic Up to 100% 
Italy > 35 kV 500 msec 20%Ur 0.3 sec generic no 
USA TS 625 msec 15%Ur 2.3 sec generic no 
Ontario/Canada TS 625 msec 15%Ur - - no 
Quebec/Canada TS 150 msec 0%Ur 0.18 sec Positive-sequence no 
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Appendix 2. Voltage profiles for fault ride through capability of wind turbines/farms in National Grid Codes. 
 
Appendix 3. Review of connection requirements for wind power in European grid codes [4] 
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Comparing the Fault Response Between a Wind
Farm Complying With the E.ON Netz Code and
That of Classical Generators
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Abstract— This paper investigates and compares the response
of a wind farm (WF) during network faults, while complying
with an example grid code (E.ON Netz code), with that of a
conventional synchronous generator (SG). The impact of the
response of a WF during network faults while complying with an
example grid code, on the performance of the nearby grid is also
quantified and compared with the case when the WF is replaced
with a SG with the same capacity. The Cigre´ 32-bus test system
is used to perform a case study. For the studied case, it is found
that, the rotor angle stability of a nearby conventional generating
unit is improved when the WF complies with the E.ON code (34o)
compared to cases when the WF operates at unity pf during the
fault or when the WF is replaced with a SG (40o).
Index Terms— variable speed wind turbine, grid code, fre-
quency converter, synchronous generator (SG).
I. INTRODUCTION
In the past, requirements for wind turbines were focused
mainly on protection of the turbines themselves and did not
consider the effect on the power system operation since the
penetration level of wind energy was fairly low. As the integra-
tion level of wind energy is increasing, concerns regarding the
stability of the already existing power system are becoming
of utmost importance and for a reliable and secure power
system operation, the loss of a considerable part of the wind
generators due to network disturbances cannot be accepted any
more [1].
A comment on the conclusion drawn in [2] is that today
wind turbines of variable speed type have become more
common than traditional fixed-speed turbines. The variable
speed wind turbines are either of the doubly-fed induction
generator (DFIG) type or of the full power converter type [3].
In particular the full power converter type turbines already
contains the needed hardware set-up for making the turbine
to act as a static synchronous compensator (STATCOM, with
limited capability). This means that a controlled response of
wind farms (WF) during faults can be achieved with minor
additional costs, and this feature should accordingly be utilized
if it leads to grid stability improvements.
Technical regulations for WFs to be connected to a power
system vary considerably from country to country. The differ-
ences in requirements depend on the wind power penetration
level and on the robustness of the power network besides
local traditional practices [2]. Usually fault ride-through (FRT)
for temporary under-voltages is nowadays required by system
operators, see for example [4]–[8].
In a previous paper, it is shown that the stability of a
grid is improved during network disturbances if a nearby
WF responds according to the E.ON code, compared to the
traditional unity power factor operation of the WF [9]. It is
also shown in [9] that the stability of the nearby grid can
be enhanced further when the response of the WF follows
a slightly modified E.ON code compared to the E.ON case,
as well as when wind turbines of the WF are equipped with
larger converters than required. It will be quite easy to modify
the response of a variable speed wind turbine during faults as
flexible power electronic converters are already included in the
design, as mentioned earlier. A real life example in this regard
is reported in [10] where the control of the voltage source
converter (VSC) of an existing HVDC light installation was
modified to incorporate an additional voltage stability function.
Conventional synchronous generators (SGs) are usually
responsible for supporting the grid. An interesting topic is
accordingly to compare the response of a WF complying
with the E.ON code during network faults with that of a
conventional SG with the same capacity and also to quantify
and compare the improvements they can have on the stability
of the nearby grid. Such a study could be interesting in the
sense that it can demonstrate whether we are demanding excess
contributions from a WF regarding grid supports than what
the already existing SGs are contributing. The study can also
identify opportunities, if any, for a WF to get benefited for
the excess contributions it makes towards the grid stability
improvement compared to that of a conventional SG.
The goal of the paper is to compare the response of a WF
complying with an example grid code (E.ON Netz code) dur-
ing network faults with that of a conventional SG. Moreover, a
purpose of the paper is to compare the improvements a WF can
have on the nearby grid while complying with an example grid
code with that of base case values where the WF is replaced
with a SG with the same capacity.
II. E.ON NETZ FAULT RESPONSE CODE FOR WFS
The FRT requirement for E.ON Netz is shown in Fig. 1. It
requires a WF to be grid connected as long as the voltage at
the grid connection point is above the solid line of Fig. 1(a).
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Fig. 1. The E.ON (a) voltage limit curve at the grid connection point during
a fault and (b) the reactive power support required during a network fault.
Fig. 2. SG or WF exposed to network faults.
Reactive current support should be provided on the low voltage
side of the generator transformer following the characteristic
shown in Fig. 1(b). It specifies the reactive current output
from the WF to increase 2% (on a pu base) for a 1%
voltage decrease, to have the 100% rated capacity of the
converter utilized at 50% voltage at the wind turbine terminal.
Accordingly, the slope of the reactive current support line,
m, is 2. The E.ON regulation requires WFs to provide this
reactive current support within 20 ms after a fault detection.
The regulation also states that if the generators are too far
away from the grid connection point resulting in an ineffective
voltage support, then the measurement of the voltage dip
should be done at the grid connection point and the voltage
support should be provided at this point as a function of this
measured value [6].
III. MODELING
A. WF modeling
In this work, a variable speed wind turbine with a power
electronic interface (a full-power converter system) is con-
sidered. It is assumed that the wind turbines are equipped with
a voltage dip ride-through facility and have a rapid current
controller. Based on these assumptions, the WF is modeled as
an user written model in PSS/E which is a current injection
source with current limitation determined by the converter
capacity constraint. As a very fast response can be achieved
from a power electronic converter, the WF can thus be mod-
eled as a controlled current source with a small time constant
(20 ms). Ottersten et al. [11] experimentally demonstrated that
a PWM voltage source converter can respond very quickly
to a voltage disturbance. Similar results were also shown in
[12] and in [13]. The results from these researches justify the
assumption of modeling a WF as a very fast controlled current
injection source. A similar approach of modeling a WF was
also adopted in [10] and in [14]. The reference current is
generated in accordance with the E.ON grid code which is
then injected into the grid.
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Fig. 3. Terminal current of a synchronous generator during a bolted three-
phase fault.
B. SG modeling
A round rotor SG is modeled by the PSS/E library model
GENROU which represents solid rotor generators at the
subtransient level. The voltage regulator of this generator is
modeled by the PSS/E library model SEXS which represents
the general characteristic of a wide variety of properly tuned
excitation systems. The power system stabilizer model used is
the PSS/E library model STAB2A which is a representation
of a specific type of supplementary stabilizing unit [15]. The
values of different parameters of these models are based on
[16] and are given in the Appendix.
IV. WFS VIS-A`-VIS SGS DURING NETWORK FAULTS
To compare the response of a WF complying with the E.ON
code with that of a SG during network faults, a SG and an
aggregated WF with the same capacity of the SG are exposed
to network faults resulting in different remaining voltages at
the terminal (see Fig. 2). It is made sure that the initial active
and reactive power from the WF and the SG are the same.
A. Terminal current
The armature current of a synchronous generator during
network faults becomes very high compared to the steady-
state value. The rate at which the subtransient and the transient
current decays are determined by the associated time constants
[17]. Fig. 3 shows the terminal current of a SG during a net-
work fault. The magnitude of the fault current also depends on
the fault impedance, apart from the SG parameters. However,
in the case of a wind turbine with a full scale power electronic
converter, the fault current is limited to the maximum current
rating of the converter due to the sensitive power electronic
equipment [18].
B. Active and reactive power
The active and reactive power from a SG during network
faults of different magnitudes – leading to different remaining
voltages – are calculated and shown in Fig. 4. The values
shown in the figure are the active and reactive power from
the SG at the instance of the fault occurance. At the instance
of the fault clearance, the reactive power are lower than these
values as the air-gap flux will diminish. It can be seen from the
figure that the reactive power output from the SG is maximum
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Fig. 4. Active (P) and reactive (Q) power from a SG during network faults
of different magnitudes.
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Fig. 5. Comparison of the reactive power during network faults with different
severity form a SG and a WF complying with the E.ON Netz code.
when a network fault leads to a 0.5 pu remaining voltage at
the bus. Also, note the almost linear decay of the active power
of the SG with increasing fault severity.
In a previous paper, the active and reactive power from a WF
complying with the E.ON Netz code, during network faults,
were presented [9]. Fig. 5 and Fig. 6 show the WF reactive
and active power during network faults with different fault
severities together with that of a SG. It can be seen that the
reactive power from a typical SG during network faults are
higher compared to that of a WF complying with the E.ON
Netz code. The reactive power from the WF decreases linearly
due to the converter current limitation for fault severities
leading the point of common coupling (pcc) remaining voltage
below 0.5 pu. On the other hand, the active power from the WF
decreases rapidly compared to the SG and reaches to zero at
0.5 pu remaining voltage. Note that the value of the remaining
voltage where the converter current limitation occurs depends
on the rating of the converter and also on the control strategy
of the WF during the fault (see [9] for further details on this
regard).
The reactive power from the WF during network faults are
also calculated following a different control strategy other that
the E.ON recommended one, where a higher value of m is
chosen (m=4) (see Fig. 7). In Fig. 7, the reactive power from
the WF during network faults with the modified E.ON code
is presented together with the original E.ON case and the SG
case. As can be seen from the figure, the reactive power from
the WF is higher when it complies with the modified E.ON
code compared to the other two cases for less severe faults
(when the pcc remaining voltage is higher than 06 pu). For
severe faults (when the remaining voltage is lower than 0.6 pu)
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Fig. 6. Comparison of the active power during network faults with different
severity form a SG and a WF complying with the E.ON Netz code.
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Fig. 7. Reactive power during network disturbances from a SG, a WF
complying with the E.ON Netz code and a WF complying with the modified
E.ON code (m=4).
the reactive power contribution from a SG is higher than a WF.
C. Field forcing capability (FFC)
The ceiling voltage of an excitation system is the maxi-
mum dc voltage that the excitation system can supply under
specified conditions [17]. The field forcing capability (FFC)
of a SG is associated with the excitation system ceiling
voltage. With an excitation system with high FFC, the reactive
power capability from a SG during network faults is increased
compared to a low FFC excitation system. However, no change
in the reactive power at the time of fault occurance is noticed.
The reactive power at the instant of fault clearance is higher
when a high FFC excitation system is utilized. Fig. 8 shows
the field current (Ifd) with a high and low FFC excitation
system. The corresponding pcc voltage and the reactive power
from the SG is shown in Fig. 9.
In the case of a wind turbine with a full-power converter
system, the converter output voltage has to be reduced to
limit the converter current, so that the current capacity of
the converter does not violate. So, to increase the reactive
power (current) from a wind turbine during network faults,
by increasing the converter output voltage (like the high FFC
excitation system of a SG), will not be possible unless the
converter is made over-rated.
D. Active and reactive power control flexibility
Note that the active and reactive power from a SG during
network faults are not controllable. They are determined by the
machines’ pre-fault conditions. However, the reactive power of
a SG is controlled by the excitation system and the power
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Fig. 8. SG field current with a high and low FFC excitation system.
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Fig. 9. (a) PCC voltage and (b) reactive power from a SG excitation system
with two different FFC (legends are same as Fig. 8).
system stabilizer (pss) to control voltage and damp power
oscillations in the range of 0.2–2 Hz [17]. In the case of a wind
turbine with power electronic converter, the active and reactive
power is controllable during network faults [18]. It is reported
in [18] that a very fast response in terms of active and reactive
power from a wind turbine with full power converter system
and from a WF with this type of turbines can be achieved
which is in the range of 0.5–100 ms.
V. CASE STUDY RESULTS
A. Example power system
The Cigre Nordic32 test network is used in this paper. A
detailed description of this network can be found in [16], [19].
The original Nordic32 model was modified and is shown in
Fig. 10. The main modifications made are: 1) splitting the
existing transmission lines between buses 1044 and 1042 into
three parallel lines and 2) addition of a 100 MW offshore
WF at bus 1042 with two sea cables and two transformers.
For the purpose of comparison, the WF is also replaced with
a traditional SG with the same capacity as the WF (see the
Appendix for different parameters of the SG).
The portion representing the WF and the closest grid, from
Fig. 10, is redrawn here and is shown in Fig. 11.
B. Comparing the impact on the nearby grid
To illustrate the effect of the response of a WF operating
according to the E.ON code during network disturbances, on
different power system stability aspects like voltage stability
and transient stability, a grid fault near bus 1042 is applied.
The fault is applied on one of the parallel lines between
buses 1042 and 1044 near bus 1042 and the faulted line is
disconnected after 200 ms.
Fig. 10. Slightly modified Cigre Nordic32 grid augmented with a WF.
Fig. 11. Investigated WF layout.
Three different WF control strategies are investigated. They
are: a WF complying with the E.ON NEtz code during network
disturbances (case-1), a WF complying with the modified
E.ON code (case-2) and a WF operating at unity power
factor (pf) during disturbances (case-3). For the purpose of
comparison the WF is replaced with a SG of the same capacity
(case-4).
Fig. 12 shows the rotor angle of the machine at bus 1042
(pcc bus) and the pcc voltage when a moderate fault is applied
at the pcc bus (remaining voltage 0.8 pu) in the presence of a
WF with different control strategies and a SG. Note that for
this less severe fault, the reactive power from the WF when
complying with the modified E.ON code, is higher compared
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Fig. 12. Rotor angle of the machine at bus 1042 and the pcc voltage in the
presence of a WF with different control strategies during network faults (less
severe fault scenario).
to other three cases (see Fig. 7). The maximum rotor angle
swing of the machine at bus 1042, following the disturbance,
is 8o when the WF complies with the E.ON code (case-1). The
rotor angle swing reduces to 7o when the WF complies with
the modified E.ON code (case-2). The rotor angle swing of the
machine at bus 1042 is the maximum when the WF maintains
unity pf during the disturbance (case-3). When the WF is
replaced with a SG, the rotor angle swing of the machine at
bus 1042 becomes 7.5o. It is noted that the remaining voltage
at the pcc during the fault is highest for case-2 (modified E.ON
code compliance). As expected, the remaining voltage at the
pcc during the fault is minimum for case-3 (unity pf operation
of the WF).
A severe fault scenario is also considered and the results
are shown in Fig. 13. It can bee seen from the figure that the
maximum rotor angle swing of the machine at bus 1042 is
around 34o when the WF comply with the E.ON code and
the modified E.ON code during the fault. The rotor angle
swing of the machine at bus 1042 increases to around 40o
when the WF maintains unity pf or the WF is replaced with
a SG. The remaining voltage at pcc bus during the fault is
the minimum when the WF maintains unity pf (case-3). The
remaining voltage at the pcc during the fault for other three
cases are higher than case-1, as can be seen from the figure.
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Fig. 13. Rotor angle of the machine at bus 1042 and the pcc voltage in
the presence of a WF with different control strategies during network faults
(severe fault scenario). Legends same as Fig. 12.
VI. CONCLUSION
This paper compares the response of a WF equipped wind
turbines with full power converters while complying with the
E.ON Netz fault response code with the fault response of a
conventional SG. It is found that the reactive power from a
SG during network faults is higher than from a WF equipped
with turbines with full power converters and complying with
the E.ON Netz fault response code. However, if the slope of
the reactive power support line (m) is increased compared to
the E.ON defined value, the reactive power from the WF is
higher than the SG for less severe network faults. But, for
severe network faults, the reactive power from a SG is much
higher than a WF complying with the E.ON code. For the
studied system, it is noticed that the active power from a SG
during network faults decreases almost linearly with increasing
fault severity leading to lower remaining voltages at the pcc
bus, while the active power from the WF decreases more
sharply and becomes zero during faults leaving the remaining
pcc voltage below 0.5 pu.
During severe network faults, it is found that, the rotor angle
stability of a nearby conventional generating unit is improved
when the WF complies with the E.ON code (34o) compared
to cases when the WF operates at unity pf during the fault
or when the WF is replaced with a SG (40o). The remaining
voltage at the pcc during severe network faults are higher when
the WF is replaced with SG.
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APPENDIX
Generator data: T
′
do=7.0s, T
′′
do=0.05s, T
′
qo=1.5s, T
′′
qo=0.05s,
H=6s, D=0, Xd=2.20pu, Xq=2.00pu, X
′
d=0.30pu, X
′
q=0.40pu,
X
′′
d =X
′′
q =0.20pu, Xl=0.15pu, S(1.0)=0.1, S(1.2)=0.3 (pu on
machine MVA base).
Exciter data: TA/TB=0.10, TB=50s, K=120, TE=0.10s,
EMIN=0.0pu, EMAX=5.0pu (pu on EFD base).
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1Ride-through methods for wind farms connected to
the grid via a VSC-HVDC transmission
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Abstract — In this paper, seven candidate ride-through meth-
ods for wind farms connected to the main grid via a VSC-
HVDC transmission are evaluated. The most critical fault
case is considered: a severe three-phase dip in the main-grid
voltage. It is found that, unless very high demands regarding
the speed of output-power reduction are placed on the wind-
turbine generators (WTGs), a small braking resistor (with
limited energy dissipation capability, controlled by a chopper)
should be installed in the HVDC transmission. This also has
the advantage that the mechanical stress on the WTGs will be
reduced. Furthermore, it is shown that a large braking resistor,
which is able to dissipate the rated power of the wind farm
for the duration of the fault event, is not needed for good
performance.
Index Terms — HVDC, ride-through, VSC, wind farm.
I. INTRODUCTION
Voltage-source converter high-voltage direct-current (VSC-
HVDC) transmissions are attractive for connecting remotely
located (e.g., offshore) wind farms to the main grid. This is
partly because the high capacitance per length unit makes an
ac cable impractical for cable lengths above 50–100 km: a
significant amount of reactive power is generated, and low-
frequency resonances may result in instability phenomena.
Moreover, classical line-commutated thyristor-based HVDC
transmissions are less attractive, since a synchronous com-
pensator or a static synchronous compensator (STATCOM)
may be required at the wind farm in order to maintain a
smooth line voltage for the thyristors to commutate against.
This problem does not exist for VSC-HVDC transmissions,
which use pulsewidth-modulated transistor VSCs with inherent
voltage control capability.
Grid codes for wind-turbine generators (WTGs) have lately
become more strict. Ride-through of voltage dips down to
15% of the nominal voltage—or even zero voltage—for up to
150 ms is today often required [1], [2]. It is also anticipated
that requirements for frequency response, i.e., that the wind-
farm output power should be increased as the grid frequency
decreases and vice versa, will be imposed [3].
Frequency response can be introduced in a wind farm
connected via a VSC-HVDC transmission by maintaining
a telecommunication link between the main-grid-side and
wind-farm-side terminals, where, among other variables, the
instantaneous main-grid frequency is transmitted, see Figure
1. Since the voltage at the wind-farm bus is fully controllable
(to its amplitude, frequency, and phase) by the rectifying
VSC, the grid frequency can be “mirrored” to the wind-
farm grid without significant delay. Of the three fundamental
WTG types: fixed-speed induction generators (FSIGs), doubly-
fed induction generators (DFIGs), and full-converter genera-
tors (FCGs)—the latter which are normally equipped with a
synchronous machine—only FSIGs have a natural frequency
response. For DFIGs and FCGs, frequency response must be
introduced by adding a loop in the control system, which feeds
the deviation between the instantaneous grid frequency and
its nominal value (50 or 60 Hz) to the active-output-power
reference [4]. We shall in this paper assume that such a loop
is included.
Inverting VSC
Power flow
BR
Main−grid bus
Rectifying VSC
Wind−farm bus
DC cable
Telecom
Figure 1. VSC-HVDC transmission connecting a wind farm to the main
grid. “BR” is a braking resistor, normally controlled by a chopper.
A. Problem Description
Ride-through of voltage dips due to faults at the rectifying
VSC, i.e., in the wind-farm grid, is not particularly difficult.
By closed-loop control, the converter current is kept within its
prescribed limits, which allows the VSC-HVDC transmission
to remain on-line until the fault is cleared, while ride-through
capability of the WTGs is already specified by grid codes.
Ride-through of voltage dips at the inverting VSC, i.e.,
in the main grid, is, on the other hand, more troublesome.
A reduced main-grid voltage implies that the power trans-
mission capability is reduced by a similar proportion, due
to the current limit of the inverting VSC. For example, for
a dip down to 15% of the nominal voltage, only 15% of
the rated transmission capability remains. In a VSC-HVDC
transmission connecting two utility grids, a similar scenario is
solved by quickly reducing the input power to the rectifying
VSC through closed-loop current control. In a strong grid
2with an amount of generation that is much greater than the
rated HVDC transmission capability, this will occur without a
significant variation in the voltage.
The characteristics of a wind farm are, however, different.
The wind-farm network is much smaller than the typical
utility grid, and consequently weaker. Its rated generation
normally matches the rated HVDC transmission capability.
A fast reduction of the input power of the rectifying VSC
may therefore lead to a significant increase of the wind-farm
grid voltage (due to the capacitance in the circuit), resulting
in overvoltage tripping of the VSC and/or the WTGs. In
principle, there are two methods to overcome this problem:
1) Signal to the WTGs, by varying suitably the wind-farm
grid voltage, that their output power should be reduced
as quickly as possible.
2) Use a braking resistor (“BR” in Figure 1)—normally
controlled by a chopper—to dissipate the excess energy
that cannot be transmitted by the inverting VSC.
The second solution is robust, and leaves the wind farm
unaffected during main-grid faults. Unfortunately, it is costly,
since extra equipment has to be installed.
Complicating the first solution are two facts.
First, the total dc capacitance (sum of the capacitances
installed in the VSCs and the cable capacitance) is normally
fairly small; if power transmission is interrupted, the dc
voltage may reach an unacceptably high level (typically, the
VSC-HVDC protection action level is set at an overvoltage of
about 30%) within a period of only 5 to 10 ms. The WTGs
must therefore be able both to detect that a power reduction
should be made, and reduce the output power (possibly from
rated to zero), within this time frame, which may be quite
demanding.
Second, the response of WTGs to a varying voltage is
generally not the same for the three main WTG types (FSIGs,
DFIGs, and FCGs). Yet, as it is possible that several different
WTG types may be used side-by-side in a wind farm, it is
desirable that the ride-through strategy should be general for
all WTG types.
In the remainder of this paper, a number of feasible ride-
through methods will be evaluated, and recommendations
given.
II. EVALUATION OF RIDE-THROUGH METHODS
Seven methods (A–G) for ride-through of voltage dips in the
main grid are evaluated in this section. The first six involve
signaling to the WTGs that their output power should be
reduced:
• AC-voltage magnitude reduction, without (A) and with
(B) a small braking resistor.
• AC-voltage frequency increase, without (C) and with (D)
a small braking resistor.
• Fast reduction of the input power to the rectifying VSC,
without (E) and with (F) a small braking resistor.
• A large braking resistor (G).
By a large braking resistor it is, as previously mentioned,
implied that the braking resistor should be able to dissipate
the full wind-farm output power the duration of the fault. A
small braking resistor should be able to dissipate the excess
power during a limited time period, in the neighborhood of 50
ms.
To give an illustration of a fault ride-thorugh event, simu-
lation results for method A are presented in the Appendix.
A. Fast ac-voltage magnitude reduction
This method works as follows. As soon as the retifying VSC
identifies that the power transmission capability is reduced
(either by telecommunication or by detection of an elevated
dc voltage), it quickly reduces the magnitude of the ac voltage
at the wind-farm bus. The natural response of the WTGs will
lead to an appropriate reduction of power generation, since
the maximum output power is proportional to the ac-voltage
magnitude.
The advantages of this solution are as follows:
• No additional requirements are needed for the WTGs,
except ride-through capability as specified in grid codes.
• The solution is general for all WTG types.
• No additional apparatus is needed in the HVDC trans-
mission.
• If the magnitude of the voltage dip is transmitted by
telecommunication to the rectifying VSC, the fault can
be “mirrored” from the main-grid side to the wind-farm
side. This allows partial continued power transmission
during the disturbance, up to capability of the inverting
VSC.
• The solution is very reliable for ac faults that tend
to occur frequently, i.e., single-phase faults and distant
three-phase faults.
The disadvantages are as follows.
• A sudden ac-voltage reduction will lead to a very fast
change in the electrical torque of the WTGs, resulting in
high mechanical stress.
• The crowbar in DFIGs may be triggered.
• Particularly for severe dips, a fast enough reduction of
the ac voltage may not be possible to achieve, since the
VSC’s current limit may be reached. This is dependent
on the inductance in series between each generator and
the VSC-HVDC terminal, i.e., the sum of the genera-
tor’s leakage inductance, the leakage inductances of all
transformers in the circuit, and the line inductance. A
fairly large inductance is required to avoid overcurrent.
If the reduction of the ac voltage must be slowed down in
order to prevent overcurrent, the VSC output power is not
reduced fast enough. Thus, unacceptably high transient dc
overvoltage cannot be prevented, implying ride-through
failure.
B. AC-voltage magnitude reduction with a small braking
resistor
Equipping the HVDC transmission with a small braking
resistor allows the rectifying VSC to reduce the ac voltage
magnitude slowly enough, so that transient overcurrent is
avoided. Meanwhile, the braking resistor is activated, so that
the dc voltage is kept below the protection action level.
3This method shares the same benefits as method A, with the
addition that
• the mechanical stress on the WTGs is reduced, as the
torque reduction is slower, due to the slower ac-voltage
magnitude reduction.
The disadvantages are
• the extra cost of the braking resistor, and that
• the crowbar in DFIGs may be triggered.
As mentioned, the small braking resistor need only be active
during 50 ms at most, during which the input power to
the rectifying VSC gradually decreases. Hence, while the
maximum current capability of the chopper (which controls
the braking resistor) must be the same as for a large braking
resistor, the total energy-dissipation capability can be much
lower.
C. Fast ac-voltage frequency increase
In this method, the rectifying VSC will quickly increase the
frequency of the wind-farm-grid voltage as soon as reduced
power transmission capability is detected. For FSIGs, the
natural machine response will result in a reduction of power
generation, since the slip quickly decreases. As the rated slip
of a FSIG may be a couple of percents, i.e., the rated slip
frequency may be between 1 and 2 Hz for a base frequency of
50 Hz, the required frequency increase to achieve a reduction
from rated to zero power may be as large as 1–2 Hz.
It is assumed that, for DFIGs and FCGs, the control system
is equipped with a frequency-response loop (as discussed in
the Introduction). This loop may have fairly low dynamics,
since the grid frequency normally varies slowly. Hence, the
frequency-response loop must be enhanced in order to allow
fast—within a few ms—detection of a frequency increase. It
might nevertheless be difficult to achieve satisfactory perfor-
mance in many cases, due to the obvious difficulty of detecting
a frequency increase within a fraction of one period (i.e., 20
ms for a base frequency of 50 Hz). Furthermore, the response
to a power-reference change must also be quick (response time
of a few ms at most).
The advantages of this solution are that
• no additional apparatus is needed for the HVDC trans-
mission, and that
• the crowbar in DFIGs will not be triggered.
The disadvantages are as follows.
• As discussed above, the requirements on dynamic perfor-
mance of DFIGs and FCGs are high, and may well be
impossible to fulfill for some WTGs. Hence, the method
may not be reliable.
• A quick reduction of the WTG output power will lead
to a very fast change in the electrical torque, resulting in
high mechanical stress (as for method A).
• Grid codes do not generally allow a large enough fre-
quency increase to signal an output power reduction from
rated to zero.
D. AC-voltage frequency increase with a small braking resis-
tor
If a small braking resistor is installed, the requirements for
fast detection of a frequency increase and fast reduction of
the WTG output power can be relaxed. It is possible that
the already existing frequency-response loop may be relied
upon without modification. Consequently, the advantages of
this solution are that
• no additional apparatus is needed for the HVDC trans-
mission;
• the crowbar in DFIGs will not be triggered; and that
• the mechanical stresses will be lower compared to method
C, as the output power is reduced slower.
The disadvantages are that
• there is the additional cost of a braking resistor; and that
• (as for method C) grid codes may not allow a large
enough frequency increase to signal an output power
reduction from rated to zero.
E. Fast reduction of the input power to the rectifying VSC
If the input power to the rectifying VSC is reduced quickly
when a fault is detected, the voltage magnitude on the wind-
farm bus will increase fairly quickly, since the energy produced
by the WTGs will partly be stored in the capacitances of the
wind-farm grid. The control system of DFIGs and FCGs can
be equipped with an algorithm that reduces the output power as
the ac-voltage magnitude reaches a predetermined protection
action level.
The advantages of this solution are that
• no additional apparatus or algorithms (besides active
power control) are needed for the HVDC transmission,
and that
• the crowbar of a DFIG will not be triggered.
The disadvantages are that
• a quick reduction of the WTG output power will lead to
a very fast change in the electrical torque, resulting in
high mechanical stress (cf. methods A and C);
• the method may not be reliable, since it in practice may
be difficult to achieve a fast enough power reduction;
• additional algorithms are needed in the control system for
DFIGs and FCGs (as for method C); and
• the method cannot be used for FSIGs.
F. Fast reduction of the input power to the rectifying VSC with
a small braking resistor
Equipping the HVDC transmission with a small braking
resistor the first two disadvantages of method E vanish, but
the obvious disadvantage of extra cost for the braking resistor
is added.
G. A large braking resistor
Already briefly discussed in the Introduciton, the advantages
of this method are as follows:
• The wind farm is not affected by any fault in the main
grid.
4• All fault types can be handled reliably.
The obvious disadvantage is that
• the large braking resistor (with chopper) is costly and
consumes significant space.
III. CONCLUSIONS
The table below summarizes the properties of the methods
evaluated.
Method Ride-through Cost Stress Applicable to
failure risk on WTG all WTG types
A High Low High Yes
B Low Medium Medium Yes
C High Low High Yes∗
D Medium Medium Low Yes
E Medium Low High No∗
F Low Medium Low No∗
G Low High Low Yes
∗Requires modified or extra algorithms in the control system
for DFIGs and FCGs.
The following conclusions can be drawn:
• Installation of a large braking resistor is not necessary for
satisfactory performance.
• Unless a small braking resistor is installed, the WTGs
will be affected by increased mechanical stress during
fault events main the main grid. (Note that the stress
is obviously yet not higher than if the wind farm were
connected directly to the main grid, i.e., without an
intermediate HVDC transmission.)
• Unless a small braking resistor is installed, only WTGs
that are able to reduce their output power from rated
to zero very quickly (within a couple of ms) may be
employed in the wind farm.
• The most general method is B: AC-voltage magnitude
reduction with a small braking resistor, since it can
be used for all WTG types and does not require extra
functions to be added to the WTG control system.
• Methods that rely on signaling a power reduction by an
increase of the wind-farm grid frequency can be used
only in cases where grid codes permit a large frequency
increase (1–2 Hz). If so, the best method available is
D: AC-voltage frequency increase with a small braking
resistor.
APPENDIX: SIMULATION RESULTS
Even though methods B and D were found to be preferable
in general, we have elected to present simulation results for
method A, in order to show that ride-through in some cases
indeed can be accomplished without a braking resistor.
At a rated power transmission of 400 MW, a 150-ms dip
to 15% remaining voltage in the main-grid voltage occurs at
t = 0.1 ms. Figure 2 shows a successful ride-through event.
The series inductance is large enough to prevent overcurrent
when the wind-farm grid voltage is reduced.
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Figure 2. Method A, Fast ac-voltage magnitude reduction: successful ride-through. P and Q are the converter active and reactive output powers, respectively.
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Abstract — This paper proposes a model for real time estimation 
of possible production at the Nysted Wind Plant. The model 
employs the nacelle wind speed measurements and a power curve 
with an empirical correction for local flow effects about the nacelle 
anemometer and a dynamic wake model to account for changes in 
individual turbine wakes during plant regulation. An alternative 
model employing power rather than the nacelle wind speed 
measurements which requires no corrections is also presented.  
Index Terms — Wake Modelling, Wind Plant Simulation, Wind 
Plant Control. 
1. INTRODUCTION 
Real time estimation of possible plant production is important for 
successful control of wind power plants which participate actively 
in power system control. Estimation of a wind power plant’s 
maximum possible production depends not only on the current wind 
conditions but also on the operational state of the wind plant. In this 
present work 2 different strategies are investigated for estimation of 
the possible plant production during wind plant control regulation. 
The first method, denoted the power curve method, is an 
extension of current practice at Nysted which employs NWS 
(Nacelle Wind Speed) measurements and a power curve to estimate 
possible production. To extend the method to provide better 
performance during wind plant down-regulation, a NWS correction 
is proposed to account for the changes in local flow effects in the 
vicinity of the NWS anemometer. A dynamic wake model is also 
proposed to account for changes in turbine wakes between normal 
and down-regulated operation. Attention is also given to the power 
curve, to improve its performance in different ambient wind 
conditions. 
The power curve method is also compared to an alternative 
control strategy, denoted the grid method, that requires no wind 
speed measurement error correction or wake model development. 
The grid method essentially splits the wind plant into two separate 
grids; one grid is used to estimate the total plant production from 
power measurements while the other is down-regulated to meet the 
desired control objectives.  
2. POWER CURVE METHOD 
2.1. Nacelle Wind Speed Correction 
Estimation of the possible production based on the power curve 
method employs the NWS measurement of each turbine in the wind 
plant as primary input. The measurement consists of a nacelle 
mounted cup anemometer located approximately 5 meters above the 
rotor axis and 15 meters downwind of the rotor plane. The NWS 
correction accounts for changes in local flow conditions due to near 
wake effects generated by the rotor. Previously, near wake effects at 
Nysted were investigated by [1]. The NWS measurement was found 
to ―speed up‖ relative to a reference wind speed measurement as the 
blade pitch moves increasingly negative (Nysted turbines are stall 
regulated) during down-regulation. The ―speed up‖ effect, caused 
predominantly by changes in the near rotor wake are accounted for 
to accurately estimate the possible production during down-
regulation. The NWS correction is intended to correlate the NWS 
measurement to an equivalent rotor wind speed, UEWRS, representing 
the mean wind speed of entire rotor disk immediately upwind of the 
rotor. UEWRS is then used as input to a power curve to subsequently 
estimate the possible production. Determination of UEWRS is 
depicted graphically in Figure 2-1 where UNWS is the NWS 
measurement and θblade is the blade pitch angle of one blade (Nysted 
turbines are collectively pitched). 
Figure 2-1: Determination of the Equivalent Rotor Wind Speed 
In this present work, the NWS correction is determined from 
analysis of approximately 21000 unique turbine shut-down events 
recorded over approximately 500 days. During a turbine shutdown 
the blade pitch angle is ramped towards the negative pitch limit to 
reduce the rotor power to zero and subsequently generate adequate 
negative rotor torque to absorb the rotational energy of the rotor. 
The initial pitching action during shut-down is similar to a down-
regulation event except that in this case the blade pitch continues 
beyond the maximum down-regulation point of approximately -15.0 
degrees. The initial part of the shut-down, where the power is 
ramped to zero is a transient event, lasting no more than 10-15 
seconds, compared to down-regulation which can last orders of 
magnitude longer (hours time scale). Extending the dynamic 
response of the NWS measurement to conditions during down-
regulation is a significant assumption of this approach requiring 
further investigation. During the initial part of the shut-down, the 
NWS correction (𝑁𝑊𝑆𝑐𝑜𝑟 ) for varying pitch angles is determined 
as: 
𝑁𝑊𝑆𝑐𝑜𝑟  𝜃,𝑈𝑁𝑊𝑆  𝑅𝑒𝑓  =  𝑈(𝜃)𝑁𝑊𝑆 𝑈𝑁𝑊𝑆 𝑅𝑒𝑓  (1) 
Where 𝑈𝑁𝑊𝑆  𝑅𝑒𝑓  corresponds to the NWS measurement at the 
initiation of shut-down and 𝑈(𝜃)𝑁𝑊𝑆  is the NWS measurement for 
varying pitch angles during the shut-down. To ensure that 
𝑈𝑁𝑊𝑆  𝑅𝑒𝑓   corresponds to the initiation of shut-down the NWS 
measurement data are time shifted 2 second to approximate the 
transport time of the wind parcel affected by the pitch angle change. 
A two second time shift corresponds to the wind parcel traveling 15 
meters at 7.5 meters per second. The approach is depicted 
graphically in Figure 2-2. Variable transport will be considered in 
future work. 
NWS Correction 
θblade 
UERWS 
UNWS 
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Figure 2-2: Determination of NWS Correction 
During the shut-down event the stochastic ambient wind inflow 
results in a corresponding stochastic response of the NWS 
measurement to pitch angle changes relative to 𝑈𝑁𝑊𝑆  𝑅𝑒𝑓 . Assuming 
the NWS measurements are normally distributed in the local 
vicinity of  𝑈𝑁𝑊𝑆  𝑅𝑒𝑓 , the NWS correction corresponds to the bias 
in the calculated NWS ratios for varying pitch angles. Figure 2-3 
depicts the resulting NWS correction ratios, as a function of pitch 
angle from processing of approximately 21000 unique shut-down 
events at Nysted. 
 
Figure 2-3: NWS Correction Ratios as a Function of Pitch Angle 
The resulting data set is also processed as function of pitch angle 
and wind speed, resulting in NWS correction ratios depicted in 
Figure 2-4 as color intensity values according to the colorbar legend 
at the bottom of the figure. Additionally, ISO Coefficient of Thrust 
(CT) contour lines, derived from blade element momentum (BEM) 
calculations for the Nysted turbines, are overlaid in the figure. The 
NWS correction ratios roughly follow the ISO CT contour lines; 
where greater ―speed up‖ of the NWS measurement corresponds to 
higher rotor CT. 
 
Figure 2-5: Overview of the Dynamic Plant Wake Model 
 
Figure 2-4: NWS correction Ratios as a Function of Pitch Angle and Wind 
Speed 
2.2. Dynamic Plant Wake Model 
The dynamic plant wake model (DWM) accounts for changes in 
individual turbine wakes in real time during down-regulated 
operation to estimate the wind speeds that would exist if no down-
regulation had occurred. It is based on application of the simple 
wake model originally proposed by [2] and later expanded by [3]. 
The dynamic plant wake model applies the simple wake model in 
both inverse and forward directions. The inverse direction removes 
the wind speed deficits caused by the wakes of down-regulated 
turbines and estimates Ufree. Ufree represents the wind speed that 
would exist at each turbine location if no turbines (and their 
subsequent wakes) where actually there. Ufree is then used as input 
to the forward application of the wake model which adds the wind 
speed deficits that would exist during normal operation. An 
graphical overview of the DWM is depicted in Figure 2-5. 
In brief, the simple wake model is based on the description of the 
conservation of momentum of a single wake, employing the initial 
wake wind speed deficit and a linear wake decay model to describe 
the wake down-wind of the rotor. At a given distance down-wind of 
the rotor the wind speed deficit is assumed to be constant across the 
wake. Interacting wakes are treated by a simple area overlap model. 
The resulting wind speed ratio (WSR) of each turbine’s wake acting 
at every other turbine in the wind plant is given as: 
𝑊𝑆𝑅i,j = 1 −
𝑉𝑖 ,𝑗
𝑈𝑓𝑟𝑒𝑒
= (1 −  1 − 𝐶𝑇)  
𝐷
𝐷 + 2𝑘𝑋
 
2 𝐴𝑖 ,𝑗  𝑜𝑣𝑒𝑟𝑙𝑎𝑝
𝐴𝑟𝑜𝑡𝑜𝑟
 (2) 
Where V is the reduced wind speed in the wake, D is the rotor 
diameter, k is the wake decay constant (determined from fitting the 
simple wake model with measurements from Nysted), 𝑋𝑖 ,𝑗  is the 
down-wind distance between the ith and jth turbines, 𝐴𝑖,𝑗  𝑜𝑣𝑒𝑟𝑙𝑎𝑝  is 
the area overlap of the ith turbine’s wake on the jth turbine and 
𝐴𝑟𝑜𝑡𝑜𝑟  is the area of the turbine rotor. The WSRs are summed 
energetically as proposed by [3] and include reflected wakes, 
denoted V𝑟 , to account for wake-ground interaction. The total wind 
speed deficits, denoted 𝑉𝑡 , and subsequent total wind speed ratios 
WSRt at each turbine throughout the wind plant are given as: 
  
WSRt,1
⋮
WSRt,N
 =  
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𝑉𝑡 ,1
𝑈
⋮
1 −
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𝑈
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 (3) 
Where N is the total number of turbines in the plant. In summary 
the wind speed ratio at each turbine, for a given wind plant layout 
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and turbine configuration, is a function of CT and wind direction 
(φ): 
𝑊𝑆𝑅𝑡,𝑖 = 𝑓(𝐶𝑇,𝑖 , 𝜑) (4) 
In the present model configuration the wind direction is assumed to 
be single valued throughout the wind plant and is derived from yaw 
angle measurements of online (power producing) turbines. Online 
turbines are assumed to have prefect alignment with the inflow, i.e. 
no yaw error resulting in the yaw angle and wind direction being 
equal. 
The CT values employed in the wake model are derived from 
steady state BEM calculations. For a rotor operating in steady wind 
with constant angular velocity and given structural and aerodynamic 
properties the CT is a function of blade pitch angle, and wind speed. 
The CT is determined by table lookup using individual pitch angle 
and wind speed measurement data from each turbine in real time. 
For a stall regulated turbine operating at reduced power the CT 
values exceed 1.0 for certain combinations of wind speed and pitch 
angle (see overlaid CT values in Figure 2-4). For CT values greater 
than 1, the momentum theory on which the wake model is based is 
no longer valid. and the relationship between CT and the wind speed 
deficit in the wake is ill defined. In this present work the wind speed 
deficit in the wake is assumed to remain constant for CT values 
greater than 1 (CT values greater than 1 are set to 1 in the model). 
This may be a reasonable assumption since unstable flow caused by 
large changes in momentum at the rotor plane for high CT values 
may entrain fresh momentum from flow outside the rotor area [4]. 
This fresh momentum may help to stabilize the wind speed deficit 
so that further increases in CT do not result in increased wind speed 
deficits. This is a significant assumption for application of the wake 
model to a heavily stalled rotor. An extend measurement campaign 
at Nysted is planned to gain insight into this relationship. 
2.2.1. Dynamic Plant Wake Model Implementation 
Implementation of the dynamic plant wake model consists of a 
sub-model which applies the inverse wake model to determine the 
―free‖ wind speed throughout the wind plant and a second sub-
model which applies the normal wake model to determined the 
wind speed that would exist at each turbine if no down-regulation 
was taking place. Block diagrams of both sub-models are depicted 
in Figure 2-6 and Figure 2-7. 
For application of the inverse wake model real time pitch angles 
and wind speed measurements at each turbine are first used to 
determine UERWS. Subsequently, CT values at each turbine are 
determined from table lookup of the pitch angle measurements and 
Ufree, where Ufree is determined by iteration of UERWS divided by 
WSR. Determination of the CT values employ Ufree, since the wake 
model is based on estimation of the WSRs from the free stream 
wind speed and not UERWS which includes wake effects from 
surrounding turbines.  
Figure 2-5: Inverse Application of the Wake Model 
Application of the normal wake model requires knowledge of the 
pitch angle trajectory for normal operation and Ufree to calculate the 
CT values that would exist if no down-regulation was taking place. 
The pitch angle trajectory for normal operation is based on a simple 
binned fit of historic pitch angle data over the range of operating 
wind speeds. The CT values and the mean wind direction are then 
used to determine the wake model WSRs and are subsequently 
multiplied by Ufree to determine the wind speed distribution at each 
turbine for normal operation.  
 
Figure 2-7: Normal Application of the Wake Model 
2.3. Power Curve 
The power curves employed in the estimation of possible 
production with the power curve method are derived from one 
turbine at Nysted. The intent was to initially follow IEC 61400-12 
[5] to calculate a single standard power curve. However, this 
approach gives unsatisfactory results for use in real time estimation 
of the turbine production since it is intended to capture long term 
statistical behavior of the wind turbine and does not account for real 
time changes in ambient wind conditions. Additionally [5] is 
intended for comparing different wind turbine configurations and as 
such requires a reference wind speed measurement from which 
comparisons can be made. The reference wind speed measurement 
is not the measurement employed in the estimation of the possible 
production. A power curve based on the NWS measurement gives 
better correlation than a reference wind speed measurement located 
some distance from the turbine.  
In this present work the turbulence intensity is taken as a measure 
of the ambient wind conditions and is included in the calculation of 
the power curve. The turbulence intensity is calculated directly from 
each NWS measurement to give an indication of the local ambient 
wind conditions. Subsequently, a family of power curves based on 
turbulence intensity, derived from the method of bins and corrected 
to an ISO standard atmosphere as outlined in [5] gives improved 
performance for estimating the possible plant production. An 
example of the turbulence intensity (TI) based power curves is 
depicted in Figure 2-8. 
 
Figure 2-8: Example Turbulence Intensity Based Power Curves 
2.4. Performance Analysis 
The power curve method is implemented in Matlab® Simulink® 
to evaluate its performance against approximately 1 year of Nysted 
measurement data. Performance is defined as the ability of the 
4 5 6 7 8 9 10 11 12 13 14
0
250
500
750
1000
1250
1500
1750
2000
2250
2500
Wind Speed Bin (m/s)
P
o
w
er
 C
u
rv
e 
B
in
 (
k
W
)
Power Curve for Varying Turbulence Intensity
 
 
TI < 3%
TI 3-7%
TI > 7%
CT(θ, Ufree) 
Lookup Table 
Mean Yaw 
Angle  
Wake Model Wind 
Speed Deficit Ratios 
(WSR) 
Ufree X  WSR 
 Calculated Pitch 
Angle Trajectory 
(Normal 
Operation) 
Estimated “Free” 
Wind Speed 
Distribution (Ufree) 
Wind Speed Distribution 
(Normal Operation)  
CT(θ, Ufree) 
Lookup Table 
Mean Yaw 
Angle 
Wake Model 
Wind Speed 
Deficit Ratios 
(WSR) 
Estimated “Free” Wind Speed 
Distribution (Ufree) 
Measured 
Pitch 
Angles(θ) 
NWS 
Correction 
Measured Nacelle 
Wind Speeds 
(UNWS) 
UERWS / WSR 
NORDIC WIND POWER CONFERENCE, NWPC’2007, 1-2 NOVEMBER 2007, ROSKILDE, DENMARK 4 
power curve method to accurately estimate the possible plant 
production. This is a straight forward analysis regarding normal 
operation, where the estimated production can be directly compared 
to the measured production. However, during down-regulation the 
possible production estimate can only be evaluated qualitatively 
since there are no control measurements available for comparison. 
Additionally, very limited down-regulation has occurred at Nysted 
(approximately 12 hours out of 2 years of measurements available 
in this present work). A statistical analysis is performed to ensure 
that the power curve method effectively predicts the plant 
production in normal operation; a condition for good performance 
but not sufficient to ensure that the method will perform during 
down regulation. The statistical analysis of normal operation 
provides at a minimum the best case performance of the power 
curve since the uncertainty of the estimate during down-regulation 
will increase. 
2.4.1. Statistical Analysis 
The statistical analysis of the power curve method’s overall 
performance applied to normal operating data with NWS and DWM 
corrections and the TI based family of power curves, indicates that 
the absolute estimate error is 4%, 90% of the total operating time 
analyzed. This compares to 5.3%, 90% of the total operating time 
analyzed for the estimate derived from a single power curve,  based 
on the method outlined in [5], and no corrections. This is essentially 
the configuration currently in place at Nysted. The estimate based 
on the TI based family of power curves and employing only the 
NWS correction gives the minimum absolute error of 3.4%, 90% of 
the total operating time analyzed. Note that the corrections should 
not change the estimate error during normal operation since they 
should only be active during down-regulation. All the methods 
employ the air density correction according to [5]. Figure 2-9 
depicts duration curves of the estimate error for the different 
variations.  
Figure 2-9: Duration Curves of Power Curve Estimate Error in Normal 
Operation (Measurement Data) 
2.4.2. Qualitative Analysis 
The power curve method applied to 2 regualtion events are 
depicted in Figure 2-10 (shown on next page). Both plots include 
the measured production, commanded setpoint, and three different 
estimations of possible produciton as indicated in the plot legend. 
The left plot in  Figure 2-10 depicts an absolute limit regualtion at 
approximately 545 minutes that lasts for 10 minutes. At 560 
minutes a delta regulation is then requested and lasts for 15 minutes. 
During the regualtion events the estimate of possible production 
with no corrections increases sharply while the estimates based on 
only the NWS correction and both the NWS and DWM corrections 
follow a constant slope similar to that of the actual production slope 
before and after the regualtion. This indicates that the corrections 
are qualitatively doing the right thing. However, the NWS 
corrrection and the NWS/DWM corrections give almost the same 
results indicating that the DWM does not contribute much to the 
overall correction. Actually, the DWM is increasing the estimate of 
the possible production. From this observation of the regualtion data 
it can be concluded that the NWS correction provides the greatest 
improvement in the possible production estimate currently 
employed at Nysted.  
The second regualtion event, depicted in the right plot of Figure 
2-10 features a absolute limitation command of approximately 93 
MW at time 625 minutes. At that time the estimate with no 
corrections jumps approximate 15 MW; where as the estimates 
employing the NWS correction and the NWS and DWM correction 
appear not to respond to the down-regulation. At time 675 minutes 
the plant reaches the maximum possible production of 157 MW 
(less than the rated plant power of 168 MW due to offline turbines) 
and all 3 of the estimates converge as the turbines enter power 
limiation mode. Another interesting observation is at 725 minutes 
the actual power drops slightly below the plant set-point. At this 
point the estimates which employ the corrections converge with the 
actual power as expected. However the estimate with no corrections 
indicates a possible production of 100MW and therefore if this 
estimate was correct, the actual production would remain at the set-
point level.  
2.4.3. Simulation of Power Curve Method 
Simulations of the Power Curve Method for both normal and 
down-regulated operation were preformed to investigate the 
performance of the DWM using 574 hours of 1 Hertz simulated 
stochastic wind speed and wind direction input data for each 
turbine. In the case of down-regulated operation, the estimated 
production was compared directly to the production during normal 
operation to determine an estimate error. This being possible 
because the wind direction and wind speed input for both cases are 
identical.  
The simulation model is based on the Nysted Wind Plant, 
incorporating the as-built wind plant controller and representation 
of the 72 individual wind turbines. The turbines are based on a Cp-
lookup map, derived from BEM code calculations, and include 
individual turbine controllers to provide closed loop blade pitch 
control and start-up and shut-down functionality. A wake model is 
also included to simulate the wind speed deficits throughout the 
wind plant due to individual turbine wakes. The wind speed input 
data are generated by Risø's model for simulation of power 
fluctuations [6].  
Figure 2-11: Duration Curves of Power Curve Estimate Error in All Modes 
of Operation (Simulation Data) 
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The results indicate that the DWM performs as expected. During 
normal operation, the DWM makes essentially no correction since 
no down-regulation occurs. A duration curve of the estimate error 
for normal operation is depicted in Figure 2-11 as the blue trace. 
The duration curve of the estimate error for simulated normal 
operation is significantly less than that from measurements since the 
model employs both a ―perfect‖ power curve and identical wind 
speed inputs for the power curve estimate and wind turbine models. 
In actual operation the rotor power is related to the mean wind 
speed across the entire rotor disk in contrast to the single point 
value measured at the NWS anemometer. For the case of 100% 
down regulation, i.e. all turbines down-regulated to zero power, the 
estimate error without the DWM under predicts the possible 
production since down-regulation decreases the wind speed in each 
turbine’s wake. Inclusion of the DWM returns the mean estimate 
error to approximately zero but includes increased scatter compared 
to the no down-regulation case. 
Figure 2-12: Simulated DWM correction for Normal Operation and 100% 
Down-Regulation 
The mean DWM adjustment of all turbines, for normal and 
down-regulated operation versus wind direction are depicted in 
Figure 2-12. During normal operation the DWM should provide no 
correction. The corrections visible in Figure 2-12 during normal 
operation are due to discrepancies between the pitch angle 
trajectory for normal operation employed in the simulations and the 
commanded pitch angles of the individual wind turbine model 
controllers. The discrepancies are exacerbated when the wind 
direction corresponds to a principle alignment direction (in this case 
178 degrees) in which the turbines are perfectly aligned in rows. 
During down-regulation the DWM provides a varying level of 
correction that is also heavily dependent on wind direction. The 
correction ratios are less than 1 during down regulation since wind 
speed deficits increase for stall regulated turbines during down 
regulation. 
3. GRID METHOD 
The grid method is an alternative control strategy for estimation 
of the possible wind plant production during regulation requiring no 
wake model development, wind speed measurement error correction 
or power curve. This strategy splits the wind plant into two separate 
grids; one grid is used to estimate the total plant production while 
the other is down regulated to meet the desired plant control 
objectives. This approach is advantageous in its simplicity, which is 
an important factor for successful implementation of a real time 
controller. Additionally, it employs the power measurement directly  
rather than inferring it from other measurement quantities. An 
obvious drawback however, is that only 50% of the possible plant 
production can be down-regulated or possibly less depending on the 
limitations of each turbine. The underlying assumption for 
employing either grid method is that the average wind conditions 
throughout both grids are the same during both normal and down-
regulated operation. In this case one grid serves as the measurement 
grid, where these turbines are maintained at their maximum 
production and represent one half of the total possible production. 
The second grid is a control grid that is down-regulated to meet the 
desired wind plant control objective. 
Two grid layouts are investigated. The split grid layout which 
employs 2 grids based on a mean plant wind direction determined 
from the average yaw angles of all online turbines. The wind plant 
controller maintains the grid layout within a +/-45 deg window 
about the split direction. If the wind direction changes outside this 
window the wind plant controller switches the split grid layout to 
match the mean plant wind direction with adequate hysteresis to 
avoid oscillation between different grid layouts. Three split grid 
layouts, for  are varying wind directions are depicted in Figure 3-1. 
The second layout, denoted the interlaced grid and also depicted in 
520 530 540 550 560 570 580 590 600
50
55
60
65
70
75
80
85
90
95
100
105
110
115
120
Time (minutes)
P
o
w
er
 (
M
W
)
Power Curve Method Evaluation: Case 1
 
 
600 625 650 675 700 725 750 775 800
80
85
90
95
100
105
110
115
120
125
130
135
140
145
150
155
160
165
Time (minutes)
P
o
w
er
 (
M
W
)
Power Curve Method Evaluation: Case 2
 
 
Measured Plant Power
Plant Set-Point
Possible Power Estimate (NWS & DWM Corrections)
Possible Power Estimate (NWS Correction)
Possible Power Estimate (NO Corrections)
Figure 2-10: Qualitative Analysis of the Power Curve Method During Down-Regulation  
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Figure 3-1 is a static layout that does not change with wind 
direction. 
 
Figure 3-1: Split Grid and Interlaced Grid Layouts 
For both layouts, approximately 1 year of measurement data from 
Nysted are used to compare the power output between the NS split 
grids and the interlaced grids during normal operation. The results 
of the comparison are depicted in Figure 3-2 as duration curves of 
the difference between the grids as a percentage of rated production. 
For the split grid layout, the measurement data were limited to +/-45 
degree window about the NS direction.  
 
Figure 3-2: Duration Curves of the Difference Between Grids for Normal 
Operation: Measurement Data 
The results indicate that for both layouts the mean difference in 
power between grids is close to zero (indicated by the symmetry of 
the duration curves) but the NS layout has significantly more scatter 
than the interlaced layout. These results however, do not include 
any down-regulated operation which will induce errors in the ―true‖ 
value of the measurement grid due to altered wake effects of the 
down-regulated (control) grid. For the split grid case the error is 
significant for unfavorable wind directions where the measurement 
grid is down-wind of the control grid. For the interlaced grid altered 
wake effect always induce an error since certain measurement 
turbines will always be down-wind of down-regulated control 
turbines.  
Simulations of split and interlaced grid layout were preformed for 
both normal and down-regulated operation. The normal operating 
case provides a base line to validate the model against measurement 
data while the down-regulated case provides an estimation of the 
performance of the grid methods during down-regulation. In the 
case of down-regulation, the estimated production was compared to 
the production during normal operation to determine the estimate 
error. This being possible because the wind direction and wind 
speed input for both cases are identical. For simulations of down-
regulated operation the control turbines were down-regulated 100% 
to ensure the worst case change in wake effects of the down-
regulated turbines. 
 
Figure 3-3: Duration Curves of the Difference Between Grids for Normal 
and Down-Regulated Operation: Simulation Data 
Duration curves for simulation of the grid methods are depicted 
in Figure 3-3. Results for the split grid layout indicate that the 
difference between the grids does not change significantly during 
down regulation (the curve are almost indistinguishable), implying 
that the interaction of the altered wake effects between grids tends 
to average out for even wind direction distributions about the 
principle split direction (which is the case in this present work). 
However the difference between the grids during down-regulation 
with the interlaced grid layout becomes increasingly negative as a 
result of wakes from control (down-regulated) turbines affecting 
measurement turbines. 
4. COMPARISON OF WAKE EFFECTS FOR DIFFERENT WIND PLANT 
CONFIGURATIONS 
The error in the plant production estimate, if wake effects are not 
accounted for at Nysted is depicted in Figure 4-1. The plot depicts 
the relative change in the plant production at 9.4 m/s for varying 
levels of down-regulation over all wind directions. This wind speed 
corresponds to the maximum possible change in the rotor CT 
between normal and maximum down-regulated operation. These 
conditions represent the worst case error in the plant production 
estimate due to altered wake effect during down-regulation. The 
plot indicates that during down regulation at Nysted the overall 
change in the plant production estimate between normal and down-
regulated operating does not exceed 5% for most wind directions. 
The worst case, where the overall change approaches 10% is for a 
narrow yaw sector about the North-South(358deg) / South-
North(178deg) direction, corresponding to the smallest turbine 
spacing of 5.7D. This indicates that overall the wake effects 
between normal and down-regulated operation contribute a 
relatively small amount to the error in the estimation of possible 
power at Nysted.  
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Figure 4-2 depicts the error in the plant production estimate, at 
6.5 m/s for varying levels of down-regulation over all wind 
directions for the Nysted wind plant configured with a pitch 
regulated turbine. In this example the historic Tjaereborg turbine is 
used as a representative pitch regulated machine. The chosen wind 
speed corresponds to the maximum possible change in the rotor CT 
between normal and maximum down-regulated operation. For 
down-regulation of a wind plant incorporating pitch regulated 
turbines the wind speed reduction decreases in contrast to a wind 
plant with stall-regulated turbines. Additionally, the wake changes 
continually for increasing levels of regulation for the pitch regulated 
turbines rather the reaching a plateau at approximately a 25% down 
regulation. This indicates that the changes in the wake effects 
between normal and down-regulated operation are more significant 
for a wind plant configured with pitch-regulated turbines 
5. CONCLUSION 
Results from modeling and simulation of the Power Curve 
Method indicate an improvement in the estimate of possible 
production during down-regulation over the currently employed 
method at Nysted. The largest improvement is gained from 
correction of the wind speed measurement error; whereas the 
dynamic wake correction contributes relatively little.  
Simulation results indicate that the alternative control strategy 
successfully estimates the possible plant production. However, the 
overall down-regulation capability is limited to 50% since only half 
the turbines participate in down-regulation.. A clear benefit to this 
method is that it deals directly with the measurement of interest 
(power) rather than inferring it from other measurement quantities. 
A comparison of the DWM applied to a wind plants configured 
with stall regulated turbines indicate that overall the wake effects 
between normal and down-regulated operation contribute a 
relatively small amount to the error in the estimation of possible 
power at Nysted. In contrast the wake effects between normal and 
down-regulated operation are more significant for a wind plant 
configured with pitch-regulated turbines. 
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Figure 4-1: Error in Plant Production Estimate due to Down Regulation with a Wind Plant Configured with Stall Regulated Turbines 
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Abstract — This paper aims at validating the model of power 
fluctuations from large wind farms. The validation is done against 
measured data from Horns Rev and Nysted wind farms. The model 
time scale is from one minute to a couple of hours, where 
significant power fluctuations have been observed. The comparison 
between measured and simulated time series focuses on the ramping 
characteristics of the wind farm at different power levels and on the 
need for system generation reserves due to the fluctuations. The 
comparison shows a reasonable good match between measurements 
and simulations. 
Index Terms — power fluctuation, wind farms, model validation, 
ramping and reserves requirements. 
1. INTRODUCTION 
The electrical power system, due to the increasing 
importance of power produced by wind turbines, becomes 
more vulnerable and dependent on the wind power 
generation. Therefore, a fundamental issue in the operation 
and control of power systems, namely to maintain the 
balance between generated and demanded power, is 
becoming more and more influenced by wind power. 
Scheduling of generation ensures that sufficient generation 
power is available to follow the forecasted load, hour by hour 
during the day [1]. Besides, sufficient reserves with response 
times from seconds to minutes must be available to balance 
the inevitable deviations from the schedules caused by 
failures and forecast errors.  
In the Nordic power system the generation is scheduled on 
the NORDPOOL spot market [2] on the day ahead spot 
market, while the reserve capacities are agreed in the Nordel 
cooperation between the Nordic transmission system 
operators [3]. Those reserves include a “fast active 
disturbance reserve”, which is regulating power that must be 
available 15 minutes after allocation. The purpose of the 
regulating power is to restore the frequency controlled 
reserves, which are activated due to frequency deviations 
from the nominal value. The frequency controlled reserves 
are much faster than the regulating power, with required 
response times from a few minutes down to a few seconds, 
depending on the frequency error.  
The wind power development influences the power 
balancing on all time scales. An example of this is the 
experience of the Danish transmission system operator, 
Energinet.dk, with the operation of the West Danish power 
system. According to Akhmatov et. al. [4], Energinet.dk has 
found that the active power supplied from the first large 160 
MW offshore wind farm in this system, Horns Rev, is 
characterized by more intense fluctuations in the minute 
range than previously observed form the dispersed wind 
turbines on land, even though the installed power in Horns 
Rev is relatively small compared to the total 2400 MW wind 
power installation in the system.  
Generally, the onshore wind power fluctuates much less 
than the Horns Rev wind farm, first of all because the 
offshore turbines are concentrated in a very small area where 
the wind speed fluctuations are much more correlated than 
the wind speeds at the turbines dispersed over a much bigger 
area. Another reason which may increase the fluctuations 
from Horns Rev is that the meteorological conditions are 
different offshore than onshore. 
The West Danish power system is DC connected to the 
Nordic synchronous power system, and it is a part of the 
Nordel cooperation. At the same time, the system is 
interconnected to the Central European UCTE system 
through the German AC connection. Therefore, the West 
Danish system also has obligations to the UCTE system, 
including the responsibility to keep the agreed power flow in 
this interconnection within acceptable limits.  
With the present wind power capacity, the power flow in 
the interconnection can be kept within the agreed limits. 
However, a second neighbouring wind farm, the 200 MW 
Horns Rev B is already scheduled for 2008, and Energinet.dk 
is concerned how this will influence the future demand for 
regulating power in the system. 
This paper will compare the measured and simulated 
power fluctuations for both Horns Rev and Nysted wind 
farm. Section 2 briefly presents the simulation model, section 
3 describes the sites and data acquisition on Horns Rev and 
Nysted wind farms, and section 4 presents the analyses and 
the comparisons. Finally, the paper ends with conclusions in 
section 5. 
2. WIND FARM POWER SIMULATION MODEL 
The wind farm power simulation model uses a statistical 
description of the wind speed characteristics given in the 
frequency domain and outputs the time series of the power 
produced by the wind farm. The model is based on the wind 
speed fluctuation model developed by Sørensen et al [5]. The 
focus in these studies has been on the slower wind speed 
variations and on the coherences between wind speeds 
measured over horizontal distances. 
A detailed description of the model is given in [6]. In this 
section only a brief presentation of the model is provided to 
support the analyses and conclusions. 
The basic structure of the simulation model is shown in 
Figure 1. The wind farm consists of N wind turbines, indexed 
with i between 1 and N.   
The inputs to the model is the N power spectral densities 
(PSD’s) Su[i]( f ) of wind speeds u[i](t) in hub height of the 
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wind turbines, and the N ×N coherence functions γ[r,c]( f ) 
between u[r](t) and u[c](t). The output from the model is 
simply time series of the total wind farm output power Pwf 
(t). 
The PSD’s quantify the average energy in the wind speed 
variability, distributed on frequencies. The PSD Su[i]( f ) of 
u[i](t) is defined according to 
 [ ] [ ] [ ]*( ) ( ) ( )u i i iS f f U f U f⋅ Δ = ⋅  (1) 
U [i]( f ) is the Fourier transform of u[i](t) and Δf is the 
frequency step between adjacent Fourier coefficients, i.e. Δf 
= 1/Tseg . The * operator denotes complex conjugation and 
the 〈〉 operator denotes the mean value of results from an 
ensemble of periods of length Tseg. 
The simulation results are highly dependent on the 
specification of the wind speed PSD’s. The PSD’s depend on 
the average wind speed in the included segments, the surface 
roughness which generates turbulence, meteorological 
stability and other external conditions. However, structural 
engineers use standard wind PSD’s for design of buildings, 
bridges and wind turbines. 
For relatively high frequencies f > 0.01 Hz, the variability 
of the ambient wind speed is described by the turbulence 
PSD’s, which are available from literature, e.g. Kaimal [7], 
and in codes of practice for structural engineering, e.g. the 
wind turbine standard IEC 61400-1 [8].  
As it is seen in Figure 1, the power fluctuation model uses 
individual PSD’s for the individual wind turbines. This way, 
the added turbulence to wind speeds inside the wind farm is 
taken into account for the wind turbines inside the wind 
farm. 
The added turbulence inside the wind farm is significant 
compared to the low ambient turbulence offshore, and for 
that reason it is included in the structural design of wind 
turbines. The standard deviation of the added wind farm 
turbulence is included in the power fluctuation model, 
quantified according to specifications in IEC 61400-1.  
The added turbulence in the wind farm is on an even 
shorter time scale than the ambient turbulence. The main 
reason why Rosas simulations underestimated the power 
fluctuations was that the low frequency variability for 
frequencies f < 0.01 Hz was not included. There are no 
standards specifying the PSD’s for those low frequencies. 
The studies of wind speed measurements from Risøs test site 
for large wind turbines proposed a low frequency PSD term, 
which is used in the present simulations.  
Thus, the PSD’s applied in the present model is the sum of 
PSD’s for ambient turbulence, added wind farm turbulence, 
and low frequency fluctuations. 
The coherence functions quantify the correlation between 
the wind speeds at the individual wind turbines. The 
definition of the coherence function γ u[r,c] between u[r](t) and 
u[c](t) is given by 
 [ ] [ ][ ] [ ]
,
,
( )
( )
( ) ( )
u r c
u r c
u r u c
S f
f
S f S f
γ = ⋅
 (2) 
Su[r,c]( f ) is the cross power spectral density (CPSD) 
between u[r](t) and u[c](t), defined according to  
 [ ] [ ] [ ]*, ( ) ( ) ( )u r c r cS f f U f U f⋅Δ = ⋅  (3) 
The simulation results are also quite sensitive to the 
specification of the coherence functions. There are no 
standards specifying the horizontal coherence between wind 
speeds over a large distances corresponding to a wind farm. 
In the literature, Schlez and Infield [9] have proposed a 
model based on measurements in distances up to 100 m in 18 
m height in Rutherford Appleton Laboratory test site, U.K., 
and Nanahara [10] has used measurements in distances up to 
1700 m in 40 m height in Japan Sea.  
Figure 1. Basic structure of model for simulation of power fluctuation from wind farm. 
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There is, however, a significant difference in the 
conclusions of Schlez and Nanahara. In the present 
simulations, the results of studies in Risø National 
Laboratory’s test site in 80 m height over 1.2 km distances 
are applied.  
The estimation of coherence based on measurements is 
relatively uncertain, because coherence of wind speeds in 
two points strongly depends on the inflow angle, i.e. on the 
wind direction. Therefore, even more data is required to 
estimate the coherence functions than to estimate the PSD’s. 
Thus, the assumed horizontal coherence functions are still a 
point with possible improvement. 
The kernel of the model in Figure 1 is the time series 
simulator, which converts a set of PSD’s and coherence 
functions to a set of time series. The time series simulation 
can be divided into two steps. The first step is to generate a 
random set of Fourier coefficients fulfilling (1), (2) and (3). 
When this is done, the second step is simply to apply a 
reverse Fourier transform to provide the time series. 
The random generation of Fourier coefficients ensures that 
the time series simulation can generate different sets of time 
series, depending on a seed which initializes a random 
generator. The generation of Fourier coefficients ensures that 
an ensemble of time series generated with different seeds 
gets the specified PSD’s and coherence functions. 
A detailed mathematical description of the time series 
simulator is given in reference [5], where it is used directly 
on the set Su[i]( f ) of PSD’s of the hub height wind speeds. In 
the present model, the time series simulator is used on PSD’s 
Sueq[i]( f ) of equivalent wind speeds ueq[i](t).  
The equivalent wind speed ueq[i](t) takes into account that 
the wind speed is not the same over the whole wind turbine 
rotor. The equivalent wind speed is defined as the wind 
speed, which can be used in a simple aerodynamic model to 
calculate the aerodynamic torque on the rotor shaft as if the 
wind speed was equal to ueq[i](t) over the whole rotor. Thus, 
the equivalent wind speed can be obtained as a weighted 
average of the wind speed field in the rotor disk. 
The equivalent wind speed defined in [5] includes fast 
periodic components which are harmonics of the rotor speed, 
but they are omitted in the present model because they are 
outside the time scale of interest for this model.  
Omitting the periodic components, the equivalent wind 
speed ueq[i](t) fluctuates less than the fixed point wind speed 
u[i](t). According to reference [6], the PSD of the equivalent 
wind speed can be found by the PSD of the fixed point wind 
speed, which is done by the rotor wind blocks in Figure 1.  
Finally, the wind turbine models in Figure 1 specify the 
relation between the equivalent wind speed and the output 
power. In the present model, a simple power curve is applied, 
i.e. a purely steady state model of the wind turbine. The 
reason for this choice is that the dynamics of the mechanical 
and electrical systems of the wind turbine are in a much 
faster time scale than the time scale of interest for the power 
fluctuation model. 
3. WIND FARMS AND DATA ACQUISITION 
The modelling of the power fluctuation is validated using 
wind speed and power measurements from the two large 
offshore wind farms in Denmark, namely Horns Rev and 
Nysted. 
Horns Rev wind farm consists of 80 Vestas V80 variable 
speed wind turbines, using doubly-fed induction generators. 
The rated power of the V80 turbines is 2 MW, and the rotor 
diameter is 80 m. 
Figure 2 shows the layout of Horns Rev wind farm. The 
distance between the turbines is 560 m in the rows as well as 
columns, corresponding to 7 rotor diameters. 
The measured data is acquired by the SCADA system used 
by the wind farm main controller, which off course has the 
first priority. The acquired data originates from the wind 
turbine control systems. The wind speed is measured on the 
nacelle of each wind turbine with ultrasonic sensors. The 
power is measured by the control system on the low voltage 
terminals as a sum of rotor and stator power. Finally, the yaw 
position registered in the wind turbine is used to indicate the 
wind direction. Wind speed, power, power setpoint and yaw 
position is logged with 1 Hz sampling frequency. 
 Data acquired from February 2005 to January 2006 are 
used in this paper. In some periods, the data acquisition was 
not working, e.g. the SCADA system had other tasks, with 
high priority, to do, or the wind turbines operation status was 
not on “normal”. For validating the model, 2-h segments 
with continuous data and normal operation status from at 
least 72 wind turbines were used. 
The result is 1110 segments, which corresponds to 92.5 
days, representing wind speeds from 1 to 19 m/s. 
Nysted wind farm consists of 72 Siemens SWT-2.3-82 
fixed speed wind turbines, with a rated power of 2,3MW and 
with the rotor diameter of 82 m. 
Figure 3 shows the layout of Nysted wind farm. The 
distance between the turbines in a column is 481 m 
corresponding to 5.9 rotor diameters, while the distance 
Figure 2. Horns Rev wind farm. Figure 3. Nysted wind farm. 
NORDIC WIND POWER CONFERENCE, NWPC’2007, 1-2 NOVEMBER 2007, ROSKILDE, DENMARK 4 
 
between the turbines in a row is 867 m corresponding to 10.6 
rotor diameters. 
Like in Horns Rev, the measured data is acquired by the 
SCADA system used by the wind farm main controller with 
1 Hz sampling frequency. The acquired data originates from 
the wind turbine control systems and from a meteorology 
mast indicated in Figure 3. The measurements from the wind 
turbine control systems are the wind speed measured on the 
nacelle of each wind turbine with cup anemometer, the 
power measured by the control system on the low voltage 
terminals, the power setpoint and the yaw position. 
Data acquired from January 2006 to May 2007 are used in 
this paper. In some periods, the data acquisition was not 
working, e.g. the SCADA system had other tasks, with high 
priority, to do, or the wind turbines operation status was not 
on “normal”. For validating the model, 2-h segments with 
continuous data and normal operation status from at least 62 
wind turbines were used. 
The result is 1989 segments, which corresponds to 165.75 
days, representing wind speeds from 1 to 24 m/s.  
4. ANALYSES AND COMPARISONS 
The analyses are done in terms of ramp rates and reserves 
requirements, defined for the wind farm power. Duration 
curves are used to compare measured and simulated power 
fluctuations. 
In Sørensen et al [12] the analyses and the comparisons 
between the simulated and measured power series, for Horns 
Rev wind farm, are presented in details. In this paper, the 
same analyses are made for Nysted wind farms and the 
results are presented for both wind farms. 
The definitions of ramp rates and reserve requirements are 
involving a statistical period time Tper, which reflects the time 
scale of interest. The time scales of interest will depend on 
the power system size, load behavior and specific 
requirements to response times of reserves in the system. In 
order to study the wind variability and model performance in 
different time scales, the analysis of Nysted data is 
performed with one minute, ten minute and thirty minute 
period times. 
For the present analysis, the measured wind farm power is 
calculated in p.u. as the average power of the available 
turbines in each 2 hour segment. Thus, the reduction of the 
wind farm power due to non availability of wind turbines is 
removed. This choice is justified because missing data from a 
turbine is not necessarily indicating that the turbine is not 
producing power, but can also be because of failures in the 
SCADA system.  
For each measured 2 hour segment, the average wind 
speed and wind direction is calculated, and a 2 hour wind 
farm power time series is simulated. The simulations are 
performed with the complete model including low frequency 
fluctuations and wind farm generated turbulence. 
4.1. Ramp rates 
The definition of ramp rates applied in this paper is quite 
similar to the definition of load following applied by Parson 
et. al. [11]. The intention is to quantify the changes in mean 
values from one period Tper to another, which specifies the 
ramp rate requirement that the wind farm power fluctuation 
causes to other power plants. 
The definition of ramp rates is illustrated for period time 
Tper = 600 s in Figure 4.  
The instantaneous time series of power can be either 
measured or simulated, in our case both are with on second 
time steps. Then the mean value of the power is calculated at 
the end of each period, although it is illustrated for all time 
steps in Figure 4. The ramp rate is simply the change in mean 
value from one period to the next, i.e. 
 ramp mean mean( ) ( 1) ( )P n P n P n= + −  (4) 
Note that this definition specifies the ramping of the wind 
farm power. Thus, negative ramp rate means decreasing wind 
power, which requires positive ramping of other power 
plants.  
When the ramp rates have been calculated for each set of 
neighbour periods n and n+1 for all segments, the ramp rates 
are binned according the corresponding initial power 
Pmean(n). This is because the statistics of the ramping will 
depend strongly on the initial power. For instance, the power 
is not likely to increase very much when it is already close to 
rated. A power bins size 0.1 p.u. has been selected. 
The ramping is sorted in each power bin, and a duration 
curve is obtained. This is done for the measurements and for 
the simulations. As an example, the duration curves for ten 
minute ramp rates in the initial power range between 0.8 p.u. 
and 0.9 p.u. is shown in Figure 5. There is a good agreement 
between the simulated and the measured duration curves.  
The same good agreement, with differences no bigger than 
0.02 p.u., is observed in all power ranges. 
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Figure 4. Definition of ramp rated for period time Tper = 10 min. The ramp 
rates are indicated with arrows. 
Figure 5. Duration curves of 10-min ramp rates in the initial power range 
from 0.8 p.u. to 0.9 p.u. 
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The most interesting point of the duration curves is the 
highest wind farm negative ramp rate, i.e. around 100% on 
the duration curve, because this quantifies the highest 
requirement to the ramp rates of other power plants. The 
wind farm positive ramp rates are not so interesting here 
because they can be limited directly by the wind farm main 
controller. 
In Figure 6 the 99% percentile of the 10-min ramp rates 
duration curve for all power ranges is shown. In order to 
assess the model performances, both Horns Rev and Nysted 
simulated and measured ramp rates are plotted. 
There is an acceptably good match, with differences 
generally less than 0.03 p.u./10 min for both Horns Rev and 
Nysted, although Nysted simulated ramp rates are 
systematically bigger the measured ones.  
 
 
The 99% percentile for 1 min and 30-min period is shown 
in Figure 7 and Figure 8, respectively. The match between 
simulated and measured power fluctuations is similar to the 
10-min periods, with the simulated power fluctuations still 
being systematically bigger than the measured ones. For the 
1-min period, Although the difference between simulated and 
measured looks significant, it is less than 0.01 p.u./1min. 
Summarizing, the ramping analyses, for Nysted wind farm, 
show a good match between simulated and measured time 
series. The systematic overestimation of the simulated power 
fluctuations time series should be further analysed. 
4.2. Reserve requirements 
The intention is to quantify the difference between the 
instantaneous power and the mean value which are dealt with 
as ramping. Since the reserves must be allocated in advance, 
the positive reserve requirement is defined as the difference 
between the initial mean value and the minimum value in the 
next period. 
 This definition of reserve requirements is illustrated for 
period time Tper = 600 s in Figure 9. Formally, the reserve 
requirements are defined as  
 res mean min( ) ( ) ( 1)P n P n P n= − +  (5) 
Note that with this definition, positive reserves means 
decreasing wind power that requires positive reserves form 
other power plants. 
Figure 6. The 99% percentiles of 10-min ramp rates in all power ranges for 
Horns Rev and Nysted wind farm 
 
Figure 7. The 99% percentiles of 1-min ramp rates in all power ranges for 
Horns Rev and Nysted wind farm 
 
Figure 8. The 99% percentiles of 30-min ramp rates in all power ranges for 
Horns Rev and Nysted wind farm 
Figure 9. Definition of reserve requirements for period time Tper = 10 min. 
The reserves are indicated with arrows 
 
Figure 10. 1 % percentiles of 10 minutes reserve requirements in Horns Rev 
and Nysted wind farm 
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The duration curves are then calculated for the reserves in 
all power bins, and the 1 % percentiles are found in each 
power bin.  
The resulting 1 % percentiles with 10 min, 30 min and 1 
min period times are shown in Figure 10, Figure 11 and 
Figure 12, respectively. 
It is concluded that the simulated time series agree quite 
well with the measured in the prediction of the reserves. As 
expected, the reserve requirement decreases in the highest 
power bin because the wind speed is above rated.  
As expected, the reserve requirements in Nysted wind farm 
are smaller than ones in Horns Rev. The same conclusion can 
be drawn when 30-min and 1-min periods are considered, as 
shown in Figure 11 and Figure 12, respectively. 
5. CONCLUSIONS 
The balance between generated and demanded power is more 
and more influenced by wind power. Large wind farms 
contribute with more power fluctuations to the system than a 
similar capacity of distributed wind power. This is because a 
large wind farm, geographically concentrated in a small area, 
experience strongly correlated slow wind fluctuations, while 
this correlation is decreasing with the distance. 
 
The simulation model predicts the PSDs of the power 
series very well. Duration curves for ramp rates and reserve 
requirements are generally simulated to slightly higher 
values than measured. The extreme values though obtained 
from simulations agree well with the measured ones. 
The presented power fluctuation model simulates the 
power fluctuation of wind power on an area up to several km 
and for time scales up to a couple of hours. 
Figure 11. 1 % percentiles of 30 minutes reserve requirements in Horns Rev 
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Abstract — Wind farms are often connected to the interconnected 
power system through a medium voltage cable grid and a central 
park transformer. Different methods of system grounding can be 
applied for the medium voltage cable grid. This paper outlines and 
analyses different system grounding methods. The different 
grounding methods have been evaluated for two representative wind 
farms with different size. Special emphasis is put on analysis of 
isolated system grounding, which has been used in some real wind 
farm medium voltage cable grids. Dynamic simulations of earth 
faults have been carried out. The paper demonstrates for grids with 
isolated system grounding how the phase voltage can build up to a 
level of several times the system voltage due to re-ignition of the 
arc at the fault location. Based on the analysis it is recommended to 
use low-resistance grounding as the best compromise to avoid 
destructive transient over voltages and at the same time limit the 
earth fault currents in the wind farm grid to an acceptable level.  
 
Index Terms — System grounding, wind farms, voltage rise, single-
phase earth faults. 
1. BACKGROUND 
In Denmark wind farms has according to the traditional 
practice used in distribution systems often been established 
with isolated system grounding medium voltage cable grids. 
Abroad wind farms instead according to the traditional 
practice often have been established with (low) resistance 
grounding.    
Within the last couple of years the first generation of 
“wind power plants” has been exposed to different kinds of 
faults. In the Middelgrunden wind farm several step-up 
transformers have faulted caused by switching voltage 
transients. Following several step-up transformers at the 
Horn Rev wind farm also have faulted, which lead to a 
replacement of all 80 wind turbine step-up transformers. At 
the same time the system grounding was changed from an 
isolated system to a kind of reactance grounding (via the 
wind farm auxiliary-supply transformer, designed with 
appropriate zero-sequence impedance).  
The establishment of the first generation of wind farms 
(larger than 40 MW) in Denmark has in other words been 
exposed to different faults cases, which to a certain extent is 
believed to be influenced by the choice of the wind farm 
system grounding method.  
2. SYSTEM GROUNDING METHODS 
Different methods of system grounding in medium voltage 
networks are well-known. Basically the aim of choosing 
system grounding method is to find the best compromise 
between the different technical properties and the associated 
costs related to the specific system application. This should 
be judged case by case. Important technical properties to 
consider include fault current levels and over voltages. 
This paper will focus on earth fault currents, fault re-
ignition and reducing transient over voltages in case of 
single-phase to ground faults for different methods of system 
grounding.  
Five different methods of system grounding have been 
analysed:  
 
2.1. Isolated system 
In the isolated system the network is without direct 
connection to ground. The only connections to ground are 
through the large zero sequence capacitance of the cables. 
 
 
Figure 1.  Isolated system grounding 
 
The network zero-sequence impedance is approximately a 
pure capacitive impedance, which is much larger than the 
short circuit positive-sequence impedance. As a consequence 
single-phase earth fault currents are much smaller than short 
circuit fault currents, and depend on the cables and the length 
of the cable grid. Usually for wind farms single-phase to 
ground fault currents are smaller than load currents. 
With respect to over voltages the isolated system has some 
major disadvantages, discussed further in section 3 and 4.  
 
2.2. Direct (effective) grounded system 
With direct grounded systems is meant systems with a direct 
connection via the transformer neutral to ground. Direct 
grounding is well-known and normally used in low voltage 
distribution networks. In transmission networks (above 100 
kV) effective grounding – a special version of direct 
grounding, is well-known.  
   
 
 Figure 2. Direct (effective) grounded system  
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In direct (and effective) grounded systems single-phase 
earth fault currents is of the same size as short circuit 
currents. In other words single-phase earth fault currents will 
be relatively large (typically many kA). Cables, circuit 
breakers etc. must be designed for these large fault currents.  
The effective grounded system is – as mentioned before, a 
special version of the direct grounded system. By grounding 
not all transformer neutrals in the network and by keeping 
impedance ratios within defined values (everywhere in the 
network, see table 2), the voltage rise on the healthy phases 
is said not to exceed 0.8 pu of the phase-to-phase voltage. 
Further single-phase earth fault currents is said to be approx. 
0.6 pu of the three-phase short circuit fault current.  
 
2.3. Reactance and resonance grounded systems 
In reactance grounded systems the transformer neutral is 
connected to ground through a reactance.  
   
 
Figure 3. Reactance and resonance grounded system 
 
By connecting the system to ground (through a reactance) 
it is possible to reduce the single-phase earth fault currents. 
To avoid destructive transient over voltages earth fault 
currents must be in the range of 0.25-0.6 pu of the network 
three-phase short circuit fault current. This is possible to 
achieve if impedance ratios is kept within defined values (see 
table 2). 
A special case of reactance system grounding is when the 
reactance (inductance) is designed to exactly compensate the 
capacitive earth fault current; for this case, single-phase to 
ground fault current can be almost eliminated (reduced to a 
very small resistive current). If done, system grounding is 
said to be resonance grounded.  
 
2.4. Resistance grounded system 
In resistance grounded systems the transformer neutral is 
connected to ground through a resistance. Within resistance 
grounded systems two different methods are well-known; 
High-resistance grounding and low-resistance grounding. 
High-resistance grounding has some similarities with 
isolated networks. The most characteristic relation is small 
single-phase earth fault currents (a few A), but properly 
designed the severe transient over voltages associated with 
isolated systems can be avoided. The high-resistance 
grounding method has not been treated in the latter analysis.  
 
 
Figure 4. Resistance grounded system 
Low-resistance grounding has the ability to reduce earth 
fault currents. By keeping impedance ratios within defined 
values (see table 2) earth fault currents is said to be within 
200-1000 A. 
 
As stated above the method of system grounding has 
significant impact on the magnitude of earth fault currents 
and the ability to reduce transient over voltages in case of 
earth faults. One consideration when selecting system 
grounding is therefore to try to achieve the best compromise 
between reducing earth fault currents and reducing  possible 
destructive transient over voltages. 
Table 1 shows typical level of fault currents and voltage 
rises on healthy phases (50Hz) for different methods of 
system grounding in networks [1]-[4]. The level in table 1 is 
determined by the network impedance characteristics shown 
in table 2 [1]-[4]. 
 
Table 1, Characteristic fault currents and voltage rises of system grounding 
methods  
Grounding 
method 
Earth fault current 
[pu of 3-phase  
fault current] 
Phase-earth 
voltage 
[pu of phase 
voltage] 
Isolated - 1.73 pu 
Effective > 0.6 pu < 1.4 pu 
Reactance 0.25-0.6 pu <1.73 pu 
Resonance - 1.73 pu 
Resistance 200-1000 A <1.73 pu 
 
Table 2, Impedance characteristics of system grounding types 
Grounding 
method 
X0/X1 R0/X1 R0/X0 R0/XC0 
Isolated (∞) -  
(- 40) 
- - - 
Effective 0 – 3 0 – 1 - - 
Reactance 3 – 10 0 – 1 - - 
Resonance - - - - 
Resistance 0 – 10 30-60 ≥ 2 ≤ 1 
3. THEORY FOR VOLTAGE RISE DUE TO SINGLE-PHASE TO 
EARTH FAULTS (ARCING GROUND) IN ISOLATED SYSTEMS 
In a symmetrical, three-phase circuit the symmetrical 
components will be represented by three uncoupled 
equivalents for the positive sequence, negative sequence and 
zero sequence component. 
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Figure 5. Symmetrical components, positive-, negative and zero sequence 
components 
 
In short, in case of unsymmetrical faults e.g. single-phase 
earth faults, the three symmetrical components will be 
coupled and be represented by the equivalent shown fig. 6. 
 
 
Figure 6. Equivalent for single-phase to ground fault  
 
If the resistance in the network is ignored, the network zero 
sequence impedance will be mainly capacitive (as a 
consequence of the network capacitance to ground) and the 
positive and negative sequence impedances will be inductive 
(as a consequence of inductance in cables and transformers). 
If the fault impedance is assumed to be ZF = 0 Ω, then the 
equivalent in figure 6 can be reduced to figure 7 in case of a  
single-phase to ground fault, where the fault arc is replaced 
by a circuit breaker. 
 It is seen, that the network positive- and negative sequence  
voltages now is represented by the voltages across the 
network reactance X1+2 and the zero sequence voltage V0 is 
represented by the capacitance voltage.  
 
 
Figure 7. Simplified equivalent for single-phase to ground faults  
 
Further the network zero sequence capacitance Xco will be 
much larger than the network inductance X1+2. The earth 
fault current will therefore mainly be capacitive and lead the 
voltage by approx. 90°.  
 The non-linear circuit shown in figure 7 will do, that the 
zero sequence voltage and the phase-to-ground voltages at 
the two healthy phases will oscillate up to ±1 pu around the 
new 50Hz voltage (see figure 8, no. 1) until the transient 
oscillation is damped out. Within the first couple of ms after 
the fault has occurred the phase voltage on the two healthy 
phases can rise up to 2.73 pu. This phenomenon is verified 
by dynamic computer simulations later in section 4. 
 
 
Figure 8. Transient oscillation in case of a single-phase to ground fault 
 
When the arc current passes the natural current zero, the 
arc may extinguish, and the insulation potentially can re-
establish the voltage withstand (the breaker at figure 7 will 
open). At the same time the zero sequence voltage is lagging 
the current by 90° and is at its maximum, i.e..up to 1 pu. The 
zero sequence voltage (the voltage across the capacitance in 
figure 7) – which actually means the isolated system is now 
“locked” with a new zero reference at 1 pu. 
 
 
Figure 9. Voltage rise as a consequence of “locked” zero voltage 
 
Within the next ½ period (10 ms) the faulted phase voltage 
will rise again – now up to 2 pu (see figure 9, no. 3).  
If again assumed a fault re-ignition happens at voltage 
maximum (Va = 2 pu), another transient oscillation can occur 
– now with a ± 2 pu oscillation for the zero sequence voltage 
and for the voltage at the healthy phases. This can result in 
very high transient oscillation on the healthy phases – 
theoretically now up to more than 3.5 pu.  
These three steps (1-3) could theoretically go on forever. 
In practise the insulation in cables or transformers will break 
down at some point, creating a fault on a second phase which 
causes a protective CB trip and stop the ongoing voltage rise.  
It appears above that if the zero sequence voltage can be 
discharged then the severe transient over voltages cannot 
build-up. This discharge must take place in the time span 
from the arc extinguish till the next voltage maximum on the 
(pre-) faulty phase (i.e. the time for risk of re-ignition). To 
ensure discharging an adequately resistance in the zero 
sequence system must be present. The decay of the zero 
sequence voltage will then be according to the below formula 
(1), where Va is the phase to ground voltage before fault 
occurrence: 
 ( ) 




⋅
−
⋅=
00
0
CR
t
a eVtV  (1) 
 
It can be seen that the lower the resistance the faster decay 
of the zero sequence voltage and subsequently the lower the 
transient over voltages. Obviously this is one of the 
important properties of a resistance grounded network.  
4. SIMULATION OF VOLTAGE RISE AT SINGLE-PHASE TO 
GROUND FAULT IN ISOLATED SYSTEM 
To verify the transient voltage oscillations described in 
section 3, dynamic simulations of single-phase to ground 
faults and re-ignition of single-phase to ground faults have 
been carried out (see figure 10). 
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Figure 10. Simulation of transient voltage oscillations in case of single-
phase to ground faults (left) and re-ignition of single-phase to ground faults 
(right).  
 
The simulations show that the theoretical description of the 
voltage rise at single-phase earth faults is verified.  
5. SYSTEM GROUNDING IN WIND FARMS 
Two different wind farms have been analysed – A and B [5]. 
The purpose of the analysis has been to analyse fault currents 
and transient voltage rises at single-phase earth faults. For 
each wind farm five different grounding methods has been 
analysed. 
Dynamic simulations have been carried out using the 
DigSilent Power Factory computer simulation program. 
 
5.1. Wind farm A (2 WT, 7.2 MW) 
Wind farm A contains of two wind turbines of 3.6 MW each. 
The wind turbines are interconnected to a 1.5 km medium 
voltage cable grid. 
 
 
Figure 11. Wind farm A 
 
Table 3 sums up the simulation impedance input values for 
the wind farm A substation earthing transformer (SUBET) 
and the impedance from transformer neutral to ground. 
 
 
 
Table 3. Impedance characteristics of wind farm A 
SUBET Neutral 
impedance 
Grounding 
method 
R0 X0 RN XN 
Isolated - - - - 
Effective 15 Ω 30 Ω 0 Ω 0 Ω 
Reactance 15 Ω 300 Ω 0 Ω 0 Ω 
Resonance 15 Ω 30 Ω 370 Ω 3.7k Ω 
Resistance 15 Ω 30 Ω 95 Ω 0 Ω 
 
Table 4 and table 5 sums up the impedance characteristics 
and earth fault currents and max transient phase voltage on 
the healthy phases in wind farm A. All values are measured 
at the wind farm substation medium voltage busbar. 
 
Table 4. Impedance characteristics of wind farm A 
Grounding 
method 
X0/X1 R0/X1 R0/X0 R0/XC0 
Isolated (1.3 k) - - - 
Effective 3.6 1.8 - - 
Reactance 37 1.9 - - 
Resonance (2.5 k) (13 k) (5.2) (9.7) 
Resistance 2.6 36 13.8 0.03 
 
Table 5. Fault currents and transient over voltages of wind farm A  
Max. phase voltage 
[healthy phase voltage] 
Grounding 
method 
Earth fault 
current 
[faulted 
phase] 
Earth fault Fault re-
ignition 
Isolated 6 A 2.7 pu 3.7 pu 
Effective 1.3 kA 2.1 pu 2.0 pu 
Reactance 0.2 kA 2.5 pu 3.5 pu 
Resonance 0 A 2.6 pu 2.6 pu 
Resistance 0.2 kA 2.1 pu 2.1 pu 
 
In case of earth faults in wind farm A fault currents is 
found to be within the characteristic fault current values 
shown in table 1. Further transient over voltages is found to 
be up to 1 pu higher than the characteristic values. 
In case of re-ignited earth faults transient over voltages for 
the effective-, resonance- and resistance grounding method is 
found to be at the level as the initial earth fault. For the 
isolated and reactance grounding method transient over 
voltages is found be in the range of 3.5-3.7 pu if an earth 
fault re-ignites.  (It is known that ‘fault re-ignition’ in case of 
effective-, reactance- or resistance grounded systems may be 
somewhat hypothetically partly because of the size of the 
earth fault current (the arc will not extinguish) partly because 
protective relays usually will trip the faulty string 
instantaneous thereby preventing arcing faults. This 
comment applies also for case 5.2 below). 
 
5.2. Wind farm B (20 WT, 72 MW) 
Wind farm B contains of 20 wind turbines of 3.6 MW each. 
The wind turbines are interconnected to a 4.5 km medium 
voltage cable grid. 
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Figure 12. Wind farm B 
 
Table 6 sums up the simulation impedance input values for 
the wind farm B substation earthing transformer (SUBET) 
and the impedance from transformer neutral to ground. 
 
Table 6. Impedance characteristics of wind farm B 
SUBET Neutral 
impedance 
Grounding 
method 
R0 X0 RN XN 
Isolated - - - - 
Effective 1 Ω 3 Ω 0 Ω 0 Ω 
Reactance 1 Ω 3 Ω 0 Ω 0 Ω 
Resonance 1 Ω 3 Ω 12 Ω 120 Ω 
Resistance 15 Ω 30 Ω 15 Ω 0 Ω 
 
Table 7 and table 8 sums up the impedance characteristics 
and earth fault currents and max transient phase voltage on 
the healthy phases in wind farm B. All values are measured 
at the wind farm substation medium voltage busbar. 
  
Table 7. Impedance characteristics of wind farm B 
Grounding 
method 
X0/X1 R0/X1 R0/X0 R0/XC0 
Isolated (0.3 k) - - - 
Effective 2.7 0.9 - - 
Reactance 8.3 0.9 - - 
Resonance - - - - 
Resistance - 54 3.5 0.2 
 
 
 
 
 
 
 
 
 
 
 
Table 8. Fault currents and transient over voltages of wind farm B  
Max. phase voltage 
[healthy phase voltage] 
Grounding 
method 
Earth fault 
current 
[faulted 
phase] 
Earth fault Fault re-
ignition 
Isolated 0.2 kA 2.3 pu 3.7 pu 
Effective 9.9 kA 1.7 pu 2.1 pu 
Reactance 5.1 kA 2.1 pu 3.1 pu 
Resonance 19 A 2.4 pu 2.7 pu 
Resistance 0.8 kA 2.3 pu 2.4 pu 
 
In case of earth faults in wind farm B fault currents is also 
found to be within the characteristic fault current values 
shown in table 1. Further transient over voltages is still found 
to be higher than the characteristic values in table 1. 
 Transient over voltages in the resistance grounded system 
caused by re-ignited earth faults only show a small increase 
compared to transient over voltages at the initial earth fault. 
For other grounding methods increases between 0.3-1 pu in 
case of earth fault re-ignition are observed.  
In the isolated grounded system transient over voltages as 
high as 3.7 pu is possible in case of earth fault and earth fault 
re-ignition. 
6. CONCLUSION 
Throughout dynamic simulations two different wind farms 
have been analysed with respect to system grounding. For 
both wind farms it has been shown, that the best compromise 
for reducing earth fault currents and transient over voltages is 
obtained by low-resistance grounding of the internal medium 
voltage cable grid. Therefore low-resistance system 
grounding is recommended to be applied in wind farms with 
an internal medium voltage cable grid. The design must be in 
accordance with the impedance characteristic in table 2. 
For the rare case where possibility of continuous operation 
of the wind turbines despite an earth fault has priority 
another grounding method like the high-resistance grounding 
method may be considered. 
Even though resonance grounding from the perspective of 
the issue of this paper seems attractive this method has other 
disadvantages (risk of Ferro-resonance, more complex, and 
more expensive) which usually makes it not recommendable 
for wind farm collection grids. 
Isolated system grounding is not recommendable due to 
risk of very high transient over voltages in case of single-
phase earth faults followed by single-phase earth fault re-
ignition.  
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Abstract— This paper presents measurement and modeling of
the energizing of a wind park radial. The measurements in this
paper are taken from the Utgrunden wind park that consists of
seven wind turbines each of 1.5 MW rated power. This park is
connected to the ¨Oland 55 kV grid at the Degerhamn station.
The wind turbines in the Utgrunden wind park are of the pitch-
regulated doubly-fed induction generator (DFIG) type.
The transient voltage and the energizing current graphs are
presented and both active and reactive powers are analyzed as
the radials to the wind park is connected.
Furthermore, the model of the Utgrunden wind park radial
is built using PSCAD/EMTDC software. For the cable model,
the frequency-dependent (phase) model built in model is used. A
built-in model with the saturation modeling is simulated for the
purpose of the transients analysis and the results are compared
with measurements.
The results show that the measured resonance frequency
agrees well with the measurements while the damping is
underestimated in the simulations.
Index Terms— wind turbine, transient, cable energizing,
transformer energizing
I. INTRODUCTION - UTGRUNDEN WIND PARK
The Utgrunden wind park (WP) is a wind park located in
southern Kalmarsund in Sweden with a rated power produc-
tion of 10 MVA. The WP is connected to the 55 kV grid
on ¨Oland at the Degerhamn substation. The Utgrunden WP
consists of 7 wind turbines (WT) each rated at 1.5MVA. The
Utgrunden WP is placed 8 km west of ¨Oland and the power
is transported using the sea cable. A simplified presentation
of the Utgrunden WP can be observed in Figure 1.
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Fig. 1. Utgrunden WP, sea cable and 21/55 kV/kV substation
The WTs used at Utgrunden are of doubly-fed induction
generator (DFIG) type.
The cable used in the Utgrunden WP is a 24 kV XLPE
cable. The length of the cable from the WP to the 21/55 kV
transformer in the Degerhamn substation is 8 km and the
park is about 4 km long. The sea cable has a rated current
of 275 A. The other important parameters of the cable such
as the capacitance, inductance and resistance per unit length
are:
Ckm = 0.281 µF/km
Lkm = 0.352 mH/km
Rkm = 0.14 Ω/km.
In order to use these parameters in the advanced
PSCAD/EMTDC cable model, the dimensions of the cable
have to be determined. Observing the data sheets in ABB’s
”XLPE Cable Systems - User’s guide” a perfect match could
not be found. The cable with electrical parameters that is the
closest match, is a 24 kV cable with 240 mm2 cross-section
of the conductor. The outer diameter of this cable matches to
the outer diameter of the cable used in the Utgrunden WP.
The parameters of this cable such as the capacitance and
inductance per unit length are:
Ckm = 0.31 µF/km
Lkm = 0.35 mH/km.
For the cable length of 12 km the total cable capacitance,
inductance and reactances are calculated to be:
C12km = 3.72 µF
L12km = 4.2 mH
XC = 855 Ω
XL = 1.32 Ω.
In the WTs, the 24 kV XLPE cable is connected to
the local WT transformer which transforms the 21 kV
voltage level to 690 V which is appropriate for the induction
generators. The rating of the transformer is 1.6 MVA with
an assumed short-circuit impedance of 6 %. A calculation
of the base impedance at the 20 kV bus gives the value
of ZbT1 = 250 Ω and the reactance and inductance of the
transformer seen from the 20 kV bus are XT1 = 15 Ω and
LT1 = 47 mH .
The transformer in the Degerhamn substation has a Y/Y
winding connection with a 21kV/55kV ratio and a rated
power of 12 MVA. On the high-voltage side of the trans-
former, there is a tap changer used for the adjustment of the
transformer ratio with steps of ±1.67 %. The primary voltage
can be adjusted in 8 steps. The base impedance referred
to the 21 kV side of the transformer is ZbT2 = 36.75 Ω.
The short circuit impedance is ZT2 pu = 0.4 + j6 % or
ZT2 = 0.147 + j2.2 Ω
XT2 = 2.2 Ω
RT2 = 0.147 Ω.
The inductance of the transformer seen from the low-
voltage side is LT2 = 7 mH .
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The 55 kV grid has a short-circuit power of 126 MVA
with a grid impedance angle of 73◦. The short-circuit
impedance referred to the 55 kV grid side is Zgr = 24 Ω.
Taking into account the value of the impedance angle, the
short circuit reactance and resistance of the 55 kV grid
connected in the Degerhamn substation is:
Xgr = 23 Ω
Rgr = 7.02 Ω.
This gives the inductance and resistance of the 55 kV
grid to be Lgr = 73 mH and Rgr = 7 Ω. Referred to the
21 kV voltage level, the inductance of the grid is Lgr(21) =
10.6 mH and the resistance is Rgr(21) = 1.02 Ω
II. RESONANCE IN THE UTGRUNDEN WIND PARK
The Utgrunden WP presented in a single-line diagram can
be seen in the Figure 2.
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Fig. 2. Simplified single phase diagram
As the switch of the transformer T2 is closed (on the
21 kV side) the cable and the WT transformers are energized.
The capacitance of the cable is dominating in the system
and the other capacitances are neglected. The calculated
resonance frequency, taking into account the total inductance
of the system consisting of the T2 transformer inductance
LT2, the cable inductance L12 km, the inductance of the
55 kV grid referred to the 21 kV level and the total system
capacitance consisting of the cable capacitance C12 km is :
fres =
1
2pi
√
C12km(L12km + LT2 + Lgr(21))
= 559 Hz
(1)
III. MEASUREMENTS AND ANALYSIS OF CABLE
ENERGIZING IN UTGRUNDEN
In Figure 3 and Figure 4 the voltage and current of T2 is
presented.
After the cable has been energized, the voltage rises
slightly due to the reactive power generated by the cable
capacitance. The amount of the injected reactive power and
the rise of the voltage can be seen on Figure 5 and Figure 6
A zoom of the voltages and currents are shown in Figure 7
and Figure 8
In these figures the resonance frequency of approximately
794 Hz can be observed. The calculated resonance frequency
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Fig. 3. Phase volgates during energizing
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Fig. 4. Phase currents during energizing
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Fig. 5. Active and reactive power when cable is energized
differs from the measured frequency for 235 Hz. The cal-
culation of the resonance frequency is quite sensitive to
small deviation of capacitances and inductances present in the
system and such deviation was expected given the difficulties
in defining cable parameters.
In the very beginning of the transient, between the time
instants of t = 0.0065 s and t = 0.012 s, the current transient
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Fig. 6. Voltage level when cable is energized
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Fig. 7. Phase voltages during transient
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Fig. 8. Phase currents during transient
caused by the cable energizing can be seen in Figure 8.
After the cable is energized, the transformer becomes heavily
saturated drawing strongly distorted currents with the peak
value of 580 A. The current caused by the T2 transformer
energizing is shown more in detail in Figure 9.
After a time period of 1 s the current transient has
ceased and only the no-load capacitive current caused by the
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Fig. 9. Phase currents during the transformer energizing transient
cable capacitance remains in the system, which is shown in
Figure 10.
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Fig. 10. Steady-state phase currents - no-load current
Now, the cable and transformer energizing of the Utgrun-
den WP is simulated using PSCAD/EMTDC. The system
is modeled using master library components. The test is
performed by closing the breaker on the 21 kV side of the
T2 transformer. By closing the breaker, the energizing of the
cable and of the transformers in the WT’s is initiated.
In Figure 11 and Figure 12 the voltage and current of T2
is presented.
During the energizing of the cable and the transformers
the positive sequence voltage drops. After the cable has been
energized, the voltage rises slightly due to the reactive power
generated by the cable capacitance. The initial voltage drop
of the positive sequence voltage and the voltage rise after the
cable is energized can be seen on Figure 13
A zoom of the voltages and currents are shown in Fig-
ure 14 and Figure 15
In these figures the resonance frequency is 600Hz and
matches the calculated resonance frequency.
In the very beginning of the transient, between the time
instants of t = 0.0065 s and t = 0.012 s, the current transient
caused by the cable energizing can be seen in Figure 15.
After the cable is energized the transformer becomes heavily
saturated producing strongly distorted and very high currents
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Fig. 11. Phase volgates during energizing - simulation
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Fig. 12. Phase currents during energizing - simulation
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Fig. 13. Voltage level when cable is energized - simulation
with the peak value about 600 A.
Measured resonance frequency in the PSCAD/EMTDC
simulations varies between 555 Hz and 593 Hz depending
on the cable model. This is in agreement with the calculated
resonance frequency given by (1).
There is a difference in damping between the simulated
and measured results. Since the frequency of the transient
is much higher than the power frequency, the damping is
effected by skin effect. The increased damping due to the
skin effect is modeled only for the cable model, while for
the transformers and the grid the skin effect is neglected.
Improvement in the simulations might be made by more
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Fig. 14. Phase voltages during transient - simulation
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Fig. 15. Phase currents during transient - simulation
accurate modeling of the skin effect leading to a better
agreement between the measurements and simulations.
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Abstract — Bulk energy transport possibility for wind energy 
sources is only either by means of wire technology (HVAC or 
HVDC transmission) or pipeline using hydrogen (H2) as the 
transport media. This paper compares these transport alternatives. A 
straightforward cost model (“BET model”) is used to address the 
relevant combinations of problem scenarios and technologies, and 
embraces common practice techniques for life cycle cost analysis. 
Taking into account overall energy efficiency and technology 
maturity, wire transmission with HVDC technology demonstrate a 
significant improvement over the hydrogen transport for bulk 
energy transport of wind power. 
Index Terms — Bulk Energy Transport (BET), Hydrogen, Life 
Cycle Cost Analysis, Wire Technologies. 
1. INTRODUCTION 
1.1. Bulk Energy Transport 
Bulk Energy Transport (BET) is a move of large raw/electric 
energy quantity (>500 MW equivalent) over long distances 
(>100 km). Table 1 illustrates a variety and applicability of 
different alternative bulk energy transportation scenarios, 
which have different levels of efficiency, reliability, and 
environmental safety.  
Classical primary energy resources such as coal and – to 
some extent – gas can be moved directly by railroad, truck, 
pipeline, barge, vessel or conveyor. A remark should be 
made that oil is not widely used for electricity generation. 
Otherwise, energy obtained from primary resources can be 
transported as a liquid or gaseous fuel or as electricity.  
For the classical primary energy sources, the transport 
mode used depends upon the amount to be moved, haul 
distance, capital and operating costs for the transport system, 
plus flexibility, reliability, and responsiveness to changes in 
end-user demand [1], [2]. An additional factor affecting the 
selection of a transportation mode is the resulting 
environmental impact: air pollution, water pollution, solid 
waste, noise levels, traffic congestion, and safety aspects [3].  
For renewable energy sources such as wind, solar, hydro 
and geothermal, the transport possibility is only either by 
means of wire technology (HVAC or HVDC transmission) 
or pipeline using hydrogen (H2) as the transport media [4]. 
The illustration of the alternative technologies of bulk 
energy transportation is shown in Table 1. 
1.2. Bulk Wind Energy Transport 
Nowadays, many wind power plants (parks) are built or 
planned to generate hundreds of MWs up to GWs of 
electricity power. Tens or even hundreds of wind turbines 
with 1-5 MW capacity per turbine will be required in such 
wind park located in areas with strong wind potential [5]. 
Considering the size and the number of the required wind 
turbines, such wind park must be built in areas with no (or 
very low) population. Globally, locations that are fulfilling 
the characteristics of having strong wind potential and no (or 
very low population) may be found offshore or at remote 
areas on-land. The first potential wind park location, the 
offshore, will be the case e.g. in Europe. In this case, the 
wind parks will be located at a distance of a couple of tens or 
some hundreds of km from the load centers. The other 
potential wind park location, at remote areas on-land, will be 
the case e.g. in North America, China or India. In this case, 
the wind parks can be located at a distance of hundreds or 
even thousands of km from the load centers. Figure 1 
illustrates some of the potential locations in the world, for 
building the wind parks with hundreds of MWs or GWs 
power capacity. 
 
 
Figure 1. Some potential locations for bulk wind energy transport (Red 
ovals/circles = load centers, blue circles = areas with strong wind population 
and low population, black ovals = potential areas for bulk wind energy 
transport). 
When the wind parks are built offshore, there is only one 
alternative technology to transport the electricity to the load 
center that is by using wire technology (submarine cables). 
However, when the wind parks are built at remote areas on-
land there may be other alternative to transport the generated 
electricity, for example, by using pipeline with hydrogen 
(H2) as the transport media, provided that there are sufficient 
water resources close to the wind parks. In this paper, 
alternative technologies for bulk wind energy transport from 
wind parks built at remote areas on-land will be assessed. 
Two basic technologies will be compared, namely: 
transporting bulk wind energy by means of wire technology 
(overhead lines HVAC or HVDC) or by means of pipeline 
using hydrogen (H2) as the transport media.  
A hypothetical case of a wind park built at remote area on-
land will be defined. The assessments will be performed by 
using the “Bulk Energy Transport (BET) Model” that was 
constructed to address all relevant combination of problem 
scenarios and technologies of bulk energy transport (Table 1) 
including the particular case (bulk wind energy transport) 
defined in this paper [6]. 
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2. BULK ENERGY TRANSPORT (BET) MODEL 
A Bulk Energy Transport Model (“BET Model”) is 
constructed to address all relevant combinations of problem 
scenarios and technologies (All alternative primary energy 
sources and the transport technologies listed in Table 1), and 
embraces common practice techniques for life cycle cost 
analysis with monetization of externalities and supporting 
sensitivity analysis [6].  
The “BET Model” is implemented as a spreadsheet 
simulation tool for a comparative analysis of different bulk 
energy transport scenarios. It can be used in the context of 
existing planning and decision making instruments, such as 
integrated resource planning, technology assessment, power 
plant sitting, etc. In this paper, we examine the options for a 
bulk wind energy transport using this “BET Model” by 
providing parameters and assumptions that correspond to the 
bulk wind energy transport.  
Figure 2 shows the main block of the BET Model. As it 
basically design to assess all relevant combinations of bulk 
energy transport scenarios, a considered bulk energy 
transport analysis framework consists of two major options, 
namely: electric energy transmission and primary energy 
resource transport (see Figure 2).  
For the case of bulk wind energy transport on-land, the 
primary energy resource (wind) cannot be transported. Thus, 
the first option will be to transport the bulk wind energy as 
electric energy transmission. However, by using hydrogen 
(H2) as the transport media, bulk wind energy assessment can 
be done by using the second option of BET Model “primary 
energy resource transport” with some adjustments. Please 
note that these adjustments have been equipped within the 
BET Model. Therefore, assessing a scenario of bulk wind 
energy transport by means of hydrogen via pipelines can be 
done by providing parameters and assumptions of the 
scenario as input to the BET Model.  
The detail of the cost calculation within the BET Model 
can be found in Appendix A. A remark should be made that 
BET Model enables the calculation of externality cost. The 
externality cost is all costs that can be potentially applied to 
any BET option in the future. In this paper however, the 
externality implication is not take into account. The 
assessment for the bulk wind energy transport options are 
based only on the annualized total cost that consists of the 
capital cost and the operating cost. 
3. TEST CASE 
3.1. Scenarios 
This section illustrates results of a comparative analysis of 
bulk wind energy transport scenarios defined according to 
state of the art technology and typical use on-land (Figure 3).  
The selected scenarios are related to a transportation of 
energy from a wind park built in a remote are on-land to the 
load center and as following: 
• Wind energy by wire technology AC. 
• Wind energy by wire technology DC. 
• Wind energy by hydrogen and pipeline. 
A remark should be made that in the scenario of wind 
energy by hydrogen and pipeline, a sufficient water resource 
(to be converted into hydrogen with electrolysis process) is 
assumed to be available close to the wind park.  
 
 
Figure 3. Bulk wind energy transport scenarios 
In this test case a functional unit of the analysis is to 
transport an average of 1000 MW electricity received at the 
load center (BET_P = 1000 in the BET Model, see 
Appendices A and B) over 1000 km (BET_D = 1000 in the 
BET Model, see Appendices A and B) in distance.  We also 
assume that: 
• All required data on capital and operating costs 
are available (Appendix B) 
• Electric transmission and pipeline do not exist and 
must be built. 
• Externality cost is not implied. 
Considering the average power of the wind park, the 
following assumptions are taken: 
• The wind park has a capacity factor of 25%.  
• No energy storage system is installed at any of 
the scenario. Therefore, the transport 
infrastructure for each option is designed for the 
maximum installed capacity of the wind park.  
Table 1. Alternative Technologies of Bulk Energy Transportation 
Symbol Wire Rail Barge Vessel Pipe Truck Conveyor 
Coal 
Unit trains Tows Coal vessel 
Slurry, coal, 
logs, 
synthetic gas 
Impractical 
for distances 
> 50 km 
Gas 
HVAC, 
HVDC 
Uneconomical LNG Overland, 
underground 
Impractical 
for distances 
> 100 km Physically 
impossible 
Oil Not widely used for electricity generation 
Renewable 
Energy 
Sources 
 
Physically impossible H2 Physically impossible 
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We consider a capital cost of both power plant and 
transport infrastructure as annualized capital cost. To 
accommodate the fluctuation in power generated by the wind 
park, the transmission lines (in scenarios using wire 
technologies) are rated at the maximum power. For the Wind 
energy by hydrogen and pipeline scenario we assume that the 
pipeline can flatten the power fluctuation and therefore the 
gas turbine power plant is rated at the received power at the 
load center (1000 MW). 
3.2. Results 
Simulation results are reported in Figure 3 to Figure 5. 
Figure 3 shows a summary of annual costs for different wind 
energy transport options in the test case, with: 
• “AC OH 750 kV” refers to the scenario of 
transporting wind energy by wire technology with 
750 kV AC overhead transmission lines. 
• “DC OH 600 kV” refers to the scenario of 
transporting wind energy by wire technology with 
600 kV DC overhead transmission lines. 
• “Pipe H2” refers to the scenario of transporting 
wind energy by hydrogen pipeline. Here, 
hydrogen (H2) is produced from water with 
electrolyzer using electricity generated by the 
wind farms. The hydrogen is then transmitted via 
pipeline and finally it is converted into electricity 
by means of a gas turbine power plant close to the 
load center. 
Pleas note that fFor better observation, the annual operating 
and maintenance cost from Figure 3 is shown separately in 
Figure 4. Figure 5 illustrates the electricity cost at the load 
center including generation and energy transport. 
As shown in Figure 3, annual capital cost is the most 
dominant element in the total annual cost of each bulk wind 
energy transport option while the annual operating and 
maintenance cost is insignificant (very low). This is because 
the annual operating and maintenance cost include only the 
maintenance cost while no operation cost is considered (no 
fuel cost is considered). Any auxiliary energy consumption 
of power plant or transport infrastructure (e.g. compressors in 
the wind energy by hydrogen and pipeline scenario) will 
result as an increase in the installed (nominal) capacity of the 
wind park. Therefore, the cost for the auxiliary energy 
consumption will appear in the power plant capital cost 
instead of in the annual operating and maintenance cost. 
3.3. Analysis 
The annualized capital cost for transporting wind energy 
by hydrogen pipeline is the most expensive among all 
options. The capital cost for power plant for transporting 
wind energy by hydrogen pipeline is much higher than the 
wire technology option because of two reasons. 
Firstly, in addition to the wind power plant, transporting 
wind energy by hydrogen pipeline requires extra electrolyzer 
and gas turbine power plants. Secondly, the overall energy 
efficiency of converting electricity (generated by the wind 
park) into hydrogen (by means of water electrolysis) and 
then again into electricity (by means of gas turbine power 
plant) is very low, i.e. around 30%. Therefore, after 
overrating the wind park to accommodate power fluctuations, 
the wind park must be overrated more to accommodate this 
low energy efficiency. On the other hand, wire technologies 
(especially in case of DC) can easily reach energy efficiency 
of more than 90% from the electricity generated by the wind 
 
Figure 2. Main blocks of the BET Model 
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park, since there is no conversion of electricity into other 
form of energy until it is delivered to the load center and the 
total losses in the converters (in case of DC), the transformer 
(in case of AC) and the lines for 1000 km are less than 10%. 
Moreover, the extra plants needed for transporting wind 
energy by hydrogen pipeline (i.e. electrolyzer and gas turbine 
power plants) require more maintenance hence operating and 
maintenance cost (see Figure 4).  
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Figure 3. Summary of annual costs 
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Figure 4. Annual operating and maintenance cost 
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Figure 5. Electricity cost at the load center 
4. CONCLUSION 
The results in the test case show that bulk wind energy 
transport with HVDC overhead transmission line is more 
advantageous than transporting the bulk wind energy with 
HVAC overhead transmission line or with pipeline using 
hydrogen as the transport media.  
Moreover, the results lead to the following main 
conclusions: 
• Ranking of the bulk wind energy transport 
systems mainly depends on the annualized capital 
cost of the power plant.  
• Overhead DC line offers the cheapest electricity 
cost. 
• Transporting bulk wind energy by hydrogen 
pipeline results in the most expensive capital and 
operating costs hence the electricity cost. 
A. APPENDIX A: BULK ENERGY TRANSFER (BET) TOOL 
An annualized total cost of each transport option TC and 
cost of electricity delivered to the load centre ELC are 
calculated as (1) and (2) correspondingly. 
                           ECOCCCTC ++=                          (1) 
                        
8760*_ PBET
TCELC =                           (2) 
A.1. Capital cost  
Capital cost is needed to bring a facility to commercially 
operable status and is one time expense, although payment 
may be spread out over many years. It includes all costs 
linked to production, construction and decommissioning of 
energy transport infrastructure.  
A.1.1. Generation  
The power plant capital cost is proportional to the power 
plant capacity which differs for each energy transport 
scenario due to the plant characteristics and the additional 
power required to compensate losses. The amount of 
additional capacity and primary energy resources is obtained 
from the loss calculation. The total energy transport system 
efficiency has fixed and variable parts with regard to the 
transport distance BET_D. The fixed part is measured in 
percent and includes either losses of primary energy 
resources during loading/unloading of rolling-stock or 
electric losses in converter and transformer stations at both 
ends of energy transport route. The variable part is measured 
in percent per 1000 km of energy transport route and 
includes energy losses during transportation such as coal lost 
due to car shaking, gas taken from a pipeline to run 
compressors, electric losses in conductors, etc. 
A.1.2. Transport infrastructure 
The capital cost of the energy transport infrastructure 
consists of fixed and variable parts with regard to the energy 
transport distance BET_D. The fixed part corresponds to the 
cost of primary energy resource loading/unloading facilities 
or converter and transformer stations at both ends of energy 
transport route. The variable part corresponds to the cost of 
transport route such as rail track, pipeline or high voltage 
overhead line or cable. The economy of scale in energy 
transport systems lowers the costs if the transport systems 
use the full capacity, especially for railroad, i.e. spreading the 
capital cost of transport infrastructure over more shipments 
of primary energy resources would decrease the cost of 
electricity delivered to the load centre.  
A.1.3. Rolling-stock  
The capital cost of rolling-stock can be a significant part of 
the total capital cost of energy transport systems based on 
railroad and ship transportation. It depends upon the number 
of circulating rolling-stock to satisfy uninterruptible delivery 
of primary energy resources from their location to the power 
plant in the vicinity of the load centre to generate BET_P, 
The number of circulating rolling-stock depends upon the 
number of movers (e.g. a number of locomotives per unit 
train, tow boats per tow, etc.) and units (e.g. the number of 
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hopper cars per unit train, barges per tow, etc.) in a single 
rolling-stock.  
A.2. Operating cost  
Operating cost is the recurring expenses needed to operate 
the energy transport facility. It includes all costs linked to 
primary energy resources production and transportation, 
power generation and transmission, compensation of losses, 
land use taxes, etc. 
A.2.1. Generation  
The power plant operating cost is the cost required to 
produce BET_P. Additional operating cost which is linked to 
a generation needed to cover electric losses is added to the 
transport infrastructure operating cost. 
A.2.2. Transport infrastructure 
The operating cost of energy transport infrastructure consists 
of fixed and variable parts with regard to the energy transport 
distance BET_D. The fixed part is mainly depends on the 
amount of transported energy BET_P and includes both: 1) 
cost which is required to cover the electric losses in converter 
and transformer stations or the lost primary energy resources 
during loading and unloading of rolling-stock; 2) 
maintenance cost of the fixed transport infrastructure. The 
variable part is the function of the energy transport distance 
BET_D. It consists of both: 1) cost of generating an 
additional electric power which is required to cover the 
electric losses in conductors or lost of primary energy 
resources during transportation; 2) maintenance cost of the 
variable transport infrastructure. 
A.2.3. Rolling stock  
The operating cost of rolling-stock also consists of fixed and 
variable parts with regard to the energy transport distance 
BET_D.  The fixed operating cost is related to maintenance 
of rolling-stock. The variable operating cost is mainly 
depends on the price of diesel fuel consumed by locomotives 
and ships. An analysis of different studies shows that, on the 
average, water carriers consume 6.8 liters and rail transport 
6.4 liters of diesel fuel per ton of primary energy resources 
moved over 1000 km [7]. 
B. APPENDIX B: NOMENCLATURE 
All the data have been collected from scientific publications, 
data bases, etc. and publicly available on internet. Detail data 
are listed in Table B.1. 
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Table B.1. Alternative Technologies of Bulk Energy Transportation 
Parameter Unit Description Value 
BET_D Km Transport distance between a location of 
primary resources and load center 
1000 
BET_P MW Power delivered to the load center 1000 
CC_PP_total $/KW Total capital cost factor of power plant 1000 (wind power plant), 500 (gas 
turbine power plant), 700 (electrolyzer) 
CC_TR_fix_total $/MW Total capital cost factor of fixed transport 
infrastructure 
50000 (AC-OH), 170000 (DC-OH), 
5000 (Pipeline) 
CC_TR_var_total $/MW Total capital cost factor of variable 
transport infrastructure 
3000000 (AC-OH), 1500000 (DC-OH), 
1500000 (Pipeline) 
CRF  Capital recovery factor 0.073 
dRate % Discount rate 6 
ηpp % Power plant efficiency 65 (electrolyzer), 60 (gas turbine power 
plant) 
ηTRfix % Fixed transport system efficiency 1 (AC-OH), 1.7 (DC-OH), 0 (Pipeline) 
ηTRvar %/1000 km Variable transport system efficiency 5 (AC-OH), 4 (DC-OH), 1.9 (Pipeline) 
OC_PP_total $/MWh Operating cost power plant total 0.5 (wind park), 1.5 (electrolyzer), 3 
(gas turbine power plant) 
OC_TR_fix_total $/MWh Fixed operating and maintenance cost factor 
of transport infrastructure 
0.053 (AC-OH), 0.077 (DC-OH), 0 
(Pipeline) 
OC_TR_var_total $/MWh/km Variable  operating and maintenance cost 
factor of transport infrastructure 
20e-5 (AC-OH), 12.4e-5 (DC-OH), 
10.3e-5 (Pipeline) 
PP_eff % Power plant capacity factor 25 
PR_ED MJ/kg Hydrogen energy density 120 
t years Life cycle of the project 30 
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Abstract — The increasing amount of distributed generation enables 
new possibilities on the area of network reliability through intended 
islanded operation of the network. The durations of interruptions 
could be reduced. Among different energy resources used in 
distributed generation applications, wind power is seldom suitable 
for maintaining a network island alone. However, it can be 
exploited in cases in which another generator unit maintains the 
state of the island stable enough. This paper presents case studies in 
a network which is occasionally used in islanded mode. During the 
islanded operation, the network is fed by diesel back-up power. The 
existing wind power units could possibly be used to reduce the 
running costs of the diesel units. This possibility is studied. 
Index Terms — Distributed generation, islanded operation, wind 
power 
1. INTRODUCTION 
The progress of distributed generation (DG) has directed an 
increasing amount of interest on the possibility of using the 
distribution network in islanded mode during longer 
interruptions. This would enable enhancement of network 
power quality by reducing the duration of service 
interruptions experienced by the customer. [1], [2] However, 
the actual number of interruptions is not reduced. [1] At the 
present situation, this improvement has been striven in the 
case of particularly important customers with back-up 
generation units located directly at the customer’s network. 
Due to the propagation of DG, this back-up generation 
feature could be expanded to cover also larger areas than 
separate customers. 
Islanded operation means a situation, during which a 
network or, more commonly, a part of it is fed by one or 
multiple generator units without a connection to the main 
public system. All DG techniques are not suitable for the 
operation in islanded mode. For instance wind power or 
similar intermittent energy resource is typically not capable 
of maintaining the island alone. 
It is important to differentiate between intended and 
unintended islandings. An intended islanding represents 
totally new possibilities, whereas detecting unintended 
islandings is the most problematic issue at the moment in the 
area of DG protection. Islanding detection problems have 
been covered by the authors earlier in [3] and [4]. 
Where islanded operated is intended to be applied during 
interruptions, it is still often necessary to detect the forming 
of the island reliably. This can be needed in order to adjust 
the control mode of the generator unit for stand-alone use. 
[5] Thus the islanding detection problems relate closely to 
the intended islanded operation as well. 
 
2. OPERATING THE DISTRIBUTION NETWORK IN AN ISLANDED 
MODE 
There are certain challenges related to operating the 
distribution system as an island. The most important of these 
is managing the voltage and the frequency of the system. In 
other words, this means managing the balance of active and 
reactive power. The control systems of the DG units affect 
the stability of the island. Modern converter applications can 
be very useful in this sense as their control system can be 
efficiently adjusted. [6] Also the availability and adjustability 
of the primary energy resource are essential factors. 
Increasing the number of DG units typically improves the 
possibility of islanded operation, however problems related 
to the co-operation of units’ control systems may occur as 
well. 
Another significant challenge is the protection of the 
islanded network. The safety of the network must be assured 
similarly to the normal situation. On the other hand, the 
protection should not be too sensitive in order to allow the 
islanded operation. Thus the great challenge will be in 
coordinating the protection so that safety is assured but the 
formation of the island as well as normal disturbances during 
the island are tolerated. Protection of the island is not 
considered further in this paper. 
3. THE CASE STUDIED 
The studies performed consider the possibility of exploiting 
wind power units as a part of islanded operation. In other 
words, wind power is not assumed to maintain the island 
alone, but the impacts of wind power on the stability of the 
island are considered. 
The studies were performed in dynamical PSCAD 
simulation environment. The modelling of the network was 
based on actual network data. The wind power units as well 
as diesel generators were also modelled with actual data 
available. The protection device models applied in the wind 
power units’ connection points have been created by the 
authors. HElib Model Library created by VTT and 
University of Vaasa was also used in the simulations. 
The part of the network operated islanded is located also 
geographically on an island at the Finnish coast. Same case 
has been studied earlier regarding network protection 
impacts [7]. The loading located on the island is normally fed 
with a sea cable connection from the mainland. The island is 
also equipped with two diesel-operated back-up power units 
for cable failure and service purposes. These back-up units 
have been rated for feeding the maximum loading of the 
island together. During lower loads it is also possible to run 
only one of the diesel units. The network is presented in 
figure 1. 
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Four small-scale wind power units are installed on the 
island. At the present situation, these units are kept 
disconnected from the network while operating in islanded 
mode. This practice has been chosen as the wind power units 
have not been designed for operation during islanded 
operation and their impact on system stability is therefore 
unsure. However, using the wind power as a part of the 
island could present significant benefits in the form of 
reduced costs of running diesel units. Fuel could definitely 
be saved and maintenance costs might also be decreased if 
the operation times of diesel units could be decreased by the 
contribution of wind power. In a more wide perspective, it 
can be said that the already existing wind power units should 
always be exploited when it is possible. This can be stated 
according to the environmental and economical aspects of 
wind power. 
The data of the wind power units and the main 
transformers are given in table 1. The wind power units are 
equipped with typical protection devices as presented in table 
2. 
It is evident that wind power is not the most reliable form 
of energy for such a system. However, it could be used as a 
“negative loading” for decreasing the power generated by the 
diesel units. Due to the intermittent nature of wind energy, 
control systems of the diesel units play an essential role 
regarding the stability of the island. 
 
 
Figure 1. The studied network. 
 
Table 1. Technical data of the equipment 
Main transformers 
Sn 
Pk 
Zk 
Winding 
45/20 kV 
6.3 MVA 
48 kW 
7.0 % 
Ynd11 
20/10 kV 
5 MVA 
37 kW 
10.8 % 
YNyn0 
Wind power units G1, G4 G2, G3 
Rated power 
Voltage 
Hub height 
Power regulation 
Generator 
Block transformer 
- Sn 
- Zk 
500 kW 
690 V 
35 m 
Stall 
Induction 
Dyn 
0.63 MVA 
4.0 % 
300 kW 
400 V 
31.5 m 
Stall 
Induction 
Dyn 
0.8 MVA* 
5.3 % 
* One transformer for two 300 kW generators 
Table 2. Wind power units’ protection settings 
 G1 G2 & G3 G4 
Overvoltage >> 
- Setting  
-  Operation time 
 
110 % 
50 ms 
 
110 % 
50 ms 
 
110 % 
50 ms 
Overvoltage > 
- Setting 
- Operation time 
 
108.5 % 
60 s 
 
104.5 % 
60 s 
 
108.5 % 
60 s 
Undervoltage << 
- Setting 
- Operation time 
 
50 % 
100 ms 
 
50 % 
100 ms 
 
50 % 
100 ms 
Undervoltage < 
- Setting 
- Operation time 
 
85.5 % 
10 s 
 
82 % 
10 s 
 
85.5 % 
10 s 
Frequency 
- Range 
- Operation time 
 
± 1.5 Hz 
200 ms 
 
± 1 Hz 
200 ms 
 
± 1.5 Hz 
200 ms 
Overcurrent >> 
- Setting 
- Operation time 
 
3150 A 
0.1 s 
 
3150 A 
0.1 s 
 
3150 A 
0.1 s 
Overcurrent > 
- Setting 
- Operation time 
 
630 A 
0.6 S 
 
630 A 
0.6 S 
 
630 A 
0.6 S 
4. SIMULATIONS 
A situation, during which the islanded operation could be 
used, is typically initiated with a fault or other failure 
resulting in interruption. In the case studied, the most likely 
cause is the failure of the sea cable. While starting up the 
network, the wind power units must remain disconnected 
from the network. As the islanded network is stable enough, 
the wind power units can be connected one by one. 
Connecting several units at the same moment could result in 
oscillations that would further trip the wind power 
immediately.  
4.1. Connecting wind power units to the islanded network 
In the simulations, the wind power units were connected to 
the network with certain sequence, first connecting the 500 
kW units (G1 and G4) on the 20 kV level and then the 300 
kW units (G2 and G3) on the 10 kV level. The operation of 
DG units’ protection devices plays an essential role while 
forming the island. If voltage or frequency is driven outside 
the protection limits, the DG unit will be tripped. As the 
protection is based on local measurements in the DG 
connection point, this can also be considered as one kind of 
control method. During an intended islanding it could be 
reasonable to apply more allowable protection limits. On the 
other hand, the protection settings are also intended for 
assuring the safety of the DG unit itself.  
In similar studies, for instance [8], it is often assumed that 
the protection system becomes automatically readjusted 
when transforming to the islanded mode. This could solve 
problems described, but the actual implementation could 
easily be too expensive for the small-scale DG units. 
4.1.1. Operation during maximum loading 
The maximum loading situation is the easiest one 
regarding the interconnection of DG units as the deviations 
of voltage and frequency are easier to manage. The 
maximum loading of the network is about 1800 kW, during 
which it is possible to connect all four wind power units to 
the network. Figures 2 and 3 show the situation during the 
wind power connecting sequence. Figure 4 shows the output 
power of the diesel generator during the sequence. 
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Figure 2. Maximum and minimum voltages in the studied network while 
connecting the wind power units. 
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Figure 3. Frequencies in the studied network while connecting the wind 
power units. 
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Figure 4. Output of the diesel generator. Generated real power decreases 
according to the increase of wind power. Generated reactive power increases 
due to the need of magnetizing. 
 
4.1.2. Operation during minimum loading 
During minimum loading, the circumstances for running 
wind power units are evidently difficult. As the minimum 
loading of the network can be as low as 400 kW, it is 
practically not possible to interconnect the larger 500 kW 
units. Also the smaller 300 kW units can not be used as the 
interconnection results in frequency deviations that will trip 
the unit immediately. This is shown in figure 5. 
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Figure 5. Connecting the smallest unit during low loading is likely to 
result in too great frequency deviations. 
 
4.1.3. Operation during average loading 
As a third case, a situation with a loading of 50 % of the 
maximum loading was studied. This means a network 
loading of approximately 950 kW. This kind of situation is 
the most realistic one to be considered as the maximum and 
minimum situations are more or less theoretical.  
It is possible to connect one 500 kW unit to the network 
during this situation. However, connecting another similar 
will evidently result in too high frequencies and tripping of 
the units. This is shown in figure 6. 
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Figure 6. Connecting two 500 kW wind power units results in too high 
frequency. 
 
The average loading situation allows the connection of one 
500 kW unit and one smaller 300 kW unit. With this 
combination the frequency remains within its limits. This is 
shown in figure 7. With this combination, the output of the 
diesel generator decreases significantly. 
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Figure 7. The situation allows the connection of one 500 kW unit together 
with another 300 kW unit. 
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4.2. The impact of varying wind speed 
In the previous simulations the wind speed was assumed to 
be constant when studying the interconnection moment. 
Separate simulations were performed in order to study the 
impact of varying wind speed. The wind speed signal applied 
is presented in figure 8. The signal is formed with dedicated 
component in the PSCAD simulation environment. The 
average loading situation described in previous chapter is 
used during these studies.  
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Figure 8. The wind speed signal used. 
 
The wind speed naturally affects the generated power of 
the units. These impacts show with certain delay due to the 
inertia of the turbine. During higher wind speed peaks, the 
stall control applied in the turbine results in dips in the output 
power as shown in figure 9. 
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Figure 9. The generated real power of a 500 kW wind power unit G1 
during varying wind speed. The power is measured from the connection 
point. The unit is connected at 5 seconds. 
 
The variation of one 500 kW generator output does not 
affect the state of the network essentially. Frequencies and 
voltages in the network remain within normal operation 
limits. The diesel generator was observed to be able to follow 
the wind generation variations and to maintain the stability of 
the island. Figure 10 presents the operation of the diesel unit. 
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Figure 10. The output of the diesel generator. 
 
In the previous studies it was observed that two wind 
power units with a combined generation of 800 kW can be 
connected to the network during the average loading 
situation. It was also studied, how the wind speed variation 
affects this generation-loading combination. It was observed 
that the smaller 300 kW unit is likely to become repetitive 
tripped due to high frequency when the wind speed varies 
rapidly. Thus it seems to be impossible to connect more than 
one wind power unit to the network during strongly varying 
wind speeds. On the other hand, a loading greater than the 
average can allow adding of the smaller unit. Figure 11 
shows the frequency for the varying wind speed in the case 
of two wind power units. 
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Figure 11. Frequency rises momentarily above tripping limits at t=14.6 s. 
The smaller 300 kW unit is tripped faster and the 500 kW unit remains in the 
network. 
 
4.3. The impact of varying loading 
In the previous studies the significance of varying wind 
speed was considered. The varying loading of the network 
has similar impacts on the situation. Thereby a factor for load 
variation was added to the simulations. The wind speed 
varies similarly to previous chapter during following studies.  
The load factor was set to vary between values 0.25…0.7. 
Factor 1 equals to the maximum loading of the network 
whereas factor 0.2 equals to the minimum loading. Thus 
relatively wide-ranging variance was considered, although 
the most extreme situations were excluded. Figure 12 shows 
the variation of loading. 
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Fig.12. Variance of the load factor during the simulation. 
 
The behavior observed in the simulations was similar to 
the previous situation in which the load was constant. With 
one 500 kW wind power unit no problems were faced, but 
adding a 300 kW unit resulted in high frequencies. In this 
case, the moment at which the smaller unit was tripped was 
slightly shifted, but the behavior was otherwise similar.  
At the same, a simulation in which the mechanical moment 
of the units was kept constant was conducted. It was 
observed that the variance of the loading does not result in 
significant oscillations. It seems that the varying wind speed 
has much greater impact on network state in comparison to 
the varying loading. This conclusion is explicable as the 
protection devices are located at the wind power units’ 
connection points, where variations of generation are 
experienced without damping impact of the network.  
In the practical situation both wind speed and loading vary, 
which can make the situation different to manage and may 
result in additional trippings of the wind power units.  
 
4.4. Comparison to normal operation 
The situation during the intended operation was also 
compared to the usual one, during which the sea cable 
connection is in use, wind power units are connected to the 
network and diesel generator is not used. As it can be 
expected, the sea cable connection to the network on 
mainland stabilizes the studied network significantly. Figures 
13, 14 and 15 show the differences in frequency and 
voltages. During these simulations, both wind speed and 
network loading varied similarly to the previous chapter. 
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Figure 13. Frequency of the studied network during normal operation and 
islanded mode. The upper line shows the behavior during islanded 
operation. 
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Figure 14. Maximum voltages in the network during normal and islanded 
operation. The upper line shows the behavior during the island. 
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Figure 15. Minimum voltages in the network during normal and islanded 
operation. The upper line shows the behavior during the island. 
5. CONCLUSIONS AND DISCUSSION 
The purpose of the simulations was to study the possibility of 
exploiting the wind power units during intended islanded 
operation. Presently the island is fed by diesel generators 
while the wind power units are kept disconnected. The 
generators used in the wind power units are traditional 
induction generators, which are typically not able to maintain 
a voltage in the island alone. However, they could be used 
during the islanded operation to reduce the power generated 
by the diesel generators.  
In islanded operation the network is much more prone to 
various oscillations and disturbances as the connection to the 
larger system is missing. The control system of the back-up 
generators seeks to maintain the state of the network within 
certain limits. As the proportion of wind power generation of 
the total network loading increases, the network gets more 
unstable during different transients. Thereby the network 
loading has an essential role in the amount of connectable 
wind power.  
It was observed that all four wind power units can be 
connected to the network during maximum loading situation. 
On the other hand, during a minimum loading it was not 
possible to connect even one unit. Other loading situations 
were also studied and it was observed that the allowable 
amount of wind power increases in proportion to the network 
loading. Figure 16 presents the loading of the network during 
one year calculated according to the modeled load curves. As 
it can be seen, the loading of the network depends strongly 
on the season. It can be deduced that possibilities for using 
the wind power units during islanded operation are better 
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during winter months as the loading is higher. During 
summer, it may be difficult to use even one smaller unit 
while in islanded operation mode. The maximum loading 
situation used in the simulations is very rare. Table 3 
presents also the division of hourly loadings. Most of the 
hours allow connection of one or two wind power units 
assuming a nominal output power from the units. Wind 
speed statistics should also be included in order to increase 
the accuracy of the analysis.  
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Figure 16. Loading of the network calculated by using the  
modeled load curves. 
 
Table 3. Hourly division of one year’s loading 
Load [kW] Hours per year 
0-500 
500-1000 
1000-1500 
1500- 
398 
5223 
2848 
291 
 
In the studied network the main problem seems to lie in 
frequency rise instead of typical voltage rise problems. 
Among others, this is due to the consumption of reactive 
power by the induction generators and the structure of the 
network. The protection settings applied for the wind power 
units are quite strict regarding islanded operation. On the 
other hand, they seem to be suitable during the normal 
operation with the sea cable connection in use. It could be 
beneficial to reassess the protection settings if the wind 
power is wanted to be included in the islanded operation.  
The impacts of varying wind speed and network loading 
were also analyzed. Both aspects affect the stability of the 
island. The impact of wind speed was observed to be more 
significant. Generally, the impacts were minor. However, in 
a case with extreme amount of wind power, they can easily 
result in exceeding the protection limits. 
The studies presented focused on the operation of small-
scale wind power units as a part of intended island operation. 
Thus it is important to notice that the operation of the 
intended island was not endangered in the cases where the 
wind power units were disconnected. The wind power unit is 
disconnected according to the local measurement. This also 
operates as one kind of control system which maintains the 
state of the network within desired limits.  
Low voltages or frequencies are improbable as the diesel 
generators are able to feed the maximum loading alone. In 
this sense, disconnecting the wind power units is not 
problematic.  
 
It could be possible to improve the control system of the 
diesel generators in order to respond faster to the deviations 
of wind power generation. However, the studies conducted 
focused on the possibilities of the present system and the 
development ideas where thereby not processed further. It is 
also evident that the proportion of wind power can not be 
increased much as certain margin must be maintained to the 
network loading and at least one diesel unit must be kept 
running as a backup for fast wind speed variations.  
The results should be gathered so that it is always 
reasonable to include as much wind power in the islanded 
operation as it is technically possible, if the resource is 
otherwise available. However, it is not reasonable to connect 
wind power units repeatedly to the island where no 
prerequisites for longer online periods exist.  
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Abstract — In 2006, the Danish Society of Engineers developed a 
visionary plan for the Danish energy system in 2030. The paper 
presents and qualifies selected part of the analyses, illustrating the 
transport sectors potential to contribute to the flexibility in the 
power sector, necessary for large-scale integration of renewable 
energy in the power system – in specific wind power. In the plan, 
20 % of the road transport is based on electricity and 20 % on bio-
fuels. This, together with other initiatives allows for up to 55-60 % 
wind power penetration in the power system. A fleet of 0.5 mio 
electrical vehicles in Denmark in 2030 connected to the grid 50 % 
of the time represents an aggregated flexible power capacity of 1-
1.5 GW and an energy capacity of 10-150 GWh. 
Index Terms — Energy system, energy plan, electrical transport, 
renewable energy, wind energy, sustainable development. 
1. INTRODUCTION 
The IDA Energy Plan 2030i – a visionary energy plan for the 
Danish energy system – was developed as part of The Danish 
Society of Engineers’ (IDA) project ‘Energy Year 2006’ – a 
project involving more than 1600 professionals at 40 
workshops during 2006 (Ref [1], [2], [3]). 
The aim of the IDA Energy Plan 2030 was threefold: 
• to maintain the security of energy supply; 
• to reduce the CO2-emission; and 
• to extend the energy technology business opportunities. 
The analysis results indicate that the Danish society can 
meet all three targets even with a positive economic result 
(Figure 1, Figure 2, Figure 3, Figure 4). The targets can 
however only be met by long-term investments in energy 
savings, energy efficiencies and new energy technologies – 
investments that are paid back over time. The IDA-results are 
compared to a ‘business-as-usual’ 2030 reference scenario 
based on a scenario developed by the Danish Energy 
Authory (Ref [5]). 
The Danish energy system has been modelled and analysed 
using the computer model for energy system analysis, 
EnergyPLANii, developed at Aalborg University, Denmark 
(Ref [9]). The energy system has been analysed on hourly 
basis for power and energy balance analyses, however with 
no indication of potential distribution bottlenecks. 
The robustness of the results has been tested by sensitivity 
analyses on the investment costs (including the discount rate 
used) and the energy market prices. The robustness of the 
recommendations for the system development has been 
tested by a projection of the system development to 100 % 
renewable energy based (in year 2050) 
1.1. CO2 emission 
One of the aims of the IDA study was to identify solutions 
to reduce the energy sectors CO2 emission by 50 %, without 
reducing the service levels. All means in all sectors were 
investigated, evaluated and utilised – including increasing the 
energy efficiency, decreasing the energy needs and shifting 
towards renewable energy resources. The recommended 
Figure 1: The primary energy supply for the Danish energy system 
in 2004, for the 2030 reference scenario and for the IDA 2030 
scenario. (Source: Ref [1]) 
Figure 2: The CO2 emission from the Danish energy sector in 1990 
(the Kyoto reference year), for the 2030 reference scenario and for 
the 2030 IDA scenario. (Source: Ref [1]) 
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solution requires a large share of wind power in the power 
system, which again requires a high degree of flexibility in 
the power system in order to be able to optimise the system 
operation and the wind power integration. Several means 
were introduced to provide the necessary flexibility – 
including flexible bio-refineries producing bio fuels and the 
flexible power buffering provided by electrical vehicles, 
while connected to the grid. 
In the IDA Energy Plan 2030, 20 % of the energy for road 
transport is based on electricity and 20 % is based on bio-
fuels. This, together with other initiatives to increase the 
flexibility in the power system, allows for up to 55-60 % of 
the electricity consumption covered by wind power. The 
present paper qualifies these numbers. 
The batteries in the electrical driven vehicles act as 
intelligent electrical buffers, whenever connected to the grid 
– charging the batteries when abundant generation capacity 
in the power system (and thus low electricity prices), and 
supplying power and other system services to the power 
system when needed by the system (expressed by high 
market prices). The vehicles intelligent controllers ensure 
that the vehicles are able to provide the requested transport 
work when needed by the user – specified by the user when 
connecting the vehicle to the grid in terms of required 
operating distance at specified time. 
The bio-fuels for the transport sector are produced at 
flexible, multi-product bio-refineries, e.g. producing a mix of 
syngas, transport fuels, power plant fuels, power, heat (for 
district heating), animal feed, fertilization, fibre materials and 
other chemical products – with a flexibility of adjusting the 
actual product mix depending on the varying market prices. 
These multi-product plants are able to switch between e.g. 
production of power and production of liquid fuels (based on 
the syngas) for the transport sector. 
2. SUSTAINABLE TRANSPORT DEVELOPMENT 
In the IDA Energy Plan, a wide range of measures towards a 
sustainable transport development has been proposed and 
analysed. The measures are different from other suggestions 
related to transport policy because the plan involves a wide 
range of technologies and includes both the demand and 
supply side. Also, it differs from other analyses as its 
measures have been analysed both in the context of the 
surrounding energy system and in relation to economics. 
 
The following proposals have been used in the analysis as 
part of the transport theme for Denmark: 
• Passenger transport work (person km) in 2030 in 
vehicles, trains and bicycles is stabilised at the 2004 
level. 
• The rate of increase in passenger air transport is limited 
to 30 % (instead of 50 %) in the period from 2004 to 
2030. 
• 20 % of the passenger road transport is transferred to 
trains, ships and bicycles in 2030: 
• 5 % transport of goods (ton km) transferred from roads 
to trains and 5 % to ships 
• 5 % passenger transport is transferred to trains and 5 % 
to bicycles. 
• 30 % more energy efficiency in the transport sector 
compared to the reference situation in 2030 with stable 
passenger transport at the 2004 level and with a lower 
increase in air transport. 
• 20 % biofuels and 20 % battery electric vehicles in road 
transport in 2030. 
Some of the results of the analysis are shown in Table 1 
and in Figure 5. 
2.1. Electrical vehicles 
Although electrical vehicles have been on the market for 
Figure 3: The estimated business potential in the Danish energy 
sector in 2004 and for the 2030 IDA scenario. (Source: Ref [1]) 
Figure 4: The estimated additional economic cost for the 2030 
reference scenario and for the 2030 IDA scenario. (Source: Ref [1])
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Figure 5: The estimated CO2 emission reduction for the 2030 
reference scenario and the 2030 IDA scenario. (Source: Ref [7]) 
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decades, they have never real materialised. The weak part 
has been the lack of sufficiently robust, energy compact and 
cheap batteries (Ref [10]). 
However, the recent and the expected development in 
battery technology, power electronic and electrical drives in 
terms of robustness, energy efficiency, energy density, 
reliability, long life and low cost provides new potentials for 
the deployment of electrical driven vehicles. 
The state-of-the-art capacities of the Lithium-based battery 
types are 0.2 kWh/kg. The Lithium-type batteries allows 
extended dynamic operation with many, rapid and heavy 
charging/discharging cycles, while preserving their high 
energy efficiency and long lifetime. Electrical vehicles 
typical have an energy consumption of 0.15 kWh/km 
(compared to typically 0.5 kWh/km for traditional, efficient 
internal combustion engine based vehicles and 0.4 kWh/km 
for hybrid vehicles). A battery package of 200 kg with an 
energy capacity of 40 kWh corresponds thus to a driving 
range of up to 250 km. 
The deployment of electrical driven vehicles is supported 
by the potential step-by-step development from the presently 
introduced ‘hybrid vehicle concept’ (already mass-produced 
by several of the large car manufactures) over the so called 
‘plug-in hybrid’ to the dedicated electrical vehicles. The 
hybrid concept consists of a combination of an internal 
combustion engine (ICE), an electrical motor/generator and a 
battery, and provides only increased fuel efficiency by a 
combination of picking-up and utilising the braking energy 
and optimising the operation of the ICE. The plug-in concept 
has typically a larger battery capacity, can drive solely on the 
electrical drive for short distances and has the option of 
charging the battery from the grid – while parked and 
connected to the grid. The dedicated electrical vehicle 
concept has a pure electrical drive train, but the operation 
range may be extended by an on-board fuel based battery 
charger – e.g. based on fuel cell technology. 
The ultimate electrical vehicle concept is the so called 
‘vehicle-to-grid’ (V2G), enabling the power between the grid 
and the battery to flow in both directions, and with the 
potential through intelligent control of the inverter for the 
vehicle to provide system services to the power grid. The 
concept requires a fully controllable bi-directional inverter 
between the grid and the battery, an possibility for on-line 
power trading with the power distribution company while 
connected to the grid and an intelligent controller that can 
optimise both the system services and the battery charging. 
The system services provided by the grid connected electrical 
vehicles may contribute to the flexibility in the power system 
needed for the optimisation of large-scale wind power 
integration. The concept is not expected to materialise within 
the first 5-10 years, but the concept forms the basis for the 
analyses of the 2030-potential presented in the present paper. 
In addition, the development of electrical drive platforms 
for vehicles is further pushed by their potentials for reducing 
the transport sectors dependency of fossil fuels, CO2-
emission (Table 2), local air pollution and noise emission, as 
well as their potentials for ‘smart’ drives with the electrical 
engines integrated in the wheels, providing true all-wheels-
drive, turning support etc. 
2.2. The Danish transport sector 
The transport sector in Denmark (as well as in EU) is 98 % 
(2006) dependant on fossil oil products (gasoline and diesel). 
The annual grow in number of person vehicles in Denmark is 
3-5 %, with 2 mio in 2006, in average driving 15-20 000 km 
annually and in average in use less than 90 % of the time. 
A fleet of 0.5 mio electrical vehicles (corresponding to 
20 % of the expected vehicles in 2030 with the present grow 
rate), each having a battery capacity of 50 kWh and a 5 kW 
inverter, and in average connected to the grid in 50 % of the 
time represents a power capacity of 1.2 GW and an energy 
capacity of 12 GWh – corresponding to the maximum power 
generation from 250 × 5 MW wind turbines in 10 hours. 
50 kWh battery capacity is expected to be realistic for 
vehicles within the next 10 years. The price and size of 5 kW 
inverters expects to be pressed by the competition on the 
expected increasing PV market, also within the next 
10 years. The development of a market for trading of large 
number of small-scale system services is driven by the 
household’s potentials for power demand response and other 
power system services, and is also expected to materialise 
within the next 10 years. 
The implementation of the necessary infrastructure for grid 
connection of the vehicles is highly dependent of 
standardisation of power level, communication between grid 
and vehicle, and the control of the power flow, of registration 
of the power trading and of the development power system 
TWh/year Reference 2030 IDA 2030 
JP4 (for aviation) 13,25 11,63 
Diesel 27,50 18,82 
Petrol 28,46 6,33 
Biomass for ethanol  7,98 
Electricity 0,24 2,10 
Sum 69,45 46,85 
Table 1: The estimated fuel consumption for the 
transport work in Denmark. (Source: Ref [7]) 
 CO2/km Reference 
Standard gasoline car 160 g Danish Transport 
Agency 
Hybrid car 100 g Toyota 
Electrical car 70 g Danish Energy 
Association 
Electrical car on renewable 
power 
0 g  
Table 2: Typical CO2-emission figures for various vehicle 
concepts. (Ref [11]) 
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Figure 6: The Danish primary energy supply and fuel supply for 
transport from 1972 to 2005 and for the 2030 reference scenario. 
(Source: Ref [7]) 
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service markets. It is therefore important to initiate pilot 
project that can test, demonstrate and characterise these 
topics, and thereby form the basis for standardisations. The 
infrastructure is not expected to materialise until standards 
has been established. 
3. CONCLUSION 
The technologies required for the manufacturing of electrical 
vehicles (especially the battery technology) have developed 
at lot during the last years in terms of reliability, performance 
and price, and the developments are expected to continue. 
The electrical vehicle concepts provide interesting and 
valuable potentials regarding environmental impact, fossil 
fuel dependency, energy system flexibility, and driving 
characteristics. And the electrical vehicles may be introduced 
through a step-by-step development from the present hybrid 
vehicles, over plug-in to the vehicle-to-grid, providing the 
full potential. This in combination leads to an expected 
deployment of electrical vehicles within the next 10 years. 
In a visionary energy plan for the Danish energy system in 
2030, developed by the Danish Society of Engineers in 2006, 
20 % of the road transport is based on electricity and 20 % is 
based on bio-fuels. This, together with other initiatives to 
increase the flexibility in the power system, allows for up to 
55-60 % of the electricity consumption covered by wind 
power. 
A fleet of 0.5 mio electrical vehicles (corresponding to 
20 % of the expected vehicles in 2030 with the present grow 
rate), each having a battery capacity of 50 kWh and a 5 kW 
inverter, and in average connected to the grid in 50 % of the 
time represents a power capacity of 1.2 GW and an energy 
capacity of 12 GWh – corresponding to the maximum power 
generation from 250 × 5 MW wind turbines in 10 hours. 
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Abstract — The percentages of wind power penetration in some 
areas of the electric distribution system are reaching rather high 
levels. Due to the intermittent nature of wind power, the voltage and 
frequency quality could be seriously compromised especially in 
case of island operation of such an area of the grid. In this paper the 
impact of wind power in island distribution systems has been 
analysed with respect to voltage and frequency. Possible measures 
for controlling both voltage and frequency are suggested and have 
been analysed. The suggested measures are static voltage controller 
(SVC), dump loads, kinetic energy storage systems, and load 
shedding. It is shown that the measures effectively can bring 
voltage and frequency quality within the normal operation range. 
Index Terms — Dump load, Flicker, Island operation, Kinetic 
energy storage system, Load shedding, SVC, Wind power. 
1. INTRODUCTION 
For many years the power consumption has relied on the 
production of centralized power plants interconnected 
through transmission lines and thereby accomplishing a 
rather stable power system. Nowadays this philosophy is 
changing due to the increase of the embedded generation of 
small combined heat and power (CHP) plants and wind 
farms. This configuration leads to some drawbacks but also 
to advantages. Considering the fact that the electric power 
has to flow through distribution lines instead of transmission 
lines, the losses will be increased in many cases. In addition, 
in the case of wind turbines, the nature of the energy source 
and the use of power electronics in the generation process 
can affect the power quality. Nevertheless, wherever the 
embedded generation capability is able to fulfil the 
consumption, in cases of e.g. disturbances in the grid or 
imminent blackout, the network could be split in autonomous 
grid cells working independent from each other as shown in 
Figure 1. 
 
The arising problem is the possible instability in terms of 
voltage and frequency due to the weakness of such a small 
electric network operated in island. Regarding the frequency, 
the problems are caused mainly because of the rather low 
inertia (H) of the system. As it is shown in the network 
electromechanical equation (1) a mismatch between 
produced power (Pmech) and consumed power (Pelec) generates 
variations in the angular frequency w of the generators and 
thereby the frequency of the system. These variations are 
dumped by the inertia of the system, and since the inertia, in 
this case, is much smaller than in non isolated operation, the 
frequency will be more affected.  
 
H
PP
t
elecmech
2
−
=
∂
∂ω
ω  (1) 
In the case of the voltage, the reactive power variations of 
the demand and wind generation have a more significant 
impact on the total reactive power balance of the system 
compared with interconnected operation. Considering  that 
the excitation systems of the synchronous generators are not 
fast enough to compensate such variations, the voltage will 
be affected. 
Considering the objections of the isolated operation, this 
paper presents the results of a study on the dynamic 
behaviour of a typical Danish electric distribution network in 
island operation. The study has been realized by use of the 
power systems simulation program PowerFactory by 
DigSilent based on a quite simple grid. The considered 
power system includes a variable demand, a CHP plant and a 
wind farm with variable production. 
The wind power is going to be considered as wind turbines 
of the Danish concept type and without any power control 
capability, i.e. they are fixed speed wind turbines and do not 
have active stall or pitching systems for controlling the 
power output. Under these conditions, the power output of 
the wind turbine will depend mainly on the wind speed; 
hence the wind power production is an uncontrollable energy 
source which, as in the case of the variable demand, might 
generate disturbances in the grid.  
The fluctuating wind power and its penetration percentage 
present a key issue in a grid cell. In order to outbalance the 
frequency disturbances from the wind power in a grid cell, 
the use of dump loads, kinetic energy storage systems and 
load shedding is considered, and in the case of the voltage, 
the application of a SVC is considered. 
 
Figure 1. Split network. 
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2. STUDIED MODEL 
The analyzed model is representative of a grid cell. It 
consists of three nodes interconnected through a distribution 
line in the level of 60 kV. In one node there is a gas engine 
based CHP plant, in another node there is a wind farm which 
rated power will be modified to study different cases, and in 
the third node variable consumption is located. 
In order to get a good approximation to the real network 
behaviour in the studied conditions, the grid components 
models must be as accurate as possible and real data has to 
be used whenever possible. 
The CHP have four groups of 3.5 MW each and is 
modelled considering real data provided by the Danish 
transmission system operator Energinet.dk. The model 
includes a voltage controller, a power controller (speed 
controller), a primary mover unit model and the electric 
generator. The models for both the voltage controller and the 
primary mover unit are realised with the actual values of the 
CHP model. However, since in normal operation this plant is 
not requested to control the frequency, the speed controller 
which was basically a proportional controller was replaced 
by a PID controller which should be able to perform a good 
frequency control since it has no steady state error. 
The wind farm considered consists of 8 wind turbines with a 
rated power of 500 kW each. Since there was not enough 
data available to realise an aggregated model for the wind 
farm, the 8 wind turbines have been modelled separately. 
The model of the wind turbines is done with data from a 500 
kW Nordtank wind turbine [4]. This model uses the 
mechanical power as input along the simulation time, and 
considers the soft coupling of the low speed shaft and the 
electric generator, both with the actual values for the 
parameters. The data used as input for the wind turbine 
models is a key issue. It would not be a real case if all the 
wind turbines had the same input, because the smoothing 
effect, which takes place in the power output of the wind 
farm with respect to a single wind turbine, would be 
neglected [4]. To overcome this problem, 8 measurement 
files of the Nordtank wind turbine were taken in which the 
average wind speed and turbulent value were similar to 
simulate the real behaviour in a wind farm. 
The consumption values used to simulate the dynamic 
behaviour of the load are based on measured values from 
DONG Energy, one of the Danish distribution companies in 
four of its 10 kV feeders. The average active and reactive 
consumption is 7 MW and 4 Mvar, respectively. The 
measurement of active and reactive power was with one 
second resolution which permits to simulate faithfully the 
load profile. In the node where the load is located, the 
corrective measures proposed to help with the frequency and 
voltage control will be placed. 
In the simulations the impact of wind power in both, 
frequency and voltage is analysed. The impact of wind power 
in the grid cell depends on one hand on the wind behaviour, 
as previously mentioned, and on the other hand on the 
penetration percentage of wind power in the network. Hence, 
the influence of five different penetration percentages of 
wind power between 0% (if there is no wind turbine 
connected) and 52% (if all the wind turbines are connected) 
of the total mean demand in the network is going to be 
discussed. 
To analyze the frequency and voltage it is necessary to set 
up the quality standards taken into account. According to the 
Nordic grid code [1] the maximum frequency deviations in 
normal operation must not exceed ±0.1 Hz. The frequency 
data from the simulation results will be presented into 
histogram pictures and tables. By using these tools it is easier 
to evaluate the frequency quality.  
Concerning voltage, the limit considered in this study is set 
by the maximum short term flicker power (Pst) which has to 
be below one according to IEC [3]. In this case, an algorithm 
is applied to the voltage rms values obtained in the 
simulations to compute the Pst. This algorithm is developed 
according to [2]. 
3. CORRECTIVE MEASURES PROPOSED 
 
Due to the reasons explained previously, this paper proposes 
measures to deal with frequency and voltage instability. 
These are, in the case of the frequency dump loads, load 
shedding and systems of kinetic energy storage. On the other 
hand, the use of an SVC will be discussed for the voltage 
control. Hereafter are presented thoroughly these proposals 
and in the appendix are shown the developed models used in 
the simulations. 
3.1. Dump Load 
A dump load is basically a type of load which consumption 
can be controlled quite fast to perform frequency control. 
Dump load is widely used in hybrid wind-diesel systems 
because the diesel engine is not capable to perform a good 
frequency control. In the early days the energy of the dump 
load was wasted in a resistors bank, but now it can be used to 
charge batteries or heating up water. Normally, the dump 
loads are specifically designed for working as such, which is 
an important drawback in this case because most of the time 
they would not be necessary as the network would not 
normally be in island operation.  
A possible solution for this problem would be to use some 
normal consumers as dump loads. The requested power 
could be modified without causing big problems. Some of 
those peculiar consumers could be: 
• Desalination plants. The change on requested power 
in this kind of industry would be realised by 
controlling pumps and would only affect the water 
flow. 
• Heaters. In big installations in which electric energy is 
used for heating up e.g. fluids. 
• Pumping stations. This is a similar case to the 
desalination plant.. 
• Ice making factories. The power consumption 
changes would affect to the time needed to make the 
ice. 
If the power of these loads is momentarily changed, either 
increased (if it is possible) or decreased, the troubles caused 
would be hardly noticeable whenever the averaged power 
consumption stays constant. A so called dynamic grid 
interface could manage these loads to meet the requirements 
of frequency control. In this study, a dump load of 600 kW is 
considered. It is assumed that the dump load has a normal 
operational power of 400 kW and an up-and-down regulating 
capability of ±200 kW. 
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3.2. Kinetic energy storage system (KESS). 
A kinetic energy storage system is a device which stores 
energy in kinetic form in a flywheel. This device can either 
release or absorb energy according to the requirements. It is 
considered to be a useful device in the studied case because it 
could help to the balance between demand and supply due to 
its fast response capability. 
For storing energy another device such as batteries could 
be used, however they would not be so suitable due to the 
operating conditions needed. Since the frequency may flicker 
very fast, the energy storage system has to be charged and 
discharged as well very fast. This cyclic loads upon batteries, 
would lead in the real life to a decrease in their lifetime. 
Nevertheless, a flywheel can stand much better these cyclic 
loads without a big impact on its durability. 
The model made in PowerFactory does not consider the 
interface between the system and the grid, i.e. the power 
converter is not taken into account. This consideration can be 
assumed in this dissertation because the scope is only 
analyzing the frequency control capability of this system and 
not how the power controller works. The data for the model 
was obtained from the characteristics of a real KESS [13], 
which in this case is able to store 18 MWs with a maximum 
power of 300 kW. 
3.3. Load Shedding 
Load shedding consists of load which in cases of under 
frequencies, is disconnected to reach a new balance between 
production and consumption. All major electric power 
systems have certain amount of load able to be shed under 
extreme low frequencies. These loads are typically complete 
distribution feeders including all connected customers. This 
load shedding philosophy has a major impact on consumers 
and it is not supposed to help to the frequency control in 
small deviations. 
In recent years another sort of load shedding philosophy 
[9] has been proposed. It consists of making automatic load 
shedding and is formed by a large number of small loads 
instead of few large loads. These small loads would belong 
to the household and residential consumption in such a 
manner that their partial disconnection from the grid would 
not affect the consumers comfort. Examples of this sort of 
loads are: 
• Refrigeration. For short periods of time it is 
disconnected from the compressor, meanwhile the 
lights are on. 
• Clothes dryers. The heating element is interrupted and 
the rotating drum is not stopped. 
• Water heating. The thermostat is set back temporarily. 
• Cookers. The heating devices of the cookers can be 
intermittently disconnected hardly affecting the 
cooking time. 
• Other heat sources, as i.e. those used for keeping the 
coffee warm once it is made, could also be 
temporarily disconnected. 
In the simulation program, this has been modelled as a 
load which connects or disconnects itself according to the 
requirements of the frequency. Since the frequency is 
permitted to be in the range between 49.9 Hz and 50.1 Hz, 
the load shedding is activated when the frequency goes under 
49.9 Hz and it is not reconnected until the frequency is 
totally recovered to 50 Hz. As the size of the load shedding 
has a major impact on the frequency, results with several 
quantities of load shedding will be presented. 
3.4. Static Var Compensator (SVC) 
Since the only reactive power source in the network is the 
CHP generators which excitation systems are not fast enough 
to perform a rapid control of the voltage, a system with 
capability to deal with the sudden reactive power variations 
is needed. That is provided by an SVC; it consists of a three-
phase capacitor directly connected to the network in parallel 
with a three-phase reactor connected through thyristors. This 
configuration leads to a fixed reactive power injection caused 
by the capacitor bank and a controllable reactive power 
consumption by the reactor. The reactive power control is 
performed by setting the appropriate firing angle for the 
thyristors which is the reason for its fast control. 
PowerFactory itself contains a model for this device, so it 
was only needed to setup its governor. The work philosophy 
of the SVC, in this case, consists of keeping the rms value of 
the voltage in the consumers node constant to avoid the 
flicker problems. 
 
4. NETWORK OPERATION WITHOUT CORRECTIVE MEASURES 
The frequency histogram is depicted in Figure 2. Each 
colour corresponds to a wind power penetration percentage 
in the network which varies from 0% to 52% in 13 % steps 
of the total average power consumption of 7 MW. 
 
 
Reminding the normal operation limits of 50 ± 0.1 Hz, it is 
possible to notice in Figure 2 that the frequency goes out of 
its normal operation limits under all wind power penetration 
levels. The frequency deviations are quite remarkable and for 
rather big percentages of time. In almost all the cases, the 
frequency is out of limits for approximately the half of the 
simulation period as it is shown in Table 1. Carrying out a 
deeper look into the results for the different wind power 
 
Figure 2. Frequency histogram for different wind power percentages. 
Table 1. Impact on frequency and voltage with several percentages of 
wind power penetration 
% of wind power % time inside limits Pst 
0 47 3.73 
13 53 2.91 
26 51 3.01 
39 50 3.1 
52 51 3.28 
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percentages, the case with no wind power in the network 
leads to the worst frequency results. The reason for this can 
be explained by (1) which links the balance between 
produced and consumed power with the system frequency. 
When a mismatch between produced and consumed power 
takes place, the system frequency is affected. Since the 
system inertia (H) is dividing the power mismatch, the bigger 
the inertia is, the smaller is the influence in the frequency. 
Due to their really big rotors, wind turbines have a big inertia 
meaning an important part of the total inertia in isolated 
systems as is the case. Nevertheless, there is not a linear link 
between the inertia increase caused by wind turbines and the 
frequency improvement. In fact, increasing the wind power 
percentage level makes the frequency worse. The reason why 
this happen is because on one hand, wind turbines increase 
the inertia of the system which helps the frequency, but on 
the other hand, due to the variable nature of the wind and to 
the types of wind turbines used, the wind fluctuations are 
transformed into power fluctuations and generating power 
imbalances. In short, in terms of frequency, the wind power 
in the grid cell has a positive effect due to the inertia increase 
but also a negative one due to the power perturbations it 
generates. 
To study the voltage quality a flicker analysis, which 
results are shown in Table 1, is performed. Considering that 
the limit for short term flicker power (Pst) is set to 1 by the 
IEC standard [3], the results are rather poor in all the cases. 
These flicker levels would result in being annoying for the 
consumers. 
5. NETWORK OPERATION WITH CORRECTIVE MEASURES 
Next the simulation results will be presented and analysed 
considering the different measures proposed. Since those 
taken to improve the frequency can hardly improve the 
voltage, the SVC system will be used in all cases studied. 
5.1. Dump load and SVC 
The use of the dump load together with the SVC should 
improve respectively the frequency and the voltage in the 
network. In addition to the frequency and the voltage study, 
it will be discussed how the dump load will be operated 
along the simulation to get an idea of how the end use of the 
load would be affected. 
 
The results of the frequency are shown in Figure 3. The 
improvement with regard to the case of no corrective 
measures is very large. The frequency still goes out of the 
limits, but just for very small percentages of time. It seems 
that the deviations are bigger when the wind power 
penetration is increased, this is more clearly shown in Table 
2. In all the different wind power penetration percentages the 
frequency is within the permitted range more than the 90% 
of the time, reaching values as high as 99% in the case of 
13% of wind power penetration in the grid. The reason for 
this great improvement is that the fast and relatively small 
power changes are dumped by the dump load, meanwhile the 
CHP only has to deal with the long term power changes 
which are usually quite slow and not causing big problems. 
Since the consumption range of the dump load is between 
200-600 kW, the total amount of power able to be dumped is 
400kW which means less than the 6% of the average 
consumption in the simulated situation. This is a very good 
advantage, because with a few percentage of power dumping 
capability the improvement in the frequency is very high. In 
Table 2  the mean values of the power consumption of the 
dump load are shown, Pdl. These values increase slightly 
with the percentage of wind power penetration in the grid 
cell. 
In Table 2 the values of the short term flicker power (Pst) 
are shown. For all cases the flicker levels are below the limit 
set by the standard at Pst = 1, but with the maximum wind 
power penetration considered (52%) the value is quite close 
to the limit. Under these conditions, the addition of more 
wind power to the grid would probably lead to annoying 
flicker levels.  
5.2. Kinetic energy storage system and SVC 
The kinetic energy storage system can supply or consume 
either active power or reactive power. The active power is 
absorbed or released by a flywheel according to the 
requirements set to control the frequency. The reactive power 
can be controlled by the power electronics which connect the 
flywheel with the grid, however, in these simulations, that 
task is performed by an SVC. 
 
 In Figure 4 the frequency histogram for different wind 
power percentages penetration is illustrated. It seems that the 
frequency is quite well controlled, and stays within the limits 
 
Figure 3. Frequency histogram with the use of the dump load and the SVC. 
Table 2. Impact on frequency and voltage with the use of the dump load 
and the SVC. 
% of wind power % time inside limits Pst Pdl[MW] 
0 98.7 0.53 0.41 
13 99.2 0.62 0.43 
26 97.5 0.69 0.44 
39 96.5 0.77 0.45 
52 94.2 0.91 0.47 
 
 
Figure 4. Frequency histogram with the use of the KESS and the SVC. 
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most of the time. The deviations in the case of no wind 
power in the grid are almost completely eliminated. In the 
histogram it is also possible to notice that the higher the 
percentage of wind power in the network is, the higher are 
the deviations from the permitted range. However, 
comparing this result with the case of no corrective measures 
taken, the over and under frequencies are much attenuated. 
The values of the percentage of time, in which the frequency 
is within the permitted range, and the short term flicker 
power values are presented in the Table 3. Here it is possible 
to note that in all the cases of wind power penetration 
studied, the kinetic energy storage system is able to keep the 
frequency within the range of 49.9-50.1 Hz for more than 
90% of the time. It is even reaching values as high as 99% 
for the cases of no wind power in the network and 13% of 
wind power penetration.  
 
In terms of voltage, the improvement is very remarkable. 
All the values of short term flicker power are below one, 
which is the maximum permitted level. It can as well be 
noticed that the values in this case are smaller than the values 
with the dump load. The reason for this could be related to 
the different response from the KESS and the dump load. 
While the KESS simply modify its active power exchange 
with the grid, the dump load changes both, active and 
reactive power. These reactive power changes are another 
source of voltage disturbances which the SVC system has to 
deal with.  
5.3. Load shedding and SVC 
Since the load shedding only has been set up to be able to 
help with the under frequency problems, it is more 
interesting to examine the percentage of time where the 
frequency drops below 49.9Hz. The possible impact in the 
consumers comfort due to the load shedding is discussed as 
well by mean of computing the percentage of time that the 
load is connected. 
 
In the Table 4 the values of percentage of time in which 
the frequency is below 49.9Hz are shown. Cases of 0kW, 
50kW, 100kW, 150kW of load shedding are shown. The 
average power consumption is 7MW, so the cases of load 
shedding correspond to 0%, 0.71%, 1.4% and 2.1% of the 
total consumption. Those percentages are quite small in 
comparison with the very noticeable improvement they 
generate in terms of under frequencies. The improvement is 
illustrated by comparing the column for 0% load shedding 
with the following, in which the load shedding is applied. As 
it could be expected, the higher the load shedding amount is, 
the smaller is the percentage of time with under frequencies. 
With 150kW of load shedding capability the under-
frequencies are highly reduced leading the frequency to go 
below the limit for small percentages of time.  
 
To check the impact in the consumers comfort it is 
necessary to look at the percentage of time along the 
simulation in which the load is connected. In Table 5 such 
percentages are shown. The percentage of time each load 
shedding capability is connected does not change much by 
rows. It can be approximated that with 50kW the load is 
consuming 72% of the time, with 100kW it is consuming 
75% of the time, and with 150kW it is consuming 77% of the 
time. In all the cases, there would be some impact on the 
customers. The consequence of this could for some loads 
concern the time needed for carrying out their task (e.g. 
water heaters), or slightly affect their duty cycles 
(refrigerators, space heating or freezers 
 
In Table 6 it is possible to take a general view of the 
improvements in frequency and voltage in the conditions 
discussed in this section. In terms of frequency, the 
improvement is not as noticeable as with the dump load or 
the KESS. This is, as mentioned before, due to the fact that  
the load shedding is only able to overcome problems with 
under frequencies and not able to react to over frequencies. 
Regarding voltage, the SVC manages to keep the voltage 
quite stable and all the flicker power values are below the 
limit of one. 
6. CONCLUSION 
The operation of a grid cell (average load: 7 MW) separated 
from the interconnected power system has been analysed 
under several different scenarios of wind power percentage 
Table 3. Impact on frequency and voltage with the use of the KESS and 
the SVC. 
% of wind power % time inside limits Pst 
0 99.4 0.47 
13 99.2 0.55 
26 96.2 0.65 
39 94.7 0.74 
52 90.7 0.87 
 
Table 4. Underfrequency percentages with different amounts of load 
shedding. 
% of wind power 0 kW 50 kW 100 kW 150 kW 
0 25.5 17.2 11.4 4.1 
13 22.9 16.2 9.8 3.4 
26 22.2 16.8 12 6 
39 21.9 17.2 11.7 6.4 
52 20.8 17.4 13.3 8.5 
 
Table 5. Percentages of time that the load is connected. 
% of wind power 50 kW 100 kW 150 kW 
0 71 76 77 
13 72 75 78 
26 72 75 77 
39 72 75 77 
52 73 75 76 
 
Table 6. Impact on frequency and voltage (% time inside frequency limts 
and Pst, respectively) with the use of different amounts of load shedding 
and the SVC. 
% of wind power 50 kW 100 kW 150 kW 
0 64 0.65 73 0.68 83 0.70 
13 65 0.67 42 0.70 83 0.73 
26 62 0.75 71 0.77 79 0.79 
39 62 0.83 72 0.87 79 0.86 
52 57 0.89 67 0.93 74 0.95 
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penetration from 0% to 52%. The grid cell is representative 
for a Danish distribution system with respect to 
characteristics for local CHP, wind turbines and 
consumption. Without introduction of any specific measures 
simulation results unveiled that the variable load is able to 
cause considerable deviations in frequency (49.5-50.5 Hz) 
and very wide variations in the voltage; leading to annoying 
flicker levels (Pst=3.73). The normal consumption variations 
in active and reactive power cannot be compensated fast 
enough by the local CHP. With 13% of wind power in the 
network a slightly improvement in the frequency quality 
takes place. The reason for this is the system inertia increase 
with the addition of wind turbines. The higher the inertia of 
the system is, the smaller the frequency deviations are.  
For improving the frequency control the use of a dump 
load and a kinetic energy storage system has been examined. 
Testing these devices gave very satisfactory results and the 
frequency deviations were highly reduced. With 400 kW of 
dumping load capability the frequency is kept within limits 
more than 94% of time, and with a 300 kW KESS more than 
90%. This kind of devices are very helpful for controlling 
short term frequency deviations, but the long term deviations 
have to be controlled by other means. 
The effect of different amounts of automatic load shedding 
has also been considered. This operation is useful for cases 
of under frequencies, and the results were quite good. The 
under frequencies were reduced, and the frequency 
improvement increased with increasing amount of load shed. 
The possible impact on the customers was also analyzed by 
calculating the percentage of time the loads would be 
connected. 
For improving the poor voltage quality, the use of a Static 
Var Reactor (SVC) has been considered. This device is able 
to control the voltage in the consumers’ node eliminating the 
flicker problems due to its capability of controlling the 
reactive power very fast. 
7. DISCUSSION 
Even though it might seem like the use of these devices are 
not feasible to apply in the actual grid, due to the need of a 
large amount of such devices spread along the whole 
network, the application could be feasible if the following 
considerations are taken into account: 
• There are a lot of loads spread in the electric grid 
which potentially can be used as dump loads. For 
becoming a dump load a Dynamic Grid Interface 
(DGI) is needed, which would control the power 
according to requirements for frequency. The DGI 
could also be used in a cost-effective operating 
philosophy in non isolated operation. In that operation 
mode, the dump load would be controlled for example 
to avoid the penalty fares of large power peaks in the 
consumption of a large factory. This could encourage 
the use of these devices.  
• The kinetic energy storage systems could have two 
different purposes, on one hand they could perform 
the task exposed here, but nowadays they are already 
being used as Uninterrupted Power Supply (UPS). 
These two possible applications of the KESS could 
make their use in the electric grid suitable. 
• The SVC is a quite expensive system and large scale 
use would probably not be affordable. However, the 
task realised by this system could be done by other 
devices. For example, the power converters of the 
KESS or DGI could perform the task of a SVC in a 
small scale. In fact, in the datasheet for the used 
KESS model, its capability for voltage support by 
reactive power control is explained. 
APPENDIX 
 
Dump load model in PowerFactory 
In Figure 5 the blocks diagram of the model is depicted and 
the values used for the parameters are shown in Table 7. 
 
KEES model in PowerFactory 
The model used for the kinetic energy storage system is 
depicted in Figure 6. That figure does not show the PID 
controller which transform the frequency deviation in the 
signal at, but in the Table 8 the values of its parameters are 
shown. 
 
Figure 5. Blocks diagram of the dump load model built in PowerFactory. 
Table 7. Parameter values of the dump load model. 
Definition Parameter Value 
Frequency reference fref 1 [pu] 
PID Gain K 80 
PID integral constant Ti 0.005 
PID differential 
constant 
[α, TD] [0.5, 2] 
Power reference Pref 0.4 [MW] 
Maximum power Pmax 0.6 [MW] 
Minimum power Pmin 0.2 [MW] 
Time delay constant Tr 1.5 [s] 
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Figure 6. Blocks diagram of the kinetic energy storage system.in 
PowerFactory. 
Table 8. Parameter values of the energy storage system model. 
Definition Parameter Value 
Frequency reference fref 1 [pu] 
PID Gain K -50·106 
PID integral constant Ti 0.01 
PID differential constant [α, TD] [0.25, 4] 
Energy reference Eref 13.7 [MJ] 
Charge-Discharge power Pc ±20·103 [W] 
Friction constant Kf 2.9·10-4 
[W(s/Rad)3] 
Efficiency η 0.94 
Max. power absorption Pmax 300 [kW] 
Max. power supply Pmin -300 [kW] 
Max. rotational speed wmax 345 [Rad/s] 
Min. rotational speed ωmin 188.5 [Rad/s] 
 
1Load flow analysis considering wind turbine
generator power uncertainties
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Abstract— In this paper the effect of wind turbine generator
(WG) output uncertainties on the distribution system node
voltages has been investigated. For this purpose a new approach
viz., interval method of analysis has been proposed. In this
method, the wind speed variations are represented as intervals
and the WG output uncertainties are computed. Further, an
interval load flow method has been proposed to compute the
effect of this WG output uncertainties on the distribution system
node voltages. The performance of the proposed interval method
has been compared with the Monte Carlo method.
Index Terms— Distributed generation, Load flow analysis,
Uncertainty, Wind turbine
NOMENCLATURE
[a, a]: Indicates that a is an interval and a is the minimum
value/lower bound, a is the maximum value/upper bound.
PWG: Active power output of WG
QWG: Reactive power of WG
uw: Wind speed
V : Voltage magnitude
uwnominal : Nominal wind speed (Minimum wind speed at
which the power output of the wind turbine is equal to its
rated value)
Pp: Active power at bus p (subscripts p, q have been used to
indicate the bus number)
Qp: Reactive power at bus p
Vp: Voltage magnitude at bus p
θp: Voltage angle at bus p
Ypq = Gpq + Bpq , Gpq and Bpq are the real and imaginary
parts of the pqth element of the admittance matrix.
Vp0 , θp0 , Pp0 , Qp0 : Mid point of voltage magnitude, voltage
angle, active and reactive power intervals at bus p. These are
deterministic scalar values and calculated as the average of
their respective interval upper and lower bound values.
R1: Induction generator stator resistance
Xl1: Induction generator stator leakage reactance
R2: Induction generator rotor resistance
Xl2: Induction generator rotor leakage reactance
Xm: Induction generator magnetizing reactance
Xc: Reactance of shunt capacitor compensation
N: Number of poles (Induction generator)
uwCI : Cut-in wind speed (Lowest wind speed at which the
WG starts generating power)
uwCO : Cut-out wind speed (Wind speed at beyond the WG is
shutdown)
K.C. Divya is with Center for Electrical Technology, Oersted DTU, Kgs.
Lyngby 2800, Denmark (email: dkc@oersted.dtu.dk).
I. INTRODUCTION
In the last decade generation of electricity from wind
energy has gained world wide attention. At present large
number of wind turbine generating units (WG) are being
connected to the distribution systems. Due to intermittency in
the WG output, the connection of these sources could effect the
voltages, power flows and losses of the distribution systems.
Quantification of these effects is important in determining the
maximum allowable wind power penetration in a distribution
network.
In an attempt to quantify the effects of WG output uncer-
tainties on the distribution system node voltages the use of
probabilistic load flow methods has been suggested in [1], [2]
while in [3] a sequence of deterministic load flow simulations
have been carried out.
In the context of load flow analysis considering uncertain-
ties, the probabilistic approach has been suggested by many
investigators. The probabilistic methods used in [1], [2], [4]–
[10], requires probability distribution function(PDF) of powers
at each node, which is difficult to obtain [2]. Further, in most
of these investigations [1], [5], [9], [10] the linearized load
flow equations are used. In some of the investigations [2], [7],
[8], where in the linearity assumption is not made, sequence of
deterministic load flow solutions are used to compute the node
voltage statistics (mean/standard deviation/PDF). However, the
node voltage statistics obtained using these methods depends
either on the quantization step of the nodal power PDF [2],
[7] or on the manner in which the node voltage ranges are
chosen [2], [8]. Further, the methods suggested in [2], [7], [8]
require considerable computational effort.
In this paper, a new method of analyzing the effect of
WG power output uncertainties on the power system network
steady state voltage has been proposed. This method is based
on interval method of analysis, wherein the uncertainties are
represented by intervals. Since this method requires the uncer-
tainty in the inputs to be specified as interval range (WG active
and reactive powers), first a method has been presented here
to calculate interval range for the power output of the WG. In
order to determine the upper and lower bound (interval range)
for the voltage at each node of the network an interval load
flow algorithm has been suggested here. Simulation studies
have been presented to demonstrate the effect of WG output
uncertainties on the distribution system node voltages. Further,
the results obtained using the proposed interval method have
been compared with the one obtained using the Monte Carlo
method suggested in [8].
2II. INTERVAL MODEL FOR WG POWER OUTPUT
For a given/obtained wind speed range the WG power
output range is computed by modifying the steady state WG
models developed in [11], [12]. In [11] a steady state model
has been developed for each type of WG i.e., stall regulated
fixed speed, pitch regulated fixed speed, semi-variable and
variable speed WG. However, these steady state models can
not be directly used here since it requires a deterministic value
for wind speed, voltage and computes a (deterministic) value
for the WG power output. In order to quantify the WG power
output uncertainty by intervals, some modifications have been
proposed here to the steady state WG models suggested in
[11]. In particular, the method suggested here is based on the
sensitivity of the power output of different types of WG (fixed-
stall and pitch regulated, semi variable and variable speed)
to the wind speed and voltage. In the following sections,
the procedure for calculating the active and reactive power
intervals of each of the four types of WG has been discussed.
A. Determination of interval range for a given wind speed
variation
The wind speed range is generally obtained from the wind
speed measurement data at a given WG site. The wind speed
measurements or recording (at a wind site) could correspond
to either instantaneous or the average values of wind speed. If
average wind speed data is available then it would not contain
the high frequency components (few milliseconds) of wind
speed variation. Hence, the wind speed range can be obtained
directly i.e., maximum and minimum values of the average
wind speed data. In cases where the instantaneous values
of wind speed data is available it is necessary to eliminate
the high frequency components. This is because the high
frequency wind speed variations may not affect the WG power
output [13]. Hence, the high frequency components present in
the wind speed data is first filtered out using a low pass filter
(the method is illustrated later in simulation studies) and from
this the wind speed range is obtained.
B. Stall regulated fixed speed WG
From the study carried out in [11] it is evident that the active
power output increases with wind speed up to the nominal
wind speed. However, beyond nominal wind speed, increase
in wind speed decreases the power output of the WG. Further,
it has been shown that voltage variation has little impact on
the active power output of the stall regulated fixed speed WG
and hence can be neglected.
The reactive power demand varies with voltage as well as
wind speed and it increases with increase in wind speed (up
to nominal) and beyond nominal it decreases. However, with
increase in voltage the reactive power demand decreases and
vice-versa.
For the given wind speed interval, the maximum as well
as minimum values of the power output are computed using
the WG models developed in [11] and the following procedure:
Method of computing stall regulated fixed speed WG power
output range ([PWG, PWG] and [QWG, QWG])
Given intervals for wind speed [uw, uw] and voltage [V , V ]
If uwnominal ∈ [uw, uw] then
a) Minimum value of the active and reactive power (PWG,
QWG):
Compute the active and reactive power using the method
suggested in [11] for the following cases:
i) Minimum wind speed and maximum voltage
ii) Maximum wind speed and minimum voltage
Minimum value of active and reactive powers are
PWG = min(PWG(uw, V ), PWG(uw, V )) (1)
QWG = min(QWG(uw, V ), QWG(uw, V )) (2)
b) Maximum value of active and reactive power (PWG,
QWG):
Compute the active and reactive power, for nominal
wind speed and minimum voltage, i.e.,
PWG = PWG(uwnominal , V ) (3)
QWG = QWG(uwnominal , V ) (4)
Else
a) Minimum value of active and reactive power (PWG,
QWG):
Compute the active and reactive power, for minimum
wind speed and maximum voltage, viz.,
PWG = PWG(uw, V ) (5)
QWG = QWG(uw, V ) (6)
b) Maximum value of active and reactive power (PWG,
QWG):
Compute the active and reactive power, for maximum
wind speed and minimum voltage, viz.,
PWG = PWG(uw, V ) (7)
QWG = QWG(uw, V ) (8)
C. Pitch regulated fixed speed and Semi-variable speed WG
The active and reactive power of these two types of WG
increases with increase in wind speed up to nominal wind
speed. For wind speeds greater that nominal, the active power
output of this WG remains constant. Further, the active power
output does not vary appreciably with voltage. However, the
variation of reactive power with voltage needs to be consid-
ered. The reactive power demand increases with decrease in
voltage and vice-versa.
The procedure used to compute the active and reactive
power output range for this WG has been given below:
Method of computing pitch regulated fixed speed WG power
output interval ([PWG, PWG] and [QWG, QWG])
Given wind speed [uw, uw] and voltage [V , V ] intervals
If uwnominal ∈ [uw, uw]
a) Minimum value of the active and reactive power (PWG,
QWG):
Compute the active and reactive power, for minimum
3wind speed and maximum voltage, using the method
suggested in [11] i.e.,
PWG = PWG(uw, V ) (9)
QWG = QWG(uw, V ) (10)
b) Maximum value of active and reactive power
(PWG, QWG):
Compute the active and reactive power for nominal
wind speed and minimum voltage i.e.,
PWG = PWG(uwnominal , V ) (11)
QWG = QWG(uwnominal , V ) (12)
Else
a) Minimum value of the active and reactive power (PWG,
QWG):
Compute the active and reactive power, for minimum
wind speed and maximum voltage i.e.,
PWG = PWG(uw, V ) (13)
QWG = QWG(uw, V ) (14)
b) Maximum value of active and reactive power
(PWG, QWG):
Compute the active and reactive power for maximum
wind speed and minimum voltage i.e.,
PWG = PWG(uw, V ) (15)
QWG = QWG(uw, V ) (16)
D. Variable speed WG
In the case of variable speed WG it has been shown in
[11] that for normal range of voltage variations, the active as
well as reactive power do not vary. Further, the reactive power
either remains constant at the specified value (irrespective of
the wind speed variations) or corresponds to the one required
to maintain the specified power factor. Hence, in the normal
operating range, the active power output depends on the wind
speed alone and reactive power is constant or depends on the
active power output of the WG. Hence, the maximum and
minimum value of the active power output corresponds to the
one at maximum and minimum wind speeds respectively.
III. INTERVAL LOAD FLOW METHOD
The interval load flow method essentially means a procedure
to find a solution for the following interval load flow equations
i.e., solving (17),(18) for [Vp, Vp] (p ∈PQ buses) and [θp, θp]
(p 6=slack) for given [Pp, Pp] (p 6=slack), [Qp, Qp] (p ∈PQ
buses) and [Vp, Vp] (p ∈PV buses).
[Pp, Pp] = [Vp, Vp]
n∑
q=1
{[Vq, Vq](Gpq cos[θpq, θpq]
+Bpq sin[θpq, θpq])}, p = 1, ..., n; p 6= Slack (17)
[Qp, Qp] = [Vp, Vp]
n∑
q=1
{[Vq, Vq](Gpq sin[θpq, θpq]−Bpq
cos[θpq, θpq])}, p = 1, ..., n; p 6= PV, p 6= Slack (18)
where,
n is the number of buses
[θpq, θpq] = [θp, θp]− [θq, θq]
It must be noted here that (17),(18) differs from the standard
load flow equations in polar coordinates [14] since the active
and reactive power at all the PQ buses and active power and
voltage magnitude at all the PV buses are intervals.
The procedure for solving the non-linear interval load flow
equations (17),(18) involves two main steps [12]. The first step
is to find the load flow solution (voltage magnitude/angle, say
Vp0 /θp0) at the mid points of the intervals for [Pp, Pp] and
[Qp, Qp] i.e., at Pp0 = (Pp+Pp)/2 and Qp0 = (Qp+Qp)/2.
The next step is to calculate the elements of the standard load
flow Jacobian in polar coordinates are computed at Vp0 and
θp0 . From this, the interval for voltage magnitude and angle
are obtained. The procedure for computing the intervals for
voltage magnitude and angle is given below:
Algorithm for solving interval load flow equations
Given intervals for [Pp, Pp], [Qp, Qp] at all PQ buses and
[Pp, Pp], [Vp, Vp] at all PV buses, the interval for [Vp, Vp] at
all PQ buses and [θp, θp] at all PQ and PV buses are computed
in the following way:
i) Obtain the load flow solution at (Pp0 , Qp0 and Vp0) the
mid points of each of the intervals.
Let the solution be Vp0 and θp0 (p = 1, 2, ..., n+m+1).
ii) Let [Vp, Vp] = [Vp0 , Vp0 ] and [θp, θp] = [0, 0]. At the
slack bus the voltage magnitude and angle are point
intervals and are deterministic values equal to Vp0 and
zero respectively.
iii) Compute the elements of the load flow Jacobian matrix
(JPolar) at Vp0 and θp0 .
iv) Solve the following equations for [4V ,4V ], [4θ,4θ]
[4S,4S] = (JPolar)
(
[4θ,4θ]
[4V ,4V ]
)
(19)
where
[4S,4S] =
(
[Pp − Pp0 , Pp − Pp0 ]
[Qp −Qp0 , Qp −Qp0 ]
)
(20)
and JPolar is the standard [14] load flow Jacobian matrix
ie.,
JPolar =
(
∂P
∂θ
∂P
∂V
∂Q
∂θ
∂Q
∂V
)
(21)
where, ∂P∂θ ,
∂P
∂V ,
∂Q
∂θ ,
∂Q
∂V are the elements of the standard
load flow Jacobian matrix in polar coordinates [14] and
these elements are calculated at Vp0 and θp0 .
In order to solve the above equation, first the inverse
of the Jacobian matrix (JPolar−1) is computed. Later
interval arithmetic [15] is used to compute the product
JPolar
−1[4S,4S]. It must be noted here that interval
addition and multiplication is quiet different from the
usual addition and multiplication [15].
v) [Vp, Vp] = [V0 + 4V , V0 + 4V ] and [θp, θp] = [θ0 +
4θ, θ0 +4θ]
4IV. INTERVAL LOAD FLOW ALGORITHM WITH WG
OUTPUT UNCERTAINTY
For the interval load flow analysis suggested here, the WG
are modeled as PQ buses. However, the interval load flow
algorithm described in the previous section can not be directly
used because the interval range for P,Q of the WG can be
calculated only if the node voltage interval is known at the
WG bus (Section II). However, the node voltage interval is
not known till the load flow solution is obtained. In order
to account for this interdependency, a two step procedure
(interval load flow equations are solved twice) has been
suggested here.
if
Obtain the load flow solution at the mid 
point of the intervals for P,Q at all PQ 
buses, P,V at all PV buses and for the 
mean wind speed value at the WG 
buses, using the load flow algorithm 
given in [11]          
For this voltage value, and for the 
specified wind speed interval, compute 
P and Q intervals of the WG using the 
procedure given in Section II 
Consider WG to be PQ bus and 
compute the node voltage interval using 
the interval load flow method given in 
Section III 
For this voltage magnitude interval and 
the given wind speed interval compute 
P and Q output of the WTGU using the 
procedures given in Section II 
For the new P,Q intervals at 
the WG buses, recalculate 
the node voltage interval at 
all the buses using the 
interval load flow method
Fig. 1. Flow chart : Load flow analysis with WG (considering wind speed
variation)
A flowchart giving all the steps involved in computing the
node voltage intervals at all the buses in a power system
network considering the WG output uncertainties is shown
in Fig. 1. Here, the WG bus is considered as a PQ bus and at
the beginning of each iteration, for a given voltage magnitude
and wind speed interval, the interval range for active as well
as the reactive power output of the WG ([PWG, PWG] and
[QWG, QWG]) is obtained using one of the methods (depend-
ing on the type of WG) given in the Section II. For these
interval ranges of power at the WG bus, the interval range at all
the buses is calculated using the interval load flow algorithm
given in the previous section. Further, if there is uncertainty
in power/voltage magnitude at the other buses (load/generator
bus) then these can also be considered by representing them
as intervals. However, if there is no uncertainty then the
power/voltage magnitude are deterministic values and in the
interval load flow flowchart shown in Fig. 1 i.e., they are
considered to be point intervals. For example if the active
power at bus q is a deterministic value (say 0.1pu) then the
interval for the active power at bus is [Pq, Pq] = [0.1, 0.1],
i.e., Pq = Pq (this type of interval is called as point interval).
Further, it may be seen from the interval load flow algorithm
(Fig. 1) that the node voltage at all the buses will be intervals
if there is uncertainty in power/voltage magnitude at even
one bus. For example if the active power only at bus-p is
an interval (not point interval) then the voltage magnitude (at
all PQ buses) and angle (at all PV, PQ buses) are intervals.
V. SIMULATION STUDY
For the simulation study a 33 bus radial distribution system
[16] with all the four types of WG and a set of actual measured
wind speed data have been considered. Each WG is of 900kW
capacity and the data for these types of WG have been given
in Table I.
TABLE I
WG DATA
Parameter Types of WG
[12] Stall Pitch Semi-variable Variable
MW 0.9 0.9 0.9 0.9
kV 0.69 0.69 0.69 0.69
R1 (pu) 0.00643 0.0051 0.0051 0.0051
Xl1 (pu) 0.10397 0.04726 0.04726 0.04726
R2 (pu) 0.00567 0.00416 0.00416 0.00416
Xl2 (pu) 0.0794 0.08696 0.08696 0.08696
Xm (pu) 3.0246 2.6087 2.6087 2.6087
Xc (pu) 3.0246 2.6087 2.6087 2.6087
N 4 4 4 4
uwCI 4 4 4 4
uwCO 25 25 25 25
System base = 0.9MVA,0.69kV
In order to assess the impact of wind speed variation on WG
output and the distribution system voltage profile, the wind
speed variation is needed in addition to the WG and system
data. The wind speed interval is obtained from the measured
wind speed data at a typical wind site. Three different mea-
sured wind speed variation have been considered and these
measurements have been made over a period of 10 min. Since
the sampling frequency used in all these measurements is
35Hz, the measured wind speed data captures some fast wind
variations too. In [13] it has been stated that the high frequency
wind speed variations are very local and will not cause power
output variations. In order to eliminate the high frequency
components present in the wind speed measurements, it has
been suggested that the measured wind speed data should be
passed through a low pass filter.
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τ1 + s   wind speed
Measured Filtered wind
speed
Fig. 2. Wind speed filter: Block diagram
1) Computing wind speed interval/range: Fig. 2 shows the
block diagram of the low pass filter.
The raw data (measured wind speed) is first passed through
the low pass filter (Fig. 2). Later the filtered wind speed data
is used to find the minimum and maximum values. This has
been illustrated below for one of the wind speed measurements
considered here. For the study carried out here the time
constant of the low pass filter is taken to be τ = 4sec. The
filtered output as well as the raw (measured) wind speed data
have been shown in Fig. 3.
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Fig. 3. Wind speed variation with time
From Fig 3 it may be seen that the maximum and minimum
values of the filtered wind speed output are 5.7m/s and 9.8m/s
respectively while that of the measured wind speed data are
4.9m/s and 10.7m/s respectively. The same procedure has been
followed to obtain the wind speed interval for all the wind
speed data at the other three WG and these are given in Table
II.
TABLE II
WIND SPEED INTERVALS CONSIDERED AT EACH WG
Wind speed details WG details
[uw, uw] Mean WG Location
(m/s) wind speed type Bus No.
[5.7, 9.8] 7.8 Fixed speed 33
(stall)
[5.3, 7.5] 6.4 Semi-variable 6
speed
[5.5, 9.2] 7.3 Fixed speed 18
(pitch)
[5.3, 7.5] 6.4 Variable 25
speed
For this case, the WG power output and the node volt-
age intervals have been obtained using the interval method
suggested here and the Monte Carlo simulation. A summary
of the load flow results obtained using the proposed interval
method and using the Monte Carlo method are given in Table
III. From this table it may be seen that, even for the same
WG output intervals, the node voltage intervals obtained using
the interval method and the Monte Carlo method [8] are
different. It may be observed that the intervals obtained using
the Monte Carlo method is a subset of that obtained using
the proposed interval method. Further, it must be noted here
that the Monte Carlo method used in practice does not always
guarantee that the bounds obtained will correspond to the
worst case. This is because in reality, it is generally difficult to
ensure that the entire sample space is covered. However, the
interval method does not have this limitation and the manner
in which the interval arithmetic is carried out ensures that the
upper and lower bounds obtained correspond to the worst case.
Hence, for a given uncertainty in nodal power/wind speed, this
method always guarantees that the node voltage magnitude can
never be outside the computed interval. However, one of the
limitations of the interval method is that it is very difficult
to use it for large nodal power uncertainties (interval range is
broad). This is because, the interval method could compute a
voltage interval range which is so broad that it may have little
practical significance. Hence, the proposed interval method
could be effectively used to analyze the impact of small nodal
power uncertainties on the power system nodal voltages.
TABLE III
SUMMARY OF LOAD FLOW RESULTS-DISTRIBUTION SYSTEM
Bus WG power output Voltage Magnitude
No. [PWG] [QWG] [V ]
Interval Method
33 [0.1190 0.5577] [-0.0097 0.1345] [0.8819 0.9208]
6 [0.0847 0.2770] [-0.0150 0.0077] [0.9352 0.9559]
18 [0.0331 0.4920] [-0.0163 0.1118] [0.8957 0.9499]
25 [0.0960 0.3106] [0.0000 0.0000] [0.9668 0.9763]
Monte Carlo Method
33 [0.1190 0.5577] [-0.0081 0.1219] [0.8877 0.9142]
6 [0.0847 0.2770] [-0.015 0.0076] [0.9379 0.9533]
18 [0.0331 0.4920] [-0.0163 0.1117] [0.9037 0.9413]
25 [0.0960 0.3106] [0.0000 0.0000] [0.9678 0.9759]
VI. CONCLUSION
In this paper a new approach has been used to quantify the
effect of WG output uncertainties on the distribution system
node voltages. This approach is based on the interval method
of analysis. In this method for a given wind speed interval the
WG output uncertainties are computed. To compute the effect
of these uncertainties on the distribution system node voltages
an interval load method has been proposed. A comparison of
the results obtained from the proposed method with Monte
Carlo method has shown that the Monte Carlo method could
under-estimate the effect of WG output uncertainties on the
distribution system nodal voltages.
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Abstract — By adjusting the control of cold store 
compressors so that, in times of high wind energy 
availability cold store temperatures are reduced, energy can 
be absorbed which otherwise would be considered excess 
and therefore lower the price of electricity. In turn, this 
increases the value of wind energy paving the way for market 
forces to drive a higher penetration. The proposal is that the 
integration of renewable energy resources into the European 
electricity grid can be assisted by providing new facilities for 
energy storage, through the use of existing hardware and thus 
relatively little capital investment.  
 
Index Terms — cold store, control, energy storage, wind power. 
1. INTRODUCTION 
As part of an EU-funded project – NightWind – Risø is 
simulating electrical systems that enable the investigation of 
the interaction between cold stores and production from wind 
turbines. The simulation environment is Risø’s in-house 
software package, IPSYS, which is designed for assessing 
networks with multiple sources of energy.  
 
The Night Wind concept combines wind energy and 
refrigerated warehouses in an innovative way, in order to 
address some of the problems associated with high wind 
penetration. The warehouses are effectively used as energy 
storage devices by providing an additional means to help 
match demand and fluctuating supply. The Night Wind 
project aims to store wind power in the form of thermal 
energy by influencing the temperature control in refrigerated 
warehouses. In times of high wind supply the temperature 
can be lowered, using the “excess energy” and, additionally, 
decreasing future cooling demand. When wind power 
availability is low, the storage can be "discharged" by 
allowing the temperature to rise again. This has the effect of 
adding a "virtual battery" to the power system with relatively 
little investment in new hardware. 
 
Cold stores currently schedule their ability to store thermal 
energy with the control signal being the electricity price but 
this is derived purely from the traditional demand-supply 
pattern which simply results in cold stores using most energy 
at night time. The challenges are, then, to:  
 
• Simulate the co-ordination of cold store energy use with 
wind power generation to assess the impact on the 
amount of wind capacity in a system. 
• Implement a controller that by some means of 
forecasting can decide when energy can be “stored” or 
when energy should be “released” because there is a 
higher value in having the ability to store energy at 
some future point in time. Fundamentally, the controller 
always has the food safety temperatures as overriding 
limits. 
• Assess the means by which this co-ordination can be 
done, i.e. can a price signal be used which indicates the 
correlation of the amount of wind energy production 
with the electricity price, in a system with high wind 
penetration? 
• Consider how the enabling of cold stores to provide 
energy storage services to the grid can increase their 
competitiveness. 
• Investigate the extent to which temperature ranges in 
cold stores can be extended so that their storage of 
thermal energy can be increased. 
 
There are two main stages in the simulations:  
 
1) Simulation of a single cold store, some local wind 
turbines and a grid connection – this enables the 
fundamentals of the control system to be worked out, 
together with some degree of verification using data 
from an actual cold store belonging to one of the project 
partners. 
 
2) Representative simulation of a larger network to assess 
the impact of the Night Wind concept on a wider scale. 
It is intended that this should implement a more 
advanced development of the control system to include 
the influence of wind power availability and the 
electricity price. 
 
This paper further describes the concept, giving the 
background to the problems of increasing wind energy 
penetration in the European network. The simulation models 
together with the controllers being developed will be 
explained and the results of the investigation so far will be 
presented and conclusions drawn that serve to guide the 
continuation of the work. 
2. COLD STORE OPERATION AND TEMPERATURE CONTROL 
Cold stores are major users of electrical energy. The cold 
store which makes up the demonstration element in the Night 
Wind project consumes around 12 million kWh per year. 
Whilst it is one of the largest in Europe, the fundamental 
principles of operation are common with other cold stores. 
(Note that the focus here is on cold stores with an upper 
temperature limit of -18°C and not chilled stores where 
goods are maintained above freezing.) The major power 
consumption comes from the compressors within the 
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refrigeration units, whose main loads are the heat transfer 
from the external environment and from the goods coming 
into the store at around -7°C. The control system at present 
attempts to use cheaper night-time electricity, but invariably 
the compressors also need to run at times during the day to 
keep the temperature below the upper limit. 
2.1. Benefits of a new control scheme 
A new control schemes that takes account of the availability 
has potential attractions from a number of points of view:  
The cold store owner may be able to: 
− get added return for his investment (i.e. owning a cold 
store) if he becomes a wind turbine operator as well : 
• when the price of wind power is low, use it for own 
consumption 
• when the price of wind power is high, sell it 
− reduce operating costs by taking advantage of “excess” 
wind power. 
− sell the ability to defer load as an ancillary service to the 
power system operator. 
 
The power system operator may be able to:  
− increase the value of wind power. 
− achieve a increased ability to match actual and predicted 
generation. 
 
The European network may be able to: 
− increase the penetration of wind power as a whole. 
 
Above all, there is the potential to increase wind power 
integration at a low cost. 
 
In order to make these models match, the power price would 
have to reflect the supply of wind power (which it does at a 
high enough penetration, in a functioning market) 
2.2. Requirements for a new controller 
Traditional cold stores employ a simple thermostatic control 
with a certain hysteresis. The thermostat measures the 
temperature of the cold store air but the temperature of the 
product is not being taken into account. Since the air 
temperature is constant (within the hysteresis band of the 
thermostat), the product temperature will approach it 
asymptotically and stay almost constant as well.  
 
This situation does not hold anymore if the goal of storage of 
energy is considered. The economical and technical value of 
any energy storage device depends on its storage capacity 
and power rating. The latter is linked to the speed of energy 
conversion, i.e. the speed at which the device can be charged 
and discharged.  
 
The energy storage capacity of a cold store depends on the 
heat capacities of the stored products and the surrounding air. 
However, the volumetric heat capacity of products with a 
high water content – as most foods have – is more than 1000 
times that of air. Even if a cold store is almost empty, almost 
all of the potential for energy storage lies in small variations 
of the product temperature. From this perspective, the cold 
store air is just a transmission medium and small interim 
buffer. 
 
The charging and discharging rates are linked to the speed of 
heat transfer between the stored product and the air in the 
cold store. This speed is proportional to the temperature 
difference between the two. When the refrigeration machines 
(compressors) are operating, the air temperature quickly 
reaches a lower equilibrium TLE some degrees below product 
temperature TP, where the available cooling power equals the 
heat transfer from product to air plus the heat transferred 
from the outside. This equilibrium point will then slowly 
move towards lower temperatures as the product itself 
becomes colder. Once the refrigerators are turned off, the air 
temperature quickly rises towards a second equilibrium THE – 
this time above product temperature - where the heat transfer 
into the product equals the heat transferred from outside the 
cold store. As the product temperature slowly rises, this 
equilibrium moves towards higher temperatures as well. 
 
In order to achieve the highest possible charge rate, the lower 
setpoint of the thermostat must be set equal to, or below, the 
lower equilibrium point TLE, in order for the compressor to 
continuously stay on (maximum charge, 100% duty cycle). 
Lower charge rates can be achieved using setpoints between 
TLE and TP. Similarly, for the highest possible discharge rate, 
the upper setpoint of the thermostat has to be equal to or 
above the upper equilibrium THE (maximum discharge, 0% 
duty cycle). Note that the location of the equilibria depends 
on product temperature, and that a duty cycle of 50% does 
not necessarily correspond to charge-neutral behaviour. 
 
The use of food as a storage medium for thermal energy is 
quite demanding. Its temperature may vary only within well-
defined limits; too low temperatures cause damage, while too 
high temperatures have a detrimental effect on food safety. 
To address these concerns, and to get an idea of the current 
state of charge, the absolute food temperature needs to be 
known. However, direct measurement of food temperature is 
not common practise as it may vary slightly within the 
product and is dependent on where the product is in the cold 
store. Contractually, cold stores are obliged only to measure 
the air temperature so the challenge will be to estimate the 
product temperature using product heat capacities, product 
throughput and historical air temperatures.  
 
The goal of the new controller then, is to be able to use the 
high availability of wind power to lower the temperature of 
the product, whilst ensuring the food-safety limits of the food 
are not breached. 
3. THE SIMULATION MODEL 
The simulation has been implemented in IPSYS [1], a 
simulation engine developed by Risø. IPSYS focuses on the 
discrete control of distributed energy systems and the 
interaction between different system balances, such as 
electricity, heat, water etc. It is built in a modular way and 
consists of a core framework and a collection of system 
components, controllers and energy domains which can be 
plugged into the core. New types of components and 
controllers can be added to the simulation with relatively 
little effort. 
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The two main parts of the simulation built for the NightWind 
project are a representation of the grid connection and a cold 
store model. The grid representation (Figure 1) is modelled 
as a distribution feeder with connections to a wind turbine, 
the cold store and additional, lumped load. The focus of 
interest in the grid simulation lies with the interchange of 
power between the distribution feeder and upper voltage 
levels. 
 
The cold store model, shown in Figure 2, describes the heat 
exchange between three bodies – stored product, air inside 
the cold store and the environment. The refrigeration 
machinery consists of several identical units which can be 
switched on or off independent of each other. This enables 
operation under partial load. The product is represented not 
as a solid body, but as a loose stack of smaller bodies, 
yielding a relatively high ratio of surface to volume. The 
outside temperature is being read from timeseries data. 
 
 
Even though it is believed this model to be realistic enough 
to support the initial development of controllers, it is still 
incomplete and has a number of shortcomings. As the 
modelling work progresses, some of them will be addressed. 
 
• The model of the refrigeration unit is very simple. In a 
real-world refrigeration system, both the energetic 
efficiency (COP – coefficient of performance) and the 
cooling capacity depend on the temperature difference 
between evaporator and condenser. The present model 
assumes constant (fixed) COP and output, which is a 
reasonable first-order approximation if neither the outside 
temperature nor the store temperature are allowed to vary 
by more than a few degrees °C. 
• The simulation does not yet include the product flow in 
and out of the store. Because the heat capacity of food is 
much larger than that of the air in the cold store, almost 
the whole potential for energy storage is in changing the 
temperature of the product. “Leaks” in the storage system 
occur due to products being shipped off immediately after 
having been “charged”, i.e. cooled below the required 
temperature. These are inevitable to some degree, but can 
possibly be reduced if the control strategy considers 
product flow. 
• The heat flow model currently assumes perfect heat 
exchanges between product surface, cold store air and 
outer walls, as well as a homogenic air temperature 
throughout the whole volume. Because of forced 
convection present in the cold store, this is a reasonable 
first-order approximation, but the simulation can be 
expected to slightly exaggerate the amount of heat 
exchange between product and air. 
• The cold store is modelled as a single contiguous volume, 
representing the main storage area. In practice, cold 
stores have separate sections for initial (fast) 
refrigeration, intermediate storage and loading/unloading. 
These other sections operate at different temperature 
levels, and may not be able to participate in any load-
shifting control scheme applied to the main area: Fast 
refrigeration of incoming products, for example, cannot 
be deferred, even if the main area is “discharging”, i.e. 
the temperature rises. 
 
 
 
Figure 1. Simplified components of the simulation system. 
 
Figure 2. Heat transfer paths in the cold store model. 
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4. SIMULATIONS USING SIMPLE THERMOSTATIC CONTROL 
The first simulations were done using purely thermostatic 
control, i.e. it was only the temperature of the air that 
switched the compressors on or off.  
4.1. Cold store performance and response in the simulation 
The first very noticeable result in cold store performance 
from the simulations was the sensitivity of compressor 
cycling times to the temperature limits that were set for the 
air temperature. The cycling of the compressors predicted in 
the simulations is shown in Figure 3. Clearly, the tighter the 
required temperature band, the more frequently the 
compressors have to switch on and off.  
 
A closer look at the temperature profiles that are predicted by 
the simulations (Figure 4) reveals an explanation of what is 
going on. Please note the very different scales for the air and 
product temperatures. From the time beginning at the 
timestamp of 30 hours, it can be seen that product 
temperature is steadily rising as the warmer air transfers heat 
to the colder product. The air temperature is also steadily 
rising (but does not show up on the scale shown) because, 
despite losing heat to the product, it is gaining heat from the 
much warmer outside environment.  
 
 
Just before the 37th hour timestamp, the air temperature 
reaches -18°C and the compressors switch on. The air 
temperature quickly drops as the heat transfer to the 
compressors is much higher than from the outside or the 
product. When it reaches the lower temperature limit (set at -
22.5°C but due to the time step of the simulation, there is a 
slight overshoot) the compressors are switched off. Shortly 
after the compressors were switched on, the temperature of 
the air fell below the product and the heat transfer reversed 
direction (heat flowing from the product to the air) and thus 
the product temperature reduces. The product temperature 
continues to fall once the compressors are turned off again 
but not for long because the heat flow to the air from outside 
starts to increase the air temperature again. The air 
temperature rises again quite quickly until it reaches the 
same temperature as the product, at which point the rate of 
increase slows because the heat transfer from outside is 
somewhat counteracted by the heat transfer to the cooler 
product. The cycle then repeats itself. 
 
Salient points arising from these observations: 
 
• The simulations shown that, as predicted, the air 
temperature varies quickly whilst the product 
temperature varies slowly. This is dues to the very 
different heat capacities and means that, in order to act 
as a store of energy, the temperature of the product 
must be varied further than at present. The air mass 
stores very little energy itself. 
• The compressor cycling depends on the temperature 
range set for three reasons:  
a) The mass of air takes longer to cool because more 
heat transfer is required 
b) The cooler the air becomes the more heat transfer in 
from the outside (there would, in fact, come a stage 
at a low enough temperature at which the heat 
inflow from the outside would balance the heat 
transfer to the compressors and the air temperature 
could not be lowered any further.) 
c) The product average temperature lowers and thus is 
able to absorb more heat transfer when the 
compressors are off.  
 (In reality there is also the additional reason that the 
compressor efficiency drops off the colder the air 
temperature becomes.) 
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Figure 3.  Comparison of simulated compressor cycling with varying air 
temperature limits. 
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Figure 4.  Profiles of temperatures and compressor cycling for air 
temperature limits of -18 to -22.5 °C. 
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• There is an intricate interplay between the relative 
temperatures of the three bodies (the outside, the air, 
and the product) and their heat capacities (outside – 
infinite, the air – small, the product – large).  
 
Observations concerning the simulation model: 
• The heat transfer depends not only on the temperature 
difference but also on the surface area in contact 
between the two bodies. In this model, each cubic metre 
of product is assumed to have six square metres of 
surface area.  
• The heat transfer coefficient and heat capacities are 
taken as constant, i.e. it is assumed that there is no 
temperature gradient within the bodies and that the 
whole of the surface area is in contact with the core 
temperature of the other body.   
5. SIMULATIONS USING THE WIND-NOTICING CONTROLLER 
Following on from the relatively simple simulations above, 
the next progression was to look at how the availability of 
wind power would affect the compressor cycling if there was 
an attempt to run the compressors when there was sufficient 
wind power – in effect to “store” the wind energy. The aspect 
that was to be observed was the change in the use of energy 
from the electricity supply grid and electricity delivered to 
the grid depending on the wind turbine capacity installed. 
 
For these simulations, the thermostatic limits were kept the 
same, namely -18 to -22.5°C, which the normal controller 
would work to. A base case was run without any wind input 
and then the number of 300kW wind turbines was increased 
step by step to see the effect on the energy exchange with the 
grid. The switch-on and switch-off percentages for the wind-
noticing controller (i.e. the threshold at which the controller 
considered there was “sufficient” wind power) were also 
varied in a further set of simulations to see the impact this 
had. 
 
The wind-noticing controller also has the ability to switch on 
and off individual compressors. In the preceding simple 
simulations, there was only one compressor modelled. In the 
simulations that follow there are three compressors with the 
same combined power consumption as all three in the simple 
simulations. 
 
Since it was seen in the simple simulations that little energy 
could be store in the air – the density of the air has been 
increased by a factor of ten to try to represent some manner 
of energy storage capability. Whilst it is acknowledged that 
this is wholly unrepresentative of real physical conditions, it 
means that the objective of the controller (i.e. to control the 
air temperature) was not changed. 
 
5.1. Wind-noticing controller simulation results 
An output of one of the simulations is shown in Figure 5. 
This shows examples of incidences of the compressors being 
switched on by the thermostatic controller overriding the 
wind-noticing controller when the air temperature has 
reached the upper limit. It also shows instances of the wind-
noticing controller switching on the compressor when there 
was sufficient wind and switching it off when there was a 
lack of sufficient wind. 
 
Figure 6 shows the various power flows during a selected 
period of one of the simulations. The periods when a 
compressor is off show that the wind power generated is 
being fed to the grid. Conversely, when a compressor is on 
the wind power being produced is used with the deficit being 
made up from the grid up to the power of the compressor. 
 
A summary of the results of the two sets of simulations is 
shown in Figure 7, which shows that the wind-noticing 
controller is acting as expected, that is, as more wind 
capacity is added more is being “stored” in the cold store and 
less energy is being required from the grid. A lowering of the 
switch-on threshold also shows that the fall in energy being 
taken from the grid is more rapid. 
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Figure 5. Compressor actions in response to controller signals. 
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6. CONCLUSION AND FURTHER WORK 
Initial results from the first simulations that have been done 
with a controller that aims to minimise the exchange of 
energy with the grid show that, indeed, controller parameters 
can be adjusted so that the cold store can make use of the 
availability of wind energy.  
 
Work will continue on refining the cold store model, 
particularly with respect to the efficiency of the compressors 
but also with a verification exercise that will ensure that the 
energy consumption of the simulated cold store with a 
traditional controller is in line with the actual energy use of 
the project’s demonstration cold store.  
 
The simulation model will be expanded to represent a larger 
system, so that the advanced development of the control 
system to include the influence of wind power availability 
and the electricity price can be incorporated. 
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Abstract — To investigate active load management in distributed 
power systems, the FlexHouse research facility has been created. 
The objectives of this project, the system requirements and the 
discussion on software design are presented in detail, followed by 
the implementation of the hardware module with LabVIEW in this 
paper. The control of the FlexHouse ensures that studies can be 
performed on the reaction of this intelligent house to a hybrid power 
grid.  
Index Terms — Distributed power system, load-management 
research facility, LabVIEW. 
1. INTRODUCTION 
In many places of the world, power systems are in a state of 
rapid transformation. This affects business models and 
company structures as well as a whole range of technical 
aspects, from the choice of generation technologies to the 
practices of system operation and control. An important 
aspect of this development is a change in the energy mix and 
the location of generation facilities. Transmission and 
distribution grids, once designed for a small number of large 
fossil-fueled power plants, have to cope with an increasing 
share of production from small power plants. 
  In recent years, some countries have gained a high 
penetration of generation from grid-connected renewables, 
most prominently from wind power. Due to the intermittency 
of the new energy sources, these systems require additional 
operational flexibility to ensure the stability of the grid as 
penetration levels rise. 
  Active management of the consumption side, i.e. the load in 
a power grid is widely seen as one of the keys to achieving 
this flexibility. However, efficient use of load management 
demands tight integration with the power grid’s control 
system. 
  This paper introduces FlexHouse, a new experimental 
facility for exploring the technical potential of actively 
controlled buildings in power grids with a high penetration of 
renewable energy. A description of the facility is followed by 
a discussion of the requirements for the software platform on 
which building controllers can be executed. The 
implementation of the platform is described together with 
some initial controllers. 
2. INTEGRATION OF WIND POWER, SYSTEM FLEXIBILITY AND 
SYSLAB 
In power systems with an increasing level of wind power, the 
task of controlling the system is becoming increasingly 
demanding. The fluctuations of the wind power put large 
requirements for flexibility on the rest of the system to 
ensure the balance between generation and consumption. 
Figure 1 shows power demand and wind power generation in 
a power system, over a period of two days. It is clearly seen 
that the load has a daily pattern with some stochastic 
variations on top of it and that the wind power varies 
stochastically as well, while having no correlation with the 
load. It is also seen that the variations in wind power can be 
very large even in rather short timescales, i.e. from minutes 
to hours. Both the lack of correlation and the stochastic 
nature of the wind power put very strong requirements for 
flexibility on the rest of the system. 
Traditionally, there has been a separation between 
production and consumption of electricity: Consumption has 
been regarded a passive part of the system with respect to 
control, and therefore any generation mismatch causes by 
variations in wind power production has to be compensated 
by other generating units. It has been realised in recent years 
that there is a large potential for additional flexibility in the 
control of power systems by enabling active participation of 
the consumption side in the balancing of power. This 
potential mainly comes from the ability to defer consumption 
in cases where the exact time of power use is not critical for 
the application. 
Load management can be used in certain large industrial 
applications such as the refrigeration of cold stores or the 
lighting in greenhouses. Residential buildings offer 
possibilities as well; examples for such cases include many 
heating and cooling applications – space heaters, heat pumps, 
refrigerators, water heaters etc. – where thermal energy can 
be stored in the heat capacitances of buildings, water or food. 
Many automated household appliances, such as washing 
machines or dish washers, can defer the start of their 
operation by some time without a drop in perceived comfort 
level. 
The current development of information and 
communication technologies makes it possible to exploit this 
potential. It is, however, uncertain how it can be realised. 
Figure 1. Load and wind power variations 
NORDIC WIND POWER CONFERENCE, NWPC’2007, 1-2 NOVEMBER 2007, ROSKILDE, DENMARK 2 
 
There is a large need to investigate how flexible consumption 
should be implemented, seen from the perspective of power 
system control as well as from that of a consumer. Any such 
system will have to be integrated with the rest of the power 
grid’s control system – likely by means of a market for 
system services and an aggregation mechanism. In order to 
gain acceptance, the user’s needs have to be fulfilled without 
much noticeable compromise on perceived comfort. Ideally, 
the user stays in control while providing flexibility to the 
grid. 
3. THE FLEXHOUSE FACILITY 
During the last years, Risø DTU has established SYSLAB, a 
new laboratory for intelligent distributed control of power 
systems [1]. SYSLAB is built around a small power grid 
with renewable (wind, solar) and conventional (diesel) power 
generation, battery storage, and various types of consumers 
(See Figure 2). All components in the grid are remotely 
controllable and locally supervised by a “node” computer 
collocated with each unit. A high-speed data network 
connects all these nodes; together they form a distributed 
platform for testing new concepts for system controllers. 
One of the loads on the SYSLAB grid is a small, free-
standing office building, FlexHouse, which has been 
designed as a research facility for active load management. 
The building contains seven offices, a meeting room and a 
kitchen. The electrical load of the building consists of 
heating, lighting, air-conditioning, a hot-water supply and 
various household appliances, such as a refrigerator and a 
coffee machine. The combined peak load of the building is 
close to 20kW and dominated by ohmic loads, with the 
exception of fluorescent-tube lighting. 
All individual loads in the building are remote-controllable 
from a central building controller. The same controller is able 
to receive input from a multitude of indoors and outdoors 
sensors (see Figure 3): Each room is equipped with a motion 
detector, temperature and light sensors, window and door 
contacts. A meteorology mast on the outside of the building 
supplies local measurements of temperature, wind speed, 
wind direction and solar irradiation. These environmental 
measurements can be used for obtaining precise estimates of 
the heat flux in and out of the building. 
The building controller is able to communicate with the 
SYSLAB grid through its own node computer. This interface 
can be used to provide the controller with power system 
information, either as raw data or processed into e.g. a price 
signal. Information may also flow in the other direction, for 
example providing the power system controller with the 
expected near-future behaviour of the building loads. 
Comfort settings can be adjusted individually for each 
room of the building, by means of small touch-screen user 
interfaces. This approach allows the adaptation of the user 
interface depending on the chosen control strategy, and a 
comparison of user acceptance between different types of 
user interface. 
The main purpose of the FlexHouse facility is to serve as a 
test bench for comparing various strategies for active and 
passive load management. 
4. TECHNOLOGY AND SYSTEM REQUIREMENTS 
To realize the operation of the FlexHouse as a flexible load 
for the SYSLAB, there are general requirements for the 
FlexHouse software design. Firstly, it should interact 
successfully as a SYSLAB component and negotiate 
electrical demand with the SYSLAB environment. Secondly, 
the events and conditions in and around the FlexHouse 
should be collected and preserved into a database in order to 
provide information for the controller to make decisions and 
display the history records in some user interfaces. Thirdly, 
the controller can perform some automatic control algorithm 
to make the FlexHouse react to the external power grid 
(SYSLAB). Finally, user-visualization via TouchScreen and 
user-interaction via PDA should be supplied in the house.  
Considering the FlexHouse system carefully and deeply, 
we put forward the following technical requirements for the 
software design to fulfil the whole system’s general 
requirements: 
• Flexibility of the software architecture to provide a 
dynamic research environment. For example, the 
system allows the hardware structure, control 
algorithms and provided functionalities to be changed. 
• Reliability and robustness of the software architecture.  
• Allowing the system architecture to be distributed 
over a network. 
• Real time response of the system to the house events. 
• Possibility to change the software architecture at 
running time. For example, it is possible for us to 
change an algorithm inside the controller without 
shutdown the whole system. 
• User interfaces easy to be used and understood.  
• User identification 
 
 
Figure 2. Components in SYSLAB 
 
Figure 3. Sensors and actuators in FlexHouse 
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5. DISCUSSION ON SOFTWRE DESIGN 
According to the above requirements for the whole software 
design, we divided the whole system into different domains. 
The architecture of the software can be looked as a network 
where each node is an independent and autonomous module 
(See Figure 4). Each of them has different functionalities and 
can be developed individually. They can all provide an 
interface to communicate with the other entities through 
standard network technologies. A client/server architecture 
was used to carry out the communication and collaboration 
among the different modules.  
The Hardware module (HW) is dedicated to the 
management of all the EnOcean devices that are in or around 
the house. There are motion sensors, temperature sensors, 
window/door sensors, light switches, radiators and light 
actuator for collecting information or control. First of all, this 
module should achieve the wireless communication between 
sensors and a transceiver connected to the RS232 port of an 
embedded PC. At the same time, this embedded PC is 
connected to the power FlexHouse node unit and thereby 
interfaces with the rest of SYSLAB’s network. So it is 
possible for us to take the SYSLAB status like available 
power, wind speed and diesel load into account for 
controlling the house. Next, when there are new 
measurement data received from sensors, the HW module 
raises events and sends them to the other modules. 
Meanwhile, the HW module also receives commands from 
the Controller module. In addition, it should manage a state 
model for all the hardware devices.  
The Controller module processes the information provided 
by the HW, User Interface (UI), SYSLAB and Forecast 
modules in order that it makes control decisions on how to 
manage the house. Control command from the controller 
should be send out to control the different loads in the 
FlexHouse. To develop the first version of the system, at the 
beginning, we designed a basic controller which manages the 
real time temperature in the house without applying any 
particular policies to the behaviour of the house. In the 
future, with the purpose to optimize the behaviour of the 
house via the developed control algorithms, the evolution of 
the controller will need to collect information from SYSLAB 
environment, Database (DB), UI module, events from the 
HW module and energy model from the Forecast module. 
 The CORE module involves all the necessary 
functionalities to start and manage the applications for the 
FlexHouse system (Application Server). This module permits 
to build an architecture based on publishing/requesting of 
services from the other different modules. The core will 
provide, in fact, something like a Yellow Pages service in the 
system. In this way we can obtain a system that can be 
distributed on a network and give the maximum 
independence to each domain.  
The UI module permits the user to interact with the 
FlexHouse system via PDA. There is one PDA for each room 
in FlexHouse and a Touch Screen in the meeting room. The 
user not only can observe all kinds of information, such as, 
wind power capacity, electricity price and the status of the 
room in which he is, but also he can set some parameters to 
require a different behaviour for his room. At the same time, 
the user interface can show the real time measurement of the 
sensors and the energy information coming from the 
SYSLAB module. Web technologies have been chosen to 
develop this part. 
In the first place, the DB module is dedicated to the 
storage of the information on the happened events, 
measurement data, configuration messages, executed 
commands, state models and the logs of actions and 
decisions coming from the UI and Controller modules. In the 
second place, it provides history records as a reference for 
the Controller and Forecast module to create control strategy 
and for the UI module to display historic data.  
The SYSLAB and Forecast module are responsible for 
providing information about electricity price, electricity 
production, weather and energy forecast for the FlexHouse. 
SYSLAB and Forecast interact continuously to build an 
energy model for the house. For example, once SYSLAB 
receives a detailed weather forecast for Roskilde, it transmits 
this information to the Forecast module. The Forecast 
module deducts the loads it must serve and does some 
modelling work to predict how much solar and wind power 
will be available over the coming 24 hours. It provides this 
information for SYSLAB system to answer via an interface, 
where the price of electricity varies over time and 
consumption. Basing its elaboration on the past, present and 
future data about the energy management, the Forecast 
module can provide the best behaviour for the FlexHouse. 
There is a tentative plan to integrate the house users’ Outlook 
calendars into the Forecast module in order that we can 
obtain a better forecast for the future energy consumption. 
The different modules are maintained in a lightweight 
application server and can be started and stopped 
individually from a web interface (Figure 5). 
 
                    Figure 4. Architecture of the Flexhouse software design 
 
 
                    Figure 5. FlexHouse application server 
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6. IMPLEMENTATION OF HARDWARE MODULE WITH LABVIEW 
A LabVIEW (Laboratory Virtual Instrumentation 
Engineering Workbench) application can simply be moved 
from Windows machine to a Linux machine without 
modification as long as it dose not call any platform specific 
functions, i.e. Windows ActiveX components and Windows 
dll, etc. It also displays strong power when we use LabVIEW 
to implement the measurement and automation task. We can 
use NI-VISA to communicate with most instrumentation 
buses including GPIB, USB, Serial, and Ethernet. In 
addition, VIs (Virtual Instruments) built using LabVIEW are 
the easiest to control and share over the Internet since 
LabVIEW has a number of VIs, such as VI Server, 
Datasocket technology and general TCP/IP communication 
protocol that can be used to design and develop Internet-
enabled virtual instruments [2][3]. These are the reasons why 
we selected LabVIEW for the software implementation of 
the HW module in this project. It has shortened the 
development time and gained accuracy of measurement and 
control.  
The LabVIEW section in the HW module is responsible to 
interact directly with the hardware devices. It receives 
notification events from the event sensor and it gives 
commands to the actuators. This module represents as a 
stand-alone application and interacts with the rest of the HW 
Module. It communicates with the HW_Manager application 
through TCP/IP (Transmission Control Protocol)/ (Internet 
Protocol) mechanism. The HW_Manager is in charge of 
management of all the information that related to the 
FlexHouse. With its own IP address, the HW_Manager 
communicates with the HW_Interface via RMI (Remote 
Method Invocation) mechanism; meanwhile, it obtains the 
house information from the LabVIEW application and sends 
command from the Controller module to the LabVIEW side 
by the Java TCP/IP Socket, based on the LabVIEW default 
TCP/IP port 6340. 
6.1. RS232 program with NI-VISA 
We chose to use the EnOcean wireless products to realize the 
control tasks of the FlexHouse. Figure 6 illustrates a room in 
the FlexHouse equipped with EnOcean devices. There are 
motion sensors, temperature sensors, light sensors, window 
sensors, door sensors, radiators, light switches, and light 
actuators for control. In order to transform energy 
fluctuations into usable electrical energy, piezo-generators, 
solar cells, thermocouples, and other energy converters are 
used in these batteryless and wireless radio sensors and radio 
switches that need no maintenance during their whole 
lifetime. The signals of these sensors and switches can be 
transmitted across a distance up to 300 meters. The EnOcean 
transceiver (TCM120) is powered through a 5V DC USB 
supply. Communication is performed with RS-232 [4][5]. 
To obtain the transmitted/received message from the 
sensors and actuators, the local embedded PC was connected 
to the transceiver via serial communication port (RS232) and 
USB power supply. NI-VISA gives us the ability to easily 
create code to communicate with the EnOcean sensors and 
actuators. Our program written using VISA function calls is 
easily portable from Windows platform, to Linux system 
(Gentoo) without any modifications. (See Figure 7): 
6.2. Communication 
Although DataSocket (The National Instruments has 
developed an own version of Datasocket that simplifies data 
exchange between different computers and applications) can 
be used on Linux, Solaris and Macintosh, however, the 
DataSocket Server application is built on Windows-based 
ActiveX technology and so is only available for Windows 
environments. In our situation, the whole system is operated 
on Linux machine; therefore, we chose the classical TCP/IP 
communication protocols with LabVIEW supported on all 
platforms to achieve the communication between the 
LabVIEW application and HW_Manager. 
TCP/IP communication provides a simple user interface 
 
      Figure 6. Schematic rendering of equipment in FlexHouse 
 
 
Figure 7. RS232 configuration and NI-VISA  
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that conceals the complexities of ensuring reliable network 
communications [6]. In our case, we only need to develop the 
Client using LabVIEW TCP/IP functions and the Server is 
implemented in Java language. The process involves opening 
the connection, reading and writing the information, and 
closing the connection.  
6.3. Optimization of VI performance 
LabVIEW handles many of the details that we must handle in 
a text-based programming language. One of the main 
challenges of a text-based language is memory usage. In 
LabVIEW, we do not allocate variables, nor assign values to 
and from them. Instead, we create a block diagram with 
connections representing the transition of data. Functions 
that generate data take care of allocating the storage for those 
data. When data are no longer being used, the associated 
memory is deallocated. When we add new information to an 
array or a string, enough memory is automatically allocated 
to manage the new information. This automatic memory 
handling is one of the chief benefits of LabVIEW. However, 
because it is automatic, we have less control of when it 
happens. Since we work with large sets of data in this 
project, it is important to have some understanding of when 
memory allocation takes place. Also, an understanding of 
how to minimize memory usage can also help to increase VI 
execution speeds, because memory allocation and copying 
data will take a considerable amount of time. In our case, 
some useful rules helped us to create VIs and use memory 
efficiently, see the reference [7]. 
On the other hand, other factors, such as using local 
variable overhead and subVI call overhead, usually have 
minimal effects on execution speed, hence, when we 
designed the front panel, the best solutions were to reduce 
the number of front panel objects and kept the front panel 
displays as simple as possible. In addition, what we did to 
minimize subVI overhead was to turn subVIs into 
subroutines. The in-situ state of the FlexHouse can be 
observed through the LabVIEW front panel. (See Figure 8). 
 
7. CONTROL STRATEGY (FIRST VERSION) 
To verify the behaviour of the HW module and the 
communication ideas (RMI and TCP/IP communication) of 
the software design for the rest modules, such as the Core 
and Controller module. (See Figure 4), we used some simple 
control strategies (e.g. Bang-bang control) for the Controller 
to control the house’s temperature. The control objective is to 
maintain the temperature of the different rooms in the house 
at 22 ±3°C. Figure 9 is the control diagram. Utilizing this 
simple control algorithm, it proves that the system can work 
 
Figure 8. LabVIEW front panel in the HW module 
Start
Obtain the FlexHouse State 
from HW module
Is Temp. in the range 
(19,  25)oC?
Is Temp. > 25 oC?
Are Windows and Doors 
closed?
Turn ON Air 
Conditioner 
Turn OFF Heaters and 
Air Conditioner Turn ON Heaters 
Yes
No
No
Yes Are Heaters and Air 
Conditioner OFF?
No
No
Yes
No
 Yes
Receive a new event 
from HW module
Is the event relevant to the 
temperature management?
Yes
   
Figure 9. FlexHouse temperature control diagram 
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smoothly and what we did on the software design is feasible 
in the whole distributed system. 
 
8. FUTURE WORK 
At this moment, we are using an XML file to describe the 
state model of the house. Lately, a local or remote database 
should be built to store the historic records on the house 
state, configuration messages and control commands from 
the User Interface and Controller module, etc. Next, we must 
enforce the program’s security and stability for a long time. 
Finally, we should propose better control ideas on the load 
management of the FlexHouse in order to react to 
fluctuations in wind, and to perform power peaking-shaving. 
 
9. CONCLUSION 
Different communication methods (TCP/IP and RMI) have 
been applied successfully among the different modules in the 
whole system’s software design. With the help of LabVIEW, 
firstly, we performed the communication between EnOcean 
sensors or actuators and an embedded PC in the FlexHouse 
via NI-VISA. Secondly, the HW module could implement 
the communication based on TCP/IP with HW_Manager. 
The whole VIs program was portable from Windows 
machine to Linux platform. Finally, to test the basic 
functionality of the system, we designed a simple 
temperature control strategy and it performed successfully. It 
proves that various control strategies and theories can be 
investigated on how this intelligent house is used to stabilize 
fluctuations in the power grid with high penetration of 
renewable energy, in comparison with the actual power 
system presented within the SYSLAB. 
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Abstract — This paper outlines the structure of a simulation model 
to quantify the times and volumes of lost generation due to wind 
turbine cut outs at high wind speeds in a power system region. To 
deal with this issue, the paper will analyse the wind variability in a 
region with typical dimensions of hundreds of kilometres, 
considering time scales from seconds to hours. This time scale is 
selected to include the fast variability which may influence the 
response of the wind turbine controller, as well as the slow 
variability corresponding to the time it takes a weather system to 
pass a region. The idea is to develop a generic wind model, which 
combines the slow variability provided by large climate models 
using low resolution in time and space with a stochastic simulation 
model which adds the higher resolution in time as well as location.  
Index Terms —cut-out, high wind speeds, wind power variability. 
1. INTRODUCTION 
This paper outlines the structure of a simulation model to 
quantify the times and volumes of lost generation due to 
wind turbine cut outs at high wind speeds in a power system 
region.  
In power system regions with large scale wind power, the 
TSO’s and power producers with balancing responsibility 
have increased concern about wind turbine cut outs due to 
high wind speeds. This issue was pointed out in the UCTE 
position paper on Integrating wind power in the European 
power systems [1], and has been justified by the practical 
experience from the power system region in West Denmark. 
The passages of storm systems have caused loss of 
significant generation, which must be accounted for by the 
power balancing in the system.  
The concern about storm passages has a similar 
background as the concern about the response of wind 
turbines in the cases of faults in the transmission system. In 
both cases, the key problem is about loss of significant 
generation in the system. But there are also significant 
differences between the impact of storm passages and 
transmission system faults.  
First of all, transmission system faults are seen 
simultaneously by the wind turbines in the system, i.e. within 
time differences of maximum a few milliseconds, whereas a 
storm passage will take several hours.  
Another significant difference is that wind power 
predictions give a warning to the operator in advance of a 
storm passage, whereas faults in the transmission system are 
unpredictable. Although there is an uncertainty in prediction 
of the timing and strength of the storm front passage, the 
prediction makes in possible to ensure that the necessary 
reserves are online in due time.  
These differences clearly indicate that the grid fault issue is 
normally more critical to the system stability than the storm 
front passage. This is also hinted by the fact that wind 
turbine response to grid faults has been included in grid 
codes as requirements to wind turbines for several years, 
while there are not similar requirements to operation at high 
wind speeds.  
However, the experience with storms in the operation of 
the present Danish system, combined with the plans for 
doubling the installed wind power capacity from 
approximately 3000 MW today to approximately 6000 MW 
in 2025 [2] has caused increased focus on the issue.  
The cut-out of a wind turbine at high wind speeds depends 
on the wind speed measured on the nacelle and on the control 
algorithm implemented in the wind turbine. Most modern 
wind turbines cut out at 25 m/s, although several of the older 
wind turbines in the Danish power system cut-out at lower 
wind speeds.  
The wind turbine control system averages the measured 
wind speed before the wind turbine is cut out, and applies 
some hysteresis in the control before it cuts in again when 
the wind speed decreases.  This ensures that the turbine is not 
stopped and started unnecessarily many times at high wind 
speed. The cut-out is done to protect the mechanical structure 
of the wind turbine, but the shut down and start up itself at 
high wind speed stresses the wind turbine mechanically.  
Enercon has introduced a storm control [3] to mitigate the 
effect of a storm passage on the power system balancing. The 
idea is to modify the power curve of the wind turbine so that 
it does not drop directly from rated power to zero when the 
cut-out wind speed is reached. Instead, the power curve 
decreases gradually towards zero power for high wind 
speeds. This approach is patented by Enercon, but many 
other control strategies can be developed to mitigate the 
storm effect.  
Obviously, Enercon has taken the storm control into 
account in the mechanical design of the wind turbine, and a 
Danish research project [4] is also studying the effect on the 
mechanical loads when the wind turbine is operated at higher 
wind speeds. The idea of the present paper is to develop a 
tool that can be used to study the effect of new wind turbine 
control strategies on the power balancing task.  
In order to be generally useful, not only for the present 
wind power installations but also to study possible future 
wind power development scenarios, and also not only for 
Denmark but also for other power systems, such a tool 
should be able to simulate the wind speed simultaneously at 
wind turbines with specified geographical locations. And the 
time scale of the simulation should be from approximately 
one minute to several hours, to cover the fast response in the 
wind turbine control system as well as the relatively slow 
passage of a storm front over a region. As an indication, a 25 
m/s storm front will approximately take 8 hours to pass 200 
km through a region.  
This paper presents the idea of developing such a tool as a 
combination of climate models with relatively low resolution 
in time and geographical position with stochastic simulation 
model which can simulate with much higher resolution. 
Climate models are based on historical data, while the 
stochastic model simulates variability dependent on the 
selection of a random seed. Thus, the amount of data time 
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series available from the climate models is limited to the 
historic period that it is based on, while the stochastic model 
in principle can simulate an infinite number of data time 
series.  
In the following chapters, the climate models and the 
stochastic model are first presented. Then the approach for 
combining the models is described and analysed, and finally 
conclusions are drawn. 
2. CLIMATE MODELS 
There are several climate models that provide data time 
series for longer historic periods. They are mainly 
characterised by the geographic area that they cover, the 
resolution in time and space, and the historic period which is 
included.  
Figure 1 shows the resolution for a number of selected 
climate models. The models are described in a little more 
details below. The NCEP/NCAR and the ERA models are 
global, while the MPI models are regional.  
National Centers for Environmental Prediction / National 
Center for Atmospheric Research (NCEP/NCAR) [5] 
provide 59 years (1948 – 2006) of data with a resolution 
1.875º × ~1.9º and 2.5º × 2.5º, every 6 hours.  
European Center for Medium range Weather Forecasting 
(ECMWF) [6] provide the Re-Analysis data (ERA) for 45 
years (1958 – 2001) in total, with the resolution 2.5º × 2.5º, 
every 6 hours.  
The German Max Planck Institute for Meteorology 
provides regional data driven by ECMWF 15 years Re-
Analysis data (ERA-15) for 1979 – 1993, supplemented with 
ECMWF analysis data for 1994 – 2003. Data is available for 
all Europe with a resolution of 50 km × 50 km, 1 hour, and 
for Germany+ with a resolution of 10 km × 10 km, 1 hour.  
For the present purpose, if all Denmark should be covered 
by highest possible resolution, the MPI 50 Reanalysis data is 
applied. 
3. STOCHASTIC SIMULATION MODEL 
The stochastic model applied was published in the first 
version under the name PARKWIND [7]. The first version 
included a standard turbulence model as the source of wind 
variability to simulate the wind speeds at a number of wind 
turbines with specified geographical location. The turbulence 
mainly specifies the variability within a few minutes. Since 
this model underestimated the variability on a little longer 
term, a new version of the model has been implemented [8], 
including slower variability of the wind speed (typically 
variability within one hour).  
The basic idea of the stochastic simulation model is based 
on the power spectral densities (PSD’s) of the wind speed at 
each location where a wind turbine is operating, and the 
coherence function between these wind speeds. With these 
input functions given in the frequency domain, the 
simulation model simulates random time series with the 
specified PSD’s and mutual coherence functions. 
The stochastic simulation model has been verified by 
measurements from the 160 MW offshore wind farm Horns 
Rev [9]. For the present purpose, the intension is to use it in a 
full power system region, possibly West Denmark or all 
Denmark. 
Figure 2 shows the location of wind turbines in Denmark. 
The source data for this is available on the Wind Turbine 
Master data register [10]. Besides the location of each wind 
turbine, this data register contains information about the hub 
height, rated power and commissioning date of the turbines. 
Thus, the data register can be used as basis for simulation of 
the wind power in the present and future systems. 
4. COMBINATION OF MODELS 
The simplest, and probably most operational way of 
combining the models is to simulate the wind speed u[x,y](t) in 
a position (x,y) as the sum of  the climate model contribution 
uCM[x,y](t) and the stochastic simulation contribution uSS[x,y](t), 
i.e.  
 [ ] [ ] [ ] )()()( ,,, tututu yxSSyxCMyx +=  (1) 
With this approach, the PSD of the stochastic simulation 
contribution is needed. Since the added variability from the 
stochastic simulation is random, we can assume it is not 
correlated with the climate model contribution. Thus the 
relation between the PSD’s S[x,y](f)  of u [x,y](t), SCM[x,y](f)  of 
uCM[x,y](t)  and SSS[x,y](f)  of uSS[x,y](t)  is 
 [ ] [ ] [ ] )()()( ,,, fSfSfS yxSSyxCMyx +=  (2) 
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Figure 2. Wind turbine locations in Denmark.  
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Now, the unknown PSD SSS[x,y](f) to be applied in the 
stochastic simulation can be found from PSD S[x,y](f) of the 
actual wind speed and the PSD SCM[x,y](f) of the climate 
model data. For this purpose, the PSDs S[x,y](f) and SCM[x,y](f) 
have been calculated on the locations shown in Figure 3, 
where 10 min mean values of wind speeds have been 
measured during several years. 
Figure 4 shows the PSD’s for the Horns Rev location. 
Since the MPI 50 and MPI 10 climate models provides the 
wind speed in 10 m height, the model data is compared to 
measurements in 10 m height. The MPI data points of the 50 
km grid and 10 km grid closest to the Horns Rev location has 
been selected. 
 
Figure 4 shows a good agreement between measured and 
climate model data for frequencies f < 1 day-1. This indicates 
that the model wind speeds are scaled correctly regarding 
roughness and height. However, already for frequencies  f > 
3 day-1, i.e. for period times less than 1/3 day = 8 hours, the 
PSD’s of climate models are only half of the measured PSD, 
indicating that only half of the fluctuation energy is present 
in the climate model. For frequencies  f > 4 day-1, i.e. for 
period times less than 6 hours, the PSD’s of climate models 
are only a quarter of the measured PSD, indicating that the 
amplitudes of the climate model waves at that frequency 
have only half the size of the measured amplitudes. 
Another interesting observation is that the 50 km and the 
10 km climate models are quite similar for frequencies f > 8 
day-1, i.e. for period times less than 3 hours.  
Figure 5 shows the corresponding PSD’s for the Kegnæs 
site, where the measurements are also done in 10 m height. It 
is seen that there is a small difference between the energy for 
frequencies f < 1 day-1. Since the measurements are in 10 m 
height as are the climate model results, this indicates that the 
terrain roughness is a little less on the Kegnæs site than it has 
been assumed for the selected grid points in the climate 
models.  
 
Figure 6 shows the comparison for the Risø site, where the 
measurements were done in 44 m height. The measured PSD 
is here higher than the climate model PSD’s for frequencies f 
< 1 day-1, which is expected because of the height difference. 
It is also noted that the 50 km grid PSD is much closer than 
the 10 km grid PSD to the measured PSD, which is probably 
because the roughness length assumed in the climate model 
is greater for the nearest 10 km grid point than for the nearest 
50 km grid point. 
Finally PSD’s are shown for the Sprogø and Tystofte sites 
in Figure 7 and Figure 8. These sites are interesting because 
they are relatively close to each other, and the Sprogø site is 
almost offshore while the Tystofte site is on land. The sites 
has similar PSD’s for the 50 km grid, but the PSD’s for the 
10 km grid capture some of the difference between offshore 
and onshore. 
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Figure 3. Measurement sites.  
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Figure 4. Measured (10m mast) PSD S[x,y](f) compared to climate model 
(MPI) PSD’s SCM[x,y](f) for the Horns Rev site.  
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Figure 5. Measured (10m mast) PSD S[x,y](f) compared to climate model 
(MPI) PSD’s SCM[x,y](f) for the Kegnæs site.  
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Figure 6. Measured (44 m mast) PSD S[x,y](f) compared to climate model 
(MPI) PSD’s SCM[x,y](f) for the Risø site.  
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Figure 7. Measured (11m mast) PSD S[x,y](f) compared to climate model 
(MPI) PSD’s SCM[x,y](f) for the Sprogø site.  
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The conclusion of this is that data should be corrected for 
the difference in roughness length and measurement height. 
Further research has indicated that better results can be 
obtained using the pressure gradient data of the climate 
models rather than the wind speed data. The idea is to first 
simulate the geostropic wind speed based on the pressure 
gradient, and then apply the local roughness at each wind 
turbine location to provide the local wind speed. It is 
expected that this will reduce significantly the gap between 
the PSD’s for frequencies f < 1 day-1.  
After those corrections have been made, the work can 
proceed with estimating the gap in the PSD’s for frequencies 
f < 1 day-1, which will define the PSD SSS[x,y](f)  which should 
be applied in the stochastic simulation. 
5. WIND TURBINE MODEL 
The wind turbine model should output a power time series 
based on the input wind speed time series. A steady state 
power curve is considered a sufficient basis for such a model, 
neglecting the aeroelastic and control dynamics, except for 
the control algorithm applied for cut-out or power reduction 
at high wind speeds.  
The actual control algorithm applied for cut-out at high 
wind speeds is not known, and it will vary from one type of 
wind turbines to another. For a model of the state-of-the-art, 
it can be assumed that the wind turbine will cut-out the wind 
turbine when the average (e.g. 10 minute) wind speed 
reaches 25 m/s. It can further be assumed that the wind 
turbine will restart when the wind speed again decreases to 
below a certain value. Some hysteresis should be included, 
e.g. applying a restart wind speed of 20 m/s.  
6. CONCLUSION 
The model proposed in this paper has not been implemented, 
and as a consequence, it is also not validated. Still, initial 
data analysis look promising, and the following conclusions 
can be made at this state: 
The climate model data seems to reproduce the measured 
wind speed variability for frequencies f < 1 day-1 quite well 
for an offshore site, where the roughness assumed in the 
climate model is close to the roughness on the measurement 
site.  
For measurements on land sites, the model must correct for 
the difference between the assumed roughness in the climate 
models and at the measurement site Further research has 
indicated that better results can be obtained using the 
pressure gradient from the data of the climate models rather 
than the surface wind speeds for this purpose.  
Finally, the model must correct for the difference between 
the assumed height above ground in the climate models and 
at the measurement site. 
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Figure 8. Measured (10m mast) PSD S[x,y](f) compared to climate model 
(MPI) PSD’s SCM[x,y](f) for the Thystofte site.  
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Abstract — Based on a configuration with low cost and high 
reliability, disturbance injection method is employed to achieve the 
maximum power point tracking (MPPT) for the small wind turbine 
generating systems(SWTGS) in this paper. State space averaging 
method is used to model the whole system, and its nonlinear and 
linearization model are given. The choosing principle of two crucial 
parameters of disturbance magnitude dm and angular frequency ω 
are proposed by the frequency response analysis of the system. 
Experiment results show that the disturbance injection method of 
MPPT, system modeling and theoretical analysis are correct and 
practical. Results obtained in the paper lay the foundation for the 
application of disturbance injection method of MPPT to SWTGS, 
and have theoretical significance and practical value in engineering 
Index Terms — disturbance injection method, maximum power 
point tracking(MPPT), small wind turbine generating systems 
(SWTGS), state space averaging modeling 
1. INTRODUCTION 
The small wind power is one of the promising research and 
development fields in using the wind energy. The small wind 
turbine generating systems (SWTGS) of 1-10 kW, which can 
operate alone or connect with the power grid, can be installed 
in some areas of hills, grasslands, islands and even cities due 
to its flexibility. Though there are some 160 thousand sets of 
small wind power systems operating at present in China, its 
potential market is huge throughout the world[1].  
Because of its small capacity and geographic location, it is 
important and essential for SWTGS to have low cost, high 
reliability as well as high efficiency. To meet these 
requirements, various system configurations and maximum 
power point tracking (MPPT) strategies have been reported 
[2]-[11]. The scheme proposed in [4] has the characteristics 
of simple structure and inexpensive hardware, for no position 
or speed sensors and complicated digital controllers are 
employed to realize MPPT control strategy or capture as 
much energy as possible from wind, and some analysis for 
the system performance has been done by means of both 
transfer function method and experiment. In this paper, state 
space averaging method is used to model the proposed 
SWTGS and its theoretical analysis of disturbance injection 
method of MPPT is carried out. As a result, the choosing 
principle of two crucial parameters of disturbance magnitude 
dm and angular frequency ω are given. Finally experiment 
verifies the correctness of system modeling and theoretical 
analysis for SWTGS. 
2. DISTURBANCE INJECTION METHOD OF MPPT[4] 
The configuration of SWTGS shown in Figure 1 has the 
advantage of low cost and high reliability because it consists 
of permanent magnet synchronous generator, diode rectifier 
and chopper, and no speed sensors are needed to track the 
maximum output power of wind turbine. Output power or 
current of chopper is adjusted by controlling its duty due to 
almost constant voltage across the battery. 
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Figure 1. Configuration of SWTGS 
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Figure 2.  Relationship between output power and duty  
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Figure 3.  Principle of disturbance injection method 
A disturbance injection method of MPPT for SWTGS is 
shown in Figure 2 and 3. A sine disturbance signal with 
certain magnitude and frequency is injected to the chopper, 
and output current is sampled at the time of π/2 and 3π/2 
each cycle, respectively I1 and I2. The control law can be 
described by the following equations 
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Suppose that the phase lag between output current and 
injected disturbance signal is φ. Because of the sampling 
time of output current, φ=(2n+1)π/2 when the system gets the 
maximum output power point, where n is integral. The 
precondition for (1) is that: ( )ππππϕ nn 22/,22/ ++−∈  if 
the system is operating at area A; ( )ππππϕ nn 22/3,22/ ++∈  if operating at area B. When 
this condition is not satisfied, d0 in (1) will change into 
∫ −−= dtIIKd )( 210                           (2) 
Disturbance magnitude dm and angular frequency ω are 
two critical parameters of the disturbance injection method of 
MPPT for SWTGS. If dm is too big, large current fluctuation 
will occur in the system; If dm is too small, it will be not easy 
to detect the current difference at sample times, and not 
beneficial to get better control performance. If ω is too big, 
the phase lag of system will increase, and system realization 
will become difficult; If ω is too small, the dynamic response 
of the system is slow and control performance gets bad. The 
choosing of dm and ω will be discussed in the following 
sections. 
3. STATE SPACE AVERAGING MODELING OF SWTGS 
3.1. Electrical circuit model 
For simplicity, the following assumptions are made for the 
system: 1) the property of wind turbine is simulated by a DC 
motor; 2) the property of synchronous generator and 
rectifying bridge with diodes is approached by a DC 
generator; 3) Boost chopper is employed; 4) the battery 
property is equivalent to an ideal voltage source in series 
with a resistor; 5) the property of inverter and load is similar 
to a resistor. Based on the assumptions above, the equivalent 
circuit of SWTGS is shown in Figure 4. 
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Figure 4.  Equivalent circuit of SWTGS 
3.2. Mathematic model 
Since it is difficult for the conventional method to be used to 
model the electrical circuit with switching devices, state 
space averaging method is employed here to model it [12]. 
Two main steps of state space averaging method are: 1) the 
individual state equations which correspond to ‘on’ or ‘off’ 
state of the system are obtained respectively; 2) the total state 
equation is acquired by weighing these individual state 
equations. 
Assume that switching device and diodes have the same 
voltage drop Vd when they are ‘on’ state, and the current of 
inductor of chopper is continuous (duty is d). If current of 
inductors, voltage of capacitors and angular speed of 
generator are chosen as state variables, the state equation of 
the whole system is obtained by state space averaging 
method 
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where, [ ] [ ]TddTLgmm VUEuiuiiX ==   U,21ω  
When the system gets into steady state, its output current is 
( ) ( ) ( )
( ) d
L
L
m
m
g
g
dd
L
l
m
g
d
R
RR
RRdR
K
K
R
VdU
RR
RdE
K
K
d
i
++−+⎟⎟⎠
⎞
⎜⎜⎝
⎛+
−−+−−−=∞
0
02
2
0
2
1
111
)(
    (4) 
3.3. Linearization model 
The system described by (3) is a nonlinear one, for it 
contains the product of variables. Equation (3) is linearized 
near its equilibrium point for dynamic analysis. Suppose that 
the system is on equilibrium state, we have d=d0, x=x0, id=id0 
A(d)=A(d0). If a small disturbance ∆d near equilibrium point 
is injected into the system, then  d=d0+∆d, x=x0+∆x,  
id=id0+∆id,  A(d)=A(d0)+A(∆d). Substitute them into (3), and 
use ∆d and ∆id as input and output respectively, we get 
linearization model of the system by rearranging them 
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(5) 
its transfer function is 
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where, coefficients in (6) are the function of system 
parameters, and not listed here due to its complication. 
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4. CHARACTERISTICS ANALYSIS 
4.1. Steady state analysis 
Since equation (4) is a second order function of d, its 
maximum output current id* exists and is unique. Neglect of 
(1-d)2 term in denominator, optimal d*and maximum output 
current id*  are obtained respectively 
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It can be seen from (7) that d* mainly depends on four 
parameters of E, Ud, Kg and Km. If E increases or decreases, 
d* will decrease or increase, i.e., d* varies with the wind 
speed. Equation (8) shows that id* has something to do with 
not only the four parameters mentioned above, but Rm, Rg 
and Rd  as well. In a word, equation (7) and (8) can be 
conveniently used for the system analysis and design.  
4.2. Frequency response analysis 
When parameters of the experimental system are used and 
E=100V, bode diagram of linearization model is shown in 
Figure 5. Similar bode diagrams can be obtained for different 
E. 
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Figure 5. Bode diagram of linearization model 
It can be seen from Figure 5 that: 1) when d0 changes from 
0.6 to 0.7, notable change happens in bode diagram, i.e., d0* 
is in between 0.6 and 0.7; 2) when φ=±90°, the system gets 
into equilibrium state. Equilibrium point is usually different 
from optimal point, and the difference between them relies 
on ω. 3) When ω is relatively small, if initial d0<0.6, d0 will 
increase and approach to d0* under the direction of controller, 
because 0°≤ φ <90°; if initial d0>0.7, d0 will gradually 
approach to d0*, because 90°<φ ≤180°;  4) when ω is 
relatively large, d0 will approach to certain equilibrium point. 
Because bode diagrams are very near, the equilibrium point 
is usually far from optimal point. 5) magnitude response is 
relatively smooth in lower frequency. 
In summary, considering together the dynamic 
performance of the system, the choosing principle of 
disturbance magnitude dm and angular frequency ω is: 1) ω is 
as large as possible when it is guaranteed that the system  
will acquire or approach to d0*; 2) dm depends on magnitude 
response and allowed fluctuation of system. 
4.3. Phase lag analysis 
If there exists phase lag in the system, its phase response will 
move down. If angular frequency ω is given, d0 will go away 
from d0*, and output current will drop. Phase lag in the 
system comes from system itself and current detection 
circuit. Low pass filter (LPF) is introduced in current 
detection circuit to suppress current fluctuation. When 
angular frequency ω is given, phase lag of LPF can be 
calculated. Phase lag compensation of LPF can be carried out 
by changing the sampling time of output current. 
5. EXPERIMENT RESULTS 
In experimental system, DC motor with additional exciting 
current is used to simulate the wind turbine; permanent 
magnet synchronous generator from wind mill is employed; 
switching device is MOSFET and its switching frequency is 
40 kHz; DSP acts as controller; triangle waveform generating 
circuit is used to modulate pulse width; battery group 
consists of 4 single batteries of 12V. Parameters of the 
experimental system are listed in Table 1. 
Table 1.  Parameters of the experimental system 
name value name value name value 
J (Kg·m·m) 0.0047 Rg (Ω) 1.386 Ud (V) 47.6 
Rm (Ω) 2.0 Lg (mH) 1.1 R0 (Ω) 1.51 
Lm (mH) 1.8 La (mH) 0.167 RL (Ω) 30 
Km (V·s/rad) 0.81 C1 (μF) 1300 Vd (V) 1.25 
Kg (V·s/rad) 0.32 C2 (μF) 6.8 Rd (Ω) 0.005 
 
5.1. Steady state characteristics 
When E is given, and d changes from 0.1 to 0.8 with the 
interval of 0.1, output current for each d forms a curve of 
steady state characteristics for system. Different curves for 
different E as well as those for analytic model are shown in 
Figure 6. It reaches a conclusion from Figure 6 that analytic 
model matches the experiment result apart from small d. In 
fact, the chopper usually works at the duty d of above 0.3. 
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Figure 6. Steady state relationship between output current and duty 
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5.2. Maximum power point tracking 
According to the choosing principle of disturbance 
parameters, ω=10×2π rad, dm=0.05 and K=10. Steady state d 
and id are shown in Figure 7 , where E=160V. It shows that 
the closed loop control system achieves the maximum power 
control, where d0* and id0*  are 0.60 and 6.4A respectively. 
When E has a sudden change from 160V to 80V, d0* 
gradually converges to a new optimal duty of 0.75, where 
new optimal output current is 1.7A. Waveforms of variables 
are shown in Figure 8. This shows that the controller is able 
to search optimal point ‘on line’ and make the system 
generate the maximum power all the time even when wind 
speed changes. 
 
d
di
 
Figure 7. Waveforms of MPPT  (E=160V) 
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Figure 8. Waveforms of MPPT (E=160V drop to 80V) 
5.3. Performance improvement 
When compensation phase matches the phase lag from 
current detection device, the maximum output current can be 
obtained. The optimal compensation phase is about 30º, the 
maximum output current is shown in Figure 9.  In fact, when 
E=160V, more current of 0.5A (power 24W) is obtained, i.e., 
the efficiency of electricity generation is improved by 7.7%. 
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Figure 9. Performance improvement of phase lag compensation 
6. CONCLUSION 
Small wind turbine generating systems(SWTGS) has found 
certain applications and has a large potential development all 
over the world. Because of the geographic locations and 
working conditions, its property of low cost, high reliability 
and high efficiency has been paid much attention.  
Based on a simple structure of SWTGS, disturbance 
injection method of maximum power point tracking (MPPT) 
is employed to capture as much energy as possible from 
wind. State space averaging method is used to model the 
entire system, and its nonlinear and linearization models are 
given. Dynamic and steady analysis of the system model 
sheds the light on the nature of disturbance injection method 
of MPPT. As a result, the choosing principle of two crucial 
parameters of disturbance magnitude dm and angular 
frequency ω are proposed. Experiment results prove that the 
disturbance injection method of MPPT, system modeling and 
theoretical analysis are correct and practical.  
Results obtained in the paper can play the guidance role in 
analysis, design and application of disturbance injection 
method of MPPT to SWTGS. 
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Abstract — This paper presents an ongoing project to construct a 
computer modelling tool based on MATLAB/Simulink and the 
wind turbine simulation code FAST for simulating wind turbines on 
a floating foundation. It summarises how hydrodynamic forces can 
be modelled in a computationally efficient way using linearization 
techniques, and shows how these techniques are applied to a 
specific floating foundation design. 
Index Terms — Computer modelling, Floating offshore wind 
energy, System identification.  
1. INTRODUCTION 
In many parts of Europe and other areas of the world, 
desirable onshore space for wind energy development is 
becoming scarce, and developments are stopped by public 
demand as property owners resent having wind turbines in 
their view. Even offshore installations are having trouble 
with protests because they are too close to the shore. And so, 
development is moving towards even greater sea depths and 
distance to shore, which eventually requires a floating 
foundation. 
 
A floating foundation presents different conditions for a 
wind turbine than a foundation firmly fixed into the ground 
or seafloor. A floating structure is subjected to wave 
excitation forces and forces that depend on the movement of 
the structure. In order to properly control a wind turbine 
mounted on a non-fixed foundation, it is important to be able 
to predict how the platform will respond to the forces it is 
subjected to by the wind turbine mounted on it. 
 
This paper presents a continuation of the work presented in 
[1]. The purpose is to provide an overview of the work that 
has gone into creating modelling tools that can be used for 
simulating floating wind turbines, and the future plans for the 
project. The modelling approach consists of modifying the 
existing wind turbine simulation code FAST to accept input 
from a linearised model of the hydrodynamic forces 
implemented in Simulink. This gives us a computationally 
efficient simulation tool that allows us to model the complete 
system of a floating wind turbine, including aero- and 
hydrodynamics as well as electrical and electromechanical 
components. This can then be used for designing and testing 
control systems for the full system. 
2. MODELLING BASICS 
This section treats some of the basic elements of modelling 
the dynamics of floating structures in general and the 
modelling of floating wind turbines in particular. 
 
2.1. General representation of floating structures 
The j-th equation of motion for a body moving in six degrees 
of freedom can be written as: 
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where ( )jkα ω is the frequency-dependent added mass, 
( )jkβ ω is the frequency-dependent potential damping, and jkc  
is the restoring coefficient. Djτ  are diffraction forces, caused 
by waves breaking against the body. Ajτ are actuator forces 
and E
jτ are other external forces. These last two elements 
typically represent wind forces and, in the case of a floating 
wind energy converter, the forces from the turbine itself. 
 
2.2. FAST wind turbine simulation 
code 
FAST is an aeroelastic wind turbine 
simulation code developed at NREL 
in Colorado, USA. It is written in 
Fortran, and can be interfaced with 
Simulink for use in controller design 
and development. As FAST is an 
open source program, it can be 
modified by users to suit their needs. 
 
2.3. Platform and WAMIT model 
The simulation tool which is being 
developed is intended to be useable 
for modelling a multitude of platform 
designs. However, this research is 
based on a specific design consisting 
of a ballasted, tubular buoy with a 
relatively conventional horizontal 
axis wind turbine mounted on the 
platform. This is similar to concepts 
which are being developed in 
Norway today [2]. The floating 
platform, as illustrated in figure 1, is 
a cylindrical concrete platform. The 
cylindrical section is 9.4 meters in 
diameter and 108 meters long. The 
wind turbine itself is attached to a 
coned section that adds a further 12 
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figure 1: geometry of 
the platform 
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meters to the height of the platform, so the total draught from 
the water surface is 120 meters. 
 
To get the frequency-dependent hydrodynamic coefficients 
( )jkα ω  and ( )jkβ ω  we use the program WAMIT. The 
illustration in figure 1 shows a graphical representation of the 
panel data used when calculating hydrodynamic data for the 
platform in WAMIT 
 
The geometry file that is shown in the illustration is 
generated with a MATLAB script, but for more complex 
geometries a modelling program such as Multisurf would be 
preferable. 
 
With WAMIT, a total of 52 frequency samples are generated 
for each of the 36 components of the frequency dependent 
added mass and radiation damping matrices. 
3. LINEARIZATION OF RADIATION FORCES 
The frequency-dependent hydrodynamic coefficients found 
with WAMIT can be used to identify linear state-space 
systems that can be solved in simulations to approximate the 
time-dependent hydrodynamic forces. These approximations 
can be used both in simulations and as a basis for model-
based controllers. There are multiple available methods for 
finding linear representations of the radiation force 
convolution integral, and several of these have been 
examined as part of this work. 
 
The hydrodynamic forces in (1) can be represented in a 
convolution integral form, which gives the following 
formulation of the equation of motion: 
 
6 6 6
1 1 1
6
1
( )
( ) ( )
jk jk k jk k jk k
k k k
t
jk k
k
D A E
j j j
m a q b q c q
K t q dσ σ σ
τ τ τ
= = =
= −∞
+ + +
+ −
= + +
∑ ∑ ∑
∑ ∫
 
  (2) 
where ( )jk jka α= ∞  and ( )jk jkb β= ∞ are frequency-
independent added mass and potential damping coefficients, 
and the frequency-dependence of the radiation forces are 
represented by the convolution integral. The constant added 
mass term jka is usually nonzero. For a body that is holding 
station, i.e. not experiencing any continual motion through 
the fluid, the parameter ( ) 0jkβ ω →  as ω →∞  [4]. For 
the purpose of this work we therefore assume that 0jkb = . 
 
To get to a linear model, we start out with the tables of 
( )jkα ω and ( )jkβ ω  generated with WAMIT and try to find a 
good approximation to the transfer function ( )jkK ω . This is 
the frequency domain representation of the convolution 
integral:  
( ) ( )
t
jk jk kK t q dµ σ σ σ−∞= −∫   (3) 
 
We can find ( )jkK ω  directly in the frequency domain through 
the following equation as explained in [5]: 
 
( ) ( ( ) ) ( ( ) )jk jk jk jk jkK b j aω β ω ω α ω= − + ⋅ −  (4) 
 
Alternatively, we can find the time-domain impulse response 
representation ( )jkK t by numerically solving one of the 
following equations [3]: 
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0
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Using (6) is generally preferable to (5), as the former 
converges faster. 
 
Finally, we wish to represent the solution to the convolution 
integral (3) as the output of a linear state space system: 
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The system in (7) is easily implemented in software such as 
MATLAB/Simulink. Calculating the output of a state space 
system is also very computationally efficient compared to 
solving (3) for each time step of a simulation. The 
linearization result can also be used as a basis for model-
based controller structures. 
3.1. Kristiansen’s method 
This method is detailed in [3], but will be summarized here. 
Kristiansen’s approach consists of constructing an impulse 
response from the available frequency domain data by 
numerically solving equation (6), and then using a time 
domain system identification algorithm to find a linear state 
space system that represents this impulse response. 
Kristiansen uses Kung’s SVD algorithm, as implemented in 
the MATLAB function IMP2SS. 
 
IMP2SS yields high order models, with the model order 
sometimes going as high as 280. To get a model that is more 
computationally efficient, a square root balanced truncation 
model reduction is performed, using the function BALMR 
from MATLAB Robust Control Toolbox.  
3.2. Least squares fit to frequency response 
This approach is treated in more detail in [4]. With this 
method, a state-space representation is found directly from 
the frequency domain data, rather than going via a time-
domain impulse response. 
 
We start out by noting that the transfer function 
jkK can be 
expressed as the ratio of two polynomials: 
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Furthermore, ( )jkK jω is a complex valued function, and it 
can be seen from (4) that: 
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By converting the frequency dependent added mass and 
potential damping into a vector of complex values, we can 
use a least squares fitting method to find a linear system that 
gives approximately the same frequency response. McCabe 
et. al. [4] use the commercially available INVFREQS 
function in MATLAB. 
 
3.3. Subspace methods 
Subspace methods are a family of model identification 
routines that use a subspace approximation to find state space 
models. Tests have shown them to be both fast and to give 
good results. Subspace methods are well suited for finding 
state space models based on data in the form of samples of 
the frequency spectrum of the input ( )k kU U ω= and output 
( )k kY Y ω= at a set of M frequencies kω . Subspace 
methods usually involve representing the measured input and 
output data in vector-matrix form 
 
= Ο +ΓY X U  (11) 
 
where Ο is the extended observability matrix and Γ is a lower 
block-triangular Toeplitz matrix. It should be noted that only 
U and Y are known. The challenge is then to remove the 
influence of the ΓU-term, estimate the range space of the 
ΟX-term and calculate the state space system’s A and C 
matrices from the estimated observability matrix. Finally, the 
B and D matrices are estimated from A and C. [6] treats this 
subject in more detail. 
 
The method that is used in this work is implemented in the 
function N4SID in MATLAB System Identification Toolbox. 
The algorithm itself is described in section 10.6 of [7]. 
4. LINEARIZATION RESULTS 
All three linearization methods mentioned in the previous 
chapter were tested with the data generated in WAMIT and 
the results compared. 
 
The time it took to calculate the finished state space models 
when using the three methods was noticeably different, 
Kristiansen’s method being particularly CPU intensive. 
Calculating the state space representation of 
11( )K ω  took 
more than half an hour with Kristiansen’s method, while the 
two other methods computed a solution within a matter of 
seconds. All computations were performed on a 2.4 GHz 
Pentium 4 CPU with 1 GB main memory. As the calculations 
only have to be performed once, solution time is not a factor 
in selecting a method. 
 
The results when using the different methods were noticeably 
different, however. Figures 2 and 3 show a comparison 
between the transfer function
11( )K ω  computed from the 
WAMIT data and the result from the different linear 
approximations. Please note that this single example does not 
give anywhere near the full picture. The various methods 
were tried out on all 36 elements of the radiation force, and 
linear systems with orders ranging from third to 20th were 
generated and compared. However, this example is very 
representative of the observed behaviour of the different 
linearization techniques.  In this example, we have used 8th 
order linear systems. 
 
The impulse response method required long calculation 
times, but provided fairly good results. However, it had a 
hard time capturing some phenomena, such as the twin-
peaked frequency spectrum shown in figure 2. It generally 
gave a good result for the phase angle. 
 
Least squares fit proved to be somewhat difficult to get good 
results with. Very often it would come down to a choice 
between good amplitude results or good phase angle results. 
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figure 2: amplitude of K11(ω) 
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figure 3: phase angle of K11(ω) 
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A configuration that gave good amplitude matching would 
tend to yield phase angle spikes, where the phase angle was 
drastically different from the original data over a short 
frequency interval. Alternately, a configuration that gave 
good phase angle results would yield poor amplitude 
matching. Overall, getting good all round results with the 
least squares fit method was often a case of time-consuming 
testing of many different settings. 
 
The subspace method was the one that proved to give a 
linearization that most accurately match the original data. As 
can be seen from figure 2, the subspace method follows the 
amplitude curve of the original data very well, and this was a 
general tendency. Phase angle also matches very well, except 
for the lowest frequencies where it for some cases tended to 
go towards π radians rather than 0. 
 
For the moment, the subspace method is the one that yields 
the best results, and will be used in simulations. Hopefully it 
is possible to improve the low frequency phase response, but 
if not care will simply have to be taken when simulating to 
avoid very low frequency excitation of the system. 
5. BUILDING A SIMULATION MODEL 
As mentioned in section 4, the subspace linearization method 
implemented in MATLAB System Identification Toolbox 
proved to be a very good tool for providing a linear model 
that can be used in simulations for calculating the radiation 
forces. Another advantage is that the toolbox also includes 
Simulink blocks that make it simple to implement state space 
models found with linearization tools in Simulink. 
 
The next stage in modeling is the wind turbine itself. For this 
we have, as mentioned earlier, chosen to use the software 
FAST, available from National Renewable Energy 
Laboratory (NREL) in the USA [8]. The program is available 
with source code, and both a standalone implementation and 
a Simulink S-Function implementation are available. 
 
FAST solves both the aeroelastic equations for the 
aerodynamics of the blades and rotor, and the equations of 
motion for the wind turbine as a whole. Therefore, it is 
possible to model a wind turbine on a floating foundation 
simply by adding the hydrodynamic forces to the equation of 
motion. The chosen method involves dividing the 
hydrodynamics into two components. The constant added 
mass matrix [ ]jka  is made part FAST’s platform 
configuration file and simply added to the mass matrix of the 
turbine when solving the equations of motion. The frequency 
dependent component is modeled using the subspace 
linearization approach detailed in the previous section, and 
the 36 state space systems are implemented using the 
idmodel Simulink block that is part of the System 
Identification Toolbox. 
 
Doing this required adding six new inputs to the FAST S-
function, as well as modifications to the routine for loading 
the platform configuration file. While the programming job 
is done, there has unfortunately not been time to test the 
system by the time of writing. 
6. CONCLUSION 
In this paper we have summarized how linearization can be 
used to provide a computationally efficient tool for 
simulating the hydrodynamic forces on a floating platform. 
While this project concerns the modelling of floating wind 
energy converters, the same approach is useful in simulating 
other offshore structures such as wave energy converters.  
 
Several different methods for generating linearized 
representations of the hydrodynamic forces have been 
compared to each other, and the conclusion is that subspace 
linearization provides the overall best results.  
 
With the tools available in MATLAB/Simulink, we can 
connect a hydrodynamic model with a modified 
implementation of the wind turbine simulation code FAST. 
Simulink also provides us with many options for simulating 
the electrical and electromechanical components of the wind 
turbine. In other words, this will provide us with a flexible 
tool that can simulate all major aspects of a floating wind 
energy converter. 
 
The finished model can then be used to simulate existing and 
proposed designs for floating wind energy converters. It can 
be used for design and testing of control strategies aimed at 
optimizing the power production and reducing structural 
stresses. 
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Abstract — Covering the peak loads with a reliable safety margin is 
a task that becomes more difficult in the moment that base load 
power plants are exchanged by renewable energy resources. This is 
an issue that might affect Germany in the next years. This paper 
analyses the power plant mix in Germany and calculates the wind 
power capacity credit for different scenarios. The contribution of 
the wind power on covering the peak loads in discussed. 
Index Terms — Balancing wind power, capacity credit, power plant 
park. 
1. INTRODUCTION 
The German power plant mix will suffer strong changes in 
the next decades. On the one hand, the renewable energies 
will keep their growth tendency. On the other hand nuclear 
power plants will be shutdown. To assure the energy supply, 
gas turbines will be installed. 
How many conventional power plants can be shutdown 
after installing a certain amount of wind turbines, keeping 
the same security of supply as before? This question is the 
issue of this paper, considering the situation of Germany 
now and in the future.  
The main idea of calculating the capacity credit is to make 
a verification to which extent the wind power is capable to 
substitute conventional generating plants. 
2. POWER PLANT MIX 
The 3 main types of power plant in the German power 
generation park are the nuclear, the hard coal and brown coal 
power plant, each of them contributing approximately with 
one quarter of the total generated electricity. The rest is 
distributed in water, wind, gas, oil and other types with small 
share on the total generation. 
2.1. General Situation 
There are 18 nuclear power plants in operation in Germany 
and no concession is planned to be given to new ones. The 
last nuclear plant is planned to be shutdown in 2020. Today 
there is a big discussion about the prolongation of the 
operation licences of some nuclear power plants. An example 
is the block Biblis A, which is supposed to stop operating in 
2008, and there has been a renegotiation of its shutdown for 
2011.  
The hard coal power plants, working as medium load, will 
still be constructed in the future, but not as much as others 
will go out of operation. The power plants running on natural 
gas, typically working as peak load, will gain importance and 
assume a part of the generation in the middle load region. 
The brown coal power plants, working on base load, will still 
be active, but will reduce their participation on the total 
power generation.  
The water power, including pump storage stations, does 
not have a good potential for growing, since there are almost 
no more sites to place such power plants in Germany. 
The other renewable energies, such as biomass, 
photovoltaic and geothermal have been experiencing a fast 
growth in the last years, but are still in an early stage of 
development. The same is valid to the CHP (combined heat 
and power), that receives incentives through the CHP law 
(KWK-Gesetz). 
2.2. Wind Power 
Today, the wind capacity in Germany amounts to 20621 MW 
corresponding to 5.7% of the generated electricity in 
Germany according to BWE  (Bundesverband Windenergie), 
stand of January 2007 [1]. According to DEWI (Deutsches 
Windenergie-Institut), the expected capacity for 2014 
amounts 30811 MW [2]. The further development of the 
wind will be given specially on the construction of offshore 
wind parks and repowering of onshore old unities. 
2.3. Prognosis 
The most relevant study to make a prognosis of the German 
power plant park has been done by the institutes EWI and 
Prognos called “Energy Scenarios for the Energy Forum 
2007” [3]. It forecasts the development of the energy 
resources for electricity generation until 2020 in 3 different 
scenarios, based on the energy policies of the 2 biggest 
political parties. Table 1 shows the resulting installed 
capacity of various types of power plant in 2005 and the 
expectation for 2020. Scenario RE (renewable energies) 
represents a favourable conjunction to the renewable 
energies while scenario NP (nuclear power) is favourable to 
the extension of the operation licence of the nuclear power 
plants. 
Table 1. Installed capacity and participation on electricity generation of 
various types of power plants. 1: Installed capacity in MW, 2: participation 
on electricity generation in %. [3] 
2005 Scenario RE 2020 
Scenario 
NP 2020 
Types of  
Power plants 
MW1 %2 MW % MW % 
Water 12.1 4.6 12.5 5.7 12.5 5.5 
Nuclear 21.5 26.3 7.1 8.4 21.5 29.1 
Hard coal 29.4 21.6 25.0 14.8 19.2 9.3 
Brown coal 22.0 24.8 15.7 21.3 15.7 17.1 
Natural gas 23.3 11.4 29.3 20.8 24.9 16.1 
Oil 5.5 1.9 3.2 0.9 3.2 0.9 
Others 6.0 4.7 199 11.2 14.2 9.3 
Wind 18.4 4.4 37.7 14.9 32.7 11.5 
Photovoltaic 2.1 0.3 12.5 2.0 8.2 1.2 
Total 140.3 100 162.8 100 152.1 100 
 
According to this study, in the scenario RE the wider use of 
fluctuating renewable energy will, on the one hand, stimulate 
the use of gas fired power plants, due to its flexibility. On the 
other hand, the shutdown of nuclear power plants would 
stimulate the use of coal power plants, to cover the base load. 
On scenario NP, the coal fired plants lose the full load hours 
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to the nuclear plants. The renewable energies would 
decelerate the growth, and so the natural gas fired plants. 
3. PEAK LOAD 
One of the main arguments against wind energy is its small 
contribution to the assured power needed to cover the peak 
loads. It is generally assumed that between 5 and 10 % of the 
installed wind power can be counted as sure for the moments 
of high load. 
The total net capacity in Germany is estimated in 
124,3 GW by the VDN [4]. The net capacity is the gross 
capacity subtracted from the consumption of auxiliaries in 
the generation plants. The assured power at the year peak 
load in 2006 was 86.2 GW, being the load 77.8 GW. The 
resulting free load was 8.4 GW. According to [5] Germany is 
the UCTE country with the percental lowest free power and 
should make sure to not let it fall below unacceptable levels.  
Table 2 shows the status of the power capacities during the 
peak load. The reserve for system operational services 
constitutes the primary and secondary control reserves, 
which can not be used for covering the load. Some capacities 
were under revision and outage. The not available power 
represents limitations of the power plants like low water 
level  in water power plants, low wind speed,  lack of fuel, 
lack of licence to operate, etc. 
Table 2. Power balance of the electric power supply in Germany at the 
moment of the year peak load in 2006. [4] 
Power status Net-Power  
[GW] 
Load 77.8 
Free Power 8.4 
Assured Power (Subtotal) 86.2 
Reserve for system operational services 7.9 
Revision 2.4 
Outage 4.0 
Not available power 23.8 
Total power inland 124.3 
4. INTEGRATING WIND POWER 
The DENA-Study [6] is in Germany the main Study about 
the integration of the wind energy into the network. 
Basically, it proposes the construction of new transmission 
lines, which will carry the power from the windy coastal 
region in the north to the industrialised regions in the south. 
Furthermore, it adverts to the need of increased acquisition of 
regulation power by the transmission system operators, to 
balance the wind forecast errors, and the maintenance of long 
term reserves for covering the peak loads.  
The actions described in the DENA-Study can be seen as 
the natural solution for the problem of integrating the wind 
energy. Nevertheless, there are other possibilities under 
research that could become economically feasible in the 
future, reducing the need of constructing new transmission 
lines and contracting energy reserves. A very promising 
technology is the demand-side management, which could 
adapt the user to the conditions of the energy system, helping 
to balance the wind power. Another alternative solution is 
making the use of storage systems in vicinity to wind power 
generation. In the case of Germany, the air compressed 
energy storage seems to be a good possibility, since it has 
favourable geographical conditions for being installed in the 
north of the country. The balancing of the wind power by 
decentralised small power plants operating as a virtual power 
plant is also not discarded. The communication technologies 
will be in the future connected to the generating system, 
enabling them to work on a coordinated way. 
5. CAPACITY CREDIT 
5.1. Definition of capacity credit 
The capacity credit is a measure of the ability of the energy 
resource to statistically produce an ensured available power. 
This term is normally related to the intermittent renewable 
energies. The availability of the system becomes specially 
critical during the periods of peak load and unexpected 
outages of big power plants. In those moments, the installed 
wind capacity is able to contribute with the energy supply. 
The amount of power of the wind turbines that can be 
considered sure is the capacity credit of the wind power. 
Normally it is given in percent of the installed power. 
The capacity credit is the gain on assured power. The 
power can be considered sure according to a reference called 
security of supply level. In this work, a security level of 
99 % was chosen, the same used in the DENA-Study. This 
represents the probability in which the power will be 
available in a certain moment. In other words, the power 
supply is not 100 % sure.  
5.2. Calculating capacity credit 
To calculate the capacity credit of wind power, it is 
necessary first to determine the ensured power of the 
conventional power plants in the electrical system. This is 
done with the method of the recursive convolution. The 
probability distribution of the sum of two independent 
random variables is equal the convolution of their individual 
distributions. So, to have the distribution function of the 
whole power plant mix, the convolution of the functions of 
all the power plants is done.  
An example of an available power distribution function of 
a single generation plant with rated power 500 MW is 
described in the picture below. The power plants have 
normally only 2 status: available with rated power and not 
available. Only the unplanned disconnections of power 
plants are considered as unavailable, since planed repairs, for 
example, are done in the moments of light load. The 
probability of an outage is according to the DENA-Study 
between 1.8 % and 3.8 %, corresponding to the type of 
power plant.  
 
 
Figure 1.  Available power distribution function of a conventional thermal 
power plant with a 3% probability of outage. 
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The recursive convolution of each function results on the 
available power distribution function of the power plant mix. 
Finally, the resulting function is convoluted with the 
distribution function of the wind power. 
The integration of the distribution function of available 
power results in the diagram that is shown below. There, it is 
made possible to read to which probability a certain capacity 
will be available on a determined moment. By plotting this 
curve with and without considering the wind power it is 
possible to read to which extent the wind power contributes 
to the security of supply. The difference of the two points 
marked on the curve is the gain on ensured power, called 
capacity credit.  
 
 
Figure 1.  Wind power capacity credit with a security level of 99 %. 
A list of different methods for calculating the capacity credit 
is given in [7]. In [8] the history of this subject is reviewed 
and a large number of sources is given. 
6. RESULTS 
The capacity credit of wind power was calculated for the 
scenarios of the power plant park showed on table 1. The 
recursive convolutions were made based on a list of the 
German power plants containing the information of rated 
power and probability of outage. The power distribution of 
the wind turbines was generated based on the time series of 
the total wind power fed into the network in Germany in the 
year of 2006. If the scenario being calculated has a different 
installed wind power than from 2006, it is assumed that the 
time series of wind power change linearly according to the 
difference.  
The values in table 1 represent gross power capacities in 
the power system. These values were transformed to net 
values, based on the [3]. The number of power plants under 
revision is estimated in being equivalent to 2 % of the total 
capacity in winter, according to the forecast of power balance 
done by VDN (Verband der Netzbetreiber) for the years of 
2005 until 2015 [5]. In summer this number goes to 10% of 
the total capacity, because the load is significantly lower than 
in winter. The reserves for operational services are estimated 
in ca. 10 % of the load. For the German case this is 
equivalent to ca. 7 GW. The estimation of not available 
power was taken from the same study. Considering only the 
conventional energy sources it amounts ca. 4 % of the total 
net capacity. 
After the values from the scenarios in table 1 were 
transformed to net capacities, and the system reserves, power 
plant under revision and not available power were subtracted 
from them, the resulting list is compared to the data base of 
power plants. The data base is completed with power plants 
having typical values, until it reaches the number of power 
plants that represent the scenario that is being calculated. 
Finally, the recursive convolutions are done, including the 
power distribution function of the wind turbines, and the 
capacity credit is calculated. 
Table 3 shows the capacity credit of wind power for 
scenarios RE and NP in percent of wind capacity.  For the 
year of 2006, the resulting value was 7.98 %. 
Table 3. Capacity credit of the scenarios RE (renewable energies) and NP 
(nuclear power) in percent of the total installed capacity of wind turbines. 
         Scenario 
 
 Year            
RE NP 
 2010 7.14 7.39 
 2015 6.49 6.85 
 2020 5.94 6.39 
 
It is concluded that the assumed changes in the power 
plant park does not significantly affect the capacity credit. 
The dominating factor for the capacity credit is the amount of 
wind energy in the electrical network. The figure 2 illustrates 
this by showing the calculated capacity credits as a function 
of the installed wind capacity.  
 
Figure 2. Capacity credit as a function of the installed capacity of wind 
turbines. 
The measured values of wind power used as basis for this 
calculation could cause uncertainties on the prediction of the 
power distribution in the next years. It is acceptable that the 
average wind speed on the turbines might increase in the 
future. The main reasons are the construction of higher 
towers by repowering inland wind turbines and the location 
of turbines on offshore sites, with more favourable wind 
conditions. 
7. SUMMARY AND FURTHER RESEARCH 
This paper analysed the power plant mix in Germany and 
discussed the tendencies for the near future. It showed the 
conditions of the power plant park during the moment of 
peak load, that is the situation in which the concept of 
capacity credit is applied. The topic integration of wind 
power was reviewed, discussing shortly the conventional and 
the alternative solutions. A definition of wind power capacity 
credit was given, as well as a description of how to calculate 
it.  
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The wind power capacity credit was calculated based on 
the example of the scenarios RE (renewable energies) and 
NP (nuclear power). The constitution of the power plant park 
did not affect significantly the results. The total installed 
wind power was the most important factor. 
As an issue for further research, the author considers of 
relevance the analysis of the effect on the ensured power the 
mentioned possible solutions for balancing the wind energy, 
such as demand-side management and storage systems. 
REFERENCES 
[1] BWE. http://www.wind-energie.de/.  
[2] DEWI. WindEnergieStudy 2006 – Market Assesment of the Wind 
Energy Industry up to the year 2014. 
[3] EWI/Prognos. “Energy Scenarios for the Energy Forum 2007” 
[4] VDN. Jahresbericht 2006. 
[5] VDN. Leistungsbilanz der allgemeinen Stromversorgung in 
Deutschland. Vorschau 2005 – 2015. 
[6] DENA. Energiewirtschaftliche Planung für die Netzintegration von 
Windenergie in Deutschland an Land und Offshore bis zum Jahr 2020. 
[7] C. Ensslin, A. Badelin, Y. M. Saint-Drenan. The Influence of 
Modelling Accuracy on the Determination of Wind Power Capacity 
Effects. 
[8] G. Giebel. Wind Power has a Capacity Credit – A Cataloge of 50+ 
Suporting Studies.  
Wind Farm Repowering: A Case of Study
Luis Selva
Renewable Energy Engineer
Albacete (SPAIN)
Email: luisselva83@hotmail.com
Miguel Can˜as and Emilio Go´mez and Antonio Pujante
Renewable Energy Research Institute
Dept. of Electrical, Electronic
and Control Eng. EPSA
Universidad de Castilla-La Mancha
02071 Albacete (SPAIN)
Email: emilio.gomez@uclm.es
Abstract— Wind farm repowering involves the replacement
of smaller and middle sized wind turbines with state-of-the-
art multi-megawatt turbines. In this paper, a detailed study of
the repowering of a wind farm is presented, by computing the
generated active power from existing wind turbines and the new
ones. The active power generated with the wind turbines are
totalized to obtain the yearly generated energy, analyzing so
economic studies, taking into account the repowering costs too.
I. INTRODUCTION
Wind power has developed dramatically in recent years;
indeed, over the past few years, new installations of wind
power have surpassed new nuclear plants. This growth is
even more impressive in Europe as it is shown in Table I,
where appears Europe’s wind energy generating capacity by
December 2006. Taking these growths into account, it is clear
that wind power has become a competitive technology for
clean energy production, and will provide in the near future
two digit percentages in many country energy supply. Two are
the reasons justifying these figures: the technology employed
—mainly in the wind power turbines— and the policies and
incentives offered in these countries.
In Europe, Germany headed the list with 20 622 MW
connected to the electrical network, followed by Spain —
11 615 MW— and Denmark —3 136 MW—. These three
countries alone accounted for 74% of the wind power capacity
installed in European Union by end of 2006, Table I. Figure
1 shows in detail the evolution of the installed wind power
capacity, in absolute terms per year —figure 1(a)—, the
accumulated value —figure 1(b)—, and the average electrical
rated power of the installed wind turbines per year —figure
1(c)—.
Obviously, the first wind farms installed in Spain, or other
countries, were located in sites where the highest wind re-
source was found. These wind farms are already paid off, and
could be replaced with multi-megawatt turbines.
On the other hand, in some countries — as Denmark and
Germany— there is no much more suitable sites to place
a productive wind farm. In Spain the situation will be the
same in a few years. For investors, it is more efficient to
replace smaller and middle sized wind turbines on highly
productive sites with new larger ones, instead of just building
the new ones on less productive sites, process known as
repowering. For example, up to 1200 used turbines in the
TABLE I
EUROPE WIND ENERGY GENERATING CAPACITY BY END OF 2006
Country Capacity(MW)
Germany 20.622
Spain 11.615
Denmark 3.136
Italy 2.123
UK 1983
Netherlands 1.560
Portugal 1.716
Austria 965
France 1.567
Greece 746
Sweden 572
Ireland 745
Belgium 193
Finland 86
Poland 152.5
Luxembourg 35
Estonia 32
Czech Republic 50
Latvia 27
Hungary 61
Lithuania 55.5
Slovakia 5
EU-25 total 48.027
Accesion Countries 68
EFTA Countries 325.6
Source: European Wind Energy Association (EWEA)
TABLE II
CHARACTERIZATION OF GAMESA WIND TURBINES G47 AND G80
Technical data G47 G80
Generator type DFIG DFIG
Rated power (kW) 660 2000
Voltage (V) 690 690
Frequency (Hz) 50/60 50/60
Rotor diameter (m) 47 80
Swept area (m2) 1.735 5.027
Rotational speed (r.p.m.) 23-31 9-19
Towers Height (m) 40/45/55 60/67/78/100
Number of blades 3 3
Length of blades (m) 23 39
Blade weigth (kg) 4500 6500
Source: Gamesa
1986 1988 1990 1992 1994 1996 1998 2000 2002 2004 20060
200
400
600
800
1000
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W
(a) Installed wind power capacity. Data obtained from “Instituto para la
diversificacio´n y el ahorro de la energı´a —IDAE—”
1986 1988 1990 1992 1994 1996 1998 2000 2002 2004 20060
2000
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W
(b) Accumulated installed wind power capacity. Data obtained from “Instituto
para la diversificacio´n y el ahorro de la energı´a —IDAE—”
1996 1997 1998 1999 2000 2001 2002 2003 2004 20050
500
1000
1500
2000
KW
(c) Evolution in size of installed wind turbines. Data obtained from the Spanish
Wind Energy Association
Fig. 1. Evolution of wind power in Spain
range of 150 to 600 kW in Germany will be available on
the international market within the forthcoming 10 years, [1].
Denmark will replace over 900 old wind turbines with 150-
200 new ones around 2 MW of rated power at least [2]. One
destiny to these turbines are developing countries. This is due
to, in many cases, wind farms with multi-megawatt turbines
can not be developed, since it is necessary a sophisticated
infrastructure and specialists to carry out the construction,
operation and maintenance of the wind farm. Currently, second
hand wind turbines are mainly being demanded in Poland,
Russia, Romania, Morocco, Bulgaria and Turkey. In most of
these countries renewable energy laws have recently passed
the legislation to initiate project planning.
For the the transmission system operators, new generation
wind turbines offer an improvement of network stability due
to better grid integration, by using connection methods similar
to conventional power plants, and also achieving a higher
utilization degree, [3]. Other aspect is related with the visual
impact, being improved due to less wind turbines in the
landscape and a more quiet visual impression as the rotational
speed of larger turbines is lower, [4].
The advantage for developing countries is the establishment
of their own wind energy industries thanks to the experience
acquired in working with renewable energy sources. By this
way, they can train qualified personnel, [1].
Repowering has some disadvantages too, since it could be
hard to find a second-hand wind turbine that could be adapted
to the requirements of a specific project because wind turbines
and their equipment are designed for a specific location. So,
a turbine designed to be placed in north of Germany, could
be not suitable to be used in the desert of Morocco. Also,
the procurement of spare parts might become an obstacle, as
the usual technical support of manufacturers expires after 20
years. Other disadvantages include the costs of second-hand
equipment and the real state of the wind turbine, paying special
attention to the blades and the gearbox, the most expensive
elements to transport [1].
II. DATA
The repowering of a wind farm has been studied. The
existing wind farm consists in 50 wind turbines with a rated
power of 660 kW, totalizing 33 MW. The re-powered wind
farm owns 25 wind turbines with a rated power of 2 MW,
totalizing 50 MW of installed power generating capacity.
These wind turbines generators (WTG) are made by Gamesa,
a Spanish manufacturer with experience in the wind turbine
sector. Specifically, the models studied are G47 (660 kW)
and G80 (2MW) both equipped with double fed induction
generator, DIFG.
The characteristics of the wind turbines are indicated in the
Table II. In figure 2 there is shown a comparison between
power characteristic curves of both wind turbines. It can be
observed that the G80 WTG needs lower wind speed to start
generating higher power, whereas the G47 WTG needs a
higher wind speed to achieve the same initial power output. It
should be noted that in the curves the maximal wind speed is
limited to 20 m/s although the wind turbines can operate up
to 25 m/s.
The energy generated in the two cases has been studied,
figure 7, taking into account the wind speed data obtained from
the existing wind turbines, and measured with a time interval
of ten minutes during an entire year. A total of 2.628.000 data
have been handled in the wind farm equipped with 50 G47
WTG, while that the fictitious farm composed for 25 G80
WTG only the half of the wind data have been used. Figure 7
also shows that better energy values are generated during the
initial and the latter months in the year.
From the figure 7 can be deduced that the greater difference
of power generated is found among the registrations of the
0,0
500,0
1000,0
1500,0
2000,0
2500,0
4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
A
c
ti
v
e
 P
o
w
e
r 
(k
W
)
Wind speed (m/s)
Gamesa G80
Gamesa G47
Fig. 2. Power curve of Gamesa G47 and G90
winter season (December) and of the summer season (August),
since in the first and last months of the year the highest
values of wind are registered. The annual generated energy
is obtained by totalizing the generated active power computed
by the active power vs wind speed curves provided by the
manufacturer in time interval of ten minutes.
Analyzing the annual power data of each wind turbine, it
is interesting to observe the graphics where it is reflected the
monthly production comparative in real-time representation,
as well as the daily production comparative graphic, which
can be analyzed thanks to the time interval applied for the
data recorded. Figures 3, 4, 5 and 6 present the variation of
compared active power productions in terms of a day or a
month, showing for example intervals where the rated power
in both turbines are achieved.
As can be seen in the figure 3, the two generated energy
curves present a similar waveform and the lower output energy
occurs approximately from 10:00 to 12:30 hours, although
there are two significant drops at 17:30 and 20:00 hours
respectively. Finally, when evening came and during the night
the energy production is higher than the rest of the day,
because the wind speed is also affected by the solar radiation,
even though this variation depends on the site.
In the figure 4, the higher output energy occurs approxi-
mately from 12:00 to 19:00 hours in the two power curves,
although there also is peak production at 9:30 hour. In the first
hours the energy generation is lower and the instant power
growth is more pronounced, but in the rest of the day this
curve is steadier because the atmospheric conditions in July
(summer) are more stable than in January (winter), figure 3,
in this location of Spain.
Figures 5 and 6 show the temporal progress of generated
energy curves in the January and July of the same year, taking
into account a data pair for every day in such months. As
can be remarked the two wind turbine curves are similar
waveforms like it occurs in figure 3 and 6. It should be noted
that during the first January fortnight some zero generating
days appear, while at second fortnight the number of such
days is considerably reduced, thence the average generating
value to the end of January is recovered. However, during the
whole July the energy generation presents a great variability,
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Fig. 4. Generated active power in July, 1
in this case there are a few days where the rated power is
achieved, therefore the average generating value to the end of
July is one of the lower value during the year, like the rest of
the months of summer season.
III. ECONOMIC EVALUATION
The economic study is based firstly by the economic balance
carried out from the generating data obtained for both wind
turbines G47 and G80. On the one hand, it is necessary to
assign a rate final price that depends on the location and
the wind plant sort. On the other hand is needed to obtain
an average price estimation by power unit installed. The
references used are the following: the year in which they
began to install the first wind farms compounding by G47
wind turbines was 1998, the proposed date for the beginning
of the installation in the wind farm with G80 wind turbines is
2006 and the Real Decreto 436/2004 that describes the Spanish
grid requirements for wind farms. An useful life of 20 years
is considered for both wind farms.
Knowing these data a comparative among the two wind
plants can be carried out to analyze the cost of each one as well
as to determine the most minimum repayment time as function
of the reference rate and the average price by MW power
installed. In this case, the reference or average electric rate for
the year 2005, defined in the corresponding law has a value of
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Fig. 6. Generated active power in July
7,330 ce/kWh. Consulting some reliable sources (IDAE and
AEE) the medium price of the investments has been estimated,
first during the year 1998 in an approximate value of 920e/kW
installed, secondly for the year 2006 a lightly ascent trend
situated this value in 936e/kW installed; it should be noted
that both numbers comprise all the necessary requirements to
put into operation of a wind farm, included the evacuation
electric substructure costs.
Using such data a table summary for the repowering wind
farm has been made, from the corresponding cell a global
cost for the current installation of 30.360.000e is derived. To
calculate the final cost of the future installation are necessary
several previous steps, for instance the residual value of the
obsolete wind turbines, the value of the conserved electric
substructures and the disbanding expenses of the current wind
farm; keeping in mind that the installation is seven years old,
the resulting cost is 8.199.794,87e. The wirings also hold an
economic value, it is a residual value of 14,42% on the general
budget according to the source of the PEE-BCG database of
wind farms and projects of wind energy. The dismantling
expenses of the wind turbines installed would be the 3,5%
of the general budget according to the source of the IDAE.
With this amount of items it can be calculated in approximate
manner the needed budget to face the new installations, so to
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setup 50 MW the real cost is 32.912.805,13e.
With the installation final costs, the production accumulated
of the current installations and the possible production of the
future installations should be considered, thus the annual aver-
age production is 95.155,43 MW for the G47 and 139.869,15
MW for the G80 wind turbines. Now it is possible to derive
the financial gains of both installations, an annual total of
6.974.892,87e for the G47 and for the G80 an annual total of
10.252.408,72e are obtained.
Considering the economic production annual average and
depending on the installation final costs, just as has been seen
previously, the repayment time of both installations can be
achieved. In the case of the G47 wind turbine the repayment
time is 4,35 years, whilst in the case of the G80 wind turbine
is only 3,21 years as their economic benefits are greater than
those of G47, figure 8.
The repowering study is summarized in the Table III.
IV. CONCLUSIONS
The number of situable places to install a wind farm in
countries like Denmark, Germany and Spain is reduced. The
new grid codes [5] are imposing uninterrupted generation
throughout power system disturbances, such as the voltage
dips [6]. The majory of the wind turbines installed 10 or 8
TABLE III
WIND FARMS ECONOMIC STUDY SUMMARY
Wind Farm Turbines G47 G80
Setup Year 1998 2006
Service Life (years) 20 20
Unit Power (kW) 660 2000
Number of Units 50 25
Total Power (MW) 33 50
Investment Average Rate (e/kWh) 920 936
Total Cost (e) 30.360.000, 00 46.800.000, 00
Wind Turbine Cost (e) 67, 52% 67, 52%
Dismantling Expenses (e) 3, 50% -
WT Salvage Value (e) 8.1999.794, 87 -
Conserved Installations Value (e) 14, 42% 14, 42%
Real Cost (e/kWh) - 32.912.805, 13
Recovery Average Rate (ce/kWh) 7, 33 7, 33
Annual Average Generation (MW) 95.155, 43 139.869, 15
Annual Economic Production (e) 6.974.892, 87 10.252.408, 72
Amortization Time (years) 4, 35 3, 21
Recovery Average Rate to amortize
in 4 years (ce/kWh)
7, 98 5, 88
years ago do not accomplished with these grid codes and are
placed in an excellent places for the eolic generation.
In this paper, a technical and economic study have been
carried out to evaluate the benefits of replacing a wind farm
equipped with old-technology wind turbines G47 with the
newest G90. The wind turbines technical data have been
showed and the main diferences between them has been
highlighted.
Finally, an economic evaluation has shown the convenience
of repowering in countries like Spain. It shows that repowering
has benefits for the sellers countries, they can produce more
energy with less cost, and for the buyers countries, they can
face the construction of wind farms without a large amount of
money or recourses.
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Abstract — This paper provides a comprehensive review of the 
opportunities and challenges from trading of wind power in power 
markets. The opportunities are the low operating costs, government 
incentive/subsidy program, reduction of market price, reduction of 
carbon dioxide emission, reduction of network loss, etc. The 
challenges would be technical requirement for power system 
integration, high investment cost, increased requirement on 
regulation power due to wind forecast error, more price volatile, 
more market competition for other generations, etc. The 
opportunities and challenges are discussed from different market 
players’ perspectives. Some suggestions for possible measures to 
overcome those challenges are presented.  
Index Terms — Challenges, opportunities, power market, wind 
power. 
1. INTRODUCTION 
 
In recent years, wind power development in the world has 
reached a high level in energy industry. At the end of 2006, 
the wind energy development data from more than 70 
countries around the world show that the new installation in 
this year is 15,197 megawatts (MW), taking the total 
installed wind energy capacity to 74,223 MW, up from 
59,091 MW in 2005 [1]. In terms of economic value, the 
wind power sector has become firmly as one of the important 
players in the energy markets (especially in developed 
countries), with the total value of new generating equipment 
installed in 2006 reaching US$23 billion [2]. The reasons for 
this fast development in wind power are due in part to e.g., i) 
improved wind power technologies with recent development 
in wind turbines and converters designs, ii) decreased 
installed capacity costs, and iii) increased public concern 
about the climate change problem caused by CO2 emissions 
from conventional fossil fuels based generation. It is also 
important to note that during the last couple of years, the 
costs of wind turbines have however not gone down due to 
the lack of production capacity in wind industry. On the 
other hand, the price of electricity has increased. Therefore, it 
is possible for the wind power producers to earn more money 
when the penetration of wind power into the power market 
grows. This will in turn bring up the development of wind 
capacity production.  
Electricity produced from wind is getting higher and 
higher in share in total electricity production. However, the 
amount of wind power participating directly in the 
liberalized electricity market is still limited. With the 
liberalization of electricity markets, wind energy producers 
have the possibility to dispatch their production through 
electricity pools, rather than having recourse to bilateral 
contracts. The possibility to trade in the market place would 
bring more benefit to the wind power producers, which in 
turn would make wind power more attractive for new 
investment. However, up to now, the wind generation 
participates significantly in the electricity markets only in a 
few countries, e.g., Denmark [3], Spain [4], Alberta in 
Canada [5], and the New York in USA [6]. In Spain for 
example, more than 8300 MW of wind energy participated in 
the market in October 2005 for an installed capacity of about 
9300 MW in the Peninsular electric system by that time. In 
Sweden, the government is financially supporting wind farm 
projects in the countries. One example is the Lillgrund wind 
farm. Also the green-certificate program [7] is also making 
the investment in wind power projects more attractive. The 
introduction of wind power trading in the market place is just 
a matter of time.  
It has been realized that wind power trading on the one 
hand has a lot of benefits to the owners of the wind farms as 
well as to the system as a whole. So, the question is that why 
wind power has not been largely traded in the electricity 
market? Participating in an electricity market implies to 
present bids and to commit the delivery of the agreed amount 
of energy in a given moment. This has led to several 
complications in operation of the power market as well as the 
power delivery system. Wind power trading could, on the 
one hand, bring about opportunities for the wind investors, to 
the power system as a whole, and to the environments. It 
could, on the other hand, make the system more difficult to 
operate, make the other market players to feel more 
“economically insecure”, and could make the market price 
more volatile. In this paper, we call these difficulties the 
challenges which the power sector need to tackle in order to 
allow for the wind power in the market place which could at 
the end of the day help to achieve the goal of reducing 
environmental emission and energy dependence on 
depletable resources.  
There exist opportunities as well as challenges when 
large-scaled wind power participates in the market place. The 
central question is that how would we overcome the 
challenges to allow for maximum levels of wind power 
traded in the market places. This, at the same time, would 
mean that the opportunities from wind power can be, to the 
best extent, utilized. This paper aims at presenting different 
opportunities and challenges brought about by the possible 
participation of wind power in the electricity market. The 
discussions are given from different perspectives, i.e., wind 
farm owners’, network owners’, society’s perspective.  
 Figure 1 shows a typical arrangement between the power 
markets and power system operation. In this figure, wind 
power is included to show the effects of wind power trading 
in different components of the overall picture of market and 
system operation. Once integrated in the markets, one could 
observe that wind power could have effects on power market 
itself, on other types of conventional power generations, on 
the regulation markets, and so on. 
The organization of the paper is as follows: The 
following section will focus on the discussion about the 
NORDIC WIND POWER CONFERENCE, NWPC’2007, 1-2 NOVEMBER 2007, ROSKILDE, DENMARK 2 
 
opportunities. Section 3 will discuss the challenges. Section 
4 presents several measures to overcome these challenges. 
Finally, conclusions are made in Section 5.  
2. THE OPPORTUNITIES  
2.1. Wind-farm Owners 
First, we will study the opportunities from the perspective of 
wind farm owners. Wind energy is one of the most 
economical of all renewable energy sources other than 
hydroelectricity. With wind power plants, they pay operation 
and maintenance costs, which are less than those of the 
conventional power plants. The cost of electricity in c/kWh 
from a wind farm decreases as the annual mean wind speed, 
turbine size and wind farm size increase. Because wind 
power is capital intensive, its cost increases significantly as 
the discount rate (real interest rate) increases. It also 
increases if a long transmission interconnection to the grid is 
required. Operation and maintenance costs, comprising land, 
insurance, regular maintenance, repairs and administration, 
averaged over the lifetime of a wind farm, may amount to 
20–25% of total cost of electricity produced [8]. In the USA 
in the mid-2000s land-based wind power has an installed 
capital cost of about US$1000/kW peak [9].  
 
 
Power Markets 
Redispatch System Operator Model (Power 
System Analysis) 
Conventional Power 
Feasible 
transactions?  
Yes 
Regulation Market 
No 
Wind Power 
Final Markets 
Schedule 
Fig.1: Wind power in power markets  
 
 
Moreover, they can get more benefits traded energy in the 
power markets where the market price is settled and paid 
uniformly to all the selected bidders. The wind power 
revenues depend on hourly prices for both energy and 
ancillary services, thus the investors should focus not only on 
the locations with high wind potentiality but also on the 
locations with high energy prices [10].  
According to [11], feed-in tariff and bonus model can be 
done for wind power in particular and for renewable power 
in general. These models consist of paying generators a fixed 
price or premium for the energy in order to provide a stable 
long-term price structure and also reduce an important part of 
the market risks. This can either be done for the electricity 
(kWh) and wind power together or only a fixed price for 
wind power. Priority of dispatch is also considered in many 
electricity markets, especially in Europe. This is clearly 
established in their national legislation as indicated in the 
Directive 2001/77/EC [11] (the Directive 2001/77/EC issued 
by the European Parliament and the Council on the 
promotion of electricity produced from renewable energy 
sources in the internal electricity markets). When power 
system has transmission congestion that may effect both 
conventional and wind generation, wind (and renewable) 
generations will receive the priority. In Denmark, the 
transmission system operator even can restrict the production 
of conventional power plants in some cases. By that ways, 
the wind power generation appears to be more attractive in 
the market place and the wind farm owners could recover 
their investment faster. 
2.2. Other Markets Participants 
In general, from the perspective of the power markets, one 
could say that the sale of generation reflects the marginal 
production cost. Introducing wind generation would thus 
generally reduce the market clearing price. A recent study 
[12] in Nordic power market have shown that the average 
market price will be reduced with about 5øre/kWh if supply 
of wind generation is increased to cover 10% of the Nordic 
power system demand. The electricity users would thus 
benefit from reduction of the market price.  
However, due to the intermittent nature of wind power, 
the regulation market price may be more volatile or 
increased. This would probably be an opportunities for those 
producers who participate in regulation markets.  
2.3. Distribution Network Owners 
Much of the wind power installation take place as larger 
wind installation units with a rated power of more than 100 
MW and will be connected directly to the 130, 220 or 400 
kV grids. However, a substantial amount will be connected 
into existing local and regional distribution 10-70 kV 
networks. When the connection point of wind installation is 
close to the load center, the transmission of power can thus 
be avoided. This in turn would most likely reduce the 
transmission losses which would otherwise occur without 
wind power. Moreover, cost savings can be expected by 
deferring the needs for transmission and distribution 
upgrades [13]. 
2.4. The Environment 
From the society’s point of view, wind power production 
would help to reduce total CO2 emission from conventional 
fossil-fueled power plants since wind power would replace 
part of power generation requirement from those 
conventional plants. According to [14], by the end of 2004, 
offshore wind power produced more than 2200 GWh in 
Europe avoiding the equivalent of approximately 1.5 million 
tones of CO2 per year to be released into the atmosphere. If 
we take a rough calculation based on the total world’s wind 
capacity today, the total CO2 emission avoided in a year 
could be 88 millions tons of CO2. Governments are providing 
policy measures to increase the development of wind power 
as part of their strategies for the environmental emission 
reduction goals. As an example, in Sweden, the Act on 
Electricity Certificate was introduced in 2003 in order to 
increase the proportion of the electricity produced from 
renewable energy sources. The producers receive a certificate 
for each MWh of renewable electricity they produce and they 
can sell it to get additional revenue [7].  
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3. THE CHALLENGES  
3.1. System Integration and Operation Challenges 
We will miss something important if we do not mention 
about the well-known problems of grid integration of wind 
power. In general, the main integration issues associated with 
increasing penetration of wind power include: voltage 
control at wind power facilities, system stability during fault 
conditions, need for transmission reinforcements, impacts on 
operational performance and related market rules. These 
have been previously studied by many, see for example [15]- 
[17]. 
 Large-scale integration of wind power into power system 
operation gives rise to new challenges for the entire system 
and for transmission system operators in particular. With 
regard to their system responsibility, the supply of reliable 
electric power includes the responsibility to maintain a 
balance between demand and production in the grid. With 
small wind power penetration levels, wind power can be 
treated as negative load, e.g., wind power reduces the overall 
demand, hence the impact on system operation is very small. 
High wind power penetration levels, however, requires a 
rethinking of the power system operation methods because 
wind power cannot be scheduled with the same certainty as 
conventional power plants. The important wind power 
fluctuations for the operation of a power system are mainly 
caused by daily weather patterns, e.g., low pressure zones 
moving across Europe.  
In addition, wind power in large transmission grid may 
lead to a higher loading of the lines which thus consume 
more reactive power [11]. The more wind power in-feed, the 
more reactive power demand in the transmission grid. 
However at present, wind turbines can not offset the 
increasing reactive power of the transmission system, 
especially within transmission system above 110 kV. 
Moreover, the variable reactive power available in 
conventional power plants is not designed for the additional 
reactive power demand of the transmission grid. Thus, some 
additional elements must be installed into the grid to keep 
reactive power balance and also power quality and security.  
 As mentioned above, wind farm generation brings a new 
challenge for balancing electricity production and 
consumption, mainly in the grid with high wind penetration. 
TSOs have to deal with the imperfect generation and 
consumption forecast. In the case, a system reserve markets 
has been created as effective solution in order to increase 
demand side management as well as provide reserve power 
capacity for maintaining the system balance. The complex of 
the markets depends on the penetration of wind power, the 
forecasting techniques and market mechanism, including 
pricing and penalty mechanism. According to [12], the 
variations of wind power production will increase the 
flexibility needed in the system when significant amounts of 
load are covered by wind power. When studying the 
incremental effects that varying wind power production 
imposes on the power system, it is important to study the 
system as a whole. In Denmark and Finland, the 2000 MW 
and 4000 MW of wind power would increase the load 
following requirement by 30-40 MW and 120-160 MW, 
respectively. The numbers show that the impact on load 
following reserve requirement (this term is understood as a 
part of the Fast Contingency Reserve of Nordel) is very 
small, only around 1.5-4 % of installed wind power capacity. 
Considering Nordic countries as a whole, the 19,000 MW of 
wind power would increase the load following requirement 
by 240-320MW.           
Besides, high wind power production far from load 
centers causes more losses in the transmission grid [11]. The 
active power losses in the regions with low wind power 
production are doubled comparing to the regions with high 
wind power production.  
3.2. Market Integration Challenges 
A number of studies on market integration of wind power 
generation have appeared recently. In [18], a strategy for 
wind producers to present bids under the NETA rules is 
presented. These rules allow the presentation of bids only a 
few hours before the operation time, making less necessary 
the prediction tools. Most of the countries, however, follow 
different rules. In [19], a study using the rules of the Dutch 
electricity market is presented. Bids are presented once a day 
and not updated in subsequent markets. A general study 
using the Spanish rules under different assumptions, and 
presenting one bid for each day, with different anticipation 
times before operation has been done in [20]. They do not 
use any actual prediction tool, but works with average 
accuracies. In [21], an analysis of the benefits of the use of 
short term wind power prediction tool in an electricity 
market is presented. In the subsequent section, we will 
present the challenges in more details according to our 
classification of the problems.  
3.2.1. High Investment Costs  
The problems which wind-farm owners are facing include 
high investment cost, imbalance cost trading and technical 
failures, among other things. At present, the installation cost 
for both onshore and offshore wind farms are still at high 
level. For examples, in the UK the costs are about £650/kW 
(or 900/kW)  and £1000/kW (or 1400/kW) for onshore and 
offshore, respectively [22]. In the EU, based on data from the 
early 2000s, capital costs were 900–1000/kW and less than 
400  /m2 of swept area. In Australia, the capital cost of a 
large installed wind farm in 2005 was about AU$1800/kW 
(or 1150/kW) and the total levelized cost of electricity at 
very good to excellent sites was 7.5–8.0 AU$cents/kWh (4.8-
5.1 cents/kWh) [8].  
3.2.2. Imbalance Power Cost 
The integration of wind power in the power system is quite 
different from other types of energy sources because their 
production completely depends on whether, when and how 
hard the wind blows. In addition, comparing to conventional 
generators, the production is relatively uncontrollable, 
variable and especially unpredictable. When wind power 
producers submit their bids on the power market, if the actual 
delivered energy differs from the committed, other 
generators must also change their schedule in order to 
maintain the balance between generation and load. The cost 
of this re-scheduling must be paid by those that cause it. 
Since the power produced by wind power depends largely on 
wind availability which is difficult to predict, the market 
value of wind energy is reduced by the cost for regulation 
[23]. This is one of major the issues which makes wind 
power trading in the power market difficult.  
 Any deviations from submitted production plan are 
penalized, thus wind farm owners must find the ways to 
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minimize imbalance cost trading, to maximize their benefit 
also [24]. There are probably two main solutions to this 
problem. The first solution is to improve the existing forecast 
techniques for wind power production. This has been dealt 
with in many studies, see for example, [25] and [26]. The 
second is to find the proper bidding strategies, in the terms of 
both how and when submit bids to the market operators.  
3.2.3. More Competition for Other Conventional Plants 
For conventional power plants, they face the competition 
from “stronger” competitors, in terms of electricity price and 
the government’s policies as mentioned above. In addition, 
they must adjust their operating schedule to keep balance 
between supply and demand in power system at all the time. 
This could, however, bring the additional revenue for those 
which participate in regulation markets.  
3.2.4. Dealing with Existing Market Rules 
Normally, there are three time scales for market scheduling 
and also for bid submitted in power markets: day- and hour- 
ahead scheduling; intra-hour balancing and regulation [10]. 
The scales are important for wind power and intermittent 
resources in general. Both bidding strategy and forecasting 
technique of wind generators must be based on these scales 
to reach the highest revenue. Some bidding strategies are 
introduced in various power markets from the simplest to the 
complex strategy.  
 The simplest way the wind generators can do is to submit 
no advance schedules to the system operator and only show 
up in real time (or intra-hour). This strategy is suitable with 
the wind owners have no effective method to forecast future 
wind output. By this way, wind owners avoid the penalty 
caused by forecast errors but the energy price normally is not 
high as they expect.  
 Another strategy is to submit bids to the system operator 
an hour ahead of real time [10]. The wind owners implement 
this strategy to get more benefit from the payment at higher 
energy prices than in previous case. The payment in this case 
may include hour-ahead payments (equal to the wind energy 
scheduled times hour-ahead price), real time hourly 
payments (equal to the spot price times the difference 
between the hour-ahead schedule and the actual wind power 
distribution), any additional intra-hour charges or payments 
and regulation charges. In practice, when the wind farm dose 
not schedule hour-ahead, the price drop can be 31%, this is 
really signification number. But to deal with forecast errors 
may lead to the penalty cost, they must develop some 
forecast methods to eliminate the errors as much as possible. 
In each period, the wind owner should carefully consider and 
implement a proper strategy to get high benefit.  
 However, there has a very efficient strategy for wind 
owner to get highest revenue in the power market while 
bidding the most probable value or the expected value of the 
prediction is not always the best strategy. It is the strategy of 
wind generating companies and hydro generating companies’ 
cooperation [27].  In the operating practice, they may operate 
together or separately. If they belong to the same owner, who 
tries to maximize the joint revenue, they easily come to the 
combined operation. In this case, the hydro plant would 
cover the wind power deviations in the joint schedules and 
bids. Although depending on the penalties for over or under 
production, the energy prices, etc. it normally shows that the 
increase of the wind power revenue is bigger than the losses 
of the hydro power in the total payment. In case they belong 
to the different owners, who may have different objectives, 
they will meet some difficulties to operate together. 
However, the high joint benefits and the active policies of 
market mechanism will help them operate together easier. 
This cooperation also helps market operators in energy 
balance and security issues.  
4. MEASURES TO OVERCOME THE CHALLENGES 
4.1. Better Wind Power Production Forecast 
A number of studies have shown the effects of shorter 
forecast time would result in better performance of wind 
generators in the market [19], [20], [28]. Usaola [4] 
suggested that a wind generator must use a short term wind 
Power prediction program, if it must participate in the 
market, presenting bids for the next day in order to minimize 
the penalty cost due to power imbalance and by that way can 
maximize its revenue sales. The study also concluded that the 
most accurate prediction is achieved when bids are updated 
in intraday markets, using more recent predictions. 
4.2. Modify Market Rules for More Wind Power 
With the penetration of wind energy, the power markets must 
adjust their structure because the present power markets are 
designed for trading conventional generation [29]-[31]. 
Normally, there are types of market clearing [32]. The first 
one is uniform market clearing. The second one is pay-as-bid 
market pricing. In both two market clearing mechanisms, 
there are two possibilities for integration of wind generators 
in the competitive electricity market. In option one, they will 
be allowed to bid into the market and take the market 
clearing price with some premium. Moreover, they must not 
be charged the output variability penalty as other 
dispatchable generators are charged for the same. The risk of 
getting dispatched in the pay-as bid market is more. Due to 
government’s commitments for green energy this option is 
not suitable. Moreover, wind generators are not competitive 
without the government subsidies. Another option, which is 
more appealing, is that the outputs of wind generators can be 
taken into the system whenever and wherever, they are 
available. In this condition the market clearing price (MCP) 
is to be determined to take care of wind generation output 
and the variability of wind power as well.  
In [33], several changes to the current wholesale electricity 
market structure have been suggested to encourage the 
existing and future wind development in Alberta, Canada: 
o Dispatchable Capacity: Sufficient dispatchable capacity 
must be available on the system to accommodate large 
scale integration of wind power, particularly during 
light load periods when generators may be dispatched 
off-line, dispatched to minimum MW levels or when the 
pool price is at zero dollars. Policies or rules may be 
required to deal with merit order dispatch as a result of 
wind power ramping that would cause a generator with 
a long start-up time to be dispatched off. 
o Energy Market Ramp Rate: Dispatchable generators can 
provide ramp rate characteristics with their offers and 
provide certainty of energy market ramp rate capability.  
The AESO is currently looking at more effective means 
for generators to provide ramp characteristics in their 
offers. 
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o Biased Operation of Regulating Reserves: Biased 
operation of Reserve Regulation (RR) services would 
reduce the amount of additional reserve regulation. As 
this would represent a significant change in operation, 
this matter requires further discussion with industry. 
o New market product, Load or Wind Following: The 
studies modeled the behavior of RR, however it is 
possible that a new product could provide some of the 
same functionality while not providing all technical 
aspects of RR such as governor response. Such a new 
product could create an opportunity for participation by 
different types of loads or generation technologies. 
 
 The electricity market in New York managed by New 
York Independent System Operator (NYISO) is also 
expected to modify its rules and structure to allow for about 
2800 MW of wind power in the next ten years [6]. Relevant 
markets are the (i) capacity markets, (ii) day-ahead markets, 
(iii) real-time or balancing market. No special rules are 
required for wind power in day-ahead and real-time market.  
 However, in the capacity market, some modifications to 
the existing rules are required. Recognizing the apparent 
mismatch between the time when wind power is most likely 
available and when electricity is most in demand, three 
fundamental questions must be asked: (i) should wind 
resources be allowed to participate in capacity markets where 
they exist; if so, (ii) how should the capacity be determined, 
and (iii) what are the obligations of the wind resources? One 
possible solution to this problem was to allow participation 
of wind generators in the capacity market but to limit that 
capacity to the average of that actually measured during 
selected peak hours.  The sale of capacity in New York 
requires the generator to participate in a day-ahead energy 
market. This rule seems unduly burdensome to wind 
resources that, because of the inherent uncertainty of wind 
forecasts, risk entering into a day-ahead obligation that 
cannot be satisfied in real-time. The NYISO is exploring the 
elimination of this requirement for wind generators. Instead, 
a day-ahead forecast of wind generator output would be used 
to insure the reliability of the system for the next day, but the 
wind generator need not take on a day-ahead obligation. 
4.3. Modify Market Structure to Accommodate More Wind 
Market design can have a strong influence on new, 
renewable, intermittent production forms like wind power. 
Holttinen [3] suggested a more flexible market, allowing the 
bids for wind power to be updated 6–12 hours before, would 
reduce the regulation costs by 30% and increase the net 
income by 4% from 20.1 to 20.9 Euro/MWh. An hourly 
operation, using persistence estimation from 2hours before, 
would reduce the regulation costs for nearly 70% and 
increase the net income by 8% to 21.8 Eur/MWh. The study 
also suggested there is no technical barrier in making the 
electricity market more flexible that is, shortening the time 
between the clearing of the market and the delivery. With 
more flexible mechanisms than what is in use today, i.e. 24 
hours ahead, there is the possibility to ease the integration of 
wind power to the system.  
 A well working after sales market could help both wind 
power producers and the system operator, in reducing the 
amount and cost of wind power at the regulating market. 
However, looking from the power system point of view, only 
the net imbalance has to be dealt with, so unnecessary 
trading back and forth for individual producers is not the 
optimal solution. 
4.4. Penalty or Not-Penalty for Wind Generators 
The reliable and efficient operation of the power system and 
the electricity markets depends on the good behavior of 
generators. Dispatchable generators must follow the dispatch 
signals of the ISO, self-scheduled generators must notify the 
ISO of their intended schedule and follow that schedule. 
Deviations from expected output have a detrimental impact 
on energy clearing prices. Some markets, such as the NYISO 
[6], impose penalties on generators who do not follow their 
schedule within a tolerance. Excessive under-generation is 
penalized while excessive over-generation is uncompensated. 
The application of behavioral penalties to generators that 
have no control of behavior is not productive however. The 
NYISO has eliminated penalties on classes of generators that 
have limited control of their output and is currently pursuing 
the elimination of these penalties on wind generators as well. 
If we come back to the issues of imbalance cost in the case of 
Nordic markets, should the imbalance cost due to forecast 
errors of the wind generators be lift off as well? 
 While it may be inappropriate to penalize a generator for 
behavior beyond its control, if that behavior has a 
quantifiable cost, it is entirely appropriate to assign that cost 
to the generator. In the case of wind generators there will be 
a cost associated with the necessary forecasting functions and 
wind generators will be expected to contribute, at least in 
part, to this cost. The variability of wind generators may 
increase the need for regulation and frequency control 
service. 
5. CONCLUSIONS 
One may see actual construction of more and more wind 
farms in the world today, but one may not realize the 
challenges involved with the integration of wind power 
generation into the power systems and the electricity 
markets. The challenges are in the form of technical 
requirement for integration to power systems to those related 
to wind power production forecast and the way the electricity 
market functions today. The degrees of those issues 
discussed are of course dependent on the penetration level of 
wind power in the power systems and power markets in 
different countries. In this paper, we have also reviewed 
some of the practical solutions for those problems. One 
obvious observation is that wind power producers could be 
better off in the market place where they can submit bids in 
shorter time frame, as suggested by some studies. We could 
see that it is not infeasible to do so, at least from the technical 
point of view. This paper is intended to serve as a 
background for those who would seriously like to do 
research work in wind power and its integration in the power 
market. The list of references provided in the paper is, 
however, in no way complete.  
 If we can make some forecast, we have seen that wind 
energy has come a long way in the last ten years, and it will 
continue to advance over the next ten years. Costs will come 
down, and turbine technologies will become more capable 
and more reliable, the markets will be more wind-friendly so 
that wind power will have a rather “fair” competition to other 
type of generation technologies.  
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Abstract — In this paper, design aspects for the fullbridge converter 
are investigated for the application in a DC-based wind farm. 
Included in the design is the choice of semiconductor devices and 
core material of the transformer as well as the chosen switching 
frequency. The investigated converter is the DC/DC converter for a 
single wind turbine. It is found that the losses increase with the 
switching frequency above approximately 1 kHz. Therefore, 1 kHz 
is chosen as a suitable switching frequency. Using a transformer 
core made of laminated steel instead of an iron alloy leads to higher 
losses, especially at lower switching frequencies. Regarding the two 
IGBT modules, there is no significant difference in the losses. It is 
also shown that the used analytical method for loss calculations 
agree well with the losses calculated using results from simulations. 
Index Terms — DC wind farm, DC/DC converters, loss 
calculations. 
1. INTRODUCTION 
The high-power DC/DC converter is a key component for 
the realization of a DC-based wind farm and will basically 
have the same function in a DC wind farm as the AC 
transformer has in the existing AC wind farms of today. An 
important condition for these DC-based wind farms is that 
the cost and the losses of the DC/DC converters are not too 
high. In previous investigations about DC/DC converters in 
DC-based wind farms, it was found that the fullbridge 
converter is a suitable choice for this application [2][3]. 
However, the comparison was based on as identical design 
conditions as possible for all investigated topologies. 
 
The purpose of this paper is to further investigate the 
design of the fullbridge DC/DC converter for the application 
in a DC-based wind farm. The choice of semiconductor 
components is to be investigated as well as the design of the 
transformer, including the core material. Also, the switching 
frequency of the converter is to be investigated. The losses 
are obtained as an average of the expected operating 
conditions in a wind farm, and the choice of design is 
investigated for these operating conditions. Moreover, 
another goal is to obtain a simplified analytical model for 
calculating the converter losses. 
2. OPERATING CONDITIONS FOR THE CONVERTERS 
For investigating the DC/DC converters for the specific 
application in a DC-based wind farm, the operating 
conditions for the converters must be defined. Therefore, a 
local wind turbine grid with five wind turbines shown in 
Figure 1 is used to obtain the operating conditions for the 
converters in the wind turbines [2][3]. 
 
Depending on the generator and rectifier in the turbine and 
also the voltage level for the internal grid, there are three 
different operating conditions, named positions 1a, 2a and 
3a, for the converters in the wind turbines. As seen in the 
figure, the input voltage to the first DC/DC converter can 
either be varying with the wind speed between 2 and 5 kV or 
be constant at 5 kV. This depends on the electrical system in 
the wind turbine where a diode rectifier gives a varying 
output voltage while an IGBT rectifier gives a constant 
output voltage [2][3]. 
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Figure 1. Local wind turbine grid with voltage levels. 
The control strategies, that are further explained in [2][3], 
will in different ways achieve a constant voltage level as 
output from the group converter. For the first control 
strategy, the voltage variations are compensated in the wind 
turbine converter. The second control strategy has basically a 
fixed voltage ratio for the wind turbine converter and the 
varying output voltage from the wind turbine converter is 
compensated for in the group converter. For the third control 
strategy, the IGBT rectifier gives a constant input voltage to 
the wind turbine converter and all voltage levels are therefore 
constant in the local wind turbine grid. Consequently, there 
are different demands for the converters depending on the 
control strategy. 
3. CONTROL METHODS FOR THE CONVERTERS 
For the fullbridge converter with a current stiff output, 
shown in Figure 2 and described in detail in [2], two 
different control methods are considered, the phase shift 
control and the duty cycle control.  
 
Using the duty cycle control, the off-state is achieved by 
turning all switches off and the output current is 
freewheeling in the output bridge. Consequently, there is no 
current neither in the transformer nor in the input bridge 
during the off-state. For this control method, there are no 
snubber circuits across the transistors in the input bridge and 
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therefore the turn-off losses can be large, and there can also 
be oscillations in the input bridge during the off-state. 
 
Vd
+
-
Ls
Vload
+
-
1:n
 
Figure 2. Topology for the fullbridge converter with phase shift control. 
The turn-off losses for the transistors can be reduced by 
connecting snubber capacitors across the transistors and 
control the converter with phase-shift control as described in 
[4][5][6]. One transistor and one diode are conducting in the 
input bridge during the off-state, providing the possibility of 
soft-switching for the transistors. The switching losses will 
be reduced but the control of the input bridge will be more 
complicated. However, as shown in [2], the lagging leg will 
be hard-switched since the energy stored in the leakage 
inductance is not enough to achieve soft-switching of the 
transistors. 
4. ANALYTICAL LOSS CALCULATIONS 
In previous investigations, the fullbridge converter has been 
found to be a suitable choice for the wind farm application 
providing low losses and low contribution to the energy 
production cost as well as simple design and control [2][3]. 
These results are based on loss calculations and also an 
estimation of the contribution to the energy production cost. 
The losses are calculated using simulated current and voltage 
waveforms for the converters at each operating point with 
ideal components. For the predetermined operating 
conditions, the losses are calculated using known data for the 
components. 
 
However, these loss calculations are time consuming. First 
the current and voltage waveforms must be obtained for each 
wind speed from 4 m/s to 12 m/s. Knowing the operating 
conditions, the losses can be calculated using known loss 
data for the components. Since there are three different 
operating conditions, the number of simulations that needs to 
be done is increasing. Further, if a number of different 
switching frequencies should be considered for each 
converter at each operating point as well as two different 
control methods for the converters, a large number of 
simulations are needed. 
 
In order to investigate a large number of operating 
conditions, analytical loss calculations are preferred since no 
simulation is needed and all loss calculations for one position 
can be done with the same calculation file. In this section, the 
analytical loss calculations will be described and the 
resulting losses will be compared to the original method for 
the loss calculations. 
4.1. Loss calculations 
The analytical loss calculations are based on a simplified 
model where ideal voltage and current waveforms are 
assumed in order to achieve the conditions for the 
semiconductor components and the transformer that are 
needed for the loss calculations. From the operating 
conditions, the losses are calculated in the same way as 
described in [2][3]. In order to simplify the calculations, a 
number of assumptions are made for the converter. In 
general, the on-state current is assumed to be constant for all 
devices due to the current-stiff output. Also, the losses are 
neglected when calculating the input and output currents. 
 
The input variables needed for the loss calculations are the 
input voltage Vin, the output voltage Vout, the input power Pin, 
the transformer ratio nT and the switching frequency fs. Also, 
the data for the transformer design and the number of 
semiconductor modules must be known. 
 
Knowing the power and the voltage levels, the output current 
iout is calculated as 
 outinout VPi /= , (1) 
the input current iin is calculated as 
 Toutin nii = , (2) 
and the duty cycle D is calculated as 
 )/( Tinout nVVD = . (3) 
When calculating the semiconductor switching losses, the 
voltage Vmod,IGBT and current imod,IGBT for a single IGBT 
module are used in the calculations. Using the known data 
for the IGBT module, the energy Es dissipated during one 
turn-off is then calculated as 
 
ref
IGBT
ref
IGBT
SRs i
i
V
V
EE mod,mod,= , (4) 
where ESR is the switching energy at voltage Vref and current 
iref. The power losses Poff resulting from the turn-off losses 
are calculated as 
 spssoff fnnEP 4= , (5) 
where ns is the number of IGBT modules connected in series 
and np is the number of IGBT modules connected in parallel 
in each switch. The diode switching losses are calculated in 
the same way as shown in [2]. 
 
For calculating the conduction losses for the 
semiconductor components, the currents in one module, 
imod,IGBT in the IGBT module and imod,diode in the diode module 
are used. The instantaneous power losses for one module, pFC 
for the output diode, pIC for the IGBT module and pICd for the 
IGBT freewheeling diode are then calculated as a function of 
the currents im (imod,IGBT for the IGBT and imod,diode for the 
diode) for one module  as 
 mFmFmFmFmFC iCiBiAiVip
32)( ++== , (6) 
 mCEmCEmCEmCEmIC iCiBiAiVip
32)( ++==  (7) 
and 
 mCEdmCEdmCEdmCEmICd iCiBiAiVip
32)( ++==  (8) 
where the values for the constants AF, BF, CF, ACE, BCE, CCE, 
ACEd, BCEd and CCEd can be obtained from the data sheet for 
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the diode and the IGBT components. 
 
Regarding the conduction losses, these losses differ 
depending on the control method used for the converter. For 
the converter that is controlled by duty cycle control, two 
diodes are conducting the whole load current during the on-
state. At the off-state, the current is freewheeling in the 
output bridge and the four diodes have half the load current 
each. The total conduction losses for the output diodes can 
then be calculated as 
 
.)2/()1(4)(2
,,,,1 osopmFCosopmFCFC nnipDnniDpP −+=
  (9) 
Since the IGBT modules are just conducting during the on-
state, the total conduction losses PIC1 for the IGBT modules 
are calculated as 
 insinpmICIC nniDpP ,,1 )(2= . (10) 
The conduction losses in the freewheeling diodes are 
assumed to be small. 
 
Using the phase shift control, the transformer carries the total 
on-state current during the whole duty cycle. This results in 
that two diodes in the output bridge conduct during the 
whole duty cycle. The conduction losses PFC2 for the diodes 
in the output bridge are therefore calculated as 
 osopmFCFC nnipP ,,2 )(2= . (11) 
For the IGBT modules, two IGBT switches are conducting 
during the on-state while one IGBT switch and one 
freewheeling diode are conducting during the off-state. Due 
to this, the losses PIC2 in the IGBT modules are 
insinpmICinsinpmICIC nnipDnniDpP ,,,,2 )()1()(2 −+= .(12) 
Since one of the diodes is conducting at the off-state, the 
losses in the freewheeling diodes PICd2 can be calculated as 
 insinpmICICd nnipDP ,,2 )()1( −= . (13) 
The losses in the transformer consist of both the losses in 
the windings and the losses in the core material. The losses 
in the windings differ between the control methods while the 
core losses are basically the same since the voltage applied at 
the transformer is the same for both control methods. The 
losses in the windings are calculated using the resistance in 
the windings. For the duty cycle control, there is just current 
in the windings during the on-state and the losses Pw1 in the 
windings can therefore be calculated as 
 )( 2sec21 outinprimw iRiRDP += , (14) 
where Rprim and Rsec are the resistances in the primary and the 
secondary windings. Using the phase shift control, there is a 
current in the windings during the on-state as well as the off-
state and the losses Pw2 in the windings can then be 
calculated as 
 
2
sec
2
2 outinprimw iRiRP += . (15) 
To calculate the core losses, that are similar for both control 
methods, the peak magnetic field Bmax in the core is 
calculated as 
 
coreprims
in ANf
DVB
2
1
2max
= , (16) 
where Nprim is the number of primary turns and Acore is the 
area of the core. The core losses are then calculated as 
 core
KK
score VBfKP 32 max1= , (17) 
using the constants shown in Table 1. 
Table 1. Values for the transformer constants. 
Core K1 K2 K3 
Steel 298 1.19 1.65 
Metglas® 46.7 1.51 1.74 
 
4.2. Comparison of the calculation methods 
The resulting losses for the converters are shown in Figure 3 
for position 1a, in Figure 4 for position 2a and in Figure 5 for 
position 3a. Here, the losses are compared between the 
calculations that use the simulation results and the analytical 
calculations for both (a) duty cycle control and (b) phase 
shift control. 
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(a) Duty cycle control. 
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(b) Phase shift control. 
Figure 3. Resulting losses from calculations and simulations for position 1a. 
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(a) Duty cycle control. 
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(b) Phase shift control. 
Figure 4. Resulting losses from calculations and simulations for position 2a. 
Also, it should be noted that the output power from a wind 
turbine varies with the wind speed as shown in Figure 6. 
From the figures, it can be seen that the results from the 
analytical calculations agree with the results from the 
simulations. The only visible deviation is for position 1a for 
both the duty cycle control and the phase shift control. For 
this control method, the duty cycle varies for the different 
operating points and the design of the filter will then affect 
the ripple in the current and also the resulting turn-off losses 
and conduction losses. In the analytical calculations, an ideal 
filter is assumed while there is a ripple in the output current 
in the simulations. This can cause deviations in the resulting 
losses as seen in Figure 3. For positions 2a and 3a that have 
almost full duty cycle for all operating points, the losses 
agree very well. 
 
Comparing the duty cycle control with the phase shift 
control, it can be seen that the losses are the same for 
positions 2a and 3a while the duty cycle control has lower 
losses at high wind speeds for position 1a. This is due to the 
low duty cycle at high wind speeds for position 1a. Since the 
duty cycle control has lower conduction losses at the off state 
(the load current is freewheeling in the output bridge), the 
overall losses are clearly lower at a low duty cycle. 
5. INVESTIGATION OF THE DESIGN ASPECTS 
For investigating different design aspects, the losses are 
calculated for different switching frequencies and IGBT 
modules. Further, the choice of core material to the 
transformer is considered. The losses are presented as 
average losses for the average value of the wind speed 
7.2 m/s, which is considered as a medium wind speed site. 
4 5 6 7 8 9 10 11 12
0
1
2
3
4
5
Po
w
er
 lo
ss
es
 [%
]
Wind speed [m/s]
Simulated losses
Calculated losses
 
(a) Duty cycle control. 
4 5 6 7 8 9 10 11 12
0
1
2
3
4
5
Po
w
er
 lo
ss
es
 [%
]
Wind speed [m/s]
Simulated losses
Calculated losses
 
(b) Phase shift control. 
Figure 5. Resulting losses from calculations and simulations for position 3a. 
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Figure 6.  Output power as a function of the wind speed. 
5.1. Choice of IGBT modules and switching frequency 
For the semiconductor components, the IGBT modules in the 
input bridge are to be investigated. For the choice of IGBT 
modules, either the StakPakTM module 5SNR 20H2500, 
denoted IGBT module 1, with ratings 2500 V and of 2000 A 
from ABB or the FF200R33KF2C IGBT module, denoted 
IGBT module 2, rated 3300 V and 200 A from Eupec is to be 
chosen. Since the current rating of the Eupec module is 
200 A, IGBT module 2 is assumed to consist of 10 parallel 
connected modules giving a current rating of 2000 A. There 
are some differences between the loss characteristics of these 
components. IGBT module 1 has lower conduction losses 
than IGBT module 2, but has on the other hand higher 
switching losses. A comparison of the two IGBT modules is 
found in Table 2. 
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Table 2. Comparison between the IGBT modules. 
Value IGBT module 1 IGBT module 2 
VCE,max 2.5 kV 3.3 kV 
IC,max 2 kA 2 kA 
Eon, 1.25 kV, 2 kA 4.0 J 2.53 J 
Eoff, 1.25 kV, 2 kA 3.6 J 1.77 J 
Pc, 2 kA 4.4 kW 8 kW 
Pc, 1 kA 1.8 kW 3 kW 
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(a) Position 1a. 
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(a) Position 2a. 
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(c) Position 3a. 
Figure 7. Loss distribution for IGBT module 1 using duty cycle control at 
the average wind speed 7.2 m/s. 
 
In the investigations, the losses are calculated using both 
IGBT modules, and the resulting losses are then compared 
for the different operating conditions. Also, different 
switching frequencies are used and the influence on the 
losses of the semiconductor components is shown. 
 
Knowing that the losses can be accurately calculated using 
the analytical method, this method is used to obtain the 
losses as a function of the switching frequency and the 
choice of IGBT module. The losses are calculated as a 
function of the switching frequency for both IGBT modules. 
The average losses at the average wind speed 7.2 m/s are 
shown in Figure 7 for IGBT module 1 and in Figure 8 for 
IGBT module 2. A comparison of these modules is made in 
Figure 9. The core material used for the transformer is a 
Metglas® POWERLITE® core that is an alloy of steel, boron 
and silicon. 
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(b) Position 2a. 
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(c) Position 3a. 
Figure 8. Loss distribution for IGBT module 2 using duty cycle control at 
the average wind speed 7.2m/s. 
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In Figure 7 and Figure 8, it can be seen that the conduction 
losses are the dominating losses up to a switching frequency 
of about 1 kHz. At higher switching frequencies, the 
switching losses increase and become larger than the 
conduction losses. As a result of this, the total losses are 
almost constant to about 600 Hz and start to increase 
significantly above 1 kHz. 
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(c) Position 3a. 
Figure 9. Loss comparison for the IGBT modules using duty cycle control at 
the average wind speed 7.2 m/s. 
 
The benefits with a high switching frequency are that the 
transformer can be made smaller and also the filters can be 
reduced. However, this should not be made at the expense of 
drastically increased losses. Considering the resulting losses, 
a switching frequency of 1 kHz gives a high switching 
frequency but still acceptable losses. There are also some 
differences between the different positions in the local wind 
turbine grid. For position 1a, the losses increase more with 
increasing switching frequency and the switching frequency 
that gives the lowest total cost will then be lower for this 
position than for positions 2a and 3a. 
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102 103 104
0
1
2
3
4
5
6
7
8
Po
w
er
 lo
ss
es
 [%
]
Switching frequency [Hz]
Total losses
Conduction losses
Switching losses
Transformer losses
 
(b) Position 2a. 
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(c) Position 3a. 
Figure 10. Loss distribution for IGBT module 1 using duty cycle control at 
the average wind speed 7.2 m/s using the steel core. 
 
Moreover, Figure 9 shows the losses using the two 
different IGBT modules. As noted earlier, IGBT module 1 
has lower conduction losses and higher switching losses. 
This results in that IGBT module 1 gives lower losses at low 
switching frequencies while IGBT module 2 gives lower 
losses at high switching frequencies. However, at the desired 
operating frequency 1 kHz, both modules gives similar 
losses. A suitable switching frequency would be as high 
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switching frequency as possible without a significant 
increase in the losses. For position 1a, the losses start to 
increase significantly above 600 Hz, while positions 2a and 
3a have increased losses above 1 kHz. 
102 103 104
0
1
2
3
4
5
6
7
8
Po
w
er
 lo
ss
es
 [%
]
Switching frequency [Hz]
Total losses
Conduction losses
Switching losses
Transformer losses
 
(a) Position 1a. 
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(b) Position 2a. 
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(c) Position 3a. 
Figure 11. Loss distribution for IGBT module 2 using duty cycle control at 
the average wind speed 7.2 m/s using the steel core. 
 
5.2. Transformer design 
For the transformer, two different core materials are 
considered. The first material is laminated steel NO12 with a 
thickness of 0.12 mm, and the second material is the 
Metglas® POWERLITE® core. The resulting losses will be 
calculated as in [7] using both core materials. Finally, the 
effect of a changing switching frequency on the losses of the 
transformer is investigated. 
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(c) Position 3a. 
Figure 12. Loss comparison for the IGBT modules using duty cycle control 
at the average wind speed 7.2 m/s using the steel core compared to the losses 
using the Metglas® core. 
 
In Figure 7 and Figure 8, the resulting losses are shown for 
a transformer with a Metglas® POWERLITE® core. Using 
the steel core for the transformer, the resulting losses are 
shown in Figure 10 for IGBT module 1 and in Figure 11 for 
IGBT module 2. Also, a comparison of these modules is 
made in Figure 12. 
 
For the steel core, the high core losses at low switching 
frequencies make the total losses for the converter differ 
from when the Metglas® core is used. For position 1a, the 
characteristics are similar as for the Metglas® core since the 
core losses are relatively small as seen in Figure 12 (a). 
However, for position 2a and especially position 3a, the core 
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losses increase drastically at low wind speeds and therefore 
the total losses start to increase at the switching frequency 
1.5 kHz for position 2a and at about 2 kHz for position 3a. 
Consequently, a switching frequency of about 1 kHz will be 
suitable for the converter using the steel core as well as the 
converter using the Metglas® core. 
 
In the comparison of the losses between the converter with 
the steel core and the converter with the Metglas® core in 
Figure 12, it can be seen that the steel core results in higher 
losses than the Metglas® core. This increase in losses will 
also result in an increase in the contribution to the energy 
production cost from the converter. In Figure 13, the increase 
in contribution to the energy production cost is shown if the 
Metglas® core in the transformer is replaced with a steel 
core. As seen in Figure 12, the steel core gives larger 
increase in the losses for positions 2a and 3a and 
consequently these positions also suffer from a large increase 
in the contribution to the energy production cost when the 
steel core is used. For positions 2a and 3a, the duty cycle is at 
maximum at all operating conditions which give high core 
losses. For position 1a, the duty cycle is lower at high wind 
speeds and the core losses will therefore also be lower. 
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Figure 13.  Increase in the contribution to the energy production cost using 
the steel core. 
6. CONCLUSION 
In this paper, design factors for the fullbridge converter are 
studied including choice of IGBT modules, switching 
frequency and also core material for the transformer. An 
analytical method is used and is shown to agree well with the 
loss calculations based on the simulated current and voltage 
waveforms. 
 
Regarding the choice of IGBT module, there is no major 
difference in the losses until the switching frequency is well 
above 1 kHz, and therefore the choice of IGBT module is 
based on other factors. At higher switching frequencies when 
the total losses have increased, IGBT module 2 has higher 
losses due to the high switching losses. The choice of 
switching frequency depends on the core material used for 
the transformer. Using the Metglas® core, the transformer 
losses are relatively small. Due to this, the losses are constant 
at low frequencies and starts increasing at above 600 Hz for 
position 1a and above 1 kHz for positions 2a and 3a. For the 
steel core, the core losses are higher at low switching 
frequencies, resulting in more similar total losses for 
different switching frequencies. For position 1a, the losses 
start to increase at 500 Hz compared to 1.5 kHz for position 
2a and 2 kHz for position 3a. The choice of switching 
frequency will be as high as possible to reduce the size of the 
transformer and the filters, but with still reasonable losses. 
Choosing a common switching frequency for all converters, 
a suitable value can be 1 kHz giving reasonable losses for all 
converters and also a low weight of the transformer. 
Regarding the choice of core material, the Metglas® core is a 
good choice with low losses leading to a low contribution to 
the energy production cost. 
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Abstract – A model for evaluating the reliability of offshore wind 
farms is presented in this paper. The need for this representation is 
justified by the high influence that wind generation has reached 
nowadays in power system’s operation and planning. Several 
factors, which affect offshore wind generation, are discussed here 
and implemented into the model. The relevance of each factor is 
shown by means of the analysis of different cases, which are 
assessed with a sequential Monte Carlo simulation. Results of the 
described model can be used to estimate the generation of a wind 
farm itself or to provide the input for power system reliability 
assessment. 
Index Terms - wind power generation, Monte Carlo methods, 
reliability modelling 
1. INTRODUCTION 
With a worldwide increase of installed capacity from 4844 
MW in 1995 to 74328 MW at the beginning of 2007 [1,2], 
wind energy represents the renewable source with the highest 
growing rate in the last 10 years. Due to this fast 
development, power system planners and operators have to 
face new challenges for correctly controlling power systems, 
to which large wind farms are connected. New elements have 
to be analysed together with classical ones and well-known 
methodologies have to be updated and adapted to the new 
requirements.  
Among these elements, the reliability issue plays a relevant 
role if the overall operation of a power system has to be 
evaluated. It is necessary to estimate the ability of the system 
to supply the demand and which are the limitations, to which 
it is subjected. Moreover, due to variability and randomness 
of wind generation, alternative solutions and analyses must 
be considered. 
This paper deals with this problematic. In available 
literature, different models have been discussed for assessing 
wind generation and its influence on power system reliability. 
Many aspects have been highlighted, but there is a lack in 
including all of them into a complete model. Beside this, due 
to the relatively recent development of offshore wind 
installations, an upgrade of existing models is needed in 
order to include some issues that are not relevant onshore, 
but which affect offshore generation. 
According to this, the main scopes of this paper are to 
describe a suitable method to assess offshore wind reliability 
and to show which relevant factors affect both modelling and 
results. These factors are implemented into a complete model 
and their significance is analysed by considering their 
influence on reliability results.  
2. MODEL DESCRIPTION 
When power system reliability is analysed, it is necessary to 
consider two main issues: the choice of the most suitable 
technique for the analysis and the choice of the most 
convenient representation of the system. 
Considering available probabilistic techniques for power 
system reliability assessment, there are two approaches that 
can be followed, one based on analytical models and one on 
Monte Carlo simulations. Both methods have advantages and 
drawbacks and they can be very powerful with proper 
application [3]. In analytical methods, the system is 
represented by mathematical models and direct analytical 
solutions are used to evaluate a-priori reliability indices from 
the models. Instead, Monte Carlo simulations estimate a-
posteriori reliability indices by simulating the actual random 
behaviour of the system. Both approaches can be based on 
either chronological (sequential) or non-chronological 
aspects and the choice of a method depends on the scope of 
the analysis. As discussed in [4], sequential aspects are more 
suitable when wind generation is assessed, since the wind 
varies along hours, days and seasons, and time-related 
aspects influence the evaluation.  
According to [4], a sequential Monte Carlo simulation is 
used in this paper. Reasons for this choice regard the 
possibility to have a more flexible analysis and to estimate a 
broader range of parameters [4]. The main drawback of a 
Monte Carlo simulation is usually its long computation time: 
since the studied system is not large, computation time does 
not represent a problem here. 
 
Figure 1. Wind farm reliability model: block diagram and 
influencing factors.  
Regarding modelling issues, it is possible to find many 
works in available literature on the assessment of wind farm 
reliability. A generic representation consists usually of four 
blocks, as it can be observed in Figure 1. The inputs, which 
are the wind speed data (block a.) and the availability of 
system components (block b.), are collected by the wind farm 
model (block c.), where the layout of the wind farm is 
defined as well as other features of the analysis. Outputs of 
block c. are the final results (block d.), which can be in form 
of both hourly power time series and system indices. On the 
one hand, results as time series are useful because they 
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preserve the sequential nature of wind generation and they 
can be utilized as input to other analyses. On the other hand, 
indices can provide an instantaneous quantification of the 
yearly generation of the farm; some of the most common 
ones are listed in the following. 
- IWP (Installed Wind Power, [MW]) is the sum of the 
rated power of all the installed wind turbines. 
- IWE (Installed Wind Energy, [GWh]) is the product of 
the installed wind power and the number of hours in the 
period under analysis. 
- EAWE (Expected Available Wind Energy, [GWh]) is 
the generated energy without accounting for wind 
turbine, cable and connector outages. 
- EGWEWWTF (Expected Generated Wind Energy With 
Wind Turbine Failures, [GWh]) is index EAWE 
including wind turbine failures. 
- EGWEWWTCF (Expected Generated Wind Energy 
With Wind Turbine and Cable Failures, [GWh]) is index 
EAWE including both wind turbine and cable failures. 
- EGWE (Expected Generated Wind Energy, [GWh]) is 
the sum of the energies that all the available wind 
turbines can produce in the period under analysis, 
including wind turbine, cable and connector failures. 
- WFCF (Wind Farm Capacity Factor, [-]) is the ratio of 
EGWE to IWE and it represents the capacity factor of 
the wind farm. 
- GR (Generation Ratio, [-]) is the ratio of the wind power 
delivered to the Point of Common Coupling (PCC) to 
the power injection generated by the wind farm 
 
In Figure 1 a set of factors, which influence the generation, 
is shown as well. These aspects, which are listed in the 
following, are extracted from available literature [5]. 
1. Wind speed’s randomness and variability 
2. Wind turbine technology 
3. Power collection grid  
4. Grid connection configuration 
5. Offshore environment 
6. Different wind speeds in the installation site 
7. Hub height variations 
8. Wake effects and power losses 
9. Correlation of output power for different wind farms 
 
As shown in Figure 1, different aspects influence the model 
in different ways since they are applied to different parts of it. 
For examples, wind input data in block a. might be affected 
by the nature of available measurements (aspect 1), which 
need to be long enough in order to represent properly wind 
speed conditions at the farm site. In the same way, the height 
of the measurement’s mast can be sensibly different from the 
hub height (aspect 7): if this issue is not considered, available 
generation can be underestimated. 
Block b. is influenced by several factors, which depends on 
the used components (aspects 2,3,4), on the layout design 
(aspects 6,8) and on the environment (aspects 5). For 
example, the dimension of wind installations becomes an 
issue in offshore environment. First of all, offshore wind 
farms have more components, therefore availabilities of 
internal cables (aspect 3) and connectors to shore (aspect 4), 
which are not usually considered in onshore assessment, 
influence the generation (e.g. a failure of a connector to shore 
may cause the loss of a large portion of the generated power) 
and the total production might be overestimated if these 
components are considered as ideal. Secondly, large 
dimensions imply that wind speed conditions may be 
different at different wind turbine locations (aspect 6), 
especially if the machines are far from each other. Usually a 
single input wind speed is used for all turbines, but this may 
cause an underestimate of the generation. Large dimensions 
and high number of components produce also wake effects 
and power losses (aspect 8), which decrease the total 
available generation. 
If the model is used as input for power system reliability 
assessment, it must be considered as well that, if there are 
several wind farms connected, their outputs are somehow 
correlated (aspect 9). 
According to these considerations, the described model is 
applied to a wind farm and its total generation is assessed in 
the next sections. Mentioned aspects are included in the 
model and their different influences on the results are shown. 
3. DEFINITION OF THE SIMULATION 
In this section the discussed method is applied to a wind 
farm. The considered layout is based on the Burbo Wind 
farm, with 25 wind turbines (rated at 3 MW), power 
collection grid with 22 cables and 3 connectors to shore 
(Figure 2). Values of components’ availability are shown in 
Table 1; Table 2 defines data for a specific case, as described 
later in this section. It must be pointed out that these figures 
are “guesses” of onshore reliability values [9,10]: this is due 
to the fact that offshore installations are relatively recent and 
sufficient data have not been collected yet.  
 
Figure 2. Layout of the wind farm analysed in this paper. 
In order to analyse how the discussed factors influence the 
modelling, different cases have been considered. 
- In Case 1), a basic model is studied for the assessment 
without the inclusion of any of the mentioned aspects. 
Original wind speed measurements are used as input: 
these measurements are based on four years of hourly 
data (2000-2003) recorded at Horns Rev. 
- In Case 2), a synthetic wind speed time series generator 
(aspect 1) simulates the input of block a. The generator 
is discussed in detail in [6] and wind speed 
measurements used as input are recorded at Horns Rev 
during seven years (from May 1999 to May 2006). This 
case is assumed to be the reference case for the 
comparisons. 
- In Case 3) a monthly variable Mean Time To Repair 
(MTTR) is added to case 2). This solution is adopted in 
order to include in the analysis the influence of aspect 5 
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(offshore environment) on the MTTR of some 
components. Considered values of MTTR vary between 
of 2160 h in winter and 720 h in summer [9,10]. 
- Case 4) uses an aggregated model, as presented in [7], in 
order to consider that wind conditions may be different 
for each wind turbine (aspect 6). The aggregation is 
applied to both wind turbine power curve and wind 
speed time series. It is assumed a dimension of the wind 
farm of 10 km for the definition of the model. 
- Case 5) considers that hub and measurement mast 
heights are different (aspect 7). The following equation 
is used [8, pp 114-115] to move hourly data between the 
two heights 
( )
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where index 1 refers to the measurement height, index 2 
to the hub height, v is the wind speed [m/s], h the height 
(mast height is 62 m, hub height is 100 m) [m] and z0 is 
the roughness length [m], which is chosen equal to 
0.0001 m [1].  
- In Case 6), reliability figures of wind turbines are 
improved (aspect 3,5) in respect to the reference case, as 
shown in Table 2. This might be justified [9,10] 
considering that improvements of components are 
expected offshore in order to compensate problems 
caused by the environment. 
- In Case 7), an efficiency coefficient equal to 93% is 
used in order to include wake effects and power losses 
(aspect 8) into the model [11]. The coefficient is applied 
to the output power of the wind farm. 
- Case 8) uses all considered aspects in order to provide a 
complete assessment of the wind farm generation. 
 
Aspects 3 and 4 do not require a specific case, since it is 
sufficient to compare some of the final indices (i.e. EGWA, 
EGWEWWTF, EGWEWWTCF and EGWE) to observe the 
influence of cables and connectors’ availabilities on the 
results.  
It must be finally noted that aspect 9 is not included in this 
study. This is due to the fact that its influence becomes 
relevant when the reliability of a power system with several 
offshore wind farms is assessed. Since the generation of a 
single wind farm is analysed here, this aspect cannot be 
evaluated. 
The study of each case is performed with a sequential 
Monte Carlo simulation considering samples of one year with 
hourly step. A maximum number of samples equal to 1000 is 
used as stopping criterion. The choice of not controlling 
index accuracies to stop the simulation is justified by the 
intention of having the same large amount of samples for the 
comparison of results of different cases. 
4. DISCUSSION OF THE RESULTS AND CONCLUSIONS 
Results of all cases are shown in Table 3, where reliability 
indices are included as well as the time required for 
performing each case, the number of samples for which each 
simulation has been run and the accuracy reached after the 
indicated number of samples. 
Observing the presented results, it is possible to draw the 
following conclusions. 
- The use of a synthetic wind speed generator, which 
creates a different wind speed time series in each 
sample, allows to have a more comprehensive power 
output of the wind farm. This aspect is shown in Figure 
3, where probability distribution functions (PDF) of 
index EGWE in case 1) and 2) are compared. The PDF 
is smoother in case 2), since the synthetic generator 
defines different wind speeds for different samples, 
whereas in case 1) the PDF shows four peaks, since the 
input wind speed is based on four time series. 
 
Figure 3. Probability distribution function (PDF) of EGWE in case 
1) and case 2). 
The use of different wind speed input data explains also 
the difference in the results of the two cases in Table 3. 
The average of the four years of data used in case 1) is 
higher than the total average of the seven years of 
measurements and therefore higher indices for the 
generation are expected in case 1) 
- Improvements of components’ availability produce an 
increase of wind farm generation (e.g. comparison of 
cases 6) and 2)). When a monthly-variable MTTR for 
cables is used instead (case 3), significant variations in 
the output power cannot be observed. However this 
depends on the choice of reliability figures: since the 
average MTTR during the year in case 3) is equal to the 
constant value of MTTR used in other cases, the 
Table 2. Components’ reliability data for basic analyses [9,10]. 
 Length Failure rate MTTR Availability
Wind turbine - 1.55 1/y 490 h 92.01 % 
Cable 0.7 km 0.015 1/y/km 1440 h 99.83 % 
Connector 10 km 0.015 1/y/km 1440 h 99.75 % 
Table 2. Components’ reliability data for case 6). 
 Failure rate MTTR Availability
Case 2 1.55 1/y 490 h 92.01 % 
Case 6.1 1.10 1/y 490 h 94.19 % 
Case 6.2 1.55 1/y 220 h 96.25 % 
Case 6.3 1.10 1/y 220 h 97.31 % 
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Table 3. Results for the analyzed cases. 
 Unit Case 1 Case 2 Case 3 Case 4.1 Case 5 Case 6.1 Case 6.2 Case 6.3 Case 7 Case 8 
IWP MW 75 75 75 75 75 75 75 75 75 75 
IWE GWh 657.00 657.00 657.00 657.00 657.00 657.00 657.00 657.00 657.00 657.00 
EAWE GWh 285.85 281.17 281.10 300.74 297.50 281.74 281.40 281.39 261.49 296.40 
EGWEWWTF GWh 264.57 259.84 259.92 277.93 275.12 266.29 271.15 271.24 241.65 285.63 
EGWEWWTCF GWh 263.22 258.50 258.70 276.49 273.76 265.10 269.81 269.88 240.40 284.40 
EGWE GWh 258.24 253.28 253.77 270.91 268.81 260.04 265.13 264.76 235.55 278.81 
WFCF - 0.393 0.386 0.386 0.412 0.409 0.396 0.404 0.403 0.359 0.424 
GR - 0.910 0.908 0.910 0.900 0.910 0.929 0.946 0.945 - - 
Time per sample s ~2540 ~3260 ~3270 ~3220 ~3300 ~3270 ~3270 ~3240 - - 
Nr. of samples - 1000 1000 1000 1000 1000 1000 1000 1000 - - 
Accuracy % 0.291 0.206 0.210 0.204 0.199 0.206 0.189 0.196 - - 
 
similarities in the results can be explained.  
- If mast height is significantly lower than hub height, 
equation (1) must be used not to underestimate the total 
output power, as shown comparing cases 5) and 2). 
However, if the difference between heights is not too 
great, this aspect is negligible. 
- The inclusion of an aggregated model is useful in order 
to consider different wind speed conditions for different 
wind turbines in the park. The effect of this model is to 
smooth both wind turbine power curves and wind speed 
time series: this explains why the output energy in case 
4) is higher than in the reference case. 
- The use of an efficiency coefficient decreases the total 
output of the wind farm. However, a constant coefficient 
for all wind speeds only approximates the real 
behaviour: both power losses and wake effects are 
dependent on wind speed values. A future improvement 
of the model may include a more detailed definition of 
the coefficient as a function of the current wind speed. 
Furthermore, it is not possible to evaluate index GR in 
this case: efficiency coefficient includes both electrical 
losses and wake effects, but GR is influenced by the 
losses, which are a characteristic of the wind farm grid, 
but not by the wake effects, which reduce the available 
wind speed. 
- Due to the large number of components in offshore 
installations, the relevance of the availabilities of cables 
and connectors can be noted by observing indices 
EAWE, EGWEWWTF, EGWEWWTCF and EGWE. 
The inclusion of more types of components that may fail 
decreases the total generation of the wind farm and this 
variation of production depends on the used availability 
figures for the components. 
 
Discussed results show why it is relevant to include the 
nine factors presented in this paper into the model. Some of 
them influence the wind data, whereas the others play a role 
in the definition of components’ availabilities and wind 
farm’s layout. In the assessment of the total wind farm 
generation, the exclusion of any of these factors may cause 
under- or over- estimate of the output of the wind farm, as 
shown in Table 3, and this may produce incorrect results.  
The outputs of the presented model can be used for 
assessing the generation of a wind farm itself or as input to 
reliability models of a power system, to which one or more 
wind farms are connected. In this second application, it must 
be kept in mind that some correlation between the outputs of 
different wind farms must be considered, as discussed in 
section 3. 
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Abstract — Better modelling of power fluctuations at large off-
shore wind farms may significantly enhance control and management
strategies of their power output. The paper introduces a new method-
ology for modelling and forecasting the short-term (i.e. few minutes
ahead) fluctuations of wind generation. This methodology is based
on a Markov-switching autoregressive model with time-varying coef-
ficients. An advantage of the method is that one can easily derive full
predictive densities along with the usually generated point forecasts.
The quality of this methodology is demonstrated from the test case of
two large offshore wind farms in Denmark. The exercise consists in
1-step ahead forecasting exercise on time-series of wind generation
with a time resolution of 10 minutes. The interest of such modelling
approach for better understanding power fluctuations is finally dis-
cussed.
Index Terms — forecasting, modelling, offshore, power fluctua-
tions, wind power.
1. INTRODUCTION
Future developments of wind power installations are more
likely to take place offshore, owing to space availability, less
problems with local population acceptance, and more steady
winds. This is especially the case for countries that already
experience a high wind power penetration onshore, like Ger-
many and Denmark for instance. This latter country hosts
the two largest offshore wind farms worldwide: Nysted and
Horns Rev, whose nominal capacities are of 165.5 and 160
MW, respectively. Today, each of these wind farms can supply
alone 2% of the whole electricity consumption of Denmark
[1]. Such large offshore wind farms concentrate a high wind
power capacity at a single location. Onshore, the same level
of installed capacity is usually spread over an area of signifi-
cant size, which yields a smoothing of power fluctuations [2].
This smoothing effect is hardly present offshore, and thus the
magnitude of power fluctuations may reach very significant
levels. Characterizing and modelling the power fluctuations
for the specific case of offshore wind farms is a current chal-
lenge [3, 4], for better forecasting offshore wind generation,
developing control strategies, or alternatively for simulating
the combination of wind generation with storage or any form
of backup generation. A discussion on these aspects is avail-
able in [5].
When inspecting offshore wind power production data aver-
aged at a few-minute rate, one observes variations that are due
to slower local atmospheric changes e.g. frontline passages
and rain showers [6]. These meteorological phenomena add
complexity to the modelling of wind power production, which
is already non-linear and bounded owing to the characteristics
of the wind-to-power conversion function, the so-called power
curve. Such succession of periods with power fluctuations
of lower and larger magnitudes calls for the use of regime-
switching models. Recently, [7] showed that for the case of
the Nysted and Horns Rev wind farms, Markov-switching ap-
proaches, i.e. for which the regime sequence is not directly ob-
servable but is assumed to be a first-order Markov chain, were
more suitable than regime-switching approaches relying on an
observable process e.g. using Smooth Transition AutoRegres-
sive (STAR) models. Though, a drawback of the method de-
scribed in [7] is that model coefficients are not time-varying,
while it is known that wind generation is a process with long-
term variations due to e.g. changes in the wind farm environ-
ment, seasonality or climate change, see e.g. [8]. The main ob-
jective of the present paper is to describe a method for adaptive
estimation in Markov-switching autoregression that indeed al-
lows for time-varying coefficients. This method utilizes a pa-
rameterization inspired by those proposed in [9, 10] and in
[11]. Adaptivity in time is achieved with exponential forget-
ting of past observations. In addition, the formulation of the
objective function to be minimized at each time-step includes
a regularization term that permits to dampen the variability of
the model coefficient estimates. A recursive estimation pro-
cedure permits to lower computational costs by updating esti-
mates based on newly available observations only. In parallel,
advantage is taken of the possibility to express predictive den-
sities from Markov-switching autoregressive models for asso-
ciating one-step ahead forecasts with prediction intervals. Pre-
dictive densities are given as a mixture of conditional densities
in each regime, the quantiles of which can be obtained by nu-
merical integration methods.
The paper is structured as following. A general formulation
of the type of models considered, i.e. Markov-switching au-
toregressions with time-varying coefficients, is introduced in
Section 1. The specific model parameterization employed is
also described. Then, Section 2 focuses on the adaptive esti-
mation of model coefficients, by first introducing the objective
function to be minimized at each time-step, and then deriv-
ing an appropriate 3-step recursive estimation procedure. The
issue of forecasting is dealt with in Section 4, by describing
how one-step ahead point forecasts and quantile forecasts can
be obtained, from a formulation of one-step ahead predictive
densities. Then, Markov-switching autoregression with time-
varying coefficients is applied for modelling power fluctua-
tions at offshore wind farms in Section 5. Data originates from
both Nysted and Horns Rev wind farms, and consists in power
averages with a 10-minute temporal resolution. The charac-
teristics of the estimated models are discussed. Concluding
remarks in Section 6 end the paper.
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2. MARKOV-SWITCHING AUTOREGRESSION WITH TIME-
VARYING COEFFICIENTS
Let {yt}, t = 1, . . . , n, be the time-series of measured
power production over a period of n time steps. The power
production value at a given time t is defined as the average
power over the preceding time interval, i.e. between times t−1
and t. For the modelling of offshore wind power fluctuations,
the temporal resolution of relevant time-series ranges from 1
to 10 minutes. Hereafter, the notation yt may be used for de-
noting either the power production random variable at time t
or the measured value.
In parallel, consider {zt} a regime sequence taking a finite
number of discrete values, zt ∈ {1, . . . , r}, ∀t. It is assumed
that {yt} is an autoregressive process governed by the regime
sequence {zt} in the following way
yt =
(
θ
(zt)
t
)
⊤
xt + ε
(zt)
t (1)
with
θ
(z)
t
= [θ
(z)
t,0 θ
(z)
t,1 . . . θ
(z)
t,p
]
⊤ (2)
xt = [1 yt−1 yt−2 . . . yt−p]
⊤ (3)
and where p is the order of the autoregressive process, chosen
here to be the same in each regime for simplicity. However,
the developed methodology could be extended for having dif-
ferent orders in each regime. The set of parameters for the
Markov-switching model introduced above, denoted by Θt,
is described here. The t-subscript is used for indicating that
the autoregressive coefficients are time-dependent, though as-
sumed to be slowly varying. {ε(z)
t
} is a white noise process
in regime z, i.e. a sequence of independent random variables
such that E[ε(z)] = 0 and σ(z)t < ∞. Let us denote by η(z)
the density function of the innovations in regime z, which we
will refer to as a conditional density in the following. For sim-
plicity, it is assumed that innovations in each regime are dis-
tributed Gaussian, ε(z)t ∼ N (0, σ(z)t ), ∀t, and thus
η(z)(ε;Θt) =
1
σ
(z)
t
√
2pi
exp

−1
2
(
ε
σ
(z)
t
)2
 (4)
with the t-subscript indicating that standard deviations of con-
ditional densities are allowed to slowly change over time.
In addition, it is assumed that the regime sequence {zt} fol-
lows a first order Markov chain on the finite space {1, . . . , r}:
the regime at time k is determined from the regime at time
k − 1 only, in a probabilistic way
p[zk = j|zk−1 = i, zk−2, . . . , z0] = p[zk = j|zk−1 = i] (5)
All the probabilities governing switches from one regime
to the others are gathered in the so-called transition matrix
P(Θt) = {pijt }i,j=1,...,r, for which the element pijt represents
the probability (given the model coefficients at time t, since
transition probabilities are also allowed to slowly change over
time) of being in regime j given that the previous regime was
i, as formulated in (5). Some constraints need to be imposed
on the transition probabilities. Firstly, by definition all the el-
ements on a given row of the transition matrix must sum to
1,
r∑
j=1
pij
t
= 1 (6)
since the r regimes represent all possible states that can be
reached at any time. Secondly, all the elements of the matrix
are chosen to be positive: pijt ≥ 0, ∀i, j, t, in order to ensure
ergodicity, which means that any regime can be reached even-
tually.
In order for constraint (6) to be met at any time, the tran-
sition probabilities are parameterized on a unit sphere, as ini-
tially proposed in [9, 10]. Indeed, by having pijt =
(
sijt
)2
,
and for each i, the vector si.t = [si1t . . . sirt ]⊤ describing a
location on a r-dimensional sphere, we naturally have
r∑
j=1
pijt = ||sijt ||22 = 1 (7)
For recursive estimation of coefficients in Markov-
switching autoregression, [11] argue that a more stable algo-
rithm can be derived by considering the logarithms of the stan-
dard deviations of the model innovations, i.e.
σ˜
(z)
t = ln
(
σ
(z)
t
)
(8)
In a similar manner, it is also proposed here to consider the
logit transform s˜ij
t
of the sij
t
coefficients in order to improve
the numerical properties of the information matrix to be used
in the recursive estimation scheme,
s˜ijt = ln
(
sijt
1− sijt
)
(9)
Finally, the set of coefficients allowing to fully characteriz-
ing the Markov-switching autoregressive model at time t can
be summarized as
Θt =
[
θ
(1)
t
⊤
. . . θ
(r)
t
⊤
σ˜⊤
t
s˜
⊤
]
⊤
(10)
where
θ
(j)
t =
[
θ
(j)
t,0 θ
(j)
t,1 . . . θ
(j)
t,p
]
⊤
(11)
gives the autoregressive coefficients in regime j and at time t,
while
σ˜t =
[
σ˜
(1)
t . . . σ˜
(r)
t
]
⊤
(12)
corresponds to the natural logarithm of the standard deviations
of conditional densities in all regimes at time t, and finally
st =
[
s˜1.
t
⊤ . . . s˜r.
t
⊤
]⊤ (13)
is the vector of logit spherical coefficients summarizing the
transition probabilities at that same time.
3. ADAPTIVE ESTIMATION OF THE MODEL COEFFICIENTS
There is a large number of papers in the literature dealing
with recursive estimation in hidden Markov models, see e.g.
[9, 10, 11]. Most of these estimation methods can be extended
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to the case of Markov-switching autoregressions. However, it
is often considered that the underlying model is stationary and
that recursive estimation is motivated by online applications
and reduction of computational costs only. In contrast here,
the model coefficients are allowed to be slowly varying owing
to the physical characteristics of the wind power generation
process. This calls for the introduction of an adaptive estima-
tion method permitting to track such long-term changes in the
process characteristics.
Hereafter, it is considered that observations are available up
to the current point in time t, and hence that the size of the
dataset grows as time increases. The time-dependent objec-
tive function to be minimized at each time step is introduced
in a first stage, followed by the recursive procedure for updat-
ing the set of model coefficients as new observations become
available.
3.1. Formulation of the time-dependent objective function
If not seeking for adaptivity of model coefficients, their es-
timation can be performed (based on a dataset containing ob-
servations up to time t) by maximizing the likelihood of the
observations given the model. Equivalently, given a chosen
model structure, this translates to minimizing the negative log-
likelihood of the observations given the set of model coeffi-
cients Θ,
St(Θ) = − ln (P [y1, y2, . . . , yt |Θ]) (14)
which can be rewritten as
St(Θ) = −
t∑
k=1
ln (uk(Θ)) (15)
with
uk(Θ) = P [yk | yk−1, . . . , y1;Θ] (16)
In contrast, for the case of maximum-likelihood estimation
for Markov-switching autoregression with time-varying coef-
ficients, let us introduce the following time-dependent objec-
tive function to be minimized at time t
St(Θ) = − 1
nλ
(
t∑
k=1
λt−k ln (uk(Θ))
)
+
ν
2
ΘΘ
⊤ (17)
where λ is the forgetting factor, λ ∈ [0, 1[, allowing for expo-
nential forgetting of past observations, and where
nλ =
1
1− λ (18)
the effective number of observations is used for normalizing
the negative log-likelihood part of the objective function. Note
that (17) is a regularized version of what would be a usual
maximum-likelihood objective function, with ν the regular-
ization parameter. ν controls the balance between likelihood
maximization and minimization of the norm of the model es-
timates. Such type of regularization is commonly known as
Tikhonov regularization [12]. It may allow to increase the
generalization ability of the model when used for prediction.
From a numerical point of view, it will permit to derive accept-
able estimates even though the condition number of the infor-
mation matrix used in the recursive estimation procedure is
pretty high. Theoretical and numerical properties of Tikhonov
regularization are discussed in [13].
The estimate Θˆt of the model coefficients at time t is finally
defined as the set of coefficient values which minimizes (17),
i.e.
Θˆt = arg min
Θ
St(Θ) (19)
Note that to our knowledge, there is no literature on
the properties of model coefficient estimates for Markov-
switching autoregressions when the estimation is performed
by minimizing (17). We do not aim in the present paper at per-
forming the necessary theoretical developments. A simulation
study in [14] shows the nice behaviour of the model estimates.
3.2. Recursive estimation
Imagine being at time t, with the model fully specified by
the estimate of model coefficients Θˆt−1, and a newly available
power measure yt. Our aim in the following is to describe the
procedure for updating the model coefficients and thus obtain-
ing Θˆt.
Given the definition of the conditional probability uk
in (16), i.e. as the likelihood of the observation yk given past
observations and given the model coefficients (for a chosen
model structure), it is straightforward to see that at time t,
ut(Θˆt−1) can be rewritten as
ut(Θˆt−1) = η
⊤
(εt; Θˆt−1)P
⊤
(Θˆt−1)ξt−1(Θˆt−1) (20)
In the above, εt is the vector of residuals in each regime at time
t, thus yielding η(εt; Θˆt−1) the related values of conditional
density functions (cf. (4)), given the model coefficients at time
t− 1. In addition, ξ
t−1(Θˆt−1) is the vector of probabilities of
being in such or such regime at time t− 1, i.e.
ξt−1(Θˆt−1) =
[
ξ
(1)
t−1(Θˆt−1) ξ
(2)
t−1(Θˆt−1) . . . ξ
(r)
t−1(Θˆt−1)
]
(21)
given the observations up to that time, and given the most re-
cent estimate of model coefficients, that is, Θˆt−1
ξ
(j)
t−1(Θˆt−1) = p
[
zt−1 = j | yt−1, yt−2, . . . , y1; Θˆt−1
]
(22)
then making P⊤(Θˆt−1)ξt−1(Θˆt−1) the forecast issued at
time t− 1 of being in such or such regime at time t.
At this same time t, even if the set of true model coefficients
Θt−1 were known, it would not be possible to readily say what
the actual regime is. However, one can use statistical inference
for estimating the probability ξ(j)
t
of being in regime j at time
t. This can indeed be achieved by applying the probabilistic
inference filter initially introduced by [15],
ξt(Θˆt−1) =
η(εt; Θˆt−1)⊗P⊤(Θˆt−1)ξt−1(Θˆt−1)
η⊤(εt; Θˆt−1)P⊤(Θˆt−1)ξt−1(Θˆt−1)
(23)
where ⊗ denotes element-by-element multiplication. ξt will
hence be referred to as the vector of filtered probabilities in
the following.
In order to derive the recursive estimation procedure, the
method employed is based on using a Newton-Raphson step
for obtaining the estimate Θˆt as a function of the previous
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estimate Θˆt−1, see e.g. [16],
Θˆt = Θˆt−1 − ∇ΘSt(Θˆt−1)∇2
Θ
St(Θˆt−1)
(24)
After some mathematical developments, which are de-
scribed in [14], one obtains a 2-step scheme for updating the
set of model coefficients at every time step. If denoting by ht
the information vetor at time t, i.e.
ht = ∇Θ ln(ut(Θt−1)) = ∇Θut(Θt−1)
ut(Θt−1)
(25)
and by Rt the related inverse covariance matrix, the 2-step
updating scheme can be summarized as
Rt = λRt−1 + (1− λ)
(
hth
⊤
t + νI
) (26)
Θˆt = pis
{(
I+ νR−1
t
)
−1 [ (
I+ λνR−1
t
)
Θˆt−1
+(1− λ)R−1
t
ht
]} (27)
where I is an identity matrix of appropriate dimensions, and
pis a projection operator on the unit spheres defined by the si.
vectors (i = 1, . . . , r). This projection hence concerns tran-
sition probabilities only and do not affect autoregressive and
standard deviation coefficients. Note that this procedure is ap-
plied after having calculated the vector of filtered probabilities
ξt. For that reason, the overall updating procedure is referred
to as a 3-step procedure.
One clearly sees in (26)-(27) the effects of regularization.
It consists of a constant loading on the diagonal of the in-
verse covariance matrix, thus permitting to control the con-
dition number of Rt to be inverted in (27). Then, the second
equation for model coefficients includes a dampening of pre-
vious estimates before and after updating with new informa-
tion. Note that when ν = 0 one retrieves a somehow classical
updating formula for model coefficients tracked with Recur-
sive Least Squares (RLS) of Recursive Maximum Likelihood
(RML) methods. For more details, see e.g. [16].
For initializing the recursive procedure without any infor-
mation on the process considered, one may use equal prob-
abilities of being in the various states, set the autoregressive
coefficients to zero, put a large load on the diagonal elements
of the transition matrix, and have sufficiently large standard
deviations of conditional densities in each regime so that con-
ditional density values are not too close to zero while having
poor knowledge of the process. In parallel, the inverse co-
variance matrix R0 can be initialized with a matrix of zeros.
Then, for the first few steps of the recursive estimation proce-
dure, only (26) is used for gaining information as long asRt is
not invertible. After that, (27) can be used for updating model
coefficient estimates.
4. POINT AND DENSITY FORECASTING
Denote by ft the density function of wind power values at
time t. Given the chosen model structure and the set of true
model coefficients Θt−1 estimated at time t− 1, the one-step
ahead predictive density of wind generation fˆt|t−1 can easily
be expressed as
fˆt|t−1(y) =
r∑
j=1
ξˆ
(j)
t|t−1
[
θ
(j)
t−1
⊤
xt
+η
(j)
t−1
(
y − θ(j)
t−1
⊤
xt;Θt−1
) ]
(28)
where ξˆ(j)
t|t−1 is the one-step ahead forecast probability of be-
ing in regime j at time t. The vector ξˆ
t|t−1 containing such
forecast for all regimes is given by
ξˆt|t−1 = P
⊤
(Θˆt−1)ξt−1(Θt−1) (29)
Since the true model coefficients are obviously not available,
they are replaced in the above equations by the estimate Θˆt−1
available at that point in time.
Define yˆt|t−1 the one-step ahead point prediction of wind
power as the conditional expectation of the random variable
yt, given the information set available at time t−1. yˆt|t−1 can
then be derived from the predictive density definition of (28)
as
yˆt|t−1 =
r∑
j=1
ξˆ
(j)
t|t−1θˆ
(j)
t−1
⊤
xt (30)
since the distributions of innovations in each regime are all
centred.
In parallel, following the definition of conditional densi-
ties in (4), the one-step ahead predictive density fˆt|t−1 con-
sists of a mixture of Normal densities. This predictive density
can hence be explicitly formulated, and quantile forecasts for
given proportions calculated with numerical integration meth-
ods. Indeed, if denoting by Fˆt|t−1 the cumulative distribution
function related to the predictive density fˆt|t−1, the quantile
forecast qˆ(α)
t|t−1 for a given proportion α is
qˆ
(α)
t|t−1 = Fˆt|t−1
−1
(α) (31)
The calculation of quantiles for finite mixtures of Normal den-
sities is discussed in [17].
Note that the method proposed here disregards the question
of uncertainty in parameter estimation, since it gives the ex-
act formulation of the one-step ahead predictive density fˆt|t−1
given the true parameter of the Markov-switching autoregres-
sive model. Accounting for parameter estimation uncertainty
for such type of model is a difficult task which, to our knowl-
edge, has not been treated in the relevant literature. The fact
that model coefficients are time-varying and the proposed es-
timation recursive complicates this question even more. How-
ever, the use of bootstrap methods may be envisaged, as ini-
tially proposed in [18]. And, concerning the recursive estima-
tion issue, one may consider adapting the nonparametric block
bootstrap method introduced in [19] to the case of the models
considered here.
5. RESULTS
In order to analyze the performance of the proposed
Markov-switching autoregressions and related adaptive esti-
mation method for the modelling of offshore wind power fluc-
tuations, they are used on a real-world case study. The exercise
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consists in one-step ahead forecasting of time-series of wind
power production. Firstly, the data for the offshore wind farm
is described. Then, the configuration of the various models and
the setup used for estimation purposes are presented. Finally,
a collection of results is shown and commented.
5.1. Case studies
The two offshore wind farms are located at Horns Rev and
Nysted, off the west coast of Jutland and off the south cost of
Zealand in Denmark, respectively. The former has a nominal
power of 160 MW, while that of the latter reaches 165.5 MW.
The annual energy yield for each of these wind farms is around
600GWh. Today, they represent the two largest offshore wind
farms worldwide.
For both wind farms, the original power measurement data
consist of one-second measurements for each wind turbine.
Focus is given to the total power output at Horns Rev and
Nysted. Following [6], it has been chosen to model each wind
farm as a single representative wind turbine, the production of
which consists of the average of the power generated by all the
available wind turbines. These turbines have a nominal capac-
ity Pn of 2000 kW and 2300 kW for Horns Rev and Nysted,
respectively. Time series of power production are then normal-
ized by these rated capacities. Hence, power values or error
measures are all expressed in percentage of Pn. A sampling
procedure has been developed in order to obtain time-series
of 10-minute power averages. This sampling rate is selected
so that the very fast fluctuations related to the turbulent na-
ture of the wind disappear and reveal slower fluctuations at the
minute scale. Because there may be some erroneous or suspi-
cious data in the raw measurements, the sampling procedure
has a threshold parameter τv , which corresponds to the min-
imum percentage of data that need to be considered as valid
in a given time interval, so that the related power average is
considered as valid too. The threshold chosen is τv = 75%.
At Horns Rev, the available raw data are from 16th February
2005 to 25th January 2006. And, for Nysted, these data have
been gathered for the period ranging from 1st January to 30th
September 2005.
5.2. Model configuration and estimation setup
From the averaged data, it is necessary to define periods
that are used for training the statistical models and periods that
are used for evaluating what the performance of these models
may be in operational conditions. These two types of datasets
are referred to as learning and testing sets. We do not want
these datasets to have any data considered as not valid. Suf-
ficiently long periods without any invalid data are then identi-
fied and permit to define the necessary datasets. For both wind
farms, the first 6000 data points are used as a training set,
and the remainder for out-of-sample evaluation of the 1-step
ahead forecast performance of the Markov-switching autore-
gressive models. These evaluation sets contain Nn = 20650
and Nh = 21350 data points for Nysted and Horns Rev, re-
spectively. Over the learning period, a part of the data is used
for one-fold cross validation (the last 2000 points) in order to
select optimal values of the forgetting factor and regularization
parameter. The autoregressive order of the Markov-switching
models is arbitrarily set to p = 3, and the number of regimes
to r = 3. For more information on cross validation, we refer
to [20]. The error measure that is to be minimized over the
cross validation set is the Normalized Root Mean Square Er-
ror (NRMSE), since it is aimed at having 1-step ahead forecast
that would minimize such criterion over the evaluation set.
For all simulations, the autoregressive coefficients and stan-
dard deviations of conditional densities in each regime are ini-
tialized as
θ
(1)
0 = [0.2 0 0 0]
⊤, σ
(1)
0 = 0.15
θ
(2)
0 = [0.5 0 0 0]
⊤, σ
(2)
0 = 0.15
θ
(3)
0 = [0.8 0 0 0]
⊤, σ
(3)
0 = 0.15
while the initial matrix of transition probabilities is set to
P0 =


0.8 0.2 0
0.1 0.8 0.1
0 0.2 0.8


It is considered that the forgetting factor cannot be less than
λ = 0.98, since lower values would correspond to an effec-
tive number of observations (cf. (18)) smaller than 50 data
points. Such low value of the forgetting factor would then not
allow for adaptation with respect to slow variations in the pro-
cess characteristics, but would serve more for compensating
for very bad model specification. No restriction is imposed on
the potential range of values for the regularization parameter
ν.
5.3. Point forecasting results
The results from the cross-validation procedure, i.e. the val-
ues of the forgetting factor λ and regularization parameter ν
that minimize the 1-step ahead NRMSE over the validation
set, are gathered in Table 1. In both cases, the forgetting factor
takes value very close to 1, indicating that changes in process
characteristics are indeed slow. The values in the Table cor-
respond to number of effective observations of 500 and 250
for Nysted and Horns Rev, respectively, or seen differently to
periods covering the last 3.5 and 1.75 days. Fast and abrupt
changes are dealt with thanks to the Markov-switching mech-
anism. In addition, regularization parameter values are not
equal to zero, showing the benefits of the proposal. Note that
one could actually increase this value even more if interested
in dampening variations in model estimates, though this would
affect forecasting performance.
Table 1. Forgetting factor λ and regularization parameter ν obtained
from the cross validation procedure for the Nysted and Horns Rev
wind farms.
λ ν
Nysted 0.998 0.005
Horns Rev 0.996 0.007
For evaluation of out-of-sample forecast accuracy, we fol-
low the approach presented in [21] for the evaluation of short-
term wind power forecasts. Focus is given to the use of er-
ror measures such as NRMSE and Normalized Mean Ab-
solute Error (NMAE). In addition, forecasts from the pro-
posed Markov-switching autoregressive models are bench-
marked against those obtained from persistence. Persistence
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is the most simple way of producing a forecast and is based
on a random walk model. A 1-step ahead persistence forecast
is equal the last power measure. Despite its apparent simplic-
ity, this benchmark method is difficult to beat for short-term
look-ahead time such as that considered in the present paper.
The forecast performance assessment over the evaluation
set is summarized in Table 2. NMAE and NRMSE criteria
have lower values when employing Markov-switching models.
This is satisfactory as it was expected that predictions would
be hardly better than those from persistence. The reduction in
NRMSE and NMAE is higher for the Nysted wind farm than
for the Horns Rev wind farm. In addition, the level of error is
in general higher for the latter wind farm. This confirms the
findings in [7], where it is shown that the level of forecast per-
formance, whatever the chosen approach, is higher at Nysted.
The Horns Rev wind farm is located in the North Sea (while
Nysted is in the Baltic sea, south of Zealand in Denmark). It
may be more exposed to stronger fronts causing fluctuations
with larger magnitude, and that are less predictable.
Table 2. One-step ahead forecast performance over the evaluation
set for Nysted and Horns Rev. Results are both for persistence and
Markov-switching models. Performance is summarized with NMAE
and NRMSE criteria, given in percentage of the nominal capacity Pn
of the representative single turbine.
persistence Markov-switching model
NMAE NRMSE NMAE NRMSE
Nysted 2.37 4.11 2.20 3.79
Horns Rev 2.71 5.06 2.70 4.96
An expected interest of the Markov-switching approach is
that one can better appraise the characteristics of short-term
fluctuations of wind generation offshore by studying the esti-
mated model coefficients, standard deviations of conditional
densities, as well as transition probabilities. Autoregressive
coefficients may inform on how the persistent nature of power
generation may evolve depending on the regime, while stan-
dard deviations of conditional densities may tell on the am-
plitude of wind power fluctuations depending on the regime.
Finally, the transition probabilities may tell if such or such
regime is more dominant, or if some fast transitions may be
expected from certain regimes to the others.
The set of model coefficients at the end of the evaluation set
for Nysted can be summarized by the model autoregressive co-
efficients and related standard deviations of related conditional
densities,
θ
(1)
Nn
= [0.0 1.361 − 0.351 − 0.019]⊤, σ(1)
Nn
= 0.0007
θ
(2)
Nn
= [0.013 1.508 − 0.778 0.244]⊤, σ(2)
Nn
= 0.041
θ
(3)
Nn
= [−0.001 1.435 − 0.491 0.056]⊤, σ(3)
Nn
= 0.011
while the final matrix of transition probabilities is
PNn =


0.888 0.036 0.076
0.027 0.842 0.131
0.051 0.075 0.874


In parallel for Horns Rev, the autoregressive coefficients and
related standard deviations are
θ
(1)
Nh
= [0.002 1.253 − 0.248 − 0.008]⊤, σ(1)
Nh
= 0.023
θ
(2)
Nh
= [0.022 1.178 − 0.3358 0.123]⊤, σ(2)
Nh
= 0.066
θ
(3)
Nh
= [0.069 0.91 0.042 − 0.022]⊤, σ(3)
Nh
= 0.005
while the final matrix of transition probabilities is
PNh =


0.887 0.069 0.044
0.222 0.710 0.068
0.173 0.138 0.689


For both wind farms, the first regime is dominant in the
sense that it has the highest probability of keeping on with
the same regime when it is reached. However, one could ar-
gue that the first regime is more dominant for Horns Rev, as
the probabilities of staying in second and third regimes are
lower, and as the probabilities of going back to first regime
are higher. The dominant regimes have different characteris-
tics for the two wind farms. At Nysted, it is the regime with
the lower standard deviation of the conditional density, and
thus the regime where fluctuations of smaller magnitude are to
be expected. It is not the case at Horns Rev, as the dominant
regime is that with the medium value of standard deviations
of conditional densities. Such finding confirms the fact that
power fluctuations seem to be of larger magnitude at Horns
Rev than at Nysted.
Let us study an arbitrarily chosen episode of power gener-
ation at the Horns Rev wind farm. For confidentiality reason,
the dates defining beginning and end of this period cannot be
given. The episode consists of 250 successive time-steps with
power measurements and corresponding one-step ahead fore-
casts as obtained by the fitted Markov-switching autoregres-
sive model. These 250 time steps represent a period of around
42 hours. The time-series of power production over this period
is shown in Figure 1, along with corresponding one-step ahead
forecasts. In parallel, Figure 2 depicts the evolution of the fil-
tered probabilities, i.e. the probabilities given by the model of
being in such or such regime at each time step. Finally, the
evolution of the standard deviation of conditional densities in
each regime is shown in Figure 3.
First of all, it is important to notice that there is a clear dif-
ference between the three regimes in terms of magnitude of
potential power fluctuations. There is a ratio 10 between the
standard deviations of conditional densities between regime
2 and 3. In addition, these regimes are clearly separated, as
there is a smooth evolution of the standard deviation param-
eters over the episode. If focusing on the power time-series
of Figure 1, one observes successive periods with fluctuations
of lower and larger magnitude. Then, by comparison with the
evolution of filtered probabilities in Figure 2, one sees that pe-
riods with highly persistent behaviour of power generation are
all associated with very high probability of being in the first
regime. This is valid for time steps between 20 and 80 for
instance. This also shows that regimes are not bviously re-
lated to a certain level of power generation, as it would be the
case f using e.g. Self-Exciting Tansition Auto-Regressive (SE-
TAR) or Smooth Transition Auto-Regressive (STAR) models
[7]. If looking again at the autogressive coefficients in each
regime given above for Horns Rev at the end of the evaluation
period, one clearly sees that intercept coefficients are almost
zero. While regime 1 appears to be the regime with low mag-
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nitude fluctuations, both regime 2 and 3 contribute to periods
with larger ones. Studying obtained series of filtered probabil-
ities along with the evolution of some meteorological variables
is expected to give useful information for better understanding
meteorological phenomena that govern such behaviour. This
would then permit to develop prediction methods taking ad-
vantage of additional explanatory variables.
Figure 1. Time-series of normalized power generation at Horns Rev
(both measures and one-step ahead predictions) over an arbitrarily
chosen episode.
Figure 2. Evolution of filtered probabilities given by the Markov-
switching model over the same period.
Figure 3. Evolution of the standard deviation of conditional densities
in the various regimes for the same episode.
5.4. Interval forecasting results
In a second stage, focus is given to the uncertainty informa-
tion provided by the Markov-switching autoregressive models.
Indeed, even if point predictions in the form of conditional ex-
pectations are expected to be relevant for power management
purposes, the whole information on fluctuations will actually
be given by prediction intervals giving the potential range of
power production in the next time-step, with a given probabil-
ity i.e. their nominal coverage rate. Therefore, the possibility
of associating point predictions with central prediction inter-
vals is considered here. Central prediction intervals are inter-
vals that are centred in probability around the median. For
instance, a central prediction interval with a nominal coverage
rate of 80% has its bounds consisting of the quantile forecasts
with nominal proportions 0.1 and 0.9. Therefore, for evalu-
ating the reliability of generated interval forecasts, i.e. their
probabilistic correctness, one has to verify the observed pro-
portions of quantiles composing the bounds of intervals. For
more information on the evaluation of probabilistic forecasts,
and more particularly for the wind power application, we refer
to [22, 23].
Table 3. Empirical coverage of the interval forecasts produced
from the Markov-switching autoregressive models for Horns Rev and
Nysted.
nominal [%] emp. cov. Horns Rev [%] emp. cov. Nysted [%]
10 10.09 10.38
20 21.23 19.55
30 31.48 28.69
40 41.67 38.16
50 51.36 48.59
60 61.39 59.18
70 70.45 69.59
80 79.84 79.92
90 89.59 90.92
Prediction intervals are generated over the evaluation set for
both Horns Rev and Nysted. The nominal coverage of these
intervals range from 10% to 90%, with a 10% increment. This
translates to numerically calculating 18 quantiles of the pre-
dictive densities obtained from (28). The observed coverage
for these various prediction intervals are gathered in Table 3.
The agreement between nominal coverage rates and observed
one is good, with deviations from perfect reliability overally
less than 2%. However as explained above, this valuation has
to be carried further by looking at the observed proportions
of related quantile forecasts, in order to verify that intervals
are indeed properly centred. Such evaluation is performed in
Figure 4 by the use of reliability diagrams, which gives the ob-
served proportions of the quantiles against the nominal ones.
The closer to the diagonal the better. For both wind farms,
the reliability curve lies below the diagonal, indicating that all
quantiles are underestimated (in probability). This underes-
timation is more significant for the central part of predictive
densities. Note that for operational applications one would
be mainly interested in using prediction intervals with high
nominal coverage rates, say larger than 80%, thus correspond-
ing to quantile forecasts that are more reliable in the present
evaluation. It seems that the Gaussian assumption for condi-
tional densities allows to have predictive densities (in the form
of Normal mixtures) that appropriately capture the shape of
the tails of predictive distributions, but not their central parts.
Using nonparametric density estimation in each regime may
allow to correct for that.
Finally, Figure 5 depicts the same episode with power mea-
sures and corresponding one-step ahead point prediction that
than shown in Figure 1 for the Horns Rev wind farm, except
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Figure 4. Reliability evaluation of quantile forecasts obtained from
the Markov-switching autoregressive models for both Horns Rev and
Nysted. Such reliability diagram compare nominal and observed
quantile proportions.
that here point predictions are associated with prediction in-
tervals with a nominal coverage rate of 90%. Prediction in-
tervals with such nominal coverage rate are the most relevant
for operation applications, and they have been found to be the
most reliable in practice. The size of the prediction intervals
obviously varies during this 250 time-step period, with their
size directly influenced by forecasts of filtered probabilities
and standard deviations of conditional densities in each regime
(cf. (28)). In addition, prediction intervals are not symmetric,
as even if conditional densities are assumed to be Gaussian
in each regime, the resulting one-step ahead predictive den-
sities are clearly not. In this episode, prediction intervals are
wider during periods with power fluctuations of larger mag-
nitude. Even though point predictions may be less accurate
(in a mean square sense) during these periods of larger fluctu-
ations, Markov-switching autoregressive models can provide
this valuable information about their potential magnitude.
Figure 5. Time-series of normalized power generation at Horns Rev
(both measures and one-step ahead predictions) over an arbitrarily
chosen episode, accompanied with prediction intervals with a nomi-
nal coverage of 90%.
6. CONCLUSIONS
Markov-switching autoregressive models are an appealing
approach to the modelling of short-term wind power fluctua-
tions at large offshore wind farms. Such models can be used
for simulation or forecasting purposes. This class of models
has been generalized so that they are allowed to have time-
varying coefficients, though slowly varying, in order to fol-
low the long-term variations in the wind generation process
characteristics. An appropriate estimation method using re-
cursive maximum likelihood and Tikhonov regularization has
been introduced. The proposal for including a regularization
term comes from the aim of application to noisy wind power
data, for which the use of non-regularized estimation may re-
sult in ill-conditioned numerical problems. The convergence
and tracking abilities of the method have been shown from
simulations. Then, Markov-switching autoregressive models
have been employed for characterizing the 10-minute power
fluctuations at Horns Rev and Nysted, the two largest off-
shore wind farms worldwide. The models and related esti-
mation method have been evaluated on a one-step ahead fore-
casting exercise, with persistence as a benchmark. For both
wind farms, the forecast accuracy of the proposed approach
is higher than that of persistence, with the additional benefit
of informing on the characteristics of such fluctuations. In-
deed, it has been possible to identify regimes with different
autoregressive behaviours, and more importantly with differ-
ent variances in conditional densities. This shows the ability
of the proposed approach to characterize periods with lower
or larger magnitudes of power fluctuations. In the future, the
series of state sequences may be compared with the time se-
ries of some meteorological variables over the same period, in
order to reveal if power fluctuations characteristics can indeed
be explained by these meteorological variables.
In addition to generating point predictions of wind genera-
tion, it has been shown that the interest of the approach pro-
posed also lied in the possibility of associating prediction in-
tervals or full predictive densities to point predictions. Indeed
when focusing on power fluctuations, even if point predictions
give useful information, one is mainly interested in the mag-
nitude of potential deviations from these point predictions. It
has been shown that for large nominal coverage rates (which
are the most appropriate for operational applications) the re-
liability of prediction intervals was more acceptable than for
low nominal coverage rates. It is known that for the wind gen-
eration process, noise distributions are not Gaussian, and that
the shape of these distributions is influenced by the level of
some explanatory variables [24]. Therefore, in order to bet-
ter shape predictive densities, the Gaussian assumption should
be relaxed in the future. Nonparametric density estimation
may be achieved with kernel density estimators, as in e.g. [25],
though this may introduce some problems in a recursive max-
imum likelihood estimation framework e.g. multimodality of
conditional densities.
One-step ahead predictive densities of power generation
have been explicitly formulated. Such densities consist of fi-
nite mixtures of conditional densities in each regime. How-
ever, it has been explained that the issue of parameter uncer-
tainty was not considered, and that this may also affect the
quality of derived conditional densities, especially in an adap-
tive estimation framework where the quality of parameter esti-
mation may also vary with time. Novel approaches accounting
for such parameter uncertainty should hence be proposed. The
derivation of analytical formula might be difficult. In contrast,
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one may think of employing nonparametric block bootstrap
procedures similar to that proposed in [19]. This will be the
focus of further research.
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Abstract — Multi-terminal high voltage direct-current (MT-HVdc) 
technology could be an interesting technology for international 
submarine interconnectors. Synergies may exist between energy 
trade and the connection of large-scale offshore wind power to 
onshore grids, since the capacity utilization of the system can be 
increased. 
This paper presents a simplified simulation model of a VSC-
connected offshore wind farm for the real-time digital simulator 
(RTDS). The RTDS works in continuous sustained real-time and is 
therefore able to perform the simulations fast. The converter bridge 
is modelled by the assumption of ideal sources. All other 
components (converter transformer, phase reactors, dc capacitor, 
etc.) are modelled using their physical representation in standard 
library blocks. Different operational cases are simulated: normal 
operation and fault situations in the ac-system. 
Index Terms — High Voltage Direct Current, Multi-terminal, 
Offshore Wind, Real-time Digital Simulator, Voltage-Sourced 
Converter. 
1. INTRODUCTION 
Offshore wind power has the potential to become an 
important source of renewable energy in Western Europe. 
The first projects have been constructed relatively close to 
shore (<25 km) and have power ratings up to 160 MW. 
These wind farms are connected to the power system through 
submarine power cables operated at alternating current (ac). 
The future holds projects that will be located further away 
from the shore and have higher power ratings, complicating 
grid connection. Besides, there is a growing need for 
electricity trade in Europe, also because of the liberalized 
electricity market. The combination of these two 
objectives—grid connection for offshore wind farms and 
new cross-border interconnection capacity—into a single 
infrastructure may lead to interesting cost savings. The 
capacity factor of an offshore wind farm is in the order of 
40%; the proposed solution could improve the usage of the 
electrical infrastructure by facilitating energy transports at 
times of low wind production. 
At transmission distances of about 80 km, the physical 
limits of ac transmission through submarine cables are 
reached. Connection through direct-current (dc) technology 
could overcome these restrictions and seems therefore an 
interesting technology for the proposed solution. Contrary to 
most existing HVdc-transmission schemes, the proposed 
infrastructure is multi-terminal (MT), see figure 1. 
Thyristor-based line-commutated converters (LCC) have 
been used for the conversion between ac and dc for more 
than 50 years now, for power ratings up to and over 
1500 MW. For offshore use this technology has several 
disadvantages: the converter stations have large space 
requirements and are therefore difficult to build on offshore 
platforms, operation is problematic without additional 
equipment providing a stable ac voltage, and operation at low 
power produces high valve losses and harmonic currents. DC 
transmission based on voltage-sourced converters (VSC) 
with forced commutated switches could overcome these 
disadvantages. The high switching frequency reduces the ac-
side voltage and dc-side current harmonics significantly 
compared to the LCC, thus requiring less harmonic filters 
and resulting in a smaller converter footprint. The VSC has 
inherent black-start capability, enabling energizing of the 
remote wind farm grid. Besides, the independent control of 
active and reactive power provides STATCOM-like 
functionality making it easier to comply with grid connection 
requirements onshore. Also, more robust operation in MT-
configuration is an advantage. 
For the study of the behaviour of the MT-VSC 
transmission system as a part of a power system, various 
simulation frameworks are available. Delft University of 
Technology has a real-time digital simulator (RTDS) that 
enables the simulation of electric networks in real-time. This 
saves time and allows the user to change system parameters 
during the simulation. A library with detailed power system-
component models is included in the RTDS software. This 
allows the user to set-up a model that closely resembles the 
real system. Typical application of the RTDS is the closed-
loop verification of control and protection hardware. For 
real-time operation, the RTDS has a minimum step-size of 
50 μs. This step-time limits accurate simulation of circuits 
switching at frequencies above 1 kHz. To simulate the 
proposed transmission scheme, reduced VSC models are 
required. 
Figure 1 The proposed MT-VSC transmission system, all three converters 
are rated 300 MW. 
The remainder of this paper is organized as follows. In 
section 2, the operating principles of the VSC are described, 
after which the control of the VSC is explained in section 3. 
The RTDS model is discussed in section 4 and in section 5 
are different operational cases simulated, regarding the 
normal operation and fault situations in the ac system. 
2. VSC OPERATING AND MODELLING PRINCIPLES 
A VSC is a power electronic device that can convert power 
from the ac to dc side and vice-versa by switching power 
electronic switches in a controlled manner. The ac side of the 
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VSC is theoretically able to produce any preferred voltage 
waveform, only limited by the direct voltage and the 
switching frequency. For grid purposes, a sinusoidal voltage 
needs to be produced with the same frequency as the grid’s. 
To produce this waveform, in most cases a pulse-width 
modulation (PWM) scheme is applied. The VSC is able to 
exchange active as well as reactive power. To exchange 
power with the grid, the produced voltage should differ from 
the ac-grid voltage. “From a system point of view, it acts as a 
zero-inertia motor or generator that can control active and 
reactive power almost instantaneously” [1]. In figure 2 a 
single-phase VSC is shown. The inductance between the grid 
and the ac side of the VSC is often the leakage inductance of 
a transformer, or a separately installed converter reactor [2]. 
For the power electronic switches in VSC transmission 
systems mainly insulated gate bipolar transistors (IGBT) are 
applied, and occasionally gate turn-off transistors (GTO) [3]. 
In case PWM with an infinite switching frequency and ideal 
switches are assumed, a sinusoidal voltage could be 
produced by the VSC. Since the minimum step size of the 
RTDS allows no detailed modelling of the converter bridge, 
the VSC has been modelled by ideal voltage and current 
sources. For the ac side, controlled voltage sources are used 
and a controlled current source has been used for the dc side, 
whereby the power Pac=Pdc. See figure 2 for the 
schematically represented VSC. 
 
 
Figure 2 A schematically represented VSC [1]. 
To exchange power with the ac-grid, the sinusoidal voltage 
that is produced by the VSC needs to be different from the 
ac-grid voltage. These well-know formulas describe the 
power exchange between the VSC and the ac grid 
 sing conv
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in which δ is the angle between Vg and Vconv. 
3. CONTROL OF  THE VSC 
For controlling the VSC, direct control (in which the 
converter voltage angle δ and amplitude Vconv are changed 
independently) and vector control [5] can be used. Vector 
control allows developing a controller that is able to control 
the active power P and the reactive power Q independently. 
The active and reactive current components are decoupled, 
which implies consequently no offset in the steady state. 
(Note: this is not possible with direct control, since a change 
in the converter voltage angle δ does influence both P and Q, 
as does a change in Vconv; see (1) and (2)). Vector control is 
therefore used in this work. 
With vector control, the dq-currents will be tracked to 
appropriate reference values. For this, the grid-side voltages 
vgd and vgq are measured and values for converter voltages 
vconvd, and vconvq are calculated in such a way that the desired 
reference values id,ref and iq,ref are reached. The required 
converter voltages are then transformed back to the abc-
reference frame and submitted as an input to the PWM 
mechanism. An overview of this process is presented in 
figure 3. 
Measure
grid voltage Vgabc -> Vgdq0
Vgdq0 -> 
Vconvdq0
Id_ref
Iq_ref
Vconvdq0 -> 
Vconvabc
Apply 
reference 
values to 
converter
 
Figure 3 Schematic overview of current control. 
The transformation between the abc-components and the 
dq0-components is defined by [4] 
 0abc dqV V= P  
and 
 0abc dqI I= P  
in which =P AB , which is the orthogonal Park 
transformation 
 
1 2 22 cos sin
2 3 3
2 1 2 22 cos sin
3 2 3 3
1 2 cos sin
2
π πθ θ
π πθ θ
θ θ
⎡ ⎤⎛ ⎞ ⎛ ⎞− − −⎜ ⎟ ⎜ ⎟⎢ ⎥⎝ ⎠ ⎝ ⎠⎢ ⎥⎢ ⎥⎛ ⎞ ⎛ ⎞= − − −⎢ ⎥⎜ ⎟ ⎜ ⎟⎝ ⎠ ⎝ ⎠⎢ ⎥⎢ ⎥−⎢ ⎥⎣ ⎦
P  
with 1 T− =P P . 
The angle θ is measured by a phase-locked loop (PLL) 
system. A d-q-z grid control circuit could be used, which is 
known to perform robustly: “The d-q-z type of grid control 
circuit has excellent immunity from either loss of 
synchronizing voltages or harmonic distortion on the 
synchronizing voltages” [6]. 
After the transformation to dq-quantities, the voltages vconvd 
and vconvq have to be calculated by the current controller. To 
synthesize the current controller, first the network equations 
of the ac side will be derived with Kirchhoff’s circuit laws, 
see figure 4. 
  
Figure 4 Basic Circuit for the derivation of circuit equations. 
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Voltages will be in their vector representation 
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The same holds for for I. 
Applying Kirchhoff’s circuit laws and applying the Park-
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The VSC is connected to the grid through a ΔY-
transformer where the converter-sided Y-winding is 
grounded. The converter star point is not grounded hence no 
zero-sequence currents can flow in the converter. Because of 
the delta winding at the grid side of transformer, no zero- 
sequence currents can flow and will therefore be neglected in 
the remainder. If id and iq are chosen as state variables, the 
remaining equations are 
 
1 1
1 1
d
g d d q convd
q
g q q d convq
di Rv i i v
dt L L L
di Rv i i v
dt L L L
ω
ω
= − − −
= − + −
 
In these equations the terms ωiq and ωid cause a cross-
coupling between both state variables. For the current 
controller, these factors will be regarded as external 
disturbances and fed forward. Two new control inputs can be 
introduced 
 d g d q convd
q g q d convq
x v Li v
x v Li v
ω
ω
= − −
= + −  
From the original expression follows that 
 
( )
( )
d d
q q
x sL R i
x sL R i
= +
= +  
in which s is the Laplace-operator. Now two independent 
first-order models result that can be controlled by PI-
regulators. The current controller is depicted in figure 5. 
 
Figure 5 Current controller. 
VSC
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Figure 6 System and controller overview. 
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Current references id,ref and iq,ref are obtained from outer 
controllers. The following control modes can be 
distinguished (see figure 6): 
 
• Direct-voltage control (iq); 
• fixed amount of active power P (iq); 
• AC-frequency support (iq); 
• fixed amount of reactive power Q (id); 
• AC-voltage support (id). 
 
For reliable operation, at least one of the VSCs in the 
scheme should control the direct voltage, thus securing 
power balance in the dc-network. In case only one direct-
voltage controlling element is present, direct-voltage control 
can be implemented as proportional-integral (PI) control. The 
dc-voltage will then consequently reach the defined reference 
value after a system disturbance. In case more then one VSC 
is configured as a direct voltage-controlling element, all 
direct-voltage controllers need to be implemented as P-
control only to prevent unexpected system behaviour. In this 
work, although only one VSC is configured as a voltage-
controlling element, proportional control is applied according 
 ( )_ _q ref dc ref dc pi v v k= −  
In this work VSC1 (as in figure 1) will be in active power-
control mode, VSC2 will regulate the direct voltage, and 
VSC3 is in ac frequency-support mode to ensure that all 
power produced by the wind farm is injected into the dc 
system. In case of a fault at the grid side of VSC2, the direct 
voltage will become incontrollable. VSC2 is not able to 
exchange sufficient power between the ac and the dc grid. 
Hence, the direct-voltage will either increase or decrease 
quickly. The rate of change of the direct voltage depends on 
the set point of the power controller of VSC1 and the power 
that is supplied by the wind farm. The direct voltage rises if 
the set point of the power controller of VSC1 is positive and 
drops if this set point is negative (in case no power is 
supplied by the wind farm). Moreover, due to the fast dc-
system dynamics, the direct voltage reaches unacceptable 
values within only a few milliseconds. 
  
To avoid the situation were the direct voltage reaches an 
unacceptable level, an extra direct voltage controller is added 
to VSC1, which is only activated when the direct voltage is 
out of a specified interval. The function of the outer 
controller shifts from power controller to direct voltage 
controller if direct voltage is out of this interval. If normal 
operation is restored and the direct voltage is within the 
operating boundaries again, VSC1 will change back to 
power-control mode again. An overview of this process is 
presented in figure 7. 
 
Figure 7 Overview of interaction between outer controllers of VSC1 and 
VSC2. 
4. MODEL SET-UP FOR THE RTDS 
The transmission system will be implemented for the Real-
time Digital Simulator (RTDS) system. The RTDS is a 
powerful computer that works in continuous, sustained real-
time. Hence, simulation of events is just as fast as their 
occurrence in practice. This saves time, in comparison to 
other off-line tools, where the simulation of one second 
would take much more calculation time. 
The complete model for the RTDS is shown in figure 8. 
ACgrid1 is connected via a three-phase circuit breaker and a 
ΔY-transformer to the ac side of VSC1. The dc side of VSC1 
is referred to as “1” in the model section labeled “DCgrid”. 
This also applies for the other VSCs. By changing values for 
the blocks labeled “RRL” (which are part of a benchmark 
model for HVdc-transmission systems [7]) the ac grids can 
represent different short-circuit ratios. The right-hand side of 
the dc model is used to model energizing of the dc system, as 
will be explained later. Component values are given in 
table 1 and are taken from [2]. 
Table 1 System parameters. 
Quantity Symbol Value 
Rated system power Pnom 300 MW 
Rated direct voltage vdc 300 kV 
Rated ac-voltage vg 150 kV 
Phase reactor inductance L 35 mH 
AC equivalent resistance R 0 Ω 
DC-capacitance C 40 μF 
DC equivalent resistance Rdc 60 kΩ 
AC-system rated frequency f 50 Hz 
 
4.1. Offshore wind farm and collection system 
A wind farm consisting of direct drive turbines has been 
assumed, with a rated power of 300 MW. This wind farm is 
represented by one VSC. Because of the relatively short 
simulation time, a constant wind speed has been assumed. 
The VSC (“direct drive wind farm”, figure 8) has been 
placed in series with two ΔY-transformers. The rated voltage 
of equivalent wind turbine is 3.5 kV; this voltage is 
transformed to 20 kV-level in the collection system. From 
20 kV, the voltage is transformed to 150 kV. 
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4.1.1.  
The offshore VSC (VSC3, figure 8) should provide and 
maintain a stable voltage in the offshore grid. For the 
generation of the desired system voltage and frequency at the 
ac-side of the VSC, takes care of the generation of a fixed 
voltage behind the ΔY (150/23 kV) transformer. 
4.2. Energizing of the dc grid and system start-up 
The dc system has to be energized before the MT-VSC 
transmission system can start operation. If the VSC is 
connected to the ac system without additional measures, high 
charging currents will flow that could damage the converter. 
By inserting a current-limiting resistor at system start-up, the 
converter is protected. When the direct voltage is at its rated 
value, the resistor is bypassed. The right-hand side of the dc 
circuit in figure 8 is added to simulate this start-up sequence. 
To energize the dc-system the following procedure is 
followed: 
1. Energize the dc grid, close BRK1 (figure 8); 
2. Start the PWM of all VSCs and synchronize to the 
grid voltages; 
3. apply a reference for the direct voltage to the direct 
voltage-controlling VSC; 
4. open circuit breaker BRK1 (figure 8); and 
5. apply a power reference to the power-controlling 
VSC. 
5. SIMULATION OF SELECTED CASES 
In this section different cases will be simulated in order to 
evaluate the performance of the system. First the power flow 
during normal operation is evaluated and then different fault 
situations are considered. 
5.1. Power flow during normal operation 
During normal operation different power flows in the 
transmission system can take place. The following power 
flows are possible: 
1. In case the system is only used for energy trade 
between both interconnected system: from VSC1 to 
VSC2 or from VSC2 to VSC1; 
2. In case wind power is transported to one 
interconnected system only: from VSC3 to VSC1 or 
from VSC3 to VSC2; 
3. A combination of option of 1 and 2. 
As an illustration, a simulation will be performed in which 
the system is used for energy trade (150 MW from VSC2 to 
VSC1) and wind power is produced. At a certain moment, 
the wind power goes up from 100 MW to 200 MW. VSC1 
has been equipped with an outer power controller, in order to 
make sure that 150 MW is drawn by ACgrid1. VSC2 is 
equipped with a direct-voltage controller as outer controller 
and will therefore accept the fluctuations in wind power. 
 
Starting value: After wind gust: 
P(VSC1) = −150 MW P(VSC1) = −150 MW 
P(VSC2) = +50 MW P(VSC2) = −50 MW 
P(VSC3) = +100 MW P(VSC3) = +200 MW 
 
The result of this simulation is presented in figure 9a–b. The 
system works as expected regarding the power flows. 
5.2. Three-phase to ground fault at the grid side of VSC2 
In this section, different fault situations will be simulated in 
order to identify bottlenecks in the system. A three-phase to 
ground fault will be applied at the grid side of VSC2. As 
mentioned earlier, VSC2 is unable to control the dc-voltage 
during the fault and VSC1 should take over this task.  
 
Figure 8 Implementation of the system in the RTDS. 
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Power flow from VSC1 to VSC2 
Figure 10a–g shows the system responses to a three-phase to 
ground fault at the grid side of VSC2, which is cleared after 
100 ms. During the fault, the voltage at the grid side of 
VSC2 is zero (figure 10b). The voltage at the converter side 
of the transformer however, is not zero (figure 10b). The 
reason for this is that the current controller of VSC2 still tries 
to control the current in such a way that the reference value 
for the direct voltage is reached. This reference value cannot 
be reached, since ACgrid2 can not deliver power to VSC2. 
The current through VSC2 remains equal, but the power goes 
to 0 MW (figure 10e). The current through the valves of 
VSC2 temporarily reaches a value of 2 kA (figure 10d) at the 
moment that the fault is applied. It is questionable whether 
the IGBTs are able to survive this overshoot. A solution 
would be over dimensioning of the IGBT valves or 
installation of a larger converter reactor to decrease the rate 
of rise. The direct voltage increases fast (figure 10f) at the 
moment that the fault is applied. As can be observed in figure 
10f, the outer controller of VSC1 quickly switches from 
active power-control mode to direct voltage-control mode. 
After the fault has been cleared the system remains stable 
and is able to restore fast (figure 10a–g). 
Power flow from VSC2 to VSC1 
The same fault as was applied in the previous part will be 
simulated, but the power is now transported from VSC2 to 
VSC1. This means that the direct voltage will decrease after 
the fault has been applied, since VSC2 is the direct voltage-
controlling converter. During the fault VSC1 will 
temporarily take over this function again. The direct voltage 
reaches a value below 250 kV. However, this is high enough 
for the system to remain in operation. Other phenomena that 
occur are similar to what has been explained above and 
therefore are not included here. The three-phase to ground 
fault does not result in the shut down of the system. The 
system remains stable and is able to restore fast. 
6. CONCLUSION 
According to the part of this study concerning steady-state 
situations, building a MT-VSC transmission system seems to 
be possible. For multi-terminal purposes, only one VSC can 
be commanded to control the dc-grid voltage, while the other 
VSCs are just adding or drawing power to this dc-grid. This 
interaction between the VSCs can function in a proper way, 
based on local measurements and without a need for 
telecommunication. 
To control the power flow of each VSC, a current 
controller (which is able to decouple P and Q, based on 
(a)
(b) 
Figure 9 150 MW transported to VSC1, wind power goes up from 
100 MW to 200 MW, power fluctuations accepted by VSC2. 
(a)
(b)
(c)
(d)
(e)
(f) 
(g) 
Figure 10 3-phase to ground fault at grid side of VSC2, power flow from 
VSC1 to VSC2. 
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vector control) with an associated outer controller has been 
applied to the two VSCs connected to an onshore ac-grid. 
The VSCs are able to exchange active as well as reactive 
power with the ac grid and can be used to support the ac grid 
voltage and frequency.  
In order to handle fault situations, the scheme must be 
expanded in order to protect the VSC and dc-grid from over-
voltages and -currents. This is because the defined basic 
control strategies that are developed in this paper and valid 
during steady state are not achievable in case a short circuit 
at the ac-side of the converter occurs, since the converter is 
simply not able to exchange power with the ac-grid. Thus, in 
case a short circuit occurs at the ac-side of the VSC 
controlling the dc-grid voltage, another VSC should control 
the dc-grid voltage. If this requirement is satisfied, the 
system is able to restore fast after the ac-short circuit has 
been cleared. 
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Abstract – In this paper, it is analysed the coherence between wind
speeds located in a horizontal plane corresponding to hub height of
wind turbines in a large wind farm.
The coherence is calculated using real data from Nysted Offshore
Wind Farm. Concretely, the wind speed measured in the 72 Wind
Turbines and in 2 of the meteorological masts during 9 months. The
results are analysed in the characteristic scale of power fluctuations
in large offshore wind farms.
This analysis shows the needing of a new spectral coherence
model.
Index Terms – wind models, wind coherence, power fluctuation, off-
shore wind farms
1. INTRODUCTION
Nowadays the concern about the effects of the pollution (like the
global warming effect) and the knowledge of the limitations of the
fossil resources are creating a strong tendency in Europe towards the
use of renewable energy sources. Therefore, there has been a big
growth in the Wind Energy development, and it is expected to go on
rising. Such growth makes essential to research deeply into this en-
ergy technology from the point of view of an important component
of the electrical system, instead of considering only the local voltage
quality as it was done previously [1].
A major issue in the control and stability of electric power systems
is to maintain the balance between generated and consumed power.
Because of the fluctuating nature of wind speeds, the increasing use
of wind turbines for power generation has risen the interest in the fluc-
tuations of the wind turbines power production, especially when the
wind turbines are concentrated geographically in large wind farms.
That fluctuation can also be a security issue in the future for systems
with weak interconnections like Ireland or the Iberian Peninsula.
As example of the significance of these power fluctuations in En-
erginet.dk (the Danish Transmission System Operator), according to
Akhmatov et al. [2], Energinet.dk has observed that power fluctua-
tions from the 160 MW offshore wind farm Horns Rev in West Den-
mark introduce several challenges to reliable operation of the power
system in West Denmark. And also, that it contributes to deviations
from the planned power exchange with the Central European Power
System (UCTE). Moreover, it was observed that the time scale of the
power fluctuations was from tens of minutes to several hours.
And in those fluctuations the importance of the spatial correla-
tion of the wind speed in that time frame is shown by the fact that
the power fluctuations of the 160 MW Wind Farm was significantly
greater than the fluctuations in a similar capacity of Wind Turbines
(WTs) distributed in smaller onshore Wind Farms. Those conclu-
sions point out that the research of the spatial correlation is a main
topic for the power fluctuation analysis.
In this way, models of coherence have been used within the mod-
elling of wind farms regarding power fluctuation. Sørensen et al.[3]
developed a wind speed model for a wind farm using a coherence
model. In this case, the aim was to simulate the fluctuations in the
shorter time scales related with the power quality characteristics.
Later on, an overall model for power fluctuations regarding the
“long term” fluctuations described above has been developed [4].
2. COHERENCE MODELS
The spectral coherence between the wind speed in two different
points is defined by
γ(f) =
Sab(f)p
Saa(f)Sbb(f)
(1)
where Sab(f) is the crossed power spectral density (CPSD) be-
tween the wind speed in points a and b, and Saa(f) and Sbb(f) are
the power spectral density (PSD) of the wind in each point.
Besides the practical observation of the link between the power
fluctuation and the spectral coherence above cited, different theoret-
ical and practical observations have appeared in recent papers [5, 4]
confirming that the seeking of power fluctuations models is totally
linked with the coherence models in a wind farm frame.
Regarding the current coherence models, most of them are based
in modifications to the Davenport model [6]. Davenport’s model sug-
gest an exponential behaviour explained by the following expression
|γ| = e−a
d·f
V (2)
where a, that is usually called decay factor, is a constant.
This model does not explain the inflow angle dependence, and so
the usual modifications of this model, based in changing the value of
the constant a have the same problem when using them in the scale
of a wind farm, where this dependence is essential [7].
Nevertheless, the modifications suggested by Schlez & Infield [8]
introduced that dependency expressing a as a function of the inflow
angle
a =
p
(along · cosα)2 + (alat · sinα)2 (3)
being along and alat respectively the decay factors for the longitudi-
nal and the lateral situations given by
along = (15± 5) ·
σv
V¯
(4)
alat = (17.5± 5)(m/s)
−1 · σv (5)
being IV the turbulent intensity defined by IV = σvV¯
However, this empirical model was based on a very limited dis-
tance scale and so it does not predict the behaviour in the large wind
farms of nowadays [7], so none of the usual models used in Wind En-
ergy suits for studying the Power Fluctuation of Wind Farms. There-
fore, in this paper the spectral coherence within a large wind farm is
analysed.
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3. EXPERIMENTAL PROCEDURE OF THE COHERENCE MEA-
SURING
The data used in this work is based in the Nysted Wind Farm, which is
an offshore Wind Farm compound of 72 Siemens SWT-2.3-82 fixed
speed wind turbines, with a global nominal power of 165.6 MW and
distances between the wind turbines between 0.48 km and 7.73 km.
The 72 WTs and the 2 Meteorological Masts shown in the figures
have been used in this study. In the nacelle of each WT (69 m above
ground), it has been measured the wind speed, the active power pro-
duced, the yaw angle, the angular velocity and other variables. Fur-
thermore, we have accessed to the wind speed and wind direction data
from the meteorological masts at 70 m. above ground.
Figure 1. Layout of the Nysted Wind Farm
All of those data have been obtained through a SCADA system
used by the wind farm main controller, which logs the data with a
1 Hz sampling frequency.
The data stored that have been used for this work is basically the
wind speeds measured by each WT and the velocity and direction of
the wind measured in the masts MM2 and MM3 that are shown in the
figure 1, corresponding to 9 months in 2005.
All of this data is being processed in 2 hour intervals, so that co-
herence data is in a suitable time frame for this purpose.
Next, it has been selected only intervals with a 75% of valid data in
MM2 and MM3. For the single Wind Turbine data a filtering for each
Wind Turbine working in a “normal” state has been done by selecting
the WTs with at least a 90% of valid data and holes smaller than 3
seconds, so that they can be fulfilled using splines without having any
significant influence to the time scale that we are studying.
Then, it has been define similar pairs of WTs with similar distances
and angles like A01-A02 and C03-C04, calling them geometrical seg-
ments.
Following this process, as shown in figure 2, we consider all seg-
ments with more than 8 couples, as example some of those segments
are shown in the table 1.
Once having selected the intervals, the data in each time interval
are processed, averaging the power spectra of each couple of WTs
belonging to the same geometrical segment.
For instance, when we consider the segment n compound of m
pairs (being m ≥ 8) of WTs with valid data (ai, bi), regarding the
convolution property of the Fourier Transform:
Figure 2. Example of how the segments are assembled.
Saa =
Pm
i=1
FFT(Vai) · FFT(Vai)
∗
m
(6)
Sbb =
Pm
i=1
FFT(Vbi) · FFT(Vbi)
∗
m
(7)
Sab =
Pm
i=1
FFT(Vai) · FFT(V
∗
bi
)
m
(8)
where Saa(f), Sbb(f) ∈ R, as well as Sab(f) ∈ C. This is done
for each segment with enough valid data in each time interval.
Afterwards, the results of each segment data
(Saa(f), Sbb(f), Sab(f)) can be classified depending on the
average wind speed V and the inflow angle α calculated through the
segment angle β and the wind direction φ as shown in figure 3.
South
Wind
β
αφ
WTj
WTi
North
Figure 3. Definition of the inflow (α), segment (β) and wind direction
angles (φ) used.
Next, the data classified for each segment (n) in the same wind
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∆irow ∆icolumn dxy(m) βxy(deg.) Blocks
0 1 482 -2 64
0 2 964 -2 56
0 3 1445 -2 48
0 4 1927 -2 40
0 5 2409 -2 32
0 6 2890 -2 24
0 7 3372 -2 16
0 8 3854 -2 8
1 0 867 -82 63
1 1 1062 -56 56
1 2 1403 -40 49
1 3 1810 -30 42
1 4 2246 -25 35
1 5 2698 -21 28
1 6 3158 -18 21
1 7 3625 -16 14
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
6 0 5204 -82 18
6 1 5308 -77 16
6 2 5454 -72 14
6 3 5637 -68 12
6 4 5853 -63 10
6 5 6101 -59 8
7 0 6071 -82 9
7 1 6173 -78 8
1 -7 3334 13 14
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
6 -5 5343 71 8
6 -4 5227 76 10
6 -3 5154 82 12
6 -2 5126 87 14
6 -1 5142 -88 16
7 -1 6007 -87 8
Table 1. Example of the 2-point segment characteristics.
speed range (vm) and inflow angle range (αk) are used for calculating
the coherence γ(n, vm, αk, f) as follows:
γ(n, vm, αk, f) =
PNn
i=1
Sab(i, f) ·NiqPNn
i=1
Saa(i, f) ·Ni ·
PNn
i=1
Saa(i, f) ·Ni
(9)
where Ni are the number of pairs of WT series of data used previ-
ously for calculating the power spectral functions, i.e. the number m
in equations 6,7 and 8.
The following 5 inflow angle bins are used
[0, 6, 25, 65, 84, 90](deg.), whereas the ranges of wind speed
are 2m/s intervals from 2m/s to 16m/s.
Finally, using the distance of each segment d(n), we get an exper-
imental γ(d, vm, αk, f).
In this proceeding the wake has been neglected. That is possible
because in most of the pairs consider where both measures are inside
of the overall wake, that affects similarly to both series of data and so,
it is removed by the definition of the coherence itself (eq. 1). On the
other hand, in the cases where the influence of having measures out
of the wake and measures in the deep wake could be greater, looking
at the expression of power spectral density of the wind inside and out
of the wake that is shown in [4], we see that it does not affect to the
time scale which we are interested in.
4. RESULTS
As it has been explained previously we have a package of coherence
data (|γ(d, vm, αk, f)| and its argument ∠γ(d, vm, αk, f)), from
which in this work we focus in the module part.
Looking into the data, it is found a clear exponential dependence
between the coherence and either the frequency f or the dimension-
less frequency d·f
V
, as it is shown in figure 4.
Although looking to the figure 5, where that exponential depen-
dence is represented in 3 different situations, it is also shown that its
decay factors are quite different on each situation, and therefore it is
not realistic to fit them to a single decay factor.
Then, taking into account the inflow angle, we can focus firstly
in the data corresponding to the longitudinal situation (α1 ⇒ α ∈
[0, 6 deg]) plotted in figure 6, where the decay factor a (see 2) is
plotted for different wind speed ranges against the distance. In that
figure, it is possible to see that there is not any significant tendency
in the variation of that parameter with the distance or the wind speed
(along 6= f(d, V )). Therefore, it is possible to assume that a constant
value for the longitudinal situation along (see 4) would be suitable in
this distance and time frame. This would agree qualitatively (but not
quantitatively) to Schlez & Infield model (Eq. 3).
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Figure 4. Coherence measured in Nysted Wind Farm in the longitu-
dinal situation and an exponential curve fitted to the data.
|γ|
Dimensionless frequency ( d·f
V
)
Figure 5. Coherence measured in Nysted Wind Farm in 3 different
situations.
However, in the lateral situation (α5 ⇒ α ∈ [84, 90 deg]), the
decay factor parameter depends significantly on the distance and the
wind speed (alat = f(d, V )), as it is shown in figure 7 , and this was
not predict by the Schlez & Infield model due to the different time
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Figure 6. Decay factor of the coherence in the longitudinal situation.
and length scale in the distance between the points (100 m) and in the
height above ground (18 m).
Looking into the figure, it is possible to see that alat gets lower
when the distance rises, alat rises when wind speed gets greater, and
those changes of alat get less significant as the distance gets greater.
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Figure 7. Decay factor of the coherence in the lateral situation.
Looking at the intermediate situations (α2, α3, α4), it is possible
to see an intermediate behaviour between the longitudinal and the
lateral situation, as it was suggested by the Schlez & Infield model.
Therefore, the coherence can be considered explained by eq. 2,
where the decay factor is a function a = a(α, d, V ) complying the
following conditions:
α→ 0 ⇒ ∆a(∆d,∆V )→ 0 (10)
d ↑ ⇒ a ↓ (11)
V ↑ ⇒ a ↑ (12)
d ↑↑ ⇒ ∆a(∆d,∆V ) ↓ (13)
α ↓ ⇒ ∆a(∆d,∆V ) ↓ (14)
5. CONCLUSION
It has been processed 9 months of real data coming from a Large Off-
shore Wind Farm, selecting 2 hour intervals. In which the coherence
have been calculated. It has been considered all the inflow angle sit-
uations and for the whole range of wind speed where the wind farm
is often working, and with distances from near 0.5 km to 6 km.
It has been shown that there is a significant dependence between
the coherence and the inflow angle, as in the model suggested by
Schlez & Infield. However, it was also shown that in the length,
height and time scale interesting for studying the power fluctuations
of Large Wind Farms, the Schlez & Infield model predicts coherence
values that are quite far from the experimental data shown here.
In those experimental data is shown that whereas the longitudinal
situation (α ≈ 0) can be modelled by means of a constant decay
factor, there is a strong dependency between the decay factor and the
distance and wind speed, being this dependency stronger as the inflow
angle gets closer to the lateral situation (α = pi/2).
This analysis has been generalised in a paper submitted to the Jour-
nal of Wind Engineering and Industrial Aerodynamics [9].
ACKNOWLEDGMENT
The work presented in this paper has been done in the research project
”Power Fluctuations from large offshore wind farms” financed by
the Danish Transmission System Operator Energinet.dk as PSO 2004
project number 6506.
A. Vigueras-Rodrı´guez is supported by the Spanish Ministerio de
Educacio´n y Ciencia through the grant program “Becas FPU” and
from the national research project “ENE2006-15422-C02-02”.
REFERENCES
[1] P. Sørensen, N. A. Cutululis, T. Lund, A. D. Hansen, T. Sørensen,
et al.: Power quality issues on wind power installations in Den-
mark, in IEEE Power Engineering Society, General Meeting,
Tampa, Florida, USA.
[2] V. Akhmatov, J. P. Kjaergaard, H. Abildgaard: Announcement of
the large offshore wind farm Horns Rev B and experience from
prior projects in Denmark, in European Wind Energy Confer-
ence.
[3] P. Sørensen, A. D. Hansen, P. E. C. Rosas: Wind models for
simulation of power fluctuations from wind farms, Journal of
Wind Engineering and Industrial Aerodynamics vol. 90, 2002,
pp. 1381–1402.
[4] P. Sørensen, N. Cutululis, A. Vigueras-Rodrı´guez, H. Madsen,
P. Pinson, et al.: Modelling of power fluctuations from large off-
shore wind farms, Wind Energy .
[5] T. Nanahara, M. Asari, T. Sato, K. Yamaguchi, M. Shibata, et al.:
Smoothing effects of distributed wind turbines. Part 1. Coherence
and smoothing effects at a wind farm, Wind Energy vol. 7, 2004,
pp. 61–74.
[6] A. G. Davenport: The spectrum of horizontal gustiness near the
ground in high winds, Quarterly Journal of Meteorology Society
vol. 87, no. 372, 1961, pp. 194–211.
[7] A. Vigueras-Rodrı´guez, P. Sørensen, A. Viedma: Spectral co-
herence models for the wind speed in large wind farms, in Pro-
ceedings of the 2nd PhD Seminar on Wind Energy in Europe,
European Academy of Wind Energy, Roskilde (Denmark).
[8] W. Schlez, D. Infield: Horizontal, two point coherence for sep-
arations greater than the measurement height, Boundary-Layer
Meteorology vol. 87, 1998, pp. 459–480.
[9] A. Vigueras-Rodrı´guez, P. Sørensen, A. Viedma, M. H. Dono-
van: Spectral coherence model for power fluctuations in a wind
farm, submitted to Journal of Wind Engineering and Industrial
Aerodynamics.
 www.risoe.dk  7 
Risø’s research is aimed at solving concrete 
problems in the society. 
 
Research targets are set through continuous 
dialogue with business, the political system and 
researchers. 
 
The effects of our research are sustainable energy 
supply and new technology for the health 
sector. 
